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Who should use this manual . . . 

This manual is a guide and reference for the RPG II programming language 
on System/36. It is intended for people who have a basic understanding of 
data processing concepts and of the RPG programming language. For 
convenience, RPG II is referred to as RPG. 

Using this manual, you can: 

• Design RPG programs 

• Code RPG programs 

• Enter and compile RPG programs 

• Test and debug RPG pr 9 grams 

• Follow coded RPG examples and sample programs 
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How this manual is arranged 


• • • 


Part 1. Guide 

Part 1 (Chapters 1 through 18) is a programmer's guide. It is organized in 
the sequence of tasks that a programmer must perform to use an RPG 
program: design, code, enter, compile, test, and put into production. 
Ch«.ipters 1 through 4 discuss designing, coding, entering, compiling, and 
testing: 

• Chapter 1 discusses designing an RPG program. 

• Chapter 2 discusses coding an RPG program. 

• Chapter 3 discusses entering and compiling an RPG program. 

• Chapter 4 discusses testing an RPG program. 

Chapters 5 through 11 discuss using various kinds of files. Each file that 
your program uses must be assigned to an input/output device. You code 
that device name in columns 40 through 46 of the file description 
specifications. For example^ if a file uses a disk as an input/output device, 
DISK is coded as the device name. The coded device name is a convenient 
way to refer to each kind of file. Thus, a file assigned to a disk is called a 
DISK file, a file assigned to a display station is called a WORKSTN file, 
and so on. 

• Chapter 5 discusses DISK files. 

• Chapter 6 discusses WORKSTN files. 

• Chapter 7 discusses PRINTER files. 

• Chapter 8 discusses SPECIAL files. 

• Chapter 9 discusses CONSOLE, KEYBORD, and CRT files. 

• Chapter 10 discusses BSCA files. 

• Chapter 11 discusses primary and secondary files. Primary and 
secondary are not device names. Instead, they indicate how the files 
are processed by the RPG program cycle. 

Some files (CONSOLE and KEYBORD) can be used only for input, some 
(CRT and PRINTER) can be used only for output, and some (DISK, 
WORKSTN, SPECIAL, and BSCA) can be used for both input and 
output. Therefore, when you use an RPG program, you must know how 
you can use each file. 

Typical RPG programs, and the kinds of files you might use for input 
and for output, are listed below: 
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What the RPG 
Program Does 

Files You Can Use 
for Input 

Files You Can Use for 
Output 

Inquire into a file 

DISK 

PRINTER 

WORKSTN 

WORKSTN 


SPECIAL 

SPECIAL 

Process a file 

DISK 

DISK 


WORKSTN 

WORKSTN 


CONSOLE 

CRT 


KEYBORD 

PRINTER 


SPECIAL 

SPECIAL 

Enter data 

DISK 

DISK 


WORKSTN 

WORKSTN 


CONSOLE 

CRT 


KEYBORD 

PRINTER 


SPECIAL 

SPECIAL 


BSCA 

BSCA 

Print a report 

DISK 

WORKSTN 

CONSOLE 

KEYBORD 

SPECIAL 

BSCA 

PRINTER 


If you wanted to create a program to display accounts receivable 
information about your customers, you would probably use a DISK file for 
input, a WORKSTN file for both input and output, and possibly a PRINTER 
file for output as well. The DISK input file would be a customer master file 
containing all the accounts receivable records for your customers. As an 
input file, the WORKSTN file would select the desired records from the 
DISK file. As an output file, the WORKSTN file would display the selected 
records from the DISK file. The program might do no processing other than 
reading records from the DISK file and writing records to the WORKSTN 
file. Sample program AR230R in Chapter 6 shows this example. If you used 
a PRINTER file also, you could write the output records to the printer. 

When you are ready to code your program, read the chapters that explain 
how to code a program that uses the kinds of files your program uses. For 
example, for information about coding a program that uses a DISK file, a 
WORKSTN file, and a PRINTER file, you should read Chapters 5, 6, and 7. 

Chapters 12 through 17 discuss various things that your RPG program can 
do: 

• Chapter 12 discusses using indicators. 

• Chapter 13 discusses using arrays and tables. 
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• Chapter 14 discusses using data structures. 

• Chapter 16 discusses using auto report. 

• Chapter 16 discusses editing numeric output fields. 

• Chapter 17 discusses changing the hexadecimal value of characters. 
Chapter 18 presents some tips for coding efficient programs. 

Part 2. Reference 

Part 2 (Chapters 19 through 32) is a reference. 

• Chapter 19 presents both a general and a detailed explanation of the 
RPG program cycle. 

• Chapters 20 through 27 explain all possible entries (column by column) 
for each RPG specification sheet. 

• Chapter 28 explains each RPG operation code in alphabetical order. 

• Chapter 29 shows a storage dump of an RPG program. 

• Chapter 30 explains the differences between the way RPG programs 
work on System/36 and the way they work on System/34. 

• Chapter 31 discusses using ideographic data. 

• Chapter 32 discusses problem determination. 


What you should know . . . 

Before you use this manual, you should be familiar with certain 
information: 

• You should know how to use the controls and indicators on your 
display screen and how to use the keys on your keyboard, such as: 

— Cursor movement keys 

- Command keys 

- Field exit keys 

- Insert and delete keys 

- Error Reset key 

This information is contained in: 

IBM 5291 Display Station Operator's Guide, GA21-9409 

- IBM 5292 Color Display Station Operators Guide, GA21-9416 

- IBM 5251 Models 1 and 11 Display Station, IBM 5252 Dual Display 
Station Operator^s Guide, 
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- IBM 5251 Models 2 and 12 Display Station Operator's Guide, 
GA21-9323 

• You should know how to operate your display station to use the 
System/36 System Support Program (SSP) to do such things as: 

- Signing on and signing off the display station 

- Interacting with displays 

- Using help 

- Entering control commands and procedure commands 

- Responding to messages 

This information is contained in the manual Operating Your System 
5360, 5362, SC21-9452 if you use a System/36 System Unit 5360 or a 
System/36 System Unit 5362, and in the manual Operating Your System 
5364, SC21-9353 if you use a System/36 System Unit 5364. Refer also to 
the manual Using Your Display Station, SC21-9455. 

• You should know how to design and code displays by using: 

- Screen design aid (SDA) utility 

- BLDMENU and FORMAT procedures 

This information is contained in the manual Creating Displays: Screen 
Design Aid and System Support Program, SC21-7902. 

• You should know how to communicate with the SSP by using: 

“ Operation control language (OCL) statements 
“ Utility programs and utility control statements 
Procedures 
” Commands 

This information is contained in the System Reference manual, 
SC21-9020. 

• You should know how to design and code efficient programs. This 
information is contained in the Concepts and Programmer's Guide, 
SC21-9019. 

• You should know how the RPG program cycle works, how indicators 
affect the program cycle, and how to code entries on the RPG 
specification sheets. This information is contained in the IBM 
Introduction to RPG II and RPG III: Batch Processing with Program 
Described Files, GC21-7514. It is also available from an IBM RPG II 
coding class. 

• You should know how to use the development support utility (DSU) or 
the source entry utility (SEU). This information is contained in the 
Development Support Utility Guide, SC09-1085, which explains how to 
enter and update your source and procedure members using a full 
screen editor, and the Source Entry Utility (SEU) Guide, SC21-7901. 

• You should know how to interpret displayed and printed messages. 

This information is contained in the System Messages manual, 
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SC21-7938, in the RPG II Messages manual, SC21-7940, and in the 
Utilities Messages manual, SC21-7939. 

• If you communicate with an IBM 3741 Data Entry Work Station you 
should know that 3741 Status messages are treated as data to be 
handled by the user. Information on possible status messages and data 
format are contained in the IBM 3741 Data Station Reference Manual, 
GA-9183. 


Naming conventions 

In this manual, the following conventions are used for program, display, 
and menu names: 

• Program names use the format aannnR, where: 

— aa identifies the type of application: 

AR means accounts receivable 

IM means inventory management 
OE means order entry 

— nnn is a number that identifies the type of program: 

100-199 for data entry 

200-299 for inquiry 
300-349 for file maintenance 
350-399 for sort 
400-499 for file update 

900-949 for printing reports and program listings 

— R identifies the programming language as RPG 

• Display names are formed by adding a D to the end of the name of the 
program that uses the display. For example, AR230RD is the name of a 
display used by an RPG accounts receivable inquiry program. If the 
program uses more than one display, a sequence number is added to the 
display name. For example, if program AR230R uses two displays, the 
displays are named AR230RD1 and AR230RD2. 

• Menu names use the format aannnM, where: 

aa identifies the type of application 

— nnn is a number assigned to the menu 
~ M identifies the name as a menu name 
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Coding conventions 


Where specification sheets show which columns to code, shading indicates 
that no entry is allowed in the column, no coding in an unshaded column 
indicates that more than one entry is allowed in the column, and a 
character in an unshaded column indicates that that character is the only 
entry allowed in the column. 


If you need more information . . . 

For an index of major topics discussed in all System/36 manuals, see the 
Guide to Publications, GC21-9015. 

For information about converting your programs from IBM System/34 to 
System/36, see the manual Converting from Systeml34 to SystemjSS, 
SC21-9053. 

For information about data communications, see the Interactive 
Communications Feature: Reference, SC21-7910, and the Interactive 
Communications Feature: Guide and Examples, SC21”7911c 

For information about designing structured programs, see the Structured 
Programming Textbook, SR20-7149, and the Structured Programming 
Workbook, SR20-7150. 

For information about protecting the security of your system, see the 
System Security Guide, SC21-9042. 

For information about determining whether a problem is in an IBM product 
or in your own program, see the System Problem Determination - 5360 
manual, SC21-7919 if you use a System/36 System Unit 5360, the System 
Problem Determination - 5362 manual, SC21-9063 if you use a System/36 
System Unit 5362, and the System Problem Determination - 5364 manual, 
SC21-9375 if you use a System/36 System Unit 5364. 

RPG coding and debugging material 

• RPG Control and File Description Specifications, GX09-1035 

• RPG Calculation Specifications, GX09-1035 

• RPG Extension and Line Counter Specifications, GX09-1033 

• RPG Input Specifications, GX09-1033 

• RPG Telecommunications Specifications, GX09-1034 

• RPG Output Specifications, GX09-1034 

• RPG Auto Report Specifications, GX09-1032 

• RPG Indicator Summary, GX09-1032 
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• RPG Debugging Template, GX21-9129 


System coding sheets 

• Display Format Specifications, GX21-9800 

• IBM 5250 Display Station Keyboard Template Assignment Sheet and 
Display Screen Layout Sheet, GX21-9271 

• IBM Printer/Display Layout Sheet, GX21-9174 

• Translation Table and Alternate Collating Sequence Coding Sheet, 
GX21-9096 



Summary of Changes 


The main enhancement made to System/36 RPG for release 5 is adding the 
DO structured programming operation code. 

The DO operation allows an operation or a series of operations to be 
performed a fixed number of times. Programmer indicates how many times 
the operation(s) will be performed when coding the DO statement and the 
associated END statement. See detailed descriptions of the DO operation in 
Chapter 18 and Chapter 28. 

Note: This manual may refer to products that are announced, but are not yet 
available. Such information is for planning purposes only and is 
subject to change before general availability. 
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Chapter 1. Designing an RPG Program 


This chapter begins with an overview of the six steps in creating and using 
an RPG program. These steps are related to the sequence of chapters in 
Part 1 of this manual, the programmer's guide. 

After that overview, this chapter discusses step 1, designing an RPG 
program. The design step includes designing the output, designing the 
processing, and designing the input. 


Steps in Using RPG 

There are six steps in creating and using an RPG program (see Figure 1-1): 

1. Design 

2. Code 

3. Enter 

4. Compile 

5. Test 

6. Put into production 
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Figure 1-1. Steps in Using an RPG Program 
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Step 1. Design 


Designing means planning what you want the program to do. Designing is 
probably the most important step in programming, so it is worth the time to 
design your programs carefully before you start to code them. A 
well-designed program is the best way to ensure good performance (fast 
processing and efficient use of resources) from your computer. Later 
sections of this chapter discuss the design step in more detail. For a 
complete explanation of the principles of program design, see the Concepts 
and Programmer's Guide. 


Step 2. Code 

Coding a program means writing the instructions that tell the computer 
what data to use, how to process it, and what to do with the results. You 
write these instructions on RPG specification sheets. Chapter 2 discusses 
coding in general terms. 

Step 3. Enter 

Entering a program means getting your written instructions (your coding) 
into the computer. You use the RPGONL procedure, the RPGSEU 
procedure, or the source entry utility to enter your instructions. Chapter 3 
explains how to enter your program. 

Step 4. Compile 

Compiling a program means translating your entered instructions (called a 
source program into a form that the computer can use (called a load 
module). You use the RPGONL or RPGC procedure to compile your source 
program. Both of these procedures allow you to display your compiled 
program at your display station. The RPGONL procedure also allows you 
to correct errors in your source program and recompile the program at your 
display station. Chapter 3 explains how to compile your program. 

Step 5. Test 


Testing a program means running a load module with some sample data to 
be sure that it produces the proper results. Testing helps you debug your 
load module before you run it with your actual data. Chapter 4 discusses 
testing your program. 

Step 6. Put into Production 

Putting a program into production means using it to process your actual 
data. Chapters 5 through 18 discuss using your load module to process 
data. 
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Designing Your Program 


A program usually begins with an idea or a request to produce a certain 
kind of result. Therefore, you know what the program should do before you 
begin to code it. The planning you do to decide how to code a source 
program that will produce that result is called designing the program. 

For example, suppose you want to create a program that allows people in 
your company to display information about your customers. An example of 
such a program is sample program AR230R in Chapter 6. That program 
displays accounts receivable information about a company's customers. To 
design that program, the programmer had to consider such questions as: 

• What information will the people in the company need to know about 
the customers? Name? Address? Phone number? Balance due? Credit 
limit? 

• How many people will need this information? Will more than one 
person need it at the same time? 

• How will a person request information about a customer? By entering 
the customer's number? The customer's name? 

• What file or files contain the information to be displayed? How are 
those files organized? 

• Can a person change the displayed information or only look at it? 

• Will a person want a printed copy of the displayed information? 

The answers to questions like these determine how to code the program. 
Designing a program includes: 

• Deciding what output you need from your program 

• Deciding what processing will produce the output you need 

• Deciding what input is required by and available to your program 

This sequence may seem backwards because it starts at the results (the 
output) and ends at the beginning (the input). The reason for designing the 
output first is to make sure that you start with a clear understanding of 
what your program will do. If you know what output you need, you can 
decide what calculations are necessary to produce that output. Designing 
the output first is like knowing where you are going before you set out on a 
trip: it helps you decide the best way to get there. 
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Designing the Output 


Your program will produce output records. You must decide what you will 
do with those records. In general, you have three choices (or any 
combination of the three choices): 

• You can display them. 

• You can print them. 

• You can store them. 

If you want to display the output records at your display station, you have 
to decide what information you want displayed and how you want it laid 
out. To define how you want your displays laid out, you use the display 
layout sheet. Then you use the screen design aid (SDA) utility to create 
your display screens. For more information about SDA, see the manual 
Creating Displays, 

If you want to print the output records, you also have to decide what 
information you want printed (which fields firom which records) and how 
you want it laid out on the printed report. To indicate how you want the 
printed report laid out, use the printer layout sheet. 

If you want to keep the output records in storage, you still have to decide 
what information you want to keep and how you want to organize the fields 
in the output records. 

After you design all your output records, you describe those records on the 
RPG file description specifications and output specifications. 
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Designing the Processing 


Designing the processing means planning the calculations that will produce 
the necessary output* When you design the processing, you must be aware 
of how the RPG program cycle works. The RPG program cycle controls 
certain operations performed on each record, so the program cycle partly 
determines how you can process your data. 

The phrase program cycle refers to the series of operations that an RPG 
program automatically performs on each record that it reads. Each RPG 
program goes through the same general cycle of operations. 

The program cycle has three basic logic steps: 

• Reading information (input) 

• Doing calculations (processing) 

• Writing results (output) 

These basic logic steps can be divided into several substeps in which you 
can assign indicators to control when calculation and output operations 
occur. These substeps and indicators are then coded on the RPG 
calculation specifications. 

For a detailed explanation of the RPG program cycle, see Chapter 19. For 
more information about how indicators affect the RPG program cycle, see 
Chapter 12. 


Designing the Input 

After you decide what output you need and what calculations will produce 
that output, the next step is to find out where the input data for your 
program will come from. It might come from one or more files already on 
the computer, from one or more display stations on your computer, from 
one or more other computers, or from a combination of these sources. You 
have to know the names used for input files, the location of fields in the 
input records, the sequence of record types, the formats of numeric data, 
and the indicators used. When you know this information, you can 
describe your input records on the RPG input specifications. 
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Chapter 2 


Coding an KPG Program 


After you have designed your program, you must write the individual 
statements that make up your source program. These statements should be 
coded on RPG specification sheets. Each line coded on a specification sheet 
represents a statement in the source program. Each specification sheet 
contains 80 columns. Column headings indicate the kind of information to 
code in particular columns. 

There are eight kinds of specifications: 

• Control specification 

• File description specifications 

• Extension specifications 

• Line counter specifications 

• Telecommunications specifications 

• Input specifications 

• Calculation specifications 

• Output specifications 

Each of these specifications is described briefly in this chapter. 

Most RPG programs do not use all eight kinds of specifications. In fact, 
none of them is required in every program, and a typical program probably 
uses only file description, input, calculation, and output specifications. 

When the computer compiles your source program, the specifications you 
use must be in the order shown in Figure 2-1. The specifications can be 
coded in any order, but normally you code them in the same order in which 
you design the program: first output, then calculations, then input. 
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Compile-Time Table 
or Array Data 


Alternate Collating 
Sequence Specifications 


File Translation 
Specifications 


Output Specifications 


Calculation Specifications 



b = blank 


Figure 2-1. Required Order of Specifications for an RPG Source Program 
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Control Specification 

The control specification provides the RPG compiler with information such 
as the following about your program and your computer: 

• Name of the program 

• Storage size needed for the program to run 

• Date format for the program 

• Whether an alternative collating sequence or file translation is used 
For a detailed description of the control specification, see Chapter 20. 

File Description Specifications 

File description specifications describe all the files that your program uses. 
The information for each file includes: 

• Name of the file 

• How the file is used 

• Size of records in the file 

• Input or output device used for the file 

• Whether the file is conditioned by an external indicator 

For a detailed description of the file description specifications, see Chapter 

21 . 

Extension Specifications 

Extension specifications describe all record address files, table files, and 
array files used in the program. The information includes: 

• Name of the file, array, or table 

• Number of entries in a table or array input record 

• Number of entries in a table or array 

• Length of the table or array entry 

For a detailed description of the extension specifications, see Chapter 22. 


Chapter 2. Coding an RPG Program 2-3 



Line Counter Specifications 

Line counter specifications describe the page or form on which output is 
printed. The information includes: 

• Number of lines per page 

• Line of the page at which overflow occurs 

For a detailed description of the line counter specifications, see Chapter 23. 

Telecommunications Specifications 

Telecommunications specifications describe each BSCA file in the program. 
The information includes: 

• Name of the file 

• Description of the communication network used 

• Type of station 

• Type of control 

• Type of code used 

• Station identification 

For a detailed description of the telecommunications specifications, see 
Chapter 24. 


Input Specifications 

Input specifications describe the records and fields in the input files used by 

the program. The information for each record includes: 

• Name of the file 

• Sequence of record types 

• Whether record-identifying indicators, control-level indicators, 
field-record-relation indicators, or field indicators are used 

• Whether data structures, look-ahead fields, record identification codes, 
or match fields are used 

• Type of each field (alphameric or numeric; packed-decimal, 
zoned-decimal, or binary format) 

• Location of each field in the record 
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• Name of each field in the record 


For a detailed description of the input specifications, see Chapter 25. 

Calculation Specifications 

Calculation specifications describe the calculations to be performed on the 
data and the order in which the calculations are to be performed. 
Calculation specifications can also be used to control certain input and 
output operations. The information includes: 

• Control-level and conditioning indicators for the operation specified 

• Fields or constants to be used in the operation 

• The operation to be performed 

• Whether resulting indicators are set after the operation is performed 
For a detailed description of the calculation specifications, see Chapter 26. 

Output Specifications 

Output specifications describe the records and fields in the output files and 
the conditions under which output operations are performed. The 
information includes: 

• Name of the file 

• Type of record to be written 

• Spacing and skipping instructions for PRINTER and CRT files 

• Output indicators that condition when the record is to be written 

• Name of each field in the output record 

• Location of each field in the output record 

• Edit codes and edit words 

• Constants to be written 

• Format name for a WORKSTN file 

For a detailed description of the output specifications, see Chapter 27. 
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Chapter 3. Entering and Compiling an RPG Program 


Using the RPG Procedures 

To enter and compile an RPG program, use one or more of the following 
RPG procedures: 

• RPGONL, which lets you create a source program and then alternately 
compile and correct errors in your source program online (at your 
display station) 

• RPGSEU, which lets you create or change a procedure or an RPG or 
auto report source member 

• RPGC, which lets you compile an RPG source program 

• RPGX, which lets you print a cross-reference listing for an RPG 
program 

• AUTOC, which lets you compile an RPG source program that contains 
auto report specifications 

• RPGSDA, which lets you create or change a display format 
Each of these procedures is explained in this chapter. 

To begin one of these procedures, use any one of the following methods: 

• Choose an option from the RPGP programming menu. 

• Include any of the RPG procedures in one of your own procedures and 
run your own procedure. 

• Call the procedure directly. To call one of the procedures directly, use 
one of the following methods: 

- Type HELP, a space, and the procedure name (with or without 
parameters) on the command line, and press the Enter key. 

“ Type the procedure name on the command line of the display screen, 
and press the Enter key. 

- Type the procedure name (with or without parameters) on the 
command line, and press the Help key. 
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- Type the procedure name, a space, and the source member name on 
the command line, and press the Enter key. (If you use this method, 
prompts are displayed only for the RPGONL procedure.) 

RPGP Programming Menu 

There are three ways to display the RPGP programming menu: 

• Type HELP RPGP on the command line of the display screen, and press 
the Enter key. 

• Type RPGP on the command line, and press the Help key. 

• Use the Help menus. 

The programming menu lists six options from which you can choose to 
perform tasks related to RPG programming: 

_ . 

RPGP W4 

RPG II programmtng procedures 

Select one of the following: 

1. Develop an RPG II program 

2. Create or change an RPG II or auto report program 

3. Compile an RPG II program 

4. Print an RPG II cross reference 

5. Compile an auto report program 

6. Create or change display formats 

Cmd3-Prev1ous menu Cmd7-End Cmd5-Ma1n help menu Home-Sign on menu 
Ready for option number or command 

e 1983 IBM Corp. 

L _^_J 

To choose one of the six procedures, enter a number from 1 through 6: 

• Enter 1 to use the RPGONL procedure. 

• Enter 2 to use the RPGSEU procedure. 

• Enter 3 to use the RPGC procedure. 

• Enter 4 to use the RPGX procedure. 

• Enter 5 to use the AUTOC procedure. 

• Enter 6 to use the RPGSDA procedure. 
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When chosen from the RPG programming menu, all six of these procedures 
remember the parameters you specify when you use a procedure. Then, the 
next time you choose any of the six procedures from the programming 
menu, the parameters you specified previously are automatically entered for 
you in response to the new prompts. For example, if you select the RPGC 
procedure on the programming menu, all 18 of the parameters you specified 
for the RPGC procedure are stored. When the RPGC procedure is complete, 
the programming menu is displayed again. Then, if you select the RPGSEU 
procedure on the programming menu, the display for the RPGSEU 
procedure shows the source member name and the library name that you 
entered for the RPGC procedure. If you sign off, the parameters are reset to 
the default values. 

You can use the following keys from the RPGP programming menu: 

• Command key 3 to return to the previous help menu 

• Command key 7 to end help 

• Command key 12 for information about how to use help 

• The Home key to return to the sign-on menu 

• The Help key for additional information about the procedures 

• Command key 24 to make the RPGP Help menu your default help menu 
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RPG Interactive Program-Development Procedure 
(RPGONL Procedure) 

The RPGONL procedure allows you to enter and compile your source 
program. The procedure identifies any errors in your source program by 
displaying your source program online (that is, at your display station) with 
error messages inserted immediately before the specification containing the 
error. You can correct these errors online and recompile your program as 
many times as necessary until it compiles successfully. The RPGONL 
procedure has three displays. 

Using the First RPGONL Display 

The first display for the RPGONL procedure looks like this: 




RPGONL PROCEDURE Optional-* 

RPG II Interactive program-development procedure 

Name of source program to be compiled.TEST 

Name of library containing program to be compiled .... YOURLIB 

Name of library to contain compiled program . * 

Name of data dictionary to be used. * 

Create or change source before first compilation? Y,N . . Y 


Cmd3-Pr0v1ous menu Cmd7-End Cmdl4-Comp1 ler options © 1985 IBM Corp. 

V_ _J 


Respond to each prompt by entering the appropriate information. 

Name of source program to be compiled: Enter the name of the your source 
program. 

Name of library containing program to be compiled: Enter the name of the 
library that contains the source member to be compiled. If no library name 
is specified, the library name is determined in one of the following ways: 

• If RPGONL is the first procedure to be run during this session, the 
current library name is used. 

• If the last procedure run during this session was RPGONL, RPGC, 
RPGX, RPGSEU, or AUTOC, the library name used in that last 
procedure becomes the default used for RPGONL. For RPGC, RPGX, 
RPGSEU, and AUTOC, this applies only when these procedures are not 
run from the job queue or are not evoked. If these procedures are run 
from the job queue, or are evoked, or if RPGR or RPGSDA is run, the 
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library name for RPGONL is not changed from the current library 
name. 

• If the last procedure run during this session was another language 
procedure (any COBOL, FORTRAN, or ASSEMBLER procedure), the 
current library name is used. 

Name of library to contain compiled program: Enter the name of the library 
that is to contain the compiled program. If no library name is specified, the 
library name is determined in one of the following ways: 

• If RPGONL is the first procedure to be run during this session, the 
current library name is used. 

• If the last procedure run during this session was RPGONL, RPGC, 
RPGX, RPGSEU, or AUTOC, the library name used in that last 
procedure becomes the default used for RPGONL. For RPGC, RPGX, 
RPGSEU, and AUTOC, this applies only when these procedures are not 
run from the job queue or are not evoked. If these procedures are run 
from the job queue, or are evoked, or if RPGR or RPGSDA is run, the 
library name for RPGONL is not changed from the current library 
name. 

• If the last procedure run during this session was another language 
procedure (any COBOL, FORTRAN, or ASSEMBLER procedure), the 
current library name is used. 

Name of data dictionary to be used: Enter the name of the current data 
dictionary to be used during the compilation, if you are using 
communication formats defined through the interactive data definition 
utility (IDDU). There is no default value for the data dictionary. The 
dictionary must exist. 

Create or change source before first compilation?: Enter Y or N. 

Y (yes) means that you want the procedure to call the development 
support utility (DSU), if you have it installed, or the source entry utility 
(SEU), to allow you to create or change your source program before the 
first compilation. 

N (no) means that you do not want to create or change your source 
program before the first compilation. 

If no option is chosen, Y is assumed. 

You can use the following keys from the first RPGONL display: 

• Command key 3 to return to the previous Help menu 

• Command key 7 to end the RPGONL procedure 

• The Help key for additional explanation of the parameters 

• Command key 14 to see the second RPGONL display, which allows you 
to specify more parameters. 
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Using the Second RPGONL Display 


The second RPGONL display looks like this: 



Respond to each prompt by entering the appropriate information. 

Override print option in source: Enter SOURCE, PSOURCE, or 
NOSOURCE. Use this option to override an entry in column 11 of the 
control specification of your RPG program. 

SOURCE means that you want the RPG compiler to print a full 
compiler listing. A full compiler listing includes the source program, 
information about tables and arrays, the relative location of fields and 
their attributes, field names that are not referred to, diagnostics, and a 
map of main storage. The map of main storage lists the identification, 
the starting address, and the size of each separately identifiable 
segment of code in the program, tells how much main storage is 
required to run the program, and lists the number of library sectors 
required for the program. 

NOSOURCE means that you do not want the RPG compiler to print a 
compiler listing. If you use this option, a prolog is printed along with 
the following information from the overlay linkage editor: the amount 
of main storage required to run the program, the starting address of the 
program, and the number of library sectors required for the program. 
Use this option when you already have a listing of the program. 

PSOURCE means that you want the RPG compiler to print a partial 
compiler listing. A partial listing includes the source program, 
information about indicators used in the program, diagnostics, and the 
following information from the overlay linkage editor: the amount of 
main storage required to run the program, the starting address of the 
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program, and the number of library sectors required for the program. It 
does not include information about tables and arrays, information about 
fields, or a map of main storage. 

If no option is specified, the entry coded in column 11 of the control 
specification is used. 

Override debug option in source: Entei DEBUG or NODEBUG. Use this 
option to override the entry in column 15 of the control specification. 

DEBUG means that the DEBUG operation is to be used in the 
calculation specifications. 

NODEBUG means that the DEBUG operation is not to be used. 

If no option is specified, the entry coded in column 15 of the control 
specification of your RPG program is used. 

Override sizedo-execute option in source: Enter the program size in K bytes 
(one K byte equals 1024 bytes). The program size must be an even number 
from 2 through 64. Use this option to override the entry coded in columns 
12 through 14 of the control specification of your RPG program. If no size 
is specified, the entry coded in columns 12 through 14 of the control 
specification is used. 

Create cross-reference listing: Enter NOXREF or XREF. 

NOXREF means that you do not want the RPG compiler to create a 
cross-reference listing for the program. 

XREF means that you do want a cross-reference listing. The 
cross-reference listing is created only if the program contains no 
terminal errors. A prompt on the third display for this procedure allows 
you to choose whether to display or print the listing. 

If no option is specified, NOXREF is assumed. 

Create program that can be run: Enter LINK or NOLINK. 

LINK means that you want to create a load module, that is, a program 
that you can run without first having to use the overlay linkage editor 
procedure OLINK to link-edit the program, 

NOLINK means that you do not want to create a load module. 

If no option is entered, LINK is assumed. 

Create program that must be link-edited: Enter NOOBJECT or OBJECT. 

NOOBJECT means that you do not want to create an object module. 

OBJECT means that you want to create an object module, that is, a 
compiled subroutine (not a load module). You must use the OLINK 
procedure to link-edit this module (by itself or with one or more other 
assembler programs or subroutines) before you can run the module. 
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If no option is specified, NOOBJECT is assumed. 

Create memory-resident overlays: Enter NOMRO or MRO. 

NOMRO means that you do not want overlays to remain in memory. 

MRO means that you want to retain overlays in memory. This enables 
you to keep more than one overlay in memory. 

The default is NOMRO. 

Name of subroutine input library: Enter the name of the library that 
contains one or more assembler subroutines to be combined with the 
program being compiled. If no library name is specified, the name of the 
source input library is assumed. 

Never-ending program: Enter NONEP or NEP. 

NONEP means that the program is not a never-ending program. 

NEP means that the program is a never-ending program. A 
never-ending program is one that uses system resources (such as disk 
storage, display stations, or printers) that are not shared with other 
programs. Use this option if your program will be requested frequently. 

If no option is specified, NONEP is assumed. 

Maximum number of requesting display stations: Enter the number (0 
through 99) of display stations that can use a single copy of the program at 
the same time. If no number is entered, a value of 0 is assumed (the 
program is not a MRT program). 

Generate CONSOLE file display formats: Enter GEN or NOGEN. 

GEN means that you want the procedure to create and compile source 
specifications for 24-line, 1920-character display formats for a 
CONSOLE file. Specifications are created and compiled only if the 
program contains no terminal errors. 

NOGEN means that you do not want the procedure to create or compile 
the source specifications for the display formats for a CONSOLE file. 

If no option is chosen, GEN is assumed. However, the procedure 
» ignores this option if your program does not use a CONSOLE file. 

Size of work files in blocks: Enter the number (1 through 9999) of blocks for 
the compiler work files. If no size is specified, 40 blocks is assumed. 
However, if the work files become full, they are automatically extended by 
the compiler. 

You can use the following keys from the second RPGONL Procedure 
display: 



• Command key 2 to return to the first display for the RPGONL 
procedure 

• Command key 7 to end the RPGONL procedure 

• The Help key for additional explanation of the parameters 

What happens next depends on how you responded to the last prompt on 
the first display for this procedure. That prompt is Create or change source 
before first compilation! 

If you responded Y to that prompt and now press the Enter key, the 
RPGONL procedure calls DSU or, if DSU is not installed on the system, 
SEU, and allows you to create or change your program before the first 
compilation. After you finish using DSU or SEU, your program is 
compiled. 

If you responded N to that option and now press the Enter key, neither 
DSU nor SEU is called and you cannot create or change your source 
program before the first compilation. 

During the compilation, a diagnosed source member is created. A 
diagnosed source member is a source member in which informational, 
warning, and terminal error messages diagnosed by the RPG compiler are 
inserted immediately before the specifications containing errors. The 
inserted messages have the following format: 

• Columns 1 and 2 contain question marks. 

• Column 3 contains I, W, or T to indicate that the message is an 
informational, warning, or terminal error message. 

• Columns 4 and 5 are blank. 

• Column 6 contains H, F, E, L, T, I, C, or 0 to indicate the specification 
type. 

• Column 7 contains an asterisk to indicate that this line is a comment. 

• Columns 8 through 80 contain the message. 

When the compilation is complete, the editor (DSU or SEU) displays the 
diagnosed source member on your display screen. You can see the results 
of the compilation and can correct any errors diagnosed by the compiler. 

When you finish correcting these errors, press command key 7 to end 
editing. If you chose to replace the source program, you will next see the 
DSU end-of-job display. 
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EXIT OPTIONS FOR SOURCE MEMBER 


Type choices, press 

Enter. 


ITEM 

CHOICE 

POSSIBLE CHOICES 

Save member .... 

1 

l*Yes 2=No 

Member name .... 

EXAMPLE1 


Library name. . . . 

DSULIB 


Reference number. . 

000001 

1-999999 

Serialize member. . 

2 

l=Yes 2=No 

Beginning column. . 

001 

1-93 

Remove diagnostics. 

.2 

l=Yes 2=No 

Subtype. 

.RPG 

UNS,ARP,ARS,ASM,BAP,BAS,BGC,BGD,BGF, 
COB,DFU,DTA,FMT,FOR,MNU.MSG,PHL,RPG, 
SRT,WSU 

Print member . . . 

.2 

l=Yes 2=No 


C!nd3=Return to editing 

Cmd6=Return to editing with processing 


Cmd4=D1sp1ay member list 
CMD7=Ex1t DSU 


If DSU is not installed on your system, you will see the SEU end-of-job 
display: 


END OF JOB 


Member name .TEST 

Library name . YOURLIB 

Reference number . 000006 

Library member subtype.. . 35 


2 

DTA 

13 

BAP 

16 MNU 

19 

SRT 

33 

COB 

36 

USU 

11 

ARS 

14 

DFU 

17 MSG 

31 

ASM 

34 

FOR 

40 

UNS 

12 

ARP 

15 

FMT 

18 PHL 

32 

BAS 

35 

RPG 




Remove diagnostics from diagnosed source member? Y,N Y 


V. 




On both DSU and SEU end-of-job displays you can choose to have all of the 
RPG error messages removed from the source program before it is placed 
back into the source program library. You should consider the number of 
error messages, the size of the source program, and the amount of free 
space in the source program library before you replace the source program 
without removing the error messages. To remove the error messages, select 
the Y option for the Remove diagnostics prompt on the DSU end-of-job 
display, or for the Remove diagnostics from diagnosed source member'? 
prompt on the SEU end-of-job display. 

When you finish using the diagnosed source member, the third display for 
the RPGONL procedure is shown. 











Using the Third RPGONL Display 


The third RPGONL display looks like this: 


RPGONL PROCEDURE 
Continuation options 

Would you like to view the compiler listing? . . . Y,N N 

Would you like to recompile the source program? . . Y,N Y 


Source program . TEST 

Input library . YOURLIB 

Output library . YOURLIB 


Data dictionary 


Cmdl-Work with different member Cmd7-End 

Cmdl4-Comp11er options © 1985 IBM Corp. 


V. 


Respond to each prompt by entering the appropriate information. 

Would you like to view the compiler listing?: Enter Y or N. 

Y (yes) means that you want the compiler listing to be displayed at your 
display station. 

N (no) means that you do not want the compiler listing to be displayed 
at your display station. 

If no option is specified, N is assumed. 

Would you like to recompile the source program?: Enter Y or N. 

Y (yes) means that you want to recompile your program. 

N (no) means that you do not want to recompile your program. 

If no option is specified, Y is assumed. 

Command keys 1 and 14 override this option. If you press command key 
1, the program is not recompiled, even if you entered Y in response to 
this prompt. Instead, the first RPGONL display for the current program 
appears, so you can enter a new program name and use the procedure 
with the new program. If you press command key 14, the second 
RPGONL display for the current program appears, so you can change 
any compiler options for the current program and recompile the 
program, even if you entered N in response to this prompt. 

Press command key 7 to end the RPGONL procedure. 
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Press the Help key for additional information about the third RPGONL 
display. 

If you respond Y to Would you like to view the compiler listing?, the display 
for the COPYPRT procedure appears. The COPYPRT procedure allows you 
to display and optionally print the compiler listing. The display for the 
COPYPRT procedure looks like this: 

★♦COMPLETE** 

NO. I/D PROC JOBNAME USER PRINTER ID FORM PAGES RECS 

001 SP0061 RPGONL W3145108 MSM $PRINTDM P2 0001 4 44 


SELECTED HEADER - 1 PRINT Y/N - N COPIES - 01 

FROM PAGE TO PAGE ENTER/HELP KEY CMD 7 - END 






To display the compiler listing, type the listed job number in response to 
the Selected header prompt at the bottom of the display and press the Enter 
key. To print the compiler listing, type the listed job number in response to 
the Selected header prompt, change the default N to Y on the Print prompt, 
and press the Enter key. For more information about the COPYPRT 
procedure, see the System Reference manual. 

Press command key 7 to end the COPYPRT procedure. 

You can continue using the RPGONL procedure until you press command 
key 7 while any of the three displays is shown or until you type N and press 
the Enter key in response to the second prompt on the third display, Would 
you like to recompile the source program? Each time you recompile your 
program, the parameters you specified the previous time you used the 
procedure are automatically entered for you in response to the new 
prompts. 




Creating or Changing an RPG or Auto Report Program 
(RPGSEU Procedure) 


The RPGSEU procedure allows you to use the source entry utility (SEU) to 
create or change an RPG program. For a complete explanation of SEU, see 
the Source Entry Utility (SEU) Guide. 


The display for the RPGSEU procedure looks like this: 


RPGSEU PROCEDURE Optional-* 


Creates or updates an RPG II or auto report 
procedure or source menber with SEU. 


Name of member to be created or updated.TEST 

Type of member.R,A,P R 

Name of member containing SEU formats. ... . ISEOXTRA 

Length of statement..40-120 * 

Name of library containing member.. YOURLIB 


CMD3-Prev1ous menu 


COPR IBM Corp. 1983 


V. 




Respond to each prompt by entering the appropriate information. 

Name of member to be created or updated: Enter the name of the library 
member to be created or changed. 

Type of member: Enter R, A, or P. 

R means an RPG source member. 

A means an RPG source member containing auto report specifications. 

P means a procedure member. 

If no option is specified, R is assumed. 

Name of member containing SEU formats: Enter the name of the load 
member that contains SEU formats. If no option is specified, the default for 
SEU is assumed. 
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Length oj statement: Enter the maximum length allowed for each source or 
procedure statement. If the member exists, the statement length of the member is 
assumed. If the member is being created and if no statement length is specified, 
the values that are allowed and assumed are as follows; 


Member Type 

Allowed Statement 
Length 

Assumed Statement 
Length 

R 

80 through 96 

96 

A 

80 through 96 

96 

P 

40 through 120 

120 


Name of library containing member: Enter the name of the library that contains 
or is to contain the member being created or changed. If no library name is 
specified, the name of the current library is assumed. 

You can use the following keys from the RPGSEU procedure display: 

• Command key 3 to return to the previous Help menu 

• Command key 7 to end the RPGSEU procedure 

• The Help key for additional information about the parameters 



Compiling an RPG Program (RPGC Procedure) 


The RPGC procedure compiles an RPG source program. The RPGC 
procedure has two displays. 


Using the First RPGC Display 

The first display for the RPGC procedure looks like this: 


RPGC PROCEDURE 

Compties an RPG II source program. 


Name of source program to be compiled. 

Name of library containing source program. 

Create diagnosed source member.. . N0DSM,DSM 

Output option for compiler listings. . . .PRINT,NOPRINT,CRT 

Create cross-reference listing.NOXREF.XREF 

Maximum number of requesting display stations.0-99 

Never-ending program.NONEP.NEP 

Name of library to contain compiled program. 


Optional-* 

TEST 

YOURLIB 

NODSM 

PRINT 

NOXREF 

00 

NONEP 


Cmd3-Prev1ous menu Cmd4-Put on Job queue Cmdl4-More options 

COPR IBM Corp. 1986 






Respond to each prompt by entering the appropriate information. 

Name of source program to be compiled: Enter the name of your source 
program. 

Name of library containing source program: Enter the name of the library 
that contains the source member to be compiled. If no library name is 
specified, the current library is assumed. 
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Create diagnosed source member: Enter NODSM or DSM. 

NODSM means that you do not want the RPG compiler to create a 
diagnosed source member. 

DSM means that you do want a diagnosed source member. A diagnosed 
source member is a source member in which informational, warning, 
and terminal error messages diagnosed by the RPG compiler are 
inserted immediately before the specifications containing errors. The 
inserted messages have the following format; 

Columns 1 and 2 contain question marks. 

Column 3 contains I, W, or T to indicate that the message is an 
informational, warning, or terminal error message. 

Columns 4 and 6 are blank. 

Column 6 contains H, F, E, L, T, I, C, or 0 to indicate the 
specification type. 

Column 7 contains an asterisk to indicate that this line is a 
comment. 

Columns 8 through 80 contain the message. 

When the RPGC procedure is complete, you can use SEU to correct the 
specifications containing errors or to remove the error messages from 
the source member. 

If no option is specified, NODSM is assumed. 

Output option for compiler listings: Enter PRINT, NOPRINT, or CRT. 

PRINT means that you want the compiler listing created by the RPGC 
procedure to be printed. 

NOPRINT means that you do not want the compiler listing to be 
printed or displayed. 

CRT means that you want the compiler listing to be displayed at the 
display station that requested the RPGC procedure. 

If no option is specified, PRINT is assumed. 



Create cross-reference listing: Enter NOXREF or XREF. 

NOXREF means that you do not want the RPGC procedure to create a 
cross-reference listing for the program. 

XREF means that you do want a cross-reference listing to be created. 
The cross-reference listing is created only if the program contains no 
terminal errors. The cross-reference listing is part of the compiler 
listing, so whether the cross-reference listing is displayed or printed 
depends on your response to the preceding prompt. 

If no option is specified, NOXREF is assumed. 

Maximum number of requesting display stations: Enter the number (0 
through 99) of display stations that can use a single copy of the program at 
the same time. If no number is entered, a value of 0 is assumed (the 
program is not a MRT program). 

Never-ending program: Enter NONEP or NEP. 

NONEP means that the program is not to be a never-ending program. 

NEP means that the program is to be a never-ending program. A 
never-ending program is one that uses system resources (such as disk 
storage, display stations, or printers) that are not shared with other 
programs. Use this option if your program will be requested frequently. 

If no option is specified, NONEP is assumed. 

Name of library to contain compiled program: Enter the name of the library 
that is to contain the compiled program. If this option is not specified, the 
source input library is assumed. 

You can use the following keys from the first RPGC Procedure display: 

• Command key 3 to return to the previous Help menu 

• Command key 4 to place the program on the input job queue 

• Command key 7 to end the RPGC procedure 

• The Help key for additional information about the parameters 

• Command key 14 to see the second display for the RPGC procedure 
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Using the Second RPGC Display 


The second RPGC display looks like this: 



Respond to each prompt by entering the appropriate information. 

Override print option in source: Enter SOURCE, PSOURCE, or 
NOSOURCE. Use this option to override an entry in column 11 of the 
control specification of your RPG program. 

SOURCE means that you want the RPG compiler to print a full 
compiler listing. A full compiler listing includes the source program, 
information about tables and arrays, the relative location of fields and 
their attributes, field names that are not referred to, diagnostics, and a 
map of main storage. The map of main storage lists the identification, 
the starting address, and the size of each separately identifiable 
segment of code in the program, tells how much main storage is 
required to run the program, and lists the number of library sectors 
required for the program. 

PSOURCE means that you want the RPG compiler to print a partial 
compiler listing. A partial listing includes the source program, 
information about indicators used in the program, diagnostics, and the 
following information from the overlay linkage editor: the amount of 
main storage required to run the program, the starting address of the 
program, and the number of library sectors required for the program. It 
does not include information about tables and arrays, information about 
fields, or a map of main storage. 
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NOSOURCE means that you do not want the RPG compiler to print a 
compiler listing. If you use this option, a prolog is printed along with 
the following information from the overlay linkage editor: the amount 
of main storage required to run the program, the starting address of the 
program, and the number of library sectors required for the program. 
Use this option when you already have a listing of the program. 

If no option is specified, the entry coded in column 11 of the control 
specification of your RPG program is used. 

Override debug option in source: Enter DEBUG or NODEBUG. Use this 
option to override the entry in column 15 of the control specification of 
your RPG program. 

DEBUG means that the DEBUG operation is to be used in the 
calculation specifications. 

NODEBUG means that the DEBUG operation is not to be used. 

If no option is specified, the entry coded in column 15 of the control 
specification of your RPG program is used. 

Override size-to-execute option in source: Enter the program size in K bytes 
(one K byte equals 1024 bytes). The program size must be an even number 
from 2 through 64. Use this option to override the entry coded in columns 
12 through 14 of the control specification. If no size is specified, the entry 
coded in columns 12 through 14 of the control specification is used. 

Halt on serious program error: Enter NOHALT or HALT. 

NOHALT means that you do not want the compiler to stop and display 
an error message if a warning or terminal error is found in the program. 

HALT means that you want the compiler to stop and display an error 
message if a warning or terminal error is found in the program. 

If no option is specified, NOHALT is assumed. 
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Replace duplicate members: Enter REPLACE or NOREPLAC. 

REPLACE means that, if a load or subroutine member is being created 
and if a load or subroutine member with the same name already exists 
in the output library, you want the newly compiled program to replace 
the existing load or subroutine member. 

NOREPLAC means that, if a load or subroutine member is being 
created and if a load or subroutine member with the same name already 
exists in the output library, you want an error message to be displayed. 

If no option is specified, REPLACE is assumed. 

Create program that can be run: Enter LINK or NOLINK. 

LINK means that you want to create a load module, that is, a program 
that you can run without first having to use the Overlay Linkage 
Editor procedure OLINK to link-edit the program. 

NOLINK means that you do not want to create a load module. 

If no option is entered, LINK is assumed. 

Create program that m,ust be link-edited: Enter NOOBJECT or OBJECT. 

NOOBJECT means that you do not want to create an object module. 

OBJECT means that you want to create an object module, that is, a 
compiled subroutine (not a load module). You must use the OLINK 
procedure to link-edit this module (by itself or with one or more other 
assembler programs or subroutines) before you can run the module. 

If no option is specified, NOOBJECT is assumed. 

Create memory-resident overlays: Enter NOMRO or MRO. 

NOMRO means that you do not want overlays to remain in memory. 

MRO means that you want to retain overlays in memory. This enables 
you to keep more than one overlay in memory. 

The default is NOMRO. 

Name of subroutine input library: Enter the name of the library that 
contains one or more assembler subroutines to be combined with the 
program being compiled. If no library name is specified, the name of the 
source member library is assumed. 



Generate CONSOLE file display formats: Enter GEN or NOGEN. 


GEN means that you want the procedure to create and compile source 
specifications for 24-line, 1920-character display formats for a 
CONSOLE file. The specifications are created and compiled only if the 
program contains no terminal errors. 

NOGEN means that you do not want the procedure to create or compile 
the source specifications for the display formats for a CONSOLE file. 

If no option is specified, GEN is assumed. However, the procedure 
ignores this option if your program does not use a CONSOLE file. 

Size of work files in blocks: Enter the number (1 through 9999) of blocks for 
the compiler work files. If no size is specified, 40 blocks is assumed. 
However, if the work files become full, they are extended automatically by 
the compiler. 

You can use the following keys from the second RPGC Procedure display: 

• Command key 2 to return to the first display for the RPGC procedure 

• Command key 4 to place the program on the input job queue 

• Command key 7 to end the RPGC procedure 

• The Help key for additional information about the parameters 

Name of the data dictionary to be used: Enter the name of the current data 
dictionary to be used during the compilation, if you are using 
communication formats defined through the interactive data definition 
utility (IDDU). There is no default value for the data dictionary. 
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Printing an RPG Cross-Reference Listing (RPGX 
Procedure) 


The RPGX procedure prints a cross-reference listing for an RPG program. 
No diagnostic checking is provided with the RPGX procedure. Therefore, 
you should use this command only for RPG source programs that have been 
successfully compiled and for which object programs have been produced. 
Unpredictable or confusing results may occur if auto report source 
statements or RPG source statements containing errors are used as input to 
the RPGX procedure. The display for the RPGX procedure looks like this: 

RPGX PROCEDURE 

Requests cross-reference for RPG II source program. 

Name of source program.TEST 

Size of $S0URCE file 1n blocks. 1-9999 40 

Name of library containing source program . YOURLIB 


Cmd3-Previous menu Cmd4-Put on Job queue 


COPR IBM Corp. 1983 


V 


's. 




Respond to the prompts by entering the appropriate information. 

Name of source program: Enter the name of your source program. 

Size of $SOURCE file in blocks: Enter the number (1 through 9999) of 
blocks for the work files. If no number is entered, 40 blocks is assumed. 
However, if the work files become full, they are extended automatically by 
the compiler. 

Name of library containing source program: Enter the name of the library 
that contains the source program to be listed. If no library name is 
specified, the name of the current library is assumed. 

You can use the following keys from the RPGX Procedure display: 

• Command key 3 to return to the previous Help menu 

• Command key 4 to place the program on the input job queue 

• Command key 7 to end the RPGX procedure 

• The Help key for additional information about the parameters 
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Cross-Reference Listing 


The RPGX procedure or the XREF option in the RPGC and AUTOC 
procedures provide a cross-reference listing of the symbols defined and 
referenced in the respective RPG and autoreport source programs. The 
cross-reference listing can be very helpful when you are modifying or 
expanding your program. The execution of the cross-reference listing step 
in the RPGC or AUTOC procedure depends upon the following: 

• The listing is provided only when XREF is specified for the RPGC or 
AUTOC procedure. The default is no cross-reference listing (NOXREF). 

• The listing is not provided if terminal errors occur in the RPG or auto 
report compilation. 

• The Sort utility is required to sort the symbol entries and provide a 
cross-reference listing. 

The symbols used in an RPG or auto report program are sorted and placed 
in the following categories in the cross-reference listing: 

• Filenames 

• Indicators 

• Tables and arrays 

• Fields and data structures 

• Labels 


Listing Format 


The format of the cross-reference listing is as follows: 

SYMBOL LNG TYPE DEC DEFN REFERENCES 

X-X XXXX XX-X X xxxx xxxx xxxx xxxx* 

where: 

SYMBOL is from 1 to 8 characters in length and defines the filenames, 
indicators, tables/arrays, data structures, fields, and labels used in the 
RPG or auto report program. Alphameric and numeric literals are not 
processed by the cross-reference listing option. When you are using a 
continuation line option on a file description specification, anything 
that is not a field name will not show up in the SYMBOL column. 
However the keyword of the continuation line option will appear 
(FMTS, for example). 

LNG is four positions long and defines the length of the field or data 
structure, the length of an element in a table or array, or the record 
length for the file named. LNG is not used for indicators or labels. 
LNG is also not used when a field has been defined by the *LIKE 
DEFN operation code. In this case, the length of the field shows as 
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****. For a data structure, the length of the data structure shows as 

TYPE is 2 to 7 positions in length and defines the type of file named (by 
using columns 15 and 16 from the file description specifications) or the 
type of label being defined and referenced. TYPE is used only for 
filenames or labels. 

DEC is one position long and defines the number of decimal positions in a 
numeric field. DEC is not used for filenames, alphameric fields, 
indicators, data structures, or labels. 

BEEN is four positions long and defines the statement number in which the 
symbol is defined. If the symbol is defined multiple times in the 
program, the first definition is assumed. The use of a field in a data 
structure is considered to be the definition of that field; all other uses 
of that field are considered to be references. The definition of an array 
is considered to be in the extension specification specifying the array 
even if the array is also specified in a data structure. 

REFERENCES are four positions in length and define the statement 
number in which the symbol is referenced. The number of entries 
under REFERENCES depends on the number of times the symbol is 
used in the program. If the symbol is unreferenced, there are no 
entries. If the symbol is referenced multiple times, multiple lines of 
references could be printed for the related symbol. An asterisk (*) 
printed beside a reference indicates that the contents of the symbol are, 
or could be, altered in this statement. An asterisk indicates that a field 
is used as a calculation result field and the operation code is not 
DEFN, or that an indicator is specified in positions 69 through 70 of 
the input specifications or in positions 54 through 59 of the calculation 
specifications. 



Sample Cross-Reference Listing 


The information that is printed in the cross-reference listing for each symbol type 
looks like this: 


** FILENAME LEGEND ** 


SYMBOL 

LNG 

TYPE 

DEFN 

REFERENCES 

CONTROL 

0030 

UC 

0001 

0005 

0021 0045 

WORKSTN 

0030 

CP 

0002 

0009 

0043 


** INDICATOR LEGEND ** 


SYMBOL 

DEFN 

REFERENCES 

01 

0005 



02 

0009 



03 

0011 

0020 


20 

0032 

0035* 

0045 

21 

0038 

0041* 

0047 

99 

0021 

0028 

0029 


** TABLE AND ARRAY LEGEND 


SYMBOL 

LNG 

DEC 

DEFN 

REFERENCES 


AOS 

ARY 

0005 

0015 

0 

0003 

0004 

0023* 0023 0024 0027* 0027 

0024* 0026* 

0027 


** FIELD AND DATA STRUCTURE LEGEND ** 


SYMBOL 

LNG 

DEC 

DEFN 

REFERENCES 



CENTS 

0002 

0 

0015 





COST 

0007 

2 

0018 

0007 

0039* 

0039 


DESC 

0018 


0019 

0008 

0033* 



DOLLAR 

0005 

0 

0014 





INVDTA 

*DS* 


0012 

0010 

0046 

0048 


IX 

0001 

0 

0022 

0023 

0023 

0024 0024 

0025* 0025 0026 

NAME 

0008 


0016 





PARTNO 

0005 

0 

0013 

0006 

0021 



STOCK 

0010 


0017 






** LABEL LEGEND ** 


SYMBOL 

TYPE 

DEFN 

REFERENCES 

ADDRCD 

BEGSR 

0031 

0028 

FND 

TAG 

0030 

0020 

UPDRCD 

BEGSR 

0037 

0029 


0027 
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Compiling an Auto Report Program (AUTOC Procedure) 


The AUTOC procedure compiles an RPG program that contains auto report 
specifications. The AUTOC procedure has two displays. 

Using the First AUTOC Display 

The first AUTOC display looks like this: 


AUTOC PROCEDURE Optional-* 

Complies an RPG II program that contains auto report specifications.. 

Name of source program to be compiled.TEST 

Name of library containing source program . YOURLIB 

Call RPG 11 compiler...COMP.NOCOMP COMP 

Output option for compiler listings.PRINT,NOPRINT,CRT PRINT 

Create cross-reference listing . NOXREF.XREF NOXREF 

Maximum number of requesting display stations . 0-99 00 

Never-ending program . NONEP.NEP NONEP 

Name of library to contain compiled program . * 

Cmd3-Prev1ous menu Cmd4-Put on Job queue Cmdl4-More options 

COPR IBM Corp. 1986 


Respond to each prompt by entering the appropriate information. 

Name of source program to be compiled: Enter the name of your source 
program. 

Name of library containing source program: Enter the name of the library 
that contains the source member to be compiled. If no library name is 
specified, the name of the current library is assumed. 

Call RPG II compiler: Enter COMP or NOCOMP. 

COMP means that you want the RPG compiler to be run as part of the 
auto report function. 

NOCOMP means that you do not want the RPG compiler to be run as 
part of the auto report function. 

If no option is specified, COMP is assumed. 

Output option for compiler listings: Enter PRINT, NOPRINT, or CRT. 

PRINT means that you want the listings created by the AUTOC 
procedure to be printed. 
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NOPRINT means that you do not want the listings to be printed or 
displayed. 

CRT means that you want the listings created by the AUTOC procedure 
to be displayed at the display station that requested the AUTOC 
procedure. 

If no option is specified, PRINT is assumed. 

Create cross-reference listing: Enter NOXREF or XREF. 

NOXREF means that you do not want the AUTOC procedure to create a 
cross-reference listing for the RPG program. 

XREF means that you do want a cross-reference listing. The 
cross-reference listing is created only if the program contains no 
terminal errors. The cross-reference listing is part of the compiler 
listing, so whether the cross-reference listing is displayed or printed 
depends on your response to the previous prompt. 

If no option is entered, NOXREF is assumed. 

Maximum number of requesting display stations: Enter the number (0 
through 99) of display stations that can use a single copy of the program at 
the same time. If no number is specified, a value of 0 is assumed (the 
program is not a MRT program). 

Never-ending program: Enter NONEP or NEP. 

NONEP means that the program is not to be a never-ending program. 

NEP means that the program is to be a never-ending program. A 
never-ending program is one that uses system resources (such as disk 
storage, display stations, or printers) that are not shared with other 
programs. Use this option if your program will be requested frequently. 

If no option is entered, NONEP is assumed. 

Name of library to contain compiled program: Enter the name of the library 
that is to contain the compiled program. If no library name is specified, the 
name of the source input library is assumed. 

You can use the following keys from the first AUTOC Procedure display: 

• Command key 3 to return to the previous Help menu 

• Command key 4 to place the program on the input job queue 

• Command key 7 to end the AUTOC procedure 

• The Help key for additional information about the parameters 

• Command key 14 to see the second display for the AUTOC procedure 
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Using the Second AUTOC Display 


The second AUTOC display looks like this: 



Respond to each prompt by entering the appropriate information. 

Override print option in source: Enter SOURCE, PSOURCE, or 
NOSOURCE. Use this option to override an entry in column 11 of the 
control specification of your RPG program, 

SOURCE means that you want the RPG compiler to print a full 
compiler listing. A full compiler listing includes the source program, 
information about tables and arrays, the relative location of fields and 
their attributes, field names that are not referred to, diagnostics, and a 
map of main storage. The map of main storage lists the identification, 
the starting address, and the size of each separately identifiable 
segment of code in the program, tells how much main storage is 
required to run the program, and lists the number of library sectors 
required for the program. 

PSOURCE means that you want the RPG compiler to print a partial 
compiler listing. A partial listing includes the source program, 
information about indicators used in the program, diagnostics, and the 
following information from the overlay linkage editor: the amount of 
main storage required to run the program, the starting address of the 
program, and the number of library sectors required for the program. It 
does not include information about tables and arrays, information about 
fields, or a map of main storage. 
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NOSOURCE means that you do not want the RPG compiler to print a 
compiler listing. If you use this option, a prolog is printed along with 
the following information from the overlay linkage editor: the amount 
of main storage required to run the program, the starting address of the 
program, and the number of library sectors required for the program. 
Use this option when you already have a listing of the program. 

If no option is specified, the entry coded in column 11 of the control 
specification of your RPG program is used. 

Override debug option in source*. Enter DEBUG or NODEBUG. Use this 
option to override the entry in column 15 of the control specification of 
your RPG program. 

DEBUG means that the DEBUG operation is to be used in the 
calculation specifications. 

NODEBUG means that the DEBUG operation is not to be used. 

If no option is specified, the entry coded in column 15 of the control 
specification of your RPG program is used. 

Override size4o-execute option in source*. Enter the program size in K bytes 
(one K byte equals 1024 bytes). The program size must be an even number 
from 2 through 64. Use this option to override the entry coded in columns 
12 through 14 of the control specification of your RPG program. If no size 
is specified, the entry coded in columns 12 through 14 of the control 
specification of your RPG program is used. 

Halt on serious programming error: Enter NOHALT or HALT. 

NOHALT means that you do not want the compiler to stop and display 
an error message if a warning or terminal error is found in the program. 

HALT means that you want the compiler to stop and display an error 
message if a warning or terminal error is found in the program. 

If no option is specified, NOHALT is assumed. 

Replace duplicate members: Enter REPLACE or NOREPLAC. 

REPLACE means that, if a load or subroutine member is being created 
and if a load or subroutine member with the same name already exists 
in the output library, you want the newly compiled program to replace 
the existing load or subroutine member. 

NOREPLAC means that, if a load or subroutine member is being 
created and if a load or subroutine member with the same name already 
exists in the output library, you want an error message to be displayed. 

If no option is specified, REPLACE is assumed. 
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Create program that can be run: Enter LINK or NOLINK. 

LINK meauB that you want to create a load module^ that is, a program 
that you can run without first having to use the Overlay Linkage 
Editor procedure OLINK to link-edit the program. 

NOLINK means that you do not want to create a load module. 

If no option is entered, LINK is assumed. 

Create program that must be link-edited: Enter NOOBJECT or OBJECT. 

NOOBJECT means that you do not want to create an object module. 

OBJECT means that you want to create an object module, that is, a 
compiled subroutine (not a load module). You must use the OLINK 
procedure to link-edit this module (by itself or with one or more other 
assembler programs or subroutines) before you can run the module. 

If no option is specified, NOOBJECT is assumed. 

Create memory-resident overlays: Enter NOMRO or MRO. 

NOMRO means that you do not want overlays to remain in memory. 

MRO means that you want to retain overlays in memory. This enables 
you to keep more than one overlay in storage. 

The default is NOMRO. 

Name of subroutine input library: Enter the name of the library that 
contains one or more subroutines to be combined with the program being 
compiled. If no library name is specified, the name of the source input 
library is assumed. 

Generate CONSOLE file display formats: Enter GEN or NOGEN. 

GEN means that you want the procedure to create and compile source 
specifications for 24-line, 1920-character display formats for CONSOLE 
files. The specifications are created and compiled only if the program 
contains no terminal errors. 

NOGEN means that you do not want the procedure to create or compile 
the source specifications for the display formats. 

If no option is specified, GEN is assumed. However, the procedure 
ignores this option if your program does not use a CONSOLE file. 



Size of work files in blocks: Enter the number (1 through 9999) of blocks for 
the compiler work files. If no size is specified, 40 blocks is assumed. 

You can use the following keys from the second AUTOC Procedure display: 

• Command key 2 to return to the first display for the AUTOC procedure 

• Command key 4 to place the program on the input job queue 

• Command key 7 to end the AUTOC procedure 

• The Help key for additional information about the parameters 

Name of the data dictionary to be used: Enter the name of the current data 
dictionary to be used during the compilation, if you are using 
communication formats defined through the interactive data definition 
utility (IDDU). There is no default value for the data dictionary. 
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Creating or Changing Display Formats (RPGSDA 
Procedure) 


The RPGSDA procedure allows you to create or change display formats. 
There are no displays for the RPGSDA procedure. Instead, the procedure 
calls the screen design aid (SDA) utility, and the SDA menu is displayed: 

N 

SDA MAIN OPTIONS W4 

Select one of the following; 


MENUS 

1. 

Design menus 

DISPLAYS 

2. 

Design display formats 


3. 

Design display formats for WSU 

PROGRAMS 

4. 

Build RPG II WORKSTN file specifications 


5. 

Build WSU programs 

SERVICES 

6. 

EDIT Source and procedure members 


7. 

VIEW Display formats In $SFGR load members 


8. 

PRINT Display formats 1n source members 


g. 

COMPILE Source format members with $SFGR 


Option . . . . . 


HELP-Cursor selected help CMD3~Prev1ous menu CMD7-End SDA session 




For a complete explanation of SDA, see the manual Creating Displays. 
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Solving Problems That Occur At Compilation Time 

The following charts describe some problems that may occur when you 
compile your program and some possible ways to solve these problems. 


No Compiler Listing Is Produced 


Items to Check 

How to Check 
the Item 

Recommended 
Recovery Action 

You coded B in 
column 11 of 
the control (H) 
specification. 

Use DSU/SEU or 
RPGSEU procedure 
to look at the source 
program 
specifications. 

Either use DSU/SEU 
to change the B to 
blank, or use the 
RPGONL, RPGC, or 
AUTOC procedure to 
recompile your 
program, and choose 
SOURCE or 

PSOURCE as the 
Override print option 
in source parameter. 

You chose 
NOSOURCE as 
the Override 
print option in 
source 

parameter on 
the RPGONL, 
RPGC, or 

AUTOC 

procedure. 

Look at the prolog 
on the compiler 
listing to see which 
option you chose. 

Use the RPGONL, 
RPGC, or AUTOC 
procedure to 
recompile your 
program, and change 
NOSOURCE to 
PSOURCE, 

SOURCE, or blank 
as the Override print 
option in source 
parameter. 

You chose N in 
response to the 
prompt Would 
you like to view 
the compiler 
listing? on the 
RPGONL 
procedure. 

This item cannot be 
checked. 

Change N to Y as 
the response to the 
prompt Would you 
like to view the 
compiler listing? on 
the RPGONL 
procedure. 
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No Compiler Listing Is Produced (continued) 


Items to Check 

How to Check 
the Item 

Recommended 
Recovery Action 

You chose 
NOPRINT as 
the Output 
options for 
compiler listing 
parameter on 
the RPGC or 
AUTOC 
procedure. 

This item cannot be 
checked. 

Use the RPGC or 
AUTOC procedure to 
recompile your 
program, and change 
NOPRINT to PRINT 
or CRT as the 

Output option for 
compiler listings 
parameter. 

Your display 
station is 
configured to 
the wrong 
printer. 

Use the SSP 

STATUS command 
(D W) to see how the 
system is configured. 

Reconfigure the 
display station to the 
correct printer. 

The spool 
writer is 
stopped. 

Use the SSP 

STATUS command 
(D P) at the system 
console to see the 
status of the spool 
file. 

Use the SSP START 
command 
(S P,printer-id) at 
the system console. 
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No Load Module Is Produced 


Items to Check 

How to Check 
the Item 

Recommended 
Recovery Action 

You chose 
NOLINK as the 
Create program 
that can be run 
parameter on 
the RPGONL, 
RPGC, or 

AUTOC 

procedure. 

Look at the prolog 
on the compiler 
listing to see what 
option you chose. 

Use the RPGONL, 
RPGC, or AUTOC 
procedure to 
recompile your 
program, and change 
NOLINK to LINK as 
the Create program 
that can be run 
parameter. 

You used the 
wrong name as 
the subroutine 
input library 
name on the 
RPGONL, 

RPGC, or 

AUTOC 

procedure. 

Look at the prolog 
on the compiler 
listing to see what 
subroutine input 
library name you 
used. 

Use the RPGONL, 
RPGC, or AUTOC 
procedure to 
recompile your 
program, and change 
the name of the 
subroutine input 
library. 
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A Load Module Is Produced but Cannot Be Found 


Items to Check 

How to Check 
the Item 

Recommended 
Recovery Action 

You did not 
code a program 
identification 
name in 
columns 75 
through 80 of 
the control (H) 
specification. 

Look at the compiler 
listing. 

Do one of the 
following: 

1. Use DSU/SEU to 
code a program 
identification 
name in columns 

75 through 80 of 
the control 
specification, and 
then use the 
RPGONL, RPGC, 
or AUTOC 
procedure to 
recompile your 
program. 

2. Use the SSP 
LIBRLIBR 
procedure to 
change the 
default name of 
the load module 
(RPGOBJ) to the 
required name. 
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Items to Check 

How to Check 
the Item 

Recommended 
Recovery Action 

The name of 
the library in 
which you are 
looking is not 
the same as the 
name you used 
as the output 
library name on 
the RPGONL, 
RPGC, or 

AUTOC 

procedure. 

Look at the prolog 
on the compiler 
listing to see what 
name you used as 
the output library 
name. 

Do any one of the 

following: 

1. Look in the 
library you used 
as the output 
library name on 
the RPGONL, 
RPGC, or 

AUTOC 

procedure. 

2. Use the 

RPGONL, RPGC, 
or AUTOC 
procedure to 
recompile your 
program, and 
change the name 
of the output 
library. 

3. Use the SSP 
LIBRLIBR 
procedure to 
copy the load 
module from the 
library you used 
as the output 
library name on 
the RPGONL, 
RPGC, or 

AUTOC 

procedure to the 
required library. 
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No Subroutine Module Is Produced 


Items to Cheek 

How to Check 
the Item 

Recommended 
Recovery Action 

You chose 
NOOBJECT as 
the Create 
program that 
must be 
link-edited 
parameter on 
the RPGONL, 
RPGC, or 

AUTOC 

procedure. 

Look at the prolog 
on the compiler 
listing to see what 
option you chose. 

Use the RPGONL, 
RPGC, or AUTOC 
procedure to 
recompile your 
program, and change 
NOOBJECT to 

OBJECT as the 

Create program that 
must be link-edited 
parameter. 

You used the 
wrong name as 
the subroutine 
input library 
name on the 
RPGONL, 

RPGC, or 

AUTOC 

procedure. 

Look at the prolog 
on the compiler 
listing to see what 
subroutine input 
library name you 
used. 

Use the RPGONL, 
RPGC, or AUTOC 
procedure to 
recompile your 
program, and change 
the name of the 
subroutine input 
library. 
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A Subroutine Module Is Produced but Cannot Be Found 


Items to Check 

How to Check 
the Item 

Recommended 
Recovery Action 

You did not 
code a program 
identification 
name in 
columns 75 
through 80 of 
the control (H) 
specification. 

Look at the compiler 
listing. 

Do one of the 
following: 

1. Use SEU to code 
a program 
identification 
name in columns 

75 through 80 of 
the control 
specification, and 
then use the 
RPGONL, RPGC, 
or AUTOC 
procedure to 
recompile your 
program. 

2. Use the SSP 
LIBRLIBR 
procedure to 
change the 
default name of 
the subroutine 
module 

(RPGOBJ) to the 
required name. 
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Subroutine Module Is Produced but Cannot Be Found (continued) 


Items to Check 

How to Check 
the Item 

Recommended 
Recovery Action 

The name of 

Look at the prolog 

Do any one of the 

the library in 

on the compiler 

following: 

which you are 

listing to see what 


looking is not 

name you used as 

1. Look in the 

the same as the 

the output library 

library you used 

name you used 

name. 

as the output 

as the output 


library name on 

library name on 


the RPGONL, 

the RPGONL, 


RPGC, or 

RPGC, or 


AUTOC 

AUTOC 

procedure. 


procedure. 

2. Use the 

RPGONL, RPGC, 
or AUTOC 
procedure to 
recompile your 
program, and 
change the name 
of the output 
library. 


3. UsetheSSP 
LIBRLIBR 
procedure to 
copy the load 
module from the 
library you used 
as the output 
library name on 
the RPGONL, 
RPGC, or 
AUTOC 
procedure. 










No Diagnosed Source Member Is Produced 


Items to Check 

How to Check 
the Item 

Recommended 
Recovery Action 

You chose 
NODSM as the 
Create 
diagnosed 
source member 
parameter on 
the RPG 
procedure. 

Look at the prolog 
on the compiler 
listing to see what 
option you chose. 

Use the RPGC 
procedure to 
recompile your 
program, and change 
NODSM to DSM as 
the Create diagnosed, 
source member 
parameter. 


If your problem is still not solved, please refer to Chapter 32 {Problem 
Determination) in this manual. 
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Chapter 4. Testing an RPG Program 


Testing is the final step in creating an RPG program. Testing means 
running your load module with sample data, not actual data. You should 
test all possible combinations of variables in your program to be sure that 
the program processes the data correctly in every case. Testing usually 
reveals some program errors that must be corrected before you can use the 
load module to process your actual data. Finally, after this debugging 
(finding and correcting all errors), the program is ready to be put into 
production by running it with actual data. 

This chapter explains how to run a load module and briefly suggests how to 
debug a load module. 


Running an RPG Load Module 

There are three ways to run an RPG load module: 

• Enter control language LOAD and RUN statements from the display 
station keyboard. If the program uses DISK files, you must also include 
a control language FILE statement for each DISK file. You can use a 
control language SWITCH statement to set any external indicators (U1 
through U8) used by the program. To attach a display station to a 
program that uses a WORKSTN file, you can use a control language 
WORKSTN statement. 

• Enter the name of a procedure that contains the required control 
language statements. 

• Select a menu option. 

For a complete explanation of the control language statements and of how 

to write a procedure, see the System Reference manual. 

For information on how to place the program on the input job queue, see 

the manual Operating Your Computer. 
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Example of Control Language Statements To Run a Program 

The following control language statements load and run an RPG load 
module named PROGl that uses an input DISK file named INPUT and an 
output DISK file named OUTPUT: 

// LOAD PROGl 

// FILE NAME-INPUT 

// FILE NAME-OUTPUT,BLOCKS-10 

// RUN 

RPG Halt Messages 

Errors in an RPG program can cause the program to halt while it is being 
compiled or run. When the program halts, a halt message is displayed. If 
the program is run from the input job queue, the halt messages are 
displayed at the system console. If the program is run from a display 
station (and not placed on the input job queue), the halt messages are 
displayed at the display station. If the program is a multiple requester 
terminal (MRT) program, the messages go to the system console. 

When a halt message is displayed, the person at the system console or at 
the display station must respond by entering one of the following options: 

• 0-Continue: Control is returned to the program, and processing 
continues. 

• l-Bypass: The remainder of the program cycle is bypassed, and the next 
record is read. For some messages, option 1 means that you should try 
the operation again. This information is in the second-level text for 
these messages. 

• 2-Controlled Cancel: End-of-job operations specified by the program are 
done, tables are dumped, and file labels are cataloged. 

• 3-Immediate Cancel: The job is canceled, but control is not returned to 
the RPG program. New data entered for this job is not preserved. 

For a complete explanation of the halt messages and of the necessary 
responses, see the RPG- II Messages manual. 


Debugging an RPG Load Module 

You can use the DEBUG operation to debug any RPG program. In 
addition, you can use other techniques to debug a program that uses a 
WORKSTN file. 


4-2 



Using the DEBUG Operation 


The DEBUG operation is an RPG function that helps you find errors in a 
program. This operation causes one or, optionally, two records to be 
written to an output file. The first record contains a list of all indicators 
that are on at the time the DEBUG operation occurs in the calculation 
specifications. If you code the name of a field or array in the result field of 
the DEBUG operation, a second record is also written to the output file. 
The second record shows the contents of the field or array specified in the 
result field. 

The DEBUG operation can be coded at any point or at several points in the 
calculation specifications. The output records are written whenever the 
DEBUG operation occurs. 

Factor 1 of the DEBUG operation can contain a literal or the name of a 
field. The literal or the contents of the specified field are written in the 
first record. If factor 1 is left blank, the statement number of the DEBUG 
operation is written in the first record. 

Factor 2 must contain the name of the output file to which the records are 
written. The file cannot be a WORKSTN file. The same filename must be 
used as factor 2 for all DEBUG statements in a program. 

The result field can contain the name of a field or array whose contents are 
written in the second output record. If the result field is left blank, only 
one record is written when that DEBUG operation occurs. 

To use the DEBUG operation, you must also code a 1 in column 15 of the 
control specification. If you leave that column blank, the DEBUG 
operation is treated as a comment. You can override the entry in column 
16 by specifying DEBUG or NODEBUG in the RPGONL, RPGC, or AUTOC 
procedure (see Chapter 3, Entering and Compiling an RPG Program), 
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Records Written by the DEBUG Operation 


The DEBUG operation always causes at least one record to be written. 
That record has the following format: 


Output Positions 

Information 

1-8 

DEBUG- 

9-16 

Literal or contents of field coded in factor 

1 (optional), or the statement number of 
the DEBUG operation code in the 
program. 

17 

Blank 

18-32 

INDICATORS ON- 

33-any position 
(depending on 
length of output 
record) 

The names of all indicators that are on, 
each separated by a blank. More than 
one record may be needed. 


The second record is written only when an entry is coded in the result field. 
The second record has the following format: 


Output Positions 

Information 

1-14 

FIELD VALUE- 

15-any position 
(depending on 
length of field) 

The contents of the result field (up to 266 
characters). If the result field is an array, 
more than one output record may be 
needed to contain the array. 


Debugging a Program That Uses a WORKSTN File 

Because the logic for WORKSTN file processing is supplied by both the 
RPG program and the display format specifications, it may be more difficult 
to find coding errors for the WORKSTN file than for other files. The 
following techniques may help you debug a WORKSTN program: 

• Always compare the $SFGR listing to the RPG input and output 
specifications. The From, To, and End positions used on the RPG 
specifications should normally match the From, To, and End positions 
listed for the $SFGR input and output buffers. 

• If the wrong format is displayed, check the status of the indicators to be 
certain the status is as you expected. If the status of the indicators is 
incorrect, the wrong format may be displayed or a correct format may 
be followed by an additional format that overlays and thereby hides the 
correct format. The specification of erase input (columns 31 and 32 of 
the S specifications) or override fields (columns 33 and 34 of the S 
specifications) may also cause a partial format to be displayed that 
overlays the correct format. 

• Always include a record type for blank records. Blank records can 
occur in one of two ways: 
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- If the record is the first input record for a display station (in most 
programs the first input record for a display station is blank) 

- If N (no) is specified in column 22 (return input) of the display 
format S specification and no data keys were pressed 

• If the program goes to end of job prematurely, check whether all display 
stations have been released or whether Y (yes) was specified in column 
35 (suppress input) of the S specification. Either situation can result in 
no display stations being allowed to enter input, which causes end of 
file on the WORKSTN file. If either of the preceding conditions is true 
for a NEP program and if the person at the display station enters a 
STOP SYSTEM command, the WORKSTN file goes to end of file. 

• If the command display unexpectedly follows a program display, the 
program may have gone to end of job before any data was entered for 
the display (see the RESTORE parameter of the control language 
WORKSTN statement in the System Reference manual). If 
RESTORE-NO is specified, a display from the program may be on the 
screen after the program has gone to end of job, so it appears as if the 
program is still running. If RESTORE-YES is specified, the command 
display appears on the screen immediately when the program goes to 
end of job. 

• Avoid using multiple formats on the same section of the screen until the 
program logic is debugged. 

• During the debugging operations, display a constant on the screen for 
every format. This should help you analyze the screen contents. 

• Use the DEBUG operation code in selected locations to trace the 
program flow. Suggested locations and the resulting debug information 
are as follows: 


Location 

Debug Information 

As first calculation 

Shows the contents of the specified 
input record and the indicator status 
for a primary file 

After any READ 
operation 

Shows the contents of the specified 
input record and the indicator status 
for a demand file 

Before every EXCPT 
operation 

Shows the status of the indicators 
that control which records (formats) 
are to be produced as output 
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Location 

Debug Information 

As last detail 
calculation 

Shows the indicator status before 
heading and detail output 

After an ACQ 
operation 

Shows the work station ID and the 
indicator off if the operation was 
successful 

After a REL 
operation 

Shows the display stations that are 
released from the program 

After every TAG 
operation 

Shows the program flow 

As first statement in 
each subroutine 

Shows the program flow 

Conditioned by LR 

Shows when the program ends 


• After each WORKSTN output record, define a record with the same 
conditioning indicators and write that record to the DEBUG file (see 
Figure 4-1). The record should contain: 

- The format name 

— The work station ID, if used in the program 

- The release status, if the display station is released in the output 
specifications 

~ SLN (starting line number), if used in the program 

- Data fields as needed 


If the following types of error messages occur, check the probable causes 
listed: 

• Error messages involving program checks to the WORKSTN device are 
probably caused by: 

- Invalid use of erase input fields (columns 31 and 32 of the S 
specification) 

- Clearing all or a portion of the screen containing the input fields. 

• Error messages involving invalid WORKSTN identifiers are probably 
caused by an earlier release of the display station in either calculation 
or output operations. 





is used for DEBUG 
operations. 


release status of 
display station. 


Figure 4-1. Writing the WORKSTN Output Record to the DEBUG File 
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Chapter 5. Using a DISK File 


A DISK file is a file that contains data read from a disk or written to a 
disk. A DISK file can be organized in one of three ways: 

• Sequential 

• Direct 

• Indexed 

This chapter explains how to code RPG specifications so that you can 
create, read, update, and add records to each of these kinds of DISK files. 
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SEQUENTIAL FILES 


In a sequential file, the position of a record depends on the order in which 
records are placed in the file. The first record placed in the file occupies 
the first record position in the file, the second record placed in the file 
occupies the second record position, and so on. Figure 5-1 shows how a 
sequential file is organized. 
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Creating a Sequential File 

To create a sequential file, you define the DISK file as an output file and 
write records to the file. The control language statements for the program 
must include a FILE statement. That FILE statement must use either the 
RECORDS parameter or the BLOCKS parameter to specify the size of the 
file, and it must use the DFILE-YES parameter if you want to allow records 
to be deleted from the file. For information about the FILE statement, see 
the System Reference manual. 

Define the file by using the unshaded portions of the file description 
specifications shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain O to indicate that the file is an output file. 

Column 19 must contain F or blank to indicate that all records in the file 
must be the same length. 

Columns 20 through 23 must contain blanks or the block length. The block 
length must equal the record length or be a multiple of the record length. 
The maximum block length is 9999. If you leave these columns blank, the 
block length equals the record length. 

Columns 24 through 27 must contain the length of the record you are 
creating. The record length can be any number from 1 to 4096. 

Column 32 can contain a number from 1 through 9 to indicate that the 
program uses two input/output areas for the file, or a blank to indicate that 
the program uses only one input/output area. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, Ul through U8, to 
condition the use of this file. 
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Example of Creating a Sequential File 


Suppose you want to create a customer file on disk. Customer numbers are 
sequential; that is, you assign each new customer the next higher number. 
Figure 5-2 shows how to code the file description, input, and output 
specifications to create this sequential file. 




Figure 5-2 (Part 1 of 2). Creating a Sequential Customer File 
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Figure 5-2 (Part 2 of 2). Creating a Sequential Customer File 
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Reading a Sequential File 


Sequential files can be read in any of the following ways: 

• Consecutively 

• Randomly by relative record number 

• Randomly by relative record number and/or consecutively 

• Randomly by address output (addrout) file 

Note: An alternative index file can also be created for a sequential file to 
provide another method of reading the records in the file. For information 
about creating an alternative index file, see Creating an Alternative Index 
File for an Indexed File later in this chapter. 


Reading Consecutively 

Reading consecutively means reading records in the order in which they 
occur in the file. If you want to read all the records in the file, code the file 
for consecutive processing as shown in the file description specifications 
below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain P, S, T, or D: 

• If you code P (primary) or S (secondary), the file is read as part of the 
RPG program cycle. For an explanation of how primary and secondary 
files are read, see Chapter 11. 

• If you code T (table), column 39 must contain E. Your program must 
also include an extension specification for a preexecution-time table or 
array. The file name on that extension specification must be the same 
as the file name on this file description specification. For information 
about extension specifications, see Chapters 13 and 22. 
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• If you code D (demand), you must code a READ operation code in the 
calculation specifications in order to read the file. For information 
about the READ operation, see Chapter 28. 

Column 17 can contain E or blank if column 16 contains P or S. E 
indicates that the program must process all records from the file before the 
program can end. Blank indicates that the program can end before it 
processes all records from the file. 

Column 18 can contain A, D, or blank if column 16 contains P or S: 

• A indicates that the program checks that the records in the file are in 
ascending sequence. 

• D indicates that the program checks that the records in the file are in 
descending sequence. 

• Blank indicates that the program does not check the sequence of 
records in the file. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Column 32 can contain a number from 1 through 9 or a blank. A number 
indicates that the program uses two input/output areas. Blank indicates 
that the program uses only one input/output area. 

Column 39 must contain E if column 16 contains T. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, Ul through U8. 
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Reading Randomly by Relative Record Number 


Sometimes you want to read only some of the records in the file. Reading 
consecutively can be slow in this case, because reading consecutively 
means reading every record in a file. It would be faster to read only the 
records you specifically identify. Reading only specific records is called 
random processing. 

One way to identify which records to read is to identify the position of each 
record in the file. A number that identifies the position of each record 
relative to the beginning of the file is called a relative record number. For 
example, the relative record number of the first record in a file is 1, the 
relative record number of the second record in the file is 2, and so on. 

You can process files randomly by relative record number if the files are 
chained files (that is, if there is a C in column 16 of the file description 
specifications). Chained files are not read at input time of the RPG 
program cycle. Instead, they are read only when the CHAIN operation 
occurs during the calculation part of the cycle. For information about the 
CHAIN operation code, see Chapter 28. Chained records can be read 
during total calculations or during detail calculations. 


If you want to read records randomly by relative record number, code the 
unshaded columns of the file description specifications shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain C to indicate that the file is a chained file. You 
must code a CHAIN operation in the calculation specifications in order to 
read a chained file. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Column 28 must contain R to indicate that the file is to be processed 
randomly by relative record number. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 

























Reading Randomly by Relative Record Number and/or Consecutively 


If you want to read a file both randomly and consecutively, use a 
full-procedural file. You can read a full-procedural file randomly like a 
chained file and/or consecutively like a demand file. That is, you can chain 
to a specific relative record number in the file and then read records 
consecutively from that point. To read the file randomly, you use a CHAIN 
operation in the calculation specifications; to read it consecutively, you use 
a READ or READP operation. You cannot use a READE operation to read 
the file consecutively, because the READE operation cannot read by 
relative record number. For example, if you code a CHAIN operation to 
relative record number 10 and then code a READ operation, the program 
chains to relative record number 10 and then reads the following record. 

It is not necessary to code both a CHAIN and a READ or READP 
operation, but you must code at least one CHAIN, one READ, or one 
READP operation in order to read a full-procedural file. For information 
about the CHAIN, READ and READP operation codes, see Chapter 28. 

Code a full-procedural file as an input file. Code entries in the unshaded 
columns of the file description specifications shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain F to indicate that the file is a full-procedural file. 
You must code a CHAIN, READ or READP operation in the calculation 
specifications in order to read a full-procedural file. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, Ul through U8. 
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Reading Randomly by Address Output (Addrout) File 


An address output (addrout) file is a record address file produced by a sort 
program. (A record address file is an input file that tells the program which 
records to read from a DISK file and the order in which to read them.) An 
address output file contains the relative record numbers of the records in a 
DISK file. The advantages of an address output file are that: 

• The space required for the address output file is much less than the 
space required for a sorted sequential file. 

• The sort runs much faster. 

• The original file is unchanged. 

You can have only one address output file in a program. When an RPG 
program uses an address output file, it automatically reads the relative 
record numbers consecutively from the address output file. You do not 
have to code a READ operation for the address output file. Then, using the 
relative record number, the program randomly reads the DISK file to 
process the corresponding record. In this way, the program can process a 
sequential DISK file in a new sequence without actually sorting the records 
and creating a new file. Also, once the file description and extension 
specifications are coded for the DISK file and for its associated address 
output file, you can code the DISK file as an ordinary sequential file. If the 
DISK file is a full-procedural file, you must code a READ operation in the 
calculation specifications; you cannot use a READE, READP, or CHAIN 
operation to read a full-procedural file randomly by an address output file. 
No input specifications are required for the address output file. 

If you want to read records randomly by an address output file, code the file 
description specifications as shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain P, S, or F: 

• If you code P (primary) or S (secondary), the record is read as part of 
the RPG program cycle. For an explanation of how primary and 
secondary records are read, see Chapter 11. 
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• If you code F (full-procedural), you must code a READ operation in the 
calculation specifications. CHAIN, READE, and READP operations are 
not allowed with the address output files. 

Column 18 can contain A, D, or blank if column 16 contains P or S: 

• A indicates that the program checks that the records in the file are in 
ascending sequence. 

• D indicates that the program checks that the records in the file are in 
descending sequence. 

• Blank indicates that the program does not check the sequence of 
records in the file. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Column 28 must contain R if column 16 contains P or S. The R indicates 
that the file is processed randomly by an address output file. 

Column 31 must contain I if column 16 contains P or S. The I indicates 
that relative record numbers from the address output file are used to 
process the file. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 

For the address output file, code entries in the unshaded columns of the file 
description specifications shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain R to indicate that the file is a record address file. 

Column 17 must contain E or blank. E indicates that all records from the 
file must be processed before the program can end. Blank indicates that the 
program can end whether or not all records from the file are processed. 
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Column 19 must contain F or blank. 


Columns 20 through 23 must contain the block length or blanks. 

Column 27 must contain 3 because each record in an address output file is a 
relative record number, which is always three positions long. 

Column 30 must contain 3 because relative record numbers in address 
output files are always three positions long. 

Column 31 must contain I to indicate that binary relative record numbers 
are used in processing. 

Column 32 must contain T to indicate that the file is an address output file. 

Column 39 must contain E to indicate that the file is further described on 
extension specifications. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 

Two entries are required on the extension specifications: 



Columns 11 through 18 must contain the name of the address output file. 
This name must be the same one coded on the file description specifications 
for the address output file. 

Columns 19 through 26 must contain the name of the sequential file to be 
processed by the address output file. The name must be the same one coded 
on the file description specifications for the sequential file. 
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Updating A Sequential File 


Updating records in a sequential file involves reading a record, changing 
some data in the record, and writing the record back to its original location 
in the file. If you try to update a record that was not the last record read, 
error message RPG-9043, TRIED RECORD UPDATE BEFORE INPUT FOR 
FILE, is displayed. The fields to be updated must be described on both the 
input and the output specifications. 

When you update records in a sequential file, the file can be processed in 
any of the following ways: 

• Consecutively 

• Randomly by relative record number 

• Randomly by relative record number and/or consecutively 

• Randomly by address output (addrout) file 
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Deleting Records from a Sequential File 


Updating a file can include deleting records from the file. To allow records 
to be deleted from the file, the DFILE-YES parameter must be specified on 
the control language FILE statement when the file is created. For 
information about the FILE statement, see the System Reference manual. If 
you try to delete a record from a file that does not allow deletions, error 
message RPG-9067, INVALID OPERATION ATTEMPTED, is displayed. 

To delete a record, you first read the record (either randomly or 
consecutively) and then, with DEL coded in the output specifications, write 
the record back to the same file. Code entries in the unshaded columns of 
the output specifications shown below: 



Columns 7 through 14 must contain the name of the file if this is the first 
record on the output specifications or if the previous record on the output 
specifications is for a different file. 

Column 15 must contain D, T, or E to indicate whether the record is to be 
written at detail, total, or exception output time of the RPG program cycle. 

Columns 16 through 18 must contain DEL to indicate that the record is to 
be deleted. 

Columns 23 through 31 can contain output indicators. 

Columns 32 through 37 can contain an EXCPT name if column 15 contains 
E. 

Records are not physically removed from a file when they are deleted. 
Instead, deleted records are filled with hexadecimal FFs. That is, all the 
bits for every character in the deleted record are set on. 
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Updating Consecutively 


You can update records in a sequential file consecutively. If the file is a 
primary or secondary file (P or S in column 16 of the file description 
specifications), the program reads a record from the file at input time in the 
RPG program cycle, and the program writes a record to update the file 
during detail output or exception output time in the program cycle. If the 
file is a demand file (D in column 16), the program reads a record when a 
READ operation occurs in the calculation specifications, and it writes a 
record to update the file at detail output, total output, or exception output 
time in the program cycle. 

Code the file description specifications as shown below: 



Column 15 must contain U to indicate that the file is an update file. 

Entries in the other columns are the same as those for reading 
consecutively. 

Example of Updating and Deleting Records 

Sometimes you want to update the records in your customer master file. 

The transaction file contains two input record types. One type (those with 
D in column 1) identifies records to be deleted from the master file. The 
other type (those with 3 in column 1) contains information needed to update 
the master file. Figure 5-3 shows how to code the RPG specifications to 
update records and delete records from the master file. 
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Updating Randomly by Relative Record Number 


You can update records in a sequential file randomly by relative record 
number. The file is defined as a chained file (C in column 16 of the file 
description specifications). This means that the program reads a record 
from the file when a CHAIN operation occurs in the calculation 
specifications, and it writes a record to update the file during detail output, 
total output, or exception output time in the RPG program cycle. 

Code the file description specifications as shown below: 



Column 15 must contain U to indicate that the file is an update file. 

Entries in the other columns are the same as those for reading randomly by 
relative record number. 
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Form Type 


Updating Randomly by Relative Record Number and/or Consecutively 


You can update records in a sequential file randomly by relative record 
number and/or consecutively. That is, the file is defined as a 
full-procedural file (F in column 16 of the file description specifications). 
The record to be updated can be read either randomly by relative record 
number with a CHAIN operation or consecutively with a READ or READP 
operation. The record cannot be read consecutively with a READE 
operation, because the READE operation cannot read by relative record 
number. The output operation to update the record can occur during detail 
output, total output, or exception output time of the RPG program cycle. 

Code the file description specifications as shown below: 
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Column 15 must contain U to indicate that the file is an update file. 

Entries in the other columns are the same as those for reading randomly by 
relative record number and/or consecutively. 
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Updating Randomly by Address Output (Addrout) File 


You can update records in a sequential file processed by an address output 
(addrout) file. The sequential file can be a primary, secondary, or 
full-procedural file (P, S, or F in column 16 of the file description 
specifications). If the file is a primary or secondary file, the program reads 
a record at input time of the RPG program cycle, and it writes a record to 
update the file at detail output or exception output time of the program 
cycle. If the file is a full-procedural file, the program reads a record when 
the READ operation occurs in the calculation specifications, and it writes a 
record to update the file at detail output, total output, or exception output 
time of the program cycle. 

Code the file description specifications as shown below: 



Column 15 must contain U to indicate that the file is an update file. 

Entries in the other columns are the same as those for reading randomly by 
address output file. 

Entries on the file description specifications for the address output file and 
on the extension specifications are the same as those for reading randomly 
by address output file. 
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Adding Records to a Sequential File 


After a file is created, you can add records to it in either of two ways: 

• At the end of records in the file 

• Between records in the file 

Adding Records at the End of a File 

To add records at the end of a sequential file, code the file description and 
output specifications as shown below: 



On the file description specifications, all entries except column 66 are the 
same as those for creating a sequential file. The A in column 66 indicates 
that you will add records to the file described on this line. 



On the output specifications, columns 7 through 14 must contain the name 
of the file if this is the first record on the output specifications or if the 
previous record on the output specifications is for a different file. 

Column 15 must contain H (heading), D (detail), T (total), or E (exception) 
to indicate the type of record to be written. 

Columns 16 through 18 must contain ADD to indicate that the fields defined 
on the following lines form the record to be added to the file. 

Columns 23 through 31 can contain conditioning indicators. 

Columns 32 through 37 can contain an EXCPT name if column 15 contains 
E. 
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Example of Adding Records at the End of a File 

As you get new customers, you want to add them to the sequential customer 
file you created in Figure 5-2, Example of Creating a Sequential File. 

Because you assign customer numbers sequentially, you can add each new 
customer record at the end of the records already in the file. 

Figure 5-4 shows how to code the RPG specifications to add records at the 
end of that sequential customer file. 
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Figure 5-4 (Part 1 of 2). Adding Records at the End of a Sequential File 
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Adding Records between Records in a File 

You can also add records between records in a sequential file that is 
processed randomly by relative record number. For example, you may have 
to add new records between existing records in order to keep the file in a 
particular order when the control fields of the new records are not higher 
in sequence than the control fields of records already in the file. Such a 
file must be one that allows records to be deleted. That is, when the file 
was created, the DFILE-YES parameter must have been specified on the 
control language FILE statement. For information about the FILE 
statement, see the System Reference manual. 

To add records between records in a sequential file, code the unshaded 
columns of the file description specifications shown below: 



In the first line of the file description specifications: 

• Columns 7 through 14 must contain the name of the file. 

• Column 15 must contain I or U to identify the file as an input file or an 
update file. 

• Column 16 must contain C or F to identify the file as a chained or 
full-procedural file. 

• Column 19 must contain F or blank to indicate that all records in the 
file have the same length. 

• Columns 20 through 23 must contain the block length or blanks. 

• Columns 24 through 27 must contain the record length or blanks. 

• Column 28 must contain R if column 16 contains C. 

• Columns 40 through 43 must contain DISK. 

• Column 66 must contain A to indicate that you will add records to the 
file. 


• Columns 71 and 72 can contain an external indicator, Ul through U8. 
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In the second line: 


• Column 63 must contain K to indicate that this line is a continuation 
line that provides additional information about the file. 

• Columns 54 through 68 must contain RECNO, which stands for relative 
record number, 

• Columns 60 through 65 must contain the name of the field into which 
the relative record is placed. The field must be defined on either the 
input specifications or the calculation specifications as a 7-position 
numeric field with zero decimal positions. That field is called the 
RECNO field. 



On the output specifications for the record or records to be added, columns 
7 through 14 must contain the name of the output file. 

Column 15 can contain D, T, or E, to indicate whether the record is to be 
written at detail, total, or exception output time of the RPG program cycle. 

Columns 16 through 18 must contain ADD to indicate that the fields defined 
in the following lines form the record or records to be added to the file. 

Columns 23 through 31 can contain output indicators. 

Columns 32 through 37 can contain an EXCPT name if column 15 of the 
output specifications contains E. 

The RECNO field identifies the position in the file where the output record 
is to be added. (That record is the one described on the output specification 
that contains ADD in columns 16 through 18.) You must place into the 
RECNO field the relative record number of the record to be added to the 
file. It must be the relative record number of a deleted record. One way to 
place the relative record number into the RECNO field is to code the 
following sequence of operations in the calculation specifications: 

1. Code a CHAIN operation with the relative record number in factor 1, 
the name of the chained file in factor 2, and a resulting indicator in 
columns 54 and 55 that turns on when a record is not found. 

2. Code a Z-ADD operation with the same indicator that you used for the 
CHAIN operation coded as a conditioning indicator (in columns 10 and 
11, 13 and 14, or 16 and 17), the relative record number in factor 2, and 
the RECNO field in the result field. 
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When a CHAIN operation (for a chained or full-procedural file) or a READ, 
READE, or READP operation (for a full-procedural file) reads a nondeleted 
record, data management places into the REGNO field the relative record 
number of the record read. 

When the program tries to add a record to a file, if the relative record 
number is not the number of a deleted record, the program stops and error 
message RPG-9070, OUTPUT TO A NONDELETED RECORD, is displayed. 
If you respond to the message by choosing option 1, the program continues 
running but it does not add the record to the file. 

You cannot use the RECNO field to add records at the end of a sequential 
file. For example, if a file contains relative record numbers 1 through 5 and 
7 through 10, you can add a record at relative record number 6 but not at 
relative record number 11. If you try to add a record at the end of a 
sequential file by using a RECNO field, error message RPG-9068, 

RELATIVE RECORD NUMBER BEYOND EXTENT FOR FILE, is 
displayed. 

Example of Adding Records between Records in a File 

Figure 5-5 shows how to code the RPG specifications to add records 
between records in a sequential file. 
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DIRECT FILES 


A direct file is one in which records are assigned specific record locations 
on disk. Figure 5-6 shows how direct files are organized. Each record is 
assigned a specific location in the file, regardless of the order in which it is 
put in the file. If the file allows records to be deleted (that is, if the control 
language FILE statement used the DFILE-YES parameter when the file was 
created), unused records in the file contain hexadecimal FFs. If the file 
does not allow deletions, unused records contain blanks. 

Direct file organization allows your program to find and read any record in 
the file directly without first checking other records or searching an index. 
Therefore, direct file organization has advantages over sequential 
organization. 

The location assigned to a record is called the relative record number. The 
relative record number is not a disk address; rather, it is a number that 
states the position of a record in a file. For example, the fifth record in a 
file has relative record number 5. 



The prpgrammer usually derives relative record numbers from information in the records. 
Figure 5-6. Organization of a Direct File 
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Creating a Direct File That Does Not Allow Deletions 


To create a direct file that does not allow records to be deleted, you must 
define a DISK file as a chained output file and then write records to the 
file. Before any output is written to the file, the disk space required for the 
file is automatically filled with blanks. To write a record to the file, you 
must first determine what the relative record number of that record will be 
in the file to be created. Then use that relative record number as factor 1 
in a CHAIN operation; as factor 2, use the name of the file to be created. 
When the CHAIN operation occurs, it reads the blank record at the 
specified relative record number. When the output operation occurs, the 
record is written to the same relative record number. The output operation 
can occur during detail output, total output, or exception output time of the 
RPG program cycle. If the CHAIN operation tried to read a record that was 
past the end of the file but you write a record to the file anyway, the record 
overlays the record written during the previous output operation to this 
file. If no record is written to the relative record number in the direct file, 
the space reserved in the direct file for that record remains blank (see 
Figure 5-6). 

To create a direct file that does not allow deletions, code entries in the 
unshaded columns of the file description specifications shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain O to indicate that the file is an output file, because 
the file is created when it is first written. 

Column 16 must contain C to indicate that the file is a chained file. You 
must use the CHAIN operation in the calculation specifications to identify 
the relative record number of each record to be written to the file. 

Column 19 must contain F or blank to indicate that all records in the file 
have the same length. 

Columns 20 through 23 must contain the block length or blanks. For files 
processed randomly, the block length should be the same as the record 
length. If you leave columns 20 through 23 blank, the block length is the 
same as the record length. 

Columns 24 through 27 must contain the length of each record. The 
maximum length of a record is 4096. 
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Column 28 must contain R to indicate that the file is to be processed 

randomly. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, Ul through U8, to 
condition the use of this file. 


Example of Creating a Direct File That Does Not Allow Deletions 

In Figure 5-7, the direct file being created, CUSTFILE, is defined on the file 
description specifications as a chained output file (0 and C in columns 15 
and 16). The CHAIN operation on the calculation specifications reads the 
relative record number from the CUSNO field of the input file RECIN, and 
writes a record from RECIN to the corresponding relative record number in 
the output file CUSTFILE. Indicator 04 turns on if the record is not found. 
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Figure 5-7. Creating a Direct File That Does Not Allow Deletions 
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Creating a Direct File That Allows Deletions 


To create a direct file that allows records to be deleted, you must define a 
DISK file on the file description specifications as an output file to be 
processed randomly, and you must use the REGNO continuation line. Also, 
you must specify the DFILE-YES parameter on the control language FILE 
statement for the file. 

To write records to this output file, place into the REGNO field the relative 
record number of the record you want to write, and write data to that 
record during detail time, total time, or exception time of the RPG program 
cycle. This method of creating a direct file does not use a GHAIN operation 
to indicate the relative record number of the record to be written. 

Before any output is written to the direct file that allows deletions, the disk 
space required for the file is automatically filled with deleted records 
(hexadecimal FFs). The relative record number that you place in the 
REGNO field indicates where the output record is to be written to the 
direct file. The information in the output record is written over the deleted 
record, replacing the hexadecimal FFs with data. 

If a deleted record is not replaced with data, it remains in the file. A record 
can be added later at this relative record number (see Adding Records to a 
Direct File later in this chapter). A deleted record cannot be read; if a 
CHAIN operation chains to a deleted record, the indicator coded in 
columns 54 and 55 of the calculation specifications turns on to indicate that 
a record was not found at that relative record number. 

If the direct file contains a record with the same relative number as the 
record you are writing, error message RPG-9070, OUTPUT TO A 
NONDELETED REGORD, is displayed. If the person using the display 
station responds to the message with option 1, the program bypasses the 
duplicate record and continues processing. 
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To create a direct file that allows deletions, code entries in the unshaded 
columns of the file description specifications shown below: 
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Extent Exit 
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On the first line: 

• Columns 7 through 14 must contain the name of the file. 

• Column 15 must contain O to indicate that the file is an output file. 

• Column 19 must contain F or blank. 

• Columns 20 through 23 must contain the block length or blanks. 

• Columns 24 through 27 must contain the record length. 

• Column 28 must contain R to indicate that the file is to be processed 
randomly. 

• Columns 40 through 43 must contain DISK. 

• Columns 71 and 72 can contain an external indicator, U1 through U8. 

On the second line: 

• Column 53 must contain K to indicate that this is a continuation line 
that provides additional information about the file being described. 

• Columns 54 through 58 must contain RECNO, which stands for relative 
record number. 

• Columns 60 through 65 must contain the name of the field that contains 
the relative record number. The field must be defined on either the 
input specifications or the calculation specifications as a 7-position 
numeric field with zero decimal positions. That field is called the 
RECNO field. 
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Example of Creating a Direct File That Allows Deletions 

In Figure 5-8, the direct file being created, CUSTFILE, is dejfined on the file 
description specifications as an output file that is processed randomly (O 
and R in columns 15 and 28). The file description continuation line 
indicates that CUSTNO, which is a field in the input file RECIN, contains 
the relative record number of the record to be written to the output file 
CUSTFILE. An output record is written for each record read from RECIN. 
No calculation specifications are required. 
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Figure 5-8. Creating a Direct File That Allows Deletions 
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Reading a Direct File 


After the direct file is created, you can read records from it when you want 
to display the information, create or update other files, or print a report. 
You can read records from a direct file in the following ways: 

• Consecutively 

• Randomly by relative record number 

• Randomly by relative record number and/or consecutively 

• Randomly by address output (addrout) file 

Note: All alternative index file can also be created for a direct file to 
provide another method of reading the records in the file. For information 
about creating an alternative index file see Creating an Alternative Index 
File for an Indexed File later in this chapter. 


Reading Consecutively 

Reading a direct file consecutively means reading the records in the order 
in which they occur in the file. That is, the first record in the file is read 
first, the second record is read second, and so on. If the file allows records 
to be deleted, the program does not read deleted records; it skips them and 
reads the next record present. You read a direct file consecutively if you 
want to look at most or all of the records in the file. In this case, reading 
consecutively is much more efficient than reading randomly. 

To read a direct file consecutively, code entries in the unshaded columns of 
the file description specification shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 16 must contain I to indicate that the file is an input file. 

Column 16 must contain P, S, or D: 

• If you code P (primary) or S (secondary), the program reads a record at 
input time of the RPG program cycle. For an explanation of how 
primary and secondary files are read, see Chapter 11. 
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• If you code D (demand), the program reads a record when a READ 
operation occurs in the calculation specifications. For information 
about the READ operation, see Chapter 28. 

Column 17 must contain E or blank if column 16 contains P or S. E 
indicates that all records from the file must be processed before the 
program can end. Blank indicates that the program can end before it 
processes all records from the file. 

Column 18 must contain A, D, or blank if column 16 contains P or S: 

• A indicates that the program checks that the records in the file are in 
ascending sequence. 

• D indicates that the program checks that the records are in descending 
sequence. 

• Blank means that the program does not check the record sequence. 
Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 

Example of Reading Consecutively 

Suppose you want to process a direct customer file, named CUSTFILE, to 
produce a monthly report. This report lists all customers that have placed 
no orders during the month. Sales personnel can use this report to plan 
follow-up calls. The file is in sequence by customer number, and the 
program checks every record. Therefore, the file is processed consecutively. 

Figure 5-9 shows how to code the specifications to read records 
consecutively from CUSTFILE to produce REPORTl, a list of recently 
inactive customers. The OR line on the input specifications causes the 
program to skip blank record locations, because record-identifying indicator 
03 on the OR line is not used elsewhere in the program. 
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Figure 5-9 (Part 1 of 2). 


Reading Records Consecutively from a Direct Customer File 


Chapter 5. Using a DISK File 5-37 
















































Figure 5-9 (Part 2 of 2). Reading Records Consecutively from a Direct Customer File 
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Reading Randomly by Relative Record Number 


Reading a direct file randomly by relative record number means reading 
only those records that you specifically identify by their position relative to 
the beginning of the file. To read those records, you must use a CHAIN 
operation in the calculation specifications. Factor 1 of the CHAIN 
operation must contain the relative record number itself or the name of the 
field, table, or indexed array that contains the relative record number. For 
more information about the CHAIN operation, see Chapter 28. 

To read a direct file randomly by relative record number, code entries in 
the unshaded columns of the file description specifications shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain C to indicate that the file is a chained file. To 
read this file, you must code a CHAIN operation in the calculation 
specifications. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Column 28 must contain R to indicate that the file is processed randomly. 
Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 
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Example of Reading Randomly by Relative Record Number 


In the Example of Reading Consecutivelyy we showed how to process the 
direct customer file CUSTFILE consecutively. Now suppose that you want 
to read records from that file randomly. You want to make inquiries each 
day about customer accounts whose records have record identification code 
I in position 1, followed by the customer account number (CSTMER). 

The program reads an input record (the customer account number) from the 
primary input file, INFILE. The program uses the customer account 
number as the relative record number to chain to CUSTFILE. If the 
program finds a record in CUSTFILE that has the same customer account 
number as the record in INFILE, the computer prints sales and accounts 
receivable information for that customer. If the program does not find a 
record in CUSTFILE that matches the customer account number, the 
message RECORD NOT FOUND-INVALID RECORD NUMBER is printed 
at run time. 

Figure 5-10 shows the printer output for this example. Figure 5-11 shows 
how to code the specifications for this example. 




Figure 5-10. Printer Output from Random Inquiries into a Direct Customer File 
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Figure 5-11 (Part 1 of 2). Reading a Direct Customer File Randomly by Relative Record Number 
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Figure 5-11 (Part 2 of 2). Reading a Direct Customer File Randomly by Relative Record Number 
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Reading Randomly by Relative Record Number and/or Consecutively 

If you want to read a file both randomly and consecutively, use a 
full-procedural file. You can read a full-procedural file randomly like a 
chained file and/or consecutively like a demand file. That is, you can chain 
to a specific relative record number in the file and then read records 
consecutively from that point. To read the file randomly, you use a CHAIN 
operation in the calculation specifications; to read it consecutively, you use 
a READ or READP operation. You cannot use a READE operation to read 
the file consecutively, because the READE operation cannot read by 
relative record number. For example, if you code a CHAIN operation to 
relative record number 10 and then code a READ operation, the program 
chains to relative record number 10 and then reads the following record. 

It is not necessary to code both a CHAIN and a READ or a READP 
operation, but you must code at least one CHAIN, one READ, or one 
READP operation in order to read a full-procedural file. For information 
about the CHAIN READ, and READP operation codes, see Chapter 28. 

Code a full-procedural file as an input file. Code entries in the unshaded 
columns of the file description specifications shown below: 



Columns 7 through 14 must contain the name of the file. 


Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain F to indicate that the file is a full-procedural file. 
You must code a CHAIN, READ, or a READP operation in the calculation 
specifications in order to read a full-procedural file. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, Ul through U8. 
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Reading Randomly by Address Output (Addrout) File 


An address output (addrout) file is a record address file produced by a sort 
program. (A record address file is an input file that tells the program which 
records to read from a DISK file and the order in which to read them.) An 
address output file contains the relative record numbers of the records in a 
DISK file. The advantages of an address output file are that: 

• The space required for the address output file is much less than the 
space required for a sorted sequential file. 

• The sort runs much faster. 

• The original file is unchanged. 

You can have only one address output file in a program. When an RPG 
program uses an address output file, it automatically reads the relative 
record numbers consecutively from the address output file. You do not 
have to code a READ operation for the address output file. Then, using the 
relative record number, the program randomly reads the DISK file to 
process the corresponding record. In this way, the program can process a 
direct DISK file in a new sequence without actually sorting the records and 
creating a new file. Also, once the file description and extension 
specifications are coded for the DISK file and for its associated address 
output file, you can code the DISK file as though you were reading the 
direct file sequentially. If the DISK file is a full-procedural file, you must 
code a READ operation in the calculation specifications; you cannot use a 
CHAIN, READE or READP operation to read a full-procedural file 
randomly by an address output file. No input specifications are required 
for the address output file. 



If you want to read records randomly by an address output file, code the file 
description specifications as shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain P, S, or F: 

• If you code P (primary) or S (secondary), the record is read as part of 
the RPG program cycle. For an explanation of how primary and 
secondary records are read, see Chapter 11. 

• If you code F (full-procedural), you must code a READ operation in the 
calculation specifications. 

Column 18 can contain A, D, or blank if column 16 contains P or S: 

• A indicates that the program checks that the records in the file are in 
ascending sequence. 

• D indicates that the program checks that the records in the file are in 
descending sequence. 

• Blank indicates that the program does not check the sequence of 
records in the file. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Column 28 must contain R if column 16 contains P or S. The R indicates 

that the file is processed randomly by an address output file. 

Column 31 must contain I if column 16 contains P or S. The I indicates 

that relative record numbers from the address output file are used to 

process the file. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 
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For the address output file, code entries in the unshaded columns of the file 
description specifications shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain R to indicate that the file is a record address file. 

Column 17 must contain E or blank. E indicates that all records from the 
file must be processed before the program can end. A blank indicates that 
the program can end whether or not all records from the file are processed. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Column 27 must contain 3 because each record in an address output file is a 
relative record number, which is always three positions long. 

Column 30 must contain 3 because relative record numbers in address 
output files are always three positions long. 

Column 31 must contain I to indicate that the file is an address output file. 

Column 32 must contain T to indicate that the file is an address output file. 

Column 39 must contain E to indicate that the file is further described on 
extension specifications. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, Ul through U8. 
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Two entries are required on the extension specifications: 



Columns 11 through 18 must contain the name of the address output file. 
This name must be the same one coded on the file description specifications 
for the address output file. 

Columns 19 through 26 must contain the name of the direct file to be 
processed by the address output file. This name must be the same one 
coded on the file description specifications for the direct file. 
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Updating a Direct File 


Updating records in a direct file involves reading a record, changing some 
data in the record, and writing the record back to its original location in 
the file. If you try to update a record that was not the last record read, 
error message RPG-9043, FILE TRIED RECORD UPDATE BEFORE 
INPUT, is displayed. The fields to be updated must be described on both 
the input and the output specifications. 

When you update records in a direct file, the file can be processed in any of 
the following ways: 

• Consecutively 

• Randomly by relative record number 

• Randomly by relative record number and/or consecutively 

• Randomly by address output (addrout) file 
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Deleting Records from a Direct File 


Updating a file can include deleting records from the file. To allow records 
to be deleted from the file, the control language FILE statement coded 
when the file was created must use the DFILE-YES parameter. For 
information about the FILE statement, see the System Reference manual. If 
you try to delete a record from a file that does not allow deletions, error 
message RPG-9067, INVALID OPERATION ATTEMPTED, is displayed. 

To delete a record, you first read the record (either randomly or 
consecutively) and then, with DEL coded in the output specification, write 
the record back to the same file. Code entries in the unshaded columns of 
the output specifications shown below: 



Columns 7 through 14 must contain the name of the output file. 

Column 15 must contain D, T, or E, to indicate that the record is to be 
deleted at detail, total, or exception output time of the program cycle. 

Columns 16 through 18 must contain DEL to indicate that the record is to 
be deleted. 

Columns 23 through 31 can contain output indicators. 

Columns 32 through 37 can contain an EXCPT name if column 15 contains 
E. 

Records are not physically removed from a file when they are deleted. 
Instead, deleted records are filled with hexadecimal FFs. That is, all the 
bits for every character in the deleted record are set on. 
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Updating Consecutively 


You can update records in a direct file consecutively. If the file is a 
primary or secondary file (P or S in column 16 of the file description 
specifications), the program reads a record from the file at input time in the 
RPG program cycle, and the program writes a record to update the file 
during detail output or exception output time in the program cycle. If the 
file is a demand file (D in column 16), the program reads a record when a 
READ operation occurs in the calculation specifications, and the program 
writes a record to update the file at detail output, total output, or exception 
output time in the program cycle. 

Code the file description specifications as shown below: 



Column 15 must contain U to indicate that the file is an update file. 

Entries in the other columns are the same as those for reading 
consecutively. 
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Updating Randomly by Relative Record Number 


You can update records in a direct file processed randomly by relative 
record number. The file is defined as a chained file (C in column 16 of the 
file description specifications). This means that the program reads a record 
from this file when a CHAIN operation occurs in the calculation 
specifications, and that the program can write a record to update the file 
during detail output, total output, or exception output time in the RPG 
program cycle. Code the file description specifications as shown below: 



Column 15 must contain U to indicate that the file is an update file. 


Entries in the other columns are the same as those for reading randomly by 
relative record number. 
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Example of Updating Randomly by Relative Record Number 

Each day you want to prepare invoices for customer orders for the file 
described in the Example of Reading Consecutively. You use information 
from the invoices to update the customer file CUSTFILE. The records in 
the invoice file (INFILE) are unordered, so you process it randomly. 

The records in the invoice file contain the date and total amount of 
transactions for each customer. The records also contain new addresses 
when the customer addresses change. The program reads each record 
entered at a display station and uses the customer number (CUSTMR) to 
chain to the direct file. The amount of the transaction is added to the total 
sales for the current period (CURPER) and to the accounts receivable 
amount (ARLT30). The transaction date is placed in the date of last order 
(LSTORD) field in the customer record. 

If an address change is indicated (by X in column 18 of the input record), 
the new customer address replaces the old address. 

If a record is not found in CUSTFILE because of an invalid relative record 
number, the input record and the message ABOVE RECORD NOT 
FOUND-INVALID CUSTOMER NUMBER are printed. 

Figure 5-12 shows how to code the specifications for this example. 
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Figure 5-12 (Part 1 of 2). Updating a Direct Customer File Randomly by Relative Record Number 
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Figure 5-12 (Part 2 of 2). Updating a Direct Customer File Randomly by Relative Record Number 
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Updating Randomly by Relative Record Number and/or Consecutively 


You can update records in a direct file randomly by relative record number 
and/or consecutively. That is, the file is defined as a full-procedural file (F 
in column 16 of the file description specifications). The record to be 
updated can be read either randomly by relative record number with a 
CHAIN operation or consecutively with a READ or READP operation. The 
record cannot be read consecutively with a READE operation because the 
READE operation cannot read by relative record number. The output 
operation to update the record can occur during detail output, total output, 
or exception output time of the RPG program cycle. 

Code the file description specifications as shown below: 



Column 15 must contain U to indicate that the file is an update file. 


Entries in the other columns are the same as those for reading randomly by 
relative record number and/or consecutively. 
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Updating Randomly by Address Output (Addrout) File 


You can update records in a direct file processed by an address output 
(addrout) file. The direct file can be a primary, secondary, or 
full-procedural file (P, S, or F in column 16 of the file description 
specifications). If the file is a primary or secondary file, the program reads 
a record from the file at input time of the RPG program cycle, and program 
writes a record to update the file at detail output or exception output time 
of the program cycle. If the file is a full-procedural file, the program reads 
a record from the file when a READ operation occurs in the calculation 
specifications, and the program writes a record to update the file at detail 
output, total output, or exception output time of the program cycle. 

Code the file description specifications as shown below: 



Column 15 must contain U to indicate that the file is an update file. 

Entries in the other columns are the same as those for reading randomly by 
address output file. 
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Form Typ* 


Adding Records to a Direct File 


You can add records to a direct file that is processed randomly by relative 
record number. The file must be one that allows records to be deleted; that 
is, when the file was created, the control language FILE statement must 
have had DFILE-YES specified. For information about the FILE statement, 
see the System Reference manual. 

To add records to a direct file, code entries in the unshaded columns of the 
file description specifications shown below: 



In the first line of the file description specifications: 

• Columns 7 through 14 must contain the name of the file. 

• Column 15 must contain I or U to indicate that the file is an input file 
or an update file. 

• Column 16 must contain C or F to indicate that the file is a chained file 
or a full-procedural file. 

• Column 19 must contain F or blank. 

• Columns 20 through 23 must contain the block length or blanks. 

• Columns 24 through 27 must contain the record length. 

• Column 28 must contain R if column 16 contains C. 

• Columns 40 through 43 must contain DISK. 

• Column 66 must contain A to indicate that records are to be added to 
the file. 

• Columns 71 and 72 can contain an external indicator, U1 through U8. 

In the second line: 

• Column 53 must contain K to indicate that this line is a continuation 
line. 
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• Columns 54 through 58 must contain RECNO, which stands for relative 
record number. 

• Columns 60 through 65 must contain the name of the field into which 
the relative record number is placed. The field must be defined on 
either the input specifications or the calculation specifications as a 
7-position numeric field with zero decimal positions. That field is called 
the RECNO field. 



On the output specifications for the record to be added, columns 7 through 
14 must contain the name of the output file. 

Column 15 can contain D, T, or E, to indicate that the record is to be added 
at detail, total, or exception output time of the program cycle. 

Columns 16 through 18 must contain ADD to indicate that the fields defined 
on the following lines form the record to be added to the file. 

Columns 23 through 31 can contain output indicators. 

Columns 32 through 37 can contain an EXCPT name if column 15 of the 
output specifications contains E. 

The RECNO field identifies the position in the file where the output record 
is to be added. (That record is the one described on the output specification 
that contains ADD in columns 16 through 18.) You must place into the 
RECNO field the relative record number of the record to be added to the 
file. It must be the relative record number of a deleted record. One way to 
place the relative record number into the RECNO field is to code the 
following sequence of operations in the calculation specifications: 

1. Code a CHAIN operation with the relative record number in factor 1, 
the name of the chained file in factor 2, and a resulting indicator in 
columns 54 and 55 that turns on when a record is not found. 

2. Code a Z-ADD operation with the same indicator that you used for the 
CHAIN operation as a conditioning indicator (in columns 10 and 11, 13 
and 14, or 16 and 17), the relative record number in factor 2, and the 
RECNO field in the result field. 


5-58 


When a CHAIN operation (for a chained file) or a READ operation (for a 
full-procedural file) reads a nondeleted record, data management places into 
the RECNO field the relative record number of the record read. 























When the program tries to add a record to the file, if the relative record 
number is not the number of a deleted record, the program stops and error 
message RPG-9070, OUTPUT TO A NONDELETED RECORD, is displayed. 
If you respond to the message by choosing option 1, the program continues 
but it does not add the record to the file. 
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INDEXED FILES 


An indexed jBle has two parts: an index and the data records (see Figure 
5-13). The index contains an entry for each record in the file. Each index 
entry also has two parts: a key field and the disk address of the record for 
that index entry. The key field contains data that identifies each record 
individually. For example, the customer account number could be the key 
field to identify each record in a customer master file. The second part of 
the index contains the disk address of the record. The disk address tells 
where the record is stored on the disk. Thus, a program can go to the 
index, find the location of a record, go to that location, and find the record 
you want. 

Records are stored in the data portion of the file in the same order in which 
they are written to the file. When a record is stored in the data portion, an 
entry for the record is made in the index. After the last entry is made in 
the index, the entries in the index are sorted into ascending order according 
to the key fields. 
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Index^ Data 


The order of the records in the data portion remains unchanged when the entries in the index are sorted. 
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Entries are of the form key field/disk location (D1 = 1st disk location, D2=2nd disk location, and so on). 


Figure 5-13. Organization of an Indexed File 
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Creating an Indexed File 


You can create an indexed file by writing records in an ordered sequence or 
in an unordered sequence. In an ordered sequence means that the records 
are written in ascending order of key field. In an unordered sequence 
means that the records are written in no particular order of key field. 

Creating an Indexed File by Writing Records in an Ordered Sequence 

To create an indexed file by writing records in ascending order of key field, 
describe the file in the unshaded columns of the file description 
specifications shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain 0 to indicate that the file is an output file. 

Column Column 19 must contain F or blank to indicate that the record 
length is fixed. That is, all records in the file must be the same length. 

Columns 20 through 23 must contain the block length or blanks. The 
maximum block length is 9999. If you do not enter any number in these 
columns, the block length equals the record length. 

Columns 24 through 27 must contain the record length. The record length 
can be any number from 1 through 4096, 

Columns 29 and 30 must contain the length of the key field in each record. 
The maximum length is 99 positions, unless an indexed file is processed 
sequentially within key-field limits using a CONSOLE device, in which case 
the maximum length is 29 positions. Key fields in packed-decimal format 
can be up to 8 positions in length. 

Column 31 must contain A if the key field is in zoned-decimal or alphameric 
format, or P if the key field is in packed-decimal format. If you create a file 
with a key field in packed-decimal format, you must also code the key field 
in packed-decimal format on the output specifications (P in column 44). 

Column 32 must contain I to indicate that the file is an indexed file. 
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Columns 35 through 38 must contain the record position in which the key 
field begins. The maximum number you can use for the starting position of 
the key field is the record length minus the length of the key field 4- 1. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 

Creating an Indexed File by Writing Records in an Unordered Sequence 

To create an indexed file by writing the records in no particular order of 
key field, you code the same entries required to create an indexed file by 
writing the records in ascending order of key fields, but you also code U in 
column 66 to indicate that the records can be written in an unordered 
sequence. 



Example of Creating an Indexed File 

Figure 6-14 shows how to code the file description, input, and output 
specifications to create an indexed file by writing records in an unordered 
sequence. 
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The output file, MASTER, is an indexed file to be loaded and processed by key fields. The U in 
column 66 of the file description specifications indicates that an unordered load is to be done. The 
input file, INPUT, is unsequenced. 
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The key fields from which the index is to be built appear as the first eight positions of the output 
record. As the DISK file is loaded, the key field is extracted from the record and an index entry 
containing the location of the record on the disk is built. After the entire file is loaded and an index 
entry is constructed for each record, the index entries are sorted into ascending sequence. 



Figure 5-14. Creating an Indexed File by Writing Records in an Unordered Sequence 
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Creating an Alternative Index File for an Indexed File 

After you create an indexed file, you can create alternative index files for 
that file. Using an alternative index file is equivalent to using an address 
output (addrout) file to process an indexed file. Each alternative index file 
uses one or more different portions of the record in the physical file as the 
key field. (An alternative index file may also be created for a sequential or 
direct physical file). Therefore, you can process records from the file in 
various sequences, depending on which index you use. For example, for a 
personnel file you can use the employee number as the primary index key 
and the department number as a key in an alternative index file. 

An alternative index file has either a single field as its key, as have indexed 
files, or it can have up to three noncontiguous fields as its key. Only 
alternative index files can have keys with noncontiguous fields. For 
example, the fields in positions 1 through 6, 8 through 10, and 20 through 24 
can be specified as one key: 


Key 



One field cannot overlap another field of the key. For example, if one key 
is specified in positions 10 through 15, another field cannot be specified in 
positions 14 through 20. For details on coding for keys with noncontiguous 
fields, see Coding the File Description Specifications for an Alternative Index 
File with Noncontiguous Fields as its Key later in this chapter. 

The existing indexed file from which you create alternative index files is 
called the physical file. To create an alternative index file for a physical 
file, use the control language procedure BLDINDEX. On the BLDINDEX 
procedure, you specify: 

• The name of the alternative index file to be created 

• The starting location of each field that is to be part of the key (1 to 3 
fields may be used, and the value for each field must be a decimal 
number from 1 through 4096) 

• The length of each field that is to be part of the key (the total length of 
all fields that make up the key cannot be greater than 99 bytes) 

• The name of the physical file 

® Creation date of the physical file 
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• Whether duplicate key fields are allowed for the alternative index file 

• The preferred disk location 

For more information about the BLDINDEX procedure, see the System 
Reference manual. 

You can use an alternative-index file to do any of the following: 

• Read records sequentially by key field 

• Read records randomly by key field 

• Read records within key-field limits by using the SETLL operation or a 
limits file 

• Update records in the file 

• Delete records from the file 

• Add records to the file 

These are exactly the same operations that you can do with the primary 
index. The program does not know if the indexed file defined in the 
program uses the primary index or an alternative index file. All the 
program knows is that the file is an indexed file. Therefore, the program 
treats an alternative index file the same as the primary index. 

For more information about using alternative indexes, see the Concepts and 
Programmer's Guide. 



Example of Creating an Alternative Index File 


Suppose that you want to create an alternative index for the file named 
MASTER that was created in Figure 5-14. To do so, you use the 
BLDINDEX procedure. For example, you might enter the following values: 


BLDINDEX PROCEDURE 


Optional 


Creates an alternative index for a physical file 


Name of file to be created . 

Starting position for first field of key . 1-4096 

Length of first field.. 1-120 

Starting position for second field of key ....... 1-4096 

Length of second field ................. 1-120 

Starting position for third field of key . ... 1~4096 

Length of third field ................. 1-120 

Name of physical file , . 

Creation date of physical file ........ . 

Allow duplicate keys ............. DUPKEY,NODUPKEY 


Preferred disk location . . A1,A2,A3,A4,block number 


CUSTMAST 

20 

10 


MASTER 
DUPKEY 


Cmd3-Previous menu Cmd4-Put on job queue 


(c) 1985 IBM Corp. 
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Example of Using an Alternative Index File with Only One Field as its Key 


The following example shows how to use the alternative index named 
CUSTMAST, which we just created, to read records. 


Name of the 

alternative 

index 


The record length for the 
alternative index must be 
the same as for the primary 
index 


Length of the key 
field for the 
alternative index 


Starting position of 
the key field for the 
alternative index 



Name of the alternative index 
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Form Type 


Using an Alternative Index File with Noncontiguous Fields as its Key 


To use an alternative file index with noncontiguous fields as its key, 
describe the file in the unshaded columns of the file description 
specifications shown below: 



Columns 7 through 14 must contain the name of the alternative index file 
with noncontiguous fields as its key. 

Column 15 must contain I or U. I indicates that the file is an input file. U 
indicates that the file is an update file. 

Column 16 must contain P, S or F. P indicates that the file is a primary 
file. S indicates that the file is a secondary file. F indicates that the file is 
a full-procedural file. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the the record length. The record 
length for the alternative index must be the same as for the primary index. 

Column 28 must contain blank, R or L. 

Columns 29 and 30 must contain the total length of the key. The maximum 
total length a key can be is 99 positions. 

Column 31 must contain A to indicate that the key is in zoned-decimal or 
alphameric format (packed-decimal format is not allowed). 

Column 32 must contain I to indicate that the file is an indexed file. 

Columns 35 through 38 must contain EXTK, to indicate that the file has 
noncontiguous fields as its key. 

Columns 40 through 46 must contain DISK. 
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Reading an Indexed File 


Records can be read from an indexed file in the following ways: 

• Sequentially by key field 

• Sequentially within key-field limits 

• Randomly by key field 

• Randomly and/or sequentially by key field 

• Randomly by address output (addrout) file 

Note: An indexed file can also be read without using the index. When this 
is done, only the data portion of the file is used. There are three ways to 
read an indexed file without using the index: 

• Consecutively 

• Randomly by relative record number 

• Randomly by relative record number and/or consecutively 

To read an indexed file in any of these ways without using the index, code 
the file as a sequential file. For more information about coding a 
sequential file, see Sequential Files earlier in this chapter. 

Reading Sequentially by Key Field 

When a program reads an indexed file sequentially by key field, it reads the 
records in the order in which the key fields are sequenced, not in the order 
in which the records exist in the file. 

If you want to read records sequentially by key field, code entries in the file 
description specifications shown below: 


Mode of Processing | 



Length of Key Field or 
of Record Address Field 




Record Address Type | 





s 

Type of File 
Organization or 
Additional Area 

1 




oc 

Overflow Indicator 

1 

i 

oc 


I 

>< 


Key Field 

Starting 

Location 

X 


External Record Name 


I 32 33 34 3S 36 37 38l; 




Symbolic 

Device 


44 45 46 147 48 49 50 51 52 


Labels S/N/E/M 1 

Name of 

Label Exit 

Extent Exit 
for DAM 

Storage Index 

Continuation Lines | 

1 

M 56 56 57 W W 

aiffi 


File Addition/Unordered 


Number of Tracks 
for Cylinder Overflow 


Number of Extents 


Tape 

Rewind 


67i68 69l70|71 72| 73 741 


Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 
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Column 16 can contain P, S, or D: 

• If you code P (primary) or S (secondary), the file is read as part of the 
RPG program cycle. For an explanation of how primary and secondary 
files are read, see Chapter 11. 

• If you code D (demand), you must code a READ operation in the 
calculation specifications in order to read the file. For information 
about the READ operation, see Chapter 28. 

Column 17 can contain E or blank if column 16 contains P or S. E 
indicates that the program must process every record in the file before the 
program ends. Blank indicates that the program can end whether or not 
every record in the file is processed. 

Column 18 can contain A, D, or blank if column 16 contains P or S: 

• A indicates that the program checks that the records in the file are in 
ascending sequence. 

• D indicates that the program checks that the records are in descending 
sequence. 

• Blank indicates that the program does not check the record sequence. 
Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Columns 29 and 30 must contain the total length of the key. 

Column 31 must contain A or P. A indicates that the key fields are in 
zoned-decimal or alphameric format. P indicates that the key fields are in 
packed-decimal format. 

Column 32 must contain I to indicate that this is an indexed file. 

Columns 35 through 38 must contain the record position in which the key 
field begins, if the Key has only one field. If the Key has noncontiguous 
fields, columns 35 through 38 must contain EXTK. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 
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Reading Sequentially within Key-Field Limits 


A program can process an indexed file sequentially within key-field limits 
in either of two ways: 

• Using a limits record 

# Using the SETLL operation 

Both methods allow you to limit the key fields of the records you want your 
program to process. If you want to read records sequentially within 
key-field limits, code entries in the unshaded columns of the file description 
specifications shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that this file is an input file. 

Column 16 must contain P, S, F, or D: 

• If you code P (primary) or S (secondary), the program reads a record 
from the file at input time of the RPG program cycle. For an 
explanation of how primary and secondary files are read, see Chapter 
11 . 

• If you code F (full-procedural), the program reads a record when a 
READ, READE, READP, or CHAIN operation occurs in the calculation 
specifications. Only the READ operation code may be used if the file is 
to be processed within limits using a limits record. When the file is to 
be processed within limits using the SETLL operation code, the SETLL 
must be immediately followed by a READ, READE, or READP 
operation. When a CHAIN operation occurs, the limits set by the 
SETLL operation are set off. For information about the READ, READE, 
READP and CHAIN operations, see Chapter 28. 

• If you code D (demand), the program reads a record when a READ 
operation occurs in the calculation specifications. For information 
about the READ operation, see Chapter 28. 
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Column 18 can contain A, D, or blank if column 16 contains P or S: 

• A indicates that the program checks that the records in the file are in 
ascending sequence. 

• D indicates that the program checks that the records are in descending 
sequence. 

• Blank indicates that the program does not check the record sequence. 
Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Column 28 must contain L to indicate that the file is processed sequentially 
within limits. 

Columns 29 and 30 must contain the total length of the key. 

Column 31 must contain A or P. A indicates that the key fields are in 
zoned-decimal or alphameric format. P indicates that the key fields are in 
packed-decimal format. 

Column 32 must contain I to indicate that this is an indexed file. 

Columns 35 through 38 must contain the record position in which the key 
field begins, if the key has only one field. If the key has noncontiguous 
fields, columns 35 through 38 must contain EXTK. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 
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Using a Limits Record 


When a program processes an indexed file sequentially within key-field 
limits by using a limits record, it first automatically reads a limits record 
from a record address file assigned to a DISK or CONSOLE device. A 
limits record contains the lowest key field and the highest key field of the 
records in the indexed file to be processed. The program reads records from 
the indexed file in ascending order of key field, from the low key field in the 
limits record to the high key field in the limits record. When the upper 
limit is passed, the program automatically reads another limits record from 
the record address file and sets new limits. This process continues until the 
program reaches the end of the record address file or until the program 
ends because another file reaches the end-of-file condition. 

Each limits record contains only one set of limits (the low key field and the 
high key field). The low key field must begin in position 1 of the record, 
and the high key field must immediately follow the low key field. 

Therefore, the length of a limits record is twice the length of a key field. 

The length of a key field can be from 1 through 99 positions for a file 
processed using a DISK device, and 1 through 29 positions for a file 
processed using a console device. The low key field and the high key field 
must have the same length, and that length must be the same as the entry 
coded in columns 29 and 30 of the file description specifications. Therefore, 
you may have to code leading zeros when you use numeric key fields. An 
alphameric key field can contain blanks. A key field cannot contain any 
hexadecimal FF characters. For files with noncontiguous keys, the low and 
high key fields in the limits record contain all subfields that make up each 
noncontiguous key. 

You can use the same set of limits in more than one limits record. 

Therefore, you can process data records within those limits as many times 
as you want. If the two key fields in a limits record are equal, the program 
reads only one data record. 

The key fields in the limits records can have a different format from the key 
fields in the files being processed by limits. For example, one can have a 
packed-decimal format, and the other can have a zoned-decimal format. If 
the formats differ, the format of the key fields from each file must be 
indicated by A or P in column 31 of the file description specifications, and 
the length of the zoned-decimal key field must be twice the length of the 
packed-decimal key field, minus one or two. See Column 43 (Packed or 
Binary Field) in Chapter 25 for information about this calculation. While 
the program is running, the format of the key fields in the limits records is 
changed to the format of the key fields in the files being processed by 
limits. 

To use the record address file from which the limits are read, entries are 
required in the file description and extension specifications. No input 
specifications are required for the record address file. 
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Code entries in the unshaded columns of the file description specifications 
shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain R to indicate that the file is a record address file. 

Column 17 must contain E or blank, E indicates that all records from the 
file must be processed before the program can end. Blank indicates that the 
program can end whether or not all records from the file are processed. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length, which should be 
two times the length of the key field. 

Columns 29 and 30 must contain the length of the key field. 

Column 31 must contain A, P, or blank. A or blank means that the key 
field is in zoned-decimal or alphameric format. P means that the key field 
is in packed-decimal format. Column 31 must contain A or blank if columns 
40 through 46 contain CONSOLE. 

Column 39 must contain E to indicate that the file is further described on 
extension specifications. 

Columns 40 through 46 must contain DISK or CONSOLE. 

Columns 71 and 72 can contain an external indicator, Ul through U8. 
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Two entries are required on the extension specifications: 



Columns 11 through 18 must contain the name of the limits file. This name 
must be the same one coded on the file description specifications for the 
limits file. 

Columns 19 through 26 must contain the name of the indexed file to be 
processed by the limits file. This name must be the same one coded on the 
file description specifications for the indexed file. 

Using the SETLL Operation 

The SETLL (set lower limit) operation allows you to set the lower limit for 
the key field during the calculations part of the RPG program cycle. You 
can use the SETLL operation to process any indexed file that is used as a 
demand or full-procedural file (that is, any file that has D or F in column 
16, L in column 28, and I in column 32 of the file description specifications). 
However, you cannot process an indexed demand or full-procedural file with 
the SETLL operation if you are using a record address file to set the 
key-field limits for the file. The maximum number of files that you can 
process with the SETLL operation is limited by the number of demand and 
full-procedural files that an RPG program can use. The number of demand, 
chained, and full-procedural files that an RPG program can use cannot total 
more than 15. 

Factor 1 of the SETLL operation must contain either the name of a field 
that contains the lower limit being set or a literal that is used as the lower 
limit. The name of the field containing the lower limit may be the name of 
a data structure subfield. Noncontiguous keys may be created to specify the 
lower limit by using alternative indexes and data structures to process the 
file. See Creating an Alternative Indexed File for an Indexed File in this 
chapter. 

Factor 2 must contain the name of the file for which the lower limit is 
being set. 

The SETLL operation must be followed by a READ, READE, or READP 
operation. Otherwise, the SETLL operation is ignored. The READE 
operation reads the next record if factor 1 of READE matches that record's 
key. The READP operation reads the record prior to the lower limit 
specified. Other operations (except for input operations) can come between 
the SETLL and READ, READE, or READP operations. 
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Figure 5-15 shows an example of SETLL coding for the SMASTER file and 
an example of using a limits record to process the MASTER file. 



The input DISK file, MASTER, is an indexed file to be processed within the key-field limits contained 
in the record address file, LIMITS. The LIMITS file, which if further described on the extension 
specifications, is entered from the CONSOLE device. 

Each set of limits read from LIMITS consists of the low and high account numbers to be processed. 
Because the account number key field (ACCT) is 8 positions long, each set of limits includes two 
8-position key fields. 



As MASTER is processed within to each set of limits, the corresponding records are written to the 
PRINTER output file, PRINT. Processing is complete when all sets of limits have been processed. 

Figure 5-15 (Part 1 of 2). Processing an Indexed File Sequentially within Key-Field Limits by 

Using the SETLL Operation for SMASTER and by Using a Limits Record 
for MASTER 
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File SMASTER is processed by the SETLL operation code. It uses no extension specifications, and 
its filename appears in factor 2 of the SETLL operation code. In this example the first record read 
from file SMASTER would be the one whose key field is equal to or the next higher than the literal 
'AAAAAAAA'. Records are read sequentially to end of file unless the cycle is interrupted by 
additional SETLL operations. 



Figure 5-15 (Part 2 of 2). Processing an Indexed File Sequentially within Key-Field Limits by 

Using the SETLL Operation for SMASTER and by Using a Limits Record 
for MASTER 
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Reading Randomly by Key Field 


You can process an indexed file randomly by key field only if it is a chained 
file (that is, if it has C in column 16 of the file description specifications). 
You must use the CHAIN operation to read a record from the file during 
the calculation part of the RPG program cycle. 

If you want to read an indexed file randomly by key field, code entries in 
the unshaded columns of the file description specifications shown below: 



Columns 7 through 14 must contain the name of the file. 


Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain C to indicate that the file is a chained file. Note 
that column 16 must not contain a C if the key has noncontiguous fields. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Column 28 must contain R to indicate that the file is processed randomly. 

Columns 29 and 30 must contain the total length of the key. 

Column 31 must contain A or P. A indicates that the key field is in 
zoned-decimal or alphameric format. P indicates that the key field is in 
packed-decimal format. 

Column 32 must contain I to indicate that the file is an indexed file. 

Columns 35 through 38 must contain the record position in which the key 
field begins, if there is only one field in the key. If the key has 
noncontiguous fields, columns 35 through 38 must contain EXTK. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, Ul through U8. 
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Reading Randomly and/or Sequentially by Key Field 


If you want to read records both randomly by key field and sequentially by 
key field, use a full-procedural file (F in column 16 of the file description 
specifications). You can read a full-procedural file randomly by key field by 
using the CHAIN operation, sequentially by key field by using the READ, 
READE, or READP operation, or both randomly by key field and 
sequentially by key field by using either the CHAIN and READ, READE, or 
READP operations. It is not necessary to use both a CHAIN and either a 
READ, READE or READP operation, but you must code at least one 
CHAIN, READ, READE, or READP operation in the calculation 
specifications in order to read a full-procedural file. 

Code the unshaded columns of the file description specifications shown 
below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain F to indicate that the file is a full-procedural file. 
Column 19 must contain F or blanks. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Columns 29 and 30 must contain the total length of the key. 

Column 31 must contain A or P. A indicates that the key field is in 
zoned-decimal or alphameric format. P indicates that the key field is in 
packed-decimal format. 

Column 32 must contain I to indicate that the file is an indexed file. 

Columns 35 through 38 must contain the record position in which the key 
field begins, if the key has only one field. If the key has noncontiguous 
fields, columns 35 through 38 must contain EXTK. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 
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Example of Reading an Indexed File Randomly and Sequentially by Key Field 

Suppose you want to print a list of all the employees in a particular 
department. Figure 546 shows how to do so. The department number is 
entered in the first 5 positions of the local data area. The program uses this 
department number as the key field. The CHAIN operation reads the first 
record that has the desired department number in the DEPTNO field of the 
EMPLOYEE file. The READ operation then reads sequentially all the 
other records that have the same department number. 
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The number of the department to be printed is in positions 1 through 5 of the local data area. 
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The CHAIN operation reads the first record that has the requested department number. If the 
department number is not found, an error message is printed. 
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Figure 5-16 (Part 1 of 2). Reading an Indexed File Randomly by Key Field and Sequentially by Key 

Field 
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Figure 5-16 (Part 2 of 2). Reading an Indexed File Randomly by Key Field and Sequentially by Key 

Field 
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Reading Randomly by Address Output (Addrout) File 


An address output (addrout) file is a record address file produced by a sort 
program. (A record address file is an input file that tells the program which 
records to read from a DISK file and the order in which to read them.) An 
address output file contains the relative record numbers of the records in a 
DISK file. The advantages of an address output file are that: 

• The space required for the address output file is much less than the 
space required for a sorted sequential file. 

• The sort runs much faster. 

• The original file is unchanged. 

You can have only one address output file in a program. When an RPG 
program uses an address output file, it reads the relative record numbers 
consecutively from the address output file. Then, using the relative record 
number, the program randomly reads the DISK file to process the 
corresponding record. In this way, the program can process an indexed 
DISK file in a new sequence without actually sorting the records and 
creating a new file. Also, once the file description and extension 
specifications are coded for the DISK file and for its associated address 
output file, you can code the DISK file as an ordinary indexed file. No 
input specifications are required for the address output file. 

If you want to read records randomly by an address output file, code the file 
description specifications as shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain P (primary) or S (secondary). For an explanation 
of how primary and secondary records are read, see Chapter 11. 

Column 18 must contain A, D, or blank: 

• A indicates that the program checks that the records in the file are in 
ascending sequence. 

• D indicates that the program checks that the records in the file are in 
descending sequence. 
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• Blank indicates that the program does not check the sequence of the 
records in the file. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Column 28 must contain R to indicate that the file is processed randomly by 
an address output file. 

Columns 29 and 30 must contain the total length of the key. 

Column 31 must contain I to indicate that relative record numbers from the 
address output file are used to process the file. 

Column 32 must contain I to indicate that this file is an indexed file. 

Columns 35 through 38 must contain the record position in which the key 
field begins, if there is only one field in the key. If the key has 
noncontiguous fields, columns 35 through 38 must contain EXTK. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 
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For the address output file, code entries in the unshaded columns of the file 
description specifications shown below: 



Columns 7 through 14 must contain the name of the file. 


Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain R to indicate that the file is a record address file. 

Column 17 must contain E to indicate that all records from the file must be 
processed before the program can end, or a blank to indicate that the 
program can end whether or not all records from the file are processed. 

Column 19 must contain F or blank. 

Columns 20 through 23 must contain the block length or blanks. 

Column 27 must contain 3 because each record in an address output file is a 
relative record number, which is always three positions long. 

Column 30 must contain 3 because relative record numbers in address 
output files are always three positions long. 

Column 31 must contain I to indicate that the file is an address output file. 

Column 32 must contain T to indicate that the file is an address output file. 

Column 39 must contain E to indicate that the file is further described on 
extension specifications. 

Columns 40 through 43 must contain DISK. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 
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Two entries are required on the extension specifications: 



Columns 11 through 18 must contain the name of the address output file. 
This name must be the same one coded on the file description specifications 
for the address output file. 

Columns 19 through 26 must contain the name of the indexed file to be 
processed by the address output file. The name must be the same one coded 
on the file description specifications for the indexed file. 
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Updating an Indexed File 

Updating records in an indexed file involves reading a record, changing 
some data in the record, and writing the record back to its original location 
in the file. If you try to update a record that was not the last record read, 
error message RPG-9043, FILE TRIED RECORD UPDATE BEFORE 
INPUT, is displayed. The fields to be updated must be described on both 
the input and the output specifications. 

When you update records in an indexed file, the file can be processed in any 
of the following ways: 

• Sequentially by key field 

» Sequentially within key-field limits 

• Randomly by key field 

• Randomly and/or sequentially by key field 

• Randomly by address output (addrout) file 

Deleting Records from an Indexed File 

Updating a file can include deleting records from the file. To allow records 
to be deleted from the file, the control language FILE statement coded 
when the file was created must use the DFILE-YES parameter. For 
information about the FILE statement, see the System Reference manual. If 
you try to delete a record from a file that does not allow deletions, error 
message RPG.9067, INVALID OPERATION ATTEMPTED, is displayed. 

To delete a record, you first read the record (either randomly by key field or 
sequentially by key field). Then, with DEL coded in the output 
specifications, you write the record back to the same file. Code entries in 
the unshaded columns of the output specifications shown below: 
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Columns 7 through 14 must contain the name of the output file. 

Column 15 must contain D, T, or E, to indicate that the record is to be 
deleted at detail, total, or exception output time of the program cycle. 

Columns 16 through 18 must contain DEL to indicate that the record is to 
be deleted. 

Columns 23 through 31 can contain output indicators. 

Columns 32 through 37 can contain an EXCPT name if column 15 contains 
E. 

Records are not physically removed from a file when they are deleted. 
Instead, deleted records are filled with hexadecimal FFs. That is, all the 
bits for every character in the deleted record are set on. 
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Updating Sequentially by Key Field 


When you want to update most of the records in a file, process the file 
sequentially by key field. Code entries in the unshaded columns of the file 
description specifications shown below: 



Column 15 must contain U to indicate that the file is an update file. 

The other entries are the same as those for reading an indexed file 
sequentially by key. 

Updating Sequentially within Key-Field Limits 

You can update records in an indexed file sequentially within key-field 
limits. Code entries in the unshaded columns of the file description 
specifications shown below: 
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Column 15 must contain U to indicate that this file is an update file. 

The other entries are the same as those for reading an indexed file 
sequentially within key-field limits. 
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Updating Randomly by Key Field 


You can update an indexed file randomly by key field if it is a chained file 
(that is, if it has C in column 16 of the file description specifications). Code 
entries in the unshaded columns of the file description specifications shown 
below: 



Column 15 must contain U to indicate that the file is an update file. 

The other entries are the same as those for reading an indexed file 
randomly by key field. 

Example of Updating an Indexed File Randomly by Key Field 

Figure 5-17 shows sample program OE400R, which updates an indexed file 
randomly by key. The program reads the customer number (CUSNO) and 
the amount due for a new order (EXAMT) from the customer order file, 
CUSTORDS. In line 05 of the calculation specifications, the amount due 
for each item ordered (EXAMT) is added, and the total for the current order 
is stored in result field TOTDUE. In line 12, the program uses the customer 
number (CUSNO) to chain to the corresponding record in the customer 
master file, CUSTMAST. In line 13, the total amount due for the. current 
order (TOTDUE) is added to the customer's previous amount due (AMDUE), 
and the result is stored again in AMDUE. On the output specifications, 
when the program writes to the customer master file (CUSTMAST), the 
AMDUE field is updated for the customer record. UDATE is used to update 
the field that indicates the most recent date that the record was updated. 
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Name = OE400R 

Function = Update the amount-due and the date-of-order fields in the customer master file (CUSTMAST) 
from the customer order file (GUSTORDS). 

Input = From the CUSTORDS file, the customer number and the amount due for each Item ordered. 

From the CUSTMAST file, the customer's current amount due. 

Output = In the CUSTMAST file, the record for a customer who placed the order. The amount-due field is 
updated to the current amount due. The date that the record was updated is also updated. 

Indicator Definitions: 

01 Record-Identifying Indicator 
02 Record-identifying Indicator 
03 Record-identifying indicator 

20 Turns on when a customer number is not found In the CUSTMAST file 

LI Control-level indicator that turns on when the customer number changes in the CUSTORDS file 
Running This Program 

To run this program, file CUSTORDS must already have been created by program OE140R. Also code 
the following procedure: 

// LOAD OE400R 
//FILENAME-CUSTMAST 
//FILE NAME-CUSTORDS 
// RUN 


Figure 5-17 (Part 1 of 2). Sample Program OE400R (Updating an Indexed File Randomly by Key 

Field) 
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Figure 5-17 (Part 2 of 2). Sample Program OE400R (Updating an Indexed File Randomly by Key 

Field) 
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Updating Randomly and/or Sequentially by Key Field 


You can update records in an indexed file randomly by key field, 
sequentially by key field, or both randomly and sequentially by key field if 
the file is defined as a full-procedural file (F in column 16). Code entries in 
the unshaded columns of the file description specifications shown below: 



Column 15 must contain U to indicate that the file is an update file. 

The other entries are the same as those for reading an indexed file 
randomly by key and/or sequentially by key field. 


Updating Randomly by Address Output (Addrout) File 

To update records randomly by an address output file, code entries in the 
unshaded columns of the file description specifications shown below: 



Column 15 must contain U to indicate that the file is an input file. 

The other entries are the same as those for reading an indexed file 
randomly by address output file. 
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Adding Records to an Indexed File 


When a record is added to an indexed file, the program writes the data part 
of the record at the end of the records already in the file. The index part of 
the added record is written at the end of the indexes for the records already 
in the file. 

You can add records to an indexed file in either of two ways: 

• Randomly by key field 

• Sequentially by key field 


Adding Records Randomly by Key Field 

You can add records randomly by key field to an indexed file with chaining. 
Chaining means comparing the key field of the record to be added with the 
key fields already in the index. The reason for this comparison is to make 
sure that the record to be added is not a duplicate of a record already in the 
file. Chaining allows you to design your program so that, if a duplicate key 
field is found, your program can handle it appropriately without requiring 
the person using the display station to decide how to respond to an error 
message. If the program has a logic error that would allow a record with a 
duplicate key field to be added to the file, or if another program tries to add 
a record with a duplicate key field during the time between the CHAIN 
operation and the output operation in this program, the system ensures that 
the duplicate record is not added. However, a record with a duplicate key 
field can be added if the DUPKEYS-YES parameter was specified on the 
control language FILE statement when the file was created, or if the 
BYPASS-YES parameter is specified on the current FILE statement. 

To add records randomly by key field, entries are required in the file 
description and output specifications. 

Code entries in the unshaded columns of the file description specification 
shown below: 



Columns 7 through 14 must contain the file name. 

Column 15 must contain I or U to indicate that the file is an input or 
update file. 
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Column 16 must contain C or F to indicate that the file is a chained or 
full-procedural file. If column 16 contains C, you must code a CHAIN 
operation in the calculation specifications in order to read the file. If it 
contains F, you must code a READ, READE, READP, or CHAIN operation 
in the calculation specifications in order to read the file. 

Column 19 must contain F or blank to indicate that every record in the file 
has the same length. 

Columns 20 through 23 must contain the length of the block of records. 

Columns 24 through 27 must contain the length of each record. 

Column 28 must contain R to indicate that the file is processed randomly by 
key if this is a chained file (C in column 16), or a blank if this is a 
full-procedural file (F in column 16). If this is a full-procedural file, column 
28 can contain L to indicate that the file is processed within key-field limits 
by using the SETLL operation. 

Columns 29 and 30 must contain the total length of the key. 

Column 31 must contain A or P. A indicates that the key field is in 
alphameric or zoned-decimal format. P indicates that the key field is in 
packed-decimal format. 

Column 32 must contain I to indicate that the file is an indexed file. 

Columns 35 through 38 must contain the starting position of the key field, if 
the key has only one field. If the key has noncontiguous fields, columns 35 
through 38 must contain EXTK. 

Columns 40 through 43 must contain DISK. 

Column 66 must contain A to indicate that records are added to the file. 
Columns 71 and 72 can contain an external indicator, U1 through U8. 



Entries are also required in the unshaded columns of the output 
specifications shown below: 



Columns 7 through 14 must contain the name of the file to which the 
records are added. 

Column 16 must contain D, T, or E to indicate whether the record is to be 
added at detail, total, or exception output time of the RPG program cycle. 

Columns 16 through 18 must contain ADD to indicate that the fields coded 
on the following lines form the record to be added to the file named in 
columns 7 through 14. 

Columns 23 through 31 can contain output indicators. 

Columns 32 through 37 can contain an EXCPT name if column 15 of the 
output specifications contains E. 

Example of Adding Records Randomly by Key Field 

Suppose you want to add new inventory items to the indexed inventory file 
created in the Example of Creating an Indexed File, The new records are 
not in sequence. Key fields in the new records can be lower than, between, 
or higher than key fields in the records already in the file. Input and 
output records will be in the same format as the records used to create the 
file. 

Figure 5-18 shows how to code the file description, input, calculation, and 
output specifications to all records added randomly by key field. 
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New records are added to the file. 


Figure 5-18. Adding Records to an Indexed File Randomly by Key Field 
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Adding Records Sequentially by Key Field 


Physically, all records added to an indexed file are placed at the end of the 
file. However, depending on the value of the key field, a record added 
sequentially by key can be processed as if it were added in either of two 
places: between records already in the file or at the end of the file. A key 
field added between existing key fields must have a value that is lower than 
the key field in the record currently being processed and higher than the 
key field in the last record processed. A key field added at the end of the 
index must have a value that is higher than the highest key field in any 
record already in the file. If the key field of the record to be added does not 
meet either of these conditions, error message RPG-9037, TRIED TO ADD 
KEY NOT IN SEQUENCE, is displayed. If the person using the display 
station responds to that error message by entering option 0 (zero), the add 
operation is skipped. 

Adding records sequentially can be faster than adding records randomly 
with chaining if the records to be added are already sorted into ascending 
order by key field. The reason is that you can use a large block containing 
many records when you add records sequentially. 

To add records sequentially by key field, entries are required in the file 
description and output specifications. 

Code entries in the unshaded columns of the file description specifications 
shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I or U to indicate that the file is an input or 

update file. 

Column 16 can contain P, S, or D: 

• If you code P (primary) or S (secondary), the file is read as part of the 
RPG program cycle. For an explanation of how primary and secondary 
files are read, see Chapter 11. 

• If you code D (demand), you must code a READ operation in the 
calculation specifications in order to read the file. For information 
about the READ operation, see Chapter 28. 
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Column 17 can contain E if column 16 contains P or S. E indicates that the 
program must process every record in the file before the program ends. 
Blank indicates that the program can end whether or not every record in 
the file is processed. 

Column 18 can contain A, D, or blank if column 16 contains P or S: 

• A indicates that the program checks that the records in the file are in 
ascending sequence. 

• D indicates that the program checks that the records are in descending 
sequence. 

• Blank indicates that the program does not check the record sequence. 

Column 19 must contain F or blank to indicate that all records in the file 
must be the same length. 

Columns 20 through 23 must contain the block length or blanks. 

Columns 24 through 27 must contain the record length. 

Columns 29 and 30 must contain the total length of the key. 

Column 31 must contain A or P. A indicates that the key field is in 
alphameric or zoned-decimal format. P indicates that the key field is in 
packed-decimal format. 

Column 32 must contain I to indicate that the file is an indexed file. 

Columns 35 through 38 must contain the record position in which the key 
field begins, if the key has only one field. If the key has noncontiguous 
fields, columns 35 through 38 must contain EXTK. 

Columns 40 through 43 must contain DISK. 

Column 66 must contain A to indicate that records are added to the file 
described on this line. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 
Entries are also required on the output specifications: 
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Columns 7 through 14 must contain the name of the file to which the 
records are added. 

Column 15 must contain D, T, or E to indicate that the records are to be 
added at detail, total, or exception output time of the RPG program cycle. 

Columns 16 through 18 must contain ADD to indicate that the fields coded 
on the following lines form the record to be added to the file named in 
columns 7 through 14. 

Columns 23 through 31 can contain output indicators. 

Columns 32 through 37 can contain an EXCPT name if column 15 contains 
E. 

Example of Adding Records Sequentially by Key Field 

Suppose you want to add new inventory items to the indexed inventory file 
created in Example of Creating an Indexed File earlier in this chapter. You 
want to add records from a transaction file that contains both new items 
and new shipments received of existing items. The transaction file is sorted 
into ascending sequence by key field (item number), and the records in the 
transaction file are in the same format as the records already in the 
inventory file. 

Figure 5-19 shows how to code the specifications to update the inventory 
file and add new item records to the file. 
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Figure 5-19 (Part 1 of 2). Adding Records Sequentially by Key Field 
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Figure 5-19 (Part 2 of 2). Adding Records Sequentially by Key Field 
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Chapter 6. Using a WORKSTN File 


A WORKSTN file allows you to interact with your RPG program at a 
display station. That is, while the program is running, information is 
displayed on the screen and you can enter data at the keyboard. Several 
people at different display stations can interact with the same program at 
the same time. 

A program can use only one WORKSTN file. If a program uses a 
WORKSTN file, it cannot use a KEYBORD, CRT, or CONSOLE file. 

You must use a WORKSTN file to communicate with other systems through 
the Interactive Communications Feature of the System Support Program 
(SSP-ICF). For more information about SSP-ICF, see the Interactive 
Communications Feature: Reference and the Interactive Communications 
Feature: Guide and Examples. 

Note: Throughout this chapter, the term device means either a display 
station or an SSP-ICF session. 

This chapter contains six sections, organized as follows: 

• The first section contains a simple example of a program that uses a 
WORKSTN file. 

• The second section explains the two steps in all programs that use a 
WORKSTN file (creating the displays and coding the RPG 
specifications). 

• The third section presents some additional ways that programs 
commonly use a WORKSTN file. 

• The fourth section covers the differences between programs that use 
only one display station and those that use more than one display 
station. 

• The fifth section discusses some advanced topics relating to WORKSTN 
files. 

• The sixth section contains several sample programs. 
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EXAMPLE OF USING A WORKSTN FILE 


Suppose you want to create a program that allows a person to display 
accounts receivable information about your customers. The program 
displays the name and address of the customer, the current balance, the 
credit limit, the amount due more than 30, 60, and 90 days, and the date of 
last payment. 

From the point of view of the person who uses this program, the program 
involves three steps: 

1. Seeing a display that prompts the person to enter the customer number 

2. Entering the customer number in response to the prompt 

3. Seeing the accounts receivable information for the customer chosen 
From your point of view, the program involves two basic steps: 

1. Creating the two displays 

2. Coding the specifications for the program 
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Creating the Displays 


The first display, which prompts the person to enter a customer number, 
looks like the one shown below: 



The second display, which shows the accounts receivable information for 
the customer chosen, looks like this: 



For information on how to use SDA to create displays see the manual 
Creating Displays, 
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Coding the RPG Specifications 


File Description Specifications 

This program requires the following file description specifications: 



The customer number file, CUSTNMBR, is a WORKSTN file (line 02, 
columns 40 through 46) and is described as a combined file (C in column 15). 
It is used as the primary file (P in column 16) because it is the main file 
from which the program reads records. The F in column 19 indicates that 
all records in the file have the same length. The 256 in columns 25 through 
27 indicate the number of positions in each record. 

The customer master file, CUSTMAST, is a DISK file (line 03, columns 40 
through 43). It is used only for input (I in column 15), and it is a chained 
file (C in column 16). All records in the file contain 256 positions (column 
19 and columns 25 through 27). CUSTMAST is an indexed file (I in column 
32) that is processed randomly by key field (columns 28 and 31). The key 
field, CUSNO, is 8 positions long (column 30), beginning in position 2 
(column 38). 
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Input Specifications 


The following input specifications describe the two files that provide input: 
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The WORKSTN file, CUSTNMBR, contains three types of records, 
identified by blank. A, and B in position 1 (lines 01, 02, and 04; columns 24 
through 27). These record-IDs (blank, A, and B) are the IDs of user-created 
display screens. The three record types above turn on record-identifying 
indicators 02, 03, and 04, respectively (lines 01, 02, and 04; columns 19 and 
20). The CUSNO field is in positions 2 through 9 of the record type 
identified by record-identifying indicator 03 (line 03). 

The DISK input file, CUSTMAST, also has a field named CUSNO in 
positions 2 through 9 of each record (line 06). In addition, CUSTMAST 
contains the accounts receivable information indicated by the field names 
in lines 07 through 19. The P in column 43 of lines 12 through 19 indicates 
that the data in these fields is in packed-decimal format. 
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Calculation Specifications 


This program requires only two calculation specifications: 



The first specification tiums off error indicator 99 before the program reads 
a record from the customer master file, CUSTMAST. 

If indicator 03 is on (line 02, columns 10 and 11), meaning that the program 
reads a record containing an A in position 1, the program uses the CHAIN 
operation to compare the number that the person entered on the first 
display with the CUSNO field in the records in the CUSTMAST file. If no 
record in the CUSTMAST file has a CUSNO field that matches the number 
entered, resulting indicator 99 turns on to signal an error (line 02, columns 
54 and 66). Therefore, indicator 99 is also used on the output specifications 
to condition the error messages (lines 06 through 09, columns 24 and 25). 
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Output Specifications 


The following output specifications describe the two displays: 
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’Number of sheets per pad may vary slightly. 

In line 01, columns 7 through 14 show that the name of the output file is 
CUSTNMBR. The first display, AR230RD1 (line 04, columns 46 through 53), 
is a detail record (D in line 01, column 15) that is written if 
record-identifying indicator 02, 99, or 04 is on (lines 01 through 03, columns 
24 and 25) and if command key 3 is not pressed (NKC, lines 01 through 03, 
columns 26 through 28). 

If the person enters a customer number that equals the CUSNO field in a 
record in the CUSTMAST file, the program shows the second display, 
AR230RD2 (line 11, columns 46 through 53) at detail output time (line 10, 
column 15) if record-identifying indicator 03 is on, indicator 99 is not on, 
and command key 3 is not pressed (line 10, columns 24 through 31). The 
second display shows the accounts receivable information indicated by the 
fields in lines 12 through 25. The L edit code in column 38 of lines 19, 21, 
22, and 24 displays a minus sign after any negative balance. The Y edit 
code in line 25 edits the date of last payment. 
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Reaching End of File 


A program that uses a WORKSTN file, as this example does, can end in any 
of several ways: 

• One way to end the program is simply to turn on the last-record 
indicator (LR). 

• Another way is to have the person using the display station press a 
command key. In this example, command key 3 is used. Both display 
formats are conditioned so that they are not written after command key 
3 is pressed. On the next input operation, the WORKSTN file reaches 
end of file. 

- If the WORKSTN file is a primary file, as in this example, the 
program automatically turns on the last-record indicator at input 
time of the next program cycle, and the program goes to end of job. 

- If the WORKSTN file is a demand file, and if an indicator is coded 
in columns 58 and 59 of the calculation specification containing the 
READ operation for the file, the indicator turns on. 


For more information about reaching the end of a WORKSTN file, see 
Reaching End of File for a MRT Program later in this chapter. 

This concludes the simple example of using a WORKSTN file. Although 
the example does not show how to change the information displayed, 
WORKSTN files do allow you to interact with the program. The other 
sample programs at the end of this chapter show how to use a WORKSTN 
file to update data. 

The next section of this chapter explains all the entries you can code for a 
WORKSTN file. 
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STEPS IN USING A WORKSTN FILE 


There are two general steps in using a WORKSTN file: 

1. Create the format of each display from which your program will read 
input and to which your program will write output. 

2. Code the necessary file description, input, calculation, and output 
specifications for your program. 

The reason for creating the displays first is that the format of each display 
(that is, the location and characteristics of each field on the display) 
determines the coding required for the input and output specifications for 
the WORKSTN file. 


Creating the Display Formats 

Creating a display format includes designing the format, entering the 
specifications for the format, and compiling the specifications for the 
format. For a complete explanation of how to create display formats, see 
the manual Creating Displays. 

There are two ways to create a display format: 

• Use the screen design aid (SDA) utility to design the format and to 
enter and compile the specifications for the format. For information 
about using SDA, see the manual Creating Displays, 

• Use the display format layout sheet and the display format S and D 
specifications to design the format. Use the $MAINT utility, the 
development support utility (DSU), if it is installed on the system, or 
the source entry utility (SEU) to enter the specifications for the format. 
Use the $SFGR utility to compile the specifications for the format. For 
information about the display format S and D specifications, the 
$MAINT utility, and the $SFGR utility, see the manual Creating 
Displays, For information about DSU, see the Development Support 
Utility Guide, and for information about SEU, see the Source Entry 
Utility (SEU) Guide, 

SDA is the easier and recommended way to create a display format. SDA 
offers two advantages: 

• It allows you to design formats right on the screen, so you do not need 
to fill out the display format S and D specifications. 

® It allows you to choose an option that creates file description and input 
specifications for the WORKSTN file, so you do not need to code those 
RPG specifications for that file. 
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Coding the RPG Specifications 


File Description Specifications 

To use a WORKSTN file, code entries in the unshaded columns of the file 
description specifications shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain C to indicate that the file is a combined (input and 
output) file. 

Column 16 must contain P (primary) or D (demand) to indicate how the 
program uses the file: 

• If column 16 contains P, the WORKSTN file is automatically read 
during input time of the RPG program cycle. Record-identifying 
indicators are automatically set off at input time of the program cycle. 
If the WORKSTN file is a primary file, no secondary files are allowed. 

• If column 16 contains D, you must code a READ operation in the 
calculation specifications in order to read the file. Record-identifying 
indicators are not set off when the READ operation occurs, so it is 
possible to have more than one record-identifying indicator on if the 
WORKSTN file is a demand file. 

Column 19 must contain F or blank to indicate that all the records in the 
file have the same length. 

Columns 20 through 23 must be blank. The block length equals the record 
length. 

Columns 24 through 27 must contain the length of the longest record. This 
number is equal to the highest end position coded on the input or output 
specifications. The maximum record length is 9999. 
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Columns 40 through 46 must contain the device name WORKSTN. 
Columns 71 and 72 can contain an external indicator (U1 through U8). 


























Continuation-Line Options 

The file description specifications can also include one or more 
continuation lines. Continuation lines are coded on the lines immediately 
following the file description specification for a WORKSTN file. 
Continuation lines are used to provide additional information about the 
file. 

Column 53 must contain K to identify this as a continuation line. 

Columns 54 through 58 must contain the continuation-line option. Valid 
entries for the continuation-line option are NUM, SAVDS, IND, SLN, 
FMTS, ID, INFSR, INFDS, and CFILE. 

Columns 60 through 65 (columns 60 through 67 if the option is FMTS or 
CFILE) must contain the value for the continuation-line option. 

Figure 6-1 shows sample values coded for each option. 


DB 
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Dr 

D 

DL. 

Di 

DBI 
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I End of File 


Block 
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Length 

Length 


Mode of Processing 
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Type of File 
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Figure 6-1. Continuation-Line Options for a WORKSTN File 
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Continuation-line options are explained in the following paragraphs. 


NUM 

The entry coded in columns 60 through 65 for the NUM option indicates the 
maximum number of devices that can use this file at the same time. If no 
number is coded, 1 is assumed. If a number is coded, it must be at least as 
large as the sum of the number of acquired devices plus the number you 
enter in response to the prompt Maximum number of requesting display 
stations on the RPGONL, RPGC, or AUTOC procedure. 

Note: If the value for NUM is greater than 1, use caution when updating a 
file (see Updating DISK Files in a MRT Program later in this chapter). 

SAVDS 

The name coded in columns 60 through 65 for the SAVDS option identifies 
the data structure that is to be saved and restored for each device. This 
data structure allows you to save the contents of a field that is unique to 
each display station. Therefore, it allows you to save your place in the 
program while another requester is using the program. For example, it can 
contain a field that is used to accumulate the number of records read or to 
store a field that is not used until later cycles, such as a credit limit. The 
data structure cannot be a display station local data area, a compile-time 
array, or a preexecution-time array. If SAVDS is not coded, no data areas 
are swapped. 

IND 


The entry coded in columns 60 through 65 for the IND option indicates the 
number of indicators, beginning with 01, that are to be saved and restored 
by the display station. IND allows you to save the state of an indicator 
that is unique to the display station. Therefore, it allows you to save your 
place in the program while another requester is using the program. For 
example, you can use separate error indicators or security clearance 
indicators for each display station. If IND is not coded, no indicators are 
swapped. 

Indicators may need to be reset in the program; they are not always reset 
by RPG in time to be useful to the programmer. 

The following types of fields and indicators do not need to be placed in 
SAVDS and IND: 

• Work fields that are used during one cycle (between input operations 
for the WORKSTN file), but can then be destroyed. 

• Job fields that are used by all display stations but are not destroyed. 

For SAVDS and IND, only one copy of the data structure and indicators is 
available at a time. The indicators and data structure that are available 
are those associated with the device from which the last input was read. 
The data structure and indicators that are available change each time the 
program does an input operation (either by the RPG program cycle for a 
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primary file or by the READ operation code for a demand file). On an input 
operation, the program writes the present copy of the data structure and 
indicators in the program to a save area for the device from which the 
previous input was read. Then, for the device from which the current input 
is being read, the program writes the data structure and indicators from the 
save area associated with the device to the program SAVDS and IND areas. 
After the first input operation for each device, all the restored indicators 
will be off and all the fields in the SAVDS data structure will be blank. 


SLN 


The entry coded in columns 60 through 65 for the SLN option identifies a 
2-digit numeric field whose value determines the line on the screen at 
which the display is to begin if a variable starting-line number was 
specified in SDA or in the display format S specifications. If a variable 
starting-line number is not specified, all displays having a variable 
starting-line number begin on line 01. 


FMTS 


The name coded in columns 60 through 67 for the FMTS option identifies 
the load member containing the display formats. If a name is not entered, 
the compiler assumes that the name of the load member containing the 
display formats is the same as the program name (from columns 76 through 
80 of the control specification) with FM added to the end of the name. The 
constant *NONE coded in columns 60 through 64 indicates that the only 
formats in this program are SSP-ICF formats, or IDDU communication 
formats. 


ID 


The name coded in columns 60 through 66 for the ID option identifies a 
2-character alphameric field that contains the identification of the device 
that supplied the record currently being processed in this file. This field 
does not have to be coded as an input or result field. The ID field is 
updated whenever a record is read from the WORKSTN file. Therefore, it 
always contains the identification of the device from which the last record 
was read (unless your program moves a different identification into the ID 
field). If the NUM option has a value of more than 1, you can direct output 
to various devices by changing the value in the ID field to the identification 
of another device in the file. 

Display station identifiers are in the form AX, where A is an alphabetic 
character (A through Z, or one of the special characters #, @, or $) and X is 
any character. If a control language WORKSTN statement exists for the 
display station, the value of ID is the same as the value of the SYMID 
parameter on the WORKSTN statement. 

SSP-ICF session identifiers can be in either of two formats: NN or NA, 
where N is numeric (0 through 9) and A is alphabetic (A through Z, #, @, or 
$). If the format is NA, a control language SESSION statement must be 
specified with a SYMID parameter whose value is also in the NA format. 
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INFSR 


The name coded in columns 60 through 66 for the INFSR option identifies 
the WORKSTN exception/error-processing subroutine. For more 
information about this subroutine, see Handling Exceptions and Errors 
later in this chapter. 


INFDS 


The name coded in columns 60 through 65 for the INFDS option identifies 
the WORKSTN file information data structvire. For more information 
about this data structure, see Handling Exceptions and Errors later in this 
chapter. 


CFILE 


The name coded in columns 60 through 67 for the CFILE option identifies a 
communication format file. This file associates a WORKSTN file with a 
communication format file defined through the interactive data definition 
utility (IDDU). For more information about IDDU, see Interactive Data 
Definition Utility in chapter 6, and see the manual Getting Started with the 
Interactive Data Definition Utility (IDDU), GC21-8003. 
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Input Specifications 


Code entries in the unshaded columns of the input specifications as shown 
below: 



In the first line: 

• Columns 7 through 14 must contain the name of the WORKSTN file 
unless the preceding input specifications are for the same file. 

• Columns 14 and 15 can contain OR, or columns 14 through 16 can 
contain AND, to indicate a relationship between record-identifying 
indicators or record types on consecutive lines. 

• Columns 15 and 16 must contain a numeric or alphabetic entry. A 
numeric entry indicates that the program checks the sequence of input 
records. An alphabetic entry indicates that the program does not check 
the sequence of input records. 

• Column 17 can contain 1 or N if columns 15 and 16 contain a numeric 
entry. 1 indicates that only one record of this type can be present in 
the sequenced group. N indicates that one or more records of this type 
can be present in the sequenced group. 

• Column 18 can contain blank or 0. Blank indicates that the record 
type must be present if columns 15 and 16 contain a numeric entry. O 
indicates that the record type is optional if columns 15 and 16 contain a 
numeric entry. 

• Columns 19 and 20 can contain a record-identifying indicator. 

• Columns 21 through 41 can contain record identification codes. 
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In the second line of the input specifications: 

• Column 43 can contain blank, P, or B: 

- Blank indicates that the field is in zoned-decimal format or is 
alphameric. 

- P indicates that the field is in packed-decimal format. Use the P 
entry only if the input is from an SSP-ICF session. 

- B indicates that the field is in binary format. Use the B entry only 
if the input is from an SSP-ICF session. 

• Columns 44 through 51 must contain the location of the field in the 
input record. These entries do not refer to the location of the field as it 
is displayed. The input fields are placed in the input record in the order 
in which they are described in SDA (top to bottom, left to right) or in 
the order in which they are described in the display format 
specifications. However, you can use the line number and horizontal 
position columns on the display format specifications to change the 
order in which the fields appear on the display. Figure 6-2 shows the 
relationship between the display format specifications and the RPG 
input specifications. 

• Column 52 can contain a digit to indicate the number of decimal 
positions in a numeric field named in columns 53 through 58. 

• Columns 53 through 58 must contain the name of a field, array, or array 
element in the input record. 

t Columns 63 and 64 can contain a field-record-relation indicator. 

• Columns 66 through 70 can contain field indicators. 



SOURCE INPUT SCREEN FORMAT SOURCE SPECIFICATIONS 


AR230RFM~ Source member name 


The line number and horizont 
position columns on the displc 
format specifications specify t 
order In which the fields are t( 
appear on the display. 


CCUSTOMER INQUIRY 
CAR230RD1 

CPLeaee enter customer nX 

CCustomer number 

CPress the enter key to X 



Figure 6-2. 


Relationship Between the Display Format SpeciHcations and the RPG Input 
SpeciBcations 
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Each record, including the blank record at the first read to a device, should 
be identified on the input specifications. For displays, specify a 
nondisplayed, protected output/input field as the record code on each 
display format. 

The first input record read from a device is blank except in the following 
cases: 

• The program reads a format that was displayed by a procedure 

(PD AT A-YES was specified on the control language PROMPT statement 
in the procedure). For more information on creating procedures, see 
Making Procedures in the System Reference manual. 

• The program reads a format that was displayed by a different program 
(see Reading Data from a Display Shown by a Previous Program later in 
this chapter). 

• The program is a single requesting terminal (SRT) program and writes a 
display before reading for the first time. 



Output Specifications 


Code entries in the unshaded columns of the output specifications as shown 
below: 



On the first line: 

• Columns 7 through 14 must contain the name of the WORKSTN file 
unless the preceding output specifications are for the same file. 

• Columns 14 and 15 can contain OR, or columns 14 through 16 can 
contain AND, to indicate a relationship between output indicators on 
consecutive lines. 

• Column 15 must contain H (heading), D (detail), T (total), or E 
(exception) to indicate the type of record to be written. 

• Column 16 can contain R to indicate that the device is to be released 
from the program after output to that device occurs. If OR is coded in 
column 14 and 15, column 16 must contain an R for each OR line. 

• Columns 23 through 31 can contain output indicators other than the 
first-page (IP) indicator. For information about output indicators, see 
Chapter 12. 

• Columns 32 through 37 can contain an EXCPT name if column 15 
contains E. 
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On the second line: 


• Columns 40 through 43 must contain K and the number of characters in 
the name of the display format. 

• Columns 45 through 54 must contain the name of the display format, 
enclosed in apostrophes. One and only one format name is required for 
each output record for a V^ORKSTN file. 

On the third and following lines: 

• Columns 23 through 31 can contain output indicators other than the 
first-page (IP) indicator. 

• Columns 32 through 37 can contain the name of an output field. The 
fields must be coded on the output specifications in the order in which 
they are described on the display format S and D specifications. 

• Column 38 can contain an edit code. If you use the Z edit code for a 

signed numeric field that has a value of zero, the RPG program sends 
a blank field to the System Support Program, which places a zero in the 
rightmost position of the field. For more information about edit codes, 
s)f e Chapter 16. 

• Coliunn 39 can contain B or blank. B indicates that the field named in 
columns 32 through 37 is to be set to blanks or zero after it is written. 

• Columns 40 through 43 must contain the end position of the field in the 
output record. The end position does not refer to the end position of 
the field as it appears on the display. Use SDA or the output firom the 
$SFGR utility as a guide when coding the end position of the field (see 
Figure 6-3). 

• Coliunn 44 can contain blank, P, or B: 

- Blank indicates that the field is in zoned-decimal or alphameric 
format. 

- P indicates that the field is in packed-decimal format. Use the P 
entry only if the output is to an SSP-ICF session. 

- B indicates that the field is in binary format. Use the B entry only 
if the output is to an SSP-ICF session. 

• Columns 45 through 70 can contain an edit word or a constant. For 
information about edit words, see Chapter 16. 
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Figure 6-3* Relationship Between the Output Buffer and the RPG Output Specifications 
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COMMON PROCESSING VARIATIONS 


RPG programs that use a WORKSTN file commonly include one or more of 
the following processing variations: 

• Using command keys 

• Handling exceptions and errors 

• Reading data firom a display shown by a previous program 


Using Command Keys 


There are 24 command keys. Each one corresponds to a separate 
command-key indicator: 


Cmd 

Key 

Command- 

Key 

Indicator 

Keyboard 
Keys 
to Press 

Cmd 

Key 

Command- 

Key 

Indicator 

Keyboard 

Keys 
to Press 

1 

KA 

Cmd, 1 

13 

KM 

Cmd, Shift, | 

2 

KB 

Cmd, 2 

14 

KN 

Cmd, Shift, 

@ 

3 

KC 

Cmd, 3 

15 

KP 

Cmd, Shift, # 

4 

KD 

Cmd, 4 

16 

KQ 

Cmd, Shift, $ 

5 

KE 

Cmd, 5 

17 

KR 

Cmd, Shift, 

% 

6 

KF 

Cmd, 6 

18 

KS 

Cmd, Shift, 

“I 

7 

KG 

Cmd, 7 

19 

KT 

Cmd, Shift, & 

8 

KH 

Cmd, 8 

20 

KU 

Cmd, Shift, * 

9 

KI 

Cmd, 9 

21 

KV 

Cmd, Shift, ( 

10 

KJ 

Cmd, 0 

22 

KW 

Cmd, Shift,) 

11 

KK 

Cmd, - 

23 

KX 

Cmd, Shift, _ 

12 

KL 

Cmd, = 

24 

KY 

Cmd, Shift, 

-1- 


Note: The keyboard keys may vary, depending on what type of keyboard 
you have. 

You can use SDA or column 28 and columns 64 through 79 of the display 
format S specifications to allow a command key to be used in a program 
(see the manual Creating Displays for more information). You can use any 
of the 24 command keys with a WORKSTN file. If a person presses a 
command key that can be used in that program, the corresponding 
command-key indicator turns on. You can then use the command-key 
indicator to condition calculation and output operations. 

For example, you can specify that the person press command key 2 (rather 
than the Enter key) when the last item for an invoice has been typed at the 
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display station. You can then use command-key indicator KB in the 
program to condition calculation operations and output operations, such as 
presenting the next display. 

If the person using the display station presses a command key that is not 
allowed by the format, error message KBD-0099, KEY NOT VALID AT 
THIS TIME, is displayed. The person can press the Error Reset key and 
then press the correct command key. 

For a discussion of how to determine whether a command key was pressed, 
see Coding the INFDS Data Structure in this chapter. 

Note: Each time an input operation occurs from a WORKSTN file, all 
command-key indicators are reset, unless an exception or error occurs 
during the input operation. 

To document the use of the command keys for the person using the display 
station, you can use the template assignment form on the IBM 5251 Display 
Station Keyboard Template Assignment Sheet and Display Screen Layout 
Sheet. 
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Handling Exceptions and Errors 

For a display station, the term exception means input from a function key 
(Print, Roll Up, Roll Down, Clear, Help, or Home) to the program. This 
input is an exception because no data is read into the program, so the 
program cannot go through normal processing such as record identiiScation. 

To allow function keys to be used, you must do three things: 

• You must define which function keys you will allow input from. You 
define them with either SDA or column 27 and columns 64 through 79 of 
the display screen format S specifications when you create the display 
for your program. No specific function is automatically associated with 
any function key, so you can define their functions. For information 
about how to define function keys, see the manual Creating Displays, 

• Your program must include the file information data structure (INFDS), 
which contains an indication of the exception or error. If the program 
does not contain the INFDS, it cannot tell whether one of the function 
keys was pressed. 

• Your program must also include either the exception/error-processing 
subroutine (INFSR) or a resulting indicator in columns 56 and 57 of the 
calculation specification for a READ operation. If neither the INFSR 
subroutine nor resulting indicators are specified, the program halts and 
an error message is displayed. 

The term error means an error that occurs during an input or output 
operation (either a program cycle input/output operation or an ACQ, REL, 
NEXT, READ, or EXCPT operation). 

If an exception or error occurs while your program is processing a 
WORKSTN file, you can use the INFDS and either the INFSR or resulting 
indicators in columns 66 and 67 of the calculation specification for an ACQ, 
REL, NEXT, POST, or READ operation to control the program logic. 

First, your program can check the information in the INFDS. The INFDS 
contains an identification of the exception or error that occurred and an 
identification of the operation for which it occurred. The INFDS also 
contains status information on normal conditions (not exceptions or errors) 
such as whether a command key was pressed or whether end of file has 
occurred. The information in the INFDS is updated for each ACQ, REL, 
NEXT, POST, READ, or EXCPT operation or for each input or output 
operation in the program cycle. 
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Then, using that information in the INFDS, you can determine which 
exceptions or errors you want to handle in the INFSR subroutine in your 
program and which ones you want RPG to handle. Control automatically 
passes to the INFSR subroutine, if specified, under the following conditions: 

• If an exception or error occurs at input time of the program cycle for a 
primary file, at exception output time, or at normal output time 

• If an exception or error occurs on an ACQ, REL, NEXT, POST, or 
READ operation that does not have an indicator coded in columns 66 
and 57 

In addition, the INFSR subroutine can be called directly firom detail or total 
calculations by the EXSR operation. 

The indicator specified in columns 56 and 57 for an ACQ, REL, NEXT, 
POST, or READ operation turns on if an exception or error occurs on that 
operation. Control then passes to the next executable operation in the 
program. In order to use the INFSR subroutine, the next operation must be 
an EXSR operation that calls the INFSR subroutine. Control does not 
automatically pass to the INFSR subroutine if the EXSR operation is not 
specified. 

The relationship between INFDS, INFSR, and indicators in columns 56 and 
57 is shown in Figure 6-4. These exception/error-handling techniques are 
optional and can be used individually or in any combination. However, if 
function keys are allowed for the program, the INFDS data structure and 
either the INFSR subroutine or an error indicator on the READ operation 
must be specified. You can choose the technique that best suits your own 
program. 
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‘ For the exact point in the cycle that is specified by these keywords, see Chapter 19. 


Figure 6-4. Handling Exceptions and Errors in a WORKSTN File 
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Coding the INFDS Data Structure 


File Description Specifications 

Three entries are required on the continuation line of the file description 
specifications for the WORKSTN file: 



Mode of Processing 


Length of Key Field or 
of Record Address Field 


Record Address Type 



File Format 

1 

Block 

Record 

> 

Length 

Length 




External P 



^ ^JOverflow Irulicator 

li 


Name of 

Extent Exit 
for DAM 

Label Exit 

Storage Index 


File AdditionAJnorder 


Number of Trades 
for Cylinder OverfI 




Option 

Entry 

54 55 S6 57 58 Se 

60 61 62 63 64 65 




Column 53 must contain K to indicate that this is a continuation line. 
Columns 54 through 58 must contain INFDS. 

Columns 60 through 65 must contain the name of the data structure to be 
used as the INFDS. 
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Input Specifications 

The following input specifications are required for the INFDS: 



External Field Name 


Record Identification Codes 


2e|27b8 29 30 31 


I si 

32 33 34 



Field Location 


From 

To 


Oats Structure | 




a 


IS 



RPG 

Field Name 


S2|B3 S4 SS Se 87 98 


& 

II 

u. £ 


Field 

Indicators 

Plus 

Minus 

I 


67 68 

1 


m i l IN I 


mu I I l i a 


I I III11 M il I I I1 1 


On the first line of the input specifications: 

• Columns 7 through 12 must contain the name of the data structure. 

The name must be the same as the name coded in columns 60 through 
66 of the file description specifications continuation line with the 
INFDS kejrword. 

• Columns 19 and 20 must contain DS to indicate data structure. 

On the second and following lines: 

• Columns 44 through 51 must contain a keyword that identifies the 
location of the subfields containing the status information. The valid 
keywords are ‘STATUS, ‘OPCODE, ‘SIZE, ‘RECORD, ‘MODE, ‘INP, 
and ‘OUT. The keywords are not labels and cannot be used to refer to 
the subfields. 

• Columns 53 through 58 must contain a subfield name. You can use the 
subfield names to refer to the subfields. 

Figure 6-6 shows all the subfield keywords and subfield names. 
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The keywords and predefined from and to locations in columns 44 through 51 define the location and 
size of the subfields in the INFDS data structure, which contain the status information. Field names 
must be assigned in columns 53 through 58 so the subfields can be referred to in the program. 

Figure 6-5. Subfield Keywords for the INFDS Data Structure 
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♦STATUS Kesrword: The name in columns 53 through 68 for the 
♦STATUS keyword identifies a 5-digit niuneric subfield with zero decimal 
positions within the INFDS data structure. This subfield contains a code 
that identifies the exception or error that occurred. The codes are as 
follows: 


Exception/Error Conditions 

Code 

Function Keys 

Print 

01121 

Roll Up 

01122 

Roll Down 

01123 

Clear 

01124 

Help 

01125 

Home 

01126 

Error Status Codes 

Input was rejected because the buffer is too 
small 

01201 

Permanent I/O error occurred 

01261 

Invalid device, or maximum number of 
requesting and/or acquired display stations 

01261 

Device is busy 

01271 

Display station was released by operator 

01276 

Input was rejected, device is not available, 
or device was not found 

01281 

Attempt to acquire a device already owned 

01285 

Other input errors 

01299 

Change of direction was received with no data 

01311 

Request for change of direction was received 

01321 

Time interval expired 

01331 


If an exception or error occurs, RPG bypasses the move field logic, no fields 
are changed, no record-identifying indicators are turned on, and the 
command-key indicators are not reset. 

You also have access to the following successful status codes that are 
placed in ♦STATUS after any input/output operation: 


Condition 

Code 

No exception (with a display station, either the 
Enter or Auto Record Advance key was pressed) 

00000 

Any of the 24 command keys 

00002 

End of file (input rejected, no display stations 
ready) 

00011 




Any code in *STATUS greater than 99 is considered to be an exception or 
error, and the resulting error indicator, if specified, turns on. If no 
resulting error indicator is specified on an ACQ, REL, NEXT, POST, or 
READ operation or if the program cycle is at input time for a primary file, 
at exception output time, or at normal output time, control automatically 
passes to the INFSR subroutine. 

For information on return codes resulting from the use of the Interactive 
Communications Feature, see the Interactive Communications Feature: 
Reference. 

♦OPCODE Keyword: The name coded in columns 63 through 68 for the 
♦OPCODE keyword identifies a 6-character alphameric subfield within the 
INFDS data structure. This subfield contains a value that identifies which 
operation was being performed when the exception or error occurred. The 
value inserted in the *OPCODE subfield is READ, ACQ, REL, NEXT, 

POST, or WRITE (for output operations). A value is inserted in the 
♦OPCODE subfield when a value greater than 99 is placed in ♦STATUS. 

♦RECORD Keyword: The name coded in columns 63 through 68 for the 
♦RECORD keyword identifies an 8-character alphameric subfield within the 
INFDS data structure. This subfield contains the format name if ♦OPCODE 
contains WRITE. If ♦OPCODE does not contain WRITE, ♦RECORD is 
blank. 

♦SIZE Keyword: The name coded in columns 63 through 68 for the ♦SIZE 
keyword identifies a 4-digit numeric subfield within the INFDS data 
structure. The digits in this subfield indicate the size of the display. The 
subfield contains either 1920 (24 rows x 80 columns = 1920 characters), or, 
if you are using a 3180 model 2 workstation, 3664 (27 rows x 132 columns = 
3664 characters). The subfield is reset each time the POST operation occurs. 

♦MODE Keyword: The name coded in coliimns 63 through 68 for the 
♦MODE keyword identifies a 2-digit numeric field that indicates if 
ideographic support was requested when you signed on. 

Value Explanation 

10 Ideographic support was requested. 

00 Ideographic support was not requested. 


♦INF Keyword; The name coded in columns 53 through 68 for the ♦INP 
keyword identifies a 2-digit numeric field that indicates whether the 
ideographic or the alphameric/katakana keyboard is being used with this 
display station. 

Value Explanation 

10 The ideographic keyboard is being used. 

00 The alphameric/katakana keyboard is being 
used. 
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*OUT Keyword: The name coded in columns 53 through 58 for the *OUT 
keyword identifies a 2-digit numeric field that indicates whether this 
display station's screen is capable of displaying ideographic characters. 


Value 

Explanation 

10 

The screen can display 
ideographic characters. 

00 

The screen cannot display 
ideographic characters, or the 
display is not output-capable. 


Positions 23-26: Positions 23 through 26 of the INFDS data structure 
contain the 4-character return code for WORKSTN files. These positions 
are filled in for all WORKSTN files. This subfield is similar to *STATUS 
except that ^STATUS values are the same for RPG on all IBM systems. 
Positions 23 through 26 must be coded as the beginning and ending 
positions of the return-code subfield on the input specifications (see Figure 
6-5). The subfield is referred to by the name coded in columns 53 through 
58 of the input specifications. Figure 6-6 shows the RPG return codes for 
display stations. 

Note: This subfield is not updated for a ^STATUS value of 01261 because 
RPG does not call the System Support Program. If the ^STATUS value is 
01281, this subfield is not updated unless the error occurs on a read or ACQ 
operation. 

For information about major and minor return codes that result from the 
use of the Interactive Communications Feature, see the Interactive 
Communications Feature: Reference manual. 



Major 

Return 

Code 

Minor 

Return 

Code 

Explanation 

00 

00 

Operation was successful 

01 

00 

Program successfully acquired a new 
requester 

02 

00 

System operator requested a halt 

04 

00 

Output exception occurred 

08 

00 

Program attempted to acquire a display 
station that was already acquired. No 
error 

11 

00 

Input operation was attempted but no 
input was available (end of file) 

18 

00 

Acquire failed temporarily 

24 

00 

Display station was released by option 2 
chosen on inquiry display 

28 

00 

Operation was rejected because the 
program previously released the single 
requester 

32 

00 

Acquire failed because the user is 
unauthorized 

34 

01 

Input was rejected because the buffer is 
too small 

38 

00 

Attempt to acquire the display station 
failed 

40 

00 

Requested display station is offline 

80 

00 

Permanent device error occurred 


Figure 6-6. WORKSTN Return Codes 
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Coding the INFSR Subroutine 


The INFSR subroutine can perform any function normally allowed in 
calculations, including exits to other calculation subroutines and 
input/output operations. The INFSR subroutine returns control to the 
point specified by the optional factor 2 entry for the ENDSR operation. 

File Description Specifications 


Three entries are required on the continuation line of the file description 
specifications for the WORKSTN file: 



Column 53 must contain K to indicate that this is a continuation line. 
Columns 54 through 58 must contain INFSR. 

Columns 60 through 65 must contain the name of the calculation subroutine 
that is to be performed if a WORKSTN exception or error occurs on an 
ACQ, REL, NEXT, POST, or READ operation for which no error indicator 
is coded in columns 56 and 57 or of program cycle input/output operations. 

Calculation Specifications 

The INFSR subroutine requires the following entries in the calculation 
specifications: 



6-34 





























BEGSR Operation: Factor 1 of the BEGSR operation must contain the 
name of the exception/error-processing subroutine. This must be the same 
as the name coded in columns 60 through 65 of the file description 
specification continuation line. 

ENDSR Operation: Factor 2 of the ENDSR operation can contain a 
literal, an array element, or a field name that identifies the point to which 
the INFSR returns control. INFSR can be accessed using EXSR whether 
factor 2 contains a blank or any of the allowed literals: '*GETIN', '*DETC', 
or '*CANCL'. 

• If factor 2 contains blanks and if the INFSR subroutine was called 
directly by the EXSR operation, control returns to the operation 
following the EXSR statement. 

• If factor 2 contains blanks and if the subroutine was called indirectly 
(that is, control was automatically passed to the subroutine because of 
an exception or error), the subroutine is performed, and control is 
passed to the RPG error-handling routine, which causes the program to 
halt and prompts the person at the display station to choose the 
appropriate option. 

• If factor 2 contains a literal, the literal must be one of the following 
keywords. The keyword must be enclosed in apostrophes. 

'^GETIN' Control returns to the beginning of a new cycle. 

'*DETC' Control returns to the beginning of detail calculations 
within the same cycle. 

'*CANCL' Files are closed and the program is canceled. 

'' A literal value of blanks is the same as no entry. 

If an exception or error occurs on an operation that attempts to read 
data from a file and the exception/error-handling subroutine receives 
control, you must ensure that an output operation to the WORKSTN 
file occurs before another read occurs. Two consecutive read 
operations cannot be performed to the WORKSTN file. For example, if 
the WORKSTN file is a primary file and the exception/error subroutine 
ENDSR statement specifies a return point of *GETIN, an output 
operation must be performed to the file before the ENDSR operation 
occurs. The *GETIN routine will attempt to read from a WORKSTN 
primary file. 

• If factor 2 is an array element or field name, it must identify a 
6-character alphameric field that contains one of the keywords *GETIN, 
*DETC, or *CANCL or blanks that define the return point from the 
subroutine. By specifying the return point in a field, you can use the 
subroutine to process all types of exceptions and errors that occur in 
the WORKSTN file. 

If a field name or array element is specified in factor 2, the field or 
array element is set to blanks upon each exit from the subroutine. 
Therefore, you can control the return point of the INFSR within the 
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program by placing the return point in the field that best fits the 
particular exception or error that occurred. If factor 2 is blank and if 
the subroutine was called indirectly, the subroutine is performed and 
control passes to the RPG error-handling routine. If factor 2 is blank 
and if the INFSR subroutine was called directly by the EXSR operation, 
control returns to the calculation immediately following the EXSR 
operation. 


Reading Data From a Display Shown by a Previous 
Program 


When one program in a procedure uses a normal output operation to show 
a display and then goes to end of job or releases the display station, the 
next program in the procedure can read that display. The person using the 
display station can enter data into the display while the second program is 
initiating. When the person presses the Enter key, the data entered into 
the display is sent to the second program. This technique is called a read 
under format 

There are two ways to do a read under format: 

• One way is to use the control language PROMPT statement to display 
the format. The PROMPT statement is in the procedure, so no other 
program is involved. For information about the PROMPT statement, 
see the System Reference manual. 

• The other way is to display the format in one program, then end that 
program, and load and run a second program, which reads the format. 
This method does not involve any control language statements to 
display the format. 


6-36 



USING ONE OR MORE DISPLAY STATIONS 


A WORKSTN file allows people to interact with the program from one or 
more display stations at the same time. A program that can process 
requests from only one display station or SSP-ICF session is called a single 
requester terminal (SRT) program. A program that can process requests 
from more than one display station or SSP-ICF session at the same time, 
using a single copy of the program, is called a multiple requester terminal 
(MRT) program. Whether a program is a SRT or a MRT depends on the 
number you enter in response to the prompt Maximum number of requesting 
display stations on the RPGONL, RPGC, or AUTOC procedure when you 
compile the program. For information about these procedures, see Chapter 
3, Entering and Compiling an RPG Program. For a complete description of 
SRT and MRT programs, see the Concepts and Programmer's Guide. 


Using a SRT Program 

Although a SRT program allows only one requester, it is possible for more 
than one requesting display station or SSP-ICF session to use a SRT 
program at the same time if each display station or SSP-ICF session uses a 
separate copy of the program. 


Using a MRT Program 

Each requester of a MRT program uses the same copy of the program. The 
first requester loads and initiates the program. If the WORKSTN file is a 
primary file, each succeeding requester begins to use the program at the 
beginning of an input cycle. If the WORKSTN file is a demand file, each 
succeeding requester begins to use the program when the READ operation 
for the WORKSTN file occurs. If the program is handling the maximum 
number of requesters, the System Support Program places the next 
requester of the program in a queue. When the program releases one of its 
requesters, the program can process the queued request. 

If the program is called by more than one requester, the first requester: 

• Initiates the program 

• Provides the external indicators (U1 through U8) 

• Provides the display station local data area for the data structure 
defined by a U in column 18 of the input specifications 

Each requester can access any display station local data area and external 
indicators attached to the program by using SUBR20 and SUBR21. For 
information about SUBR20, see Setting and Restoring External Indicators 
later in this chapter. For information about SUBR21, see Reading and 
Writing the Local Data Area for a Display Station later in this chapter. 

Program error messages go to the system operator. 
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Requesters can leave the program without suspending the program or other 
devices. 


If the Attn or Sys Req key is pressed while a MRT program is running, the 
processing of information is suspended at the display station where the Attn 
or Sys Req key was pressed. The program continues to process information 
from other requesters. However, if the program must write a display to the 
suspended requester, the entire program is suspended (all requesters are 
suspended). 

File Description Specifications 

A MRT program can include one or more continuation lines for the 
WORKSTN file description specifications. For more information, see 
Continuation-Line Options earlier in this chapter. 

Calculation Specifications 

Two operations that are commonly used in MRT programs are NEXT and 
REL. 

NEXT Operation 


The NEXT operation forces the next input to the program to come from the 
device specified in factor 1. Factor 1 must contain the name of a 
2-character field that contains the device identification or a 2-character 
alphameric literal that is the device identification. Factor 2 must contain 
the name of the WORKSTN file. 

If NEXT is coded more than once between input operations, only the last 
operation occurs. If you code an indicator in columns 56 and 67, it turns on 
if an exception or error occurs on the NEXT operation. 

If columns 56 and 57 do not contain an indicator and an exception or error 
occurs, the program halts unless the INFSR subroutine is specified. If the 
INFSR subroutine is specified, the subroutine automatically receives 
control when an exception or error occurs. For more information on the 
INFSR subroutine, see Handling Exceptions and Errors earlier in this 
chapter. 
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REL Operation 


The REL operation releases the device specified in factor 1 from the 
program. Factor 2 must contain the name of the WORKSTN file. 

You can release either a requester or an acquired device with the REL 
operation code. The program releases the specified device when the REL 
operation occurs during calculations unless the device is the requester of a 
SRT program. If the device specified in factor 1 is the requester of a SRT 
program, the device is released at end of job, not when the REL operation 
occurs in calculations, but the device is no longer available to the program 
except to log messages. If the device is a display station, the display station 
is no longer available to the program. 

If you code an indicator in columns 56 and 57, it turns on if an exception or 
error occurs on the REL operation. If columns 56 and 57 do not contain an 
indicator and an exception or error occurs, the program halts unless the 
INFSR subroutine is specified. 

If the INFSR subroutine is specified, the subroutine automatically receives 
control when an exception or error occurs. For more information on the 
INFSR subroutine, see Handling Exceptions and Errors in this chapter. 

Output Specifications 

You can release a device from a MRT program by coding R in column 16 of 
the output specifications. The device is released when the output 
specification occurs during the output operations. If a format name is 
coded in columns 46 through 53 of the next output specification, the display 
appears or the SSP-ICF operation is performed, and then the device is 
released. 
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Acquiring One or More Display Stations by the Program 

Both SRT programs and MRT programs can acquire one or more display 
stations or SSP-ICF sessions while the program is running. The program 
acquires other display stations or SSP-ICF sessions by using the control 
language WORKSTN statement or the ACQ operation. For information 
about the WORKSTN statement, see the System Reference manual. 

A SRT program that acquires any display stations or SSP-ICF sessions must 
include a NUM option in the continuation line of the file description 
specifications for the WORKSTN file. 

An acquired device cannot supply external indicators U1 through U8, and 
SUBR20 cannot be used to read or write them. 

An acquired device does not provide the display station local data area for 
the data structure defined by a U in column 18 of the input specifications, 
and SUBR21 cannot be used to read or write a local data area for an 
acquired device. 

Program error messages go to the requester. If the reqXiester is an SSP-ICF 
session, program error messages go to the system console. 

An acquired display station must have a STANDBY display. To change a 
display station from a COMMAND display to a STANDBY display so that it 
can be acquired, enter MODE on the command line at the display station. 


ACQ Operation 


The ACQ operation acquires the device specified in factor 1 for the 
program. Factor 2 must contain the name of the WORKSTN file. 

If the device is available, it is acquired by the program. If it is not 
available or was already acquired by the program, the indicator coded in 
columns 56 and 57 is set on. 

If no indicator is coded in columns 56 and 57 but the program contains the 
INFSR (WORKSTN exception/error-processing) subroutine, the INFSR 
subroutine automatically receives control when an exception or error 
occurs on the ACQ operation. 

If no indicator is specified and the program does not contain the INFSR 
subroutine, the program halts when an exception or error condition occurs. 
Then you can continue the job or try the ACQ operation again. No input 
or output operation occurs when you use the ACQ operation. 



Requesting the Program by One or More Display Stations 

Each requester of a MRT program uses the same copy of the program. The 
first requester provides the external indicators (U1 through U8) and the 
display station local data area for the data structure defined by a U in 
column 18 of the input specifications. Other requesters can access any 
external indicators and display station local data area attached to the 
program by using SUBR20 and SUBR21. 

Setting and Restoring External Indicators (SUBR20) 

The IBM-written subroutine SUBR20 allows you to set and restore the 
external indicators (U1 through U8) for each requesting display station 
when more than one display station requests the same program. To call 
SUBR20, code the EXIT SUBR20 operation, followed by exactly three 
RLABL operations (see the example below): 



OP is a 1-character field that contains I or 0 to indicate whether the 
external indicators are to be input to or output from the program for this 
display station. To enter the appropriate character in the OP field, you can 
use a MOVE operation before calling the subroutine. 

TNAME is a 2-character field that contains the identification of the display 
station. This field is normally the field whose name is coded in columns 60 
through 66 for the ID option on the WORKSTN file description 
continuation line. If TNAME is not the field whose name was coded in 
columns 60 through 65 on the WORKSTN file description continuation line, 
you can use a MOVE operation to enter the appropriate display station 
identification in the TNAME field before calling the subroutine. 

RCODE is a 1-character field that contains one of the following return 
codes: 

0 = Successful 

1 == Unsuccessful (the display station is not attached to the program) 

2 = Unsuccessful (the display station is not a requester) 

The external indicators for the requester of a SRT program are 
automatically available to the program without the use of SUBR20 and are 
written out at end of job. The external indicators for the first requester of 
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an MRT program are available without the use of SUBR20, but they are not 
automatically written out at end of job. 


Reading and Writing the Local Data Area for a Display Station (SUBR21) 

The IBM-written subroutine SUBR21 allows you to read and write the local 
data area for each display station when more than one display station 
requests the same WORKSTN file. To call SUBR21, code the EXIT SUBR21 
operation followed by exactly four RLABL operations (see the example 
below): 
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OP is a 1-character field that contains I or O to indicate whether the 
display station local data area is to be input to or output from the program 
for this display station. 

TNAME is a 2-character field that contains the identification for the 
display station. 

RCODE is a 1-character field that contains one of the following return 
codes: 

0 = Successful 

1 == Unsuccessful (the display station is not attached to the program) 

2 = Unsuccessful (the display station is not a requester) 

AREA is a field or data structure from which the local data area for the 
display station is read or to which it is written. AREA can be up to 512 
characters long. If AREA is between 257 and 512 in length, then AREA 
must be the name of a data structure. Position 1 of the local data area is 
always placed in position 1 of this field. If you use AREA to pass options to 
control language statements, use caution when you use the characters ? 
(question mark) and / (slash). 

If a single display station is used, the program writes the information from 
the data structure to the local data area (LDA). To print, write, or display 
the contents of the LDA, use the contents as data to be passed to the 
desired output device. See Figure 6-13, Sample Program AR935R for an 
example of information transfer between programs. 


6-42 


















The local data area for the requester of a SRT program or for the first 
requester of a MRT program can be referred to in your program if you 
define a data structure with a U in column 18 of the input specifications. 
For a MRT program, the local data area is not automatically written out at 
the end of the job. (For more information see the section Local Data Area 
for a Display Station in Chapter 14, Using Data Structures) 


Compiling and Running a MRT Program 


Compiling the Program 

When you use the RPGONL, RPGC, or AUTOC procedure to compile a 
MRT program, you must respond to the prompt Maximum number of 
requesting display stations by entering a number less than or equal to the 
number of all requesting devices. 

Respond NEP to the Never-ending program prompt if the program is to be 
used often or if initializing the program is time-consuming. The program is 
initialized once and remains in main storage until the STOP SYSTEM 
command is entered from the system console. Respond NONEP to the 
prompt if the program is seldom used, if initialization time is negligible, of 
if DISP-SHR is not specified on the control language FILE statements for 
the files used by your program and needed often by other programs. 

For information about the RPGONL, RPGC, and AUTOC procedures, see 
Chapter 3. 

Running the Program 

When you use the development support utility, DSU, (or the source entry 
utility, SEU, if DSU is not installed) to enter the procedure to run a 
program, and you press command key 7 to end DSU (or SEU), the DSU (or 
SEU) display asks whether the program is a MRT program. Respond Y to 
that prompt. 
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Updating Disk Files in a MRT Program 


Possible Errors 


Use care when updating DISK files in a MRT program. If a file is shared 
by two or more display stations in a program and if the record being 
processed is not updated before the next record is read, the following errors 
can occur: 

• An update can be lost. For example, suppose a record is read from file 
X and displayed at display station 1, then the same record is read from 
file X and displayed at display station 2. The update performed at one 
display station might be destroyed by an update performed at the other 
display station. If this condition occurs and if DISP-SHR was specified 
on the control language FILE statement for file X, an error message is 
displayed and the second update is not performed. If this condition 
occurs and if DISP-SHR was not specified, the second update overlays 
the first update. 

• An update performed by another program sharing the file can be lost. 
For example, suppose a record is read from file X and is displayed at 
display station 1, then a record in a different disk sector is read from 
file X and displayed at display station 2. The second read operation 
from file X causes the System Support Program to free the sector 
containing the first record. Another program sharing file X can then 
update the first record. If display station 1 also tries to update that 
record by using the original field values, the updates made by the other 
program may be lost. 

• The wrong record can be updated. For example, suppose a record is 
read from file X and displayed at display station 1, then a different 
record is read from file X and displayed at display station 2. If display 
station 1 tries to update the first record but the program does not reread 
that record, the program tries to update the last record read from file X. 
If this condition occurs during an attempt to update an indexed file, an 
error message is displayed and the requested update is not performed. 
Otherwise, the wrong record is updated. 
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Avoiding These Errors 


You can avoid the preceding error conditions by using one of the following 

techniques: 

• Before you update a record, read the record again and check that none 
of the fields being updated have been changed after the record was 
displayed for updating. If any of the fields were changed, you might 
want to display the field again for updating or, if possible, update the 
record by using the field values currently in the record. 

• Within the program, define an array for each DISK file. The array 
should contain one element for each display station. When a person 
using a display station enters a relative record number or the key field 
of a record to be updated, the program should check the array to ensure 
that no other display station is updating that record. If no other 
display station is updating the requested record, the program should 
place the specified relative record number or key field into the array 
element corresponding to the display station. The program can then 
read the record and display it at the display station. If another display 
station is updating the record, you can display a message saying so. 
After the person at the display station enters the updates, the program 
must read the record again and use the information entered at the 
display station to update the record. The program should then blank 
out the array element corresponding to the display station. 

• There is another way to solve the problem of more than one display 
station in a MET program updating the same record. This method also 
applies if another program is updating the same file and causes updates 
for the MET program to fail. That method is to define each file on a 
separate control language FILE statement for each display station using 
the MET program. Each of the FILE statements should specify a 
different name but the same label, and each FILE statement should 
specify DISP-SHE. This method causes each record for each display 
station and each program to be locked or protected when other display 
stations or programs try to access it. 
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Reaching End of File for a MRT Program 


Primary File 

If a MRT program is defined as a never-ending program, if all devices have 
been released or no input-capable records are in the WORKSTN file, and if 
the program tries to read another record from the WORKSTN file, end of 
file does not occur and RPG does not set on the LR indicator until the 
system operator enters the STOP SYSTEM command (P S). However, if you 
set on the LR indicator, the program goes to end of job (that is, the system 
operator does not have to enter the STOP SYSTEM command). 

Note: A MRT program should not set on the LR indicator until end of file 
is reached for the WORKSTN file. If the LR indicator is set before end of 
file is reached, undesirable results occur for requesters that are signing on 
or are still signed on. 


Demand File 

If the program is defined as a never-ending program and if all devices have 
been released or no input-capable records are in the WORKSTN file, the 
end-of-file indicator on the READ operation is not set on until another 
READ operation occurs and the system operator enters a STOP SYSTEM 
command. However, if you set on the LR indicator based on some condition 
other than the end-of-file indicator on the READ operation, the program 
goes to end of job (that is, the system operator does not have to enter the 
STOP SYSTEM command). 
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ADVANCED TOPICS 


Processing the Duplicate Character Value 

If you specify Enable Dup for a field in a display format (by using SDA or a 
Y entry in column 34 of the display format D specifications), the person at 
the display station can press the Dup key to indicate to the program that 
the contents of the field are to be duplicated from the field in the previous 
record. When the Dup key is pressed, the field, from the position of the 
cursor to the end of the field, is filled with the duplicate character value 
(hexadecimal 1C), which is displayed as the character *. The Dup key does 
not duplicate any characters; therefore, you must process the duplicate 
character values in your program. 

If you want the person at the display station to either duplicate the entire 
field or type in the entire field, you need to test only one character in the 
field to determine whether the Dup key was pressed. For example, you can 
test the last character in an alphameric field for the duplicate character 
value by using the TESTB operation code. If the last character in the field 
is not a duplicate character value, move the contents of the test field to the 
processing field (see Figure 6-7). 

You can also write your program to allow the person using the display 
station to change the first part of a field and duplicate the latter part of the 
field. For example, if the person changes the first four characters in a 
10-character field and then presses the Dup key, positions 5 through 10 of 
the field will contain the duplicate character value (hexadecimal IC). In 
your program, you then have to test each character in the field to 
determine where the first duplicate character occurs, and replace the 
appropriate positions with the data to be duplicated. 

For a list of the hexadecimal value of each character, see Chapter 17. 
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Figure 6-7. Testing for a Duplicate Character Value 



















































Using Message Identification Codes 


When a message identification code (MIC) is to be displayed for a 
WORKSTN file, the length of the message must be entered in the field 
length column of the display format specifications, and the constant type 
column must contain an M. The name of a 6-character field or a 
6-character constant must then be coded on the output specifications. The 
contents of the field or the constant must be in the form xxxxyy, where 
xxxx is the MIC number and yy is the 2-character message member 
identifier. For a complete description of the message member identifier, see 
the manual Creating Displays: Screen Design Aid and System Support 
Program (SC21-7902). 


Overriding Fields in a Display Format 

An override operation allows you to override fields in a display format 
when you redisplay the same format. You can specify an override operation 
when you design the format with SDA or with the display format S 
specification (by coding an indicator in columns 33 and 34). An override 
operation occurs if the indicator is on when the format is displayed. A 
normal output operation is performed if the indicator is off when the format 
is displayed (see Figure 6-8). 

During an override operation (the indicator in columns 33 and 34 is on), the 
following occurs: 

• A field is unchanged if you code an indicator in columns 23 and 24 of 
the D specification for that field and that indicator is off. If data was 
typed into the field, that data is unchanged. Any field that had Y, N, or 
blank coded in columns 23 and 24 is also unchanged. 

• A field is displayed if you code an indicator in columns 23 and 24 of the 
D specification for that field and that indicator is on. Any data that 
was typed into the field is lost. Output information is displayed from 
the same locations in the output record area as for a normal display. 

• For all fields, the use of indicator-controlled characteristics such as 
highlight or reverse image is determined by the state of that indicator. 
All field characteristics that are not controlled by indicators are 
unchanged. 

For example, you may want to override fields in a display if a person types 
incorrect data into a field. To override fields, code an indicator in columns 
33 and 34 of the S specification to allow the format to be overridden. If the 
person types incorrect data into a field, you can then set on the indicator in 
columns 33 and 34 and display the format again. If the indicator coded in 
columns 23 and 24 of the D specification for the field is off, the incorrect 
data is unchanged. If the indicator is on, data from the program is 
displayed. You can also use indicators for field characteristics such as 
highlight and reverse image and can set these indicators on when the 
override indicator is set on. 
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For more information about overriding fields in a display format, see the 
manual Creating Displays, 
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Figure 6-8. Effect of Indicators on Output Data during an Override Operation 
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Using the POST Operation 


The POST operation allows you to retrieve status information from the 
subfield named in columns 53 through 58 of the input specifications for the 
*SIZE, *MODE, *INP, and *OUT keywords in the INFDS data structure. 
After a POST operation is performed, the *SIZE subfield will contain one of 
the following: 

• 1920, to indicate that the specified display station has a 1920-character 
display screen (24 rows x 80 columns). 

• 3564, if you are using a 3180 model 2 workstation, to indicate that the 
specified display station has a 3564-character display screen capability 
(27 rows X 132 columns). 

After a POST operation is performed, the *MODE subfield will contain 
either 10, to indicate ideographic support was requested, or 00, to show it 
was not requested. 

Following a POST operation, the *INP subfield will contain either 10, to 
indicate the ideographic keyboard is being used, or 00, to show the 
alphameric/katakana keyboard is being used. 

Following a POST operation, the *OUT subfield will contain either 10, to 
indicate the display station's screen is capable of displaying ideographic 
characters, or 00, to show the screen can't display ideographic characters, 
or the display is not output capable. 

Factor 1 must contain a variable or an alphameric literal that identifies the 
display station whose status is being requested. The result field must 
contain the name of the INFDS data structure in which this information is 
to be posted. 

Columns 56 and 57 can contain an indicator that turns on if an error occurs 
on the POST operation. An error occurs if the specified display station is 
not attached to the WORKSTN file for which the INFDS data structure is 
specified. 

If columns 56 and 57 do not contain an indicator but the program contains 
the INFSR subroutine, the subroutine automatically receives control when 
an error occurs. 

If columns 56 and 57 do not contain an indicator and the program does not 
contain the INFSR subroutine, the program halts when an exception or 
error occurs. 
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How WORKSTN Files Are Processed 


Figure 6^9 shows how the RPG program cycle processes WORKSTN input 
files» All steps in the cycle except steps 1, 3, 11, 12, 13-, and 15 are the same 
as those for the regular RPG program cycle. 
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Figure 6-9 IPart 1 of 2). RPG Program Cycle for a WOEKSTN File 


Chapter 6. Using a WORKSTN File 6-53 







D IP output to a WORKSTN file is not allowed. 

B WORKSTN input processing can include: 

• Saving the common IND/SAVDS area in the IND/SAVDS area for the device from which the 
last input record was read (if specified). 

• Getting the display station record. If the display station is new to the file, the record may 
be blank. Only the last input-capable display format can be read into the program. 

• Restoring the IND/SAVDS area of the device from which the last input record was read (if 
specified). 

• Inserting value into ID field (if specified). 

For a detailed explanation of processing WORKSTN input files, see Figure 6-10 (an expansion of 
step 3). 

Data keyed at a display station is returned (input) to the RPG program for processing when the 
operator presses a command key or the Enter key. The operator can also cause the data to 
return to the program by pressing the Field Exit, Field +, or Field - key if the last input field in 
the format is defined as an auto record advance field (column 36 of the D specification). 

B All command-key indicators are turned off; then the appropriate one, if any, is turned on. 

Note: If an exception/error occurs on the read, the command-key indicators are not reset. 

D If the READ operation code is used, it combines steps 3, 5, 11, 12, 13, and 14. If the EXCPT 
operation code is specified, it uses the ID field to direct output to the display station whose ID 
is contained in the field. 

Figure 6-9 (Part 2 of 2). RPG Program Cycle for a WORKSTN File 

Step 3 of Figure 6-9, which is the WORKSTN input processing step, is 
expanded and shown in Figure 6-10. The following explanation refers to the 
steps shown in Figure 6-10. 
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Figure 6-10 (Part 1 of 2). Processing of WORKSTN Input Files 
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D One RPG cycle is used to start each acquired device. If no input or output operation to the 
device has previously been specified, RPG acquires the device if necessary and creates a blank 
record to satisfy the first read. 

B All requesters of the program except the first enter the program at this step. 

B End of file occurs for a WORKSTN file at the time of the read if: 

• All devices have been released. 

• Input is not allowed from any of the attached display stations because: 

“ A new format has not been displayed at the display station since data was last keyed. 

“ Suppress input-yes is specified in column 35 of the S specification for the format 
currently displayed and no input-capable formats are concurrently displayed at the 
display station. 

• The program is an NEP, if all devices have been released, and if the operator has entered a 
STOP SYSTEM command. 


D If this is the first input for this device, the indicators specified in the IND field are off and the 
SAVDS field is blank. 

B Steps 3-6 through 3-9 occur only for acquired devices. 

Figure 6-10 (Part 2 of 2). Processing of WORKSTN Input Files 

Step 8-1. RPG determines whether the IND and/or SAVDS 

continuation line option is coded on the file description 
specifications for this file. If neither option is coded, RPG 
goes to step 3-3. 

Step 3-2. If the IND and/or SAVDS option is coded, RPG moves the 
common IND/SAVDS area to the IND/SAVDS area for the 
device from which the last input record was read. 

Step 3-3. RPG determines whether this is the first cycle for the first 
requester of the program. If it is, RPG goes to step 3-10. 

All requesters of the program except the first enter the 
program at step 3-10. 

Step 8-4. If the device is not a requester, RPG determines whether all 
devices in the internal device table have been started. If all 
are started, the program goes to step 3-10. 

A device is started when it has been acquired and a 
successful input or output operation has occurred. If a 
device is acquired by the ACQ operation, the device is not 
considered to be started unless output is sent to the device 
in the same cycle. 

Step 3-5. If not all devices have been started, RPG locates a device 
that has not been started. 

Step 3-6. If the device located is a display station, RPG determines 

whether it has been acquired. 


6-56 



Step 3“7» If the display station has not been acquired, RPG calls the 
System Support Program to acquire the display station. 

Step 3-8. RPG determines whether the acquire was successful. If it 

was not successful, RPG goes back to step 3-5. 

Step 3-9. If the device is acquired, RPG creates a first-time blank 

record to satisfy the first read to the device. RPG then goes 
to step 3-11. 


Step 3-10. RPG reads in the record from the device. Remember that 
all requesters of the program except the first enter the 
program at this point. 

Step 3-11. RPG determines whether WORKSTN input is available. If 
it is not, the program has reached the end of the file. 


Step 3-12. RPG determines whether the IND and/or SAVDS 

continuation line option is coded on the file description 
specifications for this file. If an option is not coded, RPG 
goes to step 3-14. 


Step 3-13. If the IND and/or SAVDS option is coded, RPG moves the 
IND/SAVDS area for the device that satisfied the read to 
the common IND/SAVDS area. 


Step 3-14. RPG inserts the device ID of the device that satisfied the 
read into the ID field if the ID continuation line option is 
specified on the file description specifications,. 


After the WORKSTN input file processing, RPG goes to step 4 as shown in 
Figure 6-9. 
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Interactive Data Definition Utility (IDDU) 

The Interactive Data Definition Utility (IDDU) is a feature that enables you 
to define communications file formats. You must define these formats 
through IDDU in order to use the confirm function of the advanced 
program-to-program communications (APPC) sub-system of the SSP-ICF. 

The APPC confirm function gives two communicating programs access to 
return codes that confirm the completion status of ICF functions. 

Communications file formats are stored in IDDU's data dictionaries. A data 
dictionary is a container for field, format, and file definitions, where the 
definitions consist of data attributes such as length and number of decimal 
places. 

You must indicate at compile time that your program uses IDDU format 
files containing communication formats, by using either RPGONL, RPGC, 
or AUTOC procedure. The displays of these procedures have a prompt for 
specifying a data dictionary name. If you specify a data dictionary name on 
the RPGONL display, the dictionary must exist at compile time. If you do 
not use the prompt displays, you must specify a data dictionary name as the 
nineteenth parameter, for example: 

RPGC progname, library,„„„„„„„„dictionary 

AUTOC progname, library,„„„„„„„„dictionary 

In order to associate an IDDU format file containing communication 
formats with a WORKSTN file, you must use the CFILE continuation line 
option. CFILE must be coded in columns 54 through 59 of the file 
description specifications, and the name of the communications file must be 
specified in the leftmost of columns 60 through 67. 

If your WORKSTN file includes both SFGR screen formats and IDDU 
communication formats, you should also specify the ID continuation option 
on the file description specifications. 

On output specifications, IDDU communications formats are specified in 
the same way as SFGR screen format names. 

IDDU-defined communication formats can have the same names as SFGR 
screen formats, even in the same program. However, if you plan to use a 
System/36 program in System/38, it is best to use unique format names in 
the program. This will allow easier conversion to System/38's mixed device 
files, in which screen and communication formats are found in the same 
file. 


6-58 



For more information on IDDU, see the following manuals: 

Getting Started with the Interactive Data Definition Utility (IDDU) 
(GC21-8003) 

Using SystemjSS Communications (SC21-9082) 

ICF Reference Manual (SC21-7910) 

Guide and Examples (SC21-7911) 

IDDU online information also provides help. 
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The CFILE continuation-line''""^ 
option associates the WORKSTN 
file with an IDDU-defined 
communication format file. 


COMM is the I DDL) format file 
that holds all communication 
formats used during a 
communications session. 


INFODS is that data structure 
that holds the return code 
information. 
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FIELDA, FIELDS, and FIELDC, 
are numeric fields to be transmitted 
using the IDDU-defined communication 
formats and displayed using the SFGR 
screen formats. 
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The '1S' session ID makes RPG 
look for the IDDU-defined 
communication format in COMM. 


The 'WV session ID makes RPG 
look for the SFGR screen 
format in SCREEN. 
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SAMPLE PROGRAMS 


AR230R (Inquiring into an Accounts Receivable File) 

Figure 6-11 shows sample program AR230R, an accounts receivable inquiry 
program. This program uses two displays, AR230RD1 and AR230RD2. The 
manual Creating Displays explains how to create displays using SDA. 

The first display, which prompts the person using the display station to 
enter a customer number, looks like this: 


Customer Inquiry 
Please enter customer number. 

Customer number 

Press the Enter key to see accounts receivable information. 


Press Cmd3 to return to the main menu. 

V_ J 


If the display read into the program contains an A in the first position of 
the record, the CUSNO field from the CUSTNMBR record is used to chain 
to the CUSTMAST file. If the customer number entered is equal to a 
customer number in the CUSNO field in the CUSTMAST file, the second 
display is shown. In all other cases, the first display is shown again with 
the error message CUSTOMER NUMBER DOES NOT EXIST. ENTER A 
DIFFERENT CUSTOMER NUMBER. 
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The second display looks like this: 



It shows the customer number, name, address, amount due, credit limit, 
amount due more than 30, 60, and 90 days, and the date of last payment. 
The person using the display station cannot update this information in this 
program. 
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Name = AR230R 

Function ~ Inquires into an accounts receivable file. This program displays the customer number, name, 
address, amount due, credit limit, amount due more than 30, 60, and 90 days, and date of 
last payment for the customer requested. 
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Input = From disk, the customer master file, CUSTMAST. From a single display station, the customer 
number. 

You can press command key 3 to end this program. 

Output = The requested record from the customer master file is displayed.. The record cannot be updated 
in this program. 

Indicator Definitions: 

02 = Record ID for the blank read for the WORKSTN file, 

03 = Record ID for format AR230RD1. 

04 = Record ID for format AR230RD2. 

10 = Record ID for CUSTMAST file. 

99 = Error indicator (Turns on if the customer number requested does not exist in the CUSTMAST 
file.) 

KC = Command key 3 ends the program. 

Running This Program 

To run AR230R, code the following procedure: 

// LOAD AR230R 
//FILE NAME-CUSTMAST 
//RUN 


Figure 6-11 (Part 1 of 3). Sample Program AR230R (Inquiring Into An Accounts Receivable File) 
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Figure 6-11 (Part 2 of 3). 
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Figure 6-11 (Part 3 of 3). Sample Program AR230R (Inquiring Into An Accounts Receivable File) 
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AR330R (Maintaining a Customer Master File) 

Figure 6-12 shows sample program AR330R, which maintains a customer 
master file. This is a MRT program that allows two requesting display 
stations. The first display looks like this: 


Maintain Customer Master File 


02.^0 ***★★★★★ 

Enter a customer number.*’ 

Choose an option.A,C»R * 

A - Add a customer record 
C * Change a customer record 
R » Remove a customer record 


Cmd7 > End program 


It prompts the person to enter a customer number and an A, C, or R to 
indicate whether he wants to add, change, or remove a record from the 
customer master file CUSTMAST. 

If the person enters an invalid number, one of several error messages is 
displayed. 


6-68 






If the customer number is valid, the program shows one of three displays 
that allows the person to add, change, or remove a record from the 
customer master file, depending on whether the person entered A, C, or R 
on the first display. 

The display to add a customer record looks like this: 



The display to change a customer record looks like this: 


r 

Change a 

1 

Customer Record 

Date ******** 

Customer number .... 

.... ******** 

Customer name . 

************************* 

Customer address. . . . 

************************* 

************************* 

State and Zip code. . . 

** ********* 

Phone number. 

*** ******* 

Customer type . 

* 

Credit limit. 

******* 

Salesman number .... 

***** 

^ Cmd7 * End program Cmd3 

» Do not change this customer record ^ 
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The display to remove a customer record looks like this: 















Mode of Processing 


Length of Key Field or 
of Record Address Field 


Record Address Type 


? Q Key Field 

^ X Starting 

^ — Location 





iiiiiiiiiiCTiiiiiiiilii; 



DBIQII 

QQIQII 

DQIQII 

DBIQII 

llllQIL 

IIIQII 

BBIQII 

BBIQII 

PDIBII 


Name = AR330R 

Function = Maintains a customer master file. This program can add new customer records, change existing 
customer records, and remove customer records. 


BBIBII 


BBIBI 


BBIQII 

BBIQII 

BBIQII 


Input = From disk, the customer master file, CUSTMAST. From one or two display stations, the customer 
number and one of the following options for that customer number: 

A = Add a new customer record. A second display is shown, on which you can enter the cus¬ 
tomer's name, address, etc. 

C = Change an existing customer record. A second display is shown, on which you can change 
the customer's name, address, etc. 

R = Remove an existing customer record. A second display shows the record to be deleted, so 
you can verify that the correct customer number was entered. 

From any display, you can press command key 7 to end this program. From any of the second 
displays, you can press command key 3 to show the first display again and not add, change, or 
remove the customer record. 

Output = Customer records are added to, changed in, or removed from the file CUSTMAST. 


Figure 6-12 (Part 1 of 10). Sample Program ARS30R (Mamtaining a Customer Master File) 
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TTTTTTTTT M M M M TT M M M M M M M M M I M M M M 17 M M MTI I M I I M 
Indicator Definitions: 

01 “ Record ID for the blank read for the WORKSTN file. 

02 = Record ID for format AR330RD1. 

03 == Record ID for format AR330RD2. 

04 == Record ID for format AR330RD3. 

05 = Record ID for format AR330RD4. 

08 = First-time switch for code needed only for the first cycle. 

10 = Turns on if option A is chosen on format AR330RD1 and is used to display format AR330RD2. 

20 = Turns on if option C is chosen on format AR330RD1 and is used to display format AR330RD3. 

30 = Turns on if option R is chosen on format AR330RD1 and is used to display format AR330RD4. 

50 = Turns on if the customer record Is not found in CUSTMAST. 

60 = Record ID for records read from CUSTMAST. 

90 = Error (The CUSNO field read from format AR330RD1 is blank.) 

91 = Error (The option chosen on AR330RD1 was not A, C, or R.) 

92 = Error (The add option was chosen, but customer number is already In the CUSTMAST file.) 

93 Error (The change option was chosen, but customer number is not In the CUSTMAST file.) 

94 » Error (The remove option was chosen, but the customer number is not in the CUSTMAST file.) 

95 ® Error (When the add option was chosen, the customer number was not in the CUSTMAST file. 

But after format AR330RD2 was displayed, another person added the customer record. The 
record is not added now.) 

96 * Error (When the change option was chosen, the customer number was in the CUSTMAST file. 

But after format AR330RD3 was displayed, another person deleted the customer record. The 
record is not changed now.) 

97 « Error (When the remove option was chosen, the customer was In the CUSTMAST file. But 

after format AR330RD4 was displayed, another person deleted the customer record. The record 
is not removed now.) 

99 = Error Indicator for formats (Turns on any time one of the error indicators 90-97 turns on.) 

KD = Command key 3 displays format AR330RD1 again after format AR330RD2, AR330RD3, or 
AR330RD4 is displayed. 

KG “ Command key 7 ends the program. 

Running This Program 

To run AR330R, code the following procedure: 

// LOAD AR330R 

// FILE NAME-CUSTMAST 

//RUN 
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Figure 6-12 (Part 3 of 10). Sample Program AR330R (Maintaining a Customer Master File) 
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The save data structure is used to save the customer number for each display. 
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This data structure is used to initialize all the fields not used by this program when a record is added 
to file CUSTMAST. 
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Figure 6-12 (Part 5 of 10). Sample Program AR330R (Maintaining a Customer Master File) 
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If format AR330RD1 was read, indicator 02 is on. If the option chosen is not A, C, or R, indicators 
90 and 99 turn on to display format AR330RD1 again and to display an error message. 
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If a valid option was chosen on format AR330RD1 and the CUSNO field is not blank, check for the 
following errors: 

Option A “ Display error message if customer number is found. 

Option C — Display error message if customer number is not found. 

Option R — Display error message if customer number is not found. 
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If format AR330RD2 is read, add the customer record to the file. If the customer record is found 
when the add is attempted, display an error message. 




i^^snuuuiiuiui^^uuuuiiuiiuui 

_^lUUUUUUUUIUUUUUIUUIIIIII 

lailiBliiiMBBUBilii iBMBBIHaUli iBaaBIU^^ 




Figure 6-12 (Part 6 of 10). Sample Program AR330R (Maintaining a Customer Master File) 
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If format AR330RD3 is read, change the customer record. If the customer's record Is not found 
when the change is attempted, display an error message. 
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If format AR330RD4 is read, remove the customer record. If the customer's record is not found 
when the delete is attempted, display an error message. 
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Figure 6-12 (Part 7 of 10). Sample Program AR330R (Maintaining a Customer Master File) 
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Add the customer record. All fields in this record are written to initialize them properly. 
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Delete the customer record. 
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Figure 6-12 (Part 10 of 10). Sample Program AR330R (Maintaining a Customer Master File) 
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AR935R (Requesting a Printout of Accounts Receivable) 


Figure 6-13 shows sample program AR935R, which allows the person using 
the display station to choose the type of accounts receivable information to 
be printed by sample program AR936R, shown in Chapter 7. 


The first display looks like this: 


r 


Print aged trial balance report. 


Choose report option . . . . 1,2,3,4 * 

1 » All customers. 

2 » Customers with balances. 

3 - Customers Mith balances over a certain amount. 

4 « Customers with overdue balances. 




Cmd7 » End program 


The person enters a 1, 2, 3, or 4 to request a printed report for all 
customers, for customers with balances, for customers with balances over 
an amount that the person enters on the second display, or for customers 
with overdue balances. 
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If the person enters 3 on the first display, the second display is shown. The 
second display looks like this: 



The information that the person enters is written to the display station 
local data area (the data structure coded on line 07 of the input 
specifications). The information in this local data area is read by program 
AR936R, which prints the report requested. 


6-82 








M M M 


Block 

Length 


Record 

Length 


Mode of Processing | 

■ 



Length of Key Field or I 

1 


of Record Address Field { 

1 



Record Address Type | 

1 




rs. 

Type of File 
Organization or 

1 




o 

Additional Area 





ac 

Overflow Indicator 

o 

c 

QC 



o 

>< 


Key Field 
Starting 

£ 



< 



Location 

_ 


External Record Nanre 


19 20 21 22 23 24 2b 26 27 28 29 30 31 32 33 34 35 36 37 38| 




40 41 42 43 44 45 46|47 


wm 




Symbolic 

Device 


i 49 50 51 52 


2 

z 

S5 

1 

Name of 

Label Exit 


Storage Index 

Continuation Lines | 

1 

Option 

54 55 56 57 58 59 

Entry 

60 61 62 63 64 65 



n 













r 












File Addition/Unorden 


Number of Tracks 

for Cylinder Overff 


Number of ExU 


Tape 

Rewind 


Name = AR935R 

Function = Allows you to choose a type of aged trial balance report and passes that choice to 
AR936R in the local data area. 

Input = Your choice of which type of report to print. The options are: 

1 = All customers 

2 = All customers with balances 

3 = All customers with balances over the amount entered in field OVBAL 

4 = All customers with overdue balances 

Output = The following information is written to the local data area: 


File 
Condit 
U1-U8 
UC r 


0 7 F 

0 8 F 

0 9 F 

1 ° F 
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0 2 F 
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0 5 F 

0 6 F 

0 7 F 

0 8 F 

0 9 F 

1 0 F 

F 
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0 2 F 

0 3 F 

0 4 F 

0 6 F 


Position I nformation 
1 = Report option 
2-8 = OVBAL if option 3 is chosen 

9 = C if command key 7 Is pressed. This tells the procedure not to run AR936R. 

Indicator Definition: 

01 = Record ID for format AR935D1 
02 = Record ID for format AR935D2 
03 = Checks for a valid option 
04 = Checks for a valid option 
05 = Conditions first-time processing 

30 = Turns on if option 3 is chosen and displays format AR935RD2 
99 = Turns on if the option chosen was not 1,2,3, or 4 and displays an error message 
KC = Command key 3. Displays format AR935RD1 again when format AR935RD2 has been 
displayed. 

KG = Command key 7. Cancels the report request and ends the program. 

LR = Turns on when the last record is processed. The program goes to end of job. 


Figure 6-13 (Part 1 of 4). Sample Program AR935R (Requesting a Printout of Accounts 

Receivable) 


Chapter 6. Using a WORKSTN File 6-83 














































m 

BB 

BB 

IB 


JBI 

BBI 

IBBI 

Iqii 


riTTTTTTTTTTTTTTTT^ 11 iTm f r 
Running This Program: 
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AR935R must be run before AR936R. To run both AR935R and AR936R, code the following 
procedure; 

// LOAD AR935R 

//WORKSTN UNIT-?WS?,RESTORE.YES 
// RUN 

* IF COMMAND KEY 7 IS PRESSED IN AR935R, A NONBLANK CHARACTER 

* IS PLACED IN POSITION 9 OF THE LOCAL DATA AREA AND AR936R 

* IS NOT RUN. 

// IFF ?L'9,1'?/GOTO NOPRT 
// LOAD AR936R 
//FILE NAME-CUSTMAST 
//RUN 

// TAG NOPRT 
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This is the local data area information passed from AR935R to AR936R 
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Figure 6-13 (Part 2 of 4)» Sample Program AE935E (Eeqaestmg a Printout of Accounts 

Eeceivable) 
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First-time logic to clear the local data area. 
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If command key 7 is pressed, move 'C' to field CMD 7, which is placed in the local data area. 


11^7 

III! 


If the option chosen is not 1,2,3, or 4, indicator 99 turns on to display an error message and allows 
you to choose another option. 


BBBBBIB7;n7^ 


JBMffl^aBBasgBSBBBBBifflaaaaiBaaa 
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If option 3 is chosen, indicator 30 turns on and displays format AR935RD2, which allows you to 
enter the minimum balance for customers to be included in the report. 
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Figure 6-13 (Part 3 of 4). Sample Program AR935R (Requesting a Printout of Accounts 

Receivable) 
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Figure 6-13 (Part 4 of 4). 


Sample Program AR935R (Requesting a Printout of Accounts 
Receivable) 
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OE140R (Entering Orders from Customers) 


Figure 6-14 shows sample program OE140R, which allows a person to enter 
customer orders at a display station. The person enters a customer number 
and an order number on the first display: 


Order Entry 


Enter the customer number. . . . 
Enter the order number . . . . . 




Cmd7 « End program 


On the second display, he enters the item number and the quantity ordered. 
When this information is entered, the program displays the item number, 
the quantity ordered, a description of the item, the unit cost, and the total 
cost for the quantity of that item ordered. Up to four items are displayed 
on the same display: 
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The *STATUS keyword for the file information data structure INFDS (line 
25) and the exception/error-processing subroutine INFSR (line 67) allow the 
person to use the Roll Up and Roll Down keys to display additional orders. 
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Name='OE140R 

Function = Allows the user to enter customer orders. 

Input = The customer number and the order number are entered on display OE140RD1. The item 
number and the quantity are entered on display OE140RD2. After the item number and 
quantity have been entered, they are displayed with a description, price, and total price for 
that item. The roll keys can be pressed to roll through the orders and make corrections. 

Press command key 2 to have the order written to the file GUSTORDS. If the first array 
entry is blank (no Items entered), then no order is written to the file CUSTORDS. Press 
command key 7 on display OE140RD1 to end the program. 

Output = The order entered is written to the file CUSTORDS. The following records are written: 

1) Customer record 

2) Ship-to record 

3) Line-item record (one for each line item entered) 
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Figiire 6-14 (Part 1 of 12). Sample Program OE140R (Entering Orders from Customers) 
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Indicator Definitions: 

01 - Record ID for the blank read for the WORKSTN file. 

02 = Record ID for format OE140RD1. 

03 Record ID for format OE140RD2. 

04 = Is turned on by the information subroutine, passes control to the beginning of detail 
calculations, and skips to the end of detail calculations. 

11= Turns off when no line items have been entered and is used to display array line one. 

12 = Turns off when only one item has been entered and is used to display array line two. 

13 = Turns off when only two items have been entered and Is used to display array line three. 

14 = Turns off when only three items have been entered and is used to display array line four» 

20 = Used In subroutines UPINDX and DNINDX to determine when 1 is to be added to or 

subtracted from the array indexes A, B, C, and D. The indexes are not changed if 1 is less 
than 4. 

25 = Used in subroutines ROLLUP and ROLLDN to indicate that a roll cannot be done because 
the top or bottom of an array has been reached= 

60 = Turns on when the Roll Up key is pressed. 

61 = Turns on when the Roll Down key is pressed. 

70 = Used in the subroutine ADDORD to determine when all line items are written to the 

file CUSTORDS. 

71 = Used in subroutine ADDORD to write the customer record and the ship^to record to the 

file CUSTORDS for each order, 

90 = Error (The customer number entered on format OE140RD1 was blank. It cannot be blank ) 

91 = Error (The order number entered on format OE140RD1 was blank. It cannot be blank.) 

92 = Error (The customer number entered on format OE140RD1 was not found in the file 

CUSTMAST.) 

93 = Error (The item number entered on format OE140RD2 was blank. It cannot be blank.) 

94 = Error (The quantity entered on format OE140RD2 was zero. It cannot be zero.) 

95 = Error (The item number entered on format OE140RD2 was not found in the file 

ITEMMSTR.) 

96 = Error (The operator tried to enter more than 98 items for one order on format OE140RD2.) 
99 = Error indicator for formats (Turns on any time one of the error indicators 90 96 turns on j 
KB = Command key 2 writes the order placed in the file CUSTORDS. 

KG = Command key 7 ends the program. 

Roll Up = Used to roll forward through the line items. 

Roll Down = Used to roll backwards through the line items. 
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Figure 6-14 (Part 2 of 12). 


Sample Program OE140R (Entering Orders from Customers) 
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Running This Program: 

To run this program, the file CUSTORDS must already have been created. Also code the 
following procedure: 

// LOAD OE140R 
//FILE NAME-CUSTMAST 
// FILE NAME-ITEMMSTR 
//FILE NAME-CUSTORDS 
//RUN 
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Figure 
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Sample Program OE140R (Entering Orders from Customers) 
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Figure 6-14 (Part 4 of 12). Sample Program OE140R (Entering Orders from Customers) 
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If command key 7 was pressed, go to the end of calculations and turn on LR. Indicator 04 is turned 
on by the information subroutine to indicate that a roll key had been pressed and that detail output 
should be performed* If command key 2 had been pressed, skip over detail calculations. 
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If format OE140RD1 was read, indicator 02 is on. If field CUSNO or ORDNO is blank or zero, 
display an error message. Note: Only one error message can be displayed at a time. 
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If CUSNO and ORDNO were not blank or zero, check to see if the customer number is in the 
CUSTMAST file. If it is not found, display an error message. 
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If the customer number was valid, initialize the array index fields to display format OE140RD2. 
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Figure 6-14 (Part 5 of 12). Sample Program OE140R (Entering Orders from Customers), 
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If format OE140RD2 was read, indicator 03 is on. If field ITNBR or QTYOR is blank or zero, 
display an error message. Note: Only one error message can be displayed at a time. 


mm 






Check to make sure the maximum number of lines has not been entered. If 98 orders have been 
entered, the operator can enter no more. An error message is displayed. 


Emmi 
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If ITNBR and QTYOR were not blank or zero, check to see if the item number is in the ITEMMSTR 
file. If it is not found, display an error message. 




If the item number was valid, move the item number, the quantity ordered, the description, and the 
price (obtained from file ITEMMSTR), and the total cost for the item (product of the quantity and 
the price) into arrays for display and for later output to CUSTORDS. 

























































Figure 6-14 (Part 7 of 12). Sample Program OE140R (Entering Orders from Customers) 
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Figure 6-14 (Part 8 of 12). Sample Program OE140R (Entering Orders from Customers) 
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This subroutine adds 1 to the indexes used to display the array data on the screen if more than four 
line items have been entered. 
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This subroutine subtracts 1 from the indexes used to display the array data on the screen when 
rolling down and when the item moved Into ITNBR Is greater than the fourth element in the arrays. 






l0^flB0^l 


m'i 


. JBBI 
BB ir 
BB BL 

BB 
BB 

BS. 


This subroutine turns on indicator 11 if one or more line items have been entered, indicator 12 if 
two or more line items have been entered, indicator 13 If three or more line Items have been entered, 
Indicator 14 if four or more line items have been entered. 
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Figure 6-14 (Part 9 of 12). Sample Program OE140R (Entering Orders from Customers) 
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Figure 6-14 (Part 10 of 12). Sample Program OE140R (Entering Orders from Customers) 
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Figure 6-14 (Part 11 of 12). Sample Program OE140R (Entering Orders from Customers) 
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Figure 6-14 (Part 12 of 12). Sample Program OE140R (Entering Orders from Customers) 
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Chapter 7. Using a PRINTER File 


A PRINTER file provides output to a printer. A program can use a 
maximum of eight PRINTER files, each with a separate name. Use the 
control language PRINTER statement to assign a PRINTER file to a 
particular printer. For information about the PRINTER statement, see the 
System Reference manual. 

To use a PRINTER file, code entries on the file description, line counter, 
and output specifications. 


File Description Specifications 

Code entries in the unshaded columns of the file description specifications 
shown below: 



Column 7 through 14 must contain the name of the PRINTER file. 

Column 15 must contain O to indicate that the file is an output file. 

Column 19 must contain F or blank to indicate that all the records in the 
file have the same length. 

Columns 20 through 23 must contain the block length or blanks. If you 
enter the block length, it must equal the record length coded in columns 24 
through 27. If you leave the entry blank, the program assumes that the 
block length equals the record length. 

Columns 24 through 27 must contain the length of the largest record in the 
file. The record length can be 1 through 132 or 1 through 198, depending on 
the number of print positions your printer has. 
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Columns 33 and 34 can contain an overflow indicator (OA through OG or 
OV) or blank. For more information about overflow indicators, see 
Overflow Indicators later in this chapter. 

Column 39 must contain L if the file is further described on the line counter 
specifications. 

Columns 40 through 46 must contain the device name PRINTER. 

Columns 71 and 72 can contain U1 through U8 to indicate that the file is 
conditioned by an external indicator. For more information about external 
indicators, see Chapter 12. 



Form Type 


Line Counter Specifications 


Code entries in the unshaded columns on the line counter specifications 
shown below: 



Columns 7 through 14 must contain the name of the PRINTER file. This 
name must be the same as the name coded in columns 7 through 14 of the 
file description specifications. 

Columns 15 through 17 must contain the number of lines per page. The 
number of lines can be 1 through 112. 

Columns 18 and 19 must contain FL to indicate that the entry in columns 
15 through 17 is the form length. 

Columns 20 through 22 must contain the line number that is the overflow 
line. This entry can be 1 through 112, but it must be less than or equal to 
the number coded in columns 15 through 17. If the entry in columns 20 
through 22 equals the entry in columns 15 through 17, overflow does not 
occur. If you leave these columns blank, the overflow line is six lines from 
the bottom of the page (line 60 if you have 66 lines per page). You cannot 
override the entry in columns 20 through 22 by using the LINES option of 
the control language PRINTER statement. 

For more information about overflow, see Handling Overflow later in this 
chapter. 

Columns 23 and 24 must contain OL to indicate that the entry in columns 
20 through 22 is the overflow line. 
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Output Specifications 


Code entries in the unshaded columns of the output specifications shown 
below: 



File- and record-identification entries in columns 7 through 37 describe the 
output file, the records in the file, the values that control the spacing and 
skipping by the printer, and the indicators that condition the output. 

Field-description entries in columns 23 through 70 describe the position and 
format of data on the output record. These entries must begin one line 
below the file- and record-identification entries. 

File- and Record-Identification Entries 

Columns 7 through 14 must contain the name of the PRINTER file. This 
name must be the same as the name given to the file in columns 7 through 
14 of the file description specifications. 

Columns 14 through 16 can contain AND if more than three indicators are 
needed to condition an output operation. Columns 14 and 15 can contain 
OR if an output operation is conditioned by any one of two or more output 
indicators or sets of output indicators. For more information about AND 
and OR lines, see AND and OR Lines later in this chapter. 

Column 15 must contain H (heading), D (detail), T (total), or E (exception) 
to indicate the type of record to be written. 

Column 16 must contain F if you use the fetch overflow routine. For more 
information, see Fetch Overflow Routine later in this chapter. 

Column 17 can contain 0 through 3 to indicate the number of lines to be 
spaced before a line is printed. Spacing means advancing the form in the 
printer a specified number of lines. For more information about spacing, 
see Spacing and Skipping later in this chapter. 

Column 18 can contain 0 through 3 to indicate the number of lines to be 
spaced after a line is printed. 
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Columns 19 and 20 can contain 01 through 99, AO through A9, or BO 
through B2 to indicate the line number that the printer should skip to 









before printing. AO through A9 means 100 through 109. BO through B2 
means 110 through 112. Skipping means advancing the page in the printer 
to a specified line. For more information about skipping, see Spacing and 
Skipping later in this chapter. 

Columns 21 and 22 can contain 01 through 99, AO through A9, or BO 
through B2 to indicate the line number that the printer should skip to after 
printing. AO through A9 means 100 through 109. BO through B2 means 110 
through 112. 

Columns 24 and 25, columns 27 and 28, and columns 30 and 31 can contain 
output indicators to specify the conditions under which a line is written. If 
these indicators are on, the output operation occurs. 

Figure 7-1 shows how output indicators condition the printing of an entire 
line or of a single field. 

If no output indicators are specified, the line is written every time that 
record is checked for output. If no output indicators are specified on a 
heading or detail line, that line is also written at the beginning of the 
program cycle. 

For more information about indicators, see Chapter 12. 
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Column 23, 26, or 29 can contain N to indicate that the output operation 
occurs only if the indicator coded in columns 24 and 25, 27 and 28, or 30 and 
31 is not on. An N plus an indicator is called a negative indicator. No 
output line should be conditioned by negative indicators only; at least one 
of the output indicators should be positive. If a heading or detail line is 
conditioned by negative indicators only, the line is written at the beginning 
of the program cycle when the first-page lines (those conditioned by the IP 
indicator) are written. 

Columns 32 through 37 can contain an EXCPT name if column 15 contains 

E. 



One indicator is used to condition an entire line of printing. When 44 is on, the fields named 
INVOIC, AMOUNT, CUSTR, and SALSMN are all printed. 



A control-level indicator is used to condition when one field should be printed. When indicator 44 is 
on, fields INVOIC, AMOUNT, and CUSTR are always printed. However, SALSMN is printed for the 
first record of a new control group only if 44 and LI are on. 

Figure T-l. Using Output Indicators to Condition the Printing of an Entire Line or of a Single Field 
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Field-Description Entries 


Columns 23 through 31 can contain output indicators to specify the 
conditions under which a field is written. 

Columns 32 through 37 can contain one of the following to specify each 
field that is to be written: 

• Any field name or data structure name that was used in this program 

• The reserved words PAGE, PAGEl through PAGE7, *PLACE, UDATE, 
UDAY, UMONTH, or UYEAR 

• An array name, an array element, or a table name 

For more information, see Columns 32-37 (Field Name) in Chapter 27, 

Output Specifications, 

Column 38 can contain an edit code. For information about edit codes, see 
Chapter 16, Editing Numeric Fields, 

Column 39 can contain B to indicate that the field named in columns 32 
through 37 is reset to blanks or zeros after the output operation is complete. 
Leave these columns blank if the field is not to be reset. 

Columns 40 through 43 can contain the end position of a field or constant 
in the output record. This entry cannot exceed the record length, which is 
specified in columns 24 through 27 of the file description specifications for 
this file. 

Columns 45 through 70 can contain a constant or edit word. For 
information about edit words, see Chapter 16, Editing Numeric Fields, 


AND and OR Lines 


Use an AND line if you need more than three indicators to condition an 
output operation. Code the word AND in columns 14 through 16 of each 
additional line. The conditions for all indicators in an AND relationship 
must be satisfied in order for the output operation to occur. You can use 
any number of AND lines for an output operation. 

Use an OR line if you want an output operation to occur if any one of two 
or more conditions is satisfied. Code the word OR in columns 14 and 15 of 
each additional line. You can use a maximum of 20 OR lines for an output 
operation. 

If you use a combination of AND and OR lines for an output operation, you 
can use any number of AND lines and a maximum of 20 OR lines. 
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AND and OR lines can condition entire output lines, but they cannot 
condition individual fields (see Figure 7-2). However, you can use more 
than three indicators to condition an output field by using the SETON 
operation code in calculations. For example, suppose you use indicators 10, 
12, 14, 16, and 18 to condition an output field named PAY. In the 
calculation specifications you can set on indicator 20 if indicators 10, 12, 
and 14 are on, and then in the output specifications you can use indicators 
16, 18, and 20 to condition the output field PAY. 




























































If you use a control-level indicator (LO through L9) in an OR relationship 
with the last-record (LR) indicator, the output operation might occur twice 
when the last-record indicator is on. One operation occurs when the last 
record is processed, and the other occurs at detail or total time. Figure 7-3 
shows how to use control-level indicators and the last-record indicator 
correctly in an OR relationship. 



Figure 7«3. Correct Use of ControhLevel Indicators and the Last>Record Indicator in an OR 
Relationship 
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Handling Overflow 


Overflow is the condition that exists when a printer reaches the last line to 
be printed on a form. There are three ways to handle overflow: 

• Automatic overflow 

• Overflow indicators 

• Fetch overflow routine 


Automatic Overflow 

If columns 33 and 34 of the file description specifications are blank and you 
do not use the fetch overflow routine, the program automatically advances 
the forms when overflow occurs and continues printing on the line one inch 
from the top of the new page (line 06 if you have 66 lines per page and six 
lines per inch). 

The following steps occur during automatic overflow: 

1. All remaining detail lines in that program cycle are printed if a printer 
operation spaced or skipped to the overflow area. 

2. All remaining total lines in that program cycle are printed. 

3. The printer skips to the line one inch from the top of the new page. 
Therefore, detail lines begin on that line (normally line 06) for all pages 
after the first. 

If you use line counter specifications, overflow occurs at the line coded in 
columns 20 through 22 of those specifications. If you do not use line 
counter specifications, overflow occurs six lines before the line number 
coded as the LINES option of the PRINTER control language statement. 
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Overflow Indicators 


You can use OA through OG or OV as an overflow indicator in columns 24 
and 25, 27 and 28, or 30 and 31 of the output specifications. An overflow 
indicator conditions which lines in the PRINTER file print when overflow 
occurs. No more than one overflow indicator can be assigned to each 
PRINTER file in a program, and no overflow indicator can be assigned to 
more than one PRINTER file in a program. To use an overflow indicator in 
the output specifications, you must also assign the same overflow indicator 
to the PRINTER file in columns 33 and 34 of the file description 
specifications. 

The RPG program cycle allows the overflow indicator to turn on at three 
different times: at total time, at detail time, and at calculation time if 
exception output is used. However, the only time that the program checks 
to see if the overflow indicator is on is right after all total records are 
printed, unless the fetch overflow routine was specified by an F in column 
16. 

When the overflow indicator turns on, the following steps occur: 

1. Detail lines are printed (if that part of the program cycle is not already 
complete). 

2. Total lines are printed (if conditions are met). 

3. Total lines conditioned by the overflow indicator are printed. 

4. Heading lines and detail lines conditioned by the overflow indicator are 
printed. 

5. The overflow indicator turns off. 


Chapter 7. Using a PRINTER File 7-11 



Coding Overflow Indicators 


When you code overflow indicators in the output specifications, consider 

the following: 

• Spacing past the overflow line turns on the overflow indicator. 

• Skipping past the overflow line to any line on the same page turns the 
overflow indicator on. 

• Skipping past the overflow line to any line on a new page does not turn 
the overflow indicator on. 

• A skip to a new page coded on a line not conditioned by an overflow 
indicator turns the overflow indicator off before the forms advance to a 
new page. 

• Control-level indicators can be used with an overflow indicator so that 
each page contains information from only one control group (see Figure 
7-4). 

• You can code an overflow indicator on AND or OR lines. However, 
only one overflow indicator can be associated with one group of output 
indicators. 

• If you use an overflow indicator in an AND relationship with a 
record-identifying indicator, you may get unusual results because the 
record type might not be the one read when overflow occurred. In that 
case, the record-identifying indicator would not be on, so all lines 
conditioned by both overflow and record-identifying indicators would 
not print. 

• An overflow indicator can be specified on the record-identification line 
of the output specifications only for a heading, detail, or total record 
(column 15 contains H, D, or T). 

• An overflow indicator cannot be specified on the record-identification 
line for an exception record (E in column 15). However, an overflow 
indicator can condition fields within the exception record. 

• You can turn overflow indicators on and off by using the SETON and 
SETOF operation codes. 




This is the coding necessary for printing headings on every page: first page, every overflow page, 
and each new page to be started because of a change in control fields (L2 is on). Line 01 allows the 
headings to be printed at the top of a new page (skip to 06) only when an overflow occurs (OA is on 
and L2 is not on). 

Line 02 allows printing of headings on the new page only at the beginning of a new control group (L2 
is on). This way, duplicate heading caused by both L2 and OA being on at the same time do not 
occur. Line 02 allows headings to be printed on the first page after the first record is read because 
the first record always causes a control break (L2 turns on) if control fields are specified on the 
record. 



This is the necessary coding for the printing of certain fields on every page; a skip to 06 is done 
either on an overflow condition or on a change in control level (L2). The NL2 indicator in line 01 
prevents the line from printing and skipping twice in the same cycle. 

Figure 7-4. Using Control-Level Indicators with an Overflow Indicator 
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Figure 7-5 shows the setting of overflow indicators when overflow is 
handled by overflow indicators and when it is handled by the fetch overflow 
routine. Both normal output and exception output are shown for each case. 
The solid lines show when the overflow indicator is on. The dashed lines 
show connections between the end of one program cycle and the beginning 
of the next. 


Program Cycle 


Using Overflow Indicators 


Using Fetch Overflow Routine 


Normal Output 


Exception Output 


Normal Output 


Exception Output 



Figure 7-5, The Setting of Overflow Indicators during Overflow Handled by Overflow Indicators 
and by the Fetch Overflow Routine 
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Fetch Overflow Routine 


The fetch overflow routine allows you to change the overflow logic of the 
RPG program cycle. You can advance forms when total, detail, or 
exception records are printed instead of waiting for the usual time in the 
program cycle. 

Use the fetch overflow routine if printing a particular line would cause 
overflow and if not enough space is left on the page to print the remaining 
detail, exception, or total output lines. The fetch overflow routine can 
prevent printing over the page perforation and can ensure use of as much of 
the page as possible. To determine when to use the fetch overflow routine, 
study all possible overflow situations. By counting lines and spaces, you 
can calculate what happens if overflow occurs on each detail and total line. 

To use the fetch overflow routine, code F in column 16 of the output 
specifications. Each time the program encounters the F in column 16, it 
tests whether the overflow indicator assigned to the PRINTER file is on. If 
the overflow indicator is on, the fetch overflow routine occurs in the 
following sequence: 

1. All total lines conditioned by the overflow indicator are printed. 

2. Forms advance to a new page when a skip to a line number less than 
the line number the printer is currently on is specified in a line 
conditioned by the overflow indicator. 

3. Heading lines and detail lines conditioned by the overflow indicator are 
printed. 

4. The line containing the F in column 16 is printed. 

5. Any detail, exception, and total lines left to be printed for that output 
cycle are printed. 

The fetch overflow routine does not automatically cause forms to advance; 
forms advance only if columns 19 and 20 or columns 21 and 22 of the output 
specifications for the overflow-conditioned line contain a 2-digit entry that 
is less than the line number that the printer is currently on. 

Column 16 of each OR line must contain an F if the fetch overflow routine 
is to be used for each record in an OR relationship. The fetch overflow 
routine cannot be used when an overflow indicator is coded in columns 23 
through 31 of the same specification line. If this occurs, the overflow 
routine is not called. 
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Spacing and Skipping 


Spacing means advancing the form in the printer a specified number of 
lines. Skipping means advancing the form in the printer to a specified line. 
Spacing and skipping can be specified both before and after a line is 
printed. If both spacing and skipping are specified on the same line, they 
occur in this order: 

1. Skip before 

2. Space before 

3. Skip after 

4. Space after 

With spacing, the maximum number of blank lines that can occur between 
two lines of print is five. If six spaces are specified (three after the 
preceding print line and three before the current print line), the printer 
spaces six lines and begins printing on the sixth line. 

Spacing or skipping to the overflow line or past the overflow line turns the 
overflow indicator on. However, skipping past the overflow line to a line 
on the next page does not turn the overflow indicator on. Therefore, if you 
want to turn the overflow indicator on when you skip to the next page, use 
a SETON operation to turn on the overflow indicator to condition overflow 
operations. 

Skipping is usually done when a new page is needed. A skip to a lower line 
number means advancing to a new page. Skipping can also be specified 
when more than five blank lines are required between two lines of print. 

The entry for skipping must be a 2-digit number that indicates the number 
of the next line to be printed. The skip entry must not be a higher number 
than the form length coded in columns 15 through 17 of the line counter 
specifications. If you code a skip to the line number that the forms are 
already positioned on, the forms do not move. 

If columns 17 through 22 of the output specifications are blank, single 
spacing occurs after each line is printed. Separate spacing and skipping 
entries can be coded for each record in an OR relationship. If no spacing or 
skipping entries are coded for an OR line, spacing and skipping are done 
according to the specifications for the line before that OR line. No spacing 
or skipping can be specified on AND lines. 
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Sample Program 


Figure 7-6 shows sample program AR936R, which prints a report of 
accounts receivable information. Depending on which option the user 
chooses, the program prints the balance due from each customer, from only 
those customers whose balance is not zero, from only those customers 
whose balances exceed an amount specified by the user, or from only those 
customers whose balance is overdue. 

Sample program AR935R, which maintains the accounts receivable 
information in the customer master file CUSTMAST, is shown in Chapter 6. 
AR935R must be run before AR936R can be run. 
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RPG CONTROL AND FILE DESCRIPTION SPECIFICATIONS 


lnt«rinati(»fliri iuilnsii Miieh(n*i CdrittH-tiion 

Program 

Programmer |Date 


Graphic 








Kay 









Card Electro Number 


12 

Page Up of 


Program | 
Identification | 


6X21-9092-7 UM/050* 
Printed in U.SA 
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Control Specifications 


For the valid entries for a system, refer to the RPG reference manuai for that system. 





Name = AR936R 

Function = Print aged trial balance report. 

Input = CUSTMAST (customer master file) on disk. 

Report option passed from program AR935R by local data area. 

The options are 1,2,3, and 4. 

1 = All customers 

2 = All customers with balances 

3 = All customer with balances over the amount entered in field 

OVBAL 

4 = All customers with overdue balances 
Output = The printed report chosen. 

Indicator Definitions: 

01 Record-identifying indicator for the CUSTMAST file 

02 Conditions first-time processing 

03 Conditions first-time headings 

05 Conditions printing and record count 

10 Turns on if option 1 is chosen 

20 Turns on if option 2 is chosen 

30 Turns on if option 3 is chosen 

40 Turns on if option 4 is chosen 

LR Last record processed 

OA PRINTER file page overflow 

Running This Program 

AR935R must be run before AR936R. To run both AR935R and 
AR936R, code the following procedure: 

// LOAD AR935R 

//WORKSTN UNIT-7WS?,RESTORE-YES 
//RUN 

* IF CMD7 IS PRESSED IN AR935R, A NONBLANK CHARACTER 

* IS PLACED IN POSITION 9 OF THE LOCAL DATA AREA AND 

* AR936R ISNOTRUN. 

// IFF?L'9,r?/GOTO NOPRT 
// LOAD AR936R 
// FILE NAME-CUSTMAST 
//RUN 

//TAG NOPRT 



Figure 7-6 (Part 1 of 4). Sample Program AR936R (Printing Accounts Receivable) 
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Figure 7-6 (Part 2 of 4). Sample Program AR936R (Printing Accounts Receivable) 
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Figure 7-6 (Part 3 of 4). Sample Program AR936R (Printing Accounts Receivable) 
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Figure 7-6 (Part 4 of 4). Sample Program AR936R (Printing Accounts Receivable) 
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Chapter 8. Using a SPECIAL File 


An RPG program can process files that use input and output devices not 
directly supported by RPG. To use such a file, code the device name 
SPECIAL on the file description specifications and provide a subroutine to 
transfer data between the SPECIAL device and main storage. That 
subroutine can be SUBROl, supplied by IBM, or a subroutine that you write 
in assembler language. 

You can also use a SPECIAL file with subroutine SUBR22, provided by 
IBM, to read a transaction file created by the Work Station Utility (WSU). 
See Reading and Updating a Work Station Utility Transaction File in this 
chapter. 


File Description SpeciHcations 

To use a SPECIAL file, code the unshaded columns in line 02 on the file 
description specifications shown below. If you use a continuation line, also 
code the unshaded columns in line 03: 


Filename 


File Oetignetion 


Mode of Processing | 



Length of Key Field or 
of Record Address Field 




Record Address Type | 





or 

p 

Type of File 
Orgeniution or 
Additional Area 

3 




K 

Overflow indicator 

1 

5 


i 

1 

_ 

hi 

ill 



Symbolic 

Device 


Labels S/N/E/M i 

Name of 

Label Exit 

Extent Exit 
for DAM 

Storage Index 

Continuation Lines | 

K 

Option 

Entry 

53 

54 56 66 57 58 69 

60 61 62 63 64 66 


File Addition/Unordi 
Number of Trecki 
for Cylinder Over! 


Tape 



Columns 7 through 14 must contain the name of the file. 

Column 15 can contain I, O, U, or C to indicate that the file is an input, 
output, update, or combined file. 

Column 16 can contain P, S, or D to indicate that the file is a primary, 
secondary, or demand file. Column 16 must be blank if column 16 contains 
0 . 
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Column 17 must contain E if the program must process every record from 
the file before the program can end. Leave column 17 blank if the program 
can end before it processes every record in the file. Column 17 applies only 
to input, update, or combined files used as primary or secondary files. 

Column 18 can contain A, D, or blank. A indicates that the program checks 
that the records are in ascending sequence. D indicates that the program 
checks that the records are in descending sequence. Blank indicates that 
the program does not check the record sequence. Column 18 applies only to 
input, update, or combined files used as primary or secondary files. 

Column 19 must contain F or blank to indicate that all records in the file 
have the same length. 

Columns 20 through 23, the block length, must contain a number from 1 
through 9999. The block length must be greater than or equal to the record 
length. 

Columns 24 through 27, the record length, must contain a number from 1 
through 4096. 

Columns 28 through 31 must be blank because SPECIAL files can be 
processed only consecutively. 

Column 32 can contain any number from 1 through 9 to indicate that the 
program uses two input/output areas, or a blank to indicate that the 
program uses only one input/output area. 

Columns 40 through 46 must contain the device name SPECIAL. 

Columns 54 through 59 must contain the name of the subroutine that does 
the input and output operations between the SPECIAL device and main 
storage. You can use SUBROl or SUBR22 for this purpose. The subroutine 
name must be in the form SUBRxx, where x is any alphabetic character 
(numeric characters are reserved for subroutines supplied by IBM), or in 
the form SRyzzz, where y is any of the following 15 characters: B, C, D, F, 
G, H, I, L, M, O, P, R, S, T, or U, and z is any of the following 16 
characters: A, B, C, D, F, G, H, I, L, M, O, P, R, S, T, or U. Subroutine 
names in the form SUBRxx cannot be overlaid; subroutine names in the 
form SRyzzz can be overlaid. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 


Continuation Line 

Column 53 must contain K to indicate that this continuation line provides 
more information about the SPECIAL file coded on the preceding line. 
Only one continuation line can be used for each SPECIAL file. 
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Column 54 through 59 must contain the name of a table or array used by 
the subroutine that you wrote in assembler language to do input and output 
for the file. 



Restrictions for SPECIAL Files 


You can use the following with SPECIAL files: 

• FORCE operation in the calculation specifications 

• READ operation in the calculation specifications 

• File translation (column 43 of the control specification) 

You cannot use the following with SPECIAL files: 

• CHAIN operation in the calculation specifications 

• Spacing and skipping (columns 17 through 22 of the output 
specification) 

• *PRINT 

Using a Subroutine for Input and Output 

Because RPG does not support a SPECIAL device directly, you must 
provide a subroutine to transfer data between the SPECIAL device and 
main storage. You can use SUBROl or SUBR22, supplied by IBM, or you 
can write your own subroutine in assembler language. 
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Using IBM's Subroutine, SUBROl 


Subroutine SUBROl reads records from the system source of input. (If you 
enter control language statements from the display station keyboard, the 
display station is the source of input. If the control language statements 
are in a procedure, the procedure is the source of input.) The records can 
be 120 or 512 characters long. RPG treats the records read by SUBROl as 
data records. To use this subroutine, code SUBROl in columns 54 through 
59 of the file description specifications for a SPECIAL device: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 must contain P, S, or D to indicate that the file is a primary, 
secondary, or demand file. 

Column 19 must contain F or blank to indicate that all records in the file 
have the same length. 

Columns 20 through 23 (block length) and 24 through 27 (record length) 
must contain 120 or 512. If you do not specify a block length, the block 
length is assumed to equal the record length. If you enter the control 
language statements to run the program from the keyboard, the records to 
be made available to the file must also be entered from the keyboard. If you 
call a procedure to run the program, the records to be made available to the 
file must follow the RUN statement in the procedure. 

The last input record in the procedure should be followed by a control 
language END statement. If the program uses only one display station and 
if there is no END statement in the procedure, the program treats the next 
control language statements (entered from the keyboard) as input to the 
SPECIAL file in the program. If the program uses more than one display 
station, you must use a procedure for the data records, and an END 
statement must follow the last data record. 

If a program is to be run from the input job queue, you must use a 
procedure to run the program. If the program that uses SUBROl also uses a 
CONSOLE file, the control language statements and the data records for 
SUBROl must be contained in a procedure. Otherwise, undesirable results 
can occur. 
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See the System Reference manual for information on how to create a 
procedure. 


Using Your Own Subroutine 

If you write your own assembler language subroutine to do input and 
output for a SPECIAL device, you must link your subroutine to the RPG 
program and perform your file input and output by using the DTF (define 
the file) created by the RPG compiler. The format of the DTF is as follows: 


Bytes (Hex) 

Description 

0 

Device code (hex 00) 

1-2 

Address of data management 

3 

Mask for external indicators 

4 

Must be hex 80 

5-6 

Backward chain pointer 

7 

Must be hex 80 

8-9 

Forward chain pointer 

A 

Must be hex 80 

B-C 

Logical record address 

D 

Completion code: 

Hex 42 = End of file 

Hex 41 = Controlled cancel 

Hex 40 = Normal completion 

E 

Operation code: 

Hex 80 = Get 

Hex 40 = Put 

Hex 20 = Update 

Hex 10 = Close 

F-12 

Attributes 

Byte 1: 

Hex 20 = Update file 

Hex 40 = Output file 

Hex 80 = Input file 

Hex CO = Combined file 

Byte 2: 

Hex 08 = Dual input/output 

Hex 01 = DTF open 

Bytes 3 and 4 must be hex 00 

13-14 

Record length 

15-lC 

Filename 

ID-IE 

Physical input address 

lF-20 

Physical output address 

21-22 

Block length 

23-24 

Address of area in storage used to 
define the array (DTT) if array linkage 
is used 
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The compiler passes the address of byte 0 of the area in storage used to 
define the SPECIAL file (DTF) to the subroutine in index register 2. The 
compiler fills in bytes 0 through 9 and F through 24 at compilation time. 
The content of these fields depends on the entries coded in the file 
description specifications for the SPECIAL device. The input address 
(bytes ID and IE) and the output address (bytes IF and 20), when present, 
point to the physical buffer that the compiler reserves within the load 
module for use by the SPECIAL device. The subroutine inserts the 
completion code (byte D) when control returns to RPG. The operation code 
(byte E) and the logical record address (bytes B and C) are inserted when 
the RPG program is running. 

Figure 8-1 shows the equates for the DTF fields created by the RPG 
compiler for an assembler subroutine. 






244+* 

245+* RPG II SPECIAL DTF OFFSETS AND EQUATES 

246+* 

247+********************************************************************** 


249+* 

sjes{c5!c5je 

SPECIAL DTF LAYOUT **** 

0000 

250+SPDEV 

EQU 

0 

DEVICE CODE (X'OO') 

0002 

251+SPDMA 

EQU 

SPDEV+2 

ADDRESS OF D.M. 

0003 

252+SPUPS 

EQU 

SPDMA+1 

UPSI INDICATORS 

0006 

253+SPCHA 

EQU 

SPUPS+3 

BACKWARD CHAIN POINTER 

0009 

254+SPCHB 

EQU 

SPCHA+3 

FORWARD CHAIN POINTER 

OOOC 

255+SPLRA 

EQU 

SPCHB+3 

LOGICAL RECORD ADDRESS 

OOOD 

256+SPCMP 

EQU 

SPLRA+1 

COMPLETION CODE 

OOOE 

257+SPOPC 

EQU 

SPCMP+1 

OPERATION CODE 

OOOF 

258+SPATl 

EQU 

SPOPC+1 

ATTRIBUTE BYTE ONE 

0010 

259+SPAT2 

EQU 

SPATl+1 

ATTRIBUTE BYTE TWO 

0011 

260+SPAT3 

EQU 

SPAT2+1 

ATTRIBUTE BYTE THREE 

0012 

261+SPAT4 

EQU 

SPAT3+1 

ATTRIBUTE BYTE FOUR 

0014 

262+SPRCL 

EQU 

SPAT4+2 

RECORD LENGTH 

OOlC 

263+SPNAM 

EQU 

SPRCL+8 

FILE NAME 

OOIE 

264+SPPBI 

EQU 

SPNAM+2 

PHYSICAL INPUT I/O ADDRESS 

0020 

265+SPPBO 

EQU 

SPPBI+2 

PHYSICAL OUTPUT I/O ADDRESS 

0022 

266+SPBKL 

EQU 

SPPBO+2 

BLOCK LENGTH 

0024 

267+SPDTT 

EQU 

SPBKL+2 

ADDR OF ARRAY DTT IF SPECIFIED 

0025 

268+SPLEN 

EQU 

SPDTT+1 

LENGTH OF SPECIAL DTF 


270+* 


SPCMP EQUATES 

>!<5}«5!C5je 

0040 

271+SPNORM 

EQU 

X»40* 

NORMAL 

0042 

272+SPEOF 

EQU 

X*42* 

END OF FILE 

0041 

273+SPCCNL 

EQU 

X*41» 

CONTROLLED CANCEL 


275+* 

5jC5j<5^3!< 

SPATl EQUATES 


0020 

276+SPUPDT 

EQU 

X»20* 

UPDATE FILE 

0040 

277+SPOUT 

EQU 

X»40» 

OUTPUT FILE 

0080 

278+SPINP 

EQU 

X*80» 

INPUT FILE 

OOCO 

279+SPCMB 

EQU 

X'CO* 

COMBINED 


281+* 


SPAT2 EQUATES 


0008 

282+SPDIO 

EQU 

X*08» 

DUAL I/O 

0001 

283+SPOPEN 

EQU 

x*oi • 

DTF OPEN 


285+* 

jjC5!C3jcj;< 

SPOPC EQUATES 

sje3}es{es{c 

0040 

286+SPPUT 

EQU 

X'40* 

PUT 

0080 

287+SPGET 

EQU 

X*80* 

GET 

0020 

288+SPUPD 

EQU 

X'20' 

UPDATE 

0010 

289+SPCLS 

EQU 

X' 10' 

CLOSE 


290 *** END 

' OF EXPANSION ** 



Figure 8-1. Equates for the DTF Fields Created by RPG for an Input and Output Subroutine 
Written in Assembler Language by a User 
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If your subroutine uses an array, the RPG compiler creates the following 
area in storage to define the array (DTT): 


Bytes 

Description 

0-1 

Address of rightmost byte of the first element of the 
array 

2-3 

Address of rightmost byte of the last element of the 
array 

4-5 

Work area 

6-7 

Length of array element 

8-13 

Array name 


Points to Remember When You Write an Assembler-Language Subroutine 

The input and output subroutine must save and restore the registers 
changed in the subroutine. Control should be returned to the address in 
the address recall register (ARR). 

When an input operation is done, the subroutine must move the address of 
the physical buffer currently being used to the logical record address 
location in the DTP (bytes B and C). This logical record address points to 
the record within the physical buffer that is to be processed by the RPG 
program. 

When an output operation is requested, the subroutine must move the data 
from the logical buffer (address in bytes B and C of the DTP) to the physical 
buffer (address in bytes IP and 20 of the DTP). If the record length is less 
than or equal to 144, the logical record address (bytes B and C) points to 
the RPG common output buffer that contains the record to be written by 
the SPECIAL device. 

The subroutine must open the SPECIAL file the first time the subroutine is 
called. It must also close the file. 
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Reading and Updating a Work Station Utility 
Transaction File (SUBR22) 


Subroutine SUBR22, provided by IBM, allows an RPG program to read and 
update records from a transaction file created by the work station utility 
(WSU). To link to this subroutine, use the SPECIAL device and an array 
with one 13-character element. 

Your program must initialize positions 1 through 11 of the array to the 
values described later in this chapter under Contents of the Array before 
SUBR22 reads the first data record or begins to read a new logical chain. 

The last 13 bytes of the record in the transaction file (the trailer 
information) are not returned to the RPG program and cannot be updated. 

Your program should check position 13 of the array (the error indicator) 
after each data record is read to determine if any errors occurred. 


File Description Specifications 

To use SUBR22, the following entries must be made on the file description 
specifications: 


Mode of Procesiing | 



Length of Key Field or 
of Record Address Field 




Record Address Type | 





S 

Type of File 
Organiation or 
Additional Area 

1 

1 

1 

£ 




flC 

Overflow Indicator 

§ 


1 


L 

Key Field 
Starting 

irocttiap.- 


Labels S/N/E/M | 

Name of 

Label Exit 

Extent Exit 
for DAM 

Storage Index 

Continuation Lines | 

K 

Option 

Entry 

&3 

54 65 S6 S7 58 S9 

60 61 63 63 64 65 


File Addition/Unord 


Symbolic 

Device 




Columns 7 through 14 must contain the name of the transaction file. 

Column 15 can contain I or U to indicate that the file is an input file or an 
update file. 

Column 16 can contain P, S, or D to indicate that the file is a primary, 
secondary, or demand file. 

Column 17 must contain E if the program must process every record in the 
file before the program can end. Leave this column blank if the program 
can end before it processes every record in the file. The E entry applies 
only to primary and secondary files. 

Column 19 must contain F or blank to indicate that every record in the file 
has the same length. 
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Columns 20 through 23 must contain the block length, which is determined 
as follows: 

• The block length = 256 if the record length is a number that divides 
evenly into 256 

• The block length = the record length if the record length is a number 
that can be divided evenly by 256 

• Otherwise, the block length = the record length plus 255, rounded up to 
the next number that can be divided evenly by 256 

Columns 24 through 27 must contain the record length. The record length 
can be from 14 through 4096. The record length must include 13 bytes for 
the work station utility file trailer information. Bytes 11 and 12 of the 
trailer contain the display station ID. 

Columns 40 through 46 must contain the device name SPECIAL. 

Columns 54 through 59 must contain SUBR22. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 


Continuation Line 


Column 53 must contain K to indicate that this continuation line contains 
more information about the file coded on the preceding specification line. 

Columns 54 through 59 must contain the name of an array with one 
13-character element. This array must also be coded on the extension 
specifications. 


Contents of the Array 


The array named in columns 54 through 59 of the continuation line is used 
to pass parameters from the RPG program to SUBR22 and from SUBR22 to 
the RPG program. The best way to address these array elements is to 
redefine the array as a data structure. The array can contain the following 
entries: 

Positions 1 through 7 (Starting Record Number) 

Entry: Any valid zoned-decimal relative record number or blank 

To read part of a logical chain in the transaction file, code the relative 
record number of the first record to be read. SUBR22 reads records 
from the file until it reaches the end of the logical chain or until it 
finds a restart parameter (R in position 11). SUBR22 uses the starting 
record number to process records, and then it changes the starting 
record number to blanks. 


840 



Positions 8 and 9 (Display Station Identifier) 

Entry: 2-character display station identifier or blank 

To read one logical chain from the transaction file, code the identifier 
of the display station whose logical chain is to be read. SUBR22 reads 
records from the file until it reaches the end of the logical chain or 
until it finds a restart parameter (R in position 11). SUBR22 uses the 
display station identifier to process records, and then it changes the 
display station identifier to blanks. 

When the file is read, this same value is in positions 11 and 12 of the 
trailer portion of the transaction file record. 

Position 10 (Type) 

Entry: A or blank 

To read all the logical chains in the transaction file, code A in position 
10. SUBR22 reads all logical chains in the file in the sequence in which 
they are chained (that is, it first reads all records for the first display 
station in the chain, then all records for the second display station in 
the chain, and so on). SUBR22 uses the type entry to process records, 
and then it changes the type entry to blank. 

Position 11 (Restart/Active) 

Entry: A, R, or blank 

The restart parameter allows the RPG program to read or update more 
than one logical chain and to read or update active logical chains or 
chains from sessions that ended abnormally. When R is coded in 
position 11, the program starts processing records from the file as 
specified by the parameter list. However, you should not move R into 
position 11 before the program reads the first record. When A is coded 
in position 11, the program also starts processing records from the file 
as specified by the parameter list. An entry of A allows the program to 
process records from active work sessions and work sessions that ended 
abnormally. If position 11 is blank, the program reads the next record 
in the logical chain. 

Position 12 (Last-Record Flag) 

Entry: E, L, or blank 

SUBR22 returns an E to the RPG program in position 12 of the array 
when A is coded in position 11 of the array and one of the following 
conditions occurs: 

• The program reaches the end of the logical chain when a starting 
record number is coded in positions 1 through 7. 

• The program reaches the end of the logical chain when a display 
station identifier is coded in positions 8 and 9. 
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• The program reaches the last record of the transaction when A is 
coded in position 10. 

SUBR22 returns a blank record to the program whenever an E is 
returned to the array. 

SUBR22 returns an L to the RPG program in position 12 of the array 
when one of the following conditions occurs: 

• The current record is the last record entered for a work session that 
ended normally when a starting record number is specified in 
positions 1 through 7. 

• The current record is the last record entered for a work session that 
ended normally when a display station identifier is specified in 
positions 8 and 9. 

• The current record is the last record entered for a work session that 
ended normally, the work session is the last work session in the 
transaction file, and A is coded in position 10. 

When SUBR22 returns an E or L to the RPG program, you can specify 
the restart option (R in position 11). If the program ignores the E or L 
parameter, the subroutine returns a normal end-of-file indication to the 
RPG program the next time the program asks the subroutine to read. 
After the subroutine returns the end-of-file indication to the RPG 
program, additional attempts to read the file also cause the subroutine 
to return an end-of-file indication. 

SUBR22 blanks out the last-record flag if a restart is specified. 

Position 13 (Error Flag) 

Entry: Blank, W, J, N, P, or D 
Blank 

No errors were found. The subroutine returned a good data record to 
the program. 

W 

This display station session ended abnormally. The last sequence set 
may be incomplete, or some inserted records may have been lost. A 
data record is returned to the program with this error flag. SUBR22 
does not read any records that were added during the work session that 
ended abnormally. 

J 

This file did not yet close normally and contains display station sessions 
that may be incomplete. However, the data being processed by the 
program comes from a completed display station session. A data record 
is returned to the program with this flag. This flag does not necessarily 



mean that an error occurred; it could mean only that another work 
station utility session is active and is using the same file. 

N 

No record was found for one of the following reasons: 

• The display station identifier coded in the parameter list is not 
allowed. 

• The parameter list does not contain a starting record number, type, 
or display station identifier parameter for a first-time or restart 
option. 

• The relative record number coded is not allowed. 

A blank record is returned with this error flag. If no record is found, 
you must code the restart option the next time the subroutine is called, 
and you must reset the no-record-found indicator. 

P 

The program tried to update a record, but no record was retrieved for 
the update. 

D 

The program tried to process a file from which records can be deleted. 
The work station utility does not allow such files. The subroutine 
cancelled the processing of this file and closed the file. 

Note: When the subroutine is accessed the first time or with a restart 
parameter coded, one of the three first-time options (starting record 
number, display station identifier, or type) must be coded in the parameter 
list. If a valid option is not coded, the subroutine returns to the program 
without reading a record. If the program accesses the subroutine twice 
consecutively with a valid option coded, the subroutine returns a normal 
end-of-file indication to the RPG program. If more than one valid option is 
coded, the subroutine processes only the first valid option found. The 
subroutine checks for the first valid option in the following order: starting 
record number, type, and display station identifier. 
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Example of SUBR22 


Figure 8-2 shows an example of an RPG program that reads a work station 
utility transaction file. 
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to Record Identifying Indicator, 
g **,orDS 1 

External Field Name 

j 


Field Location 

m 

1 

^ Control Level (L1-L9) 

S Matching Fields or 

S Chaining Fields 

2 

2 Field Record Relation 

Field 

Indicators 

71 72 73 74 

jk 


Record Identification Codes 

Line 

3 4 5 

® Form Type 

1 


3 

From 

"J 

Plus 
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Minus 

67 68 
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69 70 
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25 
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Figure 8-2 (Part 1 of 2). 
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Figure 8-2 (Part 2 of 2). Reading a Work Station Utility Transaction File 
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This program uses SUBR22 to read chains of records from a work station 
utility transaction file (WSUXAC) and to write them to a permanent disk 
file (TRANS). The person using the display station enters the identifier of 
the display station whose transactions he wishes to copy. The program 
displays error messages when a file or chain containing an error occurs, or 
when the display station identifier entered cannot be found. The program 
also displays a message after all the records in a chain have been copied. 
The program ends when a file containing an error is found, or when 
command key 7 is pressed. 

SUBR22 requires an array (in this program, an execution-time array is 
used) to contain control information to be passed back and forth between 
SUBR22 and the program with each data record. This array (CONTRL) 
contains the display station identifier, the error indications, and the 
last-record flag. 

The first READ operation reads the first record, which is blank, from the 
display. Then the program branches to the EXCPT operation, which 
displays the first prompt, WS ID. The program also turns off indicators 04, 
05, 06, 07, and 99. 

When the second READ operation occurs, one of the following two 
conditions is true: 

• The Enter key is pressed (WS ID is blank). Indicator 06 turns on 
because the input field is blank. The program then goes to RSTART. 
The EXCPT operation occurs, displaying the prompt ENTER WS ID and 
the error message WS ID BLANK. The program sets off indicators 04, 
05, 06, 07, and 99, and waits for the READ operation to occur. 

• Two characters are entered in the WS ID field. The program attempts to 
read a record from the transaction file (WSUXAC), The SUBR22 error 
flag (ERROR) is checked for the following: 

If the WSU transaction file contains an error, indicator 03 turns on. 

- If the record returned to the program is from a display station 
session that ended abnormally, indicator 04 turns on. 

- If no records exist for the display station identifier that was entered, 
indicator 05 turns on. 


After these comparisons are done, the last-record flag (LAST) is checked to 
determine whether this record is the last record in the logical chain. If it is 
the last record, indicator 07 turns on. 

If indicators 04 and 05 are not on, the record is written to the permanent 
disk file TRANS if indicator 01 is on. This is done by the EXCPT output 
named DSKOUT. 



Depending on which indicators turned on by the previous comparisons, the 
EXCPT operation causes one of the following output combinations to occur: 

• The prompt ENTER WS ID and the error message WS ID xx BAD 
CHAIN are displayed if indicator 04 is on. 

• The prompt ENTER WS ID and the error message WS ID xx NOT 
FOUND are displayed if indicator 06 is on. 

• The prompt ENTER WS ID and the message WS ID xx CHAIN COPIED 
are displayed if indicator 07 is on. 

If indicator 04, 05 or 07 is on, the program goes through logic to get a new 
identifier after writing the output. Otherwise, the program goes to LOOP 
and continues reading records from the WSU transaction file until an error 
occurs or until the last record in the chain is reached. 

The program ends in one of two ways. Either the person at the display 
station presses command key 7, which turns on indicator KG, or a bad file 
is found, which turns on indicator 03. Either condition causes the program 
to branch to END and show the end-of-job display. If indicator 03 is on, the 
error message BAD FILE is also displayed. 
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Chapter 9. Using a CONSOLE, KEYBORD, or CRT File 


The device names WOEKSTN, CONSOLE, KEYBORD, and CRT all refer to 

the same object: a display station, which consists of a display screen and a 
keyboard. However, WORKSTN, CONSOLE, KEYBORD, and CRT files 
differ in the ways that they use a display station. 

Whenever possible, use a WORKSTN file instead of a CONSOLE, 
KEYBORD, or CRT file. WORKSTN files offer much greater advantages. 

In fact, the only reason that System/36 allows the use of CONSOLE, 
KEYBORD, or CRT files is so that programs that used those files on earlier 
IBM computers can run on System/36 without being rewritten. 

As Chapter 6 explains, a WORKSTN file is a combined (both input and 
output) file. It allows you to specify which fields on the display are input 
fields, which are output fields, and which are both input and output fields. 
You can also use a WORKSTN file in a program that allows one or more 
requesters. 

By contrast, CONSOLE, KEYBORD, and CRT files can be used only in 
programs that allow only one requester. In addition: 

• A CONSOLE file can be used only as an input file, so you cannot 
display the records in a CONSOLE file. A CONSOLE file can be used 
as an input data file to provide data to a program that is running or as 
a record address file to provide key fields for processing within key-field 
limits. A program can use only one CONSOLE file. (Along with these 
disadvantages, a CONSOLE offers one advantage. It provides an easy 
way to create a simple data-entry program, because the program creates 
input prompts automatically.) 

• A KEYBORD file can be used as both an input and an output file when 
you use the KEY and SET operations. These operations allow you to 
display prompts and messages and to respond by entering one field at a 
time. 

• A CRT file can be used only as an output file to display information. 
You cannot change this information by entering data at the keyboard. 
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Using a CONSOLE File 


To use a CONSOLE file in a program, code entries in the file description 
specifications and in the input specifications. 


File Description Specifications 

Code entries in the unshaded columns of the file description specifications 
shown below: 


File Designation 


Mode of Processing j 



Length of Key Field or 
of Record Address Field 




Record Address Type | 





o 

Type of File 
Organization or 
Additional Area 

i 

1 

g 




oc 

Overflow Indicator 

C 


1 

>< 

_ 

Key Field 

Starting 

Location 



Symbolic 

Device 


Labels S/N/E/M | 

Name of 

Label Exit 

Extent Exit 
for DAM 

Storage Index 

Continuation Lines | 

K 

Option 

Entry I 

S3 

S4 SS 56 S7 58 59 



File Addition/Unordered 


Number of Tracks 
for Cylinder Overflow 


Number of Extents 


Tape 

Rewind 



Columns 7 through 14 must contain the name of the CONSOLE file. 
Column 15 must contain I to indicate that the file is an input file. 


Column 16 must contain P (primary), S (secondary), D (demand), or R 
(record address) to indicate how the program uses the file. 

Column 17 can contain E if column 16 contains P, S, or R. It must be blank 
if column 16 contains D. E in column 17 indicates that the program must 
process every record from the file before the program can end. Blank 
indicates that the program can end whether or not every record is 
processed. If this column is blank for every file, the program must process 
every record from every file before the program can end. To indicate that 
all the records for a CONSOLE file have been entered, the person at the 
display station presses command key 12. For more information about 
command keys, see Allowing Command Keys to Be Pressed later in this 
chapter. 


Column 18 can contain A or D if column 16 contains P or S. It must be 
blank if column 16 contains D or R. A indicates that the program checks 
that the records in the file are in ascending sequence. D indicates that the 
program checks that the records are in descending sequence. Blank 
indicates that the record sequence is not checked. 

Column 19 must contain F or blank to indicate that every record in the file 
has the same length. 

Columns 20 through 23 contain the length of a block of records. The block 
length must be equal to the record length, entered in columns 24 through 
27, or be blank. 
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Columns 24 through 27 contains the record length. The record length must 
be the same as the highest number coded in columns 48 through 51 on the 
input specifications (the to field location). This record length cannot be 
less than 2 or greater than 1518. If the CONSOLE file is used as a record 
address file, determine the record length by multiplying the length of the 
record address field by 2. This record length cannot be less than 2 or 
greater than 58. 

Columns 29 and 30 must be blank if column 16 contains P, S, or D. If 
column 16 contains R, columns 29 and 30 must contain the length of the key 
field of the indexed DISK file. 

Column 31 is used only for record address files. Leave the column blank if 
the key fields in the record address file are the same as the key fields in the 
indexed DISK file. Enter A for an indexed DISK file with zoned-decimal 
key fields. 

Column 39 must be blank if column 16 contains P, S, or D. If column 16 
contains R for record address file, this column must contain E. 

Columns 40 through 46 must contain CONSOLE as the device name. 

Columns 71 and 72 can contain external indicators, U1 through U8. 
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Input Specifications 


Input specifications are not required (and not allowed) for record address 
files. Therefore, if column 16 of the file description specifications contains 
R, do not code any input specifications for that file. However, if column 16 
of the file description specifications contains P, S, or D, entries are required 
in the unshaded columns of the input specifications shown below: 






























File and Record Specifications 


Columns 7 through 14 must contain the name of the CONSOLE file. The 
name must be the same as the file name on the file description 
specifications. 

Columns 14 through 16 must not contain the characters AND; however, 
columns 14 and 15 can contain the characters OR. These OR lines can be 
used to indicate a relationship between record-identifying indicators or 
record types. If columns 14 and 15 contain OR, the same number of record 
identification codes must be described on this specification line as are 
described on the preceding line. 

Columns 15 and 16 can contain any two alphabetic characters if you do not 
want the program to check the sequence of input records. Code a numeric 
entry (01 through 99) in these columns to assign a sequence number to each 
record type in the file. The maximum number of record types that you can 
use for a CONSOLE file is 10. 

Column 17 must be blank if columns 15 and 16 contain alphabetic entries. 

If columns 15 and 16 contain numeric entries, code 1 in column 17 if the 
record type can consist of only one record, or code N if the record type can 
consist of one or more records. 

Column 18 must be blank if columns 15 and 16 contain alphabetic entries. 

If columns 15 and 16 contain numeric entries, code 0 in column 18 if the 
record type is optional. 

Columns 19 and 20 must contain a record-identifying indicator (01 to 10) to 
identify which command key the person at the display station enters to 
select this record type. You cannot use the same indicator to identify more 
than one record type within the input specifications for one program. 

Column 24 must contain 1 to indicate that the record identification code is 
in position 1. 

Column 26 must contain C to indicate that the entire character is used as 
the record identification code. 

Column 27 must contain the character that is used as the record 
identification code in position 1 of the record. In an output only area of the 
display, the program automatically inserts a 1- or 2-character record 
identification code into positions 1 and 2 of each new record that is 
prompted. 

Columns 28 through 34 must be blank if a 1-character record identification 
code is used. If a 2-character record identification code is used, code these 
columns the same as columns 24 through 27, except that column 31 must 
contain 2 to indicate record position 2. 
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Columns 44 through 47 must contain the record location in which the field 
begins. 

Columns 48 through 51 must contain the record location in which the field 
ends. The maximum length for an alphameric field is 66 characters. The 
inaximum length for a numeric field is 15 digits. 

Subfields can be coded within the fields of a CONSOLE file record. The 
from and to field locations for subfields must not overlap the from and to 
field locations for another field. The program does not prompt for subfields, 
but it assigns values from the prompted field to subfields. You can use 
subfields in calculation and output specifications. 

For example, in Figure 9*1, the part number 01ROC43CP843987831 is 
entered in response to the prompt field PARTNO. LOCATN, WHSE, BIN, 
ASMTP, and NUMBER are subfields within the PARTNO field. The values 
for the subfields are taken from the PARTNO field. 

Columns 53 through 58 must contain a descriptive field name (one to six 
alphameric characters) to be used as a prompt for this data. To enter data 
into a whole array for a CONSOLE file, define the whole array as a subfield 
within a field of the CONSOLE file record, or define each element of the 
array with an index and place this entry in columns 53 through 58. 

Columns 59 and 60 can contain a control-level indicator (LI through L9) if 
this is a primary or secondary file. A control-level indicator indicates that 
a control break occurs when the contents of a field change. 

Columns 61 and 62 can contain a match-field value (Ml through M9) if this 
is a primary or secondary file. Otherwise, leave these columns blank. 




Prompted Field: PARTNO 

01ROC43CP843987831 

Subfields: 

LOCATN: lOIJ 

WHSE: I ROC I 

BIN: till 

ASMTP: |CPJ 

NUMBER: 18439878311 


Figure 9-1. Coding Subfields for a CONSOLE File 
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Creating Display Formats for CONSOLE Files 


When you use a CONSOLE file in an RPG program, RPG automatically 
calls the RPGR procedure to create display formats for the file. The RPGR 
procedure uses the input specifications to create source input to the display 
format generator (the $SFGR utility) of the system support program (SSP). 
The display format generator compiles this source input and creates a load 
module containing the display formats for the program. For a complete 
description of display formats, see the manual Creating Displays. 

To call the RPGR procedure directly, type RPGR on the command line of 
the display. Then you can press the Enter key or the Help key (in which 
case, the following display appears), or you can type RPGR and the 
parameters you want to use with the RPGR procedure and then press the 
Enter key (in which case, the following display does not appear): 


RPGR PROCEDURE Optional-* 

Runs the RPG CONSOLE file display format generator. 

Name of source program containing CONSOLE files . TEST 

Size of SSOURCE file in blocks. 1-9999 40 

Save display format source member . SAVE,NOSAVE SAVE 

Name of library containing source program . YOURLIB 

Name of library to contain format load member . 

Replace duplicate members . REPLACE,NOREPLAC REPLACE 

Output option for format listing . PRINT,NOPRINT PRINT 


Cmd3-Previous menu Cmd4-Put on job queue 


e 1983 IBM Corp. 


9-8 











Respond to each prompt by entering the appropriate information. 

Name of source program containing CONSOLE files. Enter the name of 
your RPG source program. 

Size of $SOURCE file in blocks: Enter the number of blocks (each block is 
2560 bytes) for the source file and SFGR file. If you do not specify a file 
size, 40 blocks is assumed. 

Save display format source member. Enter SAVE or NOSAVE. 

SAVE means that you want the source statements for the $SFGR utility 
to be saved in the library specified as the source input library. The 
name given to the saved source statements is the program name plus 
FM. (The program name is the name coded in columns 75 through 80 of 
the control specification.) For example, if the name of the program is 
PRNAME, the name of the display format source member and load 
module for that program is PRNAMEFM. The format name cannot be 
changed after compilation. 

NOSAVE means that you do not want the source statements for the 
$SFGR utility to be saved. 

If you do not choose an option, SAVE is assumed. 

Name of library containing source program: Enter the name of the library 
that contains the RPG source program. If you do not specify a library 
name, the current library is assumed. 

Name of library to contain format load member: Enter the name of the 
library that will contain the load module created by the $SFGR utility. If 
you do not specify a library name, the current library is assumed. 

Replace duplicate members: Enter REPLACE or NOREPLAC. 

REPLACE means that you want to replace an existing library member 
with the newly compiled library member that has the same name. 

NOREPLAC means that, if another library member has the same name, 
you want an error message to be displayed. 

If you do not choose an option, REPLACE is assumed. 

Note: If you type the parameters for the RPGR procedure on the 
command line of your display instead of using the prompts, allow for 
the GEN parameter at this point. The only possible entry for this 
parameter is GEN. If you use the prompts, ignore this parameter. This 
parameter is included only for compatibility with the RPGR procedure 
on System/34. 
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Output option for format listing: Enter PRINT or NOPRINT. 

PRINT means that you want a printed copy of the display formats 
created by the $SFGR utility and a listing of the $SFGR source 
specifications. 

NOPRINT means that you do not want a printed copy of the display 
formats created by the $SFGR utility or a listing of the $SFGR source 
specifications. 

If you do not choose an option, PRINT is assumed. 

You can press the following keys from the RPGR Procedure display: 

• Command key 4 to place the load module on the job queue 

• Command key 7 to end the RPGR procedure 

If more than one display format is created for the same program, the RPGR 
procedure adds FM to the program name to identify the entire set of display 
formats, and it adds the record-identifying indicator to the program name to 
identify each display format. Thus, if the program PRNAME contains three 
record types (identified by indicators 01, 02, and 03), the RPGR procedure 
creates the following names: 

• PRNAMEFM, the name of the entire set of display formats 

• PRNAMEOl, the name of the first display format in the set 

• PRNAME02, the name of the second display format in the set 

• PRNAME03, the name of the third display format in the set 

If OR lines are used on the input specifications to identify the same record, 
only one format is associated with the record. 



Using Displays 


Displays prompt the person at the display station to enter data. The person 
presses command key 12 to indicate end of file (that is, there is no more 
data to enter). For information about command keys, see Allowing 
Command Keys to Be Pressed later in this chapter. 


Display Formats 


The top line on the display contains control information that is used by the 
person at the display station to identify the current record and to specify 
the next record type to be prompted (see Figure 9-2). The remaining 23 
lines are used for the formatted record. The maximum number of input 
fields that can be displayed is 80. 

For each field defined, the computer reserves 14 characters to contain the 
field name and its attributes. Therefore, the maximum record length is 1518 
characters. (23 lines on the display format x 80 characters per line = 1840 
characters on the display format. 23 lines x 14 characters reserved for each 
field (line) = 322 reserved characters. 1840 total characters - 322 reserved 
characters = 1518 characters available for the record.) The format actually 
created for a record depends on the size and number of fields in the record. 
The possible formats are: 

• One column. The compiler creates a one-column display format 
whenever the number of fields prompted for is less than 24. 

• Two columns. The compiler creates a two-column display format 
whenever the number of fields is 24 through 46 (see Figure 9-3). If any 
field is longer than 26 characters, the display format is changed to allow 
these fields. 

• Three columns. The compiler creates a three-column display format 
whenever the number of fields is 47 through 69 (see Figure 9-3). If any 
field is longer than 12 characters, the display format is changed to allow 
these fields. 

• Four columns. The compiler creates a four-column display format 
whenever the number of fields is 70 through 80 (see Figure 9-3). If any 
field is longer than 6 characters, the display format is changed to allow 
these fields. 

If the format is changed so that the four-column format can not be used, 
error message RPG-1024, FORMAT FOR CONSOLE FILE DOES NOT FIT 
ON SCREEN, is displayed. This message means that you must reduce the 
number of fields in the record or change the order of the fields. Remember 
that all fields for the record must fit on one display format. 
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Record Identification Record-Identifying Record-identifying Record-Identifying 

Code for Record Indicator for Record Indicators for Other Indicators for Other 

Being Prompted Being Prompted Record Types That Can Record Types That Can 

(Coiumns 21 through (Columns 19 and 20 Be Selected before Data Be Selected after Data 

27 of the Input of the Input Is Entered Using the |$ Entered Using the 

Specifications) Specifications) Current Format Current Format 



Controi Field Name (1 to Type of Field: Field Length Control Character 

Character 6 characters) from Alphameric (A) or (Columns 44 for This Input Field, 

for Prompt, Columns 53 through Numeric (N) (Column through 51 Which Appears as a 

Which Appears 58 of the Input 52 of the Input of the Input Blank 

as a Blank Specifications Specifications) Specifications) 


Figure 9-2. Display Format Created for a CONSQLE File 


9-12 




Two-Column Format 




Figure 9-3. Display Formats Created for a CONSOLE File 
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Prompt Format 

The display format generator uses the field names on the input 
specifications to create prompts for these display formats. The prompts are 
14 positions long and have the following format: 

Position Explanation 

1 Control character for the prompt. This character appears as a 

blank. 

2-7 Field name. 

8 Blank. 

9 N for a numeric field, or A for an alphameric field. 

10-13 Length of the field. For an alphameric field, positions 10 and 

11 are blank, and positions 12 and 13 contain the length. For a 
numeric field, positions 10 and 11 contain the length of the 
field, position 12 contains a decimal point, and position 13 
contains the number of decimal positions in the field. 

14 Control character for the input field. This character appears 

as a blank. 

Changing the Display Format 

After the RPGR procedure has created the source input for the display 
format generator and the input has been cataloged in the library, you can 
change this source input, if you wish, by using the source entry utility 
(SEU) and the FORMAT procedure. For information about SEU, see the 
Source Entry Utility Guide For information about the FORMAT procedure, 
see the System Reference manual. 


Erasing the CONSOLE File Buffer 

To erase, or blank, the entire buffer for the CONSOLE file, use the SET 
operation with ERASE coded in the result field. Entries are required in the 
unshaded columns of the calculation specifications shown below: 
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Columns 18 through 27 (factor 1) must be blank. 

Columns 28 through 30 must contain the operation code SET. 

Columns 33 through 42 (factor 2) must contain the name of the CONSOLE 
file. 

Columns 43 through 47 (the result field) must contain ERASE. 

ERASE causes the RPG program to change the contents of the buffer to 
blanks just before the program reads a record at the beginning of the next 
program cycle. Because the buffer is not erased until the beginning of the 
next program cycle, the program continues to process the current record 
after the ERASE operation occurs. 

If the ERASE operation occurs because of invalid input data, you should 
insert code in your program to avoid further calculations and to return to 
the start of the program cycle. Then the person at the display station can 
enter a correct form of the record containing invalid input data and can 
reenter any records that were entered after that record. 


Using a CONSOLE File with KEYBORD and CRT Files 

When a program uses a CONSOLE file, a KEYBORD file, and a CRT file, 
and the person at the display station is entering data for the CONSOLE 
file, the following occurs when a KEY or SET operation for the KEYBORD 
file occurs: 

1. The person must finish entering data for the current record in the 
CONSOLE file. 

2. The prompt for the SET or KEY operation, or the output to the CRT 
file, is then displayed. 

3. Normal processing of the CONSOLE file continues after the SET or 
KEY operation is completed. That is, the person at the display station 
can enter data for the next records in the CONSOLE file during the 
next program cycle. 
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Using A KEYBORD File 


A KEYBORD file can be used as both an input and an output file. To use a 
KEYBORD file, you must code file description specifications. You do not 
code input or output specifications, however. Instead, you describe the data 
on the calculation specifications for the KEY operation or for the KEY and 
SET operations. 

File Description Specifications 

To create a KEYBORD file, code entries in the unshaded columns of the file 
description specifications shown below: 



Columns 7 through 14 must contain the name of the file. 

Column 15 must contain I to indicate that the file is an input file. 

Column 16 can contain P (primary) or D (demand) to indicate how the 
program uses the file. If you use a KEYBORD file as a primary input file, 
no other files can be used as primary or secondary files. In this case, you 
must provide an exit for your program by turning on the last-record 
indicator in the calculation specifications. If you use a KEYBORD file as a 
demand file, you use the KEY operation, not the READ operation, to read 
records from the file. 

Column 19 must contain F or blank to indicate that every record in the file 
has the same length. 

Columns 20 through 23, the block length, must equal the record length 
coded in columns 24 through 27 or be blank. 
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Columns 24 through 27 must contain the length of the largest field to be 
entered. This number must equal the largest field length coded in columns 
49 through 51 of the calculation specification for the KEY operation. If you 
use the KEY operation to display a message, you must also consider the 
length of the message when you code the record length for the KEYBORD 
file. The maximum length for an alphameric field is 79 characters. The 
maximum length for a numeric field is 15. If the record length coded for a 
KEYBORD file is 40 or less, a display of six lines with 40 characters per 
line is centered both vertically and horizontally. If the record length is 
more than 40, the display consists of 24 lines with 79 characters per line. 

Columns 40 through 46 must contain KEYBORD. 

Calculation SpeciHcations for a KEY Operation 

Although a KEYBORD file is an input file, you do not code input 
specifications for a KEYBORD file. Instead, you define the input data on 
the calculation specifications for a KEY operation. The KEY operation 
causes a pause in calculations. During that pause, the person at the display 
station can enter data from the keyboard. 

To use the KEY operation, code entries in the unshaded columns of the 
calculation specifications shown below: 



Columns 7 and 8 can contain a control-level indicator (Ll through L9), AN, 
OR, or blanks. Leave these columns blank if the KEY operation is not part 
of a subroutine or if it occurs only at detail time. 

Columns 9 through 17 can contain conditioning indicators, command-key 
indicators (KA through KN, KP through KY) coded in a SET or SETOF 
operation, or blanks. 

Columns 18 through 27 (factor 1) can contain the constant, literal, field 
name, or table or array element to be displayed. 

Columns 28 through 30 must contain the operation code KEY. 
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Columns 31 and 32 can contain the message identification code (01 through 
99) corresponding to the message to be displayed. For information about 
message identification codes, see Using a Message Member later in this 
chapter. The message itself is in your message member. For information 
on how to create a message member, see $MGBLD Utility Program in the 
System Reference manual. This message prompts the person at the display 
station to do a KEY operation. An entry is required in columns 31 and 32 
when columns 18 through 27 are blank. If you do not code a control 
language MEMBER statement that specifies your message member before 
you run the program, or if columns 31 and 32 contain a message 
identification code that does not correspond to a message in your message 
member, the computer displays the prompt nn-MESSAGE INDICATOR, 
where nn is the contents of columns 31 and 32. If factor 1 contains an entry 
that prompts the KEY operation, the message identification code in 
columns 31 and 32 is ignored. 

Columns 33 through 42 (factor 2) must be blank. 

Columns 43 through 48 (the result field) can contain the name of the field to 
be entered. 

Columns 49 through 51 must contain the length of the field to be entered if 
the field is not defined somewhere else. The maximum length for a numeric 
field is 16. The maximum length for an alphameric field is 40 if the record 
length is 40 or less, or 79 if the record length is more than 40, 

Column 52 must be blank for alphameric fields. For numeric fields, enter 
the number of decimal positions (0 through 9) in the field to be entered if 
that field is not defined somewhere else. 

Columns 54 through 59 can contain resulting indicators (01 through 99) to 
test the condition of a numeric field (plus, minus, or zero) or to test an 
alphameric field for blanks (columns 58 and 59). 

Figure 9-4 shows examples of KEY operations. 






Keying operations with user message member prompts. 


The following operations allow the operator to key a numeric field (FIELDA) and an alphabetic field 
(FIELDS). These fields have not been defined previously. The operations are prompted by messages 0001 
and 0002 from the user message member, respectively. 



The following operation allows the operator to key a numeric field defined previously. This field is tested 
for a plug, minus, or zero condition. The operation is prompted by user message 0030. 




m 

OB 

DO 

or 

Bl 



jlllllill 



Display keying operations with factor 1 prompts. 


The following operations cause the previously defined field (FIELDC) in factor 1 to be displayed and then 
allow the operator to key a numeric field (FIELDA). The numeric literal 40 is displayed and the operator 
is allowed to key an alphabetic field (FIELDS). FIELDA and FIELDS are not defined elsewhere. Note 
that factor 1 overrides user messages 0004 and 0005. 


.jm 


sniiTitiniiiii 


The following operation displays the alphameric literal specified In factor 1 (ALTER) on the display 
screen. The operator is then allowed to key data Into the numeric field specified In the result field defined 
elsewhere. Factor 1 overrides user message 0006. 






IhSoiSiSi 


Figure 9-4. Possible KEY Operations 
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Using a KEY Operation 


As the person at the display station types data, it is displayed in one of two 
formats: 

• If the record length is 40 or less, the display consists of six lines with 40 
characters per line. The display is centered vertically and horizontally. 

• If the record length is more than 40, the display consists of 24 lines with 
79 characters per line. The computer reserves one character per line for 
field attributes. 

When the person at the display station uses the KEY operation, the 
contents of the result field depend on the person's response. The possible 
responses are: 

• The person types the data and presses an entry key. The person can use 
any of the following as an entry key: Field Exit, Field-, Field +, or 
Enter. However, if the person enters data into a numeric field, the 
Enter key cannot be used as an entry key. If the person does not type 
data into all positions of a numeric field, the computer moves the data 
into the rightmost positions of the field and puts zeros in the unused 
positions to the left. If the person does not type data into all positions 
of an alphameric field, the computer leaves the data in the leftmost 
positions of the field and puts blanks in the unused positions to the 
right. 

• The person presses only an entry key. This action causes the computer 
to change any numeric data in the result field to zeros or any 
alphameric data to blanks. 

• The person presses the Dup key and then an entry key. This action does 
not change the data in the result field. 

Bypassing a KEY Operation 

When the KEY operation causes a pause in the calculations, the person at 
the display station can go to the next calculation without entering any data 
for the current calculation. To do this, the person simply presses an entry 
key. This action causes the data in the result field to be changed to zeros 
or blanks. After each KEY operation (regardless of whether data is 
entered), the person must press an entry key before the next operation can 
occur. 
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Using a Message Member 


You can create messages or prompts to be displayed during your RPG 
program. These messages or prompts must be in your message members (see 
$MGBLD Utility Program in the System Reference manual). The messages 
or prompts are displayed when you use a halt indicator (HI through H9) or 
a message identification code on a KEY or SET operation. You must assign 
message identification codes 0001 through 0109 to specific kinds of messages 
in the message member: 


Message 

Identification Code 

Kind of Message 

0001-0099 

Message to be displayed as coded in 
columns 31 and 32 of a KEY or SET 
operation 

0100 

Message to be displayed at the end of 
a program cycle after all halt 
indicators are processed 

0101-0109 

Message to be displayed at the end of 
a program cycle in which a halt 
indicator (HI through H9) occurs 
(0101 through 0109 correspond to HI 
through H9) 


For a message contained in a message member to be displayed, the message 
text must be in an object message member. The message member must be 
coded in the control language MEMBER USERl statement, and the RPG 
program must use a KEY or SET operation or a halt indicator. (For 
information about the control language MEMBER USERl statement, see 
MEMBER Statement in the System Reference manual.) 

For each message 0101 through 0109 (corresponding to halt indicators Hi 
through H9), you can add a second-level message containing up to 225 
characters. The second-level message must have the same message 
identification code as the first, and the second-level message member must 
be coded in the control language MEMBER USER2 statement. After halt 
indicators HI through H9 turn on, the program does all calculations and 
detail output operations for the record before processing ends and a 
message is displayed. If the halt indicators turn on during the processing of 
the last record in a file, the program does not stop processing but continues 
to completion. 
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Figure 9-5 shows how to code the calculation specifications required to 
display a message. 

The messages that are displayed as a result of the calculation specifications 
shown in Figure 9-5 depend on whether you coded a control language 
MEMBER statement before running the program. 

If the control language statements are: 

// LOAD USER 
// RUN 

then the messages are displayed from the system message member. 
01-MESSAGE INDICATOR is the message displayed as the prompt for the 
KEY operation. If the person at the display station types HALT, halt 
indicator HI turns on and the computer displays message 9101, RPG 11 
INDICATOR HI IS ON. If the person enters option 0 in response to that 
message, the computer displays message 9100, ALL HALT INDICATORS 
HAVE BEEN DISPLAYED. 

If the control language statements include a MEMBER statement: 

// LOAD USER 
// MEMBER USERl-MESGl 
// RUN 

then the displayed messages come from your message member MESGl, 
which is coded on the MEMBER statement. The prompt TYPE HALT TO 
END THE PROGRAM is the text displayed for the KEYOl operation. This 
prompt is the contents of your message 0001 in MESGl. Later, when the 
person at the display station types the literal HALT, the message 0101, 
HALT HAS BEEN ENTERED WITH A KEY OPERATION, is displayed. If 
the second message, 0100, has not been loaded into your message member, it 
cannot be displayed. Instead, the message MESSAGE NOT FOUND IN 
SPECIFIED MESSAGE MEMBER is displayed. 

Use the Source Entry Utility or the $MAINT utility to load the source 
member (MESGl for this example) into a library. The message object 
member MESGl must exist before you run the program. For information on 
creating the message source member, see the Source Entry Utility (SEU) 
Guide. For information on creating a message load member, see the System 
Reference manual. 
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Figure 9-5. Calculation Specifications Required to Display a Message 
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Calculation Specifications for a SET Operation 


The SET operation allows any or a combination of the following to occur 

for a KEYBORD file: 

• Command keys to be pressed 

• The field, literal, or array or table element coded in factor 1 to be 
displayed 

• Messages from your message member to be displayed. The message that 
is displayed is determined by the message identification code in columns 
31 and 32 of the SET operation. 

• The buffer for a CONSOLE file to be erased if ERASE is coded in the 
result field of the SET operation. 

To use the SET operation, code entries in the unshaded columns of the 

calculation specifications shown below: 



Columns 7 and 8 can contain a control-level indicator (LI through L9). 
However, leave these columns blank if the SET operation is not part of a 
subroutine or if it is to be done only at detail time. 

Columns 9 through 17 can contain a conditioning indicator. However, 
leave these columns blank if the SET operation is to be done on every 
program cycle. 

Columns 18 through 27 (factor 1) can contain the constant, literal, field 
name, or table or array element to be displayed. 

Columns 28 through 30 must contain the operation code SET. 

Columns 31 and 32 can contain the message identification code (01 through 
99) corresponding to the message to be displayed. This message must be in 
your message member. (For information about how to create a message 
member, see $MGBLD Utility Program in the System Reference manual.) 
The message prompts the person at the display station to do a SET 
operation. An entry is required in columns 31 and 32 when columns 18 
through 27 (factor 1) are blank and columns 54 through 59 contain a 
command key. However, if you code an entry in factor 1 and a message 
identification code in columns 31 and 32, the message identification codes 
are ignored. If you do not code a control language MEMBER statement 
that specifies your message member before you run the program, or if 
columns 31 and 32 contain a message identification code that does not 
correspond to a message in your message member, the prompt 
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nn-MESSAGE INDICATOR is displayed, where nn is the contents of 
columns 31 and 32. If both factor 1 and a message identification code are 
specified, the message identification code is ignored. 

Columns 33 through 42 (factor 2) must contain the name of the CONSOLE 
file if ERASE is coded in columns 43 through 48 (the result field). For all 
other SET operations, leave columns 33 through 42 blank. 

Columns 43 through 48 (the result field) must contain ERASE if the name of 
a CONSOLE file is coded in columns 33 through 42 (factor 2). For all other 
SET operations, leave columns 43 through 48 blank. 

Columns 49 through 53 must be blank. 

Columns 54 through 59 can contain one, two, or three command keys (KA 
through KN, or KP through KY) that the person at the display station can 
press when the program is at this specification line. If only one or two 
command keys are used, you can code them in any of the three sets of 
columns. When the person at the display station presses a command key 
coded in these columns, that command key indicator turns on and stays on 
until it is used again in a SET operation or until it is turned off by the 
SETOF operation. If the person at the display station presses a command 
key other than those coded in columns 54 through 59 of a SET operation, 
the program stops. Several lines can be displayed before the program stops 
for input if you stack SET operations with factor 1 or a message 
identification code and no command key entries (see Figure 9-6). The 
program does not stop until a command key is pressed or a KEY operation 
occurs. 
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stacking SET operations allows several prompt lines to appear as 
)ne prompt before input is required. 
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Figure 9-6. Using SET Operations to Display a Prompt with More Than One Line 
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Figure 9-7 is a summary of calculation specifications for SET operations 
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Figure 9-7. Summary of Calculation Specifications for SET Operations 
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Figure 9-8 shows possible combinations of uses for the SET operation. 
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Displays contents of FIELD A. FIELD A is specified in factor 1 and overrides message 0017. 
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Figure 9-8. Possible Combinations of Uses for SET Operations 
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Allowing Command Keys To Be Pressed 


The SET operation allows you to specify which command keys the person at 
the display station can press when the program is at a certain specification 
line. When the person presses a command key, the corresponding 
command-key indicator can be used to condition calculation or output 
operations that follow. Command-key indicators remain on until they are 
used again in a SET operation or until they are turned off by the SETOF 
operation. 

When the program is at a certain specification line, you can allow the 
person at the display station to press one to three command keys. For each 
command key to be pressed, the person first presses the Cmd key and then 
presses the number key at the top of the keyboard that corresponds to the 
command-key indicator. After all command-key responses are entered, the 
person presses an entry key. 


There are 24 command keys. Each one corresponds to a separate 
command-key indicator: 


Command 

Key 

Command-Key 

Indicator 

Keyboard 
Keys 
to Press 

Command 

Key 

Command-Key 

Indicator 

Keyboard 

Keys 
to Press 

1 

KA 

Cmd, 1 

13 

KM 

Cmd, Shift, | 

2 

KB 

Cmd, 2 

14 

KN 

Cmd, Shift, @ 

3 

KC 

Cmd, 3 

15 

KP 

Cmd, Shift, # 

4 

KD 

Cmd, 4 

16 

KQ 

Cmd, Shift, $ 

5 

KE 

Cmd, 5 

17 

KR 

Cmd, Shift, % 

6 

KF 

Cmd, 6 

18 

KS 

Cmd, Shift, “i 


KG 

Cmd, 7 

19 

KT 

Cmd, Shift, & 

8 

KH 

Cmd, 8 

20 

KU 

Cmd, Shift, * 

9 

KI 

Cmd, 9 

21 

KV 

Cmd, Shift, ( 

10 

KJ 

Cmd, 0 

22 

KW 

Cmd, Shift,) 

11 

KK 

Cmd, - 

23 

KX 

Cmd, Shift, _ 

12 

KL 

Cmd, = 

24 

KY 

Cmd, Shift, + 


Note: The keyboard keys may vary, depending on what type of keyboard 
you have. 
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If the person at the display station presses the wrong command key and 
does not press an entry key, the person can reset all the command keys by 
pressing the Cmd key and then pressing the character backspace (Clear) 
key while holding down the Shift key. The person can then retype the 
correct keys. If the person presses a command key that is not specified in 
the SET operation, error message RPG-9049, COMMAND KEY PRESSED 
IS NOT DEFINED, is displayed. 

If no command keys are to be pressed, the person responds to the SET 
operation by pressing only an entry key. This action turns off the command 
key indicators. Coding your program to allow this response is not 
recommended because the person at thfe display station could make this 
response accidentally. For example, the person could forget to press the 
Cmd key before pressing a number key and an entry key. This action turns 
off the command key indicator that the person actually wanted to use. 

Using the SET and KEY Operations Together 

Normally, the person at the display station must press an entry key after 
doing each KEY operation or after pressing command keys coded in a SET 
operation. However, it is possible to combine these operations so that the 
person can press command keys (coded in columns 54 through 59 of a SET 
operation), type a field (specified in a KEY operation), and press an entry 
key only once (see Figure 9-9). 

This combination is possible only if: 

• The SET operation immediately precedes the KEY operation. 

• The SET and KEY operations are conditioned by the same indicators 
(columns 7 through 17), coded in the same order. 

• The SET and KEY operations use the same message identification codes 
in columns 31 and 32. These columns can be blank in both operations if 
factor 1 is used to display messages. 

• Factor 1 for the SET and KEY operations can be the same, different, or 
missing from one operation. 
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If factor 1 is coded for both the SET and KEY operations, the contents of 
both factor I's are displayed. 

If the data field is numeric, the person must first press the specified 
command key, type the field, and then press the Field Exit, Field +, or 
Field- key. The Enter key cannot be used as an entry key for a numeric 
field. 

If the data field is alphameric, the person must perform the same sequence 
of steps if the Field Exit, Field +, or Field- is pressed. However, if the 
Enter key is used, the person can press the command key and then type the 
field, or type the field and then press the command key, before pressing the 
Enter key. 

KEY operations can occur at several points in a program. Instead of 
coding these KEY operations and related SET operations every time they 
occur, you can code them once in a subroutine. Then, call the subroutine 
each time it is needed. 




In the following operations the operator can respond to one or all three of the command keys specified in 
columns 54 through 59 and key the price field before pressing an entry function key. The operation is 
prompted by user message 0068. 



Figure 9-9. Using the SET and KEY Operations Together 
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Using a CRT File 


The CRT (cathode ray tube), or display screen, is designed to display 
messages and instructions to the person at the display station and to 
display that person's responses. You should not use it like the printer as a 
major output device because data moves on and off the screen too fast. 

To use a CRT file, you must code both file description and output 
specifications. 

File Description Specifications 

Code entries in the unshaded columns of the file description specifications 
shown below: 



Columns 7 through 14 must contain the name of the CRT file. 

Column 15 must contain 0 to indicate that the file is an output file. 

Columns 20 through 23, the block length, must equal the record length 
coded in columns 24 through 27 or be blank. 


Columns 24 through 27 must contain the length of the largest record in the 
file. The maximum length is 79. 

Columns 40 through 42 must contain CRT. 

Columns 71 and 72 can contain an external indicator (U1 through U8). 
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Output Specifications 


Because a CRT file is an output file, entries are also required on the output 
specifications. Code the unshaded columns on the output specifications 
shown below: 


Filename 

or 

Record Name 


Output Indicators 


Field Name 
or 

EXCPT Name 


*AUTO 
32 33 34 35 36 371 


End 

Position 


Output 

Record 




Commas 

Zero'Balances 
to Print 

No Sign 

CR 

- 

Yes 

Yes 

1 

A 

J 

Yes 

No 

2 

B 

K 

No 

Yes 

3 

C 

L 

No 

No 

4 

D 

M 


<• Remove 
Plus Sign 
= Date 
Field Edit 
= Zero 
Suppress 


5.9- 

User 

Defined 


5 6 7 8 


Constant or Edit Word 

10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 


45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 


71 72 73 74 



File- and Record-Identification Entries 

Columns 7 through 14 must contain the name of the file. 

Column 15 must contain H (heading), D (detail), T (total), or E (exception) 
to indicate the type of record to be written. 

Column 17 can contain a number from 0 to 3 to indicate how many lines to 
leave blank before writing the current line. 

Column 18 can contain a number from 0 to 3 to indicate how many lines to 
leave blank after writing the current line. If the CRT file has a record 
length (columns 24 through 27 of the file description specifications) of 40 or 
less, columns 17 and 18 of the output specifications cannot both contain 3. 
Data moves onto the screen from bottom to top. Therefore, if you code an 
entry in column 18 for the bottom line of a full screen, the top line moves 
off the screen. 

Columns 19 and 20 can contain 01 or blanks. An entry of 01 tells the 
computer to clear the display before writing a record. If you code an entry 
other than 01 in columns 19 and 20, the computer assumes that the entry is 
01 and erases the display. 

Columns 23 through 31 can contain output conditioning indicators. 

Columns 32 through 37 can contain an EXCPT name if column 15 contains 

E. 


Chapter 9. Using a CONSOLE, KEYBORD, or CRT File 


9»31 






















Field-Description Entries 


Columns 23 through 31 can contain indicators. 

Columns 32 through 37 can contain the names of the individual fields in the 
record. 

Column 38 can contain an edit code. 

Column 39 can contain B to indicate that the field is reset to blank or zero. 

Columns 40 through 43 can contain the end position of each field in the 
output record. 

Columns 45 through 70 can contain an edit word or literal constant. 


Displaying Data 


Data is displayed at the normal output times (total and detail) or at 
calculation time for exception output. (See Column 15 in Chapter 27, 

Output Specifications, for information on exception output.) Any 
alphameric character can be displayed. If the record length is 40 or less, up 
to 40 characters can be written across the width of the screen, and a 
maximum of six such lines can appear at one time. The display is centered 
both vertically and horizontally. If the record length is more than 40, up to 
79 characters can be written across the width of the screen, and a maximum 
of 24 lines can appear at one time. 
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Chapter 10. Using a BSC A File 


A BSCA file is one way to send and receive data between your System/36 
and another system. The letters BSCA stand for binary synchronous 
communications adapter. The adapter is part of the hardware. Batch BSC 
is part of the System Support Program (SSP). It allows you to communicate 
binary data (data represented as O's and I's) that is synchronized (the 
sending and receiving of data is controlled by timing signals). 

Compared with another way to send and receive data, called the Interactive 
Communications Feature (SSP-ICF), batch BSC has several limitations: 

• It is less efficient for interactive communications, so it is normally used 
for batch communications 

• It can be used only between systems that use BSC (see Systems That 
Use BSC in this chapter). 

• BSC does not allow a program sending data or receiving data to start 
programs on the other system. 

To avoid these limitations, you may want to use SSP-ICF. For information 
about SSP-ICF, see the manuals Interactive Communications Feature: Guide 
and Examples and Interactive Communications Feature: Reference, 


Defining a BSCA File 

Defining a BSCA file requires entries on the file description specifications 
and on the telecommunications specifications. 

In addition, the control specification must contain a blank or I in column 
37 to indicate that the program does not recognize an inquiry request. A 
BSC program must not be interrupted, because an interruption might cause 
the remote system to stop communicating. 
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File Description Specifications 


Code entries in the unshaded columns of the file description specifications 
shown below; 



Columns 7 through 14 must contain the name of the BSCA file. The same 
name must be used in columns 7 through 14 of the telecommunications 
specification. 

Column 15 must contain I or O to indicate that this file is an input (receive) 
file or an output (send) file. 

Column 16 must contain P (primary), S (secondary), T (table), or D (demand) 
if column 15 contains 1. If column 15 contains 0, column 16 must be blank. 
D (demand) is the required entry when you use the file for interspersed 
sending and receiving of data. D should also be used for any receiving 
program that does not process the BSCA files immediately. For example, if 
the BSCA file is defined as a secondary file, the communications line opens 
as soon as the program begins; as a result, your wait time might be used up 
before you are ready to process the BSCA file. However, if the BSCA file is 
defined as a demand file, the line opens when the program is ready to 
receive the first record from the BSCA file. 

Column 17 can contain E or blank if column 16 contains P, S, or T. 

Column 17 must be blank if column 16 contains D or blank. Enter E if end 
of file on the input (receive) file is to determine the end of the program. 

The BSCA file might be the only file with an E in column 17. However, if 
any other input file has an E in column 17, all BSCA input files should also 
have an E in column 17. This E is not necessary for the BSCA files; 
however, when it is not specified and the program reaches the end of 
another input file, the BSCA files close and the system on the other end of 
the communications line has no indication of what happened. When an E 
is specified for the BSCA files, all systems can end the program 
successfully. 

Column 18 can contain A, D, or blank if column 16 contains P, S, or T. 
Column 18 must be blank if column 16 contains D or blank. A indicates 
that the program checks that the records in the file are in ascending 
sequence. D indicates that the program checks that the records in the file 
are in descending sequence. Blank indicates that the program does not 
check the record sequence. 
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Column 19 must contain F or blank to indicate that all records in the file 
have the same length. 

Columns 20 through 23 must contain the block length of data processed by 
BSC. The block length must be a multiple of the record length. The 
maximum block length is 4075 positions. 

Columns 24 through 27 must contain the record length. If you leave these 
columns blank, the program uses the maximum record length, which is 4075 
positions. If you receive a record that has a length of zero, the record is 
ignored unless the other system is in 3740 mode, in which case the record is 
considered a file separator. If you receive a record that has a length 
greater than zero but shorter than the record size specified, the remainder 
of the record contains blanks. 

Column 32 can contain any number 1 through 9 or a blank. A number 
indicates that the program uses two input/output areas. A blank indicates 
that the program uses only one input/output area. 

Columns 40 through 43 must contain the device name BSCA. 

Columns 71 and 72 can contain an external indicator, U1 through U8. 
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Telecommunications Specifications 


Code entries in the unshaded columns of the telecommunications 
specifications shown below: 



Columns 7 through 14 must contain the name of the BSCA file. This must 
be the same name coded on the file description specifications for the BSCA 
file. 

Column 16 must contain P, M, S, or blank. P or blank indicates that this is 
a point-to-point nonswitched network. M indicates that this is a multipoint 
network in which the control station selects the tributary station through 
polling or addressing. System/36 cannot be the control station. (If this 
column contains M, column 17 must contain T.) S indicates that this is a 
point-to-point switched network. 

Column 16 must contain T or R. T indicates that this station transmits 
data from this BSCA file, which must be defined on the output 
specifications. R indicates that this station receives data in the BSCA file, 
which must be defined on the input specifications. The entry in column 16 
is independent of the entry in column 20. 

Column 17 must contain T or blank. T indicates that this is a tributary 
station on a multipoint network. (Column 17 must contain T if column 15 
contains M.) A blank indicates that polling is not used. System/36 cannot 
be the control station. 

Column 18 must contain A, U, E, or blank. A or U indicates that ASCII 
transmission control characters are used and that each station must 
provide file translation when it is required. E or blank indicates that 
EBCDIC transmission control characters are used. 

Column 19 must contain Y, N, or blank. Y indicates that EBCDIC 
transparency is used. That is, the data being transferred can be 
packed-decimal numeric or alphameric and can contain transmission 
control characters. If column 19 contains Y, column 18 must contain E or 
blank. N or blank in column 19 indicates that EBCDIC transparency is not 
used. That is, the data being transferred is zoned-decimal numeric or 
alphameric and does not contain transmission characters. 
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Column 20 must contain M, A, B, or blank. M indicates that the person 
using this program makes the connection by dialing the number manually. 
A indicates that the program uses autoanswer. B indicates that the 




program uses manual answer. Blank indicates that this is not a switched 
network. The entry in column 20 is independent of the entry in column 16. 

Column 32 must contain E, S, or blank. E indicates that this station's 
identification is the entry in columns 33 through 39. S indicates that this 
station's identification is at the position specified by the symbolic name in 
columns 33 through 39. Blank indicates that this station uses no 
identification. 

Columns 33 through 39 must contain this station's actual identification (if 
column 32 contains E) or the symbolic name of the location of this station's 
identification (if column 32 contains S), 

Column 40 must contain E, S, or blank. E indicates that the remote 
station's identification is the entry in columns 41 through 47. S indicates 
that the remote station's identification is at the position specified by the 
symbolic name in columns 41 through 47. Blank indicates that the remote 
station uses no identification. 

Columns 41 through 47 must contain the remote station's actual 
identification (if column 40 contains E) or the symbolic name of the 
location of the remote station's identification (if column 40 contains S). 

Column 52 must contain I or blank. I indicates that intermediate block 
checking is used. Blank indicates that intermediate block checking is not 
used. 

Columns 53 and 54 can contain a permanent-error indicator (01 through 99, 
LI through L9, LR, or HI through H9) or blanks. 

Columns 55 through 57 can contain the number of seconds (1 through 999) 
that BSC waits with no messages sent or received before a permanent error 
occurs. If you leave these columns blank, BSC waits 180 seconds before a 
permanent error occurs. 

Columns 58 and 59 can contain a record-available indicator (01 through 99, 
LI through L9, LR, or Hi through H9) or blanks. The record-available 
indicator turns on whenever a reverse interrupt is received. 

Column 60 must contain L or blank. L indicates that this BSCA file is 
processed only after all other input files are processed. Blank indicates 
that this BSCA file may not be the last input file processed. The entry in 
column 60 does not affect demand files. 

Columns 61 and 62 must contain the polling identification of this station if 
this station is part of a multipoint network and if the BSCA file is an 
output file. Otherwise, leave these columns blank. 

Columns 63 and 64 must contain the addressing identification of this station 
if this station is part of a multipoint network and if the BSCx4 file is an 
input file. Otherwise, leave these columns blank. 
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Programming Considerations 


First RPG Program Cycle 

During the first RPG program cycle, all primary and secondary input files 
are opened. That is, the program reads one record from each primary and 
secondary input file before it processes any input file. However, depending 
on your particular program, you might want to delay the first-time logic for 
your BSC A input files. You can delay the first-time logic by designating 
each BSC input file as a demand file (D in column 16 of the file description 
specifications). One or more BSC input files can also be designated as the 
last file (L in column 60 of the telecommunications specifications). If 3740 
multiple-file support is being used, all secondary input files should have the 
L in column 60. Remember that an entire BSC input file must be received 
before another BSC input file can be received or a BSC output file can be 
transmitted. 


Autocall and X.21 Support 

When the System/36 is configured with the multiline communications 
adapter and the autocall or X.21 feature, remote locations can be called 
automatically without operator intervention. Because autocall and X.21 
are not specified in an RPG program, existing programs can already use 
autocall or X.21. You specify autocall or X.21 by using the PHONE option 
on the control language COMM statement. The COMM statement is 
described in the System Reference manual. 

The phone list specified in the COMM statement can contain up to 120 
phone numbers. The list is created by the DEFINEPN procedure for 
autocall or by the DEFINX21 procedure for X.21. These procedures are 
described in the System Reference manual. 

When the first request is made to BSC during any BSC job step, the phone 
list is searched for a number to call. The search begins with the first 
number in the list. Each successive search begins with the next available 
number. If that number cannot be reached, a counter is decreased by 1 and 
the next number is called. If no number in the list can be reached, a return 
code indicating that no line connection was established is passed to the 
RPG program. A message is displayed at the system console, indicating 
each number that could not be reached. When a number is reached, a 
message is displayed at the system console, indicating the number reached, 
and communications proceed in the same way as for a manual call line. 
When the job step ends, you can use the control language IF statement to 
run the job step again and call the next number. You can also use the same 
phone list in a later step of the job. The IF statement is described in the 
System Reference manual. 

If a batch BSC job is run on an autocall line and no phone list is specified 
in the COMM statement (or if there is no COMM statement), the call mode 
defaults to the configuration record specification. The mode can be manual 
answer, manual call, or autoanswer. If the phone list is specified in the 
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COMM statement but the line is not an autocall line, or if autocall was not 
requested when the system was defined at initial program load time, then 
the line is considered to be a manual answer, manual call, or autoanswer 
line, depending on the switch type defined for the line. 

If a batch BSC job is run on an X.21 line and no phone list is specified, a 
switch type of autoanswer is assumed. If the X.21 task is not active on an 
X.21 switched line, an error message is displayed. If the phone list is 
specified but not an X.21 line, then the line is considered to be a manual 
answer, manual call, or autoanswer line, depending on the switch type 
defined for the line. 

The ability to call multiple locations within a single BSC job step is 
primarily useful when the System/36 is receiving data from those locations. 
Because any number may be called during a request, you should use a 
single-number phone list to send data to a particular location. 

If a permanent error occurs while you are receiving data, the phone number 
associated with the communications link is not reset. Because the number 
is not reset, it cannot be called again on later passes through the list. The 
recovery associated with that particular job step is your responsibility. 

You can use the RESTORE parameter on the control language COMM 
statement to determine whether the list is restored before you use it again. 
For information about the COMM statement, see the System Reference 
manual. 

Removing Strings of Embedded Blanks 

To use the communications line more efficiently and more cheaply, 
System/36 BSC allows RPG users to send and receive data with all strings 
of two or more embedded blanks removed. Removing strings of embedded 
blanks is called compressing the data. This is done by using the same 
format used by the IBM 3780 Data Communications Terminal. 

For output files, data is moved from the logical buffer to the BSC 
input/output buffer with blanks removed and compression control 
characters inserted. After each record, an intermediate record separator 
character is inserted. The receiving station automatically inserts the same 
number of blanks where they were removed. 

For input files, the procedure is reversed. The System/36 recognizes the 
intermediate record separator character, inserts the blanks removed by the 
remote station, and moves the record from the BSC input/output buffer to 
the logical buffer. 

To remove strings of embedded blanks, specify COMPRESS on the 
ALTERCOM procedure before you run the BSC program. 

Blanks cannot be inserted or removed if you use EBCDIC transparency (Y 
in column 19 of the telecommunications specifications) or intermediate 
block checking (I in column 52). 
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RemoviBg Trailing Blanks 


System/36 BSC also allows you to send and receive data with trailing 
blanks removed. Removing trailing blanks is called truncating the data. 

For output files, data is moved from the logical buffer to the BSC 
input/output buffer with all trailing blanks removed. After each record, an 
intermediate record separator character is inserted. The receiving station 
automatically inserts the same number of trailing blanks where they were 
removed. 

For input files, the data in the BSC input/output buffer is scanned until an 
intermediate record separator character is found. All data up to that 
separator character is moved to the logical buffer. The remainder of the 
logical buffer is blanked. 

To remove trailing blanks, specify TRUNCATE on the ALTERCOM 
procedure before you run the BSC program. 

Trailing blanks cannot be removed when you use intermediate block 
checking. You can specify that trailing blanks should be removed when 
you use EBCDIC transparency; however, no blanks are removed, because in 
transparency mode the record length must be equal to the block length. 

When you add or remove blanks with blocked records, the number of 
records per block varies depending on the number of blanks in each record. 

Control Breaks 


Take care when sending data during total time in any RPG program that 
both sends and receives. Because of the sequence of total and detail 
operations in the RPG program cycle, data might not be available for 
output even though it is read. 


Data Formats 


System/36 RPG support uses the following data formats for sending data; 
these formats must be used when sending data to System/36 from a 
processing unit: 

• Nontransparent, non-ITB: STX-data-ETX(ETB) 

• Nontransparent, ITB: STX-data-ITB-data-ITB-data-ETX(ETB) 

• Transparent, non-ITB: DLE-STX-data-DLE-ETX(ETB) 

• Transparent, ITB (receive files only): 
DLE-STX-data-DLE-ITB-DLE-STX-data-DLE-ITB-DLE-STX-data-DLE 
-ETX(ETB) 

Data can be fixed-length and either blocked or unblocked. 
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Errors 


If an error occurs at either station, System/36 tries the operation again up 
to seven times or up to the number of times (1 through 255) specified as the 
retry count on the ALTERCOM procedure. (See the System Reference 
manual for information on the ALTERCOM procedure.) 


RPG Diagnostics 

See the RPG II Messages manual for a discussion of RPG diagnostics. 

Configuring Your System for BSC 

Configuring means defining to the system the devices, optional features, 
and licensed programs installed on the system. When your System/36 is 
shipped to you, it is configured for BSC. 

To display the status of your communications support, use the STATUS 
COMM command. For information about the STATUS COMM command, 
see the manual Operating Your Computer, 

To change the configuration, use the ALTERCOM or the SETCOMM 
procedure. For information about the ALTERCOM and SETCOMM 
procedures, see the System Reference manual. 
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Descriptions of BSC Functions 


This section describes the functions that System/36 can perform as part of a 
data communications network. The sample RPG programs later in this 
chapter illustrate these functions. 

Receive-Only Function 

The receive-only function allows you to receive input data from another 
station. The file can be a primary, secondary, table, or demand file. The 
records can be blocked. Two input/output areas can be used for primary or 
secondary files but not for demand jfiles. 

Code a receive-only file as an input file on the file description specifications 
(I in column 15) and as a receive file on the telecommunications 
specifications (R in column 16). 

Send-Only Function 

The send-only function allows you to send BSC data to a remote location. 
Two input/output areas can be used to increase processing speed. 

Code a send-only file as an output file on the file description specifications 
(0 in column 16) and as a transmit file on the telecommunications 
specifications (T in column 16). 

Send-and-Receive Function 

To both send and receive data, use two files. Code one as an output file on 
the file description specifications and as a transmit file on the 
telecommunications specifications. Code the other as an input file on the 
file description specifications and as a receive file on the 
telecommunications specifications. 

In any BSC program that sends and receives, column 16 and columns 17 
through 47 of the telecommunications specifications must be identical for 
the two files. 

BSC programs that send and receive can be written in any of these three 
ways: 

• Send a file, then receive a file. 

• Receive a file, then send a file. 

• Send records interspersed with receive records. 
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Send a File, Then Receive a File 

The receive file must not be defined as the primary input file on the file 
description specifications. If the receive file is a secondary file, column 60 
of the telecommunications specifications must contain an L. The 
matching-fields and record-available indicators must not be specified for the 
BSC file. 

Receive a File, Then Send a File 

The receive file can be defined as a primary, secondary, table, or demand 
file on the file description specifications. Columns 58 and 59 
(record-available indicator) on the telecommunications specifications must 
be blank. 

Send Records Interspersed with Receive Records 

A program can send records interspersed with records it receives. Such a 
program sends records from one file and receives records in another; the 
two files might not be related. Unlike conversational programs, this kind of 
program might intersperse several records or several blocks of data at a 
time. 

The receive file must be defined as a demand file on the file description 
specifications. The record-available indicator must be specified on the 
telecommunications specifications, System/36 must begin by sending data, 
then suspend the transmit file to receive data from the other station (see 
Figure 10-3 for an example of this type of program). 

Once BSC begins to process the last record in the transmit file, System/36 
ignores the record-available indicator, whether or not the last record was 
actually sent. When BSC accepts the last record in the file for 
transmission, RPG completes last-record processing and begins to close the 
file. 

Therefore, if the next-to-last record or block of records intended for 
transmission prompts the other station to request to send data back to 
System/36, the request might be ignored. The request is always ignored if it 
is prompted by the final record or block of records. 

You can avoid this problem by adding to the end of the System/36 transmit 
file a special record that signals that System/36 went to end of job and 
cannot honor a request to receive, even though that request was just sent. 
Of course, the programmer of the other system must agree on the meaning 
of that special record. 
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Systems That Use BSC 

You can use BSC for data communication between your System/36 and any 
of the following IBM systems and devices: 

• Another System/36 with RPG, assembler, or SSP-ICF BSCEL 

• System/38 with BSCA using RPG III or COBOL 

• System/34 with RPG, assembler, or SSP-ICF BSCEL 

• System/32 with RPG or assembler 

• System/3 with RPG, CCP, or MLMP 

• System/7 with MSP/7 

• Operating System or Disk Operating System Basic Telecommunications 
Access Method (OS, OS/VS, DOS/VS, or DOS BTAM) 

• System/360 Model 20 Input/Output Control System for the Binary 
Synchronous Communications Adapter 

• Customer Information Control System (CICS/DOS/VS or CICS/VS) 

• Information Management System (IMS/VS) 

• 3741 Model 2 Data Station or Model 4 Programmable Work Station 

• 3747 Data Converter 

• 5231 Data Collection Controller Model 2 (as a 3741 in transmit mode 
only) 

• 3750 Switching System (World Trade only) 

• 5110 or 5120 (in 3741 mode) 

• Series 1 (in System/3 mode) 

• 5260 Point of Sale Terminal (in 3740 mode) 

• 5280 Distributed Data System (in 3740 mode) 
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Device-Dependent Considerations 


IBM 3740 Data Entry System 

RPG data communications programming supports the IBM 3741 Model 2 
Data Station, the IBM 3741 Model 4 Programmable Work Station, or the 
IBM 3747 Data Converter in communicate mode as a remote device by using 
the System/36 communications adapter. 

Restrictions 


The following restrictions apply when a System/36 communicates with a 

3740 Data Entry System: 

• A 3741 with an Expanded Communications Buffer feature (feature 
number 1680) has a maximum buffer size of 512 positions. 

• A 3747 with the Blocking/Reformatting feature (feature number 1480) 
has a maximum buffer size of 8050 positions. However, System/36 RPG 
handles only a maximum of 4075 positions. 

• The Operator Identification Card Reader Feature (feature number 5450) 
and the Expanded Communications/Multipoint Data Link Control 
Feature (feature number 1685) on the 3741 are not supported by RPG on 
System/36. 

• Through RPG, you can communicate with the 3741 or the 3747 either by 
using single-file support (one input file, one output file, or one of each) 
or by using multiple-file support (more than one input file, more than 
one output file, or more than one of each). 

• Through RPG, you can also send blocked records to, and receive 
blocked records from, a 3741 with the Expanded Communications Buffer 
feature or a 3747 with the Blocking/Reformatting feature. 

• If you send blocked records to a 3741, you must specify a record 
separator of hexadecimal IE. 

• RPG receives 3741 STATUS messages as data, and these must be 
handled by the user. Refer to the IBM 3741 Data Station Reference 
Manual (GA21'9183) for details of the possible status messages and the 
format of the data that will be received. 


Single-File Support 


If you have single-file support when you communicate with the 3741, a 
maximum of two BSC files are allowed (one input and one output) per RPG 
program. If you use two BSC files, you must process the input file 
completely before you process the output file. 

When you communicate with the 3747 Data Converter, only one BSC file is 
allowed (either input or output). 
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Multiple-File Support 


Through RPG, you can use the multiple-file support of System/36 to 
communicate with the 3740 Data Entry System. To specify multiple-file 
support, specify MULTFILE on the ALTERCOM procedure before you run 
the RPG program (see the System Reference manual for information about 
the ALTERCOM procedure). 

When you communicate with the 3741 or with 3741 emulators, multiple files 
can be received, sent, or received and then sent. All input files from the 
3740 must be received before System/36 can begin sending files to the 3740. 
When you communicate with the 3747, multiple files can be either received 
or sent. When you communicate with the 5110 or 5120, multiple files can be 
received, sent, received and then sent, or sent and then received. 


Blocked Records 


Blocked records can be received from, or sent to, a 3741 with the Expanded 
Communications Buffer feature for either single or multiple files. If you 
specify COMPRESS or TRUNCATE on the ALTERCOM procedure but do 
not specify a record separator on that procedure, the record separator of 
hex IE is used. 

You can send blocked records to a 3747 with the Blocking/Reformatting 
feature by using either of the following: 

• The ALTERCOM procedure, as explained in the preceding paragraph 
for the 3741 

• Columns 20 through 23 of the file description specifications, which can 
contain a multiple of the record length 

RPG input files can be primary, secondary, or demand files. However, the 
3740 files must be processed one file at a time to the end of the file and in 
the order that the 3740 sends them. 

Secondary files are processed in the order listed on the file description 
specifications in the source program. 

Demand files are processed in the order determined by the logic of your 
calculation specifications. 

Output files must be processed one file at a time. That is, all records for 
one file must be sent before the first record for the next file is sent. Wh^ 
you communicate with a 3741, if multiple files are received and then 
multiple files are sent in the same program, all input files must be processed 
before any output files are processed. 
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RPG SpeciHcations 


Use of the 3740 affects RPG file descriptions, telecommunications, and 
output specifications. Only the entries unique to 3740 are described here. 

File Description Specifications 

Columns 20-23 (Block Length): Maximum block length is 128 positions 
without the Expanded Communications Buffer feature on the 3741 or with 
the Blocking/Reformatting feature on the 3747. 

If blocked records are to be sent to a 3741 with the Expanded 
Communications Buffer feature, the block length can be any multiple of the 
record length not exceeding 512 positions. 

If blocked records are received from a 3741 with the Expanded 
Communications Buffer feature, the block length must be N times the 
record length, where N is the result (disregarding the remainder) of 
dividing 512 by the record length plus one. For example, if the record 
length is 128: 

• Record length plus one = 129 

• 512 divided by 129 = 3 with a remainder of 125 

• N = 3 

• Block length = 3 times 128 = 384 

When you communicate with a 3747 with the Blocking/Reformatting 
feature, the block length depends on the use of the data at the 3747 and on 
the amount of storage available (feature number 7690, 7691, or 7692). 
Blocking on the 3747 can be identical to that on the 3741 with the 
Expanded Communications Buffer feature through the use of C3 control 
records. Blocking can also be handled in a manner that is similar to RPG 
blocking through use of the C3 control records. For an explanation of the 
C3 control records format, see the IBM 3747 Data Converter Reference 
Manual and Operator's Guide. 

Columns 24-27 (Record Length): Maximum record length is 128 positions 
when communicating with a 3741. The 3747 maximum record length 
depends on the use of the data at the 3747 and on whether the 
Blocking/Reformatting feature is installed. 
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TelecommunicatioBS Specificatioiis 


The 3740 files require some restrictions to the telecommunications 
specificationSo Only the columns affected are listed here: 

Column 15 (Multipoint network): M must not be specified. 

Column 17 (Tributary system on a multipoint network) T must not be 
specified. 

Column 52 (ITB): I must not be specified. 

Columns 61 through 74: Must be blank. 


Output Specifications 


Columns 17-22: Must be blank. 

IBM 3750 (World Trade Only) 

When a System/36 is connected to an IBM 3750 Switching System, the RPG 
data communications program must allow message exchanges between the 
two systems. The RPG program can be written for message exchanges 
related to the following 3750 functions: 

• Recording calls 

• Monitoring contact under control of the data processing system 

• Inquiry to the data processing system with a recorded answer 

• Reahtime data collection to the data processing system 

• Transfer of recorded data to the data processing system 

Communications between the System/36 and the 3750 are binary 
synchronous, point-to-point operations in transparent mode. Only EBCDIC 
can be used. The System/36 operates as a send and receive station. 

When you receive the end-of-transmission character and the next step in 
your program is to receive more data, do another read operation to the 
same BSC input file. 
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Sample Programs 


The following three sample programs are provided as examples of the 
va:^ious types of RPG BSC programs: 

• The first example is a send-only program. 

• The second is a System/36-tO“3740 program. 

• The third is a send-interspersed-with-read program. 


Send Only 


Figure 10-1 shows a program that reads a DISK file and then sends it. The 
week's data has been sorted by name of salesman. The amount of each sale 
is written on the disk, and the total sales for each salesman is transmitted 
to the branch office. After all disk records containing sales information are 
read, the total of all sales is sent to the branch office. 
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RPG File Description Specifications 

Column Description 

744 WKLYSMRY is a BSC file. 

15 Since WKLYSMRY is to be transmitted, it is an output file. 

19 BSC files always have a fixed-length format. 

20-27 Records are blocked. 

32 Dual I/O areas are used. 

^^-46 BSC A is the device name. 
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File Description Specifications 


For the valid entries for a system, refer to the RPG reference manual for that system. 
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Figure 10-1 (Part 1 of 3). Send-Only Program. 
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RPG Telecommunications Specifications 

Column Description 

7-14 WKLYSMRY is the BSC file for this program. 

15-17 This station is part of a switched network (S), and is transmitting (T). Polling is not used, 
so column 17 is blank, 

18-19 EBCDIC (E) and the transparency feature (Y) are both used. 

20 Automatic answer (A) is used by this called station. 

32-47 Explicit station identification sequences are given for each station. Station IDs help 
ensure data security on the switched network. 

53-54 The permanent-error indicator used is 25. 

55-57 The data communications line is kept open for 70 seconds when no messages are being 

sent or received. After 70 seconds elapse, a permanent error condition results if the line is 
still not being used. 
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Figure 10-1 (Part 2 of 3). Send-Only Program. 
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RPG Calculation Specifications 

If a permanent error occurs, LR is set on to enter end-of-job processing. 

RPG Output Specifications 

Lines 01-04: If a permanent error occurs, a message printed at total time identifies the record being 
processed when the permanent error occurred. However, because of record blocking and the use of 
dual I/O areas, not all the records preceding the record identified were transmitted. 

Lines 05-10: When on, the permanent-error indicator prevents the program from transmitting totals. 
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Figure 10-1 (Part 3 of 3). Send-Only Program. 
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System/36 to 3740 


Figure 10-2 shows a program that receives two files from an IBM 3740, then 
sends two files to the 3740. The first file from the 3740 forms the input file 
BSl; the second file forms BS2. The data received as input to BSl and BS2 
is written by System/36 to the output file PRINTER. Then the System/36 
reads the disk file FILEA. Records that start with a 1 are sent to the 3741 
in file BS3. Records that start with a 2 are sent to the 3741 in file BS4. (All 
records with a 1 must precede any record that begins with a 2.) The job 
ends when the last record from the disk has been read. 

Note: The ALTERCOM procedure must be run with MULTFILE specified. 
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Figure 10-2 (Part 2 of 3). 
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Send Interspersed with Receive 


Figure 10-3 shows a program that reads a disk file, STUDENT, containing 
information about a student test, then sends that information in a BSCA 
file, GRADES, to a remote station. While the System/36 is sending data, 
the other station might interrupt to send back data in a file called 
RESULTS. When this occurs, the RPG program turns on record-available 
indicator 04, reads the input file RESULTS, and prints it as the output file 
PRINTER. Then System/36 continues sending file GRADES, 


10-24 



RPG File Description Specifications 

Column Description 


7-14 RESULTS and GRADES are BSC files. 

15 RESULTS receives data; therefore, it is an input file. GRADES is transmitted and is an 
output file. 

16 To receive data intermittently, a BSC file must be a demand file. 

17 End of file on RESULTS does not determine end-of-job time. 

19 BSC files always have a fixed-length format. 

20-27 Neither BSC file is blocked. 

40-46 BSCA is the device for BSC files. 
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Figure 10-3 (Part 1 of 5). Send-Interspersed-with-Receive Program. 
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RPG Telecommunications Specifications 

Column Description 


7-14 RESULTS and GRADES are the BSC files for this program. 

15 This station is part of a switched network (S). 

16 RESULTS is an input file and receives data (R). GRADES is an output file and is 
transmitted (T). 

17 Polling is not used, so column 17 is blank. 

18-19 EBCDIC (E) and the transparency feature (Y) are both used. 

10 Automatic answer is used by this station. 

32-47 Explicit station identification sequences are given. Station IDs help ensure data security 
on the switched network. 

53-54 The permanent-error indicator used is 44. 

55-57 The data communications line is kept open for 70 seconds when no messages are being 

sent or received. After 70 seconds elapse, a permanent error condition results if the line 
still is not being used. 

58-59 The record available indicator is 04; it is set on when the other system sends an RVI 

(reverse interrupt). This indicates it is ready to send a record to be received by RESULTS. 
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RPG Input Specifications 

Lines 07-09: RESULTS receives records from the remote station. These records contain a student 
number and the student's score. Student scores are calculated by the remote station from the data 
transmitted from GRADES. 
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Figure 10-3 (Part 3 of 5). Send-Interspersed-with-Receive Program. 
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RPG Calculation Specifications 

The calculation sequence obtains the scores computed by the remote station from GRADES and 
makes them available for exception output to PRINT. 

Lines 01-06: Loop 1 is performed during detail time; that is, before end of file is reached on 
STUDENTS. When the remote station causes the record available indicator (04) to be set on, the 
READ operation accepts a record from the remote station and places it in RESULTS. Indicator 10 is 
set on and indicator 04 is set off when READ encounters an end-of>file condition. Until indicator 04 
is set off and indicator 10 is set on, records are placed in RESULTS and are available for exception 
output to PRINT. Loop 1 can be entered or reentered anytime 04 is set on, except after end of file is 
reached on STUDENTS (indicator 10 is set ofQ. Therefore, after one group of records is read by the 
receiving station, the receiving station must set off the end-of-file indicator (10) so that the next 
group of records can be read. 

Lines 07-12: Loop 2 is performed during total time; that is, after end of file is reached on STUDENTS 
and the LR indicator is set on. Loop 2 processes records for results in the same way as loop 1 with 
one difference: Loop 2 always compares the student number received by RESULTS (STDNT) to the 
last student number transmitted (STUDID). Loop 2 continues until these numbers are equal. This 
ensures that the results for all student records transmitted are received. 

If a permanent error occurs during a transmit or receive operation, LR and 10 are set on to enter 
end-of-job processing. Indicator 09 is then set off to exit from the total-time loop. 
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Figure 10-3 (Part 4 of 5). Send-Interspersed-with-Receive Program. 


10-28 


































RPG Output Specifications 

Lines 01-06: GRADES is transmitted to the remote stations. 


Lines 07-08: permanent error causes an error message to be printed. 
Lines 09-13: Records received by RESULTS are printed. 
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Chapter 11. Using Primary and Secondary Files 


Using the RPG program cycle, an RPG program can process more than one 
input, update, or combined file. How then can the program tell which file 
to process a record from at any given time? One way is to read one record 
from every file, compare the contents of a particular field in each of those 
records, and select a record based on the results of that comparison. The 
fields that are compared are called match fields. Records that contain 
match fields are called matching records. 


No Match Fields 

If match fields are not used in a program that has more than one input file, 
the program processes records from one file at a time. After the program 
processes all the records from one file, it processes all the records from the 
next file. Files are processed in this order: 

1. Primary file, if specified 

2. Secondary files in the order in which they are coded in the file 
description specifications 


Match Fields 


When match fields are used, the program selects the records for processing 
based on the contents of the match fields. 

When the match field in the primary file record is the same as the match 
field in one or more of the secondary file records, the matching-record 
indicator turns on. Your program can use this indicator to control 
calculation or output operations for the matching records. 

If some files contain match fields and other files do not, the program 
processes all the files without match fields before it processes any files with 
match fields. The files without match fields are processed in this order: 

1. Primary file, if specified 

2. Secondary files in the order in which they are coded in the file 
description specifications 
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If some records in a file use match fields and other records do not, the 
records without match fields are processed immediately after the record 
they follow. 


Coding Matching Records 

To process matching records, entries are required on both the file 
description specifications and the input specifications. 


File Description Specifications 

For matching records, the following entries are required on the file 
description specifications. For information about columns not mentioned 
here, see Chapter 5 for DISK files. Chapter 8 for SPECIAL files, or Chapter 
9 for CONSOLE files. 



Column 15 must contain I, U, or C to indicate that the file is an input, 
update, or combined file. 

Column 16 must contain P or S to indicate that the file is a primary or 
secondary file. 

Column 17 must contain E or blank. E indicates that the program must 
process all records from the file before the program can end. Blank 
indicates that the program can end before it processes all records from the 
file. However, if column 17 is blank for all files, the program must process 
all records from every file before it can end. 

Column 18 must contain A, D, or blank. A indicates that the program 
checks that the records in the file are in ascending sequence. D indicates 
that the program checks that the records are in descending sequence. 
Sequence checking is required for all files that use match fields. If column 
18 is left blank and match fields are used, ascending sequence is assumed. 
Column 18 must contain the same entry for all files that specify matching 
fields on the input specifications. 

Columns 40 through 46 must contain DISK, CONSOLE, or SPECIAL. 


11-2 


























Input Specifications 


For matching records, the following entries are required on the input 
specifications. For information about columns not mentioned here, see 
Chapter 25, Input Specifications. 



Columns 61 and 62 must contain any value from Ml through M9 to indicate 
that the field named in columns 53 through 58 is a match field. 

Rules for Coding Match Fields 

You can use one field, many fields, or an entire record to match records. 

You can use as many as nine match fields by coding a different value, Ml 
through M9, for each match field. 

Ml through M9 are not indicators. They identify the match fields, and they 
cause the matching-record indicator (MR) to turn on. 

Not all files used by the program must have match fields. Not all record 
types within one file must have match fields either. However, at least one 
record type from two files must have match fields in order for the files to 
match. 

The same number of match fields must be coded for all record types that are 
used in matching. The same matching record values must also be used for 
all types. 

Whenever more than one match-field value is used, all match fields must 
match before the matching-record indicator (MR) turns on. For example, if 
you use match-field values Ml, M2, and M3, all three fields from one record 
must match all three fields from the other record. A match on only the Ml 
and M2 fields does not turn on the matching-record indicator (MR). 

If you use more than one match field for a record type, all the fields are 
combined and treated as one continuous match field (see Figure 11-1). The 
fields are combined according to descending sequence (M9 to Ml) of 
match-field values. 
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Three record types are used in matching records. All record types have match fields specified, and 
all use the same values (Ml, M2, M3) to indicate which fields must match. The MR indicator turns 
on only if all three match fields in either of the record types from the MASTER file are the same as 
all three fields from the record in the WEEKLY file. 

The three match fields in each record type are combined and treated as one match field organized as 
follows: 

DIVSON DEPT EMPLNO 

M3 M2 Ml 

The order in which the fields are specified by the input specifications 
does not affect the organization of the match fields in the computer. 

Figure 11-1. Using Several Fields as One Combined Match Field 
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Match fields cannot be split. That is, the same match-field value cannot be 
used twice for one type of record. 

All match fields that have the same match-field value (Ml through M9) 
must be the same length. If the match field contains packed data, the 
zoned-decimal length, which is (2 x the packed-decimal length) - 1, is used as 
the length of the match field. 

Record positions of different match fields can overlap, but the total length 
of all fields must not be more than 144 characters. 

All match fields that have the same match-field value (Ml through M9) 
must be the same type (alphameric or numeric). If any of the match fields is 
described as numeric, all match fields that have the same match-field value 
are considered numeric. 

When numeric fields having decimal positions are matched, they are treated 
as if they had no decimal position. For example, 3.46 is considered equal to 
346. 

Only the digit portions of numeric match fields are compared. Even if a 
field is negative, it is considered to be positive because the sign of the 
numeric field is ignored. Thus, a -5 matches a + 5. 

The match field value must be valid alphameric or numeric characters. 
Other values may cause unpredictable results. 

A field coded as binary (B in column 43) cannot have a match-field value. 
However, a field coded as packed (P in column 43) can have a match-field 
value. 

Field names are ignored in match field operations. Therefore, fields from 
different record types that have the same match-field value can have the 
same name. 

If the program uses an alternative collating sequence, alphameric fields are 
matched according to the alternative sequence. 

Additional rules apply to match fields when entries are coded in columns 63 
and 64 of the input specifications (see Columns 63-64 in Chapter 25, Input 
Specifications). 
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Processing Matching Records 


Figure 11-2 is a flowchart for the processing of matching records. 



D The program checks whether there is 
more than one input file. 

B If there is more than one input file, 
the program reads one record from 
each file and moves the records to a 
hold area: The program compares 
the contents of the match fields in 
these records to determine which 
record to process next. Records that 
are not processed stay in the hold 
area, where they are compared again 
during the next program cycle. 
During the next program cycle, the 
program reads a record from the file 
containing the record that was 
processed during the previous 
program cycle. 

B The program checks whether the 
match fields are in sequence. 


D If the match fields are not in 
sequence, the program stops. 

B If the match fields are in sequence, 
the program processes the record 
selected. 


Figure 11-2. Flowchart for Processing Matching Records 
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When the match field from one record is the same as the match field from 
another record, the matching-record indicator (MR) turns on. Your 
program can use this indicator to control the calculation or output 
operations you want to do for matching records. For example, when the 
matching-record indicator (MR) turns on, you can enter data from primary 
records into their matching secondary records because the program 
processes the primary record before the matching secondary record. 
However, you can enter data from the first record of a secondary file to 
matching primary records only when you use look-ahead fields (see 
Look-Ahead under Columns 19-20 in Chapter 25, Input Specifications). 

When a record from the primary file matches a record from the secondary 
file, the program processes all the matching records from the primary file 
first. Then it processes all the matching records from the secondary file. 
The record-identifying indicator that identifies the record type just selected 
is on when the record is processed. Programs often use record-identifying 
indicators to control the type of processing. 

When records in files that are in ascending order do not match, the 
program first processes the record whose match field contains the lowest 
value. When records in files that are in descending order do not match, the 
program first processes the record whose match field contains the highest 
value. 

If a record type does not use a match field, the program processes it 
immediately after the record is read. The matching-record indicator is off. 
If this record type is first in the file, it is processed first even if it is not in 
the primary file. 

The program checks that the contents of match fields are in the correct 
sequence. If the contents are not in sequence, error message RPG-9032, 
FILE CONTAINS A RECORD NOT IN SEQUENCE, is displayed. If you 
respond by choosing option 1, the program does not process the record that 
is out of sequence. When the program starts again, it reads the next record 
from the same file. Therefore, all match fields must be in ascending order, 
or all must be in descending order (see Column 18 (Sequence) in Chapter 21, 
File Description Specifications). 

Figure 11-3 shows how to code the file description and input specifications 
for a program that uses match fields in three DISK files. Figures 11-4 and 
11-5 show how the program coded in Figure 11-3 selects records from the 
three files. 
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Figure 11-3. Coding for Match Fields in Three DISK Files 
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Primary File 
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First Secondary File 



The records from the three DISK files are selected in the order indicated by the circled numbers. 


Figure 11-4. Selecting Matching Records from Three DISK Files 
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Cycle 


File Processed 
PRIMARY 


In dicators On Reason for Record Selection 
02 No match field specified 


2. 

PRIMARY 

02 

No match field specified 

3. 

FIRST SEC 

04 

No match field specified 

4. 

SEC SEC 

05 

Second secondary low 

No primary match 

5. 

PRIMARY 

01,MR 

Primary matches first 
secondary 

6. 

PRIMARY 

01,MR 

Primary matches first 
secondary 

7. 

FIRST SEC 

03,MR 

First secondary matches 
primary 

8. 

FIRST SEC 

03 

First secondary low 

No primary match 

9. 

FIRST SEC 

03 

First secondary low 

No primary match 

10. 

SEC SEC 

05 

Second secondary low 

No primary match 

11. 

PRIMARY 

01 

Primary low 

No secondary match 

12. 

PRIMARY 

01,MR 

Primary matches second 
secondary 

13. 

PRIMARY 

02 

No match field specified 

14. 

SEC SEC 

05,MR 

Second secondary matches 
primary 

15. 

SEC SEC 

05,MR 

Second secondary matches 
primary 

16. 

SEC SEC 

06 

No match field specified 

17. 

PRIMARY 

01,MR 

Primary matches both 
secondary files 

18. 

FIRST SEC 

03,MR 

First secondary matches 
primary 
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Cycle 

File Processed 

Indicators On 

Reason for Record Selection 

19. 

FIRST SEC 

04 

No match field specified 

20. 

SEC SEC 

05,MR 

Second secondary matches 
primary 

21. 

FIRST SEC 

03 

First secondary low 

No primary match 

22. 

PRIMARY 

01,MR 

Primary matches both 
secondary files 

23. 

FIRST SEC 

03,MR 

First secondary matches 
primary 

24. 

FIRST SEC 

03,MR 

First secondary matches 
primary 

26. 

SEC SEC 

05,MR 

Second secondary matches 
primary 

26. 

SEC SEC 

05,MR 

Second secondary matches 
primary 
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The first record from each file is 
read. The P and S records have no 
match field, so they are processed 
before the T record that has a 
match field. Because the P record 
comes from the primary file. It is 
selected for processing first. 



The next P record is read. It 
contains no match field and 
comes from the primary file, 
so the new P record is also 
selected for processing before 
the S record. 


T10 


Step 

3 



The next P record read has a 
match field. The S record has 
no match field, so it is selected 
for processing. 






The next S record is read. All 





three records have match fields. 

\ Because the value in the match 

1 field of the T record is lower 

J than the value In the other two, 

^ the T record is selected for 

Step 

4 

P20 


S20 


T 10 









processing. 



The next T record is read. The 
matching P and S records both have 
the low match field value, so they 
are processed before the T record. 
Because the matching P record 
comes from the primary file, it is 
selected for processing first. 



The next P record is read. Because 
it contains the same match field 
and comes from the primary file, 
the new P record is selected Instead 
of the S record. 


T30 


Figure 11-5 (Part 1 of 2). Selecting Matching Records from Three DISK Files 
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The next P record is read. The 
value of the match field in the S 
record is the lowest of the three, 
so the S record is selected for 
processing. 


The next S record is read. Becai 
the S and T records match and h 
the lowest match field, they are 
selected before the P record. 
Because the S record comes fron 
the first secondary file, it is selec 
for processing before the T recoi 


The next S record is read. Becai 
it also has the same match field < 
the S record just selected, it too 
selected before the T record. 




The next S record is read. 
The T record contains the 
lowest match field value, and 
is selected for processing. 


Figure 11-5 (Part 2 of 2). Selecting Matching Records from Three DISK Files 
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Chapter 12. Using Indicators 


The RPG program cycle is built around indicators. To you, an indicator is 
a 2-character entry on a specification form; the indicator turns on or off as 
the result of an operation, or it conditions when or if an operation occurs. 
To RPG, an indicator is an internal switch; the program uses the indicator 
to determine when or if an operation occurs in the program and what to do 
when the operation occurs. 

Indicators are defined either by an entry on the specifications or by the 
RPG program itself. The columns on the specifications form in which you 
define an indicator determine how the indicator is used. An indicator that 
has been defined can then be used to condition calculation and/or output 
operations. 

Figure 12-1 lists all the 2-character entries that can be used for each type of 
indicator. 
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Defined on RPG 

Specifications 



H1-H9 




OA-OG 

OV 

U1-U8 

KA-KN 

KP-KY 

LO 

Overflow indicator 







X 




Record-identifying indicator^ 

X 


X 

X 

X 






Control-level indicator 




X 

X 





X 

Field indicator 

X 


X 








Resulting indicator 

X 


X 

X 

x^ 


X 

QHI 



Defined by RPG Program 

External indicator 








X 



Internal indicator 


X 



X 






Used to Represent a Condition 

File-conditioning indicator 








x-* 



Field-record-relation indicator^ 

X 


X 

X 

x® 



RjH 



Level-zero indicator 











Command-key indicator 









X 


Halt indicator 



X 








Conditioning indicators on 
calculation specifications 

■ 




X 

X 

X 

■ 

X 

■ 

Conditioning indicators on 
output specifications 

X 

x« 

X 

X 

X 



X 

X 

■ 

^Not allowed on look-ahead fields. 

^Not allowed for SETOF operation. 

^Allowed for SET, KEY, and SETOF operations only. 

^Not allowed for table input files. 

^When field named is not a match field or a control field. 

^Only for detail or heading lines. 

^Cannot condition an exception line, but can condition fields within the exception record. 


Figure 12-1. 


Entries for Each Type of Indicator 
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INDICATORS DEFINED ON RPG SPECIFICATIONS 


You define the following indicators on the RPG specifications: 

• Overflow indicator defined in columns 33 and 34 of the file description 
specifications 

• Record-identifying indicator defined in columns 19 and 20 of the input 
specifications. 

• Control-level indicator defined in columns 59 and 60 of the input 
specifications. 

• Field indicator defined in columns 65 through 70 of the input 
specifications. 

• Resulting indicator defined in columns 54 through 59 of the calculation 
specifications. 

You must define these indicators in the specifications before you can use 

them on other specifications to condition operations in the program. 
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Overflow Indicators 


An overflow indicator is defined by an entry in columns 33 and 34 of the file 
description specifications. The purpose of an overflow indicator is to signal 
when the end of a printed page has been passed. The indicator is assigned 
to the PRINTER file and turns on when the overflow line on the page is 
passed. This could occur at exception, detail, or total output time. You use 
the overflow indicator to condition those lines that you want to print at the 
end of one page or at the beginning of another. 

Figure 12-2 shows the RPG program cycle related to overflow indicators. 


Start 



Perform detail output. If 
overflow occurs, turn on 
overflow indicator. If 
fetch overflow is 
specified, perform fetch 
overflow. 

Perform detail calcula 
tions. Turn calculation 
resulting indicators on 
or off. If exception output 
is done, turn on overflow 
indicator when overflow occurs. 

^ If fetch overflow is specified, perform 
fetch overflow. 


Perform total output. If 
overflow occurs, turn on 
the overflow indicator. 

If fetch overflow is speci¬ 
fied, perform fetch over¬ 
flow. 


Is overflow indicator on? 
If so, perform output 
operations conditioned 
by overflow indicator. 


Move data into processing 
area. Turn field indicators 
on or off. 


Figure 12-2. RPG Program Cycle for Overflow Indicators 
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The 2-character entries allowed as overflow indicators are: 


OA through OG 
OV 

On the file description specifications: 

• Columns 33 and 34 define an overflow indicator for each PRINTER file. 
If no overflow indicator is defined, the RPG program automatically 
handles overflow. 

On the calculation specifications: 

• Columns 9 through 17 can contain the overflow indicator defined in 
columns 33 and 34 of the file description specifications to condition 
calculations to be performed when overflow occurs. 

• Columns 54 through 59 can contain the overflow indicator defined in 
columns 33 and 34 of the file description specifications to be set on or 
off as the result of calculations. 

On the output specifications: 

• Columns 23 through 31 must contain the overflow indicator defined in 
columns 33 and 34 of the file description specifications to condition all 
lines that are to be written to the associated printer when overflow 
occurs. 

For more information on using overflow indicators, see Handling Overflow 

in Chapter 7, Using a PRINTER File. 
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Record-Identifying Indicators 


You assign a record-identifying indicator to each type of record in the input 
file. You can also use a record-identifying indicator to associate a field 
with a particular record type by using the record-identifying indicator as a 
field-record-relation indicator. You do not have to assign the 
record-identifying indicators in any order. If certain operations in 
calculations and output are to be done for one record type only, you can 
condition those operations by the appropriate record-identifying indicator. 
By this method you can tell the RPG program what operations to do when 
it processes a specific record type. When several record types are specified 
in an OR relationship, all fields that do not have a field-record-relation 
indicator in columns 63 and 64 of the input specifications are associated 
with all record types in the OR relationship. 

After the program selects the next record to process, it turns on the 
record-identifying indicator that you assigned to that record type. You can 
use this indicator to condition total and detail operations. This indicator is 
turned off by RPG before input occurs at input time of the RPG cycle. 

Note: If you use a READ, READE, READP, or CHAIN operation in your 
program, input occurs during calculation time and your record-identifying 
indicators are not turned off before the READ, READE, READP, or CHAIN 
operation. 

Figure 12-3 shows specific steps in the RPG program cycle related to 
record-identifying indicators. 

The 2-character entries allowed as record-identifying indicators are: 

01 through 99 
HI through H9 
LI through L9 
LR 

On the input specifications. 

• Columns 19 and 20 define the record-identifying indicator. These 
columns should contain a different record-identifying indicator for each 
record type in a file. 

• A record-identifying indicator must be assigned to the first input record 
in a WORKSTN file if this record is blank. The first input record is 
blank unless: 

— A read under format is performed. 

~ PDATA-YES is specified in the procedure that called the program 
(see the explanation of the $MAINT utility program in the System 
Reference manual or the explanation of end of job in the Source 
Entry Utility (SEU) Guide, 

“ Output to the WORKSTN file was performed first. 
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Note: When you use a control-level indicator (LI through L9) as a 
record-identifying indicator and it turns on to indicate the type of record 
read, only that one control-level indicator turns on. All lower control-level 
indicators that you used remain unchanged. 


Start 


I 



Figure 12-3. RPG Program Cycle for Record-Identifying Indicators 
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AND Relationship 


Each line on the input specifications can contain up to three identifying 
characters (columns 27, 34, and 41). If the identification code you are using 
consists of more than three characters, an AND line must be used to 
describe the additional characters. To specify an AND line, write AND in 
columns 14 through 16. 

You can use any number of AND lines to describe the record-identifying 
code for a record sequence. If AND lines and OR lines are combined, the 
total number of OR lines for one record sequence cannot be more than 20 
and any number of AND lines can be used. The record must contain all the 
characters specified as its record identification code before the 
record-identifying indicator turns on. You cannot use a record-identifying 
indicator in the AND line of an AND relationship. AND lines are not 
allowed on CONSOLE files used for interactive data entry. 


OR Relationship 


If a particular record type can be identified by two different codes, you must 
use OR lines to specify that either of the codes can be present to identify 
the record. You can use up to 20 OR lines for each record sequence. If OR 
lines and AND lines are combined, the total number of OR lines for one 
record sequence cannot be more than 20 and any number of AND lines can 
be used. To specify an OR line, write the word OR in columns 14 and 15. 

You can use the OR relationship to assign the same record-identifying 
indicator to two or more different record types if the same operation is to be 
done on all record types. You can also use record-identifying indicators on 
OR lines or every record type in the OR relationship that requires special 
processing. 

When several record types are used in an OR relationship, all fields that do 
not have a field-record-relation indicator are associated with all record 
types in the OR relationship. 
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^le of Using Record-Identifying Indicators 


You can use record-identifying indicators in a billing program. Suppose 
that you keep a monthly file that contains records of purchases and 
payments made by each customer. In addition, the file contains a balance 
forward record for each customer. Figure 12-4 shows the three input record 
types used and the output records required. 



Balance 

Forward 

Record 



Figure 12-4. Input and Output for a Billing Program 
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The three record types are defined on the input specifications. Each type 
has a different record-identifying indicator. The record-identifying 
indicators are then used to show which operations are to be done for each 
record type. Figure 12-5 shows the input, calculation, and output 
specifications for the program. Use these specifications to help you follow, 
step by step, the operations done in the program cycles shown in Figure 
12 - 6 . 


RPG INPUT SPECIFICATIONS 


asrsTs International Busir 

Program 

ess Machines Corporation 

Programmer 



Card Electro Number 


Program f 
Identification I 


6X21 9094 UM/050* 
Printed in U.S.A. 

75 76 77 78 79 80 



Figure 12-5. Specifications Using Record-Identifying Indicators for a Billing Program 
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Figure 12-6 (Part 1 of 3). RPG Program Cycle for Record-Identifying Indicators 


Chapter 12. Using Indicators 12-11 








Figure 12-6 (Part 2 of 3). RPG Program Cycle for Record-Identifying Indicators 
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Control-Level Indicators 

A control-level indicator tells the program when calculation or output 
operations are to be done. You can assign a control-level indicator to any 
field; this field is then known as a control field. The program checlks the 
field for a change in information. When the information changes, a control 
break occurs. All records that have the same information in the control 
field are known as a control group. 

Whenever the program reads a record containing a control field, it 
compares the data in the control field with data in the same control field 
from the previous record. When a control break occurs, the control-level 
indicator turns on. Operations conditioned by the control-level indicator 
are then performed. 

There are nine control levels (level 1 through level 9). Each control level 
has a corresponding control-level indicator (LI through L9). When a 
control-level indicator turns on, all control-level indicators with a lower 
number also turn on. For example, if indicator L3 turns on, indicators L2 
and LI automatically turn on. However, when a control-level indicator 
used as a record-identifying indicator turns on to indicate the type of record 
read, or when the SETON operation turns on a control-level indicator, only 
that one control-level indicator turns on. In that case, all lower 
control-level indicators remain unchanged. 

The 2-character entries allowed as control-level indicators are: 

LO 

LI through L9 
LR 

On the input specifications: 

• Columns 59 and 60 define the control-level indicator used to condition 
input fields so that the program can check for any change in the 
information in this field. LI through L9 are the only control-level 
indicators allowed here. 

On the calculation specifications: 

« Columns 7 and 8 must contain LO, LR, or the control-level indicator 
defined in columns 59 and 60 of the input specifications to specify a 
calculation operation to be done when the appropriate control break 
occurs at total calculation time. 

• Columns 9 through 17 can contain LO, LR, or the control-level indicator 
defined in columns 59 and 60 of the input specifications to control the 
conditions under which a detail calculation operation is done on the 
record that caused the control break. 

On the output specifications: V 
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• Columns 23 through 31 can contain LO, LR, or the control-level 
indicator defined in columns 59 and 60 of the input specifications to tell 
the program the conditions under which a total record or field is to be 
written. Also, the control-level indicator can condition detail output 
operations to be done on the record that caused the control break. 

Assigning Control-Level Indicators 

The following points apply to control-level indicators: 

• If the same control-level indicator is used in more than one record type 
or in more than one file, the control fields associated with that 
control-level indicator must be the same length and same type 
(alphabetic or numeric). 

• In the same record type, record positions in control fields assigned 
different control-level indicators can overlap (see Figure 12-7). 

However, the total number of positions assigned as control fields must 
not be greater than 144. 

• Field names are ignored in control-level operations. Therefore, fields 
from different record types that have been assigned the same 
control-level indicator can have the same name. 

• Control levels need not be assigned in any order. For example, you can 
use indicator L2 before LI. You can also leave gaps in the control 
levels you assign. 

• When numeric control fields with decimal positions are compared to 
determine whether a control break has occurred, they are always 
treated as if they have no decimal positions. For instance, 3.46 is 
considered equal to 346. 

• If a field is specified as numeric, only the digit portion determines 
whether a control break has occurred. This means that a field is always 
considered to be positive. For instance, -5 is considered equal to +5. 

• All control fields given the same control-level indicator are considered 
numeric if any one of those control fields is described as numeric (that 
is, if column 52 of the calculation specifications has an entry). 

Therefore, when numeric control fields are compared to determine 
whether the information has changed, only the digit portion of each 
character is compared. 

• Control fields are initialized to hexadecimal zeros. 
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Figure 12-7. Overlapping Control Fields in a Disk Record 

• A control break can occur after the first record containing a control 
field is read. The control fields in this record are compared with an 
area in storage that contains hexadecimal zeros. Because the fields 
being compared are not from two different records, total calculations 
and total output operations are bypassed for this cycle. A control break 
does occur then, but it is not considered to be a true control break. 

• If different record types in a file do not have the same number of 
control fields, unwanted control breaks can occur. See Figure 12-8 for 
an example of how to avoid unwanted control breaks. 

• A control field cannot be specified as having a binary format (B in 
column 43 of the input specifications). However, it can be specified as 
having a packed-decimal format (P in column 43 of the input 
specifications), 

• A control field can be related to a particular record type in an OR 
relationship with a field-record-relation indicator. If the control field 
does not have a field-record-relation indicator, the control field is used 
with all record types in the OR relationship. 
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4 16 
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B 

(L2) 

(LI) 
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Salesman 

Item Number 

Amount 

■ 

1 

Number 

2 3 

4 6 

7 9 

1 


Salesman Record 


Item Record 


Different record types normally contain the same number of control fields. However, some 
applications require a different number of control fields in some records. 

The salesman records contain only the L2 control field. The item records contain both LI and L2 
control fields. With normal RPG coding, an unwanted control break is created by the first item 
record following the salesman record. This is recognized by an LI control break immediately 
following the salesman record and results in an asterisk being printed on the line below the salesman 
record. 




Output Showing Unwanted Control-Level Break Corrected Output 


Figure 12-8 (Part 1 of 3). Unwanted Control Breaks 
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This coding prevents the unwanted control break. Line 01 of the calculation specifications sets on 
indicator 11 when the salesman record is read. When the next item record causes an LI control 
break, no total output is printed because indicator 11 is on (line 07 of output specifications). Detail 
calculations are then processed for the item record, and line 02 of the calculation specifications sets 
indicator 11 off. This allows the normal LI control break to occur. 

Figure 12-8 (Part 2 of 3). Unwanted Control Breaks 
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Figure 12-8 (Part 3 of 3). Unwanted Control Breaks 
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Split Control Fields 


If a control field is made up of more than one field of a record, it is known 
as a split control field. A split control field is created when the same 
indicator is assigned to two or more fields (connected or unconnected) on 
the same record type. 

All fields in one record that have the same control-level indicators are 
combined by the program in the order specified by the input specifications 
and are treated as one control field (see Figure 12-9). 

The following rules apply to split control fields: 

• For one control-level indicator, a field can be split in some record types 
and not in others if the field names are different. However, the length 
of the field, whether split or not, must be the same in all record types. 

• The length of the portions of a split control field can vary for different 
record types if the field names are different. However, the total length 
of the portions must always be the same. 

• No other specifications can come between lines that describe split 
control fields. 

• If one section of a split control field is numeric, the whole field is 
considered numeric. 

• A numeric split control field can have more than 16 characters if no 
portion of the split field has more than 15 characters and if the sum of 
all control fields is not more than 144 characters. 

• A split control field cannot be made up of a packed-decimal field and a 
zoned-decimal field. Both portions of the control field must be packed 
decimal, or both must be zoned decimal. 



Figure 12-9. Split Control Fields 































Field Indicators 


Field indicators are used to test a field on an input record for a plus, minus, 
zero, or blank value. You can use the appropriate field indicator to 
condition operations that are done only when a numeric field is plus, 
minus, or zero, or when an alphameric field is blank. 

Note: A numeric field that is all blanks turns on an indicator used for all 
zeros. However, an alphameric field that is all zeros does not turn on an 
indicator used for all blanks. You cannot specify indicators in columns 65 
through 68 for an alphameric field. 

Field indicators turn on or off after data from the record to be processed 
moves into the processing area. Figure 12 10 shows the RPG program cycle 
related to field indicators. 
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record. 



Figure 12-10. RPG Program Cycle for Field Indicators 


For each program cycle, field indicators are set to reflect the result of the 
test on a field. If the condition tested for exists, they turn on; if the 
condition does not exist, they turn off. After the program tests the result of 
a field, a field indicator stays on or off until the program uses the same 
indicator as a resulting indicator. 

When the indicator is on, any detail and total operations conditioned by the 
field indicator can be done before the program resets the indicator by 
testing a field. However, at total time the field indicator has the setting 
established in the previous cycle. 

The following considerations apply to field indicators: 

• A numeric input field can be assigned two or three field indicators. 
However, only the indicator that signals the result of the test on that 
field turns on; the others remain off. 

• If the same field indicator is assigned to fields in different record types, 
its status is always based on the last record type selected. 

• When different field indicators are assigned to fields in different record 
types, a field indicator turned on remains on until another record of 
that type is read. Similarly, a field indicator assigned to more than one 
field within a single record type always reflects the status of the last 
field defined. 

Field indicators assigned in columns 65 through 70 can also be set on or set 
off by SETON or SETOF operations in the calculation specifications. 

The 2-character entries allowed as field indicators are: 

01 through 99 

HI through H9 

Use the 2-character entries 01 through 99 to test whether a numeric field is 
plus, minus, zero, or blank. Use the 2-character entries HI through H9 to 
check for an error condition in your data. 

On the input specifications: 

• Columns 65 and 66 define a field indicator to check for a plus condition. 
The indicator turns on if the numeric field is greater than zero. 

• Columns 67 and 68 define a field indicator to check for a minus 
condition. The indicator turns on if the numeric field is less than zero. 

• Columns 69 and 70 define a field indicator to check for zeros or blanks. 
The indicator turns on if the numeric field is all zeros or if an 
alphameric field is all blanks. 

On the output specifications: 

• Columns 23 through 31 can contain a 2-character entry HI through H9 
to prevent data that causes an error from being used. 


Chapter 12. Using Indicators 12-23 



Resulting Indicators 


Resulting indicators signal something about the result of a calculation 
operation. You can use a resulting indicator to condition any operation 
that depends on the result of the calculation. 

You can use a resulting indicator in columns 54 through 59 on the 
calculation specifications to reflect the result of an operation, or to indicate 
an end-of-file condition, a no-record-found condition, or an exception/error 
condition. The indicator specified turns on only if the result field satisfies 
the condition being tested for. If the condition tested for is not met, the 
indicator is turned off. This indicator can then be used to condition 
following calculations or output operations (see Figure 12-11). If you use 
the same indicator to test the result of more than one operation, the last 
operation performed determines the setting of the indicator. 

In Figure 1241, indicators 10 and 20 in columns 54 through 57 are used to 
test for the different conditions in a subtract operation. These indicators 
are used to condition the calculations that must be done for a payroll job. 
Indicator 10 turns on if the hours worked (HRSWKD) are greater than 40 
and is then used to condition all operations necessary to calculate overtime 
pay. Indicator 20 turns on if HRSWKD is less than 40. Indicator 20 is also 
used to condition other operations. In line 03, if indicator 20 is not on (the 
employee worked 40 or more hours), regular pay is calculated based on a 
40-hour week. In line 06, if indicator 20 is on (employee worked less than 40 
hours), pay is calculated based on less than a 40-hour week. 

The 2-character entries allowed as resulting indicators are; 

01 through 99 

HI through H9 

KA through KN, and KP through KY 
LI through L9 
LR 

OA through OG, and OV 
U1 through U8 
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Figure 12-11. Conditioning Operation (Resulting Indicators) 

On the calculation specifications: 

• Columns 54 through 59 define the resulting indicator to be turned on or 
off by the SETON or SETOF operation codes. The headings (high, low, 
and equal) for columns 54 through 59 have no meaning for SETON or 
SETOF operations. 

• Columns 54 and 55 (plus or high) must define a resulting indicator when 
testing: 

— Whether the result field in an arithmetic operation is positive 
— Whether factor 1 is higher than factor 2 in a compare (COMP) 
operation 

— Whether factor 2 is higher than factor 1 in an array or table 
LOKUP operation 

— Whether a CHAIN operation is not successful 

- Whether each bit named in factor 2 is off for a TESTB operation 
— Whether the character tested in a TESTZ operation is one of the 

following: &, A through I 

— Whether the numeric field entered in a KEY operation is positive 

- Whether the system operator has requested shutdown on a SHTDN 
operation 

• Columns 56 and 57 (minus or low) must define a resulting indicator 
when testing: 

— Whether the result field in an arithmetic operation is negative 

- Whether factor 1 is lower than factor 2 in a compare (COMP) 
operation 

- Whether factor 2 is lower than factor 1 in a table or array LOKUP 
operation 

- Whether the bits named in factor 2 are of mixed status (some bits 
on, some bits off) for a TESTB operation 

— Whether the character tested in a TESTZ operation is one of the 
following: - (minus), J through R 

“ Whether the numeric field entered in a KEY operation is negative 
— Whether the ACQ, REL, NEXT, READ, or POST operation to a 
WORKSTN file is not successful 
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• Columns 58 and 59 (zero or equal) must define a resulting indicator 
when testing: 

- Whether the result field in an arithmetic operation is zero 
~ Whether factor 1 is equal to factor 2 in a compare (COMP) 

operation 

— Whether factor 2 is equal to factor 1 in a table or array LOKUP 
operation 

- Whether the program reached the end of a file that is read by a 
READ operation, the end of an equal key for a READE operation, 
or the beginning of file condition for a READP operation. 

Whether each bit named in factor 2 is on for a TESTB operation 

” Whether the character tested in a TESTZ operation is any character 
other than &, A through I, - (minus), or J through R 

- Whether the numeric field entered in a KEY operation is zero or an 
alphameric field is blank 



Indicators Not Defined on the RPG Specifications 


You do not need to define all the indicators in your program to condition 
operations. External indicators (U1-U8) are defined by a control language 
statement or by a previous RPG program. The internal indicators first-page 
(IP) and last-record (LR) are defined for you by the RPG program cycle 
itself. The matching-record indicator (MR) is defined for you if you use Ml 
through M9 in columns 61 and 62 of the input specifications. 


External Indicators 

External indicators are usually set prior to processing by the control 
language SWITCH statement or by a previous RPG program. External 
indicators are automatically read into the program when the program 
begins running and are passed to other programs at the end of the job. 
Their setting can be changed during processing, allowing the program to 
change the status of these indicators. However, if an external indicator 
conditions a file, that indicator must be set on before the program is loaded 
in order to use the file in the program. 

Use external indicators to: 

• Determine whether a file is to be used for a program 

• Condition calculation operations 

• Condition output operations 

• Indicate the relation of a field to a record 

• Provide communication between programs 

Note: You can also use SUBR20 to read and write external indicators. For 
more information, see Chapter 6, Using a WORKSTN File. 
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The 2-character entries allowed as external indicators are: 


U1 through U8 

On the nie description specifications: 

• Columns 71 and 72 can contain an external indicator to condition a file. 
A file conditioned by an external indicator is used only when the 
indicator is on. When the indicator is off, the file is treated as though 
the program reached the end of the file; that is, no records can be read 
from or written to the file. 

On the input specifications: 

• Columns 63 and 64 can contain an external indicator to tell the program 
to accept and use data from a particular field only when the external 
indicator is on. 

On the calculation specifications: 

• Columns 9 through 17 can contain external indicators to condition 
which operations should be done for a specific job. If a file is 
conditioned by an external indicator, any calculations that are to be 
performed only on that file should be conditioned by the same external 
indicator. 

On the output specifications: 

• Columns 23 through 31 can contain an external indicator to condition 
certain output records on external conditions. 

If you want to pass information to other programs, you can use external 

indicators as resulting indicators. 



Internal Indicators 


First-Page Indicator 

In the first program cycle, the first-page indicator is on during the 
beginning of the cycle. Any records conditioned by the first-page indicator 
are printed before the first record is read. 

The purpose of the first-page indicator is to condition records that are to be 
printed on the first page of a report. These records are usually headings 
used to identify information found on the page, but they can also be detail 
lines. 

The first-page indicator is an internal indicator that is defined by the RPG 
program cycle itself. It turns on only for the beginning of the first cycle. It 
turns off before a record is read and is never used again during the program 
(see Figure 12-12). 
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Notice in Figure 12-12 that the program does first-page output and other 
heading and detail output first. This happens in every RPG program. The 
program writes first-page output and any other heading or detail output for 
which specified conditions are met before the first record is read. After the 
first cycle, however, it is easier to think of reading a record as the first step 
in the cycle. 

The only 2-character entry allowed as a first-page indicator is: 

IP 

On the output specifications: 

• Columns 23 through 31 can contain a first-page indicator to condition 
lines that are to be printed on only the first page. 

You can use the first-page indicator only in columns 23 through 31 of 
heading or detail output lines, not with total or exception output lines. 

You can use the first-page indicator in an OR relationship with an overflow 
indicator to allow printing on every page (see Figure 12-13). You cannot 
use the first-page indicator in an AND relationship with control-level 
indicators, to condition output for a WORKSTN file, or to condition 
calculation operations. 



The first-page (IP) indicator is used when headings are to be printed on the first page only. 



The first-page (IP) indicator and an overflow indicator can be used to print headings on every page. 

Figure 12-13. First-Page Indicator 
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Last-Record Indicator 


You use the last-record indicator to condition all operations done at the end 
of your program. These operations usually include calculating totals for all 
records or writing summary information. When the last-record indicator 
turns on, the control-level indicators Ll through L9 also turn on. Thus, all 
total operations conditioned by Ll through L9 and LR are performed. See 
Figure 12-14 for the specific steps that occur at the end of a job. 

The RPG program cycle sets on the last-record indicator when end of file 
occurs for a primary file. End of file occurs for a primary DISK file when 
you read past the last record in the file. End of file occurs for a primary 
WORKSTN file when: 

• All display stations are released (by an R in column 16 of the output 
specifications or by the REL operation code) if the program is not a 
never-ending program. 

• All display stations are released and the operator entered the STOP 
SYSTEM command if the program is a never-ending program. 

You must set on the last-record indicator if: 

• The program contains no primary file. 

• KEYBORD is specified as the device for a primary input file. 

If you use any of the LO through L9 indicators in an OR relationship with a 
last-record (LR) indicator, the specified operation is done twice when LR is 
on. One operation is done at total time and the other during last-record 
(LR) processing. 

Once the LR indicator has been set on, it must not be set off. 
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The only 2-character entry allowed as a last-record indicator is: 

LR 

On the input specifications: 

• Columns 19 and 20 can contain LR as a record-identifying indicator. 

On the calculation specifications: 

• Columns 7 and 8 must contain LR for all operations to be done at the 
end of the job. When the last-record indicator turns on at the end of 
the job, the other control-level indicators you specified also turn on. 

• Columns 9 through 17 can contain LR to condition operations when the 
last-record indicator turns on during calculations. 

• Columns 54 through 59 can contain LR except for the SETOF operation. 
When the last-record indicator turns on in calculations, the other 
control-level indicators you specified do not turn on until the beginning 
of the next cycle. 

On the output specifications: 

• Columns 23 through 31 can contain LR to condition output after all 
records are processed. 



Matching-Record Indicator 


Use the matching-record indicator only when you are processing primary 
and secondary files. Its purpose is to indicate when fields or records from 
different files match. The matching-record indicator is set on or off only 
after total operations are performed. Thus, at detail time, it always signals 
the matching status of the record just selected for processing; at total time, 
it reflects the matching status of the previous record. 

In processing primary and secondary files, you must specify match fields to 
compare records from two or more input or update files to determine which 
record is to be selected for processing. You can use one field, many fields, 
or an entire record to match records. Whenever the contents of the match 
field from the primary file record are the same as the contents of the match 
field from a secondary file record, the matching-record (MR) indicator turns 
on. The matching-record indicator can then be used to condition those 
operations that are to be done only when records match. 

Note: All match fields that have no field-record-relation indicator should 
be described before those that do. 

For more information on processing primary and secondary files, see 
Chapter 11. 

Figure 12-15 shows the general steps in the RPG program cycle for 
programs that use more than one input file. 
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I 


Turn off 
control-level, 
record-identi¬ 
fying, and halt 
indicators. 


Read a 
record. 


Halt if halt 
indicator is on. 

Perform detail 
output. 

Perform detail cal¬ 
culations. Turn 
resulting indicators 
in calculations 
on or off. 

Move data into 
processing area. 
Turn field indica¬ 
tors on or off. 




Are end-of-file 
conditions met? 

Are primary and 
secondary files being 
used? If so, determine 
the next record to 
process. 

Turn on record- 
identifying indica¬ 
tors. 

Change in control field? 
If yes, turn on control- 
level indicators. 


Logic used to select 
the record to process 
when primary and 
secondary files are 
used. 


Turn matching-record 
indicator on or off. 


Perform total 
output. 


Perform total 
calculations. Turn 
resulting indicators 
in calculations on or 
off. 


Figure 12-15. BPG Program Cycle for Matching Records 
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The only 2“Character entry allowed as a matching-record indicator is: 

MR 

On the input specifications: 

• Columns 61 and 62 must contain the matching-record indicator to tell 
the program to accept and use data from a particular field when fields 
or records from different files match. 

On the calculation specifications: 

• Columns 9 through 17 must contain the matching-record indicator to 
condition an operation that is to be done only when matching records 
are found. 

On the output specifications: 

• Columns 23 through 31 must contain the matching-record indicator to 
tell the program to write a line or field when matching records are 
found. 
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CONDITIONING INDICATORS 

The following indicators are not set on or off when used as conditioning 
indicators. You can change the status (on or off) only by defining the 
indicator to represent a certain condition. 

Conditioning indicators cannot be used on the END operation of the CAS 
group or the IF group. 


Fila-Conditioning Indicators 

The purpose of the file-conditioning indicator is to condition a file so that 
the program uses that file only when the file-conditioning indicator is on. 
When the file-conditioning indicator is off at the beginning of the program, 
the file is treated as though the end of the file is reached; in other words, 
no records can be read from or written to the file. 

The 2-character entries allowed as file-conditioning indicators are: 

U1 through U8 

On the file description specifications: 

• Columns 71 and 72 can contain a file-conditioning indicator to 
determine whether a file is to be used for a job. 
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Field-Record-Relation Indicators 


Field-record-relation indicators are used to associate fields with a particular 
record type when that record type is one of several in an OR relationship. 
The field described on the specification line is available for input only if the 
indicator specified in the field record relation entry is on or if the entry is 
blank. If the entry is blank, the field is common to all record types defined 
by the OR relationship. 

An indicator that was previously defined in the program can also be used as 
a field-record-relation indicator. Control fields (specified by a control-level 
indicator in columns 59 and 60 on the input specifications) and match fields 
(specified by a match value in columns 61 and 62 on the input 
specifications) can also be related to a particular record type in an OR 
relationship by a field-record-relation indicator. Control fields or match 
fields in the OR relationship that do not have a field-record-relation 
indicator are used with all record types in the OR relationship. 

When two control fields have the same control-level indicator or two match 
fields have the same match value, a field-record-relation indicator can be 
assigned to just one of the control fields or match fields. In this case, the 
field with the field-record-relation indicator is used only when that 
indicator is on. If none of the field-record-relation indicators are on for 
that control field or match field, the field without a field-record-relation 
indicator is used. Control fields and match fields can only use the 
2-character entries 01 through 99 or HI through H9 in columns 63 and 64. 

The 2-character entries allowed as field-record-relation indicators are: 

01 through 99 

HI through H9 

MR 

LI through L9 
U1 through U8 
On the input specifications: 

• Columns 63 and 64 can contain a field-record-relation indicator to 
associate fields with a particular record type when that record type is 
one of several in an OR relationship. 
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Assigning Field-Record-Relation Indicators 


When assigning field-record-relation indicators in the input specifications, 

consider the following: 

• All fields, including match or control fields, that have no 
field-record-relation indicator should be described before those that do. 

• All fields having the same field-record“relation indicator should be 
defined on consecutive specification lines for more efficient use of 
storage. These fields can, however, be entered in any order. 

• Ail portions of a split control field must be assigned the same 
field-record-relation indicator and must be defined on consecutive 
specification lines (see Figure 12-16). For more information on split 
control fields, see Split Control Fields earlier in this chapter. 

• When the field-record-relation indicator is used with control or match 
fields, the field-record-relation indicator must match a 
record-identifying indicator for this file, and the match or control fields 
must be grouped according to the field-record-relation indicator. The 
field-record-relation indicator for control or match fields can only be 01 
through 99 or HI through H9. 

• When any match value (Ml through M9) is specified for a field without 
a field-record-relation indicator, all match values used must be specified 
once without a fieid-record-relation indicator. If all match fields are not 
common to all records, a dummy match field should be used (see Figure 
12-17). 
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FLD2B 


FLD1B FLD2A 
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Record Identification Code = 1 


FLD1A FLDA 


FLDC FLD3B FLD2B FLD3C FLD1B FLD2A 


FLDB FLD3A 


I I I I I I I I III I II 
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Record Identification Code = 2 


FLD3D 

FLDIaI FLDA f LD3E 


FLD2B 


FLD1B FLD2A 
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Record Identification Code = 3 


The record identified by a 1 in position 95 has two split 
control fields: 


The third record type, identified by a 3 in position 95, 
also has three split control fields: 


FLDIAand FLDIB 
FLD2Aand FLD2B 

The record with a 2 in position 95 has three split control 
fields: 

FLDIAand FLDIB 
FLD2A and FLD2B 
FLD3A, FLD3B, and FLD3C 


FLDIAand FLDIB 
FLD2A and FLD2B 
FLD3D and FLD3E 

All portions of the split control field must be assigned tl 
same control-level indicator, and all must have the same 
field-record-relation entry. 
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Three different record types are found in the input file. All three contain a 
match field in positions 1 through 10. Two of them have a second match 
field. Because Ml is found on all record types, it can be specified without 
an entry in columns 63 and 64. If one match value (Ml through M9) is 
specified without field-record-relation entries, all match values must be 
specified once without field-record-relation entries. Because the value Ml 
is specified without field-record relationship, an M2 value must also be 
specified once without field-record relationship. The M2 field is not on all 
record types; thus a dummy M2 field must be specified next. The dummy . 
field can be given any unique name, but its specified length must be equal 
to the length of the true M2 field. The M2 field is then related to the 
record types on which it is found by field-record-relation entries (lines 06 
and 07). 


Ml 

EMPNO 


1 23456789 10 11 12 13 14 15 16 17 18 192021 22 23 24 25 26 27 28 29 30 


Record-Identifying Indicator 01 


Ml M2 
EMPNO DEPT 

.V" s 

I I i 

1 23456789 10 11 12 13 14 15 1617 181920 21 22 23 24 25 26 27 28 29 30 

Record-Identifying Indicator 02 


Ml M2 

EMPNO DEPT 

I " I I " I 

1 23 456 789 10 11 12 13 14 15 1617 18 192021 22 23 24 25 26 27 28 29 30 

Record-Identifying Indicator 03 



Record Name w 



2 

I Iffflill 


External Field Name 


Record Identification Codes 



Position 1^121 SI 


21 22 23 24|25 26 27 | 



DQIQIIIIIIKTlll^^llini?^lill 

QDIQIIIIIIIIIIIIIIIIIIIIIIII! 

DBIQ 



From I To 


S 2^1 

,o RPG ^ 2 

I Field Name I 21 | 

Data Structure "S i* .1 I 

Length I I I il I 

48 49 60 51 62 53 54 55 56 57 58 59 60 61 62 63 64 65 6 ( 
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Figure 12-17. Dummy Match Fields 
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Level-Zero Indicator 

The level-zero indicator is always on and cannot be set off with the SETOF 
operation code. You need never assign this indicator, but you can use it to 
condition operations, especially when no control fields have been assigned. 
When a control break occurs, all operations conditioned by control-level 
indicators (including the level-zero indicator) are done before those that are 
not conditioned. If no control field is assigned, but total calculations are to 
be done and total output records are to be written, use the level-zero 
indicator (LO) to condition those operations (see Figure 12-18). 

The only 2-character entry allowed as a level-zero indicator is: 

LO 

On the calculation specifications: 

• Columns 7 and 8 can contain the level-zero indicator to specify that the 
total calculation be done every time. 

On the output specifications: 

• Columns 23 through 31 can contain the level-zero indicator to define 
total output to be done every cycle. 

The program (Figure 12-18) shows how total operations can be performed 
even though there is no control field (no LI through L9 indicators). 

The program requires: 

• A list of items sold in each district 

• A total of all sales for each district 

• A grand total of all sales in all districts 

The input records have ITEM and COST fields and a one-position record 
identification field. The records are grouped in ascending sequence by 
district. That is, the district 1 records as a group are followed by a blank 
record, the district 2 records as a group are followed by a blank record, and 
the district 3 records as a group are followed by a blank record. 

No field can serve as a control field because the district number is not on 
the records. Instead of a control field, the blank record is used to signal a 
new district. When the blank record is read, indicator 02 turns on. The 
blank record tells the program that total calculations and total output 
operations must be done. However, no total operations can be performed 
unless they are conditioned by some kind of control-level indicator. 

Even though LO is on all the time, it must be used in columns 7 and 8 
because some type of control-level indicator must be assigned to all total 
operations. 
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District 1 Blank District 2 

Records Record Records 


Blank 

Record 


District 3 
Records 



Blank 

Record 


District 4 
Records 




Figure 12-18 (Part 1 of 2). Use of the Level-Zero (LO) Indicator 
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Format of the 
Printed Report 


J102 

4.50 

J202 

3.75 

K450 

2.98 

B231 

9.08 


20.31 * 

G10H 

92.79 

G10K 

98.89 

A126 

4.29 


195.97* 


216.28** 


Figure 12-18 (Part 2 of 2). Use of the Level-Zero (LO) Indicator 
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Command-Key Indicators 


There are 24 command keys. Each one corresponds to a separate 
command-key indicator: 


Command 

Key 

Command-Key 

Indicator 

Keyboard Keys 
To Press 

Command 

Key 

Command-Key 

Indicator 

Keyboard Keys 

To Press 

1 

KA 

Cmd, 1 

13 

KM 

Cmd, Shift, | 

2 

KB 

Cmd, 2 

14 

KN 

Cmd, Shift, @ 

3 

KC 

Cmd, 3 

15 

KP 

Cmd, Shift, # 

4 

KD 

Cmd, 4 

16 

KQ 

Cmd, Shift, $ 

5 

KE 

Cmd, 5 

17 

KR 

Cmd, Shift, % 

6 

KF 

Cmd, 6 

18 

KS 

Cmd, Shift, “i 

7 

KG 

Cmd, 7 

19 

KT 

Cmd, Shift, & 

8 

KH 

Cmd, 8 

20 

KU 

Cmd, Shift, ♦ 

9 

KI 

Cmd, 9 

21 

KV 

Cmd, Shift, ( 

10 

KJ 

Cmd, 0 

22 

KW 

Cmd, Shift,) 

11 

KK 

Cmd, - 

23 

KX 

Cmd, Shift, _ 

12 

KL 

Cmd, = 

24 

KY 

Cmd, Shift, + 


Note: The keyboard keys may vary, depending on what type of keyboard 
you have. 


The purpose of command-key indicators is: 

• To condition calculation and output operations for a program with a 
WORKSTN or KEYBORD file. All 24 command-key indicators are 
defined for a WORKSTN file. 

• To specify what command keys the person using a display station can 
press for a SET operation with a KEYBORD file. To tell the person 
how you used the command keys in your program, you can fill out the 
template assignment form on the IBM 5251 Display Station Keyboard 
Template Assignment Sheet and Display Screen Layout Sheet, 


12-46 




On the calculation specifications: 

• Columns 9 through 17 can contain command-key indicators that are 
used with a KEYBORD file or a WORKSTN file to condition 
calculation operations. 

• Columns 54 through 59 can contain a command-key indicator for a SET 
or SETOF operation. 

When a SET operation occurs, only the command keys in columns 54 
through 59 for that SET operation can be pressed at that time. From 
one to three command keys can be entered for each SET operation. If 
one or two command keys are specified, they can appear in any of the 
three sets of columns. 

On the output specifications: 

• Columns 23 through 31 can contain command-key indicators that are 
used with a KEYBORD file or with a WORKSTN file to condition 
output operations. If a KEYBORD file is used, any command keys 
entered in these columns must also be coded in columns 54 through 59 
of the calculation specifications for a SET operation. 

When the program allows the person using the display station to enter data 

from the keyboard, all command-key indicators are turned off. If the person 

presses a command key, the corresponding command-key indicator turns on. 
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Halt Indicators 


The purpose of halt indicators is to stop the program when an unacceptable 
condition exists. You can use halt indicators as record-identifying, field, or 
resulting indicators. When you use a halt indicator as a record-identifying 
indicator, a halt is caused by a specific type of record. When you use a halt 
indicator as a field indicator, a halt is caused by incorrect input data. 

When you use a halt indicator as a resulting indicator, a halt is caused by 
incorrect results from calculations. 

A halt indicator can turn on at one of four times in the program cycle, 
depending on how you use it (see Figure 12-19). The program does not halt 
immediately when a halt indicator turns on. All total and detail operations 
remaining in the cycle are performed first; then the program halts. This 
means that the program completes processing the information from the 
record that caused the halt. Therefore, you must write specifications that 
bypass calculation and output operations when an error occurs. 

When the halt is issued, you have the following options to choose from: 

• O’Continue: Control is returned to the program, and processing 
continues. 

• 2-Controlled Cancel: End-of-job operations specified by the program are 
done, tables are dumped, and file labels are cataloged. 

• 3-Immediate Cancel: The job is canceled. Any data created or work 
done by previous programs in this job is saved. Any records added or 
updates made to existing files by the current program are saved. 

Records deleted by the current program no longer exist. 

If you wish to display your own message text when a halt indicator is on, 
you must create a message member with message identification code (MIC) 
numbers of 0101 through 0109. MIC 0100 is issued when all Halt indicators 
are on at once. MIC 0101 corresponds to HI, 0102 to H2, and so on. You 
must also have a control language MEMBER statement in the procedure 
that runs the program. See Using a Message Member in Chapter 9. 
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Start 


I 



Figure 12-19. RPG Program Cycle for Halt Indicators 
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The 2-character entries allowed as halt indicators are: 


HI through H9 

On the input specifications: 

• Columns 19 and 20 can contain a halt indicator to be used as a 
record-identifying indicator. 

• Columns 63 and 64 can contain a halt indicator to be used as a 
field-record-relation indicator. 

• Columns 65 through 70 can contain a halt indicator to prevent a 
calculation or output operation from being done if the program finds a 
specified error condition in the input data. 

On the calculation specifications: 

• Columns 9 through 17 can contain a halt indicator to condition 
calculation operations. 

• Columns 54 through 59 can contain a halt indicator which is set on or 
set off as the result of an operation. 

On the output specifications: 

• Columns 23 through 31 can contain a halt indicator to prevent or 
condition output operations if an error condition occurs. 



Indicators Conditioning Calculations 


Indicators that you use to specify the conditions under which a calculation 
is done must be defined elsewhere in the program. 

You can use the operation codes SETON or SETOF to turn indicators on or 
off. See SETON or SETOF in Chapter 28, Operation Codes, for more 
information on these operations. Any indicators you want turned on or off 
by the SETON or SETOF operation codes can be specified in any of the 
three resulting indicator fields (columns 54 through 59 on the calculation 
specifications). However, you cannot turn on command-key indicators with 
the SETON operation or turn off the last-record indicator with the SETOF 
operation. The headings for columns 54 through 59 (high, low, and equal) 
have no meaning for SETON or SETOF operations. 

The 2-character entries in columns 9 through 17 of the calculation 
specifications must be previously defined as one of the following types of 
indicators: 

• Overflow indicators 

• Record-identifying indicators 

• Control-level indicators 

• Field indicators 

• Resulting indicators 

• External indicators 

• Internal indicators 

On the calculation specifications: 

• Columns 9 through 17 can contain conditioning indicators that control 
the conditions under which an operation is done. 

From one to three indicators (specified in columns 10 and 11, 13 and 14, and 
16 and 17) can be used on each line. If the indicator must be off to 
condition the operation, place an N before the indicator (in column 9, 12, or 
15). 
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Using Indicators in AN/OR Lines on the Calculation Specifications 


Use columns 7 and 8 of the calculation specifications to specify that lines of 
indicators are in an AN/OR relationship. When you use the AN/OR 
relationship, many lines of indicators can be grouped together to condition 
an operation. A maximum of seven AN lines, seven OR lines, or seven of 
any combination of AN and OR lines can condition an operation. 

The first line of such a group contains blanks in columns 7 and 8 of the 
calculation specifications or an LO through L9, LR, or SR entry if the group 
of lines is conditioned by a control-level indicator or is part of a subroutine. 
This entry on the first line applies to all AN/OR lines that follow. All lines 
after the first line in the group must have an AN or OR entry in columns 7 
and 8 of the calculation specifications. The last line of the group contains 
the operation and the necessary operands. All lines except the last line in 
the group must contain blanks in columns 18 through 59 of the calculation 
specifications (see Figure 12-20). 



;AN and OR entries group lines of indicators. When indicators 01, 02, 03, and 04 are on, or when 
indicators 01, 02, 03, and 06 are on, the calculation is performed. 



Three conditions cause the L4 total calculations to be performed: 01 and 02 are on, but not 03; or 01 
and 03 are on, but not 02; or 02 and 03 are on, but not 01. 

Figure 12-20. Use of AN/OR Lines for Indicators 
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Using Indicators in an AND Relationship on the Calculation Specitications 


Indicators specified in columns 9 through 17 of the calculation 
specifications are in an AND relationship with each other if the indicators 
are on the same line. The indicators on one line or indicators in grouped 
lines plus the control-level indicator (if used in columns 7 and 8 of the 
calculation specifications) must all be exactly as specified before the 
operation is done (see Figure 12-21). 

An indicator that is specified in columns 9 through 17 can also be entered 
as a resulting indicator on the same line. If the indicator in columns 9 
through 17 is on, the calculation is done. 
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Assume that indicator 25 represents a record type and that a control-level-2 break occurred when 
record type 25 was read. LI and L2 are both on. All operations conditioned by the control-level 
indicators in columns 7 and 8 are performed before operations conditioned by control-level indicators 
in columns 9 through 17. Thus, the operation in line 02 occurs before the operation in line 01. The 
operation in line 01 is done on the first record of the new control group indicated by 25, whereas the 
operation in line 02 is a total operation done for all records of the previous control group. 

The operation in line 02 can be done when the L2 indicator is on provided the other conditions are 
met. Indicator 10 must be on. The L3 indicator must not be on. 

The operation conditioned by both L2 and NL3 is done only when a control-level-2 break occurs. 
These two indicators are used together because this operation is not to be done when a 
control-level-3 break occurs, even though L2 is also on. 

Figure 12-21. Conditioning Operations (Control-Level Indicators) 
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Indicators Conditioning Output 


Indicators that you use to specify the conditions under which an output 
record or an output field is written must be previously defined in the 
program. 

The 2-character entries in columns 23 through 31 of the output 
specifications must be previously defined as one of the following types of 
indicators: 

• Overflow indicator 

• First-page indicator 

• Record-identifying indicator 

• Control-level indicator 

• Field indicator 

• Resulting indicator 

• Internal indicators 

• External indicators 

On the output specifications: 

• Columns 23 through 31 can contain a conditioning indicator to specify 
the conditions under which an output record or an output field is 
written. When the indicator is to condition an entire output line, enter 
it on the record line (column 15 contains a D, H, T, or E). When an 
indicator is to condition when a field is to be written, enter it on the 
same line as the field name. 

Using Indicators in an AND/OR Relationship on the Output Specifications 

Use an AND line if more than three indicators are needed to condition an 
output operation. Enter AND in columns 14 through 16 on the output 
specifications for each additional line. The condition for all indicators in 
an AND relationship must be satisfied before the output operation is done. 
Any number of AND lines can be used for an output operation. 

Output indicators can also be in an OR relationship. Enter OR in columns 
14 and 15 for each OR relationship. If one or the other condition is met, the 
output operation is done. A maximum of 20 OR lines can be used for an 
output operation. 

If AND and OR lines are combined, the total number of OR lines for an 
output operation cannot be more than 20 and any number of AND lines can 
be used. 
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A maximum of 255 record line groups can be used in an OR relationship 
under the following conditions (see Figure 12-23): 

• Column 15 of the record line contains a D,T, or H. 

• The first-page indicator or an overflow indicator is used. The first page 
or overflow indicator may appear on the record line, the OR line, or an 
AND line. 

AND and OR lines can be used to condition entire output lines, but they 
must not be used to condition fields (see Figure 12-22). However, you can 
condition an output field with more than three indicators by using the 
SETON operation in calculations. For example, if indicators 10, 12, 14, 16, 
and 18 are used to condition an output field named PAY, in the calculations 
you can set on indicator 20 if indicators 10, 12, and 14 are on. Then 
condition the output field PAY on indicators 20, 16, and 18 in the output 
specifications. 

The use of any of the LO through L9 indicators in an OR relationship with 
an LR indicator can result in the specified operation being done twice when 
LR is on. One operation is done at total time and the other during LR 
processing. Figure 12-23 shows how to correctly use the LO through L9 
indicators in an OR relationship. 
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The detail line is printed if either of two sets of conditions 


Is met. If 21,40, 01, and 16 are all on, the line is printed; 
If 21 and 40 are on and 01 and 16 are off, the line is also 
printed. 



A maximum of three indicators can be used to condition 


a field. 


Figure 12-22. 


Output Indicators in AND and OR Lines 
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Figure 12>23. Correct Use of Control-Level Indicators (L0-L9) in OR Relationship 
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Chapter 13. Using Arrays and Tables 


Similarities between Arrays and Tables 

Both arrays and tables are systematic arrangements of data items, called 
elements. Each element in an array or table has the same field length, the 
same data type (alphameric or numeric), and the same number of decimal 
positions if numeric. You can use an array or a table for the same 
purposes. Both arrays and tables are described on the extension 
specifications. 


Differences between Arrays and Tables 

However, arrays and tables differ in two important ways: 

• When they can be loaded 

• How they can be processed 

When Arrays and Tables Can Be Loaded 

Loading an array or table means reading it into main storage so that the 
program can process it. 

Arrays can be loaded while the source program is being compiled, before 
the program is run, or while the program is running. 

Tables can be loaded while the source program is being compiled or before 
the program is run. 

How Arrays and Tables Can Be Processed 

A program can process an array in either of two ways: 

• It can process an entire array at one time. That is, the program does 
the same operation on every element in the array. 
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• It can process specific array elements that you refer to by their position 
relative to other elements. To do this, you must provide an index to 
specific elements in the array. 

The only way that a program can process a table is to perform the 
operation on only one element. The operation must be specified separately 
for each additional element you want to process. 


Kinds of Arrays and Tables 

• Compile-time arrays and tables are loaded with the source program and 
become a permanent part of the load module. The initial content of a 
compile-time array or table can be changed in the program, or you can 
recompile the source program with new array or table data (see 
Changing the Contents of Arrays and Tables in this chapter). 

• Preexecution-time arrays and tables are loaded with the load module 
before you run the program; that is, before any input records are read, 
calculations are performed, or output records are written. 

• Execution-time arrays are loaded or created by input or calculation 
specifications. The arrays are loaded while the program is running; 
that is, they are read in as input data or created during calculations in 
the program. An execution-time array is also described on the 
extension specifications. Tables cannot be specified for execution-time 
load. 

• Related arrays and tables are two arrays or two tables that are read and 
stored together and that are defined on the same extension specification 
(see example on line 01 of Figure 13-1 Part 2). Each element in the 
second array or table gives additional information about its 
corresponding element in the first array or table. An array can be 
related to another array, or a table can be related to another table; 
however, an array cannot be related to a table, or vice versa. 

For example, Figure 13-1 shows related arrays ARRl and ARR2. An 
element in array ARRl provides a part number, and the corresponding 
element in array ARR2 provides the cost for that part. Although all 
elements within one table or array must have the same characteristics, 
corresponding elements of related arrays or tables can have different 
characteristics. Thus, in Figure 13-1, all elements in array ARRl are 
alphameric, and all elements in array ARR2 are numeric. 

Related arrays and tables should have the same number of elements. If 
the arrays or tables do not have the same number of elements, the 
program might find the desired element in one array or table but find 
no corresponding element in the related array or table. In this case, 
undesirable results can occur. 
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ARRl 

(Part Number) 

ARR2 
(Unit Cost) 

345126 

00373 

38A473 

00498 

39K143 

01297 

40B125 

00093 

41C023 

03998 

42D893 

00087 

43K832 

00349 

44H111 

00679 

45P673 

00898 

46C732 

47587 


Arrays ARRl and ARR2 can be described as two separate arrays or as two 
related arrays. 

The following extension specifications show how to describe ARRl and 
ARR2 as two separate arrays. The entries in columns 33 through 35 are 
required for records that are in the source program. 
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When ARRl and ARR2 are described as two separate arrays, the first record contains elements for 
ARRl in positions 1 through 60, and the second record contains elements for ARR2 in positions 1 
through 50: 


Record 1: 


345126 

38A473 

39K143 

40B125 

41C023 

42D893 

43K832 

44H111 

45P673 

46C732 


Record 2: 


00373 

00498 

01297 

00093 

03998 

00087 

00349 

00679 

00898 

47587 


Figure 13-1 (Part 1 of 2). Separate Arrays and Related Arrays 
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The following extension specifications show how to describe ARRl and ARR2 as related arrays. The 
entry in columns 33 through 35 is required for records that are in the source program. 



When ARRl and ARR2 are described as two related arrays, the records contain pairs of 
corresponding elements. Thus, the first record begins with element 1 of ARRl and the corresponding 
element of ARR2, followed by element 2 of ARRl and the corresponding element of ARR2, and so on 
until the record is full (in this example, the record has 55 positions, or five pairs of corresponding 
elements). The second record, which also has 55 positions, contains corresponding pairs of elements 
6 through 10: 


Record 1: 


345126 

00373 

38A473 

00498 

39K143 

01297 

408125 

00093 

41C023 

03998 

Record 2: 

420893 

00087 

43K832 

00349 

44H111 

00679 

45P673 

00898 

46C732 

47587 


Figure 13-1 (Part 2 of 2). Separate Arrays and Related Arrays 


134 


































Creating Input Records for Arrays or Tables 


Input records for arrays or tables must be formatted according to certain 

rules: 

• The first array or table element for each input record must begin in 
position 1. 

• An entire record need not be filled with array or table elements. If it is 
not, blanks or comments can be included after the elements (see Figure 
13-2). The unused space in numeric arrays or tables is filled with zeros; 
the unused space in alphameric arrays or tables is filled with blanks. 

• Each input record, except the last, must contain the same number of 
elements. In the last record, unused space must be blank. You can 
include comments after the blank space. That is, comments in the last 
record must begin in the same position as comments in preceding 
records (see Figure 13-2). 

• Each element must be contained entirely on one input record; an 
element cannot be split between two records. Thus, the length of a 
single element is limited to the maximum record length for the input 
device. If you use related arrays or tables and describe them in 
alternating format, corresponding elements must be on the same input 
record; the combined length of corresponding elements cannot exceed 
the maximum record length for the device. 

• Related arrays or tables can be described separately or in alternating 
format. Alternating format means that elements of one array or table 
alternate with elements of the related array or table on the input record 
(see Figure 13-1). 

• The total number of array names, table names, and data structures used 
in a program cannot exceed 75. The total number of compile-time 
arrays and tables cannot exceed 70. 
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1 2 3 4 5 1 
1 2 3 4 5 1 
1 2 3 4 5 1 
1 2 3 4 5 


2 3 4 5 Comments can be 

2 3 4 5 anywhere out here 

2 3 4 5 or here 

or here (that is, after the last entry position for the longest record). 


1 2 3 4 5 1 
1 2 3 4 5 1 
1 2 3 4 5 1 
1 2 3 4 5 


2 3 4 5 
2 3 4 5 
2 3 4 5 

If comments begin here, the compiier cannot tell if you intend them as comments or if you 
provided too much data for the table/array. Therefore, it prints a warning message. 


Each of the two tables/arrays contains seven entries, each entry 6 positions long, with two entries per record. 
The last record contains oniy one entry. The remaining 5 positions in the iast record should be left blank, 
because using these positions for comments causes warning message'hPG-0333, TABLE/ARRAY IS FULL, 
OR NO TABLES/ARRAYS EXIST FOR FOLLOWING DATA, to be printed during compilation. Therefore, 
comments should begin after the last entry position for the longest record; that is, (the number of entries per 
record x the number of positions per entry) + 1. 


Figure 13-2. Array or Table Input Record with Comments 


Defining Arrays and Tables 

All arrays and tables must be defined on extension specifications. Each 
extension specification defines one set of array or table input records. 

If only one array or table is being defined, use columns 11 through 45. 

If alternating arrays or tables are being defined, use columns 11 through 57. 
For compile-time and preexecution-time arrays or tables, the array or table 
named in columns 46 through 51 is entered in alternating format with the 
array or table named in columns 27 through 32. 

If compile-time arrays or tables are being defined, columns 11 through 26 
must be blank. 

If preexecution-time arrays or tables are being defined, entries are required 
in columns 11 through 18 and in columns 27 through 45. 

If execution-time arrays are being defined, columns 11 through 26 must be 
blank. 

If the array or table being defined is to be written to a file at the end of the 
job, enter the name of the file in columns 19 through 26. Execution-time 
arrays cannot be written to a file at end of job. 

If you are defining a table, the name you assign in columns 27 through 32 
must begin with TAB. If you are defining an array, it must not begin with 
TAB. 
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Arrays and tables can be defined in any sequence on the extension 
specifications. The sequence in which they are defined determines the 
order in which they are loaded at the start of the program. 

Figure 13-3 shows the extension specifications required for the three types 
of arrays. 

• Line 01 specifies two compile-time arrays, ARl and AR2, in alternating 
format. Each array has three elements per record and a total of eight 
elements in the array. Each element is 12 positions long, including four 
decimal positions, although the length of elements and the number of 
decimal positions in AR2 do not have to be the same as those in ARl. 

• Line 06 specifies a preexecution-time array, AR3, to be read from file 
DISKIN. AR3 has 12 elements per record and a total of 250 elements. 
Each element is 5 positions long. Decimal positions are not specified, so 
the elements are alphameric data. The elements are arranged in 
ascending sequence. 

• Line 09 specifies an execution-time array, AR4, which contains 10 
elements. Each element is 10 positions long. Zero decimal positions are 
specified, so the elements are numeric data. 

For all arrays and tables except execution-time arrays, columns 19 through 
26 can also contain the name of a file to which the array or table is to be 
written at the end of the program, and columns 46 through 57 can also 
define an array or table that is entered in alternating format with the array 
or table named in columns 27 through 32. 
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Figure 13-3. Extension Specifications for Three Types of Arrays 
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Loading Arrays and Tables 


Arrays can be loaded at compilation time, preexecution time, or execution 
time. Tables can be loaded at compilation time or preexecution time. 

Loading Compile-Time Arrays and Tables 

A compile-time array or table is loaded at compilation time with the data 
supplied at the end of the source program. Rules for loading arrays and 
tables at compilation time are as follows: 

• A compile-time array or table must have entries in columns 33 through 
35 of the extension specifications and must not have entries in columns 
11 through 18 of the extension specifications. 

• Compile-time array or table data must be entered at the end of the 
source program, after all records for translating files and for changing 
the collating sequence of characters (see Chapter 17). 

• A record with **b in positions 1 through 3 must precede the data for 
each compile-time array or table (see Figure 13-4). 

• Compile-time arrays or tables must be in zoned decimal or alphameric 
format. 

• For compile-time arrays and tables, the maximum length of an 
alphameric element is 96 because the maximum length of a record in the 
source program is 96 characters. If a compile-time array or table is not 
large enough to hold all the data, warning message RPG-0333, 
TALBE/ARRAY IS FULL, OR NO TABLE/ARRAYS EXIST FOR 
FOLLOWING DATA, is issued. The extra data is ignored. 


— 

Source 


ARRA 


ARRB 

^ Program 






|^= blank 


ARRA and ARRB are located In the source file with the source program. 

Figure 13-4. Arrangement on Disk of the Source Program and Compile-Time Array Data 
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Loading Preexecution-Time Arrays and Tables 


A preexecution-time array or table is loaded by the load program from an 
input file on disk just before the program runs. The file must be described 
on the file description specifications as an input table file (IT in columns 15 
and 16). A control language FILE statement must also be present for the 
input file. If two or more arrays or tables are to be loaded, they must be 
loaded from different disk files, except when the arrays or tables are 
specified in alternating format. The filename must be specified in columns 
11 through 18 of the extension specification that defines the 
preexecution-time array or table. 

Most of the rules that apply to compile-time arrays and tables also apply to 
preexecution-time arrays and tables except for the following: 

• A preexecution-time array or table must have an entry in columns 11 
through 18 and in columns 33 through 35 of the extension 
specifications. 

• The file description specification for the file containing the data for a 
preexecution-time array or table must have an I in column 15, a T in 
column 16, and an E in column 39. 

• For numeric arrays and tables loaded at preexecution time, the data in 
a DISK file can be in zoned-decimal, packed-decimal, or binary format. 

• Preexecution-time array or table records must be in a sequential file, 
and each record must have the same length. 

• If a preexecution-time array or table is not large enough to hold all the 
data, error message RJPG-9017, OBJECT TABLE DATA EXCEEDS 
TABLE LENGTH, is displayed. In response to that message, you can 
ignore the extra data, end the job step, or cancel the job. 
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Loading Execution-Time Arrays 


To load an array from information in input records, describe that 
information in the input specifications. The specifications made depend on 
whether the array information is contained in one record or in more than 
one record. The input specifications can describe any type of array 
(compile-time, preexecution-time, or execution-time). When you use input 
specifications to fill an array with data, the program must read complete 
data elements. 

You can also use an arithmetic or move operation in the calculation 
specifications to load an execution-time array, either the entire array at one 
time or one element at a time. 

Execution-time arrays are not sequence checked. If you use the SORTA 
operation, the array is sorted into the sequence (ascending or descending) 
specified in column 45 of the extension specifications for that array. If no 
sequence is specified, the array is sorted into ascending sequence. If you 
use the LOKUP operation with an indicator in columns 54 and 55 or in 
columns 56 and 57 of the calculation specifications, you must also specify a 
sequence in column 45 of the extension specifications. 

To load an array from a single input record, code entries in the unshaded 
columns of the input specifications shown below: 



Column 43 must contain P (packed decimal), B (binary), or blank (zoned 
decimal) to indicate the format of the array data. 

Columns 44 through 47 must contain the starting position of either the 
entire array with consecutive elements or an individual element in the 
array. 

Columns 48 through 51 must contain the ending position of either the entire 
array with consecutive elements or an individual element in the array. 

Columns 53 through 58 must contain the name of the array (the same name 
used on the extension specifications) or the name of an individual array 
element (array name plus comma and index). 

Columns 63 and 64 can contain an indicator to indicate the relation of a 
field to the record. 
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Array Information in One Record 


If the array information is contained in one record, the information can 
occupy consecutive positions in the record or it can be scattered 
throughout the record. If an array is contained in a data structure, all 
elements in the array are consecutive. 

If the array elements are consecutive on the input record, you can load the 
array with a single input specification. Figure 13-5 shows the extension 
and input specifications for loading an array, INPARR, that contains six 
elements (12 characters each) from a single record in the file ARRFILE. 




Figure 13-5. Defining an Execution-Time Array with Consecutive Items 
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If the array elements are scattered throughout the record, they can be 
defined and loaded one at a time, with each element described on a separate 
specification line. Figure 13-6 shows the extension and input specifications 
for loading an array, ARRX, that contains six elements (12 characters each) 
from a single record in the file ARRFILE. A blank separates each element 
from the others. 



Record Sequence of the Chaining File 
I Number of the Chaining Field 


From Filename 



Number 

of Number 

Entries of 


Array Name 

Record Per Table ^"try 


19 20 21 22 23 24 25 26127 2S 29 30 31 32133 34 35136 37 38 39140 41 42 



Table “• L.„g«, 

Array Name of 

(Alternating Entry 

Format) 


Comments 


46 47 48 49 50 51I52 53 54i55is6|s7|58 59 60 61 62 63 64 66 66 67 68 69 70 71 72 73 74 


iniiHiiiiHiniEiriiimmiiiiiiainBMii 



Filename 

§ 

or 

0 

Record Name 




Figure 13-6. Defining an Execution-Time Array with Scattered Items 
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Array Information in More than One Record 


If the array information is contained in two or more records, you can use 
any one of several methods to load the array. Which method to use depends 
primarily on the size of the array and on whether the array elements are 
consecutive in the input records. 


Figure 13-7 shows an array that is loaded from more than one input record. 
Records identified by a 1 or 3 in column 1 contain six array elements (4 
characters in each element). Records identified by a 2 in column 1 are also 
in the same input file, but they do not contain array elements. The 
program processes one record at a time; therefore, the program cannot 
process the entire array until it reads every record containing the array 
elements and moves the elements into the array fields. Therefore, be sure 
that your program reads the entire array before it does any calculation or 
output operations using the array. 



From 
Record 1 


From 
Record 3 


Figure 13-7. Loading an Array from More than One Input Record 
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Using an Array Name and Index 

Your program can refer to an array as a whole or can refer to an individual 
element in an array. To refer to the entire array, use the array name alone. 
To refer to a single element of the array, use the array name plus an index. 
To do so, add a comma and an index after the array name. The index can 
be either the actual number of the element to be used (for example, AR,1) or 
the name of a field containing the number of the element to be used (for 
example, AR,IND). 

Remember the following rules when specifying an array name and index: 

• The array name must not be the same as the name of a field, data 
structure, table, another array, or index in your program. 

• The array name can be from 1 through 6 characters long. 

• The first three characters of the array name cannot be TAB. 

• The array name plus comma and index can be from 3 through 6 
characters long. An array name plus comma and index should not be 
longer than 6 characters because the field name on the output 
specifications and the result field on the calculation specifications 
contains only six positions. However, if the array name plus comma 
and index are specified only in factor 1 or factor 2 of the calculation 
specifications, the array name plus comma and index can be up to 10 
characters long. 

• The index can be a numeric field with zero decimal positions or a 
numeric constant with no plus or minus sign. 

• The value in the index must not be zero, negative, or more than the 
number of elements in the array. 
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The following are examples of valid and invalid array names: 


Array Names and 
Indexes 

Blxplanation 

Valid 

ARRAY 


B 


AR,1 

This is the first element of array AR. 

X,YY2 

YY2 is a field name containing the index 
value. 

Invalid 

BALANCE 

The array name has more than 6 characters. 

6T0TAL 

The first character must be alphabetic. 

TOTAL- 

Characters after the first must be alphameric 
or numeric, not special characters. 

CR TOT 

The name cannot contain a blank. 

A1,A1 

The index cannot be the same as the array 
name. 

BAL,XX1 

The array name, including the comma and 
index, cannot contain more than 6 characters. 

This name is valid only for factor 1 or 
factor 2 of the calculation specifications. 

AR, + 1 

The index cannot have a sign. 

AR,0 

The index cannot be zero. 
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Searching Arrays and Tables 


To search for a particular element in an array or table, use the LOKUP 
operation with factor 1, factor 2, and at least one resulting indicator (high, 
low, or equal) specified. The result field can be specified for a table; it must 
be blank for an array. Searching an array or table is a useful way to find a 
sequence of characters or multiple occurrences of a character in a record. 
For example, you can find all the blanks in a record by defining the record 
as an array with 1-character elements and searching for a blank. 

Resulting indicators specify the type of search and reflect the result of the 
search in the following way: 

• A resulting indicator in the equal columns (58 and 59) instructs the 
program to search the array or table for an element equal to factor 1. 
The first equal entry found turns on the resulting indicator. 

• A resulting indicator in the low columns (56 and 57) instructs the 
program to search the array or table for an element that is nearest in 
sequence to, yet lower than, factor 1. The first such element found 
turns on the indicator. 

• A resulting indicator in the high columns (54 and 55) instructs the 
program to search the array or table for an element that is nearest in 
sequence to, yet higher than, factor 1. The first such element found 
turns on the indicator. 

At least one resulting indicator must be used, but no more than two can be 
used (equal and low, or equal and high). If two resulting indicators are 
used, the program tries to find an equal element before it tries to find the 
nearest lower or nearest higher element. If resulting indicators are used in 
both the high and low columns, the indicator in the low columns is ignored. 

When you use the LOKUP operation, remember: 

• Conditioning indicators can be specified in columns 7 through 17. 

• Factor 1 and each array or table element must have the same length 
and same format (alphameric or numeric). 

• The program can search for high, low, high and equal, or low and equal 
only if the array or table is in sequence. The sequence must be 
indicated in column 45 of the extension specifications. 

• The resulting indicator turns off if the search is not successful. 
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Searching an Array 


To search an array that does not have an index, use a LOKUP operation 
and specify as factor 1 the data for which you want to find a match in the 
array to be searched. Factor 1 can be a constant, a field name, an array 
element, or a table name. In factor 2, specify the name of the array to be 
searched. The search starts at the first element in the array. Leave the 
result field blank. 

To search an array that has an index, you can begin the search at a 
particular element in the array. Code the same entries for the LOKUP 
operation as you would to search an array without an index. However, in 
factor 2, enter the name of the array to be searched plus a comma and the 
index for the element at which the search is to begin. If the index is a 
variable, the index is set to the number of the array element found if the 
search is successful. If the search is unsuccessful, the index is set to 1. 

Figure 13-8 shows an example of a LOKUP for an array with and without 
an index. 
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MANNOS, a 2100-element array of employee numbers, is read in at execution time from the file 
ARRFILE with ten 6-position elements per record; the array elements are in ascending order. 
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The first calculation specification is a LOKUP of array MANNOS to find the element nearest to, but 
higher in sequence than, the constant 100336. If this element is found in the array, indicator 20 
turns on and the GOTO in line 02 is performed. Indicator 20 indicates only whether or not the 
searched-for element exists in the array. 

The specification on line 05 shows essentially the same LOKUP operation. Indicator 20 turns on 
when the first element higher in sequence than 100336 is found. However, in this LOKUP operation, 
the array MANNOS is indexed by the field INX. This index field was set to 1 in line 04, so the 
LOKUP begins at the first element of MANNOS. If the searched-for element is found, the number of 
this element (not its contents) is placed in the field INX. In this way, the actual element that 
satisfied the LOKUP can be used in subsequent calculation operations, as in line 07. If no element 
was found to satisfy the LOKUP, the field INX is reset to 1. 

Figure 13-8. LOKUP Operation for Arrays with and without an Index 
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Searching One Table 


To search a single table, use the LOKUP operation with factor 1, factor 2, 
and at least one resulting indicator specified. The result field can be 
specified for a table (it must be blank for an array). 

If the search finds a table element that satisfies the resulting indicator, the 
program places a copy of that table element in a special area of main 
storage. Each time a search is successful, the program places the newly 
found table element in this area, replacing the element that was in the area. 
If a search is not successful, the contents of the area remain the same as 
they were before the unsuccessful search. Before the first successful 
search, the area contains the first element in the table. 

If you use a table name as factor 1, the table name actually refers to the 
table item found in the last successful search. Therefore, the last item 
found becomes the data for which you are searching in the current search. 

Searching Related Tables 

When you use the LOKUP operation to search related tables, the program 
actually searches only one table (see Figure 13-9). If the search is 
successful, the corresponding elements from both tables are placed in their 
respective storage areas. 

Note: As used here, the phrase related tables means any two tables in the 
program that use related data, not necessarily tables that are defined as 
related on the extension specifications. 

Factor 1 of the LOKUP operation must contain the data for which you 
want to search, and factor 2 must contain the name of the table to be 
searched. The result field must contain the name of the related table. A 
resulting indicator must be specified. 

The two tables should have the same number of elements. If the table that 
is searched contains more elements than the second table, the program 
might find the desired element in the first table but find no corresponding 
element in the second table. In this case, undesirable results can occur. 
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TABEMP TABPAY 


TABEMP 


TABPAY 



Related tables TABEMP and TABPAY are read into storage. Assume that an input record is read 
with 443 in the EMPNUM field. Then the program searches the table TABEMP for an element equal 
to 443. When the correct entry is found, the table item 443 is moved into the special storage area for 
TABEMP. At the same time, the corresponding item 268 is moved into the special storage area for 
TABPAY. The contents of the storage areas can now be specified in subsequent calculation 
operations by the appropriate table name. The coding needed to perform the LOKUP operation also 
shows how to specify the contents of the special storage area after a successful LOKUP operation. 



18 19 30 21 22 23 34 26 26 27 



Name Length 


33 34 38 38 37 38 39 40 41 42 43 44 46 4« 47 48 49 60 61 




Compare 


lEEOSBIEBl 

lEa3S3H33SBID| 


60 61 62 63 64 66 66 67 66 69 70 71 72 73 74 


The following operation searches TABEMP for an entry that is equal to the contents of the field 
named EMPNUM. If the correct entry is found in TABEMP, 09 turns on and the TABEMP entry 
and its related entry in TABPAY are moved into their separate storage areas. 


m 




The following operation multiplies the contents of the field named HRSWKD by the contents of 
the special storage area for TABPAY. The special storage area for TABPAY contains the results 
of the last successful LOKUP operation involving TABPAY. 




Figure 18-9. LOKUP Operation for Related Tables 
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Specifying Arrays 


You can specify arrays in input, output, or calculation specifications. You 
can specify individual elements or the array as a whole. 

To specify an entire array, use only the array name, which can be used as 
factor 1, factor 2, or the result field. You can use the following operations 
with an array name: ADD, Z-ADD, SUB, Z-SUB, MULT, DIV, SQRT, 
MOVE, MOVEL, MOVEA, MLLZO, MLHZO, MHLZO, MHHZO, DEBUG, 
XFOOT, SORTA, and LOKUP. 

To specify an individual array element, use the array name plus a comma 
and an index. Process individual elements like fields. Remember, if you 
use an array element as a result field, the array name with the comma and 
index cannot exceed 6 characters. Several operations can be used with an 
individual array element, but not with an entire array. These operations 
are COMP, TESTZ, TESTB, BITON, BITOF, KEY, SET, and MVR, as well 
as IF/ELSE, CASxx, DOUxx, and DOWxx. 

When specified with an array name, certain operations are repeated for 
each element in the array. These operations are ADD, Z-ADD, SUB, Z-SUB, 
MULT, DIV, SQRT, MOVE, MOVEL, MLLZO, MLHZO, MHLZO, and 
MHHZO. The following rules apply when these operations are specified 
with an array name: 

• If factor 1, factor 2, and the result field are arrays with the same 
number of elements, the operation uses the first element from every 
array, then the second element from every array, and so on until all 
elements in the arrays are processed. 

• If factor 1, factor 2, and the result field are arrays that do not have the 
same number of entries, the operation ends when the last element of the 
array with the fewest elements has been processed. 

• When one of the factors is a field, constant, or figurative constant and 
the other factor and the result field are arrays, the operation is 
performed once for every element in the shorter array. The same field, 
constant, or figurative constant is used in all of the operations. 

• The result field must always be an array. 

• Resulting indicators (columns 54 through 59) cannot be used because of 
the number of operations being performed. 

• If an operation code uses factor 2 only (such as Z-ADD, Z-SUB, or 
SQRT) and the result field is an array, the operation is performed once 
for each element in the array. The same field, constant, or figurative 
constant is used in all of the operations. 
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Changing the Contents of Arrays and Tables 


Changing the Contents Temporarily 

You can change the contents of an array or table in a program, and they 
remain changed for the duration of the program. However, the next time 
the program is run, the array or table contains the original contents. 

One way to do so is to use the array or table name as the result field in a 
MOVE operation. Figure 13-10 shows an example of changing the contents 
of related tables. 



The item in TABFIL that contains 25 is to be changed to 30. The corresponding item in TABLIT is 
to be changed to 500. The search word is the constant 25. When a match is found in the table 
TABFIL, the item from TABFIL and its corresponding item in TABLIT are placed in their respective 
storage areas. The number 500 is then moved into the storage area for TABLIT; the number 30 is 
moved into the storage area for TABFIL. The contents of the appropriate original table entry are 
now changed to agree with the new entry in the special storage areas. 

Figure 13-10. Changing Related Tables by Using MOVE Operations 
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A second way to change the contents of an array temporarily is to use the 
SORTA operation. This method cannot be used with tables. 

A third way is to use the array or table name as the result field of a 
calculation. If you use an element in that array as factor 1 or factor 2 in 
that calculation, your program will use the new value of the element in 
later calculations. 

For example, suppose that you have two numeric arrays with the following 
values: 

ARR1,1 = 2 ARR2,1 = 2 

ARR1,2 = 4 ARR2,2 = 8 

ARR1,3 = 6 ARR2,3 = 1 

Now suppose that you code the following calculation specification: 



This operation adds the three elements in ARRl, one at a time, to the 
second element in ARR2 and places the result in ARR2. Here is what 
happens as the three elements are added: 

1. The value of ARR1,1 is added to the value of ARR2,2. That is, 2 is 
added to 8. The result, 10, is placed in ARR2,1. Thus, the value of 
ARR2,1 changes from 2 to 10. 

2. The value of ARRl,2 is added to the value of ARR2,2. That is, 4 is 
added to 8. The result, 12, is placed in ARR2,2. Thus, the value of 
ARR2,2 changes from 8 to 12. 

3. The value of ARR1,3 is added to the value of ARR2,2. That is, 6 is 
added to 12 (the new value of ARR2,2), not to 8 (the old value of 
ARR2,2). The result, 18, is placed in ARR2,3. Thus, the value of 
ARR2,3 changes from 1 to 18. 
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Changing the Contents Permanently 

One way to change the contents of an array or table permanently is to 
change the input records for the array or table. 

A second way to change an array or table permanently is to use one of the 
methods to change the array or table temporarily, and then to write the 
array or table to an output file at the end of the program. To do this, define 
an output file on the file description specifications, and code the name of 
that output file in columns 19 through 26 of the extension specifications. 
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Adding Entries to Arrays and Tables 


You can add entries to a short array or table (one in which not all elements 
are filled) before running the program or while it is running. The simplest 
way to add entries is to code additional entries on the input records before 
running the program. While the program is running, you can also add 
entries that are created by calculation operations or read from an input 
record. 

Figure 13-11 shows an example of adding entries to arrays by using the 
LOKUP and MOVE operations. These entries are added only temporarily 
unless the array is written to an output file that is used as input for a 
preexecution-time array the next time the program is run. 




Calculations 


The LOKUP operation is conditioned by indicator 01. Indicator 01 is set on when a record 
containing information in the fields NEWA and NEWB is read. These fields are to be moved to the 
arrays AREA and ARRB, respectively. To get the entry in the correct place in the array, a search is 
made to find the first empty array element. Unfilled elements in arrays are filled with zeros. Thus, 
the value searched for is 000. When the first 000 entry is found, indicator 35 is set on, and the 
NEWA and NEWB fields are moved into the array elements ARRA,X and ARRB,X. These new 
entries become part of arrays ARRA and ARRB. 

Figure 13-11. Adding Entries to Arrays 
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Writing Arrays and Tables 


You can write entire arrays and tables to an output file at total time in the 
RPG program cycle when the last-record indicator is on. To indicate that 
an entire array or table is to be written, specify the name of the output file 
in columns 19 through 26 of the extension specifications. 

To write an array to an output record by using output specifications, 
describe the array in the unshaded columns of the output specifications 
shown below: 



• Columns 23 through 31 can contain output indicators to condition the 
writing of the array or table. 

• Columns 32 through 37 must contain the array name used on the 
extension specifications. 

• Columns 40 through 43 must contain the end position for the last 
element of the array. If you use an edit code, the end position must 
account for the skipped positions required by the edit code (see Editing 
Arrays, later in this chapter). 

• Entries in columns 38 (edit code), 39 (blank after), and 44 
(zoned-decimal, packed-decimal, or binary format) apply to each element 
in the array. 

• Columns 46 through 70 can contain an edit word, which applies to each 
element in the array. 

If an output record is to contain only certain elements from a table or 

array, describe the elements in the same way as normg^ fields, using either 

an array name with an index or a table name. 
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Editing Arrays 

In column 38 of the output specifications, you can specify an edit code for 
an entire array or for individual elements in an array. 

If you specify an edit code for an entire array, all elements of the array are 
edited. The program skips two positions before each element in the array. 
The end position specified in columns 40 through 43 must account for these 
skipped positions (two times the number of elements). If you are overlaying 
data in a record, these skipped positions are not blanked out. 

If different editing is required for various elements, specify them 
individually. 

If you specify an edit word in columns 45 through 70 of the output 
specifications, two positions are not skipped before each element. The edit 
word must contain all the blanks that you want inserted. To include a 
blank in an edit word, use an ampersand (&) in the edit word to represent a 
blank. 
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Examples of Using Arrays 


Figures 13-12 through 13-18 show examples of the following ways to use 
arrays: 

• Creating an array by using input fields as indexes (Figure 13-12) 

• Creating an array by using fixed indexes (Figure 13-13) 

• Calculating totals without using arrays (Figure 13-14) 

• Calculating totals by using arrays (Figure 13-15) 

• Formatting output fields by using arrays (Figure 13-16) 

• Printing one array element per line (Figure 13-17) 

• Printing more than one array element per line (Figure 13-18) 
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This figure illustrates a method of loading an array using fields in input records as indexes. The 
array has 12 elements; each element is 5 positions long. The array could be defined with any number 
of elements (to a maximum of 99) without additional input specifications. To build an array using 
field indexes, assign different values to fields XI through XlO on each input record type 03 and to 
fields XI and X2 on each input record type 04. Succeeding type 03 records can then load 10 
additional elements in array AR, up to the maximum defined in the array; each type 04 record can 
load two additional elements. 


Blanks and other fields can appear on the input records because the array elements and their indexes 
are identified by the From and To entries. 

To set up the array in this manner requires: 

• A minimum of coding 

• No calculations 


However, extra work is required to set up the indexing scheme for the input records. 
Figure 13-12. Creating an Array by Using Input Fields as Indexes 
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This figure shows how eighteen 5-character elements of array ARl are loaded with only two 
specification lines. On succeeding input specifications, the remaining elements of ARl are loaded 
one after another until the array is full. Each additional element is coded on a separate line. Each 
new record requires a separate means of identification. For example, if another 03 record followed 
the first, the fields on the second record would overlay the fields read in from the first record. This 
method works well for small arrays. 

Figure 13-13. Creating an Array by Using Fixed Indexes 
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The specifications in this figure tabulate three levels of totals. As they are read from input records, 
the fields FIELD A, FIELDB, FIELDC, and FIELDD are added to the first-level totals Lla, LIB, LlC, 
and LID. These first-level totals are added at the time of an LI control break to totals L2A, L2B, 
L2C, and L2D. Similarly, at an L2 control break, the second-level totals are added to third-level 
totals L3A, L3B, L3C, and L3D. In addition, as control breaks occur, LI, L2, and L3 total output is 
performed; and total fields are set to zeros after they are written to the output device. Figure 13-15 
shows the same tabulations performed on using arrays. 


Figure 13-14. Calculating Totals without Using Arrays 
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This figure is similar to Figure 13-14 except that the three levels of totals are tabulated with arrays. 
Note the reduction in coding required to specify the functions. For example, line 5 of the calculation 
specifications performs the same function as lines 5 through 8 of the calculation specifications shown 
in Figure 13-14. Similarly, the output specifications are reduced from 15 lines to 6. The method 
using arrays results in only two positions between array elements. 

Figure 13-15. Calculating Totals by Using Arrays 
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Figure 13-16 (Part 1 of 2). Formatting Output Fields by Using Arrays 
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This figure illustrates the use of three arrays to format field output. The arrays are defined as follows: 


Array 

Name 

Number of 
Elements 

Element Length 

ARA 

4 

5 

ARB 

5 

10 

ARC 

6 

4 

Array ARA is contained in the input records with record identifying indicator 01, ARB in the records with record 
identifying indicator 02, and ARC in both types of records. Array ARC and the first element of array ARA are to be 
included together in an output record as are array ARC and an element (identified by field XI) of array ARB. Every 
element in array ARC is edited according to the edit word 'Ob.bb&CR' (b = blank). 

The contents of the arrays in the first two input records are as follows: 

Record 

Array 

Array Contents 

1 

ARA 

12345678901234567890 


ARC 

01234567890123456789876N 
(note than N equals minus 5) 

2 

ARB 

J0HN6D0E66J0E6SMITHB 

LEE&MARX66JIM&KN0TSB 

TIMBTYLER6 


ARC 

(the same as record 1) 

In the first output record, the location and contents of the arrays are as follows (b = blank): 

Array 

Location 

Contents 

ARA (first 
element) 

85-89 

12345 

ARC 

37-84 

&1.2366B45.67&66 

89.01 BBB23.456fi& 

67.8966B87.656CR 

For the second output record assume that the content of field XI is 4; the locations and contents of the arrays are 
as follows: 

Array 

Location 

Contents 

ARB (fourth 
element) 

91-100 

JIMBKNOTSB 

ARC 

37-84 

61.2366645.676BB 

89.01 BB623.45BB6 

67.89&B687.656CR 


Figure 13-16 (Part 2 of 2). Formatting Output Fields by Using Arrays 
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Figure 13-17 shows a method of printing one array element per line. Each 
time the EXCPT operation on line 03 of the calculation specifications 


occurs, one element of the 22-element array AR2 is written to the output 
file ARFILE. 






Figure 13-17. Printing One Array Item per Line 


Chapter 13. Using Arrays and Tables 13-35 






































Figure 13-18 shows a method of printing more than one array element per 
line. The number of elements printed on a line depends on the value coded 
as factor 2 in the COMP operation in line 10 of the calculation 
specifications. In this example, that value is 10, and the number of 
elements in array AR2 is 50. 

If an edit code is used, each array element is preceded by two spaces. You 
must take these spaces into account when you compute the end position for 
the output specifications. 
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Figure 13-18. Printing More than One Array Item per Line 
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Example of Using Tables 


The following payroll program requires two related tables: 


TABNUM 

TABRAT 

12345 

407 

12346 

593 

12347 

369 

12348 

390 

12349 

1379 


TABNUM, which contains employee numbers, is the table searched. 
TABRAT, which contains employee salary rates, is the related table. After 
the program finds an employee's number and salary rate, it multiplies the 
rate by the number of hours worked. The result is the amount earned. 


File Description Specifications 



The input records are contained in the input file TIMECARD, which is 
designated as the primary file (P in column 16). When the file reaches end 
of file, processing ends (E in column 17). Each record in this file is 96 
positions long. This file is read from disk. 

The related tables are contained in the input file RATETABL, which is 
designated as a table file (T in column 16). This file is read from disk before 
the program is run. Each record in this file is 72 positions long. The E in 
column 39 shows that the extension specifications contain additional 
information about this file. 
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Extension Specifications 


n 

® Fomri Type | 
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7 8 
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9 10 

ence of the Chaining File 

3er of the Chaining Field 

From Filename 

11 12 13 14 16 16 17 18 

To Filename 

19 20 21 22 23 24 25 26 

Table or 

Array Name 

27 28 29 30 31 32 

Number 

of 

Entries 

Per 

Record 

33 34 35 

Number 

of 

Entries 

Per Table 
or Array 

36 37 38 39 

Length 

of 

Entry 

40 41 42 


1 

1 

S; Sequence (A/D) j 

Table or 
Array iName 

(Alternating 

Format) 

46 47 48 49 60 51 

Length 

of 

Entry 

52 53 54 
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The extension specifications complete the description of the file 
RATETABL. The table searched is TABNUM (columns 27 through 32), 
which has eight elements in each record (columns 33 through 35) and 600 
elements in the table (columns 36 through 39). Each element is 6 positions 
long (columns 40 through 42) with zero’deciraal positions (column 44). The 
table is organized in ascending sequence (column 46). 

The related table is TABRAT (columns 46 through 61). Each element is 4 
positions long (columns 62 through 54) with two decimal positions (column 
66 ). 

The table input records are organized in alternating format (although 
related tables do not have to be in alternating format). That is, the first 
record begins with the first element of TABNUM, which is followed by the 
first element of TABRAT, the second element of TABNUM, the second 
element of TABRAT, and so on in alternating sequence. Each element of 
TABNUM is 5 positions long, and each element of TABRAT is 4 positions 
long. Therefore, each pair of related elements is 9 positions long. There 
are eight elements of each table per record, so each record in RATETABL is 
72 positions long. 

Each table has 500 elements, so the file requires 63 records (500 elements 
divided by 8 elements per record = 62.5 records). The first 62 records 
contain data in positions 1 through 72, but the 63rd record contains data 
only in positions 1 through 36. 
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Input Specifications 



The input file TIMECARD is assigned a sequence of AA (columns 15 and 
16). Record-identifying indicator 01 turns on whenever an input record is 
present for processing. No record identification codes are specified in 
columns 21 through 41 because there is only one record type. 

Lines 02 and 03 describe the locations of the two input fields used by the 
program. The employee number (EMPNUM) is in positions 1 through 5 of 
the input record. The number of hours worked (HRSWKD) is in positions 
42 through 44 of the input record. 
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Calculation Specifications 



On line 01, the LOKUP operation instructs the program to search the table 
TABNUM (factor 2) for an element that matches the value of the field 
EMPNUM (factor 1). Resulting indicator 03 turns on when an element in 
TABNUM is found that is equal to the value of EMPNUM. The related 
table TABRAT is specified as the result field. 

When indicator 03 is on, the MULT (multiply) operation in line 02 is 
performed. The salary rate for the employee, taken from the related table 
TABRAT (factor 1) is multiplied by the number of hours worked, HRSWKD 
(factor 2). The result is stored in the result field EARNS, which is 5 
positions long with two decimal positions. The result is half-adjusted (H in 
column 53). 

When indicator 03 is not on, the MOVE operation in line 03 occurs. The 
literal 000.00 (factor 2) is moved into the field EARNS (result field) to 
indicate that the table does not contain an entry for that employee. The 
decimal point in the literal is used only to align the data; it is not actually 
put in the field EARNS. 
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Chapter 14. Using Data Structures 


A data structure is an area in storage that is composed of one or more 
fields, called subfields. You can use a data structure to: 

• Define that area of storage more than one way 

• Subdivide an input field so that your program can refer to either the 
entire field or its subfields 

• Reorganize fields in an input record for easier reference 

See Examples of Data Structures, later in this chapter, for an example of a 
data structure used for each of these purposes. 


Coding a Data Structure 

Data structures are coded on input specifications. They must be the last 
entries on the input specifications. That is, they must follow all 
specifications for input records. 

Specifications for a data structure have two parts: the data structure 
statement and the subfields. Specifications for the subfields must be coded 
on the lines immediately below the specification for the data structure 
statement. 

To code a data structure statement and subfields, make entries in the 
unshaded columns of the input specifications shown below: 
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Data Structure Statement 


Columns 7 through 12 can contain blanks or the name of the data structure. 
Although columns 7 through 14 are normally used as one entry, the name of 
the data structure cannot be more than 6 characters long. 

Column 18 must contain U if this data structure is to be used as a local 
data area for a display station (see Local Data Area for a Display Station in 
this chapter). Otherwise, leave this column blank. 

Columns 19 through 20 must contain DS, which identifies this statement as 
a data structure. 


Subfields 


Columns 44 through 47 must contain the record position in which the 
subfield begins, relative to the beginning of the data structure, not relative 
to the beginning of the input record. 

Columns 48 through 51 must contain the record position in which the 
subfield ends, relative to the beginning of the data structure, not relative to 
the beginning of the input record. 

Column 62 must contain the number of decimal positions if the subfield is 
numeric. It must be blank if the subfield is alphameric. 

Positions 63 through 58 must contain the subfield name. The subfield name 
can be the same as an input field name or a result field name. Subfields 
can be used as factor 1, factor 2, or the result field of a calculation 
specification or as output fields. However, the same subfield name cannot 
be used in more than one data structure, and a data structure name cannot 
be used as a subfield name in another data structure. 
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Rules for Coding Data Structures 


A data structure is considered alphameric data. Therefore, when a data 
structure is created, it is set to blanks, except for those subfields that are 
set by an array or by a local data area for a display station. You must 
ensure that numeric subfields contain numeric data before you use the 
subfields in CHAIN, READE, LOKUP, COMP, IFxx, DOUxx, DOWxx, 
CASxx, or editing operations, or arithmetic operations. 

A maximum of 75 data structures can be used in a program. 

A data structure can be from 1 through 9999 characters long. However, the 
maximum length of a data structure used as a local data area for a display 
station is 512 characters. 

The maximum length of an alphameric subfield is 256 characters; the 
maximum length of a numeric subfield is 15 characters. 

If arrays are specified as subfields, the length specified must equal the 
amount of storage required to store the entire array. 

The length of a data structure is one of the following: 

• The length specified in the input field specifications if the data 
structure name is an input field 

• The highest entry in columns 48 through 51 of a subfield if the data 
structure name is not an input field 

The length of the data structure is determined by the first specification in 
the program that defines a length in one of the ways just listed. Conflicting 
lengths in later specifications are not valid. 

The name of an input field or a result field that is being redefined in a data 
structure must be the data structure name or must be specified in the data 
structure; however, it does not have to immediately precede the subfields 
redefining it. 

If a field appears as a data structure name or as a data structure subfield 
name, the physical space reserved for that field is in the data structure, 
regardless of where the field was defined. 

Look-ahead fields cannot appear as a data structure or a subfield. 

An RPG reserved word, array item, or table name cannot be specified as a 
subfield. 

A packed-decimal or binary numeric field cannot be specified as a subfield 
within the data structure. If a field is defined as packed-decimal or binary 
in a file, the program converts that field to zoned-decimal format when it 
places the field in the data structure. 
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Examples of Data Structures 


Example 1. DeHning One Area of Storage More than One Way 

Figure 14-1 shows a 40-position data structure that defines one area of 
storage in three ways: 

• Positions 1 through 32 are defined as the sales record (SREC). 

• Positions 1 through 35 are defined as the purchase record (PREC). 

• Positions 1 through 40 are defined as the transfer record (TREC). 

Figure 14-2 shows the coding for the data structure in Figure 14-1. The DS 
in columns 19 and 20 of line 08 identifies the following lines as a data 
structure. The data structure allows the programmer to define 19 subfields 
(lines 10 through 15, 17 through 23, and 25 through 30) within only 40 
positions of storage. 

If the programmer defined each subfield as a field in the input record 
instead of using a data structure, each input field would require a separate 
area of storage. That is, the sales record would require 32 positions, the 
purchase record would require an additional 35 positions, and the transfer 
record would require an additional 40 positions. Together, the three 
records would require 117 positions of storage, almost three times as much 
as the 40 positions required for the data structure. 
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Figure 14-1. Data Structure That Defines One Area of Storage Three Ways 
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Figure 14-2. Coding for Data Structure Shown in Figure 14-1 
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£:iample 2. Dejl^ning Subfields within a Field 


Figure 14-3 shows a data structure that subdivides a field in an input 
record. Input field PARTNO in file FILEIN has 16 positions (from record 
position 3 through record position 18; see line 02). The data structure 
defines subfields in field PARTNO. 

If a data structure defines subfields within a field, and if that data structure 
has a name in columns 7 through 12, the data structure name must be the 
same as the field name (in this case, PARTNO). 

Normally, a data structure name cannot be specified as factor 1, factor 2, or 
the result field of a calculation specification. However, a data structure 
name can be specified as the result field of an RLABL operation. A data 
structure subfield name can be specified in a calculation specification. 
Subfield PARTDS contains all 16 positions in the data structure, so subfield 
PARTDS can be used to specify the entire data structure in a calculation 
specification. 
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Figure 14-3. Using a Data Structure to Define Subfields within a Field 
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A data structure can also redefine subfields within a subfield. Figure 14-4 
shows that subfields KEY (line 02), ARRFLD (line 07), and ID (line 08) are 
redefined by subdividing them into even smaller subfields. 



Figure 14-4. Using a Data Structure to Define Subfields within a SubHeld 
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Example 3. Reorganizing Fields in an Input Record 


Figure 14-5 shows a data structure that is used to reorganize fields in an 
input record. Records in file TRANSACT contain input fields in the 
following sequence: PARTNO, QTY, TYPE, CODE, and LOCATN (lines 02 
through 06). Data structure KEYDS reorganizes this sequence. The 
sequence of subfields in the data structure is LOCATN, PARTNO, and 
TYPE (lines 08 through 10). Input fields QTY and CODE are not part of the 
data structure. Subfield PRTKEY (line 11) includes all 16 positions of the 
data structure, so it allows you to specify the entire data structure in a 
calculation specification. 
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Figure 14-6. Using a Data Structure to Reorganize Fields 
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Special Data Structures 


SAVDS Data Structure 

The data structure in Figure 14-6 is used as the SAVDS data structure, 
which is specified on a continuation line of the file description specification 
for the WORKSTN file. This data structure contains fields that are to be 
saved and restored for each display station that uses the WORKSTN file. 

For more information about the SAVDS data structure, see 
Continuation-Line Options in Chapter 6, Using a WORKSTN File. For an 
example of a SAVDS data structure, see Figure 6-12, Sample Program 
AR330R. 



Figure 14-6. SAVDS Data Structure 
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Local Data Area for a Display Station 


Figure 14>7 shows a data structure that is used as the local data area for a 
display station, A local data area contains 512 positions of storage that is 
used for passing information between programs and procedures. Coding a 
local data area data structure requires a U in column 18. The data 
structure name is optional. 

At the beginning of the program, the program reads information from the 
local data area into the data structure; at the end of the program, the 
program writes information from the data structure into the local data area. 
You can also use the control language LOCAL statement or another RPG 
program to enter information into the local data area. 

For a MRT (multiple requester terminals) program, the local data area data 
structure contains a copy of the local data area for the first display station 
using the program, and the local data area data structure is not 
automatically written out at the end of the program. To read and write the 
local data area for each display station in a MRT, use SUBR21 (see Chapter 
6, Using a WORKSTN File), For an example of a local data area, see 
Figure 6-13, Sample Program AR935R. 

File Information Data Structure 

A file information data structure (INFDS) is used for passing information 
about an exception or error in a WORKSTN file to the RPG program. This 
information includes the type of exception or error that occurred, the 
operation that the program was performing when the exception or error 
occurred, and the status of various conditions. The INFDS data structure 
is specified as a continuation-line option on the file description 
specification for a WORKSTN file. 

For more information about the file information data structure, see 
Handling Exceptions and Errors in Chapter 6, Using a WORKSTN File, 



Figure 14-7. Using a Data Structure as a Local Data Area for a Display Station 
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Chapter 15. Using Auto Report 


RPG auto report uses its own specifications and standard RPG 

specifications to create a complete RPG source program. 

Specific auto report statements control the three separate functions of auto 

report, which can be used in any combination: 

• The /COPY statement allows you to copy a source member, containing a 
group of RPG source specifications, into an RPG source program. Use 
/COPY so you do not have to repeatedly code identical or nearly 
identical specifications that are used in several programs. This is the 
most important benefit of using auto report. 

• *AUTO page headings provide a simplified method of coding page 
headings. 

• *AUTO output provides a simplified method of coding output 
specifications. 

Figure 15-1 is an overview of what auto report does. 
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Figure 15-1. Overview of Auto Report 


Input for Auto Report 


Auto report uses the following input: 

• Auto report option specifications 

• *AUTO page headings and ’*'AUTO output specifications in the source 
program 

• Standard RPG specifications in the source program 

• Auto report /COPY statements in the source program, with or without 
modifier statements 

• Standard RPG specifications, including arrays and tables, and *AUTO 
specifications that are copied from the library by the auto report copy 
function 

Figure 15-2 shows an example of *AUTO output specifications, and Figure 

15-3 shows the calculation and output specifications created by the *AUTO 

specifications. 
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Figure 15-2. *AUTO Output Specifications That Create the Calculation and Output SpeciHcations 
Shown in Figure 15-3 
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15-3. Calculation and Output Specifications Created by the *AUTO Specifications in Figure 
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Specifications Created by Auto Report 


From input it receives, auto report creates a complete RPG source program 
that is ready to be compiled. 

Format of Created Specifications 

The created specifications have the following format: 


Column 

Contents 

1-4 

Sequence number of the specification. This number 
starts at 0010 for the control specification and increases 
by 0010 for each specification that follows. If the 
program has more than 999 specifications, the sequence 
starts again at 0000. 

5 

Code that identifies the specification as follows: 


Blank 

Standard RPG specification in the auto 
report program 


c 

Specification copied from the library member 
specified in the /COPY statement 


M 

Specification copied from the library member 
specified in the /COPY statement and 
modified 


E 

Specification created by auto report 

6-80 

Standard RPG specification 


Compile-time arrays and tables are not changed by auto report; they remain 
in the standard format for an array or table record. 
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Order of Created Specifications 


Auto report creates the specifications in the order required by the RPG 
compiler. When specifications are included by means of a /COPY 
statement, those specifications are placed immediately after the/COPY 
statement. Then, after all specifications are copied but before auto report 
creates RPG specifications from the H-*AUTO (heading records) and 
D/T-*AUTO (detail/total records) specifications, the entire auto report 
source program is sorted into the following order: 

1. Control specification 

2. File description specifications 

3. Extension specifications 

4. Line counter specifications 

5. Telecommunications specifications 

6. Input specifications 

7. Calculation specifications (in the following order: detail, LO, LI 
through L9, LR, and subroutines) 

8. Output specifications 

9. Arrays and tables loaded at compilation time, which must be placed last 
among the input statements to auto report 


Calculation Specifications 

Auto report places the created calculation specifications in the following 
order: 

1. Detail calculations that you code 

2. EXSR statement for the created subroutine 

3. Total calculations created by auto report, grouped in order by level (all 
LO calculations, then all LI calculations, and so on) 

4. Total calculations that you code 

5. Subroutines that you code 

6. Created RPG subroutine that accumulates the lowest-level total 

Note: If the /COPY statement copies a subroutine that contains a BEGSR 
operation but no ENDSR operation, incorrect sorting of the created RPG 
source program can result. Incorrect sorting can also result if invalid 
characters are coded as control-level indicators in columns 7 and 8* 


16-6 



Output Specifications 


Output heading specifications created for H-*AUTO specifications appear in 
the order in which they are coded on the output specifications in relation to 
other RPG and *AUTO output specifications for the file. 

Normally, RPG output specifications created from a D/T-*AUTO 
specification are in the following order: 

1. Heading specifications created for column headings 

2. Detail specifications 

3. Total specifications, with the lowest level first and LR last 

This group of specifications is placed in the same relative position in the 
program as the original D/T-*AUTO specification. All other RPG output 
specifications remain in their original order. 

However, if you specify a normal RPG total output specification 
conditioned by a positive control-level indicator (no N in column 23) in 
columns 24 and 25 for the file that has a D/T-*AUTO specification, all 
output specifications in the program are sorted into the following format: 

1. All heading, detail, and exception output specifications remain in the 
order in which they are coded in the created source program. Total 
specifications that are not conditioned by a positive control-level 
indicator in columns 24 and 25 remain as they were in the program. 

2. Total specifications that are conditioned by a positive control-level 
indicator in columns 24 and 25 are sorted into ascending order 
according to the control-level indicator in columns 24 and 25, with LR 
last. 

See Examples of Using Auto Report in this chapter for examples of created 
specifications. 


Comment Statements 


Comment statements (identified by an asterisk in column 7) are allowed 
among the statements read by auto report. However, the sorting of RPG 
specifications is based on the contents of column 6; therefore, comments 
may be sorted into an unexpected order. To ensure that comments remain 
with the correct specification, place them after that specification and put 
the same entry in column 6, 
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The order of arrays and tables does not change when the source 
specifications are sorted. Therefore, when arrays and tables are included 
from a library member, they may occur in an incorrect order after the sort. 
For example, if the auto report source specifications contain a table for 
translating a file or for changing the collating sequence of characters, then 
any compile-time arrays or tables included from a library member are out of 
order. That is, the included arrays or tables are placed ahead of the table 
for translating files. Compile-time arrays and tables must be loaded in the 
following order: 

1. Tables for translating files 

2. Tables for changing the collating sequence of characters 

3. Compile-time arrays and tables in the order described on the extension 
specifications 

A solution to this restriction is to place the tables for translating files and 
for changing the collating sequence of characters in a library member, and 
then to copy them from the library member before any other compile-time 
tables and arrays are copied. This procedure ensures that the tables for 
translating files and for changing the collating sequence of characters are 
the first compile-time tables in the created RPG source program. 



Option Specifications 


Specify options for the auto report program on the RPG auto report 
specifications shown below: 


RPG AUTO REPORT SPECIFICATIONS 
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_ 
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The auto report option specifications are not required in the auto report 
program. If present, they must appear as the first specifications in the 
program. If they are not present, auto report assumes the options that 
correspond to blank entries (see individual entries for the meanings of the 
blank entries). Option specifications cannot be contained in a library 
member that is copied by a /COPY statement. 

If a control specification (H in column 6) is not present either in the auto 
report source program or in a copied library member (see jCOPY Statement 
Specifications), auto report creates a control specification with blank 
entries. 

The following columns on the auto report specifications are used in the 
same way as corresponding columns on other RPG specifications: 

• Columns 1-2 (page) 

• Columns 3-5 (line) 

• Columns 75-80 (program identification) 

Column 6 (Form Type) 


Enter a U in column 6 to identify this line as an auto report option 
specification. 
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Column 7 (Source) 


Entry Explanation 

Blank The created source program is not cataloged. 

C The created source program is cataloged in a library on disk. 

Use column 7 to specify whether the created source program is to be 
cataloged in a library. Whether or not the source program is cataloged, the 
created source program is written to a disk work file from which it is 
immediately compiled. Created source programs that are cataloged become 
library source members. 

The created source program is not cataloged when terminal errors exist in 
the auto report specifications. 

Columns 8-24 (Source Member Reference) 


Entry Explanation 

Library, Identifies the library member to be cataloged. The 
member library name can be up to 8 characters long, beginning 
in column 8. Use a comma after the library name. The 
member name can also be up to 8 characters long. 


Make an entry in columns 8 through 24 if the created source program is to 
be cataloged in a library (C in column 7). The first character of the library 
name and of the member name must be alphabetic. The remaining 
characters can be alphabetic or numeric. 

If you enter Fl or blanks for the library name, the library name defaults to 
the system library. If the member name is not specified or is specified 
incorrectly, an error results. 

If the name used by auto report to catalog the created source program is 
the same as the name of an existing member in the library, the old member 
is replaced by the new member. 


Columns 25-26 


Columns 25 and 26 are not used. Leave them blank. 



Column 27 (Date Suppress) 


Entry Explanation 

Blank Date and page number are printed on the first *AUTO page 
heading line. 

N Date and page number are not printed on the first *AUTO page 

heading line. 

To prevent the date and page number from printing on the first *AUTO 
heading line, enter N in column 27. When these fields are suppressed, the 
page title and any other fields specified can occupy the entire line. See 
UTO Page Heading Specifications for further information on the date 
and page numbers. 


Column 28 (*Suppress) 


Entry Explanation 

Blank Asterisks are printed for total output lines. 

N Asterisks are not printed for total output lines. 

To prevent asterisks from printing beside created totals, enter N in column 
28. See *A UTO Output Specifications for rules used in printing asterisks. 


Column 29 


Column 29 is not used. Leave it blank. 
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Column 30 (List Options) 

Entry Explanation 

Blank The source program listing, headings, and diagnostics are 

printed. A source program is also produced if no terminal errors 
are found. 

B The program listing is not printed; however, a source program is 

produced. 

P A partial program listing is printed that includes appropriate 

headings and diagnostics. 

Column 30 provides options for printing a source listing when auto report 
creates RPG source specifications. If any terminal errors are found in auto 
report specifications, the listing is completed (provided a listing is to be 
printed). 

The auto report source listing consists of the RPG specifications included 
in the input to auto report, RPG specifications created by auto report, and 
specifications copied from a library member. 

Use the B entry to produce a source program for which you already have a 
listing. 

Use the P entry to determine whether minor changes to a previously tested 
program created any errors. 

Columns 31-74 

Columns 31 through 74 are not used. Leave them blank. 
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/COPY Statement Specifications 


The auto report copy function provides a way to include cataloged RPG 
source specifications in an RPG program. The source specifications that 
are included must reside as a library member on disk. Use the copy 
function to include source specifications that are identical or nearly 
identical in several different programs, thereby reducing the need to 
repeatedly code specifications that are used in several programs. For 
example, if file description and input specifications for a particular file are 
similar in different programs, these specifications can be placed in the 
library by the source entry utility (SEU) and included in any program by 
the copy function. 

Auto report specifications and any valid RPG specifications, including 
arrays and tables, can be copied in this manner. The auto report option 
specifications and other copy statements cannot be copied. See Examples of 
Using Auto Report in this chapter for an example of using the copy 
function. 

The specifications included in an auto report program by the copy function 
are first placed in the program immediately following the /COPY statement. 
After all specifications are copied from the library members, the entire auto 
report program is sorted into the order required by the RPG compiler (see 
Order of Created Specifications in this chapter). Note that the auto report 
compiler truncates any record that is longer than 96 characters. 

To request the copy function, use the /COPY statement. This statement 
identifies the library and library member containing the RPG specifications 
to be included in the source program created by auto report. /COPY 
statements must follow the auto report option specifications, and they must 
precede source tables for translating files, tables for changing the collating 
sequence of characters, and compile-time array and table data. 
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The format of the /COPY statement is: 

Column Entry 

1-5 Page and line number indicating the placement of the statement 

in the sequence of auto report source specifications. 

6 This column can contain any entry except H or U, or can be 

blank. 

7-11 Enter the characters /COPY. 

12 Blank. 

13-29 Identifies the library and member to be included. Specify the 

library name, which can be up to 8 characters long, beginning in 
column 13. Use a comma to separate the library name from the 
member name, which can also be up to 8 characters long. If you 
do not enter a library, or if you enter FI, the default is the 
system library. 

30-49 Blank. 

50-80 Enter any information or comments. The contents of these 

columns are not read by auto report. 

Figure 16-4 shows an example of the /COPY statement. 



the default library is the 
system library. 

Note: It is convenient to code the /COPY statement on the input specifications if the input 
specifications are to be changed as they are copied. 

Figure 15-4. Example of the /COPY Auto Report Statement 
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Changing Copied Specifications 

Statements can be included in the auto report specifications to change file 
description and input field specifications as they are copied from a library 
member. No other types of specifications can be changed. /COPY modifier 
statements from the source program that add, change, or delete entries on 
cataloged input field specifications are identified by an X in print position 6 
of the auto report listing. 

Changing File Description Specifications 

To change a file description specification that is copied from a library 
member, enter the filename in columns 7 through 14 of a file description 
specification. Then make only those entries on the line that are to replace 
existing entries in the copied specification or that are to be included as new 
entries. Blank entries in the modifier statement do not affect the copied 
statement. 

For example, the file description specifications for a frequently used file 
named SALES are to be copied from the system library. The original 
specification contains I in file type (column 15), defining SALES as an input 
file (see Figure 15-5). To update the sales file, change column 15 to a U by 
including in the auto report source program a modifier file description 
specification that contains the filename, SALES, and the new file type 
entry, U. As a result of the modifier file description specification, the file 
type on the copied file description specification is changed from I to U. 


Chapter 15. Using Auto Report 16-16 




/COPY Statement to Copy Specifications for SALES File from the System Library Member Named SALETR 



File Description Specification as It Is in the System Library 



Copy Function Modifier Statement 
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Resulting File Description Specification That Is Included in the RPG Source Program 


Figure 15-5. Changing a Copied File Description Specification 
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To set an entry to blanks, enter an ampersand (&) in the first position of 
that entry on the modifier statement, and leave the remaining positions 
blank. For example, to remove the block length entry (columns 20 through 
23) from the cataloged specification shown in Figure 15-5, add an ampersand 
to the modifier statement in column 20, as shown in Figure 15-6, and leave 
columns 21 through 23 blank. 

Modifier statements for file description specifications do not have to be in 
any particular order in the auto report source program, except that they 
cannot immediately follow the /COPY statement if input field specifications 
are also being changed. 

Only one file description specification with a particular filename is allowed 
to come from the library entries, and a particular filename can be used only 
once on a modifier statement. 

No changes are allowed to the file description continuation specifications 
that accompany a copied file description. To add new continuation 
specifications, place them after a file description modifier statement for the 
file. A maximum of five continuation specifications are allowed to follow a 
file description specification (combined total of original and added 
continuation specifications). 




Changing Input Field Specifications 


Only input field specifications (specifications describing individual fields on 
the input record) can be changed. To change an input field specification 
copied from a library member, enter the field name in columns 53 through 
58 of an input field modifier statement (I in column 6). Modifier statements 
for input field specifications must immediately follow the /COPY statement 
in the auto report program that copies those specifications. The first 
specification following the /COPY statement that is not an input field 
specification is considered the end of the input field modifier statements for 
the /COPY statement. (A comment statement with I in position 6 is not 
considered the end of the input field modifier statements.) 

The fields that can be modified are: 

• Column 43 (packed/binary) 

• Columns 44-51 (field location) 

• Column 52 (decimal positions) 

• Columns 59-60 (control levels) 

• Columns 61-62 (matching or chaining fields) 

• Columns 63-64 (field record relation) 

• Columns 65-70 (field indicators) 

The method of replacing, adding, or blanking entries is similar to the 
method used to change file description specifications. To replace or add 
entries, code the new entry in the proper location in the modifier statement; 
to set an entry to blank, place an ampersand (&) in the first position of that 
entry in the modifier statement. Figure 15-7 shows examples of changing 
input specifications. 

The modifier statement changes all copied input field specifications that 
have the same field name. If there is no input field by the same name, the 
modifier statement is added to the program as a new input field 
specification. Modifier statements with duplicate field names are allowed 
(length and number of decimal positions must also be the same), but only 
the first is used to change a copied specification. Other field names are 
added as new input field specifications. Up to 20 input field modifier 
statements are allowed per /COPY statement. 

For best results, those statements that change existing input field 
specifications should come first; then those that are to be added as new 
input field specifications. This order is suggested because input field 
modifier statements that do not fit into the special main storage table for 
modifier statements are added to the RPG source program as new input 
field specifications. This order of specifying modifier statements increases 
the likelihood that excess statements, if any, will be valid field descriptions. 
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Input specifications as in the library member. 



/COPY statement and modifier statements: 


D Add an entry to BRANCH field description 
Q Blank out minus field indicator on SOLDVA description 
B Add a new file description 

Figure 15-7 (Part 1 of 2). Changing Copied Input Field Specifications 
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Resulting input specifications for SALES file showing: 

D Added Ll indicator 
B Blanks in place of minus field indicator 
B Added field description 

Figure 15-7 (Part 2 of 2). Changing Copied Input Field Specifications 
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*AUTO Specifications 


The *AUTO page-heading function and the *AUTO output function provide 
simplified methods of describing printed output. These functions are 
requested when the characters *AUTO are present in columns 32 through 
36 of a record description specification on the standard RPG output 
specifications. *AUTO can be entered on a heading, detail, or total 
specification (H, D, or T in column 15), but not on an exception output 
specification (E in column 15). Use *AUTO with only one PRINTER file in 
the program. 

Standard RPG output specifications are divided into two general types (see 
Figure 15-8): 

• Record-description specifications (columns 7 through 31) describe when 
and where the output line is to be printed. One record-description 
specification is required for each type of line to be printed. Only the 
first record-description for a file need contain a filename in columns 7 
through 14. 

• Field-description specifications (columns 23 through 74) following a 
record-description specification tell when, where, and how each item of 
data (field or literal) is to be printed on the output record. There can be 
several field-description specifications following a record-description 
specification. 

Auto report page headings and auto report output specifications are also 
divided into the same two types: record-description specifications and 
field-description specifications. However, the entries on these specifications 
are used differently from the entries on the standard RPG specifications. 

The following output specifications are not changed when they are used 
with *AUTO: 

• Columns 1-2 (page) 

• Columns 3-5 (line) 

• Column 6 (form type) 

• Columns 75-80 (program identification) 

Columns 71 through 74 must always be blank on auto report output 
specifications. 


Chapter 15. Using Auto Report 16-21 




Figure 15-8. Two Types of Output Specifications 
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*AUTO Page-Heading Specifications 


The *AUTO page-heading specifications provide an easy way to produce a 
page heading at the top of every page of a printed report (see Figure 15-9). 
Up to five *AUTO page-heading specifications can be used for a page 
heading. If both standard RPG heading lines and *AUTO page headings are 
specified in combination for a file, they are printed in the order specified by 
the output specifications. The *AUTO page headings can be specified for 
only one PRINTER file per program. 

The heading line created by the first *AUTO page heading (H-*AUTO) 
specification contains a date and page number. The first heading line can 
also contain a title. (See Field-Description Specifications in this section for 
information on entering a title.) 

The created date is printed in the leftmost columns in the format mm/dd/yy 
unless you change the format by using the date or inverted-print option 
(columns 19 through 21 of the control specification). 

The created page number is printed in the rightmost columns and is 
preceded by the word PAGE. The page number field is 4 digits long and is 
zero suppressed. Auto report uses one of the unused PAGE fields (PAGE, 
PAGEl through PAGE?) for page numbering. If all PAGE fields are used in 
the program, auto report does not number pages. 

To suppress the date and page number on the first heading line, enter N in 
column 27 of the auto report option specifications. 




Figure 15-9. *AUTO Specification and the Heading Line That Is Printed 
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Record-Description Specifications 


Each H-*AUTO record description defines a separate heading line. The 
record-description entries allow you to specify spacing, skipping, and the 
conditions under which the line is printed. 

Columns 7-14 (Filename) 

Enter the name of the PRINTER file on which the heading is to be printed. 


Column 15 (Type) 


Enter H in column 15 on each record-description specification line that 
defines a page-heading line. The H and the entry *AUTO in columns 32 
through 36 define this as an H-*AUTO heading specification (see Figure 
15-9). Up to five H-*AUTO specifications are allowed. 


Column 16 


Column 16 is not used. Leave it blank. 

Columns 17-22 (Spacing and Skipping) 

Enter spacing and skipping values in these columns according to the rules 
given under Columns 17-22 (Spacing and Skipping) in Chapter 27. If these 
columns do not contain spacing and skipping values, auto report skips to 
line 06 before the first line is printed and spaces two after the last 
H-*AUTO line is printed. If multiple H-’^AUTO lines are used, auto report 
spaces one after each line except the last. For additional information on 
created spacing and skipping values, see Report Format in this chapter. 

Columns 23-31 (Output Indicators) 

On the first H-*AUTO specification, either leave columns 23 through 31 
blank or enter output indicators according to the rules given under 
Columns 23-31 (Output Indicators) in Chapter 27. 

If these columns are blank, auto report causes the corresponding output 
line to be printed at first-page (IP) time in the program cycle and when 
overflow occurs. Thus, the heading is printed at the top of each page of the 
printed report. Indicators can be assigned to subsequent H-*AUTO 
specifications. If columns 23 through 31 are blank on any H-*AUTO 
specification after the first, that specification is assigned the same 
indicators as the first. 

If an overflow indicator is specified on the file description specifications for 
the PRINTER file, that indicator conditions the created heading 
specifications. Otherwise, auto report defines an unused overflow indicator 
for the PRINTER file and conditions the line with that indicator. 

AND and OR lines can be used with H-*AUTO output indicators if an 
output indicator is used with the first specification. Standard RPG rules 
for AND and OR lines apply. 
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Columns 32-37 (*AUTO) 


Enter *AUTO in columns 32 through 36. This entry and an H in column 15 
of the output specifications (see Figure 15-9) indicate that this is an auto 
report heading line. 


Columns 38-70 


Columns 38 through 70 are not used on the record-description line. Leave 
them blank. 

Field-Description Specifications 

Each H-*AUTO record-description specification can be followed by one or 
more field-description specifications. The field-description specifications 
specify the title to be printed on the heading line and describe any other 
fields and literals to be printed on the line. 


Columns 7-31 


Columns 7 through 31 are not used on field-description specifications. 
Leave them blank. Output indicators in columns 23 through 31 cannot be 
used to condition a field on an H-*AUTO specification. 
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Columns 32-37 (Field Name) 


Entry Explanation 

Blank A constant (enclosed in apostrophes) must be entered in columns 
45 through 70. The constant is printed on the heading line. 

Field Field defined in the program is printed on the heading line, 
name 

Table A table item is printed on the heading line, 
name 

Indexed An array item is printed on the heading line. 

array 

name 

Use columns 32 through 37 to enter a field name, a table name, or an 
indexed array name (defined elsewhere in the program) that is to print on 
the heading line. If a name is entered, an edit word, not a constant, can be 
entered in columns 45 through 70. A constant must be entered in columns 
45 through 70 if columns 32 through 37 are blank. 

If output indicators (columns 23 through 31) are left blank on the 
record-description specification, auto report conditions all fields and all 
array or table items included on the heading line with NIP in columns 23 
through 25. Therefore, the field or the array or table item does not print on 
the first page. (If printed on the first page, the field might contain 
meaningless data because the first record is not read.) NIP is not created 
for the following RPG reserved words: PAGE, PAGEl through PAGE7, 
UDATE, UDAY, UMONTH, UYEAR. 

For information on formatting and centering *AUTO heading lines, see 
Report Format in this chapter. 


Column 38 (Edit Codes) 


An edit code can be entered in column 38 if a numeric field, numeric array 
item, or numeric table element is named in columns 32 through 37. If an 
edit code is used, columns 45 through 70 must be blank unless asterisk fill 
or a floating currency symbol is specified. If column 38 is blank, no editing 
is done by auto report unless an edit word is used. 

Column 39 (Blank After) 

Enter B in column 39 to reset a numeric field to zeros after it is printed or 
to reset an alphameric field to blanks after it is printed on the heading line. 
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Columns 40-44 


Columns 40 through 44 are not used with *AUTO heading specifications. 
Leave them blank. 


For information on the positioning of fields and constants in the title line 
and on the centering of heading lines in relation to the body of the report, 
see Report Format in this chapter. 

Columns 45-70 (Constant or Edit Word) 


Entry 

Explanation 

Blank 

Columns 32 through 37 contain the name of a field that 
either is not edited or is edited by an edit code. 

Constant 

Title or other constant (enclosed in apostrophes) that is to 
appear on the printed line. 

Edit word 

The edit pattern used to edit the numeric field named in 
columns 32 through 37 of the same field-description line. 


Use columns 45 through 70 to specify the title and other information that is 
to appear on the output line and to edit numeric fields that are to appear on 
the line. Rules for specifying constants and edit words are identical to 
those given under Columns 45-70 (Constant or Edit Word) in Chapter 27, 
except that no end positions can be specified. 

For information on the positioning of fields and constants in the title line 
and on the centering of heading lines in relation to the body of the report, 
see Report Format in this chapter. 
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*AUTO Output Specifications 

Detail reports (in which a line is printed for each record that is read) and 
group printed reports (in which only totals are printed) can be specified by 
the *AUTO output function alone or in combination with standard RPG 
specifications. The *AUTO output function creates totals and formats 
columns and column headings. 

A single detail or total *AUTO record description (D/T-*AUTO) 
specification and its associated field-description specifications can specify: 

• Up to three lines of column headings to appear above a field 

• Accumulation of several levels of totals, including a final total (known 
as total rolling) 

• Creation by auto report of end positions for column headings and fields 

• Creation by auto report of the K edit code for numeric fields 

• Fields or constants to be printed next to created totals 

Four types of description specifications can be associated with the *AUTO 
record-description specification. The four types are distinguished by entries 
in column 39. The remaining entries on a field-description specification 
have different meanings, depending on the entry in column 39. 

The valid entries in column 39 of the field-description specifications and 
their meanings are: 

• Blank or B: Indicates that the associated field or constant appears on 
the detail line. 

• A: Indicates that the associated numeric field is printed on the detail 
line and is accumulated. A total is printed for each control level 
defined in columns 59 and 60 of the input specifications for the program. 
A final total is also printed (when the LR indicator is on). 

• C: Indicates that the associated constant is printed on the second or 
third line of column headings. 

• i, 2, 3, 4, 5, 6, 7, 8, 9, R: Indicates that the associated field or constant 
appears on the total line created for the respective control-level 
indicator (LI through L9, LR). 

See Group Printing in this chapter for the effect of these entries in a group 
printed report. 

See Examples of Using Auto Report in this chapter for examples of the four 
types of field descriptions. 
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Record-Description Specifications 


An auto report record-description specification must contain the entry 
*AUTO in columns 32 through 36. *AUTO can appear only on a 
record-description specification. This entry indicates that the record 
description and the following field descriptions are redefined according to 
their use by auto report. 

Columns 7-14 (Filename) 

Enter the name of the PRINTER file on which the report is to be printed. 
This must be the same file named on H-*AUTO specifications, if any. 


Column 15 (Type) 


Entry Explanation 

D The auto report specifications describe a report containing detail 

lines. 

T The auto report specifications describe a report containing total 

lines, but no detail lines (group-printed report). 

Enter D in column 15 and *AUTO in columns 32 through 36 for auto report 
to create a report that contains detail lines. The field-description 
specifications associated with the D-*AUTO record description specify: 

• Fields to appear on the detail line 

• Column headings 

• Total rolling 

• Constants to appear on total lines 

See Examples of Using Auto Report in this chapter for examples of 
D-*AUTO specifications. 

Enter T in column 15 and *AUTO in columns 32 through 36 for auto report 
to create a group printed report (see Group Printing in this chapter). 

Only one detail or one total *AUTO (D/T-*AUTO) record description 
specification can be used in a program. 

Column 16 (Fetch Overflow) 

Enter F in column 16 to specify fetch overflow. See Column 16 (Fetch 
Overflow) in Chapter 27 for the rules on using fetch overflow. 

When used with the *AUTO output function, fetch overflow applies only to 
the detail line. If group printing is specified (T in column 15), fetch 
overflow applies to the lowest-level total line to be printed. 
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Columns 17-22 (Spacing and Skipping) 

Enter spacing and skipping values in columns 17 through 22 according to 
the standard RPG rules. Entries specified apply only to the detail line 
created by a D-*AUTO specification or to the first total line created by a 
T-*AUTO specification. 

Leave columns 17 through 22 blank to single space after each detail line 
printed or, if group printing is specified, after the first total line printed. 

For information on spacing and skipping for created column heading and 
total lines, see Report Format in this chapter. 

Columns 23-31 (Output Indicators) 

Enter any valid output indicators in columns 23 through 31 to condition the 
detail or group-print line created by this *AUTO specification. If these 
columns are left blank on a D-*AUTO specification, the created detail line 
is conditioned by NIP. Therefore, it is not printed at first-page (IP) time in 
the RPG program cycle. If these columns are left blank for a T-*AUTO 
specification, the first created total line is conditioned by the lowest 
control-level indicator defined in the program. (See Group Printing for 
additional information about the use of this entry with a T-*AUTO 
specification.) 

AND and OR can be used with *AUTO output indicators if an output 
indicator is specified on the first record-description specification. Standard 
RPG rules for AND and OR lines apply. 

Indicators specified in columns 23 through 31 of the record-description 
specification (and its associated AND/OR lines) apply only to the detail line 
created by a D-*AUTO specification or to the group-print line (lowest-level 
total specification) created by a T-*AUTO specification. 

If column headings are specified in the field-description specifications that 
follow this *AUTO record description, they are conditioned by one of the 
following: 

• The same indicators that are specified for the first H-*AUTO 
specification. 

• The first-page (IP) indicator in an OR relationship with the overflow 
indicator specified for the file on the file-description specifications. If 
no overflow indicator is specified, auto report defines an unused 
overflow indicator and uses it to condition the lines. 

Restriction: If NIP is specified on a D-*AUTO record-description 
specification that is followed by field-description specifications for totaling 
fields (A in column 39), the calculations created for the totaling fields are 
also conditioned by NIP. This causes a terminal diagnostic in the RPG 
compiler. 
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Columns 32-37 (*AUTO) 


To indicate that this is an auto report specification, enter *AUTO in 
columns 32 through 36 on the record-description line. Column 15 must 
contain D or T to indicate a detail or total *AUTO specification. Only one 
D/T-*AUTO specification can be used in a program. 


Columns 38-70 


Columns 38 through 70 are not used on a D/T-*AUTO record-description 
specification. Leave them blank. 

Field Description (Blank or B in Column 39) 

D-*AUTO and T-*AUTO field-description specifications containing a blank 
or B in column 39 describe: 

• An alphameric field such as an item description 

• A numeric field that is not totaled 

• A constant 

• A field with a literal to be used as a column heading (see Figure 15-10) 

A field named on the line (or a constant when no field is named) following a 
D-*AUTO record-description specification is printed only on the detail 
report line. If the field (or constant when no field is named) on the line 
follows a T-’^^AUTO record description, it appears only on the first total line 
created. 



As a result of these specifications, FIELDl prints on each detail line under the heading COLUMN 
HEADING 1. FIELD2 and LITERAL 3 print on each detail line without a column heading. 

Figure 15-10. Auto Report Field-Description Specifications (Blank in Column 39) 
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Columns 7-22 

Columns 7 through 22 are not used on the field-description lines. Leave 
them blank. 

Columns 23-31 (Output Indicators) 

Enter any valid output indicators in columns 23 through 31, or leave them 
blank. If these columns are left blank, the field (or constant when no field 
is named on the line) is printed on each detail line conditioned by the 
indicators for that record. When group printing is specified (T-*AUTO 
specification), the field (or constant when no field is named on the line) is 
printed each time the lowest-level total line is printed. If a column heading 
is specified in columns 45 through 70 to appear over a field named in 
columns 32 through 37, the column heading is not affected by output 
indicators entered in columns 23 through 31. 

Columns 32-37 (Field Name) 

Enter a field name, data structure name, indexed array name, table name, 
or blanks in columns 32 through 37. If columns 32 through 37 are blank, a 
constant must be entered in columns 46 through 70 of the same 
field-description specification. If a field name, data structure name, indexed 
array name, or table name is entered, the value of the field or item is 
printed on the detail line (or on the first total line if group printing is 
specified). 


Column 38 (Edit Codes) 


Enter a valid edit code in column 38 if columns 32 through 37 contain the 
name of a numeric field, a numeric array item, or a numeric table. This 
column must be blank for alphameric fields, data structures, array items, 
table items, and literals. If column 38 is left blank on a field-description 
line for a numeric field, an array item, or a table item, the auto report 
program provides a K edit code. The K edit code causes a numeric field or 
item to be printed with commas and a decimal point, such as 3,489.13. It 
also causes zero suppression, does not print zero balances, and prints a 
minus sign on the right of negative balances. 

Column 39 (Blank After) 

Entry Explanation 

Blank Field is not to be reset to zeros or blanks after printing. 

B Numeric field is reset to zeros after it is printed. Alphameric 

field is reset to blanks after it is printed. 

Enter B in column 39 to reset alphameric fields or data structures to blanks 
or to reset numeric fields to zeros after they are printed. Blank after 
cannot be used for constants. This entry applies only to the detail line (or 
to the first total line if group printing is specified). 
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Columns 40-43 (End Position in Output Record) 


Either leave columns 40 through 43 blank, or enter the print position of the 
rightmost character of the field (or constant if no field is named in columns 
32 through 37) to be printed. If this column is blank, auto report creates 
end positions for fields, constants, and column headings. See Report Format 
in this chapter for additional information and considerations. 


Column 44 


Column 44 is not used, because packed-decimal and binary data cannot be 
specified. Leave this column blank. 

Columns 45-70 (Constant) 

Enter a constant or blanks in columns 45 through 70 when column 39 
contains a blank. Constants are enclosed in apostrophes according to the 
standard RPG rules for coding constants. If these columns are left blank, a 
field name, data structure name, indexed array name, or table name must be 
entered in columns 32 through 37. Column-heading continuation lines can 
follow this field-description line, but the first line of the printed column 
heading will be blank. See Field Description (C in Column 39). 

If a constant is entered in these columns along with a field name in 
columns 32 through 37, the constant is printed on the first column-heading 
line over the field value. When a column heading is used, the length used 
to space the column on the report is the greater of the longest 
column-heading length or the field length, adjusted for editing. See Report 
Format in this chapter for additional information on how columns and 
fields are centered and spaced by auto report. 

If a constant is entered in columns 45 through 70 and field name (columns 
32 through 37) is blank, the constant is printed each time the detail report 
line is printed. In group printing, the constant is printed each time the first 
created total line is printed. 
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Field Description (A in Column 39) 


Enter A in column 39 of a field-description specification following a 
D/T-*AUTO specification to accumulate and print totals for the field named 
in columns 32 through 37 (see Figure 15-11). The number of levels of totals 
that are printed is determined by the control-level entry (columns 59 and 60) 
on input specifications. A final total is also printed when the LR indicator 
is on. (This process is called total rolling). 

If group printing is specified and a control-level indicator higher than the 
lowest-defined control level is specified in columns 23 through 31 on the 
record-description specification, totals are created for the indicator entered, 
all higher defined indicators, and LR. 

The total output record created by auto report if you entered A in column 
39 of a field description specification is conditioned by the associated 
control-level indicator defined in the input specifications. One total output 
record is created for each control-level indicator defined in the program. 



accumulated. Totals are printed for each control level 
and a final total is printed. A column heading is specified 
in columns 45 through 70. 


Figure 15-11. Describing a Field That Is to Be Accumulated 

























Created Total Fields 


When A is specified in column 39 of a detail or total *AUTO 
field-description specification, auto report creates and names total fields to 
be used in accumulating the required levels of totals. Auto report creates 
the field names for the total fields based on the name in columns 32 through 
37 of the A-type field description. Names are created in the following way: 

• If the specified field name has fewer than 6 characters, 1 character is 
added to the name to create a name for the total field. The added 
character is 1 through 9 or R, corresponding to the total indicators LI 
through L9 and LR, respectively. For example, if ITEM is the specified 
field name and all nine control levels are defined, the created field 
names are ITEMl, ITEM2, . . . ITEM9, and ITEMR. 

• If the specified field name has 6 characters, the last character is 
replaced by one of the characters, 1 through 9, or R. For example, if 
AMOUNT is the specified field name and all nine control levels are 
defined, the created field names are AMOUNl, AMOUN2, . . . 

AM0UN9, and AMOUNR. 

Total fields are created and named for all control-level indicators defined in 
the program and for LR. (For an exception to this rule, see Figure 15-15 
under Group Printing,) For example, if LI and L3 are assigned to control 
fields on the input specifications and the field QTY is specified, three total 
fields, QTYl, QTY3, and QTYR, are created and named by auto report. All 
total fields created for the same level, such as QTYl and AMOUNl, are 
printed on the same total line, and that line is conditioned by the 
corresponding control-level indicator. 

Created total fields are 2 digits longer than the original field. For example, 
if the field QTY is defined with a length of 3, QTYl, QTY3, and QTYR all 
have lengths of 5. The number of decimal positions remains the same in the 
created fields. If a field previously defined in a program has the same name 
as a created field name, you can redefine the previous field, giving it 
whatever length and number of decimal positions you want. If you do this, 
the created field is assigned the previously defined length and number of 
decimal positions (if the previous field is numeric). 
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Considerations 


You can specify created field names in RPG specifications that are included 
in the program. You must be aware, however, that the use of created fields 
in this way can interfere with the automatic accumulation of totals 
performed by auto report. 

Field names ending in 1 through 9 or R should not be used in an auto 
report program that accumulates totals, because auto report creates total 
fields ending in those characters. This is especially important for 
6-character field names, because auto report forms total field names by 
replacing the last character with 1 through 9 or R. No field name can be 
used more than once with A in column 39. Also, if a 5- or 6-character field 
name is specified with A in column 39, a second 5- or 6-character field name 
in which the first 5 characters are identical cannot be specified with A in 
column 39. For example, if the following four field names are specified with 
A in column 39 in an auto report specification, all but the first are invalid: 

FIELD 

FIELDX Invalid because the first 5 characters 

duplicate the first 5 characters of the first 
field. 

FIELDY Invalid for the same reason as for FIELDX. 

FIELD Invalid because it duplicates the first field. 


Columns 7-22 


Columns 7 through 22 must remain blank on the field-description lines. 

Columns 23-31 (Output Indicators) 

Enter any valid output indicators in columns 23 through 31, or leave them 
blank. If these columns are blank, the field described is printed on each 
detail line. If indicators are entered in columns 23 through 31, the field is 
printed only when the conditions represented by those indicators are met. 
Leave these columns blank for group printing. 

If a column heading is specified in columns 45 through 70 to appear over a 
field named in columns 32 through 37, the column heading is not affected by 
output indicators entered in these columns. Also, output indicators 
specified when column 39 contains A do not affect the creation of 
calculations for the field. 

Output indicators specified on an A-type field-description specification 
following a D-*AUTO specification condition the calculations created for 
the field. If the A-type field description follows a T-*AUTO specification, 
however, a specified indicator does not condition calculations created for 
the field. 
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Columns 32-37 (Field Name) 


When column 39 contains A, the name of a numeric field that is to be 
accumulated must be entered in columns 32 through 37. These columns 
cannot identify an array, array item, or table. The field named is printed 
on each detail line of the report. If group printing is specified, the total 
field for the lowest control-level indicator defined (LI, L2, . . . L9, LR, in 
that order) is printed on the created total line. (For an exception to this 
rule, see Figure 15-11 under Group Printing,) Totaling for any particular 
field by means of an A entry in column 39 can be specified only once in 
each program. 

To create calculation and output specifications that accumulate and print 
the various levels of totals required, auto report creates and names 
additional totaling fields. Names created for the fields are based on the 
field name specified in these positions according to a set of rules (see 
Created Total Fields). 


Column 38 (Edit Codes) 


Enter an edit code in column 38, or leave it blank. If this column is blank, 
auto report creates a K edit code for the field named in columns 32 through 
37. The K edit code causes the field to be edited with commas and a 
decimal point, such as 1,234,567.89. The field is also zero suppressed. Zero 
balances are not printed; negative balances are printed with a minus sign 
on the right. The edit code specified, or the created K edit code, applies to 
all created total fields as well as to the field named in columns 32 through 
37. 
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Column 39 


Enter A in column 39 to indicate that totals are to be accumulated for the 
field named in columns 32 through 37 of this field description. A total is 
printed for every control-level indicator defined in the input specifications 
and for the LR indicator. When column 39 contains A, columns 32 through 
37 must contain the name of a numeric field. Columns 45 through 70 can 
contain a constant to be used as the first line of a column heading. (See 
Created Specifications for additional information.) 

When the lowest control-level indicator used for a T-*AUTO specification is 
higher than the lowest control-level indicator defined in the input 
specifications, auto report creates only the total lines corresponding to the 
lowest control-level indicator used for the T-*AUTO specification, the 
higher defined control levels, and LR (see Group Printing), 

Resetting Total Fields to Zero When column 39 contains A, the auto 
report program creates a B (blank after) in column 39 of all the detail and 
total field-description specifications created from the field name specified. 
Thus, the value in the specified field and in any created fields is reset to 
zero after the field value is printed.; If group printing is specified, auto 
report creates a calculation to reset the specified field to zero on each cycle. 
This prevents the same value from being accumulated more than once. An 
unconditioned total-calculation operation (Z-ADD) sets the field value to 
zero. This calculation is the first total calculation in the created RPG 
source program. 

Asterisk Indication: To indicate that a printed line is a created total line, 
asterisks are printed on the line to the right of the highest end position 
created from the D/T-*AUTO specification. One asterisk is printed to the 
right on the lowest-level total line created. One additional asterisk is 
printed on each higher level line, including the final total.; For example, if 
LI and L3 are defined control-level indicators in a program, one asterisk is 
printed to the right of the LI line, two asterisks are printed on the L3 line, 
and three are printed on the LR line. As many as 10 asterisks are printed 
on the LR line if all nine control-level indicators are defined in the 
program. 

To suppress the creation of asterisks on total lines, enter N in column 28 of 
the auto report option specifications. 

Columns 40-43 (End Position in Output Record) 

Enter the print position of the rightmost character of the field to be printed, 
or leave these positions blank. If this entry is blank, auto report creates 
end positions for fields and column headings. See Report Format for 
additional information and considerations. 
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Column 44 


Column 44 is not used with auto report, because packed-decimal and binary 
data cannot be used. Leave this column blank. 

Columns 45-70 (Constant) 

Either leave columns 45 through 70 blank, or enter a literal. Do not enter 
an edit word; editing is done by an edit code. If a literal is entered when 
column 39 contains A, the literal becomes the first line of the column 
heading over the accumulated field. 

If these columns are left blank, the first line of the column heading is 
blank, but column-heading continuation lines can specify the second and 
third lines of the column heading. See Field Description (C in Column 39), 
Also see Report Format for information on how column heading and fields 
are centered and spaced by auto report. 

Field Description (C in Column 39) 

Enter C in column 39 of the *AUTO field descriptions to specify a second 
and third column-heading line. At times you may want more information in 
a column heading than can be contained on one line. Auto report enables 
you to specify the second and third lines of column headings by simply 
specifying the literals to appear on those lines. No additional heading 
output lines need be coded; no end position need be calculated. The special 
field-description specification that allows you to do this is identified by C in 
column 39 (see Figure 15-12). 



C in column 39 is used to specify second and third column-heading 
lines. A maximum of three column-heading lines (two C-type 
field descriptions) can be used. 


Figure 15-12. Specifying Second and Third Column-Heading Lines 
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Columns 7-38 

Columns 7 through 38 must be blank on a field description that has C in 
column 39. 

Column 39 

Enter C in column 39. One or two C-type specifications can follow a 
field-description specification that has A, B, or blank in column 39 and an 
entry in columns 32 through 37. The first C-type specification causes a 
second column-heading line to be created. The second C-type specification 
causes a third column-heading line to be created (see Figure 15-12). 

Columns 40-44 


Columns 40 through 44 must be blank on a C-type field-description 
specification. 

Columns 45-70 (Constant) 

Enter a constant, up to 24 positions long including blanks, enclosed in 
apostrophes. The constant becomes the second or third line of column 
headings, depending on whether it is on the first or second C-type 
specification. If two or three column-heading lines are specified, the 
shorter literals are centered on the longest. 
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Field Description (1-9 or R in Column 39) 


Enter a digit (1 through 9) or R in column 39 of a field description to 
specify a field or constant to be printed on a specific total line. 

Auto report allows you to print other information on created total lines in 
addition to the created totals resulting from A-type field descriptions. The 
value entered in column 39 corresponds to the level of the total line on 
which the information is to be printed (the corresponding control level must 
be defined in columns 59 and 60 in the input specifications). For example, 3 
in column 39 indicates that the information is printed on the L3 total line; 

R indicates that the information appears on the final total, or LR, line (see 
Figure 15-13). Fields and constants specified in this way are printed to the 
left of the leftmost created total on the line. See Report Format for exact 
placement. 

This type of field description can print information such as DISTRICT 
TOTAL, GRAND TOTAL, or other literal information. It can also print a 
field and specify an edit word, floating currency symbol, or asterisk fill for 
the field. 

If none of the *AUTO output fields is defined with A in column 39, then 1 
through 9 or R cannot be used in column 39. In group printing, only specify 
numbers that are higher than the lowest control-level indicator used to 
condition the T-*AUTO specification. If the T-*AUTO specification is not 
conditioned by a control-level indicator, use only numbers that are higher 
than the lowest control level defined in columns 69 and 60 on the input 
specifications. 
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In this example, the literal 'GRAND TOTAL AS OF' followed by the current data prints on the left of 
the created final total line, as shown below. 

Figure 15-13. Specifying a Literal and a Field to Print on a Created Total Line 
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Columns 7-31 


Columns 7 through 31 must be blank on a field-description line with 1 
through 9 or R in column 39. 

Columns 32-37 (Field Name) 

Enter the name of a field, an indexed array name, or a table name. The 
corresponding field or item value prints on the total line indicated by the 
entry in column 39. If columns 32 through 37 are blank, a constant must be 
entered in columns 45 through 70. 


Column 38 (Edit Code) 


Enter an edit code in column 38 to edit a numeric field named in columns 
32 through 37, or leave column 38 blank. If column 38 is left blank, an edit 
word can be entered in columns 45 through 70. If column 38 is blank, no 
edit code is assumed by auto report. 


Column 39 


Enter a digit (1 through 9) or R. These entries correspond to the indicators 
LI, L2, . . . L9, and LR. The entry identifies a specific total line on which 
the field or literal described is to be printed. The entry in column 39 must 
correspond to a control level that is defined by the input specifications. In 
group printing, the entry in this column must be higher than the control 
level of the first total line created. 

Columns 40-43 (End Position in Output Record) 

Do not make an entry in columns 40 through 43 on field-description 
specifications with 1 through 9 or R in column 39. See Report Format for 
additional information and considerations. 


Column 44 


Leave column 44 blank. 
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Columns 45-70 (Constant or Edit Word) 


Leave columns 45 through 70 blank, or enter a constant or edit word. If 
field name (columns 32 through 37) on this specification line contains an 
entry, then columns 45 through 70 can contain any of the following: 

• Blanks, if no editing is needed for the field or if the field is already 
edited by an edit code in column 38 

• Edit word, if special editing is desired 

• Floating currency symbol or asterisk-fill entry used with an edit code 

Columns 45 through 70 cannot contain a constant when field name contains 
an entry. However, when field name is blank, columns 45 through 70 must 
contain a constant. 


Group Printing 


In group printing, data is summarized for a group of input records, and only 
totals are printed on the report. Totals can have either subtotals and a 
final total or only a final total. 


Specifications 


To specify group printing using auto report, enter T in column 15 and 
’*'AUTO in columns 32 through 36. A control-level indicator can be 
specified in columns 23 through 31. When a T-*AUTO specification is used, 
a line is not printed for each individual record that is read, but only after a 
complete control group is read. 

Fields and literals defined by field-description specifications that have a 
blank or B in column 39 and follow a T-*AUTO record description are 
printed on the lowest-level total line. Fields defined with A in column 39 
are not printed on the total lines, but the total fields created by auto report 
are. Continued column headings (C in column 39) and total-indicated fields 
(1 through 9 or R in column 39) can also be specified by field descriptions 
following a T-*AUTO record description. 

Output indicators can be entered in columns 23 through 31 of a 
field-description specification following a T-*AUTO record description if 
column 39 of the field-description specifications contains a blank or B. If 
output indicators are used in a field description that has A in column 39 
following a T-*AUTO specification, those indicators are ignored by auto 
report. Output indicators cannot be used in a field description that 
contains C, 1 through 9, or R in column 39. 
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Figure 15-14 shows the file description and input specifications for the 
group-printed reports shown in Figures 15-15 and 15-16. BRANCH and 
REGION are defined as control fields. 

Figure 15-15 shows the calculation specifications, the output specifications, 
and the group-printed report showing sales totals for a company. Since the 
T-*AUTO specification is conditioned by L2, only the totals for REGION 
(L2) and for the entire company (LR) are printed on the report. The totals 
for BRANCH (LI) are not printed. 

A DISK summary file, DISKSUM, is also produced by this program. The 
summary file contains a summary record of the sales data for each branch. 
The output specifications for DISKSUM illustrate the use of standard RPG 
output specifications in the same program with ’^'AUTO specifications. The 
output record described is written on the DISK file, DISKSUM, when there 
is an LI control break (BRANCH field changes). Since the T-*AUTO 
specification is conditioned by L2, auto report does not create fields for the 
LI control level. Therefore, standard RPG calculation specifications must 
be used to calculate the LI totals. The LI total fields that are written on 
the DISKSUM file (SOLDQl, SOLDVl, and VALUEl) must be defined in 
the calculations. 

Figure 15-16 shows a group-printed report similar to the one shown in 
Figure 15-15. However, the T-*AUTO specifications are not conditioned by 
a control-level indicator, so totals are printed for all defined control levels 
and for LR. 
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LI and L2 are the defined control levels. 


Figure 15-14. 


File Description and Input Specifications for the Group-Printed Reports Shown in 
Figures 15-11 and 15-12 
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T in column 15 with *AUTO in 
columns 32 through 37 specifies 
a group-printed report. 


Because L2 is entered under output indicators, total 
lines are printed only for L2 and LR, although LI is also 
a defined control-level indicator. 


In group printing, the lowest-level total lines printed 
(L2, in this case) are single-spaced, like detail lines. 



Figure 15-15. Using *AUTO to Produce a Group-Printed Report Showing Region and Final Totals 
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When no control-level indicators are entered under output indicators, a total line is created for each 
defined control-level indicator (LI and L2, in this case) and for LR. 

Figure 15-16. Using *AUTO to Produce a Group-Printed Report Showing Branch, Region, and Final 
Totals 
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Report Format 


One of the advantages of auto report is that it frees you from the task of 
specifying the format of your report on the output specifications sheet. 
Auto report can completely format the report by spacing, skipping, 
centering lines, and calculating end positions for fields and constants. 


Spacing and Skipping 

You can specify spacing and skipping, or you can leave it to auto report. 
Figure 15-17 shows spacing and skipping created by auto report. For the 
specifications used to produce the report, see Specifications Created by Auto 
Report in this chapter. If columns 17 through 22 are left blank on an 
H-*AUTO specification, auto report skips to line 06 before printing the first 
heading line, and it spaces two lines after the last heading line. If more 
than one heading line is specified, auto report spaces one line after the first 
heading line and after all succeeding heading lines except the last. To 
specify spacing and skipping, follow the standard RPG rules for spacing and 
skipping. 

Column-heading lines are spaced like page headings. Auto report spaces 
one line after all column headings except the last. It spaces two lines for a 
single heading line, or for the last heading line if more than one is 
specified. Spacing and skipping entries cannot be specified for column 
headings. If spacing and skipping entries are made on a D-*AUTO 
record-description specification, the entries apply to the detail line created. 
The entries do not apply to column headings or to total lines created by 
auto report from the D-*AUTO specification. Standard RPG rules for 
spacing and skipping must be followed. If spacing and skipping entries are 
not made, auto report spaces one line after printing the created detail line. 

Two lines are spaced after all total lines produced by auto report from a 
D-*AUTO specification. In addition, the lowest-level total line and the final 
total line are also created with one space before. 

If spacing and skipping entries are made on a T-*AUTO specification, the 
entries apply to the lowest-level total line created, but not to column 
headings or to higher level total lines. If spacing and skipping entries are 
not made, one line is spaced after the lowest-level total lines; two lines are 
spaced after all higher levels. One line is always spaced before the 
next-to-the-lowest-level total and before the final total (see Figure 15-16 for 
an example). 
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Auto report creates a blank line following 
each total line (space-two-after). 


Figure 15-17. Report Showing the Format Created by Auto Report 
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Placement of Headings and Fields 


Auto report creates end positions for fields and constants and centers 
column headings, columns, and report lines (see Figure 15-17 for an 
example). However, if an end position is specified for a field or constant on 
a D/T-*AUTO field-description line, that end position is used on all column 
heading, detail, and total specifications created from the field description. 
(The specified end position may be changed slightly by auto report when 
the line is centered or when the column heading and field are positioned in 
relation to each other.) If the specified end position causes an overlay with 
a previous field or constant, auto report creates a new end position. 

Specify end positions only to eliminate the automatic spacing between fields 
or to spread out or expand a report on the page. 


Page Headings 


If the date and page number are printed on the first *AUTO page-heading 
line (that is, if they are not suppressed by an N in column 27 of the auto 
report option specifications), the date is always printed in positions 1 
through 8. The page number is printed with an end position equal to the 
highest end position of the longest line in the report. When the first 
*AUTO page heading (including date, title, and page number) is the longest 
line in the report, one blank space separates the title from the date and the 
word PAGE from the title. If the resulting line exceeds the record length of 
the PRINTER file, the excess information on the right of the line is not 
printed. 

If a line created from a D/T-*AUTO specification is the longest report line, 
that line is printed starting in print position 1, and the title portion of the 
first page-heading line is centered in relation to that line. Additional 
*AUTO page headings are then centered on the first *AUTO page-heading 
line. 

If an *AUTO page heading is the longest line in the report and a 
D/T-*AUTO specification is present, any other *AUTO page-heading lines 
and the line created from the D/T-*AUTO specification are centered on the 
longest page heading. 

Fields and constants appear in the order specified in the *AUTO output 
specifications from left to right. Auto report provides one blank space 
before and after fields on the heading line. No spacing is provided between 
constants. 

Reformatting *AUTO Page Headings 

You can reformat an *AUTO page-heading line if you do not want to use 
the end positions for fields and constants that are created by auto report. If 
you want to find what end positions are created for page, date, and title 
information, see the listing of the created source program that is produced 
by the RPG compiler (see Created Specifications). 

Catalog the created RPG source program in a library by specifying the C 
option in column 7 of the auto report option specifications, and change the 
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end positions on the created source statements by using the source entry 
utility (SEU). 

Body of the Report 

Placement of column headings above columns depends on which is longer, 
the heading or the associated field (including edit characters). If any 
column heading is longer than the associated field, the field is centered 
under the longest constant in a column heading. However, if the field is 
longer than the longest constant in a column heading, the column heading 
is printed in the leftmost positions over an alphameric field and in the 
rightmost characters over a numeric field. When more than one 
column-heading line is specified, shorter column headings are always 
centered on the longest column heading (see Figure 15-17). 

Fields and constants appear from left to right on a line in the order in 
which they are specified by the output specifications. At least two blank 
spaces appear before each field on the line. However, no spaces are 
provided before a constant; you must incorporate blanks within constants if 
you want to provide additional spacing. 

Total indication (fields and constants specified with 1 through 9 or R in 
column 39 of the output specifications) is placed to the left of the first total 
field (A in column 39) on the corresponding total line, followed by two 
spaces. If two or more such fields or constants are specified for a total line, 
they appear from left to right in the order specified on the left of the first 
total on the line. Each field is preceded and followed by one space. No 
spacing is provided for constants. 

Overflow of the D/T-*AUTO Print Lines 

If the lines created from a D/T-*AUTO specification are longer than the 
record length specified for the PRINTER file, a second print line (overflow 
line) is created for each column-heading line, detail (or group-print) line, 
and total line. (Remember, a second print line is not created for *AUTO 
page-heading lines.) The excess information is placed in the rightmost 
positions on the overflow line in the order specified. 

Figure 15-18 shows the result of an overflow condition. 

In the output specifications for the report shown in Figure 15-18, no spacing 
or skipping is specified. If spacing and skipping are specified, however, 
auto report spaces the report as follows: 

• Column heading lines and total lines are spaced as shown in Figure 
15-18. 

• The space-before and skip-before entries specified are for the original 
detail (or group-print) line. Auto report creates one space after this 
line. 

• The space-after and skip-after entries specified are for the overflow line. 
Auto report creates blanks for space-before and skip-before for the 
overflow line. 
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Auto report prints those columns that 
cannot be completely contained on 
the original line on overflow lines. 
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Figure 15-18. Report Showing Overflow of D-*AUTO Print Lines 
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Created Specifications 

Auto report creates standard RPG specifications and combines them with 
RPG specifications included in the input to auto report and with 
specifications copied from library members. From them, it produces the 
final RPG source program. This section describes the created RPG 
specifications and the order of those specifications in the RPG source 
program. 

Figures 15-19 and 15-20 show auto report specifications for a sales report 
and the resulting RPG source specifications that are created for the report. 
Numbers are inserted in the figures to identify the auto report functions 
and to show the specifications that are created by each function. 




Name of 

Extent Exit 
for DAM 

Label Exit 

Storage Index 


File Addition/Unordered 


Number of Trecki 
for Cylinder Overflow 


Option 

54 S5 66 57 58 59 


Entry 

) 61 82 63 64 C 


67 68 69 70 71 


PRINTER File Description 



QBiQiimniiiiiiiiiiiiiM 

bBIQIIIIIMIIIIIIIIIIIIII 


Copy Function and 
Modifier Statements 




mil 


File description and input specifications for the SALES file 
are contained in the source member named SALETR in the 
system library (FI is specified as the library). 


II 


Modifier statements follow the /COPY statement to adc 
control-level indicators. 



S Filename 
or 

Lint I Record Name 


3 4 6 6 7 8 9 10 11 12 13 



Field Name 
or 

EXCPT Name 


*AUT0 

32 33 34 36 30 37 


g 


11 


Zero Balancai 
to Print 1 


X • Remove 
Plui Sign 

Y ■ Date 

Field Edit 
Z ■ Zero 
Suppraii 


End 

Position 

K 

Output 2J| 

Record § Constant or Edit Word 

H ‘ 1 2 3 4 6 6 7 8 9 10 11 12 13 14 18 16 17 18 19 20 21 22 23 24 

40 41 42 43 44 





*AUTO Page- 
Headings Function 


liBiiiiiiiiiiiiiiiiin^ii iii[^^sn^?iiiiiiifl^i[?n«7Diii|i 
iisiiiigiiiiiiiiiiiinnii iii???[?]fiiiiiiiiiiBi!^?KBiiiii_ 

flBiBiiiiinii!iiiiiiiiiii iiiiiQiii?[;iiiiiiiBnn[i[7fliiiiiiiiii 
BBISIIIIIIIIlilllllllllll llllllllliaillllBfl^T^ulif^BIIIIIIII 

iiiii:igHiiiiiiiiiB7rasa^nsiins™ii 


^AUTO Output 
Function 



Figure 15-19. Auto Report Specifications for a Sales Transaction Report 
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' FOR ANY CO.* 



0025 

0270E0 



UDATE Y 

8 





0026 

0280^E0 



PAGE Z 

89 





0027 

0290E0 




85 

•PAGE 

t 



0028 

0300E0PRINTER 

H 

1 IP 







0029 

0310E0 1 

DR 

OA 







0030 

0320E0 




6 

•REGION* 



0031 

0330E0 




14 

•BRANCH' 



0032 

0340E0 




21 

•ITEM' 




0033 

0350E0 




36 

•DESCRIPTION* 



0034 

0360E0 




47 

•SALES 

1 



0035 

0370E0 




62 

•AMOUNT' 



0036 

0380E0 




71 

•ON-HAND' 



0037 

0390E0 




86 

•VALUE 

1 



0038 

0400E0PRINTER 

H 

2 IP 







0039 

0410E0 1 

DR 

OA 







0040 

0420E0 




22 

•NUMBER* 



0041 

0430E0PRINTER 

D 

1 01 







0042 

0440E0 


L2 

REGION 

3 





0043 

0450E0 


LI 

BRANCH 

12 





0044 

0460E0 



ITEMNO 

23 



B 


0045 

0470E0 



DESC 

40 





0046 

0480E0 



SOLDQYK 

46 





0047 

0490E0 



SOLDVAKB 

62 





0048 

0500E0 



ONHANDK 

69 





0049 

0510E0 



VALUE KB 

86 





0050 

0520E0PRINTER 

T 

12 LI 







0051 

0530E0 



SOLDVIKB 

62 





0052 

0540E0 



VALUEIKB 

86 





0053 

0550E0 




87 

1 3je * 




0054 

0560E0PRINTER 

T 

2 L2 







0055 

0570E0 



S0LDV2KB 

62 





0056 

0580E0 



VALUE2KB 

86 





0057 

0590E0 




88 

1 ajcsje 1 




0058 

0600E0PRINTER 

T 

12 LR 







0059 

0610EQ 



SOLDVRKB 

62 





0060 

0620E0 



VALUERKB 

86 





0061 

0630E0 




47 

*FINAL 

TOTALS* 



0062 

0640E0 




89 

f 3iC3iC3{C f 



Figure 15-20. RPG Source Program Created from Auto Report Specifications 




Created Calculation Specifications 


Calculation specifications are created to accumulate totals for fields named 
on *AUTO field description specifications that have an A in column 39 (see 
Figure 15-21). 



Calculations are created for fields with an A in column 39. 



0012 

0140EC 

01 

EXSR 

A$$SUM 



0013 

0150ECL1 

S0LDV2 

ADD 

SOLDVl 

SQLDV2 

92 

0014 

0160ECL1 

VALUE2 

ADD 

VALUEl 

VALUE2 

92 

0015 

0170ECL2 

SOLDVR 

ADD 

S0LDV2 

SOLDVR 

92 

0016 

0180ECL2 

VALUER 

ADD 

VALUE2 

VALUER 

92 

0017 

0190ECSR 

A$$SUM 

BEGSR 



0018 

0200ECSR 

SOLDVl 

ADD 

SOLDVA 

SOLDVl 

92 

0019 

0210ECSR 

VALUEl 

ADD 

VALUE 

VALUEl 

92 

0020 

0220ECSR 


ENDSR 



1 


Length and decimal position of created total fields. 


(LI, in this example). 


Note: Placement of the created calculation specifications in the RPG source program is shown in 
Figure 15-20. 

Figure 15-21. Calculation Specifications Created from Auto Report Coding for Sales Transaction 
Report 
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An RPG subroutine is created to accumulate the values from these fields 
into the lowest-level created total fields. The name of the subroutine is 
always A$$SUM. The subroutine specifications are conditioned differently, 
depending on whether detail or group printing is specified: 

• If detail printing is specified, as in Figure 15-21, the EXSR statement is 
conditioned by the same indicator(s) that conditions the D-*AUTO 
specification (01 in this example). Each ADD statement in the 
subroutine is conditioned by the field indicator(s) specified with the 
field in its field-description specification (none in this example). 

• If group printing is specified, the EXSR statement and all ADD 
statements in the subroutine are unconditioned. 

Total-calculation specifications are created to roll the total from the 
lowest-level defined total field through the higher level defined total fields 
and the final total. The total calculation to add the total from one level to 
that of the next higher level is conditioned by the control-level indicator 
corresponding to the field name of the lower level. As shown in Figure 
15-21, total-calculation specifications to accumulate L2 and LR totals are 
followed by the subroutine to accumulate the lowest-level total, LI. 

Created total fields are defined (given length and number of decimal 
positions) when the total field is the result field in a created calculation 
specification. In the input specifications, SOLDVA and VALUE are 
numeric fields defined with a length of seven positions with two decimal 
positions. Figure 15-21 shows that the total fields created fi*om SOLDVA 
and VALUE are defined as two positions longer than the original fields, 
with the same number of decimal positions. 

When group printing is specified (T-*AUTO specification), auto report 
creates total-calculation specifications to reset each of the accumulated 
fields (A in column 39) on the lowest-level total line to zero on each cycle. 

A Z-ADD calculation, conditioned by LO, is created for each accumulated 
field. These calculations are the first total-calculation specifications in the 
created RPG source program. 



Created Output Specifications 


Figure 15-22 shows the output specifications created by auto report. To 
identify specifications supplied by auto report (column-heading 
specifications, total specifications, conditioning indicators, spacing and 
skipping values, end-position values, blank after) compare the listing with 
the auto report specifications. 

Auto report creates specifications to reset accumulated fields to zero after 
they are printed. See Field Description (A in Column 39) for a discussion of 
resetting fields to zero. In this example, blank-after is created for 
accumulated fields. 
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Output Indicators 


Line I E 1 Record Name 


3 4 5 6 7 8 9 10 11 12 13 




QDI 


IDE 
I□I1D| 


Hill 

mil 

iiir 


•IT 

\ 


iiiiim2^Tnf?ii 

lil[|iiliiiiiii 

Illlllll>iu1i7.7l 

iiiiiiiir- 


Auto report creates 
total specifications 
to print accumulated 
totals for SOLDVA 
and VALUE fields. 



Commas 

Zero Balances 

to Print 

No Sign 

CR 

- 

Yes 

Yes 

1 

A 
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Yes 

No 
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B 

K 

No 

Yes 

3 

C 

L 

No 

No 

4 

D 

M 


X = Remove 
Plus Sign 
Y = Date 
Field Edit 
Z = Zero 
Suppress 


Constant or Edit Word 

7 8 9 10 11 12 13 14 15 16 17 


■BHHHHHHHHHHHHHHHHHH 

IBI3?^l^f7H’il9IBIIIIII 

ll|lllllllllllllllll 

iHinlm 





imirSr 




Two heading specifi¬ 
cations are created 
for column headings 
because ITEM 
NUMBER is a two- 
line heading. 


Figure 15-22* Output Specifications Created from Auto Report Coding for Sales Transaction Report 
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Programming Aids 


The chart shown in Figure 15-23 should be helpful in determining valid 
*AUTO output entries depending on the contents of column 39. 

The following programming suggestions may be helpful in specific 
programming situations. 

One column heading can be printed over two or more fields if automatic 
column spacing is taken into consideration. For example, suppose the 
heading DATE is to print over a month field and a day field as follows: 
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39 

7-22 

22-31 

32-37 
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40-43 

44 

45-70 

Blank 

Blank 

Blank or 
indicators 

Field name 

Blank or 
edit code 

Blank or 
end 

position 

Blank 

Blank or 

column 

heading 


Blank 

Blank or 
indicators 

Blank 

Blank 

Blank or 
end 

position 

Blank 

Literal 

B 
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Blank or 
indicators 

Field 

name 

Blank 
or edit 
code 

Blank 
or end 
position 
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column 

heading 
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indicators 

Field 

name 

Blank 
or edit 
code 
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or end 
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heading 

C 
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Literal 


Figure 15-23. Valid *AUTO Entries on the Output Specifications, Depending on the Contents of 
Column 39 
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Code the output specifications as follows: 



To print a constant on only the first detail line under a column heading, move the constant to a field 
in calculation specifications and print that field as shown in Figure 15-24. 


If group printing is being done and more than one record type is present in the input file, certain 
precautions must be taken. If a field to be accumulated is not present in all record types, the correct 
total is not created unless additional coding is used. The specifications shown in Figure 15-25 give 
incorrect results because the T-*AUTO specification causes an unconditioned ADD subroutine to be 
created if a field is to be added. Therefore, QTY is added when indicator 10 is on and when indicator 
11 is on. Figure 15-26 shows a method of obtaining the correct results. 



18 19 20 21 22 23 24 26 26 27 



Name Length 


33 34 36 36 37 38 39 40 41 42143 44 46 46 47 48 49 60 51 


liJIlfl F7Tf!l I 


) 61 62 63 64 65 66 67 68 00 70 71 72 73 74 


DDisiiifiniiiiuiiiiiiiiii7’s:n[iiB's^ 



Figure 15-24. Printing a Constant on Only the First Line 
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Figure 15-25. Incorrect *AUTO Specifications for More than One Record Type 
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Figure 15>26. Correct *AUTO Specifications for More than One Record Type 
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Figure 15-27 shows the specifications for counting records. This method is 
especially useful when you want to print a detail list, to take totals by 
control level, or to prevent I's from being listed down the page. 




Calculation Specifications 

Line 01 This instruction is needed only to define the field COUNT for accumulation. 

Line 02 This instruction accumulates the total for the first control level. 

Output Specifications 

Line 03 This instruction causes the creation of calculation and output specifications for the 
detail and total lines. The LR conditioning indicator prevents the created detail 
calculation from occurring. It also prevents printing at detail time. 

Note: If no control levels are specified in the program, a 1 is added to COUNTR rather than to 
COUNTl on the calculation specifications. 

Figure 15-27. Method of Using *AUTO for Counting Records 
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Examples of Using Auto Report 

Examples 1 through 4 explain how auto report is used to create page 
headings and such output specifications as column headings, detail lines, 
and total lines. 

Examples 5 and 6 illustrate the use of the auto report copy function to copy 
specifications from a library member and to change copied specifications for 
a particular job. 

Example 7 prepares a cash receipts register. 
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Example 1 


Problem 


Procedure 


Produce the sales report shown below using the 
*AUTO page headings and *AUTO output 
functions of auto report. 


D Code normal RPG file description and 
input specifications for the job. 

Q Code * AUTO page headings to produce a 
one-line page heading that includes date 
and page number. 


Q Code * AUTO output to produce one- 


Letters refer to fields 
on the following page. 



line column headings, detail report lines, 
and final totals. 


SALES REPORT FOR ANY CO. 


PAGE 1 


o 

O 

O 

O 

O 

O 

e 

O 

REGION 

BRANCH 

ITEM 

DESCRIPTION 

SALES 

AMOUNT 

ON-HAND 

VALUE 

1 

17 

AG7701T 

2-TON TRUCK 

5 

25,000.00 

2 

10,000.00 

1 

17 

AG7705S 

PICK-UP 

10 

20,000.00 

1 

2,000.00 

1 

17 

AP6545B 

CAMPER 

2 

8,000.00 



1 

22 

AG7701T 

2-TON TRUCK 

2 

10,000.00 

1 

5,000.00 

1 

22 

AG7705S 

PICK-UP 

4 

8,000.00 

1 

2,000.00 

3 

25 

AG6545B 

CAMPER 

10 

40,000.00 

5 

20,000.00 

3 

25 

AP6549P 

1/4~T0N TRUCK 

20 

30,000.00 

6 

9,000.00 


141,000.00 


48,000.00 * 
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Code RPG file description and input specifications. 


Mode of Processing 

Length of Key Field or 
of Record Address Field 
Record Address Type _j 



Device 

Symbolic 

Device 

40 41 42 43 44 45 46 

47 48 49 50 51 52 




2 

1 

Name of 

Extent Exit 
for DAM 

Label Exit 

Storage Index 

1 Continuatic 

)n Lines 

I 

Option 

54 55 56 57 58 59 

Entry 

60 61 62 63 64 65 


Fite Addition/Unordered 


Number of Tracks 
for Cylinder Overflow 
I Number of Extents 


U1-U8, 

, UC j-— 

) 71 72 73 74 



Filename 

or 

Record Name 


Data 

Structure 

Name 

3 4 5 6 7 8 9 10 11 12 


DBIQ^ 
DQIQ 




aBiQiimiiiiiiiiiiiHi 

gBiQiiiiiiiiiiiiiiiiiii 


DBIBIIIIIIIIIIIIIIIIIII 

DDIQ 



inmwjMms 

_ 

mwmBmm 



Field Name 

Contents 

O ITEMNO 

Item number 

O BRANCH 

Number of the branch office where the item was sold 

O REGION 

Sales region in which the branch office is located 

O OESC 

Description of the sales item 

O SOLDQY 

Quantity of the item soid 

0 SOLDVA 

Total value of the items sold 

O ONHAND 

Quantity of the item remaining on hand 

O VALUE 

Total value of the items remaining on hand* 
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Code *AUTO page-heading specifications. 


Enter an H in column 15 and *AUTO in columns 
32 through 36 to request an auto report page head¬ 
ing. Up to five pagc’heading lines can be described. 
The system date is printed on the left and the page 
number on the right of the first heading line on each 
page. To suppress the date and page, enter an N in 
column 27 of the auto report option specifications. 


O The title information is centered by auto report; d< 
not enter end positions in columns 40 through 43. 
Fields and table/array elements can also be used. 



When space and skip entries (columns 17 through 
22) are left blank, skip to line 06 is assumed for the 
first heading line; single spacing is done between 
heading lines, double spacing after the last heading 
line. (See Example 4 for an example of multiple 
page-heading lines.) 


When output Indicators (columns 23 through 31) 
are left blank, auto report page headings are printe 
on each page (conditioned by 1P or overflow). If 
no overflow Indicator is defined for the PRINTER 
file, auto report assigns an unused overflow indicai 
to the printer line. 


0 Line 06 

Blank line I 


o 




O 



O 

10/26/83 



SALES REPORT FOR 

ANY CO. 


PAGE 

REGION 

BRANCH 

ITEM 

DESCRIPTION 

SALES 

AMOUNT 

DN-HAND 

VALUE 

1 

17 

AG7701T 

2-TON TRUCK 

5 

25,000.00 

2 

10,000.00 

1 

17 

AG7705S 

PICK-UP 

10 

20,000.00 

1 

2,000.00 

1 

17 

AP6545B 

CAMPER 

2 

8,000.00 



1 

22 

AG7701T 

2-TON TRUCK 

2 

10,000.00 

1 

5,000.00 

1 

22 

AG7705S 

PICK-UP 

4 

8,000.00 

1 

2,000.00 

3 

25 

AG6545B 

CAMPER 

10 

40,000.00 

5 

20,000.00 

3 

25 

AP6549P 

1/4-TON TRUCK 

20 

30,000.00 

6 

9,000.00 


141,000.00 48,000.00 * 



Chapter 15. Using Auto Report 15-69 

























D Code *AUTO output specifications to produce: 


O Detail report line 
O Column headings 
O Final totals. 



0 Enter D In column 15 and * AUTO in columns 32 
through 36 to describe an auto report with detail 
lines. The record-identifying indicator 01 condi¬ 
tions printing of the detail lines. 


0 Column headings are entered on the same lines as the 
fields over which they appear in the report. 


Enter an A in column 39 to cause fields 
to be accumulated. Auto report creates 
(1) total fields and calculations to 
accumulate the totals and (2) total out 
put specifications to print the totals. 



10/26/83 


SALES REPORT FOR/ANY CO.N 


BRANCH 

ITEM 

DESCRIPTION 

SALES 

AMOUNT 

\pN-HAND 

VALUE 

17 

AG7701T 

2~T0N TRUCK 

5 

25,000.00 

\ 2 

10,000.00 

17 

AG7705S 

PICK-UP 

10 

20,000.00 

\l 

2,000.00 

17 

AP6545B 

CAMPER 

2 

1 8,000.00 



22 

AG7701T 

2-TON TRUCK 

2 1 

10,000.00 

l\ 

5,000.00 

22 

AG7705S 

PICK-UP 

4 

8,000.00 

1 \ 

2,000.00 

25 

AG6545B 

CAMPER 

10 

40,000.00 

5 \ 

20,000.00 

25 

AP6549P 

1/4~T0N TRUCK 

20 

30,000.00 

6 > 

V 9,000.00 





141,000.00 


\ 

48,000.00 



Auto report formats the report so that column head¬ 
ings and data are neatly spaced and centered on each 
other. 


All numeric fields for which a blank, B, or A is speci¬ 
fied in column 39 are edited by the K edit code 
unless a different edit code is specified. 
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Example 2 


Problem 


Procedure 


Expand sales report from Example 1 to 
include three levels of totals: 

1. Total for each branch 

2. Total for each region 

3. Final total. 


Q Code file description and *AUTO speci¬ 
fications as in Example 1. 

Q Add control-level indicators to the inpu 
fields BRANCH and REGION. 


Note: The *AUTO output function can also be used to produce a group-printed report. See Group Printing in this 
chapter for a discussion and examples of group printing. 



T 










g 

External Field Name 









1 













Field 












u 















ocatic 



1 












Indicators 













c 








■ 




















H 








3> 



o 








1 


or 

Record Name 



UJ 


5“ 55 

1 

2 

3 



From 


To 


i 



RPG 



5 

O 

§ « 

<3 

IS 

oc 














2 

6 








r 














1 





_ 



A 




£ 

.a :5 


X 






Line 

1 







i 

1 

o 

t 




Z 

1 

1 





Z 


1 





Z 


1 

§ 

K 

■-1 

Data Structure 

a. 

■s 







1 

5 

I? 


Plus 

Minus 

or 




u. 


_ Oete 


1 

□ 

□ 

■ 


1 


i 







1 



$ 

Occurs 












II 

1 




Blenk 







1 

El 

13 

B 

o 











z 








(n 

L 


Length 








* 

o 

u. 






3 

4 

• 

e 

7 8 

9 

10 

11 

13 

0 

D 

El 

D 

17 

18 

19 

30 

21 

33 

33 

34 

36 

38 

37 

38 

39 30 31 

33 

33 

34 

36 38 37 

38 

39 

40 

41 

43 

43 


48 49 60 61 

63 

63 

64 66 66 67 68 

69 60 

Q] 


63 

« 

66 86 

67 68 

69 70 


73 

73 

B 

B 


Q 



n 

fa 

3 

■ 

■ 

■ 


C 

1 

1 

t: 

P 


1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

■ 










1 

1 

1 

II 

1 

1 

II 

■ 

1 

1 


1 

1 

fl 

1 

1 

II 

1 

II 



1 

II 










D 

B 


Q 

1 

I 

fl 

■ 

fl 

B 

1 

1 

1 

1 

1 

■ 


1 


■ 

1 

1 

1 

1 

1 

1 

1 

1 

1 

■ 










1 

1 

1 

1 

1 

n 

II 

II 

1 

IR 


n 

n 

f3 

(I 

17 

19 

1 

■ 



1 

■ 










0 

B 


Q 









































r- 




E] 





71 


li! 

V 

P 



[ 

0 
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fl 
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fl 
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B 

B 
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1 

1 
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Xi 

1 


El 

BE 

71 

1^11 


1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 


D 

B 


Q 

1 

1 

1 

■I 

1 

1 

■ 

II 


II 





— 




1 



- 

- 

■ 






- 


- 




II 




: 

- 

1 


1 

II 

1 

1 

1 

1 

1 

II 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 



Because two control-level indicators are defined, the SOLDVA and VALUE fields (see following page) are accumulated to 
two levels of totals (branch and region) and a final total (LR). 
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As in Example 1, an A in column 39 of the output specifi¬ 
cation causes SOLDVA and VLAUE to be accumulated. 




Filename 

or 

Record Name 



( Zero Balances 
to Print I 


DBiBia n 


QBIBI 

DBIEII 

BBIBI 

QBBSB 

BBBSfl 

BBBBB 

DDBE3B 

DBBBB 


BBB Bl 



BBr 

BIB Bl 


BBIIIB 

BM 

BIB Bl 



BRI 

BIB 7^\ 



Wif 

iii 


mm’s!! 


MB 




filB 




BilB 



N 

IBII 




BIBB 



11 

BIBB 



BBI 

BIBB 



^Bl 

BBBB 


BBBIBBBIBB 


X = Remove 
Plus Sign 
Y = Date 
Field Edit 
Z = Zero 
Suppress 


Constant or Edit Word 

7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 






\\V!SfW 

JORfaS_ 


B^77Tf7RBBfliBBBB 

B^^BEffiBBBBBBB 


Auto report places a blank line after each total line and an 
additional blank line before the lowest-level total and before 
and final total. If you enter spacing and skipping values on 
the D-*AUTO specification, they apply to the detail print 
line only. \ 
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SALES^ 

REPORT 

FOR ANY CO. 


BRANCH 

ITEM 

NUMBER 

DESCRIPTION 

\ SALES 

AMOUNT 

ON-HAND 

IT 

AG7701T 

2~T0N TRUCK 

\ ^ 

25,000.00 

2 

17 

AG7705S 

PICK-UP 

\ 

20,000.00 

1 

17 

AP6545B 

CAMPER 

\ ^ 

8,000.00 






^3,000.00 


22 

AG7701T 

2-TON TRUCK 

\2 

10,000.00 

1 

22 

AG7705S 

PICK-UP 

V 

8,000.00 

1 




W 

[^8,000.00 





r 

\^71,000.00 


25 

AG6545B 

CAMPER 

10 \ 

40,000.00 

5 


Auto report prints asterisks (*) to the 
right of created total lines to aid in 
identifying them. If you want to suppress 
the asterisks, enter N In column 28 of the 
auto report option specifications. 


PAGE 

VALUE 


AP6549P 1/4-TON TRUCK 


^0,000.00 
Vto,000.00 
\t0,000.00 

141,000.00 


10 , 000.00 

2 , 000.00 


12 , 000.00 

5,000.00 

2 , 000.00 

7,000.00 

19,000.00 

20 , 000.00 

9,000.00 

29,000.00 

29,000.00 

48,000.00 


■© 


Total fields are always two positions longer than the 
original fields and have the same number of decimal 
positions as the original fields. 
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Example 3 


Problem 


Procedure 


Expand the sales report from Examples 1 and 
2 to contain: 

Q Group indication for REGION and 
BRANCH fields 

O Second column-heading line 
0 Literal (constant) on the final total line. 


Code file description and input specifica¬ 
tions as for Example 2. 

Code *AUTO output with: 

Q Output indicator on field description 
specifications 

O C in column 39 and a literal in 
columns 45 through 70 

Q R in column 39 and a literal in 
columns 45 through 70. 



Mode of Processing 


Length of Key Field or 
of Record Address Field 


Record Address Type 


File Format | 

Block 

Length 

Record 

Length 



External Record Name 





Name of 

Extent Exit 
for DAM 

Label Exit 

Storage Index 


File Addition/Unorda 


Number of Tracks 
for Cylinder Ovarl 
I Number of Exi 


Option 

Entry 

54 55 56 57 58 59 

60 61 62 63 64 65 


Filename 

or 

Record Name 


BBISflBfllillSSBIlSflfllSlBHIIIIIBlSSSSflSSLllwnKil^^^^_ 

DDflQflBBIflllBflBBIBflBlflflBflflllllllllllllBIBflBin^lin!?fl^[3?n;[^ISflflflllfllBnil 



“• Data 

Structure 

Name 

3 4 a e 7 a e 10 11 13 


DBBG 


DBflQflfllllllflflflllBflfllfllBflllllllllllllBBIIflflli 

DQflQflBBIflIBBBBBflBflBIflIlflBfliBllflflIBnflflflBBflfll 

DDflr 
BDBI 


_ 
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"IBIIIIIIIII 




Q Output indicators can be used on field description 
specifications. In this example, control-level indica¬ 
tors condition BRANCH and REGION so that they 
are printed only for the first record of the corres¬ 
ponding control group. This print-suppressing of 
common fields (group indication) reduces repetitive 
Information. i 


10/26/83 


BRANCH/1 

1 ITEM > 
KNUMBEg) 

-Description 

J 

1 AG7701T 

2-TON TRUCK 


AG7705S 

PICK-UP 

n 

AP6545B 

CAMPER 

4 

AG7701T 

2-TON TRUCK 

y 

AG7705S 

PICK-UP 


SALES REPORT FDR my CG. 
TION SALES / 


^ Q One or two additional column-heading lines can be 
specified by a C entry in column 39 with the heading^ 
information In columns 45 through 70. 


The literal FINAL TOTALS makes that line easy to 
find. To specify information to appear on the final 
total line, enter R In column 39 with a literal in 
columns 45 through 70 or a field name/table name/ 
indexed array name in columns 32 through 37. 

The information is printed two spaces to the left 
of the leftmost total on the line. If more than one 
such specification is used, the literals and fields 


AG6545B CAMPER 
AP6549P 1/4-TON TRUCK 


^5,000.00 are printed from left to right m the order they 

/ 20 , 000.00 . . . 

8,000.00 specified in the program. 

53,000.00 1 


10 , 000.00 

8 , 000.00 

18,000.00 

71,000.00 

40,000.00 

30,000.00 

70,000.00 

70,000.00 


9,000.00 

29,000.00 

29,000.00 


/FINAL TOTALSJ 


141,000.00 


48,000.00 


15-74 















Example 4 


Problem Procedure 


Expand the sales report from Examples 1, 2, 
and 3 to include a cross-totals column and: 

Q A new report page for each region 

0 Two heading lines on each page 

3 A field in a page-heading line 

3 Identification of branch and region totals 


B Code file description and input specifica¬ 
tions as in Example 3; add an overflow 
indicator to the PRINTER file. 

B Code RPG calculation specifications 
for cross-total. 

B Code *AUTO specifications: 

3 Output indicators on page-heading 
specifications 

3 ^wo heading lines per page 

3 Use of a field in an *AUTO page- 
heading specification 

3 Fields and literals on LI through L9 
total lines (1 through 9 in column 39), 


11/18/83 


SALES REPORT FOR ANY 

o 

o 


PAGE 

1 



o — 

REGION 1 

-o 


B 


BRANCH ITEM 

DESCRIPTION 

SALES 

SALES VALUE 

ON 

ON-HAND VALUE 

\ TOTAL 

NUMBER 


QUANTITY 


HAND 


\ 


17 AG7701T 

2-TON TRUCK 

5 

25,000.00 

2 

10,000.00 

35,000.00 


AG7705S 

PICK-UP 

10 

20,000.00 

1 

2,000.00 

22,000.00 


AP6545B 

CAMPER 

2 

8,000.00 



8,000.00 



3 (branch 

17 totals) 

53,000.00 


12,000.00 

65,000.00 

* 

22 AG7701T 

2-TON TRUCK 

2 

10,000.00 

1 

5,000.00 

15,000.00 


AG7705S 

PICK-UP 

4 

8,000.00 

1 

2,000.00 

10,000.00 



BRANCH 

22 TOTALS 

18,000.00 


7,000.00 

25,000.00 

* 


3 Cr^on 

1 TOTAl^^ 

71,000.00 


19,000.00 

90,000.00 


11/18/78 


SALES REPORT FOR ANY 

CO. 


Q PAGE 

2 




REGION 3 




BRANCH ITEM 

DESCRIPTION 

SALES 

SALES VALUE 

ON 

ON-HAND VALUE 

TOTAL 

NUMBER 


QUANTITY 


HAND 




25 AG6545B 

CAMPER 

10 

40,000.00 

5 

20,000.00 

60,000.00 


AP6549P 

1/4-TON TRUCK. 

20 

30,000.00 

6 

9,000.00 

39,000.00 



BRANCH 

25 TOTALS 

70,000.00 


29,000.00 

99,000.00 

* 


REGION 

3 TOTALS 

70,000.00 


29,000.00 

99,000.00 



COMPANY TOTALS 

141,000.00 


48,000.00 

189,000.00 



Note: Compare matching letters ( 3 ) following pages to see the auto report coding to obtain this report 
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mm 

'mwumwr 

iiiniiii 


55 56 57 58 59l60 61 62 63 64 65 66 67 68 69 70 71 72 73 74 I 


RPG calculations can be among the input statements for auto report. This specification calculates a cross-total of the 
sales and on-hand values. (The placement of the calculation in relation to calculations created by auto report is de¬ 
scribed under Created Specifications.) 



Line I E Record Name 


3 4 5 l6 1 7 8 9 10 11 12 13 




Commas 

Zero Balances 
to Print 

No Sign 

CR 

- 

Yes 

Yes 

1 

A 

J 

Yes 

No 

2 

B 

K 

No 

Yes 

3 

C 

L 

No 

No 

4 

D 

M 


X = Remove 
Plus Sign 
Y = Date 

Field Edit I 
Z = Zero 
Suppress 


Constant or Edit Word 

2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 







G 
E 
E 
E 
E 
E 
E 

DB E 
BBIE 
BBBE 
lEB 
lEB 
JBB 
BIBEB 
HB 
DDBBI~ 
BBBEB 
BBBEB 
:::^B 
BBBEB 
BBBEF 
BBBEi 


BBBIMflflBBflBflBfHBBB 
BflflEJllBBBflBBBiSBiB 
liBBBBBBBI^Flil 


Q The headings are printed on a 
new page when the region 
number changes (L2) or when 
overflow occurs (OF). (OF 
must be defined for the 
PRINTER file In the file 
description specifications.) 



BBflIfll 

teBc: 







^■lUiBBBBBBBflfl 


___ 

flflBflBnil[a[7BBflflflll 

BTlTfT^rafrCII” 

Big^gBB 


0 The contents of the 
REGION field are 
printed on the second 
page heading. 



iMf_ 

Bii^ii^dBBBr 


0 A second auto report page 
heading is specified. Because 
spacing is not specified, space- 
, one is done after the first and 
space-two after the second. 
Because no output indicators 
are specified, the second head¬ 
ing is conditioned like the 
first. 



IlHBIflBlifllflBIBn'ii'llf'BBl! 


Fields and literals can be 
printed on created total 
lines if you enter the 
number of the control 
level in column 39. 


IBBimili:milDn!«[;iii^rTQIilffn^fl^HL_ _ 

IflBfllHIflBBflBBflflBHBflflflBflflBBBBflBflllBIBflBBIflfl 
HBIliflBBBflBflIflBfliflflBBBflBflBBBflBBBfliBIBBBflIflB 
lflB|lflBBBfllBfllBBBBflBBflflflBflBflflBBBflllBBBflBflBflB 
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Example 5 


Problem 

Use the copy function to obtain specifications 
for the sales report below (same as In 
Example 1). 


Procedure 

B Put the file description and input 
specifications for the SALES file in a 
library member. 

B Code the /COPY statement In the specif! 
cations for auto report. 
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Put specifications for the SALES file in a library member by using the source entry utility (SEU). 



Name of 

Extent Exit 
for 0AM 

Label Exit 

Storage Index 


Option 

54 55 S6 S7 58 



These specifications could be replaced by a 
single statement as shown on the following 
page if they were put in a library member. 


File Addition/Unordered 


Number of Tracks 
for Cylinder Overflow 
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Code the /COPY statement to include the file description and input specifications. (For a detailed description of the 
copy function, see /COPY Statement Specifications.) 




input specifications for the SALES file from the 
library member named SALETR. 
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Example 6 


Problem 

Override copied input specifications to produce 
a report (below) that includes subtotals for 
branch and region. 


Procedure 

B Put the specifications for the SALES file 
in a library member, as in Example 5. 

Q Code the /COPY statement. 

Q Code /COPY modifier statements to add 
control-level indicators to BRANCH and 
REGION fields on copied specifications. 


10/26/83 



SALES REPORT 

FOR ANY 

CO. 


PAGE 1 

REGION 

BRANCH 

ITEM 

NUMBER 

DESCRIPTION 

SALES 

AMOUNT 

□N-HAND 

VALUE 

1 

17 

AG7701T 

2-TON TRUCK 

5 

25,000.00 

2 

10,000.00 



AG7705S 

PICK-UP 

10 

20,000.00 

1 

2,000.00 



AP6545B 

CAMPER 

2 

8,000.00 








53,000.00 


12,000.00 


22 

AG7701T 

2-TON TRUCK 

2 

10,000.00 

1 

5,000.00 



AG7705S 

PICK-UP 

4 

8,000.00 

1 

2,000.00 






18,000.00 


7,000.00 >!' 






71,000.00 


19,000.00 

3 

25 

AG6545B 

CAMPER 

10 

40,000.00 

5 

20,000.00 



AG6549P 

1/4~T0N TRUCK 

20 

30,000.00 

6 

9,000.00 


To produce a report that has subtotals for branch and 
region, LI must be assigned to BRANCH and L2 to 
REGION as the specifications are copied from the 


Put input specifications for the SALES file in a source member. 


library member. 





BBIQIHIIIII 

BDIQlillllll 


BBIQIHIIIII 
BBIQIIIIIIi~ 


RPG 

Field Name 


Occurs $ ' 

n Times ^ 

45 46 47 48 49 50 51 52 53 54 55 56 57 58 


llinillRIRfi^[;??Lll 

III'?IIIBI>T[^!?^S?U1 

iin^iin^if;;[s?n?7]iii 

iinnii^i?i^s?Hiiii 

ll^*?IISR7S7i7.7rilll 

iiE^ii^iirssniTnriiii 

IIP;;IKn7:77T^?HII 

iKE:iizi^?ni?n^?iiii 
































































D and D Code/COPY and modifier statements. As a result of the modifier statements, three levels of totals are 
accumulated for the SOLDVA and VALUE fields (LI, L2, and LR). 




Entries on the modifier statements override the corresponding entries in the copied specifications. The field 
names, BRANCH and REGION, identify the input field specifications that are to be changed. 
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File description or input specifications in the copied member are overridden 

as follows (see jCOPY Statement Specifications for examples): 

• Entries in a modifier statement override corresponding entries in a 
copied file description or input field specification. 

• Blank entries in a modifier statement remain unchanged in a copied 
specification. 

• Ampersand (&) in the leftmost position of an entry in the modifier 
statement sets the entry to blanks in the copied specification. 

• New fields can be added to input specifications by new input field 
specifications added as modifier statements. 

• Modifier statements do not change the specifications in the copied 
source member. The modification is only for the program into which 
the specifications are copied. 
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Example 7 


Example 7 prepares a cash receipts register. The *AUTO page heading 
function and the ’'"AUTO output function create the RPG output 
specifications for the report and the calculation specifications to 
accumulate final totals for several fields on the report. RPG calculation 
specifications that cannot be created by auto report are included in the 
auto report program to verify the discount taken by each customer and to 
calculate the balance due. 

The file description specifications for the cash receipts register PRINTER 
file, CSHRECRG, and the file description and input specifications for the 
input file, CASHRC, are located in separate members in the library (see 
Figure 15-28). These specifications are included in the program by the auto 
report copy function. 

The input data for the file CASHRC in EXAUT2 is created by the program 
EXAUTl (see Figure 15-29). Figure 15-30 shows the input data. 
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a The file description for the PRINTER file, CSHRECRG, is in the 
library member named EXAUT3. 

B The file description and input specifications for the DISK file, 
CASHRC, are in the library member named EXAUT4. 


File Type 

File Designation 
End of File 
I Sequence 


r 

File Format 


1F/V/S/M/D/I 

Block 

Record 

Length 

Length 



Wode of Processing 



Length of Key Field or 
of Record Address Field 




Record Address Type 




Type of File 
Organiaation or 

5 Additional Area 

i 

c 

oc 

:3 


oc 

^ P Overflow Indicator 
> Q Key Field 

% X Starting 

^ — Location 

o 

•R 

1 

tu 


a -^iiimiiL_ 


z 

1 

Name of 

Label Exit 

Extent Exit 
for DAM 

Storage Index 


Continuation Lines | 

K 

Option 

Entry 

53 

54 55 56 57 58 59 

60 61 62 63 64 65 

II 

llllll 

IHIIII 


File Addition/Unordered 
Number of Tracks 
for Cylinder Overflow 


Tape 

Rewind 

File 

Condition 

U1-U8, 




External Field Name 


Record Identification Codes 


Record Name ^ 


Data 

Structure 

Name 

3 4 S e 7 8 9 10 11 13 


Field Location 


From 

To 

I 

■a 

'8 

Data Structure 

£ 

15 

Occurs 
n Times 

Length 

.s 

44 45 46 47 

48 49 50 51 

62 


RPG ~ 

Field Name | 


DBIIBL__ _ _ _ 

"''■insniiBBn Bs^ 

_ 


Invoice number 


Amount ovy/ed 


Discount allowed 


Discount taken 


Amount paid 


Figure 15-28. File Description and Input Specifications That Are in the Library Members EXAUT3 
and EXAUT4 
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RG 004 


H 


R1S84B 


0001 

FCA8HRC 

0 

0002 

C 


0003 

0CA8HRC 

T 

0004 

0 


0005 

0 


0006 

0 


0007 

0 

T 

0008 

0 


0009 

0 


0010 

0 


0011 

0 

T 

0012 

0 


0013 

O 


0014 

0 


0015 

0 

T 

0016 

0 


0017 

0 


0018 

0 


0019 

0 

T 

0020 

0 


0021 

0 


0022 

0 


0023 

0 

T 

0024 

0 


0025 

0 


0026 

0 


0027 

0 

T 

0028 

0 


0029 

0 


0030 

0 


0031 

0 

T 

0032 

0 


0033 

0 


0034 

0 


0035 

0 

T 

0036 

0 


0037 

0 


0038 

0 


0039 

0 

T 

0040 

0 


0041 

0 


0042 

0 


0043 

0 

T 

0044 

0 


0045 

0 


0046 

0 


0047 

0 

T 

0048 

0 


0049 

0 


0050 

0 


0051 

0 

T 

0052 

0 


0053 

0 


0054 

0 


0055 

0 

T 

0056 

0 


0057 

0 


0058 

0 


0059 

0 

T 

0060 

0 


0061 

0 


0062 

0 



1020 68 DISK 

SETON 
LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 

LR 

24 

48 

68 


LR 

11243J0NE8 HARDWARE < 

27541123199 2375CASH < 
47 47 2328123199» 

11352NU~STYLE CLOTHIERS < 
27987123199 8707CASH < 
174 4000123199♦ 

11886KIDI FASHIONS INC 
15771123199 10722CASH 
214 214 10508123199^ 

12874ULOOK INTERIORS 
25622123199 6795CASH 
136 6795123199^ 

18274STREAMLINE PAPER IN 
C29703123199 27403CA8H 
548 238 17055123199^ 

23347RITE-BE8T PENS CO 
20842123199 1580 

31 1000123199^ 

25521IMPORTS OF NM 
29273123199 79740 1 

593 1193 58547123199♦ 

26723ALRIGHT CLEANERS 
19473123199 46200CASH 
924 46200123199» 

28622N0RTH CENTRAL 8UPPL 
Y17816123199 7597CASH 
152 7597123199♦ 

29871FERGU80N DEALERS 
27229123199 6191CA8H 

124 6191123199^ 

30755FA8TWAY AIRLINES 
26158123199 74272CA8H 1 
495 1685 72587123199^ 

31275ENMIR0NMENT CONCERN 
S20451123199 2943 

59 1500123199» 

32457B SOLE SILOS 
27425123199 11005CASH 
220 11005123199♦ 

37945H0FFTA BREAKS INC 
18276123199 4723CA8H 

94 4723123199^ 

42622EA8TLAKE GRAOEL CO 
16429123199 2937CA8H 

58 2937123199» 


Figure 15-29. EXAUTl Program 
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DATA FOR SAMPLE PROGRAM 


11243J0NES HARDWARE 

27541123199 

2375CASH 

47 

47 

2328123199 

11352NU-STYLE CLOTHIERS 

27987123199 

8707CASH 

174 


4000123199 

11886MIDI FASHIONS INC 

15771123199 

10722CASH 

214 

214 

10508123199 

12874UL00K INTERIORS 

25622123199 

6795CASH 

136 


6795123199 

18274STREAMLINE PAPER INC29703123199 

27403 

548 

238 

17055123199 

23347RITE-BEST PENS CO 

20842123199 

1580 

31 


1000123199 

25521IMP0RTS OF NM 

29273123199 

79740 

1593 

1193 

58547123199 

26723ALRIGHT CLEANERS 

19473123199 

46200CASH 

924 


46200123199 

28622N0RTH CENTRAL SUPPLY17816123199 

7597CASH 

152 


7597123199 

29871FERGUS0N DEALERS 

27229123199 

6191CASH 

124 


6191123199 

30755FASTWAY AIRLINES 

26158123199 

74272CASH 

1495 

1685 

72587123199 

31275ENVIR0NMENT C0NCERNS20451123199 

2943 

59 


1500123199 

32457B SOLE SILOS 

27425123199 

11005CASH 

220 


11005123199 

37945H0FFTA BREAKS INC 

18276123199 

4723CASH 

94 


4723123199 

42622EASTLAKE GRAVEL CO 

16429123199 

2937CASH 

58 


2937123199 


Figure 15-30. Input Data Created by EXAUTl for Auto Report Sample Program EXAUT2 
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Control Specification 


The RPG control specification shown in Figure 15-31 should be included in 
the auto report program because it is not present in the copied 
specifications (see Figure 15-28). None of the control specification options 
are required in this program, so the specification need contain only an H in 
column 6 and the program identification, EXAUT2, in columns 75 through 
80. 


RPG CONTROL AND FILE DESCRIPTION SPECIFICATIONS 


Program 


Programmer 

1 Date 


Graphic 








Key 









Card Electr .0 Number 


"ITI”' 


GX21-9092- UM/a 
Printed in U.S.A. 


75 76 77 78 79 8( 


Program I 
Identification I 


Control Specifications 


For the valid entries for a system, refer to the RPG reference manual for that sytten 
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Illllill 


|I2Q|[2QQISS9 

atsa 


8 19 20 21 22 23 24 25 26 27 


33 34 35 36 37 38 39 40 41 42 


3 61 62 63 64 65 66 67 68 68 70 71 72 73 74 


laaiiiii^Gr 


Output Indicators 


3 4 5 6 1 7 8 9 10 11 12 13 


He 

iir 

liTI 


imE , 

IeiiidI 


Field Name 
or 

EXCPT Name 


•auto 

32 33 34 35 36 37 


mjmm 



Commas 

Zero Balances 
to Print 

No Sign 

CR 

- 

Yes 

Yes 

1 

A 

J 

Yes 

No 

2 

B 

K 

No 

Yes 

3 

C 

L 

No 

No 

4 

D 

M 


Constant or Edit Word 

2 3 4 5 6 7 8 9 10 11 12 13 14 16 16 17 18 19 20 21 22 23 24 




aDiEiiiiiiiiiiiiiiiiiiiniiii[i][3?n]:!^iiiiHiB[ii[3!^nm_ 

BBISIIIimillllHIIHIIIIIIIHimi[9IIIIIOKf?PE:Blllil 

__ 

llllll■lll»IIIIIBH^^3[^BIIIIIIIIIIIIIIIIIIIIII 

IBDiBiiiiiiiiiiiiiiiiiHiiiiiiRi^MnniiiiiiBnmtWHiiiiiiimiiimiiiii 
BBBBBIfllfllBBIflflflfllBBflflBIBIBBIflBIIBBiafllBfllBiTf?ii^HfllBBBr 
BBflQBIBIBIBfllBflflflflflBBflllBflBflli»;0iS[a^flnflBflflfllB^0i1iai^lI!n^ll 
BBBBBIBIBIBfllBflBBBBBfllllBIBBI^?n[i]iTi?!;i':?BBflfllflf?^a[V|[3]nBr 


BBBBI 


i^n^ii^i!;i^BiBBiB^n^n: 7 [r[?infli 


BBBBBIBIBIBfllfllBBIflBfllBIBBBfll[?i:^niBIBC^fllflfllBi?^il^[yag|flflBBBBBBBflllfllBIBBII 
BQBBBIBIBIBfllflflflflflBBIBBIfllBfllflflfllBlinBIflfllfliil^^BIBBBIBBBflflBBflflllBIBflfllll 
BIBEBIBIBIBfllBflBBBBBIFIf^lBIBBI^ni^[aBBB?BIBBIB[3;!)a[l^^BBflBflBBBBBBIIIBIBIBIII 
BIB3BIB!BIBfllBflflBIBflllfllBlflfllBBfllBliafllflfllfli^li;?aMi1lflflBBBflBBflllflniBIII 

fllBSfllBIBIflBIBBflBflflfllflBflBlflfllBBIIflll^fllflBIBR[3?Tinfl^.^i1^nSBBfllllBlflflBllflB 


Figure lS-31 (Part 2 of 2). 
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/COPY Statements 


The /COPY statements shown in Figure 15-31 copy the file description and 
input specifications for the job from the source members in the system 
library. The first statement copies the file description specifications for the 
PRINTER file from the library member named EXAUT3. The second 
statement copies the file description and input specifications for the DISK 
file named CASHRC from the library member named EXAUT4. A modifier 
statement adds an input field definition for the REGION field. As a result 
of these /COPY statements, the file description and input specifications 
shown in Figure 15-28 are included in the RPG source program created by 
auto report. 

Calculation Specifications 

The calculation specifications shown in Figure 15-31 are included in the 
auto report program to perform special operations that cannot be created by 
auto report. First, the discount allowed for each customer is subtracted 
from the discount taken by each customer. Indicator 10 turns on if the 
difference is $1.00 or more. The remaining calculations subtract the 
discount taken and the amount paid from the amount owed. 

The order in which these calculations are placed in relation to the 
calculations created by auto report is shown in the auto report listing of 
the created RPG source program (see Figure 15-32). 
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0001 

H 012 


R1586 

0002 

I/COPY F1^EXAUT3 



0003C 

FCSHRECRGO F 132 132 

OA PRINTER 

0004 

I/COPY FltEXAUT4 



0005C 

FCASHRC IPE F1020 68 

BISK 

0006C 

ICASHRC AA 01 68 C9 



0007C 

I 


1 5 ACCTNO 

0008C 

I 


6 25 ACCTNM 

0009C 

I 


26 300INUN0 

OOlOC 

I 


31 360INUBAT 

0011C 

I 


37 422AMT0WB 

0012C 

I 


47 512BISCAL 

0013C 

I 


52 S62BISTAK 

0014C 

I 


57 622AMTPB 

0015C 

I 


63 680BATPB 

0016 

I 


1 1 REGIONLl 

0017 

C DISTAK SUB 

BISCAL 

BIFF 42 

0018 

C BIFF COMP 1*00 

10 10 

0019 

C AMTOWD SUB 

BISTAK 

NETOWB 62 

0020 

C NETOWD SUB 

AMTPB 

BAL 62 

0021 

OCSHRECRGH 

^♦AUTO 


0022 

0 


^CASH RECEIPTS REGISTERS 

0023 

0 B 01 

i^AUTO 


0024 

0 

REGION 

^REGION^ 

0025 

0 

ACCTNO 

^ACCOUNT^ 

0026 

0 

C 

♦NUMBERS 

0027 

0 

ACCTNM 

^ACCOUNT NAME^ 

0028 

0 

INUNO 3 

^INVOICE^ 

0029 

0 

C 

^NUMBERS 

0030 

0 

INUBATY 

* INVOICE* 

0031 

0 

C 

*BATE* 

0032 

0 

BATPB Y 

*BATE PAIB* 

0033 

0 

AMTOWBJA 

*AMOUNT* 

0034 

0 

C 

*OWEB* 

0035 

0 

BISTAK A 

*BISCOUNT* 

0036 

0 

C 

*TAKEN* 

0037 

0 

AMTPB A 

*AMOUNT* 

0038 

0 

C 

*PAIB* 

0039 

0 

BAL A 

*BALANCE* 

0040 

0 

C 

*BUE* 

0041 

0 10 

BIFF A 

*EXCESS* 

0042 

0 

C 

*BISCOUNT* 

0043 

0 

1 

*REGION TOTALS* 

0044 

0 

R 

*COMPANY TOTALS* 


Figure 15-32 (Part 1 of 3). Auto Report Sample Program EXAUT2 


15-90 



0010 H 


012 


R1586 


0001 

0020CFCSHReCRG0 

F 132 

132 

OA 

PRINTER 

0002 

0030CFCASHRC IPE 

F1020 

6B 


DISK 


0003 

0004 

0040 I*/C0PY 
0050 I^/COPY 
0060CICASHRC 
0070CI 

FIrEXAUT3 

F1,EXAUT4 

AA 01 68 C9 

1 

5 ACCTNO 

0005 

0080CI 


6 

25 ACCTNM 

0006 

0090CI 


26 

300INVN0 

0007 

OlOOCI 


31 

360INVDAT 

0008 

OllOCI 


37 

422AMT0WD 

0009 

0120CI 


47 

512DISCAL 

0010 

0130CI 


52 

562DISTAK 

0011 

0140CI 


57 

622AMTPD 

0012 

0150CI 


63 

680DA-TPD 

0013 

0160 I 


1 

1 REGIONLl 


0014 

0170 C 

DISTAK 

SUB 

DISCAL 

DIFF 

42 

0015 

0180 C 

DIFF 

COMP 

1^00 


10 10 

0016 

0190 C 

AMTOWD 

SUB 

DISTAK 

NETOWD 

62 

0017 

0200 C 

NETOWD 

SUB 

AMTPD 

BAL 

62 

0018 

0210EC 01 


EXSR 

A$$SUM 



0019 

0220ECL1 

AMTOWR 

ADD 

AMTOWl 

AMTOWR 

82 

0020 

0230ECL1 

DISTAR 

ADD 

DISTAl 

DISTAR 

72 

0021 

0240ECL1 

AMTPDR 

ADD 

AMTPDl 

AMTPDR 

82 

0022 

0250ECL1 

BALR 

ADD 

BALI 

BALR 

82 

0023 

0260ECL1 

DIFFR 

ADD 

DIFFl 

DIFFR 

62 

0024 

0270ECSR 

A$$SUh 

BEGSR 



0025 

0280ECSR 

AMTOWl 

ADD 

AMTOWD 

AMTOWl 

82 

0026 

0290ECSR 

DISTAl 

ADD 

DISTAK 

DISTAl 

72 

0027 

0300ECSR 

AMTPDl 

ADD 

AMTPD 

AMTPDl 

82 

0028 

0310ECSR 

BALI 

ADD 

BAL 

BALI 

82 

0029 

0320ECSR 10 

DIFFl 

ADD 

DIFF 

DIFFl 

62 

0030 

0330ECSR 


ENDSR 
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0031 

0340E0CSHRECRGH 

206 

IP 




0032 

0350E0 OR 


OA 




0033 

0360E0 




76 

^CASH RECEIPTS REGISTERS 

0034 

0370E0 



UDATE Y 

8 


0035 

0380E0 



PAGE Z 

131 


0036 

0390E0 




127 

^PAGE * 

0037 

0400E0CSHRECRGH 

1 

IP 




0038 

0410E0 OR 


OA 




0039 

0420E0 




6 

♦REGION^ 

0040 

0430E0 




15 

^ACCOUNT> 

0041 

0440E0 




29 

^ACCOUNT NAME* 

0042 

0450E0 




46 

*INVOICE* 

0043 

0460E0 




56 

*INVOICE* 

0044 

0470E0 




67 

*DATE PAID* 

0045 

0480E0 




80 

*AMOUNT* 

0046 

0490E0 




92 

*DISCOUNT* 

0047 

0500E0 




105 

*AMOUNT* 

0048 

0510E0 




118 

*BALANCE* 

0049 

0520E0 




128 

*EXCESS* 

0050 

0530E0CSHRECRGH 

2 

IP 




0051 

0540E0 OR 


OA 




0052 

0550E0 




14 

*NUMBER* 

0053 

0560EO 




45 

*NUMBER* 

0054 

0570E0 




54 

*DATE* 

0055 

0580E0 




79 

*OWED* 

0056 

0S90E0 




90 

*TAKEN* 

0057 

0600E0 




104 

*PAID* 

0058 

0610E0 




116 

*DUE* 

0059 

0620E0 




129 

*DISCOUNT* 

0060 

0630E0C8HRECRGD 

1 

01 




0061 

0640E0 



REGION 

3 


0062 

0650E0 



ACCTNO 

14 


0063 

0660E0 



ACCTNM 

37 


0064 

0670E0 



INVNO 3 

45 


0065 

0680E0 



INVriATY 

56 


0066 

0690E0 



IiATPD Y 

66 


0067 

0700E0 



AMTOWDJB 

80 


0068 

0710E0 



DISTAKKB 

92 


0069 

0720E0 



AMTPD KB 

105 


0070 

0730E0 



BAL KB 

118 


0071 

0740E0 


10 

niFF KB 

129 


0072 

0750E0CSHRECRGT 

12 

LI 




0073 

0760E0 



AHTOWIJB 

80 


0074 

0770E0 



niSTAlKB 

92 


0075 

0780E0 



AMTPD1KB 

105 


0076 

0790E0 



BALI KB 

118 


0077 

0800E0 



DIFFl KB 

129 


0078 

0810E0 




67 

*REGION TOTALS* 

0079 

0820E0 




130 


0080 

0830E0CSHRECRGT 

12 

LR 




0081 

0840E0 



AMTOURJB 

80 


0082 

0850E0 



DISTARKB 

92 


0083 

0860E0 



AMTPDRKB 

105 


0084 

0870E0 



BALR KB 

118 


0085 

0880E0 



DIFFR KB 

129 


0086 

0890E0 




67 

*COMPANY TOTALS* 

0087 

0900E0 




131 
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*AUTO Specifications 


The coding for the *AUTO page heading and the *AUTO output functions 
is shown in Figure 15-31. Notice that the Y edit code is used for the date 
fields (lines 10 and 12). Auto report creates a K edit code for numeric fields 
when an edit code is not specified. No edit code is created for numeric 
fields when they are described with a digit (1 through 9) or R in column 39. 
The edit code 3 is specified for the INVNO field to suppress the printing of 
the comma edit character. 

DIFF is printed on the detail line only if it is $1.00 or more. Remember, 
output indicator 10 conditions only the printing of the field on the detail 
line; it does not affect the printing of the created field on the total line. 

The J edit code allows zero balance to print for the AMTOWD field. 

Totals are accumulated and printed by auto report for five fields as 
indicated by A entries in column 39. Because an LI control level is defined 
in the input field specifications for REGION, which is added to the input 
specifications for CASHRC (see Figure 15-31), regional and final totals are 
accumulated for each field that has A in column 39. The total lines are 
identified by the literals shown in lines 23 and 24 of the *AUTO 
specifications (see Figure 15-31). 

Figure 15-33 shows the output data produced by EXAUT2. 


11 / 20/02 


CASH RECEIPTS REGISTER 


PAGE 


REGION 

ACCOUNT 

ACCOUNT NAME 

INVOICE 

INVOICE 

DATE PAID 

AMOUNT 

DISCOUNT 

AMOUNT 

BALANCE 

EXCESS 

NUNBER 


NUMBER 

DATE 


OWED 

TAKEN 

PAID 

DUE 

DISCOUNT 

1 

11243 

JONES HARDWARE 

27541 

12/31/99 

12/31/99 

23*75 

.47 

23.20 

47.07 


1 

11352 

NU-STYLE CLOTHIERS 

27907 

12/31/99 

12/31/99 

87.07 


40.00 


1 

11896 

MIDI FASHIONS INC 

15771 

12/31/99 

12/31/99 

107.22 

2.14 

105.00 



1 

12874 

ULOOK INTERIORS 

25622 

12/31/99 

12/31/99 

67.95 


67.95 

101.10 


1 

10274 

STREAMLINE PAPER INC 

29703 

12/31/99 

12/31/99 

274.03 

2.30 

170.55 






REGION TOTALS 

560.02 

4.99 

406.06 

140.17 


2 

23347 

RITE-BEST PENS CO 

20S42 

12/31/99 

12/31/99 

15.00 


10.00 

5.SO 


2 

28521 

IMPORTS OF NM 

29273 

12/31/99 

12/31/99 

797.40 

11.93 

505.47 

200.00 


2 

26723 

ALRIGHT CLEANERS 

19473 

12/31/99 

12/31/99 

462.00 


462.00 



2 

20622 

NORTH CENTRAL SUPPLY 

17016 

12/31/99 

12/31/99 

75.97 


75.97 



2 

29071 

FERGUSON DEALERS 

27229 

12/31/99 

12/31/99 

61.91 


61.91 







REGION TOTALS 

1.413.00 

11.93 

1,195.35 

205.80 


3 

30755 

FASTWAY AIRLINES 

26150 

12/31/99 

12/31/99 

742.72 

16.85 

725.87 


1.90 

3 

31275 

ENVIRONMENT CONCERNS 

20451 

12/31/99 

12/31/99 

29.43 


15.00 

14.43 


3 

32457 

B SOLE SILOS 

27425 

12/31/99 

12/31/99 

110.05 


110.05 



3 

37945 

HOFFTA BREAKS INC 

18276 

12/31/99 

12/31/99 

47.23 


47.23 







REGION TOTALS 

929.43 

16.85 

898.15 

14.43 

1.90 

4 

42622 

EASTLAKE GRAVEL CO 

16429 

12/31/99 

12/31/99 

29.37 


29.37 







REGION TOTALS 

29.37 


29.37 







COMPANY TOTALS 

2,931.90 

33.77 

2,529.73 

368*40 

1.90 


Figure 15>33. Output from Auto Report Sample Program EXAUT2 
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Chapter 16 . Editing Numeric Fields 


Editing means punctuating numeric data in an output field by adding 
symbols such as the currency symbol, commas, a decimal point, and a 
symbol for a negative balance, or by substituting blanks for zeros in unused 
positions at the left of the field. When you print fields that are not edited, 
the fields appear exactly as they are represented inside the computer. The 
following examples show why numeric output fields should be edited; 


Type of 

Field 

Field in the 
Computer 

Printing of 
Unedited Field 

Printing of 
Edited Field 

Alphameric 

JOHN T SMITH 

JOHN T SMITH 

JOHN T SMITH 

Numeric 

0047652 

0047652 

47652 

(positive) 




Numeric 

004765K 

004765K 

47652- 

(negative) 





The unedited alphameric field and the unedited positive numeric field are 
easy to read when printed, but the unedited negative numeric field is 
confusing because it contains a K, which is not numeric. The K is a 
combination of the digit 2 and the negative sign for the field. They are 
combined so that one of the positions of the field does not have to be set 
aside for the sign. The combination is convenient for storing the field in 
the computer, but it makes the output hard to read. Therefore, numeric 
fields need to be edited before they are printed. 

When you edit fields in a file assigned to any device other than a PRINTER 
(in columns 40 through 46 of the file description specifications), you must 
be aware of the contents of the edited field if you want the field to be read 
back into the program. You must also be aware of the effects of any 
operations you plan to use on an edited field. For example, if you add an 
unedited field to an edited field, the results will be wrong. 

There are two ways to edit a numeric output field: using an edit code or 
using an edit word. Edit codes are easier to use, because you merely select 
the predefined type of editing you want. On the other hand, edit words 
allow you to do more, because you define exactly the kind of editing you 
want. 
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Edit Codes 


There are several different edit codes available. Each code edits in a 
slightly different way according to a set pattern. However, all of them 
remove the sign of the field so that the rightmost digit always prints as a 
number. 

Figure 16-1 shows the edit pattern for all edit codes. You choose the code 
that edits a field the way you want it to appear. For example, suppose you 
want to print blanks instead of zeros, to print decimal points and commas, 
but not to print the sign of a field. Figure 16-1 shows that edit codes 1 and 
2 both do this editing. The difference between edit codes 1 and 2 is that, 
when the field is zero, edit code 1 prints zeros and edit code 2 prints blanks. 

Figure 16-2 shows how various edit codes edit the same data. 


Edit 

Code 

Commas 

Decimal 

Point 

Sign for 

Negative 

Balance 

Entry in Column 21 of Control 
Specification 

Zero 

Suppress 

D or Blank 

1 

J 

1 

Yes 

Yes 



,00 or 0 

0,00 or 0 

Yes 

2 

Yes 

ESIiili 



Blanks 

Blanks 

Yes 

3 


Esm 

ESBiHI 

.00 or 0 

,00 or 0 

0,00 or 0 

Yes 

4 


BSIIIIIIll^ 


Blanks 

Blanks 

Blanks 

Yes 

A 

Yes 

Yes 

CR 

.00 or 0 

,00 or 0 

0,00 or 0 

Yes 

B 

Yes 

Yes 

CR 

Blanks 

Blanks 

Blanks 

Yes 

C 


BBIil 

CR 

.00 or 0 

,00 or 0 

0,00 or 0 

Yes 

D 


ESBIim 

CR 

Blanks 




j 


Bsmi 


.00 or 0 




K 



- (minus) 

Blanks 

Blanks 



L 


BBHi 

- (minus) 

.00 or 0 

,00 or 0 

0,00 or 0 

Yes 



Yes 





Yes 

X’ 








Y2 







Yes 

z 







Yes 


^The X code performs no editing. 

^The Y code suppresses the leftmost zero only. The Y code edits a 3- to S-digit field according to the 
following pattern: 
nn/n 
nn/nn 
nn/nn/n 
nn/nn/nn 


Figure 16-1. Edit Codes 
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Edit 

Code 

Positive 

Number, 

2 Decimal 
Positions 

Positive 

Number, 

0 Decimal 
Positions 

Negative 

Number, 

3 Decimal 
Positions 

Negative 

Number, 

0 Decimal 
Positions 

Zero Balance, 2 Decimal 
Positions 

Zero Balance, 

0 Decimal 
Positions 

Entry in Column 21 of Control 
Specification 

D or 

Blank 

1 

J 

Unedited 

1234567 

1234567 

00012' 

00012' 

000000 

000000 

000000 

000000 

1 

12,345.67 

1,234,567 

.120 

120 

.00 

,00 

0,00 

0 

2 

12,345.67 

1,234,567 

.120 

120 





3 

12345.67 

1234567 

.120 

120 

.00 

,00 

0,00 

0 

4 

12345.67 

1234567 

.120 

120 





A 

12,345.67 

1,234,567 

.120CR 

120CR 

.00 

,00 

0,00 

0 

B 

12,345.67 

1,234,567 

.120CR 

120CR 





C 

12345.67 

1234567 

.120CR 

120CR 

.00 

,00 

0,00 

0 

D 

12345.67 

1234567 

.120CR 

120CR 





J 

12,345.67 

1,234,567 

.120- 

120- 

.00 

,00 

0,00 

0 

K 

12,345.67 

1,234,567 

.120- 

120- 





L 

12345.67 

1234567 

.120- 

120- 

.00 

,00 

0,00 

0 

M 

12345.67 

1234567 

.120- 

120- 





X 

1234567 

1234567 

00012' 

00012' 

000000 

000000 

000000 

000000 

Y 








0/00/00 

Z 

1234567 

1234567 

120 

120 

, 





^The EBCDIC values of negative decimal numbers do not print as numerics. If the negative number has an alphameric equivalent, 
it is printed. Otherwise, the program halts on an unprintable character unless column 45 of the control specification contains a 1. 
A minus zero (hex DO) prints as a blank, a minus 1 (hex D1) as J, a minus 2 (hex D2) as K, and so on. 


Figure 16-2. Examples of Various Edit Codes 
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To use an edit code, code the unshaded columns of the output specifications 
shown below: 



Columns 23 through 31 can contain conditioning indicators. 

Columns 32 through 37 must contain the name of a numeric field. 

Column 38 must contain an edit code. 

Column 39 can contain B to indicate that the numeric field is to be set to 
zero after it is printed. 

Columns 40 through 43 can contain the end position of the field in the 
output record. 

Columns 45 through 47 can contain one of the following: 

• if you want asterisks to replace the leading zeros of the field. 

• The currency s3mibol enclosed in apostrophes if you want a floating 
currency symbol. The currency s3m3bol will then appear before the first 
digit in the field. 

A fixed currency symbol in columns 45 through 47 must be coded on a 
line before or following the edit code. The currency symbol remains in 
the end position specified. 

Note: You cannot use the X, Y, or Z edit code if you code an asterisk or 
the currency symbol in columns 45 through 47 of the output 
specifications. 

When you use an edit code to punctuate an entire array, two spaces are 
skipped before each edited element. 


16-4 





























Examples of Using the Currency Symbol with an Edit Code 

Suppose you want to print a currency symbol on a report for a field called 
AMOUNT. An edit code will not put the currency symbol there. You 
specify this in addition to the edit code you are using. 

When you use a floating currency symbol, the currency symbol changes 
positions so that it prints immediately in front of the first digit. In this 
case, the AMOUNT field would look like any of the following (N stands for 
any number): 

$NNN,NN 

$NN.NN 

$N.NN 

$.NN 

Note: If the currency symbol is not the dollar sign ($), the currency symbol 
must be entered in column 18 of the control specification. 

See Figure 16-3 for a coding example of a floating currency symbol. 
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The floating dollar sign is specified by 
placing '$' in columns 45 through 47 
of the same line as the edit code. 
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Figure 16-3. 


Floating Currency Symbol 
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When you use a fixed currency symbol, the currency symbol remains in the 
end position specified on the output specifications. In this case, the 
AMOUNT field would look like any of the following (N stands for any 
number): 

$NNN.NN 
$ NN.NN 
$ N.NN 
$ .NN 

The blanks between the first digit and the currency symbol are the result of 
zero suppression. See Figure 16-4 for a coding example of a fixed currency 
symbol. 
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The fixed dollar sign is specified by 
placing in columns 45 through 47 
of the line before the edit code. 
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Figure 16-4. Fixed Currency Symbol 




16-6 





































Example of Using Asterisks with an Edit Code 

When you use asterisks to fill the spaces between the currency symbol and 
the first digit, the AMOUNT field could look like any of the following (N 
stands for any number): 

$NNN.NN 
$*NN.NN 
$**N.NN 
$***.NN 

See Figure 16-5 for a coding example that uses asterisks to punctuate a 
field. 
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To make asterisks fill the empty 
spaces caused by zero suppression, 
place in columns 45 through 47 
of the same line as the edit code. 
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Figure 16-5. Punctuating with Asterisks 
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Edit codes are also used to edit date fields. The edit code for a date field is 
Y. See Figure 16-6 for various ways to edit a date field. 
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Figure 16-6. Date Fields 




















Figure 16-7 shows the effects that the various edit codes have on the same 
field with a specified end position for output. 
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field edited by the Y edit code must have 
zero decimal positions. 


Figure 16-7. Effect of Edit Codes on End Position 
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Edit Words 


Use edit words when you have unusual (special) editing requirements. An 
edit word allows you to specify directly: 

• If commas, decimal points, and zero suppression are needed 

• If the negative sign should print 

• If a currency symbol and leading asterisks should be used 

• If the constant(s) have to be printed 

An edit word gives a pattern for punctuation. When you create an edit 
word, you are setting up your own editing pattern. 

To use an edit word, code the unshaded columns of the output 
specifications shown below: 



Columns 23 through 31 can contain conditioning indicators. 

Columns 32 through 37 must contain the name of a numeric field. 

Column 38 (Edit Codes) must be blank. 

Column 39 can contain b to indicate that the numeric field is to be set to 
zero after it is printed. 

Columns 40 through 43 can contain the end position of the field in the 
output record. 

Columns 45 through 70 must contain the edit word. The edit word can be 
up to 24 characters long and must be enclosed in apostrophes. Enter the 
leading apostrophe in column 45. The actual edit word must begin in 
column 46. 
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Editing Considerations 


When using an edit word, make sure that there is enough space on the 
printer form for the edited field. If the field you want to edit is 6 characters 
long, check whether 6 positions allow enough space for it to print on the 
report: the edited output field might contain more than 6 characters. 

When you compute the length of an edited output field, determine how 
many of the editing characters are replaceable. A replaceable character is 
one that will be replaced by a digit from the data field. The number of 
replaceable characters must equal the length of the field to be edited. 

The following summary provides more information on creating edit words 
and describes certain characters that have special meaning when used in an 
edit word. The Delta position is defined as the position in the edit word 
that corresponds to the leftmost position in the data field. The examples 
referred to are provided in the section Examples of Edit Words, later in this 
chapter. 


b (Blank) 


Constants 


This is always a replaceable character. 


Constants are any character combination, including commas and decimal 
points, but not including special uses of 0, *, currency symbols, &, -, or CR 
symbols. 

To the right of the Delta position (see examples 11 to 14): A constant 
imbedded in replaceable characters will print only if a significant digit 
appears to its left in the edited field. A constant between the last 
replaceable character and a negative indicator (see - or CR) will print only 
if the field is negative. Constant(s) at the end of the edit word will always 
print. Constants are not counted as replaceable characters. 

To the left of the Delta position (see example 15): Constants are printed only 
if preceded by a zero in the edit word. 
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0 (Zero Suppress) 


To the right of the Delta position (see example 2): Leading zeros to the left of 
and including the position in which the zero appears will be suppressed, but 
leading zeros to the right will not be suppressed. Any constants to the left 
of the zero will print only if preceded by a significant digit. The zero is a 
replaceable character. 

In the Delta position (see example S)\ Leading zeros and constants to the 
right of the zero will print. The zero will not print in the first position of 
the output field. If the field contains leading zeros, a blank will print in the 
first position; otherwise, a significant digit will print. 

To the left of the Delta position (see example 4): The results are described in 
the preceding paragraph, except that if the field contains leading zeros, a 
zero will print in the first position of the output field. The zero in the edit 
word is not counted as a replaceable character and does not print. 

NOTE: Any zeros or asterisks to the right of the first zero are treated as 
constants. 


* (Asterisk Fill) 


To the right of the Delta position (see example 9): Leading zeros to the left of 
the asterisk (and the asterisk itself) are replaced by asterisks. Constants 
will be replaced with asterisks when no significant digits precede the 
constant(s). Leading zeros to the right of the asterisk will not be 
suppressed. The asterisk is counted as a replaceable character. 

In the Delta position (see example 10): An asterisk will print in the first 
position of the output field unless there is a significant digit in that 
position. Leading zeros and constants are not suppressed. The asterisk is 
counted as a replaceable character. 

NOTE: Any asterisks or zeros to the right of the first asterisk are treated as 
constants. 



CR and - 


(See examples 5,6,17): 

These symbols are used to identify negative fields on printed output and 
will print only if the field is negative. If the field is positive, they are 
replaced by blanks. Only the first - or CR to the right of all of the 
replaceable characters is treated as a negative indicator; all others are 
treated as constants. Any constants between the last replaceable character 
and the negative indicator will print only when the field is negative. Any 
constants following the negative indicator will always print. The - and CR 
are not counted as replaceable characters. 


Currency Symbols 


To the right of the Delta position (see example 7): 

A. A currency symbol followed directly by a zero is said to float: it will 
print in the position immediately to the left of the first significant digit. 

The currency symbol may be replaced by a significant digit, but it should 
not be counted in the total of replaceable characters. 

B. A currency symbol not directly followed by a zero will be treated as a 
constant. The currency symbol is not counted as a replaceable character. 

To the left of the Delta position (see example 8): 

The currency symbol will always print to the left of the first position of the 
output field. Leading zeros will be suppressed along with any constants that 
are not preceded by a significant digit. The currency symbol is not counted 
as a replaceable character. 


& (Ampersand) 


(See example 12): 

The ampersand must be coded wherever a blank is to be printed in the 
output field. 
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Examples of Edit Words. 



For all examples, column 38 (edit codes) of the output specification is blank. 
The symbol b indicates where blank spaces would appear in the output 
result. The symbol W marks the delta position in each example. 


In the example below all the leading zeros will be suppressed and the 
decimal point will not print unless there is a significant digit to its left: 
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This example causes the decimal point to print even if the field is equal to 
zero: 
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Leading zeros will print to the left of the first significant digit. Note that a 
blank, not a zero, prints in the first position: 
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If you want a zero to print in the leftmost position of the output field, the 
zero must be placed to the left of the Delta position in the edit word (see 
Editing Considerations), Note that seven blanks were coded to the left of 
the decimal point, whereas in example 3, only six blanks were coded. The 
zero in the edit word will not be printed: 
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This example adds a negative value indication. The minus sign will print 
only when the value in the field is negative. A CR symbol performs the 
same function as a minus sign: 
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Commas are added to separate thousands, millions, and so on. The comma 
will print only if preceded by a significant digit: 
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A floating currency symbol will print in the position immediately to the left 
of the first significant digit or to the left of the decimal point if the field is 
zero or less than 100: 
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The currency symbol may also be printed in the position before the first 
digit of the output field. Constants to the left of the first significant digit 
are replaced by blanks. See the explanation under the currency symbol in 
the section Editing Considerations for limitations regarding the placement 
of the currency symbol. 


Y Edit Word 

Source Data 

Appears in Output Record as: 

iO 

9 









0 

. 



9 










n 


000123456 

tbbbbi.234.56 

fl 

fl 

fl 

■ 

fl 

fl 

fl 

■ 

fl 

fl 

fl 

fl 

fl 












fl 

fl 



L 

_ 

_ 

_ 

_ 

- 

_ 

- 

_ 

- 

_ 

_ 

_ 












fl 

fl 
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Blanks and constants to the left of the first significant digit are replaced by 
asterisks (asterisk fill): 


Edit Word 

Source Data 

Appears in Output Record as: 

a 

n 


m 




p 



0 

B 



i 












000123456 

.234.56 

r 




























L 






























An asterisk will be printed in the first position only, unless the field 
contains a significant digit in the first position. Leading zeros and 
constants are not suppressed: 


y Edit Word 

Source Data 

Appears in Output Record as: 

a 

fl 





■ 




JL 



i 













000123456 

*.001.234.56 

r 


"It 
























123456789 

1.234.567.89 

t 


























■■■■■■■■ 




Constants between the last replaceable character and the or CR symbol 
will print only if the field is negative; otherwise, blanks will print in these 
positions. Note the use of ampersands to represent blanks: 


Y Bdlt Word 

Source Data 

Appears in Output Record as: 

1 


P 







0 

■ 



k 

3 

0 

& 

D 

A 

Y 

& 

C 

R 

f 



000000123- 




























000000123 
































Constants may be added to print on every line: 


y Edit Word 

Source Data 

Appears in Output Record as: 










0 

7 



I 

7 

7 

8c 

7 

I 

T 

i 






000000123- 

bbbbbbbbi.23bCRbNET 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 




■ 

■ 

■ 

■ 

000000123 

bbbbbbbbi.23bbbbNET 


- 

_ 

_ 

- 


- 



_ 

_ 

_ 

_ 


- 



_ 

_ 




_ 

_ 

_ 

_ 
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This edit word could be used to print checks. Note that the second asterisk 
is treated as a constant: 



Y Edit Word 

Source Data 

Appears in Output Record as: 

a 

n 

■ 

■ 

■ 

■ 

■ 

■ 

i 

i 

B 

B 

fl 

B 

B 

B 

B 

B 

■ 

1 

B 

B 

D 

B 

B 

■ 

000012345 

$**.*123.DOLLARSl845bCTS 

■ 

■ 

■ 

■ 

■ 

■ 

1 

■ 

■ 

■ 

■ 

■ 

1 

■ 

■ 

■ 

■ 

■ 

1 

1 

1 

■ 

■ 

1 

■ 

1 



■ 

■ 

■ 

■ 

■ 

■ 

I 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 





A date could be printed by using either edit word: 


Edit Word 

Source Data 

Appears in Output Record as: 




j. 



1 



9 

















010385 

b 1/03/85 

a 

El 



B 



/ 



9 
















010385 

01/03/85 

L 

_ 

i. 


_ 


























The example below might be used to edit a telephone number. Note that the 
zero in the first position is required to print the constant AREA: 


Y Edit Word 

Source Data 

Appears in Output Record as: 

B 

El 

a 

a 

a 

a 

a 

■ 

■ 

■ 

9 

9 

a 

B 

9 

■ 

■ 

■ 

B 

B 

B 

B 

B 

B 

B 

B 

4165551212 

AREAb416bN0.b555-1212 

r 




























t 






























Note that any zeros or asterisks following the first occurrence of either are 
treated as constants. The same is true for - and CR: 


Y Edit Word 

Source Data 

Appears in Output Record as: 

a 

fl 

fl 

B 

fl 

fl 

fl 

B 

B 

B 

a 




r 




n 

_j 








01234 

b12.34000 

B 

fl 

fl 

B 

fl 

fl 

fl 

B 

B 

B 

a 




_ 

r 












01234 

*12.34000 

a 

B 

fl 

fl 

fl 

fl 

fl 

B 

□ 

□ 

a 

a 

D 

fl 

□ 












01234 

b12.34tobJbNET- 

□ 

B 

□ 

□ 

fl 

fl 

fl 

fl 

fl 

B 

B 

fl 

fl 

B 

fl 

B 

B 

fl 

fl 

fl 

fl 

fl 

B 

fl 

fl 

B 


30 


The combined output will appear as b12.34bbbNET-30 
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If an asterisk or a zero is to appear as a constant and there are no other 
asterisks or zeros preceding it in the edit word, the asterisk or zero must be 
defined on a separate specification line as a constant ending in the 
appropriate print position. 


Y Edit Word 

Source Data 

Appears in Output Record as: 

D 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

□ 

1 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

1 

■ 

■ 

■ 

■ 

■ 


bbbbbb1.23 

C 


□ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 

■ 


* 
































Note that the CR in the middle of a word may be detected as a negative 
field value indication. If a word such as SECRET is required, use the coding 
in the example below, line 3: 


Edit Word 

Source Data 

Appears in Output Record as: 

f 



0 

■ 



& 

S 

E 

C 

R 

7 

T 













12345- 

123.45bSECRET 

1 



0 

■ 



& 

S 

E 

B 

□ 

B 

D 

□ 












12345 

123.45bbbbbET 

□ 

■ 

■ 

□ 

D 

■ 

■ 

□ 

B 

R 

□ 

□ 

B 

11 

B 

□ 

a 

D 

B 








12345 

123.45bbbbbSECRET 
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Creating Edit Words 


The printer spacing chart can help you create edit words. Figure 16-8 
shows how an output line can be created on this chart. The Xs and zeros 
show field positions. A zero indicates where zero suppression stops. An X 
indicates that any number can appear in the position. Use blanks in place 
of the Xs when writing the edit words. 

If it is necessary to show a negative number, you must include a sign in the 
edit word. Use either the minus sign (-) or the letters CR. These print only 
for a negative number; however, the character positions they require must 
be included when you enter the end position of the field on the output 
specifications. 

Figure 16-8 shows an edit word (line 08 of the output specifications) that 
causes CR to print if the field PERCPL has a negative balance. For 
example, if the field PERCPL contains -25 (which in storage appears as 2N), 
the printed output is 25CR. If PERCPL is positive, the CR does not print; 
the printed output is 25bb. 

Another way to indicate a negative number is to use a minus sign. To leave 
a space between the number and the negative sign, place an ampersand (&) 
in the edit word before the minus sign. The PERCPL field then prints as 
25 -. 
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Unedited Data 

000241 
02000 
02200 
25 


Printer Spacing Chart 



i^nm 

mmm 



mm 



mi 

I 

I 

QD 

IDE! 

III 

e 


mi 

il 

s 


IDE 

mi 

im 

111 

IE 

IE 

IE 

im 

Dim 

III 

II 

III 

1 

1 

II 

Ill 

11 

11 

III 

11 

III 

1 


11 

11 

III 

11 

11 

11 

11 

III 

Dlllll 

III 

II 

III 

1 

1 

II 

III 

laS 

m 

m 

III 

l[?i 



11 

11 

III 

11 

11 

11 

11 

III 

liiiii 

III 

II 

III 



II 

III 

11 

11 

III 

11 

HI 

1 


11 

11 

III 

11 

11 

11 

11 

III 

Dlllll 

ill 

ii 

III 



II 

III 

11 

11 

III 

11 

11 



11 

11 

III 

11 

11 

11 

11 

III 

Diiifif 

W\ 

rli 

11 



m 

11 

11 

m 

ill 

\m 

m 



lis^ 


m 

ni 

11 

11 

11 

in 

DK 

IT|i 


11 


11 

SIS 

ill 

11 

ifi^ 

im 

m 

11 



liili 

^!S:i 

lii 

11 

m 

11 


11 

Dlllllll 

III 

III 


III 

II 

III 

11 

11 

11 

III 

11 



11 

11 

III 

11 

11 

11 

11 

III 


m 

m 

\m 

m 



11 



m 

m 

11 

il 

11 

11 

11 

III 

IDIIIIII 


!!■ 

11 

11 

11 

III 

11 


mmmm 

11 

III 

III 

11 

11 

11 

11 

III 


Item number 
Item cost 
Selling price 
% profit or loss 



Figure 16-8. Using the Printer Spacing Chart to Create Edit Words 
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Chapter 17. Changing the Hexadecimal Value of 
Characters 


Each alphabetic, numeric, and special character is represented in the 
computer by a separate hexadecimal value. To determine if the value of 
one character is larger than the value of another character, the computer 
assigns a sequence to the hexadecimal values of the characters. This 
sequence is called the normal collating sequence. To collate means to place 
items in proper sequence or to check that items are in proper sequence. 
Figure 17-1 shows the normal collating sequence and hexadecimal value of 
each character. 

You can change this normal collating sequence in two ways: 

• By temporarily using one character in place of another during a 
comparison but using the original character at all other times during 
the program. This method is called changing the collating sequence. 

• By using one character in place of another in one or more files 
whenever the file is used throughout an entire program. This method is 
called translating a file. 
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Collating 

Sequence 

Character 

Hexadecimal 

Value 

Collating 

Sequence 

Character 

Hexadecimal 

Value 

1 

Blank 

40 

49 

s 

A2 

2 

$ 

4A 

50 

t 

A3 

3 

. 

4B 

51 

u 

A4 

4 

< 

4C 

52 

V 

A5 

5 

{ 

4D 

53 

w 

A6 

6 

+ 

4E 

54 

X 

A7 

7 

1 

4F 

55 

y 

A8 

8 

&’ 

50 

56 

z 

A9 

9 

1 

5A 

57 

{ 

CO 

10 

$ 

58 

58 

A 

Cl 

11 

« 

5C 

59 

B 

C2 

12 

) 

5D 

60 

C 

C3 

13 

t 

5E 

61 

D 

C4 

14 

“1 

5F 

62 

E 

C5 

15 

- (minus)^ 

60 

63 

F 

C6 

16 

/ 

61 

64 

G 

C7 

17 

1 

1 

6A 

65 

H 

C8 

18 

1 

68 

66 

1 

C9 

19 

% 

6C 

67 

} 

DO 

20 

_(underscore) 

6D 

68 

J 

D1 

21 

> 

6E 

69 

K 

D2 

22 

7 

6F 

70 

L 

D3 

23 


79 

71 

M 

D4 

24 

: 

7A 

72 

N 

05 

25 

# 

78 

73 

0 

D6 

26 

@ 

7C 

74 

P 

D7 

27 

f 

7D 

75 

Q 

D8 

28 

* 

7E 

76 

R 

D9 

29 


7F 

77 

\ 

EO 

30 

a 

81 

78 

S 

E2 

31 

b 

82 

79 

T 

E3 

32 

c 

83 

80 

U 

E4 

33 

d 

84 

81 

V 

E5 

34 

e 

85 

82 

w 

E6 

35 

f 

86 

83 

X 

E7 

36 

g 

87 

84 

Y 

E8 

37 

h 

88 

85 

z 

E9 

38 

i 

89 

86 

0 

FO 

39 

j 

91 

87 

1 

FI 

40 

k 

92 

88 

2 

F2 

41 

1 

93 

89 

3 

F3 

42 

m 

94 

90 

4 

F4 

43 

n 

95 

91 

5 

F5 

44 

0 

96 

92 

6 

F6 

45 

P 

97 

93 

7 

F7 

46 

q 

98 

94 

8 

F8 

47 

r 

99 

95 

9 

F9 

48 


A1 





^When zones are specified for record identification codes, the & is considered to have a hex C zone, 
the - (minus sign) is considered to have a hex D zone, and the blank is considered to have a hex F 
zone, to be consistent with card punches. 


Figure 17-1. Normal Collating Sequence and Hexadecimal Value of Characters 
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Changing the Collating Sequence 


There are three reasons why you might want to change the normal 
collating sequence of characters: 

• To compare alphameric characters 

• To check the sequence of characters 

• To check for match fields 

For example, you may want alphabetic characters to follow numeric 
characters instead of coming before them. Notice in Figure 17-1 that 
numeric characters come after alphabetic characters in the normal 
collating sequence. Suppose that a company started with a few departments 
and assigned each department a number. In their data records, they used 
only a 2-digit field for the department number. When the company grew 
and the number of departments got larger than 99, the 2-digit field was no 
longer long enough. To avoid having to change the department-number 
field from two to three characters in every record, the manager changed the 
collating sequence for that one field so that he could use alphabetic 
characters after numeric characters. That is, after department 99, he 
named the departments AO, Al, and so on. 

Another example is the need in some languages to insert a character such 
as A or A between A and B in the normal collating sequence. 

Coding the Changes 

To change the normal collating sequence, you code the control specification 
and the Translation Table and Alternate Collating Sequence Coding Sheet. 
Then you use the coding on the Translation Table and Alternate Collating 
Sequence Coding sheet to create records that actually change the normal 
collating sequence. 

Coding the Control SpeciHcation 

Column 26 of the control specification must contain S to indicate that you 
are changing the collating sequence. 
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Coding the Translation Table and Alternate Collating Sequence Coding Sheet 


Figure 17-2 shows the Translation Table and Alternate Collating Sequence 
Coding Sheet. 


TRANSLATION TABLE AND ALTERNATE COLLATING SEQUENCE CODING SHEET 



Figure 17-2. Translation Table and Alternate Collating Sequence Coding Sheet 
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To code a change in the normal collating sequence, follow these steps: 

1. In the Graphic column, find the character you want to use to replace 
another character in the collating sequence. 

2. Note the hexadecimal value in the Entry column for the replacing 
character. 

3. Code that hexadecimal value in the Replaced By column next to the 
character being replaced. 

For example, if you want to change the normal collating sequence of a 

blank so that it has the same collating sequence as a zero: 

1. Find the zero in the Graphic column. 

2. Note that the hexadecimal value in the Entry column for zero is FO. 

3. Code FO in the Replace By column next to the blank. 
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Figure 17-3 shows this example. The same hexadecimal value is now used 
for both a blank and zero. Therefore, after you make these changes, the 
computer treats a blank as equal to zero when it compares alphameric 
characters, checks the sequence of characters, or checks for matching 
fields. 

If you insert a character between two consecutive characters in the normal 
collating sequence, you must change the collating sequence for every 
character that is affected by that change. For example, when you insert the 
dollar sign ($) between A and B, you must also change the collating 
sequence for every character from B through I. This example is also shown 
in Figure 17-3. 


TRANSLATION TABLE AND ALTERNATE COLLATING SEQUENCE COOING SHEET 







HHH 


■■■■1 

fcsSSni 

ehhhi 

BE!DHH 

lIHHi^l 


IHHHI 

K9H 

HHHH 


HHHH 

BEE^H 

■■§■■ 

EEilOi 

mu 




HHHH 


BHHH 


HHHH 

■E3Bi 

BHHHI 


HHHH 

KZHH 

mHH 

dZIlIZIl 

HHHH 

■Q3HI 

BHm 



KZHi 

BHHHH 

dZilEEi 

HHIH 

■EQH 

BBHBH 


■UEI 

■EHiHI 

HHHHi 

E2nE3i 

HHHB 

■C3BI 

HHHH 


BHHH 

■EI3H 

■■■■■ 




■■■■I 


HIHHi 

HESH 

HHHHi 

gV'TrV'i'M 

lUBH 

HEHI 

■■§■■1 





Ei3E2IEi 

HHHl 

HQHi 

Hmi 


■mi 

MDEHI 

HHBHI 

ESnnEJl 

■iHH 

HQHi 

HHHBi 


■■■■I 

■Q3iH 

HHHH 


■■■1 


mHi 

dHEXm 

■■m 

■DIHI 

■■■l^l 

E3IEi3l 

HBHH 

HdH 

■■■■1 

Ezmoi 

■■m 

HdH 


gjitirriTM 

HHHH 

HDSH 

■■■■■ 


■■■■ 

BKHI 

HHm 


HHHH 

HEHB 

■■■■■ 

EZIQEB 





■■■■I 

HD3H 

■■■■1 


■■■■1 

HQH 

Hmi 


(■■■1 

HESHI 

Hmi 


■■HH 

■□■■ 

BmH 


■■■■1 

IKEHI 


ptMpyiiiB 

HBHH 

HEEHi 


piMPWiB 

HHBH 

■eihhi 


pTiirmTiTB 

HHBB 


HHHHT/ 

dlEillEI 

iHm 


HBBVJ 

poit'Mitii 

■■■■ 


■■■fg 


■■■Bi 

mmm 

bbhtJb 


■■■■1 

HESB 

m^H 

p.jtMMMI 

HHHH 

■E3H 

WKajKM 


■■■■1 

HE3Hi 

WafMKM 

P'i'iPilK'M 

HBHH 

HE3HI 

awMatM 


mu 


mmm 

■rtlFTITM 

■■■■1 

WEMm 


p<!i»niin'B 

Hmi 

mEam 

fJSSm 

EnESSi 

■■m 

■S 

rjmmmmmm 


HHHI 

SB 


nm 

■■ 


■■ 


4 




Replaced 
By/Takes 
Place Of 


m 


Code 

■ 

B 

Replaced 

By/Takes 
Place Of 

01100110 


66 




67 


01101000 


68 


01101001 


69 


01101010 


6A 




6B 



% 

6C 




60 



> 

6E 



? 

■I3H 


MUTTW 


70 


KSEiEEDi 


71 


KSXEnOi 


72 


miliEIDI 


73 




74 


BlinMMB 


75 


gilTIinW 


76 


BlinHW 


77 


BiKlIP'iM 


78 


BillflTTini 


79 


■Ulliililliji 


7A 


UkolHMiU 

# 

7B 




WEsm 




mnam 



• 

7E 




7F 


10000000 


80 


BP!i!i!iyilB 

mil 

■EliH 

■■■■■ 


b 

82 


MliTTtlBf 

c 

83 



d 

84 



e 

85 

■■mhii 

■PTi’i'TIM 

f 

86 



g 

87 

■■■■■ 


b 

88 



i 

89 




8A 


■ESinni 


8B 




8C 


■P71'!Tr'W 


80 


B'PTiliTIlTM 


8E 




8F 




90 


WtTiTPTTini 

i 

91 



k 

92 



1 

93 



m 

94 


■P!!niPil 

n 

95 



o 

96 


WP'lil'Hlf 

p 

97 


10011000 

q 

Hi 



E 


Replaced 
By/Takes 
Place Of 







■■■n 

HHH 

HHHH 


hhhh 

HSHH 

iHHHH 

■i[t:iinnM 

Hm 

H3HH 

HHHH 

DEmnB 

hhhh 

H33Hi 

IHHHHi 

■nnnii:i:tj 

HflHH 

HC3H 

hhhhI 





WMIi!»Tni 


HdEHi 

HHHHI 

BIfilfiMf 

■■■■1 

■EHH 

HHHi 


■■■■I 

HSHH 

HHHH 

WTiniTrni 

■■■■ 

HSHH 

HHHH 

ininunM 

EHIH 

HEISH 

HHHi 


EHHl 

hqhh 

HHHHI 


EBiHI 

HEEHH 

HHHH 

KHiUTAW 

EHHI 

HEIHi 

HHHHH 

KIMHitni 


■EHH 

hhhh 

UMIMW 

■■■■ 

HEUiH 

HHHHH 

KlfiUlliU 

■■IBI 

HiHH 

HHHHH 

BIfiHIliM 

■■■■1 

HEFHI 

HHHHH 

HHIUM 

HHBH 

HilHH 

HH^^H 

wninni 

■■■■1 

HQHi 

hhhh 


HHHi 

h^hh 

hhhhI 






EHHH 

HOHH 

HHHHI 


KHHi 

HIHH 

HHHH 


■9m 

HHH 

HHHH 


HHHI 

HOH 

HHHHH 


I3HH 

HHHi 

iHHHH 

■IIP.MIIB 

■HHH 

HHH 

hihhh 


KHIH 

HHHH 

■HHHH 


IQBBI 

HHHH 

HHHH 

UliHiiPB 

HHIH 

HQHH 

■hhh 

ITHUiTf 

■■■■1 

HHHi 

HiHiH 


■■IHI 

HEHH 

HHHH 

■HHIHB 

■■■^1 

HE9H 

HHHHH 


HHHi 

HdHi 

HHHH 

UlMHf 

HH^H 

HQHH 

HHHHI 


EHHi 

HHHH 

HHHHH 


HHHi 

hqhh 

HHHHH 

wiir»!«irai 

EHHI 

HHHH 

HHHHH 

rfH 4 Ei.oiiit 

HHHI 

HQHH 

HHHH 


HHHi 

■EQHi 

HHHHH 


HHHH 

HOH 

HHHHH 

KKlTiKFI 

EHHH 

HQHH 

HHHHI 

nnnnDi 

KHHH 

HBHi 

hhhh 


■jiHl 

HQHH 

HHHHH 


IqUhI 

HZHl 

HHHHH 


■hhh 

HEHH 

HHHI^H 

ipn^nTirni 

HHHI 

HQHH 

HHHH 


HHHH 

HQHH 

HHHHH 


hhhh 

HQZHI 

HHHHI 


HHHH 

HQHH 

HHHH 

■ltoS 


H3HH 

HHHH 


Blank and zero 
considered equal. 


$ takes B's position. 


(no printable character) 


VB takes C's position. 
C takes D's position. 


Figure 17-3. Changing the Collating Sequence 
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Coding the Records That Change the Collating Sequence 

The changes to the normal collating sequence must be coded in records that 
you can enter into the computer after all the RPG specifications in your 
source program and after the records that translate files. Chapter 3 
explains how to enter your specifications. 

These records are actually a kind of table. Unlike other tables, however, 
they do not need to be coded on the file description or extension 
specifications. Instead, they must be coded as data records. 

The first record must contain **b (asterisk asterisk blank) in positions 1 
through 3. You can use the remaining positions of this record for 
comments. 

The second record, and any additional records needed to code the 
translation, must contain specific entries in the following record positions: 


Record Position 

Entry 

1-6 

ALTSEQ 

7-8 

Leave these positions blank. 

9-10 

Enter the hexadecimal value of the 
character whose normal collating 
sequence is being changed. This entry is 
the same as the value in the Entry column 
on the translation table and alternate 
collating coding sheet. 

11-12 

Enter the hexadecimal value of the 
character that is replacing another 
character in the normal collating 
sequence. This entry is the same as your 
entry in the Replaced By column on the 
translation table and alternate collating 
sequence coding sheet. 

13-16, 17-20, 

21-24, . . . 

Use these positions in the same way as 
positions 9 through 12. The first two 
positions contain the hexadecimal value of 
the character to be replaced. The next 
two positions contain the hexadecimal 
value of the replacing character. You can 
use as many 4-position entries as the 
record can hold. Do not leave any blank 
positions between the 4-position entries. 

The first blank position ends the record. 


If you are changing the collating sequence of many characters, you can use 
more than one record. 

A record with **b (asterisk asterisk blank) in positions 1 through 3 must 
follow the last record that changes the normal collating sequence. 
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Example of a Record That Changes the Collating Sequence 

To change the normal collating sequence by inserting the dollar sign ($) 
between A and B, as shown in Figure 17-3, code the record as follows: 


Record Position 

Entry 

1-6 

ALTSEQ 

7-8 

Blanks 

9-12 

5BC2 ($ takes B's position) 

13-16 

C2C3 (B takes C's position) 

17-20 

C3C4 (C takes D's position) 

21-24 

C4C6 (D takes E's position) 

25-28 

C5C6 (E takes F's position) 

29-32 

C6C7 (F takes G's position) 

33-36 

C7C8 (G takes H's position) 

37-40 

C8C9 (H takes I's position) 

41-44 

C9CA (I takes the position of an 
unprintable character) 
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Translating a File 


Translating a file means changing the hexadecimal value of one or more 
characters throughout an entire program. If the character is in an input 
file, the computer translates (changes) the hexadecimal value when it reads 
the file into main storage. If the character is in an output file, the 
computer translates it before writing the file. If the character is in an 
update or combined file, the computer translates the character when it 
reads the file and again before it writes the file. 

The usual reason for translating a file is security. You can translate input 
or output data to protect classified information. 

Coding the Translation 

To translate a file, you code the control specification and the translation 
table and alternate collating sequence coding sheet. Then you use the 
coding on the translation table and alternate collating sequence coding 
sheet to create records that actually change the characters. 

Coding the Control Specification 

Column 43 of the control specification must contain F to indicate that you 
are translating a file. 

Coding the Translation Table and Alternate Collating Sequence Coding Sheet 

Figure 17-2 shows the translation table and alternate collating sequence 
coding sheet. 

To code a character for translation, follow these steps: 

1. In the Graphic column, find the character you want to use as the 
translation for another character. 

2. Note the hexadecimal value in the Entry column for the character used 
as the translation. 

3. Code that hexadecimal value in the Replaced By column next to the 
character being translated. 
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Coding the Records That Translate a File 

To tell the computer which files to translate, you must code records that 
you can enter into the computer after all the RPG specifications in your 
source program but before the records that change the normal collating 
sequence. Chapter 3 explains how to enter your specifications. 

These records for translating a file are actually a kind of table. Unlike 
other tables, however, they do not need to be coded on the file description 
or extension specifications. Instead, they must be coded as data records. 

The first record must contain (asterisk asterisk blank) in positions 1 
through 3. You can use the remaining positions of this record for 
comments. 

The second record and any additional records needed to code the 
translation, must contain specific entries in the following record positions: 


Record Position 

Entry 

1-6 (to translate 
all files) 

Enter *FILES to tell the compiler to translate 
all input, output, update, and combined files. 

Leave positions 7 and 8 blank. 

1-8 (to translate 
a specific file) 

Enter the name of the specific file to be 
translated. 

9-10 

Enter the hexadecimal value of the character 
that is being translated. This entry is the same 
as the value in the Entry column on the 
translation table and alternate collating 
sequence coding sheet. 

11-12 

Enter the hexadecimal value of the character 
that is translating another character. This 
entry is the same as your entry in the Replaced 

By column on the translation table and 
alternate collating sequence coding sheet. 

13-16, 17-20, 

21-24. 

93-96 

Use these positions in the same way as 
positions 9 through 12. The first two positions 
contain the hexadecimal value of the character 
to be translated. The next two positions 
contain the hexadecimal value of the 
translating character. You can use as many 
four-position entries as the record can hold. Do 
not leave any blank positions between the 
four-position entries. The first blank position 
ends the record. If you need more positions to 
code the translations, you can use more than 
one record. 
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Example of File Translation 

A department store uses sales slips that contain the wholesale and retail 
price of each item. To keep the wholesale prices confidential, the store 
translates the numbers into letters. In output files, it uses the letters in the 
code name BUCKINGHAM to represent the numbers 1 through 9 and 0. In 
input files, it translates the letters back into numbers so that the computer 
can do calculations on the wholesale prices. Figure 17-4 shows how to code 
the file translation coding sheet for this example. 


TRANSLATION TABLE AND ALTERNATE COLLATING SEQUENCE COOING SHEET 



Figure 17-4. Translating a File 
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The record to translate these files looks like this: 


Record Position 

Entry 

1-6 

’^FILES (All files are translated.) 

7-8 

Blanks 

9-12 

C2F1 (B is translated into 1 at input. 1 is 
translated into B at output.) 

13-16 

E4F2 (U is translated into 2 at input. 2 is 
translated into U at output.) 

17-20 

C3F3 (C is translated into 3 at input. 3 is 
translated into C at output.) 

21-24 

D2F4 (K is translated into 4 at input. 4 is 
translated into K at output.) 

25-28 

C9F5 (I is translated into 5 at input. 5 is 
translated into I at output.) 

29-32 

D5F6 (N is translated into 6 at input. 6 is 
translated into N at output.) 

33-36 

C7F7 (G is translated into 7 at input. 7 is 
translated into G at output.) 

37-40 

C8F8 (H is translated into 8 at input. 8 is 
translated into H at output.) 

41-44 

C1F9 (A is translated into 9 at input. 9 is 
translated into A at output.) 

45-48 

D4F0 (M is translated into 0 at input. 0 is 
translated into M at output.) 
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Chapter 18 . Techniques for Efficient Coding 


To create an efficient program and make the best use of the system 
resources requires careful design and coding. The main purpose of this 
chapter is to introduce three ways to make your programs more efficient: 

• Structured programming 

• Overlaying storage 

• Specific coding techniques. 

Three logical structures used in every computer program are: 

• Sequential operation 

• Conditional branching 

• Repeating an operation based on a certain condition. 

These logical structures and how they can be implemented through RPG 
structured programming operation codes are briefly discussed in this 
chapter. 

See Chapter 28 for detailed information about various groups of operations 
and individual operation codes. 


Sequential Operation 

Sequential operation means any series of instructions that actually 
processes data rather than transfers control to some other part of the 
program. Figure 18-1 is a flowchart of sequential operations. 


A 


0 

A 

w 



Figure 18-1. Flowchart of Sequential Operations 
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Conditional Branching 


A conditional branch is a change in the sequence of instructions under a 
certain condition. The program first tests to see if the condition exists. If 
it does, the program branches to another point. If the condition does not 
exist, the program continues its sequence of instructions without 
branching. For this reason, a conditional branch is sometimes called an 
If-Then-Else structure. An example in simple English is: 

IF the weather is cold, 

THEN I will wear my coat; 

ELSE, I will leave my coat at home. 

Figure 18-2 is a flowchart of a conditional branch. 



Figure 18-2. Flowchart of a Conditional Branch 

In RPG, the If-Then-Else structure is implemented through the operation 
codes IFxx, ELSE, and END. Figure 18-3 shows a design for a conditional 
branch using the IFxx, ELSE, and END operations. 
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Figure 18-3. Design for a Conditional Branch Using the IF/ELSE/END Operations 

There are three other ways to create conditional branches: 

• The CASxx operation 

• The EXSR operation and conditioning indicators 

• The GOTO operation and conditioning indicators. 


Chapter 18. Techniques for Efficient Coding 18-3 









































Repeating an Operation 


Repeating an operation or a series of operations based on a certain 
condition means testing whether a condition exists, performing an 
operation or a series of operations if this condition exists, and repeating the 
test and the operation(s) as long as the condition still exists. Three logical 
structures of the controlled loop - Do While, Do Until and Do - are 
implemented in RPG through usage of the DOWxx, DOUxx and DO 
operation codes and the END operation code. 

Do While Structure 

If you test the condition first and then perform the operation(s), the 
structure is called a Do While. An example of a Do While is: 

1. Compare a sum with 5. 

2. If the sum is less than 5, add 1 to the sum. 

3. Repeat steps 1 and 2 until the sum is equal to or greater than 5. 

Figure 18-4 is a flowchart of a Do While, and Figure 18-5 illustrates coding 
of a Do While in RPG Calculation Specifications using the DOWxx 
operation code and the END operation code. 



Figure 18-4. Flowchart of a Do While 
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Figure 18-5. Design for a Do While using the DOWxx operation 

Notice in Figure 18-5 (the Do While) that the program first tests whether 
the condition is true (line 01). If it is true, the code between the DOW and 
the END operations is executed. Then the program goes back to line 1 to 
test again whether the condition is still true, and the entire cycle is 
repeated. If the condition is no longer true, control passes to the 
instruction immediately following the END operation. 
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Do Until Structure 


If you perform the operation(s) first and then test the condition, the 
structure is called a Do Until. An example of a Do Until is: 

1. Add 1 to a sum. 

2. Compare the sum with 5. 

3. Repeat steps 1 and 2 if the sum is less than 5. 

Figure 18-6 is a flowchart of a Do Until, and Figure 18-7 illustrates coding 
of a Do Until in RPG Calculation Specifications using the DOUxx operation 
code and the END operation code. 



Figure 18-6. Flowchart of a Do Until 
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Figure 18-7. Design for a Do Until using the DOUxx Operation 

Notice in Figure 18-7 (the Do Until) that the program first executes the 
operations on lines 02 through 05, and then tests (line 01) to see whether 
the condition is met. If this condition is not met, lines 02 through 05 are 
executed again. The program continues looping until the condition 
becomes true. Then control passes to the line immediately following the 
END operation. 


I Do Structure 


If an operation or a series of operations has to be performed a fixed number 
of times, the structure is called a Do. You indicate how many times this 
operation or series of operations has to be performed by specifying a 
starting value, a limit value, an index value, and an increment value. 

In its simplest form, the DO structure using the DO and the END operation 
codes is coded in the RPG Calculation Specifications as follows: 
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I Figure 18-8. Coding of a Do structure on the Calculation Specifications 
I This is how the Do structure works: 

I 1. Set index field (result field) to starting value (factor 1). 

1 2. Test if the index field value is greater than the ending value (factor 2). 

i If the index field value is greater than the ending value, control passes 

I to the statement following the END statement. 

I 3. If the index field value is not greater than the ending value, the 

I operations between the DO statement and the END statement are 

I executed. 

I 4. At END, the index field value is incremented by the increment value 

I specified in factor 2 on the END statement, or by 1 if the increment is 

I not specified. 

I 5. Control passes to Step 2 above. 

I Figure 18-9 is a flowchart of a Do structure, and Figure 18-10 illustrates 

I coding of a Do structure in RPG Calculation Specifications using the DO 

I operation code and the END operation code. 
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Figure 18-9. Flowchart of a Do structure 



Figure 18-10. Design for a Do structure using the DO and END operations 


See Structured Programming Operation Codes in this chapter and Chapter 
28 for detailed descriptions of the DOWxx, DOUxx, and DO operations. 
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Structured Programming 


Structured programming is an approach to design and coding that makes 
programs easy to understand, debug, and modify. Ideally, a structured 
program is a hierarchy of modules that can have a single entry point and a 
single exit point. Control is passed downward through the structure 
without unconditional branches to higher levels of the structure. 

In RPG, structured programming can be achieved by: 

• using conditional branching to subroutines 

• using groups of operations controlled by structured programming 
operation codes, such as DO, DOUxx, DOWxx, and IFxx/ELSE. 

Using Subroutines 


A subroutine is a set of instructions that contains coding for a single task 
in a program, and has only one entry and one exit. An RPG subroutine 
may be used at one or more points in a program. 

The calculation specifications of the main program (if structured) consists 
mostly of EXSR or CASxx operation codes which pass control to certain 
subroutines under certain conditions. If you give meaningful names to the 
subroutines and use comments to explain the purpose and step-by-step 
operation of the subroutines, the calculation specifications of the main 
program give a clear picture of the overall logic of your program. This 
clarity is the main reason that structured programs are easy to design, 
code, debug, and maintain. 
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Main or Called Module 



Structured Programming Operation Codes 

The structured programming operation codes are: 

• DO (Do) 

• DOWxx (Do While) 

• DOUxx (Do Until) 

• CASxx (Case) 

• IFxx (If/Then) 

• ELSE (Else Do) 

• END (End) 
where xx can be: 

GT Factor 1 is greater than factor 2. 

LT Factor 1 is less than factor 2. 

EQ Factor 1 is equal to factor 2. 

NE Factor 1 is not equal to factor 2. 
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GE Factor 1 is greater than or equal to factor 2. 

LE Factor 1 is less than or equal to factor 2. 

Blanks Factor 1 is not compared to factor 2 (unconditional execution). 
This is valid for CASxx operation only. 

The IFxx operation allows a group of calculations to be executed based on 
the results of comparing factor 1 with factor 2. 

The CASxx operation causes branching to a subroutine based on the results 
of comparing factor 1 with factor 2. 

The DO operation allows an operation or a group of operations to be 
performed a fixed number of times. You indicate the number of times you 
want these operations to be performed by specifying the starting value 
(factor 1), the limit value (factor 2 ), the index value (result field), and the 
increment value (factor 2 of the associated END operation). 

The DOWxx and DOUxx operations allow a group of operations to be 
executed, or repeated one or more times based on the results of comparing 
factor 1 with factor 2. 

The group of operations that begins with a DO, DOUxx, DOWxx, or IFxx 
operation is called a do group. A CAS group can consist of CASxx 
operations only. Each do group and CAS group must end with an END 
operation. 

See the Structured Programming Operations section and the descriptions of 
the individual structured programming operation codes in Chapter 28 for 
more information. 



Overlaying Storage 

A large program using most or all of the available storage can slow system 
performance. When this occurs, you can change the program by using the 
overlay linkage editor (OLE) to overlay storage, thereby freeing storage 
that can be used by other programs. 

There are three ways to access OLE: 

• Choose the LINK option on the RPGONL, RPGC, or AUTOC procedure 
(see Chapter 3 for more information about these procedures). 

• Use the OLINK procedure. For information about the OLINK 
procedure, see the Overlay Linkage Editor Guide, SC21-9041, and the 
System Reference manual, SC21-9020. 

• Use the OLE control statements. For information about the OLE 
control statements, see the Overlay Linkage Editor Guide, SC21-9041. 

To enable OLE to create overlays, you should determine the proper value to 
be specified for the program size. First, compile your program without 
specifying the program size (leave columns 12 through 14 of the control 
specifications or the Override size-to-execute option in source parameter on 
the RPGONL, RPGC, or AUTOC procedure blank). In this case, RPG 
assumes a program size equal to the size of the region in which you 
compile. When the compilation is complete, check the OLE storage usage 
map (Figure 18-13). If storage is not overlaid, recompile the program with a 
program size smaller than the main storage size shown in the OLE storage 
usage map. 

OLE divides the program into segments. Each segment can run without the 
entire program being in main storage at the same time. There are two types 
of segments: the root segment and overlay segments. In some cases OLE 
will not generate overlay segments, and the entire program will be stored in 
the root segment. 

The root segment contains constants, data, and codes used frequently while 
the program is running. For this reason, the root segment always remains 
in main storage. If the overlay segments are generated, the root segment 
can call routines in the overlay segments, and it can be used by routines in 
the overlay segments. The overlay segments contain the major routines of 
the RPG program. Routines in these segments can be called by the root 
segment or by other routines in the same overlay segment. 
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Memory Resident Overlays (MRO) 


Programs that use particular overlays repeatedly may benefit from the use 
of memory-resident overlays (MRO). When MRO is not used, (NOMRO), 
only a single overlay can be maintained in memory at any given time. Each 
call of a new overlay involves a disk load, and if demands on your system 
have caused disk queueing to occur, program performance will suffer. 

When MRO is used, overlays are maintained in memory for as long as the 
system has space available, and program performance is less likely to be 
affected by disk queues. Other factors must be considered, however. 

Overlays are linked on 256-byte boundaries when MRO is not used 
(NOMRO), and on 2K boundaries when MRO is used. Consequently 
programs that fit into a given region when MRO is not used (NOMRO), may 
not fit when MRO is used. If this occurs, you should do one of the 
following: 

• Increase the region size 

• Rearrange the overlay structure (see Reducing the Program Size further 
in this chapter). 

• Not use MRO. 

If your system is running higher priority jobs that require memory holding 
your unused overlays, these will be overwritten. 

To make use of the performance advantage possible with MRO, your system 
should have sufficient memory to contain at least two overlays, and the 
overlays should be used by the program more than once. 


Areas of Main Storage 

Main storage is divided into two main parts: the root area and the overlay 
area. The root area contains the root segment and the overlay fetch 
routine. The overlay fetch routine controls the loading of the overlays into 
the overlay area. The overlay area contains the overlay segments currently 
needed by the root segment. 

Some programs using overlays require an additional part of main storage 
called the system/coresident overlay area. The system overlay area 
contains system input/output modules. The coresident overlay area 
contains user modules that do not call modules in the system overlay area. 

Figure 18-12 shows how OLE breaks up the area of main storage into root 
area, user overlay area, and system/coresident overlay area, and the 
contents of all these areas. 
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Figure 18-12. Main Storage Areas 


Creating the Overlays 

To create overlays, OLE first determines which routines go into the user 
overlay area and which routines go into the system/coresident overlay area. 
Then OLE calculates the size of the largest user overlay and the size of the 
largest system/coresident overlay. OLE rounds off these sizes upward in 
steps of 2K bytes when memory resident overlays (MRO) are used, and in 
steps of 256 bytes (1 sector) when MRO is not used (NOMRO). OLE then 
adds the sizes of the root segment, the largest user overlay, and the largest 
system/coresident overlay. If the sum is larger than the storage size 
specified on the control specifications, the program is too large to run in 
the storage size specified. If you do not want the program to run in a larger 
storage area, you must use additional storage-saving techniques to reduce 
the program size. 
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Reducing the Program Size 


To reduce the size of your program, it is sometimes necessary to rearrange 
the contents of the root segment and/or the overlay segments. This can be 
done using the OLINK procedure. For information about the OLINK 
procedure, see the Overlay Linkage Editor Guide, SC21-9041. 

Another way to reduce the size of your program is by trying to reduce the 
size of the root overlay segments or other overlays. First, however, you 
must identify the contents of the root segment and the largest overlay 
segments. Then you can determine whether the contents of these areas can 
be changed so that the program will fit into the storage size specified. 

Use the Overlay Linkage Editor Storage Usage Map section of the compiler 
listing to find the contents of the root area, the user overlay area, and the 
system/coresident overlay area. The OLE storage usage map (see Figure 
18-13) shows: 

• Overlay number 

• Code lengths of the overlay areas 

• Start address of the overlay areas 

All data and routines on the OLE storage usage map which are not given 
an overlay number in the Overlay Number Area are in the root segment; 
the rest are overlays. 

User overlays are identified by a U, system overlays are identified by an S, 
and coresident overlays are identified by a C. 

Note that user overlays and system/coresident overlays have different start 
addresses. 
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OVERLAY LINKAGE EDITOR STORAGE USAGE MAP 



START 

OVERLAY 

CATEGORY 

NAME AND 

CODE LENGTH 


ADDRESS 

NUMBER 

AREA 


ENTRY 

HEXADECIMAL 

DECIMAL 


0000 



0 

RPF552 

OlOE 

270 


OlOE 



0 

^frFLDS 

0196 

406 


02A4 



0 

=I!^R00T2 

0271 

625 


0515 



0 

irBUFF 

0477 

1143 


098C 



0 

^■msc 

0010 

16 


099C 



0 

8PGTS 

00A8 

168 


0A44 



0 

«^IPCR 

0070 

112 


0AB4 



0 

*OPCR 

0040 

64 


0AF4 



0 

«:CNST1 

0010 

16 


0B04 



0 

(apGDM 

0019 

25 


OBID 



21 

i'lHKOl 

0008 

8 


0B25 



126 

*IFLD 

0039 

57 


0B3E 




0OBF3 




0B47 




0OBFC 




0B50 




©0C05 



Root 

0B5E 



21 

i|:0HK01 

OOOC 

12 

0B6A 



126 

^LROF 

OOID 

29 


0B87 



126 

=8=RCDID 

0073 

115 


OBAC 




0OB66 




OBFA 



126 

«^CNFLD 

0026 

38 


0C20 



21 

4=IHK08 

0008 

8 


0C28 



50 

«:CHNOO 

004B 

75 


0C55 




©lOCE 




0C73 



21 

«:IHKOA 

0008 

8 


0C7B 



26 

i|:SR008 

002C 

44 


0CA7 



21 

•S:OHKOA 

OOOC 

12 


0CB3 



22 

«:SR002 

004A 

74 


OCFD 



11 

0PGRI 

0043 

67 


0D40 



21 

tIHK09 

0008 

8 


0D4B 



126 

*CNSTO 

005D 

93 

Overlay Fetch^ 

0DA5 

-ODBl 



21 

4»0HK09 

OVLFRTN 

OOOC 

OlDl 

12 

465 

Routine 

r 1000 

1 

U 

126 

4»INPUT 

OOBl 

177 


1079 




0OBO9 



User 

1080 




©OBIO 



Overiay 1 

10A7 

1071 




0OB37 

0OBO1 




1075 




0OBO5 




L lOBl 

1 

U 

126 

-frDEOUT 

OlBl 

433 

User I 

( 1000 

2 

U 

126 

*DETC 

009D 

157 ^ 

109D 

2 

U 

25 

•tt-SROOS 

004C 

76 > 

Overlay 2 1 

1 10E9 

2 

U 

50 

0PGTR 

0198 

408 / 

System 1 

f 1300 

3 

S 

6 

8PGTI 

06DF 

1759 ^ 

19DF 

3 

S 

6 

0PGTO 

02F0 

752 > 

Overlay 3 < 

l ICCF 

3 

S 

6 

8PGTD 

023B 

571 J 


r 1300 

4 

C 

86 

«&OPEN 

00B9 

185 


13B9 

4 

C 

86 

‘UNCLOSE 

0030 

48 


13C9 




80DE6 




13E9 

4 

C 

21 

4:SR001 

004A 

74 


1433 

4 

C 

50 

=8:CHN02 

005D 

93 


1460 




01173 



Coresident 

1490 

4 

C 

23 

••1S^SR003 

0010 

16 

14 AO 

4 

C 

24 

*SR004 

0014 

20 

Overiay 4 

14B4 

4 

C 

26 

4^SR006 

OOBD 

189 


1571 

4 

C 

50 

^frCHNOl 

005A 

90 


159E 




01119 




15CB 

4 

C 

26 

4^SR007 

0037 

55 


1602 

4 

C 

15 

0PGAA 

OOAD 

173 


16AF 

4 

C 

28 

©PGMC 

006A 

106 


1719 

4 

C 

22 

*EXC01 

OOCD 

205 


Largest User 
Overlay 

Largest System/ 
Coresident Overlay 


SYS-3130 I Rpr’552 MODULE^S MAIN STORAGE SIZE IS 
8192 DECIMAL 

SYS-3131 I 0000 IS THE START CONTROL ADDRESS OF THIS MODULE 
SYS--3132 I THE NONOVERLAY MAIN STORAGE SIZE IS 
9092 DECIMAL 

SYS--3134 I RPF552 MODULE IS CATALOGED AS A LOAD MEMBER 
RPGEXLID IS THE LIBRARY NAME 

40 TOTAL NUMBER OF LIBRARY SECTORS 


Figure 18-13. Overlay Linkage Editor Storage Usage Map 
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After identifying the root segment, the largest user overlay, and the largest 

system/coresident overlay, you can determine whether they contain 

routines that can be changed to reduce the overlay size. 

For each of the following routines: 

• #INPUT (input records) 

• #DETC (detail calculations) 

• #TOTC (total calculations) 

• #DEOUT (detail output) 

• #TTOUT (total output) 

you can use one of the following storage-saving techniques: 

To reduce the size of Input Records: 

• Process one or more of the input or update files as a demand file using 
the READ operation code, a full procedural file using the READ, 
READE, READP, or CHAIN operation code, or chained file using the 
CHAIN operation code. With a demand, full procedural, or chained file, 
the instructions to read the file can be moved into the total or detail 
calculation routines. Remember that total calculations are not done on 
the first cycle. 

To reduce the size of Detail or Total Calculations: 

• Use subroutine calculations. As the calculation subroutines are 
created, the compiler assigns to each subroutine a category for going 
into the overlay. The first subroutine in the calculations is assigned 
category 28. The remaining subroutines in the calculations are 
numbered consecutively 29, 30, 31, and 32. All subroutines after 
category 32 are also assigned category 32. The subroutines are placed 
into the overlay, if required, according to the assigned category. 
Category 32 subroutines go into the overlay first, and the category 28 
subroutine goes in last. You should place the most frequently used 
subroutine first in your calculations, and the least frequently used 
subroutine last. This may reduce the number of overlay or 
system/coresident overlay loads. 

In some instances using subroutines can increase, rather than decrease, 
the storage required because of the nature of the existing calculation 
routines. If one subroutine calls another subroutine, both subroutines 
must be in storage at the same time. This can increase the size of the 
user overlay area or the system/coresident overlay area and thus the 
total storage required. Therefore, do not call a subroutine from another 
subroutine if trying to reduce the size of the detail or total calculations. 

• Eliminate exception output if possible. This moves the logic for output 
operations conditioned by exception output to either total or detail 
output routines. 



• Eliminate READ, READE, READP, and/or CHAIN operations by using 
matching records and consecutive processing. This moves the logic to 
the input records routine. 

• Move part of the detail calculations to total calculations (or total 
calculation logic to detail calculations). Remember that total 
calculations are not done on the first cycle. 

• Avoid using resulting indicators to reset indicators when a SETOF or 
SETON will work. Resulting indicators use 7 bytes each while a 
SETOF or SETON operation code uses 3 bytes. 

• Use SETOF and SETON indicators in ascending order. 

• Indicator bytes start with indicator numbers that are multiples of 8. 

For example, SETOF 08, 09, 10 requires one 3-byte instruction, while 
SETOF 07, 08, 09 requires two 3-byte instructions. 

To reduce the size of Detail or Total Output: 

• Use exception output. This moves part of the output logic to detail or 
total calculation routines. 

• Move some of the output from total to detail output time, or from detail 
to total output time. This moves logic to the appropriate output 
routine. 

• Do not specify blank after (column 39 of the output specifications) for 
fields, but clear them at the beginning of detail or total calculations. 
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Specific Coding Techniques 


Load Module Size Considerations 

You should be aware that potential future changes to RPG may increase 
the size of generated load modules. This may be a concern for programs 
with load modules approaching the 64K limit. For ways to reduce your 
storage needs, see the following section. 

Storage-Saving Techniques 

When OLE finds that a program is too large for the storage size specified, 
an error message is displayed. If your program is still too large after 
reducing or changing the overlays, you can use some of the following 
storage-saving techniques to reduce the main storage needed for your 
program: 

• Divide the program into separate tasks, creating a separate program for 
each task. For example, if you want to update a file and print a listing 
of the updated file, you can save storage by updating the file with one 
program and printing the listing with another program. 

• Eliminate unreferenced indicators. Eliminating unreferenced indicators 
can eliminate the instructions required to set the indicators on and off. 

• Eliminate unnecessary conditioning indicators. For example, the 
following indicator tests are unnecessary: 

~ If only one type of input record is to be processed, the indicator 
associated with that record is always on except during the first 
detail output time. Therefore, it is not necessary for any 
calculation to be conditioned with this indicator. 

- When two operations on the result field of a Z-ADD or Z-SUB 
operation are conditioned on opposite indicator conditions, one of 
the conditions may not be necessary. For instance, the N09 
condition is not required for this example: 



This technique might not work for certain operations if the same 
field is used as the result field and as factor 1 or factor 2. 
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• Reuse calculation work areas and temporary hold areas. Once the data 
stored in these areas is used for the last time in a given cycle, the area 
is available. Reusing these areas can eliminate the need for you to 
define two or more additional areas. However, the areas must be used 
for the same type of data. 

• Reuse input field names. You can reuse input field areas by using the 
same name for fields in two or more files. This can be done only if the 
fields have the same attributes (length, alphameric/numeric, 
packed/binary) and each field is used only in the cycle in which the 
record is processed. Both files cannot be used in the same cycle. 

• Include the necessary intervening blanks when describing alphameric 
fields and constants for output. This makes the fields adjacent. There 
is a module in the RPG compiler that optimizes moves so that all 
adjacent fields and constants can be moved with one instruction instead 
of using one instruction to move each line: 

Not Optimized Optimized 

5'DAILY' 18'DAILY TRANSACTIONb' 

17'TRANSACTION' 26'REGISTER' 

26'REGISTER' 

• Use data structures to define the same internal storage area for 
multiple record types and to reduce the use of MOVE and MOVEL 
operations. 

• Design files so that match fields and control fields are assigned the 
same position within all record types. 

• Group calculation statements that are conditioned by the same 
indicators. When a large number of indicators are required, try to use 
GOTO or EXSR to reduce the number of indicator tests required on 
each statement. 

• Use the actual bit numbers in factor 2 when using TESTB, BITON, or 
BITOF. 

• Do not use half adjust unless necessary. 

• Try to use either factor 1 or factor 2 as the result field whenever 
possible. 

• Try to use numeric fields of the same length and with the same number 
of decimal positions. If the fields cannot be the same length, try to have 
the number of decimal positions the same. 

• Do not sequence check your records unless necessary. 

• Use OR lines on input specifications rather than multiple record lines 
because OR lines require less code. 

• Specify the fields in a record in ascending order by record position. 
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• Do not use halt indicators unless necessary. 

• Try to eliminate the use of variable indexes with arrays. 

• Avoid defining unnecessary tables or arrays. 

• Instead of defining all of the fields for an input record, only one large 
field or array needs to be defined. That field or array can also be 
defined within a data structure with all of the individual fields. This 
will save creating the code to move each field to its storage location. 
Each field will be moved implicitly when the large field or array is 
moved. This will not work for binary or packed input. 

Performance-Improvement Techniques 

The following relatively simple program changes can significantly improve 

a program's performance: 

• If the DISP-SHR parameter is not specified on the control language 
FILE statement, block all sequentially processed indexed files and 
randomly processed indexed files (especially if the values of the indexes 
are closely related). 

• Multiplication is faster than division and can be used to divide 
(800 - 4 = 800 X .25). 

• LOKUP is usually much faster than a loop coded in RPG to find data in 
an array. The use of LOKUP should be balanced by the number of 
times the function must be performed and whether or not the LOKUP 
routine is already in the program. If LOKUP is used only once, it may 
be better to code a loop because you will use less code. 

• When blanking out an entire array that is less than 256 bytes, it is 
faster to define the array as a field within a data structure. The array 
can then be blanked out by moving *BLANK to the field instead of 
moving ’^BLANK to the array. 

• Packing and unpacking input/output data is faster than converting 
decimal to binary or converting binary to decimal. 
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Storage Requirements 


Operation Codes 


This section contains the number of bytes of storage required for various 
RPG operation codes When used with the preceding information in this 
chapter, this information helps you determine the amount of storage that 
you can save by using certain coding practices For example, one 
storage-saving technique is to use numeric fields of the same length and 
with the same number of decimal positions. If the fields cannot be the same 
length, try to have the number of decimal positions the same. 

Figure 18-14 shows that if factor 1, factor 2, and the result field of an ADD 
operation all have a different nurnbei of decimal positions, the operation 
requires 27 bytes. However, if all the fields have the same number of 
decimal positions, the same ADD operation requires only 15 bytes. 
Uniformity of field lengths saves main storage not only for ADD and SU B 
but also for most of the other arithmetic operations as well. 



Figure 18-14, Amount of Storage Required for ADD Operation 

The table below shows how many bytes of code the compiler generates for 
each operation. The base number refers to the number of bytes generated 
for an operation code itself, before any additional specific case bytes are 
generated,, Total number of bytes = base bytes specific case bytes. 
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Operation 

Specific Case 

Bytes 

ACQ 

inline calculation code 

12 


Subroutine 

370 

ADD 

Factor 1 is the same field as the result field. Factor 

1, factor 2 , and the result field ail have the same 
number of decimal positions. 

6 


Factor 2 is the same field as the result field. Factor 

1, factor 2, and the result field all have the same 
number of decimal positions. 

6 


Factor 1, factor 2, and the result field all have 
different lengths. Factor 1, factor 2, and the result 
field all have the same number of decimal positions. 

15 


Factor 1 is the same field as the result field. Factor 

2 has more decimal positions than the result field. 

27 


Factor 2 is the same field as the result field. Factor 

1 has more deoimal positions than the result field. 

27 


Factor 1 is the same field as the result field. Factor 

2 has more decimal positions than the result field. 
Half-adjust is specified. 

18 


Factor 2 Is the same field as the result field. Factor 

1 has more decimal positions than the result field. 
Half-adjust is specified. 

10 


Factor 1 is the same field as the result field. Factor 

2 has fewer decimal positions than the result field. 

18 


Factor 2 is the same field as the result field. Factor 

1 has fewer daolmal positions than the result field. 

18 


Factor 1 has the same number of decimal positions as 
factor 2. Factor 1 and factor 2 have fewer deoimal 
positions than the result field. 

23 


Factor 1 is the same field as the result field, The 
length of factor 2 minus the number of decimal 
positions for factor 2 is longer than the length of 
factor 1 minus the number of decimal positions for 
factor 1. 

27 


Factor 2 is the same field as the result field. The 
length of factor 1 minus the number of decimal 
positions for factor 1 is longer than the length of 
factor 2 minus the number of decimal positions for 
factor 2. 

27 


Factor 1 is the same field as the result field. The 
length of factor 2 minus the number of decimal 
positions for factor 2 is longer than the length of 
factor 1 minus the number of decimal positions for 
factor 1. Half-adjust is specified. 

35 


Factor 2 is the same field as the result field. The 
length of factor 1 minus the number of decimal 
positions for factor 1 is longer than the length of 
factor 2 minus the number of decimal positions for 
factor 2. Half-adjust is specified. 

35 


All other combinations without halT-adjust specified. 

27 


All other combinations with half-adjust specified. 

35 









Operation 

Specific Case 

Bytes 

BITOF 


4 

BITON 


4 

CAS 

If there is only one CAS in the group. 

4 


First CAS in a multiple CAS group. 

16 


Last CAS in a multiple CAS group. 

4 


CAS in a multiple CAS group, other than first or last. 

11 


Factor 1 and factor 2 are numeric. Factor 1 and factor 

2 have the same number of decimal positions. 

10 


Factor 1 and factor 2 are numeric. Factor 1 and factor 

2 do not have the same number of decimal positions. 

18 


Factor 1 and factor 2 are alphameric, Factor 1 and 
factor 2 are the same length. 

6 


Factor 1 and factor 2 are alphameric. Factor 1 and 
factor 2 are not the same length. 

22 


Factor 1 and factor 2 are alphameric. Factor 1 is a 
table. 

26 


Alternative collating sequence (add these bytes to the 
appropriate CAS listed previously). 

10 

CHAIN 

With external indicator. 

6 

(base - 16)' 

When factor 1 has a variable index. 

11 


When key is not packed. 

9 


When key is packed. 

18 


When factor 1 is a table element. 

6 


When key is a record number. 

5 


When key is a record number and RECNO is specified. 

13 


When record-not-found indicator is given. 

12 


When record-not-found indicator is not given. 

15 


When the file is a full-procedural file. 

3 

COMP 

Factor 1 and factor 2 are numeric. Factor 1 and factor 

2 have the same number of decimal positions. 

10 


Factor 1 and factor 2 are numeric. Factor 1 and faotor 

2 do not have the same number decimal positions. 

18 


Factor 1 and factor 2 are alphameric. Factor 1 and 
factor 2 are the same length. 

6 


Factor 1 and factor 2 are alphameric, Factor 1 and 
factor 2 are not the same length. 

22 


Factor 1 and factor 2 are alphameric. Factor 1 is a 
table. 

26 


Alternative collating sequence (add these bytes to the 
appropriate COMP listed previously). 

10 

DEBUG 

Inline code 

11-20 


Subroutine 

1111 
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Operation 

Specific Case 

Bytes 

DIV 

inline calculation code 



The number of decimal positions in factor 1 minus the 
number of decimal positions in factor 2 is the same 
length as the number of decimal positions in the result 
field. 

23 


The number of decimal positions in factor 1 minus the 
number of decimal positions in factor 2 is not the same 
length as the number of decimal positions in the result 
field. 

27 


The number of decimal positions in factor 1 minus the 
number of decimal positions In factor 2 is the same 
length as the number of decimal positions in the result 
field plus 1. Half-adjust Is specified. 

31 


The number of decimal positions in factor 1 minus the 
number of decimal positions in factor 2 is not the same 
length as the number of decimal positions in the result 
field plus 1. Half-adjust is specified. 

35 


Subroutine 

92 

DO 


20 

DOU 

Factor 1 and factor 2 are numeric. Factor 1 and factor 

10 

(base = 7) 

2 have the same number of decimal positions. 


Factor 1 and factor 2 are numeric. Factor 1 and factor 

2 do not have the same number of decimal positions. 

18 


Factor 1 and factor 2 are alphameric. Factor 1 and 
factor 2 are the same length. 

6 


Factor 1 and factor 2 are alphameric. Factor 1 and 
factor 2 are not the same length. 

22 


Factor 1 and factor 2 are alphameric. Factor 1 is a 
table. 

26 


Alternative collating sequence (add these bytes to the 
appropriate DOU listed previously). 

10 

DOW 

Factor 1 and factor 2 are numeric, Factor 1 and factor 

10 

(base = 4) 

2 have the same number of decimal positions. 


Factor 1 and factor 2 are numeric. Factor 1 and factor 

2 do not have the same number of decimal positions. 

18 


Factor 1 and factor 2 are alphameric. Factor 1 and 
factor 2 are the same length. 

6 


Factor 1 and factor 2 are alphameric. Factor 1 and 
factor 2 are not the same length. 

22 


Factor 1 and factor 2 are alphameric. Factor 1 is a 
table. 

26 


Alternative collating sequence (add these bytes to the 
appropriate DOW listed previously). 

10 

ELSE 


4 

END (CAS) 


0 

END 

(IF/ELSE) 


0 

END (DO) 


10 



Operation 

Specific Case 

Bytes I 

END (DOU) 


4 I 

END (DOW) 


.‘1 

rXCF^T 


I 

u i 
' ! 

LXSR 


" .I 

4 , 

F-ORCE 

VVitlnoct an extcrnai indicator. 

13 


VVitn an exiernai incicatOi.. 

7 ' -' 20 1 

... ii 

j CK.) i u 


i 

/) s 

i n- .. ' 

1 (oasG -- 4 ) 

Factor 1 ana factor Z are nurTiOric, rn.ctor 1 and factor 

2 nave me sarrie nuniDer of decimai positions. I 

10 1 
i 

1 

1 

1 

r actor 1 and factor 2 are numeric FZictoi I anc' iao’of i 

2 dc' ru.,)t have the same nurntjcr of decimal jc. icii nwi e . 

i 

18 i 

1 

( 

Eact.or 1 and factor 2 are aipF'iarT'eriG. I'-inum ' DfC'' 
factor 2 are ttie same ierigth. 



-acio^ 1 and facior 2 are alpharTianc imcior ■' arc 
mctc" 2 are r:cr ms sacie lermrh. 

2 2 :! 

i 


Factor 1 and factor 2 are alctiameric, tractor 1 is a 
table. 

26 S 

i 


Alrernative cciiating sequence (add tness byres to the 

10 1 

! KEYnr: 

When the m;sult field is a variaoie indenes s 

ri f 

I 

When the result field is numeric and a rafc'e eicnient. 

e I 

! 

With each resulting indicator. 

14. I 


The result field is aiphameric. 

- d 

i 

: 'ffe aiphameric result field is used v^/ith a resulting 
; indicator ana the field length is more than 1 , 

I' 

i 23 i: 

1 

i 

' The aiphameric result field is used witti a resulting 
indicator and the field length is equal to 1. 

I "1 1 

i i 

1 'i 

1 

F'Wctcr 1 is riumeric. Factor I is used with a r'esi.Ftirro 
liidiCaiOf di'iu [tie neiu length iS more rtian 

1.... .■■■'■ 

ft 1 

1 

( 

Factor 1 is numeric. Factor 1 is used with a resulting 
indicator and the field length is equal to T 

1 ^ ! 

i [,..OF<UP 

F (hasp - 15) 

inline calculation code 

1 1 

i ! 

5 

1 

r- actor 1 ;3 a taoic. 

1 p i 

! 1 

! 

When factor 1 is a variable. 

i 11 


With each resulting indicator. 

I J 

12 j 


Subroutine 

361 j 

MFiHZQ 

j 

! 

j 

i 

See I 

Figure | 
1 R 11 I 

MFHLZO 

1 


i 

See j 

F.! Q ij i' e I 

Iffdl j 
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Operation 

Specific Case 

Bytes 

MLHZO 


See 

Figure 

18-11 

MLLZO 


See 

Figure 

18-11 

MOVE 


See 

Figure 

18-11 

MOVEA 

Inline calculation code. 

14 


Subroutine. 

367 

MOVEL 


See 

Figure 

18-11 

MULT 

Inline calculation code. 

23 


Half-adjust is specified. 

27 


Subroutine 

106 

MVR 

Factor 2 and the result field have the same number of 
decimal positions. 

5 


Factor 2 and the result field do not have the same 
number of decimal positions. 

9 

NEXT 

Inline calculation code. 

12 


Subroutine. 

253 

POST 

Inline calculation code. 

8 


Subroutine. 

448 

READ 

(base = 29) 

With an external indicator. 

6 

With EOF indicator and BSCA file. 

6 


With EOF indicator, but without BSCA file. 

12 


With BSCA file, but without EOF indicator. 

24 


Without BSCA file and without EOF indicator, 

18 


With RAF limits. 

6 


With WORKSTN file and with error indicator. 

15 


When file is a full-procedural file. 

3 


When RECNO is specified. 

13 

READE 
(base = 51) 

With external indicator 

6 

When factor 1 has a variable index 

11 


When key is not packed 

9 


When key is packed 

18 


When factor 1 is a table element 

6 

READP 
(base = 47) 

With external indicator 

6 

When RECNO is specified 

13 




Operation 

Specific Case 

Bytes 

REL 

Inline calculation code. 

12 


Subroutine. 

408 

SETnn 
(base = 71 ) 

With ERASE function. 

4 

Factor 1 is numeric. Factor 1 is used with a resulting 
indicator and the field length is more than 1. 

8 


Factor 1 is numeric. Factor 1 is used with a resulting 
indicator and the field length is equal to 1. 

6 

SETnn/KEYnd 
combination 
(base = 27) 

See KEYnn operation for code in addition to base, if 
factor 1 code appears on both SET and KEY instructions, 
both counts should be included. 


SETLL 
(base = 15) 

When Key is packed. 

12 

SETON (eacr 
indicator set 
on) 


3 

SETOF (each 
indicator set 
off) 


3 

SHTDN 


22 

SORTA 

Inline calculation code. 

7 


Subroutine. 

4^ ~ 


Inline calculation code. 



Nonarray 

12 


Array 

46 


Subroutine 

371 

SUB 

Factor 1 is the same field as the result field. Factor 

1, factor 2, and the result field all have the same 
number of decimal positions. The length of factor 1 is 
greater than or equal to the length of factor 2. 

6 


Factor 1 is not the same field as the result field. 

Factor 1, factor 2, and the result field all have the 
same number of decimal positions. 

15 


Factor 1 is not the same field as the result field. 

Factor 2 and the result field have the same number of 
decimal positions. 

23 


Factor 1 is not the same field as the result field. 

Factor 2 and the result field have the same number of 
decimal positions. Half-adjust is specified. 

27 


All other combinations without half-adjust specified. 

31 


All other combinations with half-adjust specified. 

39 
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Operation 

Specific Case 

Bytes 

■TESTS 

Test bit off. 

10 


Test bit mixed. 

17 


Test bit on. 

10 


Test bit off and mixed. 

23 


Test bit off and on. 

23 


Test bit mixed and on. 

23 


Test bit off, mixed, and on. 

29 

TESTZ 

inline calculation code. 



'Hie result field is a field. 

9 


The result field is a table. 

21 


Subroutine 

43 

TIME 

Time only. 

21 


Time and system date. 

21 

XFOOT 

Factor 2 and the result field have the same number of 
decimal positions. 

^ 9 

1 


Factor 2 and the result field do not have the same 
number of decimal positions, 

13 

Z'^ADD 

Factor 2 and the result field have the same number of 
decimal positions. 

6 


The number of decimal positions in factor 2 is more 
than the number of decimal positions in the result 
field. 

14 


The number of decimal positions in factor 2 is more 
than the number of decimal positions in the result 
field. Half-adjust is specified. 

18 


The number of decimal positions in factor 2 is less 
than the number of decimal positions in the result 
field. 

18 

1 

Z--SUB 

Factor 2 and the result field have the same number of 
decimal positions. 

14 


Factor 2 and the result field do not have the same 
number of decimal positions, 

18 


Factor 2 and the result field do not have the same 
number of decima! positions. Ha!f~adjust is specified. 

22 










Field to 

Array to Af rav 

Field to Array 

Table to Array 

Array, Variable 
Index to Array 

Array, Variable 
Index to Array, 
Variable Index 

Field to Array 
Variable Index 

Table to Array, 
Variable Index 

Array, Variable 
Index to Table 

Field to Table 

Table to Table 

Array, Variable 
Index to Field 

Table to Field 



Figure 18»15. Amount of Storage Required for MOVE Operations 
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Indicators 

Specific Case 

Bytes 

Conditioning 

indicators 

Each indicator 

3 

Each AND type 

3 

Resulting 
indicators 
(does not 
apply to 

CHAIN, FORCE, 
LOKUP, READ. 
READE, and 
READP) 

First indicator specified 

8 

Each additional indicator specified 

3 


Array Processing 


Array control code (initialization and processing) is created for all 
calculations except LOKUP, CHAIN, READ, and FORCE. 


Operation 

Specific Case 

Bytes 

Array 

initialization 

Factor 1 or faotor 2 is an array. 

6 

Factor 1 or faotor 2 is a table. 

4 

Faotor 1 or factor 2 is an array 
with a variable index. 

11 

Array 

processing 

Factor 1, factor 2, and the result 
field are arrays. 

28 

Factor 1 and the result field are arrays. 
Factor 2 and the result field are arrays. 

22 

The result field is an array. 

16 


18-32 






If a SUB operation code is specified and has the following conditions: 

• Factor 1 is the same field as the result field, 

• Factor 1, factor 2, and the result field have the same number of decimal 
positions, 

• Factor 1 and the result field are full arrays, 

• Factor 2 is a table, 

the length of object code created is as follows: 


Operation 

Specific Case 

Bytes 

Array 

initialization 

Factor 1 is an array. 

6 

Factor 2 is a table, 

4 

The result field is an array. 

6 

SUB 


6 

Array 

orocessina 

Factor 1 and the result field are arrays. 

22 


Thus, the total bytes of code created for a SUB operation code is 44 bytes. 

Whenever an array with a variable index is specified in a program (except 
with a MOVEA operation), the following are also created: 

Inline code 11 bytes 
Subroutine 173 bytes 
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i’iiapter 19. RPG Program Cycle 


Tlie RPG program cycle controls certain operations performed on each 
record, so the p^rograrn cycle partly determines how you can process your 
data. The phrase program cycle refers to the series of operations that an 
RPG program performs automatically on each record that It reads. 


Overview of RPG Program Cycle 

Eaei'i RPG program goes through the same general cycle of operations. 

This cycle of operations has three basic logic steps: 

« Reading information (input) 

» Doing calculations (processing) 

• Writing results (output) 

These liasic logic steps can be divided into several substeps in which you 
can assign indicators to control when calculation and output operations 
occur. For more information on indicators, see Chapter 12, Using 
Indicators. 

Caiiciilaiiori and output operations occur at two different times in a program 
cycle: detail time and tutal tune (see Figure 194). At detail time, the RPG 
program, calculates and writes data for one or more records. For examiple, if 
a customer uses his charge account three times and we print a record of 
each charge, we are printing three detail records. At total time, the 
program calculates and writes data for a series of related records. If a 
customer uses his charge account three times and we print only one record 
t.ha,t show/s the total of the three charges, we are printing one total record. 

Generally, totals are calculated and written for data accumulated from a 
group of .related records, called a control group, A control group is a set of 
records all having the same information in a control field In an accounts 
receivable program, for example, you could use the customer account 
number as a control field; in an inventory program., you could use the part 
number. Each time a record is read, the program checks the information in 
the control field to determine whether it differs from the control-field 
information in the previous record. When the information differs, a control 
break occurs. A control break .means that all records from a control group 
have been read and that a new group is starting. When all records from a 
co.ntroi group have been read, the program does the operations coded for 
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that group. Data from, the record that starts the new control group is not 
included in the total operations. 

To indicate which field is a control field, you assign one of the controhlevel 
indicators (LI through L9) to that field in columns *59 and 60 of the input 
specifications. To indicate which calculations are total calculations, you 
also write this same control-level indicator in columns 7 and 8 of those 
calculation specifications. Those calculations that do not have a 
control-level indicator written in columns 7 and 8 are detail calculations. 
On the output specifications, you do not use controHevel indicators to 
identify detail and total records. Instead, you use a T in column 15 of the 
output specifications to indicate a total output operation, and you use an H 
(for heading) or a D (for detail) to indicate a detail output operation. 

The program does detail calculations and detail output operations for each 
record it reads (that is, for each program cycle) if all conditioning 
indicators are satisfied, regardless of whether it does total calculations or 
total output. Detail calculations and detail output operations occur in 
either of the following cases: 

• All total calculation and total output operations are complete for a 
control group, but the last record is not processed, 

• No total operations are to be done (the information in the control field 
has not changed). 

Figure 194 shows the basic steps in the RPG program cycle. Figure 19-2 is 
a flowchart for the same steps, A program cycle begins with step 1 and 
continues through step 11. Then the next cycle begins again with step 1. 
Steps 7 and 8 are known as total time, and steps 1 and 11 are known as 
detail time. 



[til Perform 
detail 

calculations 


Perform 
heading or 
detail 

0 Turn off 
control-level 
and record- 
identifying 
indicators. 


output 
operations. 



[ 1 ] Read a record and 
turn on appropriate 
record-identifying 
indicator. If last 
record was read on 
previous cycle, turn 
on LR and L1 through 
L9 indicators and go 
to step 7. 


0 *^0 
change in 
control field, 
go to step 6. 



Figure 19~1. Steps in the RPG Program Cycle 
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Start 




Figure 19 * 2 . Flowchart for the RPG Program Cycle 
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The following statements describe what the RPG program does at each step 
in the program cycle. The steps are the same as those shown in Figures 
19-1 and 19-2. 

1. If the conditioning indicators are satisfied, the program does the 

heading or detail output (those lines that have H or D in column 15 of 
the output specifications),. 

2., The program turns off all control-level and record-identifyi,ng 
indicators. 


3. The program reads a. record and turns on the appropriate 
record-identifying indicator. 


4., The program dei.er'n-vines whetlier a (-ontrol brea.k occurred. (A control 
break occurs when the control field of the record just read differs from 
the control field of the previous record.) 

6., If a control break occurs., the program turns on the proper control-level 
indicator and all lower control-level indicators except LO, which is 
always on. 

6. If this is the first cycle, the program goes to step 9. 

7. The program does total calculations (those conditioned by control-level 
indicators in columns 7 and 8 of the calculation specifications) if the 
appropriate control-level indicators are on. 

8. The program does total output operations (those lines that have T in 
column 15 of the output specifications) if the indicators on those lines 
are on. 

9. The program determi:ae.s whether the last-record indicator is on. If it is, 
all records have been processed, and the program, ends. 

10. The program makes data from the record read at the beginning of the 
cycle (step 3) available for use in detail calculations and output. 

IL The program does all detail calculations (those not conditioned by 
co.ntrol-level indicators in columns 7 and 8 of the calculation 
specifications) on the data from the record read at the beginning of the 
cycle.. 

The first and last eyc.les of a program differ somewhat from the other 
cycles. Be.fore the first record is read in the first cycle, the program prints 
lines conditioned by the first-page (IP) indicator. The program also 
performs any heading or detail output operations having no conditioning 
indicators or all negative conditioning indicators. Heading lines printed 
before the first record is read might consist of constants, page headings, or 
fields for reserved words such as PAGE and UDATE. In addition, the 
program bypasses total calculations and total output steps. 

During the last program cycle, when no more records are available, the 
last-record indicator turns on, automatically causing all control-level 
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indicators to turn on. The program performs the total calculations and 
total output operations, and the program ends. 


Detailed RPG Program Cycle 

Figure 19-3 shows the steps in the RPG program cycle in more detail. Steps 
1 and 2 are for the first record only. The program cycle, which occurs for 
each record read, begins with step 3. The program cycle continues through 
step 26, however, the program may branch to steps out of the actual cycle 
when specified indicators are set on or off or certain conditions are met. 
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The following steps describe in detail what the RPG program does at each 

step in the detailed program cycle. The steps are the same as those shown 

in Figure 19-3. 

1. The program reads in the external indicators and the display station 
local data area, if specified, and opens all data files to be used; that is, 
the files are prepared to be processed. Before the first program cycle, 
data structures are blanked, and preexecution-time arrays and tables 
are loaded. 

2. The program writes all output conditioned by the first-page indicator 
(IP). This output is written only once for each job and is not part of 
the program cycle (steps 3 through 26). 

3. The program writes all headings and detail output whose conditions are 
satisfied. This output includes specifications that are conditioned by 
the overflow indicator if the overflow routine has been fetched. 

4. The program determines whether the overflow line was reached during 
detail calculations in the previous cycle or when heading and detail 
records were written in the current cycle. If the printed output from 
the program reaches the overflow line, the overflow indicator is set on. 
Otherwise, the indicator is set off unless the overflow routine was 
fetched in step 3. 

5. The program tests the halt indicators. If the halt indicators are off, the 
program branches to step 6. If the halt indicators are on, the program 
stops once for each halt indicator that is on. Every time the program 
stops, you select one of three options: 

a. Continue (the program returns to step 5 to test for other halt 
indicators) 

b. Controlled cancel (the program branches to step 35) 

c. Immediate cancel (the program branches to step 35) 

6. The program sets off all record-identifying indicators and indicators 
with the 2-character entries IP, LI through L9, and Hi through H9. 

7. The program determines whether the last-record indicator (LR) is on. If 
it is on, the program branches to step 27. 

8. The program determines whether KEYBORD is specified as the device 
for the primary file, or whether no primary file is specified. For either 
condition, the program branches to step 18. 

9. The program reads (and translates, if necessary) the next input record. 
At the beginning of processing, one record from each input file (except 
forced files, CHAIN files, full-procedural files, and DEMAND files) is 
read. If the file has look-ahead fields, the file is read only on the first 
cycle. After that, only records with look-ahead fields are identified. If 
this is a WORKSTN file and the SAVDS or IND option is specified, the 
common SAVDS or IND area is moved to the active display station's 
SAVDS or IND hold area. The next record is accepted, and the current 
display station's SAVDS or IND area is moved from its hold area to the 
common SAVDS or IND area. 
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10 , The program tests to determine whether the record is an end-oTfile 
record. If it is an end-of-file record, the program branches to step 12. 

IL If the record is not an end-of-file record, the program determines 
whether the input records are in the order specified on the input 
specifications sheet. If the order is incorrect, the program branches to 
step 33. The program also branches to step 33 if input records are not 
specified in order and the record cannot be identified. 

12 If end of job conditions have been met, the program branches to step 27. 
All files for which an E is specified in position 17 of the file description 
specifications must be at end of file. 

13. When more than one input file is used, the program must select the next 
record to process and branch to step 28. 

14. If there is only one input file, no record selection is needed. The 
program determines whether sequence checking is requested. If so, the 
program branches to step 31. 

16. The program sets on the recordddentifying indicator specified for the 
current record type. Data from, the current record type is not available 
for processing until step 26, 

16. If the record contains control fields, the program determines whether a 
control break has occurred. (A control break occurs when the contents 
of the control field are not equal to the contents of the previously 
stored control field.) If a control break has not occurred or if control 
fields are not specified, the program branches to step 18. 

17. If a control break has occurred, the program sets on the control-level 
indicator showing the condition. Ail lower controldevel indicators are 
also set on. 

18. The program determines whether the total time calculations and total 
time output should be done. If no control-level indicators are specified 
on the input specifications, the totals are bypassed only on the first 
cycle. If control-level indicators are specified on the input 
specifications, totals are bypassed until after the first record containing 
control fields is processed Totals are always processed when the 

last record indicator (LR) is on. 

19. The program does all calculations conditioned by controhlevel 
indicators (in positions 7 and 8 of the calculation specifications) and 
sets resulting indicators on or off as specified. If the last-record 
indicator (LR) is on, calculations conditioned by LR are done after 
other total calculations. File translation, if specified, is done for 
exception output and for CHAIN, READ, READE, READP and KEY 
operations. Fetch overflow is done if it is required by exception output. 
If the overflow line has been reached because of the exception output, 
the overflow indicator is set on. 

20. The program writes all total output that is not conditioned by an 

overflow indicator. The program determines whether an overflow 



condition has occurred. If an overflow condition has occurred at any 
time during this cycle, the overflow indicator is set on. If the 
last-record indicator is on, output conditioned by LR is written after 
other total output. File translation, if specified, is done for total 
output. Fetch overflow is done if required. 

21. The program determines whether the last-record indicator is on. If the 
indicator is on, the program branches to step 38. 

22. The program determines whether any overflow indicators are on. If no 
overflow indicators are on, the program branches to step 24. 

23. The program does all output operations conditioned by a positive 
overflow indicator (no N before the indicator). File translation, if 
specified, is done for overflow output. 

24. The program sets on the matching-record (MR) indicator if this is a job 
that processes more than one input file and if the record to be processed 
is a matching record. Otherwise, the matching-record indicator is set 
off. 

25. The program sets the field indicators on or off as specified. Data from 
the last record read and from specified look-ahead fields is made 
available for processing. For a WORKSTN file only, the program sets 
off command-key indicators (KA through KN, KP through KY). If you 
press a command key for the WORKSTN file being processed, the 
program sets that command-key indicator on. 

26. The program does any calculations not conditioned by controldevel 
indicators (in columns 7 and 8 of the calculation specifications), and 
sets resulting indicators on or off as specified. The program translates 
files for exception output and for CHAIN, READ, READE, READP, 
FORCE, and KEY operations if specified. Fetch overflow is done if it is 
required by exception output. If the overflow line is passed because of 
the exception output, the program sets the overflow indicator on. 
Processing continues with step 3. 

27. The program sets on the last-record (LR) indicator and all control-level 
indicators (LI through L9), and processing continues with step 19. 

28. If a file was forced or if NEXT was specified, the program selects the 
next record in that file for processing, and the program branches to step 
15. 

29. If a record with no match fields is found in a normal input file that is 
not at end of file, the program selects the record for processing, and the 
program branches to step 15. 

30. When match fields are specified, the program selects the normal file 
with the highest priority matching record field. If two or more files 
have equal and highest priority matching record fields, the highest 
priority file is selected, (The primary file has the highest file priority, 
the first specified secondary file is next, and so forth.) 
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31. The program compares the match field value with the match field value 
of the last record. If it is in sequence, the record is accepted, and 
processing continues with step 15. 

32. The program stops because a file with match fields is out of order. The 
operator's options, indicated in step 34, are to bypass the record (read 
the next record from the same file) or to cancel the job. 

33. The program stops because a record type was out of order or because a 
record was unidentified. 

34. The program tests the operator's decision either to bypass the record 
that caused the error condition (branch to step 4) or to cancel the job. 

35. If the operator chooses to end the job by a controlled cancel, the 
program does steps 36 through 40. If the operator chooses an immediate 
cancel, the job ends. 

36. The program does all operations conditioned by the last-record (LR) 
indicator. 

37. Same as 36. 

38. The program writes any tables or arrays for which a filename entry is 
specified on the extension specifications (columns 19 through 26). 

Output tables or arrays are translated, if necessary. 

39. The program closes all the files it used and writes the external 
indicators and display station local data area, if specified. 

40. End of job occurs. 
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File Description Specifications 

For the valid entries for a system, refer to the RPG reference manual for that system. 
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Filename 
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File Type 

Mode of Processing 

Extension Code E/L 

Device 
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Columns 1-2 (Page) 


Entry Explanation 

Blank No page number is used. 

01-99 Page number. 

Use columns 1 and 2 in the upper right corner of each sheet to number the 
specifications sheets, in ascending order, for your job. You can use more 
than one of each type of sheet, but keep all sheets of the same type 
together. 


Columns 3-5 (Line) 

Entry Explanation 

Blank No line number is used. 

Any numbers Line numbers. 

Use columns 3 through 5 to number the lines on each page. Columns 3 and 
4 are preprinted on each sheet so, in most cases, line numbering is already 
done. 

Page and line numbers are optional entries and are not required to 
successfully run an RPG program. Columns 1 through 5 are checked for 
ascending order, and RPG prints an S in the left margin of the RPG listing 
for any statement that is out of order. If you use SEU to enter the source 
program, you can request that SEU put the statements in order. 

The control specification line is always line 01. Any other lines on the 
sheets can be skipped. The line numbers used need not be consecutive, but 
should be in ascending order. 


Column 6 (Form Type) 

An H must appear in column 6 to identify this line as the control (header) 
specification. 

Column 7 (Comments) 

Entry Explanation 
* Comment line 

Use an asterisk in column 7 to identify the line as a comment line. Use 
comments throughout your program to document the purpose of a certain 
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section of coding. You can use any character in a comment line. 
Comments are not instructions to your program; they only document your 
program. 


Columns 7-9 (Size to Compile) 

Columns 7 through 9 are not used to specify the storage size. Leave them 
blank. Any entry in these columns is ignored by the compiler. The 
program is compiled in the available storage specified by the control 
language REGION statement. If no region size is specified, the default 
region size for the session is used. If the region size is less than 18K, the 
compiler uses 18K because that is the minimum size required to run the 
compiler. 


Columns 7-12 (/EJECT) 

Entry Explanation 

/EJECT The specifications following this entry are to begin on a new 
page of the compiler listing. 

The /EJECT specification is not printed on the compiler listing. 


Columns 7-12 (/TITLE) 


Entry Explanation 

/TITLE The heading information (such as a title or security 

classification) that follows the /TITLE entry appears at the top of 
each page of the compiler listing. The heading information is 
entered in columns 14 through 74. 

A program can contain more than one /TITLE statement. Each /TITLE 
statement provides heading information for the compiler listing until the 
next /TITLE statement is read. To print on the first page of the compiler 
listing, a /TITLE statement must be the first statement read. Information 
specified by the /TITLE statement is printed in addition to compiler heading 
information. 

The /TITLE statement causes an eject to the next page before the title is 
printed. The /TITLE statement is not printed on the compiler listing. 
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Columns 7-14 (/SPACE) 


Entry Explanation 

/SPACEbn Line spacing occurs at this point in the compiler listing. Valid 
entries for n are i to 3. If you do not specify n, 1 is assumed. 

One blank (b) must come before the value you specify for n. The value you 
specify for n indicates the number of blank lines to be spaced before the 
next specification line is printed. If n is greater than the number of lines 
remaining on the current page, the next specification line is printed on a. 
new page. If you specif}^ ju.st /SPACE, one line is spaced. 

/SPACE is not printed on the compiler listing but is replaced by the actual 
line spacing. The spacing indicated by /SPACE is in addition to the three 
blank lines that occur between speciiicatioo ti^pes. 










Blan.k The system does not nait li waroiiig errcirs arc lounoi, 

13 system hafts u'warr;.my crr-orQ arp rise ucifso'", 'Ue- 

-yl/ P, 7'” P 7 -;p or ,p 7/" o r 


use coiiiiiiii lu ru niuicr 




rstem 


If you want the system to halt if severe (terininaJ) errors 
must specify .H ALT on the RPGC or AUTOC procf?dure,. 



.oiincio, 



l irtiiioiinT 1111 '! Cj.stiBg 'IPy’iU'&iJi-,' 

Entry Explanation. 

Blank The program listing is printed, 

B No program listing is printed... .A prolog is printed, along with 

information from the overlay linkage editor. Use this entri^ to 
produce a program for which you already have a listing, 

P A partial program listing is printed. 

Use column 11 to specify the program-listing option to be used when your 
program is compiled. If any severe errors are found during compilation and 
if column 11 contains a blank or P, the listing is completed and the .system 
halts. 

The listing consists of a prolog, the source program listing, array and table 
information, indicator-usage information, the relative location of fields and 
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their attributes, unreferenced field names, diagnostics, and a main-storage 
usage map. The main-storage usage map lists the identification, the start 
address, and the size of each segment of code in the program; defines the 
amount of main storage required for execution; and lists the number of 
library sectors required for the program. 

The partial listing includes a prolog, the source program, indicator-usage 
information, diagnostics, and a main-storage usage map that lists the 
amount of main storage required for execution and the number of library 
sectors required for the program. The partial listing does not include array 
and table information or field information. 

If you enter B in column 11, a prolog is printed along with the following 
information from the overlay linkage editor: the amount of main storage 
required to run the program, the starting address of the program, and the 
number of library sectors required for the program. 


Columns 12-14 (Size to Execute) 


Column 12 


Entry Explanation 

Blank or 0 The entry in columns 13 and 14 determines the size required 
to run the program. 

Q, H, or T The entry in columns 13 and 14 is rounded up to the next 
even number. 


Columns 13 and 14 


Entry Explanation 

Blank The main storage available for the running program defaults to 
the region size specified. If no region size is specified, the 
default is the region size in which the compiler is running. 

02-64 Enter the main storage available for running the program in a 
multiple of 2K bytes (K = 1024 bytes). 

Use columns 12 through 14 to specify the amount of main storage to be 
available to run the program. The maximum amount of storage you can 
specify depends on the system size. If column 12 contains a Q, H, or T, or if 
columns 13 and 14 contain an odd number, RPG rounds the entry in 
columns 13 and 14 up to the next even number. For example, an entry of 
Q04 or 005 is rounded up to 006. 

The compiled program can occupy up to the amount of main storage 
specified in columns 13 and 14. The actual amount of storage the program 
occupies after it is compiled appears on the overlay linkage editor listing. 




Columns 19-20 (Date Option) 


Column 19 (Date Format) 


Entry 

Explanation 

Blank 

If column 21 is blank, the default is month/day/year. If column 
21 contains a D, I, or J, the default is day/month/year. 

M 

Month/day/year. 

D 

Day/month/year. 

Y 

Year/month/day. 


Use column 19 to specify the date format for UDATE. The date format 
specified in column 19 should be the same format as the program date. For 
example, if columns 19 and 21 are blank, the program date is mm/dd/yy. If 
column 19 is blank and column 21 contains a D, the program date is 
dd/mm/yy. If you specify the date in mm/dd/yy format and the program date 
in the system is in dd/mm/yy format, you will work with the wrong date. 

If data containing the UDATE field is sent to, or used by, another system, 
the UDATE format must be yy/mm/dd. 

For a description of the program date, see the System Reference manual. 


Column 20 (Date Edit) 

Entry Explanation 

Blank A slash (/) is assumed when column 21 contains a 

blank or D and column 19 contains a blank or M. A 
period (.) is assumed when column 21 contains I or J 
and column 19 contains a blank, D, or Y. 

& A blank separates the date field. 

Any other character The character entered separates the edited date 

field. 

Use column 20 to specify the type of edited output that appears for the Y 
edit code, which is specified on the output specifications. For an example 
of how the entries in columns 19 through 21 affect the editing of date fields, 
see Column 38 (Edit Codes) in Chapter 27, Output Specifications. 
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Column 21 (Inverted Print) 


Entry Explanation 

Blank Deciina! periods used fc^r ninne'^^c literals aiui editines 

UDA'FE format is inmddyy if column 19 is blank. If coimiins 19 
and 20 are blank, a slash (/) is used for the Y edit code., 

1 Deciinai commas are used for numeric literals and edite^u;. 

UDAd'E format is ddmm\’y if ciilumii 19 is blank ccdumrci 19 
and 20 Ldank, a period (,) is used fo! the ^9 ^'9’t e’od‘_ 

d J is the same as I except ztao iti 1 > the U. Y e)'tCii 9 

comma wlicn the field '‘ontsduis :i tUr'f'i Nr^s^o, 
fields print witii a zeio in tiic Ion oiiicu ) pom - sen 

D D is the same as blank except tl-r UEA'l E (out >1 i idne ^ if 

column 19 is blank. 

Use column 21 to specify the censtante to be o^^ed with Rpt; ccoor pi'.i 
are eritcreci on tiie output en^'e^fm^!^’Ous Uecuuiil T'‘om''d Uicjius '’'^oo 
numbers are edited with a period before the Uaction (119^ "*9, 1 ^ 

comma denoting thousanih^ (i Ado), Deeim.Alv.oi .na .. e.. 
are edited with a comma befoie the fractioTs ( 1 ^ 5 .9s) aim v^d'tp u c * ' 
denoting thousands (1.435), 

E''or iiifor(nation on bewv the entries m coiumn 21 are 
niiirieric data, six Ceilx.ux 99 fulU: Uo-Jm-; 9!x;:"=' 

Specifications.. 



JhI bJL TMt YS ^ 


I i i f.'i T '.1 ft 


Col’amii 26 (Alternate Col 


Eiitry Explanation 

Blank Noniial collating sequence is used., 

S Alternate collating sequence is used. 

Use column 26 only to alter the norniai collating sequence for aipiiaineiic 
compare operations, sequence checking, or match fields, Foi' iiiore 
iiiforinatioii, see Chapter 17, Ckanging iiie ilexudecinial Value of Charactefs.. 
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Columns 27-36 


Columns 27 through 36 are not used. Leave them blank. 


Column 37 (Inquiry) 

Entry Explanation 

Blank or I The program, when interrupted, will not allow the person 
using the display station to enter new procedures or 
commands (does not allow option 1 for an inquiry request). 

B The program, when interrupted, will allow the person using 

the display station to enter new procedures or commands 
(does allow option 1 for an inquiry request). 

Use column 37 to specify whether a running program can be interrupted to 
allow another program to run. The person using the display station 
requests an interruption (called an inquiry request) by pressing the Attn 
key. The procedure or command statements for the interrupting program 
must be entered from the display station after selecting option 1 (Request 
COMMAND display). 

The program to be loaded following an inquiry request (the interrupting 
program) can have an I, B, or blank in column 37 of its control 
specification. However, even if it has a B in column 37, the interrupting 
program cannot be interrupted to allow another program to run. 

If column 37 contains a B, the inquiry function of System/36 allows the 
person using the display station to interrupt a program that is currently 
using the display station and to enter new procedures or commands. If 
column 37 contains any of the valid entries, the person can set the inquiry 
latch for the inline inquiry subroutine (SUBR95), cancel a single requester 
terminal (SRT) program that the operator initiated, or release the display 
station from a multiple requester terminal (MRT) program. 

For more information on inquiry, including restrictions on the use of 
system utilities in inquiry mode, see the System Reference manual. 


File Sharing 


An inquiry program can get active input, update, and add files. However, 
an inquiry program cannot get indexed sequential add file types or output 
files. The DISP-SHR parameter must be specified on the control language 
FILE statement for each file to be shared in both the interrupted and the 
inquiry programs. 

For a description of the valid file-sharing combinations, see the System 
Reference manual. 
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Inline Inquiry Subroutine (SUBR95) 


The IBM-written subroutine SUBR95 can be used to perform an inquiry if 
the RPG program is not an MRT program (that is, if the MRTMAX 
parameter on the control language COMPILE statement was 0 when the 
program was compiled). Column 37 can be blank or contain an I or B. See 
the System Reference manual for restrictions on the inquiry function. 

The linkage to SUBR95 must be specified on the calculation specifications 
at every point in the program where a check is to be made for an inquiry 
request. The EXIT SUBR95 operation must be followed by only one 
RLABL (see Figure 20-2). The indicator specified in columns 45 and 46 of 
the RLABL operation must be an RPG indicator. For a detailed discussion 
of this linkage, see Linking to External Subroutines in Chapter 28. 

When SUBR95 is called, it checks to determine whether the inquiry latch 
was set. If it was (that is, the operator selected option 4, Set inquiry 
condition for program, in response to the inquiry display), the indicator 
specified in the RLABL operation is turned on, and the inquiry request is 
reset. This indicator can then be used to condition further calculation and 
output operations. 



Figure 20-2. Linkage for SUBR95 


Columns 38-40 


Columns 38 through 40 are not used. Leave them blank. 


Column 41 (IP Forms Position) 

Entry Explanation 

Blank First line is printed only once. 

1 First line can be printed repeatedly. 

Use column 41 only when the first output line is written to a PRINTER file. 
If the program contains more than one PRINTER file, the first-page 


Chapter 20. Control Specification 20” 11 




indicator (IP) entry in column 41 applies to each PRINTER file that has 
first-page (IP) output. 

When forms are first put in the printer, they may not be in the right 
position. Sometimes several lines must be printed to determine the correct 
position of the form. If IP forms position is specified, the system prints the 
first line of output and issues a message. The person using the display 
station can then line up the forms and select the option to try printing the 
line again or to continue printing. The IP forms specification is also valid 
if the output is spooled. The page counter is not increased until the forms 
have been positioned correctly. 

The IP forms position specification can be overridden on the control 
language PRINTER statement, or forms alignment can be specified on the 
PRINTER statement. 


Column 42 


Column 42 is not used. Leave it blank. 


Column 43 (File Translation) 

Entry Explanation 

Blank No file translation is needed. 

F Input, output, update, or combined files are to be translated. 

Use column 43 only when information contained in an input, output, 
update, or combined file is in a character code different from the character 
code used by System/36. 

For more information, see Translating a File in Chapter 17, Changing the 
Hexadecimal Value of Characters. 


Column 44 


Column 44 is not used. Leave it blank. 


Column 45 (Nonprint Characters) 

Entry Explanation 

Blank The program halts if the last line printed contained an 
unprintable character. 

1 The program does not halt for unprintable characters. 
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Use column 45 to bypass halts for unprintable characters. This column 
applies only to PRINTER files. 

All characters are represented in the system by a hexadecimal value, which 
is a numeric code. If a hexadecimal value is formed during a calculation 
that is not in the printer character set and that character is to be printed, 
the program halts after printing the line. In the printed line, the 
unprintable characters are replaced with blanks. 

To bypass this halt, enter a 1 in column 45. An unprintable character is 
then replaced with a blank, and no halt occurs. Note, however, that your 
output is not correct, and, by bypassing the halt, the incorrect output may 
not become known (for example, when a packed key field is printed or when 
a nonprintable field is built by calculation specifications). 


Columns 46-56 


Columns 46 through 56 are not used. Leave them blank. 


Column 57 (Transparent Literal) 

Entry Explanation 

Blank No transparent literals or constants 

are present in the program. 

1 Transparent literals or constants can 

be present in the program. 

The transparent literal option must be specified if your program uses 
ideographic data. A transparent literal or constant is one that begins with 
an apostrophe followed immediately by the shift-out (S/0) control character 
(hex OE), and ends with the shift-in (S/I) control character (hex OF) followed 
immediately by an apostrophe. 

If the transparent literal option is specified and a literal or constant is 
found that begins with an apostrophe immediately followed by the S/0 
control character, the RPG compiler checks for a valid transparent literal 
or constant. The following conditions cause a literal or constant to be 
diagnosed as an invalid transparent literal or constant: 

A second S/0 control character is found before the S/I control 
character. 

An odd number of 1-byte characters are found between the S/0 and S/I 
control characters. 

The S/I control character is not immediately followed by the ending 
apostrophe. 
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If a literal or constant is found to be an invalid transparent literal or 
constant, it is rechecked as an alphameric literal or constant. 

Transparent literals and constants are not checked for embedded 
apostrophes. 

For more information about ideographic data, see Chapter 31. 


Columns 58-74 

Columns 68 through 74 are not used. Leave them blank. 


Columns 75-80 (Program Identitication) 

Entry Explanation 

Blank Program identification defaults to RPGOBJ. 

Any valid program name The first character of the program identification 

must be alphabetic and cannot be #, $, or The 
remaining characters must be alphameric; 
however, no special characters can be used, and 
blanks must not appear between characters. 

Use columns 75 through 80 to assign a name to your program. The 
compiler uses the program name to catalog the program in the library 
directory. 

If the program contains a CONSOLE device, the compiler also uses this 
program identification to name the display format load member for the 
program. The display format load member is created by RPG only for 
CONSOLE files; however, the name is created for both CONSOLE and 
WORKSTN files. This name is used by RPG; therefore, you must create 
your own load member with this or an alternative name for WORKSTN 
files. For the display format load member name, the compiler uses the 
name specified as the value of the FMTS continuation-line option. If the 
FMTS continuation-line option is not specified, the compiler uses the 
characters specified in columns 75 through 80 of the control specification 
(the program identification) and adds the characters FM to the end of the 
program identification. FM is added to the end of the program 
identification regardless of its length, and the resulting name contains no 
blanks. 

If a cross-reference listing is to be created for the program, this program 
identification is also used to identify the listing. 
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File description specifications descrihe eiK'h file used by a iirogram.. One 
file description specification is required for ea{!h file, and a iiiaximum of 20 
files can be described for each program. 

Write the file description specifications on the- Control and File Description 
Specifications sheet (s.ee Figure 21-1). 
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Figure 21-1. RPG Control and File Description Specifications 
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File Description Charts 

Figures 21-2 through 21-13 show the file description specification entries for 
DISK files (which are presented by file organization and processing 
method), WORKSTN files, PRINTER files, SPECIAL files, CONSOLE files, 
KEYBORD files, CRT files, and BSCA files. When you use the charts, keep 
the following in mind: 

• The entries in the chart must be made for the processing method and 
type of file described on that line. 

• The shaded columns must be blank for the file described on that line. 

• The unshaded columns with no entries may be required or optional, but 
cannot be indicated on the chart because the entries represent 
information that changes from program to program. 


How to Use the Charts 

As an example, if you are updating an indexed DISK file using the CHAIN 
operation code, see Figure 21-4, for indexed DISK files, and refer to random 
processing by CHAIN operation code. Then choose the chained or 
full-procedural update file with or without record addition. 

In this example, the following columns are required but may change from 
one program to another: filename, record length, length of key field, and 
key field starting location. Optional entries are line, block length, and file 
condition. 
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Type of Processing 


Consecutive 


The entire file 
is read from 
beginning to end. 


Random 


by CHAIN 
by CHAIN 
(delete-capable) 
by CHAIN 
by CHAIN 
(delete-capable) 

by Addrout 
by Addrout 
by Addrout 
by Addrout 
by Addrout 
by Addrout 


Consecutive 

and/or 

Random 


by READ, READP and/or 
CHAIN 

by READ, READP and/or 
CHAIN (delete-capable) 

by READ, READP and/or 
CHAIN 

by READ, READP and/or 
CHAIN (delete-capable) 


{ The file is written 
on disk as entered. 


Add records 


only 



Figure 21-2. Processing Methods for Sequential DISK Files 
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Type of Processing^ 


Consecutive 


The entire file 
is read from 
beginning to end. 


Random 


'by CHAIN 
by CHAIN 
(delete-capable) 
by CHAIN 
by CHAIN 
(delete-capable) 
by Addrout 
by Addrout 
by Addrout 
by Addrout 
by Addrout 
by Addrout 


Consecutive 

and/or 

Random 


Load 


READ, READP and/or 
CHAIN 

by READ, READP and/or 
CHAIN (delete-capable) 
by READ, READP and/or 
CHAIN 

by READ, READP and/or 
- CHAIN (delete-capable) 
Disk addresses are 
developed for each 
record entered. 


Load 


Delete-capable file 



^ To insert or change records in a direct file, define the file as an update file processed consecutively or as an update file processed randomly by the CHAIN operation code. 


Figure 21-3. Processing Methods for Direct DISK Files 
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Type of Processing 


Sequential^ 


by Key, no Add 
by Key, no Add 
by Key, no Add 
by Key, with Add 
by Key, with Add 
by Key, with Add 
by Key, no Add 
by Key, no Add 
by Key, no Add 
by Key, with Add 
by Key, with Add 
by Key, with Add 
by Limits 
by Limits 
by Limits 
by Limits 
by Limits 
by Limits 
by Limits 
by Limits 

by Limits, with Add 
by Limits, with Add 


^ by CHAIN, no Add^ 
by CHAIN, with Add^ 
by CHAIN, no Add^ 
by CHAIN, with Add^ 

Random 

by Addrout 
by Addrout 
by Addrout 
by Addrout 


Sequential 

and/or 

Random 


by Key, no Add 
by Key, with Add 
by Key, no Add 
by Key, with Add 


, , f Unordered 

\ Ordered 

Add recordsf 
only 



^Sequential processing by key or limits must use the file index, which is always arranged in ascending sequence. When an indexed file is processed record by record from beginning to end 
the sequential-by-key method is used to process the file through the index. 

chained files are processed by key, column 31 should contain an A; however, if chained files are processed by relative record number, columns 31 and 32 must be blank. 


Figure 21-4, Processing Methods for Indexed DISK Files (Using the Index) 
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^ Record address files containing relative record numbers can be associated with indexed, sequential, or direct DISK files. 

Record address files containing key-field limits can be associated only with indexed DISK files, but can be a DISK or CONSOLE file, 
(See chart for CONSOLE files.) 


Figure 21-5. Record Address Files Located on Disk 



Figure 21-6. WORKSTN Files 


21-6 





















































Type 












Input file records are displayed on the display screen when keyed into the program. 
Figure 21-9. CONSOLE Files 


























If a KEYBORD file is specified as a primary input file, no other input flies in the program can be 
specified as primary or secondary files... 

Input data entered from the KEYBORD device must be defined in calculation specifications for a 
KEY operation. 

No input specifications can be used for KEYBORD files. 

Figure 21^10. KEYBORD Files 



Figure 21-^11. CRT Files 
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Figure 21*12. BSCA Files 



Figure 21*13. File Description Specifications for IBM-Supplied Subroutines 
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Columns 1-2 (Page) 


Entry Explanation 

Blank No page number is used. 

01“99 Page number. 

Use columns 1 and 2 in the upper right corner of each sheet to number the 
specifications sheets, in ascending order, for your job. You can use more 
than one of each type of sheet, but keep all sheets of the same type 
together. 


Columns 3-5 (Line) 

Entry Explanation 

Blank No line number is used. 

Any numbers Line numbers 

Use columns 3 through 5 to number the lines on each page. Columns 3 and 
4 are preprinted on each sheet so, in most cases, line numbering is already 
done. 

Page and line numbers are optional entries and are not required to 
successfully run your program. Columns 1 through 5 are checked for 
ascending order, and RPG prints an S in the left margin of the RPG listing 
for any statement that is out of order. If you use SEU to enter the source 
program, you can request that SEU put the statements in order. 

The control specification is always on line 01. Any other lines on the 
sheets can be skipped. The line numbers used need not be consecutive, but 
should be in ascending order. 


Column 6 (Form Type) 

An F must appear in column 6 to identify this line as a file description 
specification. 

Column 7 (Comments) 

Entry Explanation 
Comment line 

Use an asterisk in column 7 to identify the line as a comment line. Use 
comments throughout your program to document the purpose of a certain 
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section of coding. You can use any character in a comment line. 
Comments are not instructions to your program; they only document your 
program. 


Columns 7-12 (/EJECT) 

Entry Explanation 

/EJECT The specifications following this entry are to begin on a new 
page of the compiler listing 

The /EJECT specification is not printed on the compiler listing. 


Columns 7-12 (/TITLE) 

Entry Explanation 

/TITLE The heading information (such as a title or security 

classification) that follows the /TITLE entry appears at the top of 
each page of the compiler listing. The heading information is 
entered in columns 14 through 74. 

A program can contain more than one /TITLE statement. Each /TITLE 
statement provides heading information for the compiler listing until the 
next /TITLE statement is read. To print on the first page of the compiler 
listing, a /TITLE statement must be the first statement read. Information 
specified by the /TITLE statement is printed in addition to compiler heading 
information. 

The /TITLE statement causes an eject to the next page before the title is 
printed. The /TITLE statement is not printed on the compiler listing. 


Columns 7-14 (/SPACE) 


Entry Explanation 

/SPACEbn Line spacing occurs at this point in the compiler listing. Valid 
entries for n are 1 to 3. If you do not specify n, 1 is assumed. 

One blank (b) must come before the value you specify for n. The value you 
specify for n indicates the number of blank lines to be spaced before the 
next specification line is printed. If n is greater than the number of lines 
remaining on the current page, the next specification line is printed on a 
new page. If you specify just /SPACE, one line is spaced. 

/SPACE is not printed on the compiler listing but is replaced by the actual 
line spacing. The spacing indicated by /SPACE is in addition to the three 
blank lines that occur between specification types. 



Columns 7-14 (Filename) 


Entry Explanation 

A valid filename Every file used m a program must have a separate 
name. The first character must be alphabetic. The 
remaining characters can be any combination of 
alphabetic and numeric characters; however, special 
characters are not allowed. Blanks cannot appear 
between characters in the filename,. The filename can 
be from 1 to 8 characters long, and must begin in 

Q "I 1 ■» 7 

Use columns 7 through 14 to assign a unique name to every file used in 

your program, with the following exceptions: 

® Compile-tiine tables and arrays do not require a filename... 


® If multiple tables or arrays are read in at preexecution time from tli 
same device, multiple filenames .are required. 


For naming tables and arrays, see Columns ,d ' Li.' Clo Cl u, ) .C'w'i,/..C'/Vr.,'t 'f 
Specifications, 
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Entry Explaiiation 
I Input file 

O Output .file 

IJ Update file 

C Combined (input and output) file 

The file type indicates bow a prog.ram will use a file (for input or fo.r 
output). You code the file type in column 15 of the file description 
specifications. 

Figure 2144 shows the types of files that each device type caii use. 
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Device Type 

File Type 

DISK 

Input 

Output 

Update 

WORKSTN 

Combined 

PRINTER 

Output 

SPECIAL 

Input 

Output 

Update 

Combined 

CONSOLE 

Input 

KEYBORD 

Input 

CRT 

Output 

BSCA 

Input (receive) 

Output (transmit) 


Figure 21-14. Types of Files That Each Device Type Can Use 


Input Files 


An input file contains records that the program reads. 


Output Files 


An output file contains records that the program writes. 


Update Files 


An update file is both an input file and an output file. The program reads a 
record from an update file, changes the data in some fields in the record, 
and writes the record back to the same place in the same file from which it 
was read. When an update file is processed, the output records contain 
both the changed and the unchanged fields from the input records. 


Combined Files 


A combined file is also both an input file and an output file. However, 
when a combined file is processed, the output records contain only the 
fields described on the output specifications. That is, the output records do 
not always contain the same fields as the input records. 
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Device Type 

File Type 

File Designation 

DISK 

Input 

Primary 

Secondary 

Chained 

Record address 

Table or array 

Demand 

Full-procedural 


Output 

Chained or blank 


Update 

Primary 

Secondary 

Chained 

Demand 

Full-procedural 

WORKSTN 

Combined 

Primary 

Demand 

PRINTER 

Output 


SPECIAL 

Input 

Primary 

Secondary 

Demand 


Output 



Update 

Primary 

Secondary 

Demand 


Combined 

Primary 

Secondary 

Demand 

CONSOLE 

Input 

Primary 

Secondary 

Demand 

Record address 

KEYBORD 

Input 

Primary 

Demand 

CRT 

Output 


BSCA 

Input 

Primary 

Secondary 

Demand 


Output 



Figure 21-15. File Designations That Each Device Type and File Type Can 
Use. 


Primary Files 


The primary file is the main file from which the program reads input 
records, A program can have no more than one primary file, but it does not 
have to have any. 

The primary file can be an input, update, or combined file. It can use any 
device except CRT or PRINTER. 
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Secondary Files 


Secondary files are used only in programs that use multifile processing. 

For more information on record selection for multifile processing, see 
Chapter 11, Usiuff Primary and Secondary Files, 

A secondary file can be an input, update, or combined file. It can use the 
DISK, CONSOLE, SPECIAL, or BSCA device. Secondary files are 
processed in the order in which they are coded on the file description 
specifications, if no primary file is specified and one or more secondary 
files are specified, the first secondary file is assigned as the primary file. If 
vVOivKSTN is specified as the device for a primar3^ file, no files in the 
program can be specdfied as secondary files. 


Fuil-Procediirai lilies 

A full-procedural file is a combination of a chained file and a demand file. 

A full-procedural file does not use the normal liPG cycle for input. A 
program can read records from a full-procedural file only when a, CHAIN, 
READ, READE or READP operation occurs in calculations. The number of 
lull-procedural, chained, and demand files used in a program cannot total 
more than 15. 

A full-procedural file can be an input or an update file, and it must use the 
DISK device,. 


1 5j 1 d. 


Sl€Oi 


A chained file does not use the normal RPG program cycle for input. 

Instead, input occurs only when the program uses the CHAIN operation in 
calculations. The CHAIN operation reads input records randomly (that is, 
m no particular order) or loads a direct file that does not allow deletions. 
The number of chained,, demand, and fulLprocedural files used by a program 
can total no more than 15., A chained tile can be an input., output, or 
update file. It can use only the DISK device,. 


Record Address Files 

A record address file contains either key-field limits or relative record 
numbers of records in a DISK file.. (Key-field limits and relative record 
numbers are explained later in this chapter.) By providing these key-field 
limits or relative record numbers to the program, a record address file te.lls 
the program which records to read from the DISK file and in what order to 
read them. A program can use no more than one record address file. 

Record address files must be further defined on extension specifications. 

A record address file must be an input file. If it contains key-field limits, it 
can use the DISK or CONSOLE device and can be used only with indexed 
files. If it contains relative record numbers, it can use only the DISK 
device and can be used with sequential, direct, or indexed files. Record 
address files that contain relative record numbers are called addrout 
(address output) files, and they are produced by a sort program.. 
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Array or Table Files 


An array or table file is an input file that contains preexecution-time array 
or table entries. Array or table files must be sequential files and must use 
the DISK device. When array or table files are read while the program is 
running, the program reads all the entries from the array or table before it 
begins to process records. 

For more information about loading preexecution-time arrays or tables, see 
Chapter 13, Using Arrays and Tables. 


Demand Files 


A demand file can be an input, update, or combined file. It can use any 
device except CRT and PRINTER. 

A demand file does not use the normal RPG program cycle for input. 
Instead, the program reads a demand file only when the READ operation 
occurs in calculations (or when the KEY operation occurs if the records 
come from a KEYBORD device). The number of demand, chained, and 
full-procedural files used by a program cannot total more than 15. 


Column 17 (End Of File) 

Entry Explanation 

Blank The program can end whether or not all records from the file are 
processed. However, if column 17 is blank for all files, all 
records from every file must be processed before the program can 
end. This column must be blank for WORKSTN or KEYBORD 
files. 

E All records from the file must be processed before the program 

can end. This entry is not valid for files processed by record 
address files. 

Use column 17 to indicate whether the program can end before all records 
from the file are processed. Column 17 applies only to primary and 
secondary files. 

Column 17 can be used only for input, update, or combined files used as 
primary, secondary, or record address files. The devices associated with 
column 17 are DISK and CONSOLE. End of file for CONSOLE files occurs 
when the person using the display station presses command key 12. 

A program that does processing with more than one input file could reach 
the end of one file before reaching the end of the others. Therefore, an 
entry in column 17 indicates whether the program is to continue reading 
records from the other files or is to end. 
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If the records from all files must be processed, column 17 must be blank or 
contain E's for all files. 



Note: An entry cannot be made in column 17 for files assigned to the 
KEYBORD and WORKSTN devices. To end the program with a primary 
file assigned to the KEYBORD device, the last-record (LR) indicator must 
be set on by calculation specifications. 


Column 18 (Sequence) 

Entry Explanation 

Blank No sequence checking is to be done. This column must be blank 
for a WORKSTN file. 

A Sequence checking is to be done. Records in the file are in 

ascending order. 

D Sequence checking is to be done. Records in the file are in 

descending order. 

Use column 18 to indicate whether the program is to check the sequence of 
records. Column 18 applies to input, update, or combined files used as 
primary or secondary files. Sequence checking can be done for DISK files 
(except those processed randomly) and CONSOLE files. Use columns 61 
and 62 of the input specifications to identify the record fields containing the 
sequence information. 

Sequence checking is required when match fields are used in the records 
from the file. When a record from a matching input file is found to be out 
of sequence, error message RPG-9032, FILE CONTAINS A RECORD NOT 
IN SEQUENCE, is displayed. The operator has three options: 

• Bypass the record out of sequence and read the next record from the 
same file. 

• Bypass the record out of sequence, turn on the last-record (LR) 
indicator, and perform all end-of-job and final-total procedures. 

• Cancel the entire program. 

If column 18 contains an entry and matching records are specified, the 
entry in column 18 must be the same for all files. If column 18 is left blank 
and matching records are specified, then ascending order is assumed for a 
primary file, and the sequence of the primary file is assumed for all 
secondary files. 
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Column 19 (File Format) 


Entry Explanation 

F or blank Fixed-length records 

An F in column 19 indicates that all records in the file are of the same 
length. If this column is blank, F is assumed. 


Columns 20-23 (Block Length) 

Entry Explanation 

Blank The block length for this file equals the record length. These 
columns must be blank for a WORKSTN file and can be blank 
for any other file. 

1-9999 Block length for a DISK file equals the record length or is a 
multiple of the record length. 

1-198 Length of largest output record for a PRINTER file. (Entries 
from 133 through 198 should only be used for printers with 198 
print positions.) 

1- 9999 Block length for a SPECIAL file equals^ the record length or is 

greater than the record length. 

2- 1518 Block length for a CONSOLE file, if entered, must equal the 

record length. 

1-79 Length of largest field keyed for a KEYBORD file. 

1-79 Length of largest output record for a CRT file. 

1-4075 Block length for a BSCA file equals the record length or is a 
multiple of the record length. 

Use columns 20 through 23 to specify the block length for the file. The 
entry made in columns 20 through 23 depends on the device named for the 
file. The block length entry must end in column 23, and leading zeros can 
be omitted (see Figure 21-16). 

The function of the block length entry is to specify the amount of main 
storage to use for the input/output area. The maximum block length is 
9999. The block length entered for DISK files must equal the record length 
or be a multiple of the record length. If the record length is entered but the 
block length is not specified, RPG assumes the block length equals the 
record length. 
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Columns 24-27 (Record Length) 


Entry Explanation 

1-4096 Record length for DISK or SPECIAL files. 

1-9999 Length of largest input or output record for a WORKSTN file. 

1- 198 Length of largest output record for PRINTER files. (Entries 

from 133 through 198 should only be used for printers with 198 
print positions.) 

2- 1518 Record length for CONSOLE files. 

1-79 Length of largest field keyed for KE YBORD files. 

1- 79 Length of largest output record for CRT files. 

2- 58 Twice the record address field length for a record address file 

assigned to the CONSOLE device. 

1-4075 Record length for BSCA files. 

Use columns 24 through 27 to indicate the length of the records in a file. 

An entry must be made for each file, and the entry depends on the device 
named for the file. Entries in these columns must end in column 27, and 
leading zeros can be omitted (see Figure 21-16). 

All records in one file must be the same length. (For update files, the 
length of the record after the record is updated must be the same as it was 
before the record was updated.) The maximum length allowed depends 
upon the device assigned to the file (see Figure 21-16). The record length 
specified can be shorter than the maximum length allowed for the device 
but not longer. 

The record length for KEYBORD files should be the length of the largest 
field to be typed in (that is, the record length equals the largest field length 
specified in columns 49 through 51 of the calculation specifications when 
the KEY operation code is used). If the KEY operation is used to display a 
message, you must also consider the length of the message when you specify 
the record length for the KEYBORD file. The maximum alphameric field 
length is 79 characters, and the maximum numeric field length is 15 
characters. If the record length specified for a KEYBORD file is 40 or less, 
a display of six lines with 40 characters per line is centered both vertically 
and horizontally on the display screen. If the record length is greater than 
40, the display consists of 24 lines with 79 characters per line. 
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Columns 40 
through 46 
(Device) 

Columns 20 through 23 
(Block Length)^ 

Columns 24 through 

27 (Record Length) 

Maximum 

Record Length 

DISK 

Record length or a 
multiple of record 
length 

Record length 

4096 

WORKSTN 

Must be blank 

Length of longest 
input or output 
record 

9999 

PRINTER 

Record length 

Record length 

198 

SPECIAL 

Record length or 
greater than the 
record length 

Record length 

4096 

CONSOLE 

Record length 

Record length 

1518 

Record address file 
record length 

Record length 

58 

KEYBORD 

Length of largest 
field to be keyed 

Length of largest 
field to be keyed 

79-alphameric 

15-numeric 

CRT 

Length of longest 
output record 

Length of longest 
output record 

79 

BSCA 

Record length or a 
multiple of record 
length 

Record length 

4075 

^Block length must be blank for a WORKSTN fi 

ie and can be blank for any other file. 


Figure 21-16. Block Length and Record Length Entries 











































Column 28 (Mode Of Processing) 


Entry Explanation 

Blank Consecutive 

Sequential by key field 
Random by relative record number^ 
Random by key fieldi 
Random by address output file^ 

L Sequential within key-field 

limits 

R Random by key field 

Random by address output file 
Direct file load (random load) 


Use column 28 to indicate the method by which records are to be read from 
the file, or to indicate that a direct file load (random load) is to take place. 

For DISK files specified as primary, secondar}^ demand, chained, or 
full-procedural, the possible processing methods depend upon the 
organizations of the files (see Figure 21-17). For the other types of files, 
consecutive processing is the only possible method. 

Column 31 further identifies the access method for the program. See 
Column 31 (Record Address Type) in this chapter. 
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File Organization 

Possible Processing Methods 

Primary^ Secondary, or Demand Files 

Sequential 

Consecutively 

Randomly by address output file 

Direct 

Consecutively 

Randomly by address output file (except 
demand files) 

Indexed 

Sequentially by key field 

Sequentially within key-field limits 

Randomly by address output file 

Consecutively (not using the index) 

Chained Files 

Sequential 

Randomly by relative record number 

Direct 

Randomly by relative record number 

Indexed 

Randomly by key field 

Randomly by relative record number (not 
using the index) 

Full-Procedural Files 

Sequential 

Consecutively 

Randomly by address output file 

Randomly by relative record number 

Direct 

Consecutively 

Randomly by address output file 

Randomly by relative record number 

Indexed 

Sequentially by key field 

Sequentially within key-field limits 

Randomly by address output file 

Randomly by key field 

Consecutively (not using the index) 

Randomly by relative record number (not 
using the index) 


Figure 21-17. Possible Processing Methods for DISK Files 
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Columns 29-30 (Length Of Key Field Or Record Address 
Field) 


Entry Explanation 

Blank Records are read consecutively 

1-99 Length of key field or relative record number 

Use columns 29 and 30 to indicate: 

• The length in bytes of the key fields in indexed files and record address 
files 

• The total length in bytes of the noncontiguous key fields if a 
noncontiguous key is being used 

• The length in characters of the relative record numbers in address 
output files, which is always 3 

Columns 29 and 30 apply only to indexed files and record address files. 

All of the key fields in the records in an indexed file must be the same 
length. 

The maximum length of a key field is 99 positions, unless an indexed file is 
being processed sequentially within key-field limits using a CONSOLE 
device, in which case the maximum length is 29 positions. Key fields in 
packed decimal format can be up to 8 positions in length. All of the 
relative record numbers contained in an address output file are 3 characters 
long. 
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Column 31 (Record Address Type) 


Entry Explanation 

Blank Relative record numbers are used in processing sequential, direct 
and indexed files. 

A sequential or direct file is being loaded. 

Records are read consecutively. 

Key fields in the record address file are in the same format as 
key fields in the indexed files. 

Relative record numbers from the address output file are used to 
process this file (for full-procedural files only). 

A Key fields in zoned-decimal format are used in processing or 

loading indexed files and processing record address files. 

I Relative record numbers from the address output file are used to 

process the file, or the file is an address output file consisting of 
relative record numbers. 

P Key fields in packed-decimal format are used in processing or 

loading indexed files and processing record address files. 

Use column 31 to indicate how records in a DISK file are identified. 

Column 31 applies to DISK files specified as input, update, or chained 
output files. Together, columns 28 and 31 indicate: 

• The method by which records are read from the file 

• A direct file load 
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Following are the specifications for retrieving records: 


Processing Method 

Entry in Column 28 

Entry in Column 31^ 

Primary, Secondary, or Demand Files 

Consecutive 

Blank 

Blank 

By address 
output2(except 
demand files) 

R 

I 

Sequential by key 
field 

Blank 

A or P 

Sequential within 
key-field limits 

L 

A or P 

Chained Files 

Random by 
relative record 
number 

R 

Blank 

Random by key 
field 

R 

A or P 

Direct file load 
(random load) 

R 


Full-Procedural Files 

Consecutive 

Blank 

Blank 

By address 
output^ 

Blank 

Blank 

Sequential by key 
field 

■IBHI 

A or P 

Sequential within 
key-field limits 

L 

A or P 

Random by 
relative record 
number 

Blank 

Blank 

Random by key 
field 

Blank 

A or P 


When creating a file with key fields in packed-decimal format (P in column 
31), you must specify the key field as packed in your output specifications. 

Wor address output files, column 31 must contain an I, indicating that 
binary relative record numbers are used in processing. For full-procedural 
files processed by address output files, column 31 must be blank. 

3For files that do not allow deletions, a direct file load requires an 0 in 
column 15 and a C in column 16. For files that allow deletions, a direct file 
load requires an O in column 15 and a blank in column 16. 
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Column 32 (File Organization Or Additional Input/Output 
Area) 


Entry Explanation 

Blank Sequential file, direct file, or indexed file processed consecutively 

or randomly, by relative record number. The program uses one 
input/output area for the file. 

I Indexed file processed sequentially or randomly, by key. 

T Address output file. 

1-9 Sequential file. The program uses two input/output areas for the 

file. 

Use column 32 to (1) identify the organization of all DISK files except 

address output files, (2) identify address output files, and (3) indicate 

whether one or two input/output areas are to be used for sequential files. 


Columns 33-34 (Overflow Indicator) 

Entry Explanation 

Blank No overflow indicator is used. 

OA-OG, OV The overflow indicator you specify conditions records will be 
printed when overflow occurs. 

Use columns 33 and 34 to specify an overflow indicator to condition the 
lines in each PRINTER file that will be printed when overflow occurs. 

Only one overflow indicator can be assigned to a file. If more than one 
PRINTER file in a program is assigned an overflow indicator, the indicator 
must be different for each file. 

For more information on overflow processing, see Chapter 7, Using a 
PRINTER File. 


Columns 35-38 (Key Field Starting Location) 


Entry Explanation 

Blank Records are processed consecutively. 

EXTK The file uses noncontiguous fields as its key. 

1-4096 Record position in which the key field begins if the key has only 

one field. 


21-28 



Use columns 35 through 38 to identify the beginning record position of the 
key field for an indexed file that only uses One field as its key, or to 
indicate that an index file uses noncontiguous fields as its key. Columns 35 
through 38 apply only to indexed DISK files, and an entry must be made in 
these columns for an indexed DISK file. The key field of a record contains 
the information that identifies the record. This information is used in the 
index portion of the file. The key field must be in the same location in all 
of the records in the file. The entry in these columns must end in column 
38. Leading zeros can be omitted. 

Key fields can contain hex FF characters. However, if the first character 
or byte of a record is hex FF, the record is treated as a deleted record. 


Column 39 (Extension Code) 

Entry Explanation 

Blank No extension or line counter specifications are used. 

E Extension specifications further describe the file. 

L Line counter specifications further describe the file. 

Use column 39 to indicate whether the file is further described on the 
extension specifications or line counter specifications. Column 39 applies 
only to (1) preexecution-time array and table files, (2) record address files, 
and (3) output files assigned to the printer. Describe PRINTER files on the 
line counter specifications, and describe array, table, and record address 
files on the extension specifications. 
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Columns 40-46 (Device) 


Entry Explanation 


DISK 

WORKSTN 

PRINTER 

SPECIAL 

CONSOLE 

KEYBORD 

CRT 

BSCA 


Disk 

Display station 
Printer 

Used for a device not supported directly by RPG 
Console data file or console record address file 
Keyboard 
Display screen 

Binary synchronous communications adapter 


Use columns 40 through 46 to identify the input/output device used for the 
file. 

All entries must begin in column 40. The devices and the associated file 
types that can be used with each device are shown in Figure 21-18. 
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Figure 21-18 (Part 1 of 2). Devices and Associated File Types. 
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Device 

Form of Data 

File Type 

Column 15 

Column 16 

SPECIAL 

Special device 

Primary input 

I 

p 


Special device 

Secondary input 

I 

s 


Special device 

Demand 

I 

D 


Special device 

Update (primary, 
secondary, or 
demand) 

u 

P, S, or D 


Special device 

Combined 
(primary, 
secondary, or 
demand) 

c 

P, S, or D 


Special device 

Output 

0 


CONSOLE 

Typed in by 
operator 

Primary input 

I 

P 


Typed in by 
operator 

Secondary input 

I 

S 


Typed in by 
operator 

Demand 

I 

D 


Typed in by 
operator 

Record address 
files containing 
key-field limits 

I 

R 

KEYBORD 

Typed in by 
operator 

Primary input 

I 

P 


Typed in by 
operator 

Demand 

I 

D 

CRT 

Display lines 

Output 

0 


BSCA 

Data 

communications 

line 

Primary input 

I 

P 


Data 

communications 

line 

Secondary input 

I 

S 


Data 

communications 

line 

Demand 

I 

D 


Data 

communications 

line 

Output 

0 



Figure 21-18 (Part 2 of 2). Devices and Associated File Types. 


21-32 
































Figure 21-19 shows the columns that can be used for the devices named. 
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Figure 21-19. Columns That Apply to Device Named 


Device Types 


The device type tells what part of the computer provides input files to a 
program or receives output files from the program. The device type is 
coded in columns 40 through 46 of the file description specifications. The 
eight device types are: DISK, WORKSTN, PRINTER, SPECIAL, 
CONSOLE, KEYBORD, CRT, and BSCA. 


DISK 


The DISK device is an input/output device that allows RPG programs to 
process data stored on a magnetic disk drive (disk). Data stored on a disk 
is called a DISK file. A DISK file can be used for input, for output, or for 
both. 

Chapter 5 explains how to code an RPG program that uses a DISK file. 


WORKSTN 


The WORKSTN device is an input/output device that allows RPG programs 
to communicate with one or more display stations. WORKSTN stands for 
work station, which is another name for display station. A display station 
consists of a display screen on which data is displayed and an attached 
keyboard from which data is entered. Use the System/36 display format 
specifications to define input and output for a WORKSTN file. 
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A program can use no more than one WORKSTN file, and a program that 
uses a WORKSTN file cannot use CONSOLE, KEYBORD, or CRT files. 

Chapter 6 explains how to code a program that uses a WORKSTN file. 


PRINTER 

A PRINTER file can be used only for output. A program can use up to 
eight PRINTER files. 

Chapter 7 explains how to code an RPG program that uses a PRINTER file. 

SPECIAL 

A SPECIAL file is handled by a device not directly supported by RPG. To 
use a SPECIAL file, you must use a subroutine to transfer data between the 
SPECIAL device and main storage. 

Chapter 8 explains how to code an RPG program that uses a SPECIAL file. 

CONSOLE 

The CONSOLE device is an input device that allows RPG programs to read 
data records directly from a display station. CONSOLE is another word for 
display station. A CONSOLE file can be used as a record address file or as 
an input data file. If used as a record address file, the file must be further 
defined on extension specifications. A CONSOLE file can be used only as 
an input file. It cannot be used to display the records in a file. 

Chapter 9 explains how to code a program that uses a CONSOLE file. 

KEYBORD 

The KEYBORD device is an input device that allows RPG programs to 
receive data via the KEY and SET operation codes. Input specifications 
are not used for KEYBORD files. Instead, the input data is defined in the 
KEY and SET operations. 

Chapter 9 explains how to code an RPG program that uses a KEYBORD 
file. 

CRT 


The CRT device is an output device that allows RPG programs to write data 
to a display station. CRT stands for cathode ray tube, which means the 
display screen of a display station. A CRT file can be used only as an 
output file to display information on the screen. A person using the display 
station cannot change this displayed information. 

Chapter 9 explains how to code an RPG program that uses a CRT file. 
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BSCA 


A BSCA file allows an RPG program to send and receive binary 
synchronous data on a data communications network. 

Chapter 10 explains how to code an RPG program that uses a BSCA file. 


Columns 47-52 


Columns 47 through 52 are not used. Leave them blank. 


Column 53 (Continuation Lines-K) 

Entry Explanation 

K Continuation record 

Use column 53 to indicate that a continuation record provides additional 
information about the DISK file, WORKSTN file, or SPECIAL file being 
defined. Only one continuation record can be specified for each DISK file 
or each SPECIAL file; however, several continuation records can be 
specified for a WORKSTN file. When you specify a continuation record for 
a SPECIAL device, columns 54 through 59 (continuation-line option) must 
be coded. When you specify a continuation record for a DISK or 
WORKSTN device, columns 54 through 65 must be coded. Figure 21-20 
shows an example of the coding necessary for a continuation line on the file 
description specifications for a SPECIAL file. 



Figure 21-20. Specifications for a SPECIAL Device 
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Columns 54-59 


Name of Label Exit 

Entry Explanation 

Blank No SPECIAL device is used. 

SUBRxx Name of the user-written or IBM-written subroutine that cannot 
be overlaid and that performs the input/output operation for a 
SPECIAL device. (For a user-written subroutine, x = any 
alphabetic character. Numeric characters are reserved for 
IBM-supplied subroutines.) 

SRyzzz Name of the IBM-written subroutine (5-character name in library 
is @yzzz) that performs the input/output operation for a 
SPECIAL device (y = any of the following 15 characters: B, C, 

D, F, G, H, I, L, M, O, P, R, S, T, or U; z = any of the following 
16 characters: A, B, C, D, F, G, H, I, L, M, 0, P, R, S, T, or U). 

Note: Subroutines of the type SRyzzz can be overlaid. Modifications 
within the subroutine code may or may not be present the next time the 
subroutine is used. 

Use columns 54 through 59 to specify the subroutine that performs the 
input/output operations for a file assigned to a SPECIAL device. Columns 
54 through 59 must contain an entry for each file assigned to a SPECIAL 
device. The subroutine name entered in columns 54 through 59 can be from 
4 to 6 characters long. For a user-written subroutine the first 4 characters 
must be SUBR; the remaining characters can be any alphabetic character. 

Note: If the user-written subroutines are in a different library from the 
RPG source program, the name of the library containing the subroutines 
must be specified at compilation time. 

Continuation-Line Option for DISK File 

The RECNO option is used to randomly add records to, or to load, a DISK 
file that allows records to be deleted. 

Option Value 

RECNO Name of a numeric field that is 7 digits long with zero decimal 

positions. The name must be coded in the leftmost of columns 60 
through 65. This field name must be specified if records are to be 
added randomly to a direct or sequential file that allows 
deletions. This field name is also required for a direct file load of 
a file that allows deletions. 

You must place in the RECNO field the relative record number 
of the record to be added to the file. It must be the relative 
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record number of a deleted record. A deleted record is one that 
has been initialized to hex FFs. RPG uses the relative record 
number in the REGNO field to determine where a record is to be 
loaded (direct file load) or added (ADD on output specifications). 

Note: If the program successfully reads a record from a 
sequential or direct file by a CHAIN or READ operation, RPG 
places the relative record number of this record in the REGNO 
field. 

Continuation-Line Options for WORKSTN File 

The following options can be specified for a WORKSTN file if more than 
one device is attached to a program or if you want to specify the 
WORKSTN file information data structure (INFDS) or the WORKSTN 
exception/error-processing subroutine (INFSR). The NUM keyword is 
required if the program attaches more than one device to a file at the same 
time. Enter the keyword in columns 54 through 59 and the value in 
columns 60 through 65 (columns 60 through 67 can be used if the FMTS 
option is specified). 

Note: For WORKSTN files, a device can be either a display station or an 
SSP-ICF session. 

Option Value 

NUM Maximum number of devices that can be attached to this file at 
one time. The number specified must be coded in the rightmost 
of columns 60 through 65. If a number is not specified, 1 is 
assumed. If a number is specified, NUM must be greater than or 
equal to the number of requesters specified by the MRTMAX 
parameter when the program is compiled plus the number of 
acquired devices (those specified on the control language 
WORKSTN statement or in the AGQ operation). The number 
specified on the MRTMAX parameter is reserved for requesters. 
The difference between the MRTMAX value and the NUM value 
is the maximum number of acquired devices that can be attached 
to the program at one time by using control language statements 
or the AGQ operation. For example, if the MRTMAX value is 5 
and the NUM value is 6, only one acquired device can be 
attached to the program, even if only one requester is presently 
signed on. 

SAVDS Name of a data structure that is to be saved and restored for 

each device attached to this file. The name must be coded in the 
leftmost of columns 60 through 65. This data structure cannot be 
a display station local data area, and it cannot contain a 
compile-time array or a preexecution-time array. If SAVDS is 
not specified, no data area swapping is done. 

IND Number of indicators, beginning with 01, that are to be saved 

and restored by display station. 

Prior to reading from a WORKSTN file, RPG saves indicators 01 
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through the number specified, for the device from which the last 
input record was read. After the read, indicators are restored 
from the save area belonging to the current device. No store is 
done before the first read. Therefore, after the first read, the 
indicators are restored from a blank save area, thereby setting 
them all off. 

If IND is not specified, no indicator swapping is done. The entry 
must be coded in the rightmost of columns 60 through 65. 

Note: For SAVDS and IND, only one copy of the data structure 
and indicators is available at a time. The indicators and data 
structure that are available are those associated with the device 
from which the last input was read. 

The data structure and indicators that are available change each 
time an input operation (either a primary file input or a demand 
file read) is executed. On an input operation, the present copy of 
the data structure and indicators in the program is written to a 
save area for the device from which the previous input was read. 
The data structure and indicators for the device now being read 
from are then written from the save area associated with the 
device to the program SAVDS and IND areas. After the first 
input operation for each device, all the restored indicators will 
be off and all the fields in the SAVDS data structure will be 
blank. (For more information, see Chapter 6, Using a 
WORKSTN File.) 

SLN Name of a 2-digit numeric field whose value determines the first 
line on the display screen where the display format is to begin if 
a variable starting line number (V in column 17 of the display 
format S specification) was specified in the format. The name 
must be coded in the leftmost of columns 60 through 65. If SLN 
is not specified, all formats having a variable starting line 
number begin on line 1. 

FMTS ’^NONE. Indicates that there are only SSP-ICF formats present 
in this program. 

Name of the load member that contains the display formats. The 
compiler uses the name specified here as the name of the display 
format load member. The name entered can be from 1 to 8 
characters in length and must be coded in the leftmost of 
columns 60 through 67. If a name is not entered, the compiler 
assumes that the name of the display format load member is the 
program name (from columns 75 through 80 of the control 
specification) with FM added to the end of the name. 

ID Name of a 2-character, self-defining alphameric field that 

contains the identification of the device that supplied the record 
being processed in this file. The name must be coded in the 
leftmost of columns 60 through 65. The ID field is updated 
whenever a record is read from the WORKSTN file. Therefore, it 
always contains the identification of the device from which the 
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last record was read (unless your program moves a different 
identification into the ID field). This field is considered 
self-defining because it need not be specified as an input or result 
field. For a multiple device file, you can direct an operation to a 
device other than the one currently being processed by changing 
the value in the ID field to the symbolic ID of another device in 
the file before performing the output operation. 

The device identifications are assigned at system configuration 
time. Display station identifications are in the form AX, where A 
is any alphabetic character (A-Z, #, or $) and X is any 
character. If a control language WORKSTN statement exists for 
the display station, the identification is the same as the value of 
the SYMID parameter. 

SSP-ICF session identifications can be in two formats. They are 
either NN where N is numeric (0-9), or NA where N is numeric 
and A is alphabetic (A-Z, #, @, or $). If the format is NA, a 
control language SESSION statement must be specified with a 
SYMID parameter whose value is also in an NA format. 

INFSR Name of the user-written calculation subroutine designated as 

the WORKSTN exception/error-processing subroutine. The name 
must be coded in the leftmost of columns 60 through 65. Control 
may be passed to this subroutine if an exception/error occurs 
during the following operations: ACQ, REL, NEXT, POST, input 
(READ or primary input), or output (EXCPT operation or normal 
cycle output). If INFSR is not specified, the program halts if an 
exception/error occurs. See Handling Exceptions and Errors in 
Chapter 6 for more information on INFSR. 

INFDS Name of the data structure that contains the identification of the 
type of exception/error condition and an indication of the 
WORKSTN operation that was executing when the 
exception/error condition occurred. The name must be coded in 
the leftmost of columns 60 through 65. If INFDS is not specified, 
this information is not available to the RPG program. 

CFILE Name of a communications file that associates a WORKSTN file 
with a communications format file defined through the 
interactive data definition utility (IDDU). For more information 
about IDDU, see Interactive Data Definition Utility in Chapter 6, 
and see the manual Getting Started with the Interactive Data 
Definition Utility (IDDU), GC21-8003. 

Continuation-Line Option for SPECIAL Device 

Option Value 

Array/table Name of array or table used by the user-written subroutine 
name. 
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Columns 60-65 (Storage Index) 


Columns 60 through 65 are not used. Leave them blank if this is not a 
continuation line. 


Column 66 (File Addition) 

Entry Explanation 

A New records are added to the file. 

U Records are to be loaded for an indexed file in unordered 

sequence (random sequence). 

Use column 66 to indicate: 

• The program is to add new records to the file. Records can be added at 
detail, total, or exception time during the program cycle. 

• The program is to load records in an unordered sequence. 

Column 66 applies to direct, sequential, and indexed DISK files. 

Note: Adding records to a file also requires a corresponding ADD entry in 
columns 16 through 18 of the output specifications. 

For more information about adding records to a DISK file, see Chapter 5. 


Columns 67-70 


Columns 67 through 70 are not used. Leave them blank. 


Columns 71-72 (File Condition) 

Entry Explanation 

Blank The file is not conditioned by an external indicator. 

U1-U8 The file is conditioned by the specified external indicator. 

Use columns 71 and 72 to indicate whether the file is conditioned by an 
external indicator. Columns 71 and 72 apply to input (excluding table input 
files and KEYBORD files), update, and output files. A file conditioned by 
an external indicator is used only when the indicator is on. When the 
indicator is off, the file is treated as though the end of the file is reached; 
that is, no records can be read from or written to the file. 
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The external indicators are normally set prior to processing by the control 
language SWITCH statement or by a previous RPG program. Their setting 
can be changed during processing, allowing the program to alter the status 
of these indicators. However, if an external indicator conditions a file, that 
indicator must be set on when the program is loaded in order to use the file 
in the program. For information about how to save and restore the 
external indicators for each display station attached to a WORKSTN file, 
see Chapter 6. 

If a file is conditioned by an external indicator, any calculations that are 
not done when the file is not used should also be conditioned by the same 
indicator. 


Columns 73-74 

Columns 73 and 74 are not used. Leave them blank. 


Columns 75-80 (Program Identification) 

Entry Explanation 

Blank Program identification defaults to the program 

name specified on the control specification. 

Any valid program name Program identification. The first character must 

be alphabetic but cannot be #, $, or @. The 
remaining characters must be alphameric with 
imbedded blanks. No special character can be 
used. 

Columns 75 through 80 can contain any characters. These columns can 
contain the program name used in the control specification, or they can 
contain any other characters to identify a certain portion of the program. 
These entries are ignored by the compiler but appear in the source program 
listing. 

Note: To be compatible with other RPG systems, the specifications sheets 
show only 80 positions for each statement. However, each statement in an 
RPG source program can contain up to 96 characters. Columns 81 through 
96 are available for comments. 
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Chapter 22. Extension Specifications 
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Chapter 22. Extension Specifications 


Extension specifications describe all record address files; compile-time or 
preexecution-time tables; and compile-time, preexecution-time, or 
execution-time arrays used in a program. Write these specifications on the 
RPG Extension and Line Counter Specifications sheet (see Figure 22-1). 
Record address files require entries in columns 11 through 26. 

Preexecution-time arrays and tables require entries in columns 11 through 
45. Compile-time arrays and tables require entries in columns 19 through 
45. Execution-time arrays require entries in columns 27 through 32 and in 
columns 36 through 45. If you want to specify an alternating array or table 
with the array or table described in columns 11 through 45 or 19 through 
45, the alternating array or table must be described in columns 46 through 
57 of the same line. A maximum of 75 arrays, tables, or data structures can 
be used in a program; however, only 70 of these can be compile-time arrays 
or tables. 
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Comments 






















Figure 22-2 shows possible extension specifications. See Chapter 13, Using 
Arrays and Tables, for a complete discussion of arrays and tables. 



For tables and all arrays except execution-time arrays, columns 19 through 
26 are optional. For all arrays and tables, columns 46 through 57 are 
optional. 

Execution-time arrays are loaded by input and/or calculation specifications. 
For record address files, columns 11 through 26 must have entries. 


Figure 22“2. Possible Entries for Extension Speci^cations 
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Columns 1-2 (Page) 

Entry Explanation 

Blank No page number is used. 

01-99 Page number. 

Use columns 1 and 2 in the upper right corner of each sheet to number the 
specifications sheets, in ascending order, for your job. You can use more 
than one of each type of sheet, but keep all sheets of the same type 
together. 


Columns 3-5 (Line) 

Entry Explanation 

Blank No line number is used. 

Any numbers Line numbers. 

Use columns 3 through 5 to number the lines on each page. Columns 3 and 
4 are preprinted on each sheet so, in most cases, line numbering is already 
done. 

Page and line numbers are optional entries and are not required to 
successfully run an RPG program. Columns 1 through 5 are checked for 
ascending order, and RPG prints an S in the left margin of the RPG listing 
for any statement that is out of order. If you use SEU to enter the source 
program, you can request that SEU serialize the statements. 


Column 6 (Form Type) 

An E must appear in column 6 to identify this line as an extension 
specifications statement. 


Column 7 (Comments) 

Entry Explanation 

* Comment line 

Use an asterisk in column 7 to identify the line as a comment line. Use 
comments throughout your program to document the purpose of a certain 
section of coding. You can use any character in a comment line. 
Comments are not instructions to your program; they only document your 
program. 
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Columns 7-10 


Columns 7 through 10 are not used to specify the record sequence of the 
chaining file or the number of the chaining field. Leave them blank. 


Columns 7-12 (/EJECT) 

Entry Explanation 

/EJECT The specifications following this entry are to begin on a new 
page of the compiler listing. 

The /EJECT specification is not printed on the compiler listing. 


Columns 7-12 (/TITLE) 

Entry Explanation 

/TITLE The heading information (such as a title or security 

classification) that follows the /TITLE entry appears at the top of 
each page of the compiler listing. The heading information is 
entered in columns 14 through 74. 

A program can contain more than one /TITLE statement. Each /TITLE 
statement provides heading information for the compiler listing until the 
next /TITLE statement is read. To print on the first page of the compiler 
listing, a /TITLE statement must be the first statement read. Information 
specified by the /TITLE statement is printed in addition to compiler heading 
information. 

The /TITLE statement causes an eject to the next page before the title is 
printed. The /TITLE statement is not printed on the compiler listing. 


Columns 7-14 (/SPACE) 


Entry Explanation 

/SPACEbn Line spacing occurs at this point in the compiler listing 

Valid entries for n are 1 to 3. If you do not specify n, 1 is 
assumed. 

One blank (b) must come before the value you specify for n. The value you 
specify for n indicates the number of blank lines to be spaced before the 
next specification line is printed. If n is greater than the number of lines 
remaining on the current page, the next specification line is printed on a 
new page. If you specify just /SPACE, one line is spaced. 
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/SPACE is not printed on the compiler listing but is replaced by the actual 
line spacing. The spacing indicated by /SPACE is in addition to the three 
blank lines that occur between specification types. 


Columns 11-18 (From tilename) 


Entry Explanation 

Blank Array or table is loaded at compilation time if there is 
an entry in columns 33 through 35. 


Array is loaded at execution time (by input and/or 
calculation specifications) if there is no entry in 
columns 33 through 35. 

Record Name of the record address file. 

address 

filename 

Array Name of the array or table file loaded at preexecution 

or table time. 

filename 

Use columns 11 through 18 to name an array file, table file, or record 
address file. Filenames must begin in column 11. The record address 
filename must always be entered in these columns and also on the file 
description specifications. The filename of every preexecution-time array or 
table used in the program must be entered in these columns and on the file 
description specifications. Leave columns 11 through 18 blank for 
compile-time arrays or tables and for arrays loaded by input and/or 
calculation specifications (execution-time arrays). 

When an array or table is loaded at compilation time, it is compiled along 
with the source program and included in the object program. Such an 
array or table does not need to be loaded separately every time the program 
is run. Only those arrays and tables that contain constant data should be 
compiled with the program. 

When arrays or tables are compiled with the program, the array or table 
records must always follow the RPG source program. A record with **h (b 
= blank) in positions 1 through 3 must separate the RPG source program 
from the array or table records. Arrays or tables must be separated from 
each other by records with **h in positions 1 through 3. Because **h in 
positions 1 through 3 indicates the start of an array or table, must not 
be specified in positions 1 through 3 of the array or table input records. 

Short tables (tables that contain blank entries) can be compiled with the 
program, but a warning is issued. See Columns 36-39 in this chapter for a 
discussion of short tables. 
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Columns 19-26 (To Filename) 


Entry 


Explanation 


Name of 
an input 
or update 
file 


File processed by the record address file 
named in columns 11 through. 18. 


Name of 
an output 
file 


Output file to which an array or table is 
to be written at end of job. 


Use columns 19 through 26 to defi,rie the relationship between a file named 
in these columns and a file named in columns 11 through 18 or to name the 
file to which an array or table is to be written at end of job. Filenames 
must begin in column 19. 

If a record address file is named in columns 11 through 18, the name of the 
input or update file that contains the data records to be processed must be 
entered in columns 19 through 26. Do not enter the record address filename: 
in these columns. 

If an array or table is to be written at end of job (that is, afcer last record 
processing), enter the filename of the output file in columns 19 through 26. 
This output file must be named previously in the file descriTpifioii 
specifications. An array or table can be written to only one outp-uc he' 0 /:'C 
Leave columns 19 through 26 blank if the array or table is not to be 
written. 

If an array or table is assigned to an output file, it is automatically written 
after ail other records are written. The array or table is written in the 
same format in which it was entered. 

Because there is no program, control over the output format when an entry 
is made in columns 19 through 26, those cases where formatting is required 
should be provided for in the program through the output specifications or 
by the EXCFT operation that writes one item at a time. For more 
information, see Chapter 28, Operation Codes. Arrays or tables sliould be: 
written only after all records are processed (last-record indicator ILK is on). 
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Columns 27-32 (Array or Table Name) 


Entry Explanation 

Array or Name of array or table used in the 

table program 

name 

Use columns 27 through 32 to name the array or table. No two arrays or 
tables can have the same name. The rules for forming array and table 
names are discussed in the following text. 


Array Name 

Each array used in a program must be given a separate name that does not 
begin with the letters TAB. The name can be from 1 to 6 characters long 
and must begin with an alphabetic character. This array name is used 
throughout the program. To refer to the entire array, use the array name 
alone. To refer to a single element of the array, use the array name plus an 
index. See Array Name and Index in Chapter 13 for more information on 
array names and on referencing array entries. 

Table Name 


Every table used in your program must have a name that begins with the 
letters TAB. The entire table name can be from 3 to 6 characters long. 

After the letters TAB, 1 to 3 alphabetic or numeric characters can be used 
(no special characters are allowed). Blanks cannot appear between 
characters in the table name. Any name in columns 27 through 32 that 
does not begin with TAB is considered an array name. 

The table name entered in columns 27 through 32 is used throughout the 
program. However, different results can be obtained depending upon how 
the table name is used. When the table name is used in factor 2 or the 
result field of the calculation specifications with a LOKUP operation, the 
name refers to the entire table. When the table name is used with any 
other operation code, the name refers to the table entry last selected from 
the table by a LOKUP operation (see Operation Codes, LOKUP in Chapter 
28 and Using Arrays and Tables in Chapter 13). 

Table files are processed in the order they are specified on the extension 
specifications. 

Therefore, if you have more than one table file, the files should be loaded in 
the same order as they appear on the extension specifications. 

If two tables are in alternating format in one file, the table whose entry 
appears first must be named in columns 27 through 32. The second table is 
named in columns 46 through 51 (see Figure 22-3). 
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Two tables (TABA and TABB) are described in alternating format. An item for TABA appears first„ 
Thus, TABA is named in columns 27 through 32 of the extension specifications sheet (see Part 2 of 
this figure); TABB is named in columns 46 through 51. 



The account number and the amount due 
•for that account number are corresponding 
table items. 


Note: The decimal points shown in Table B are only for illustration purposes. Decimal points e,re 
not a part of array or table input data. 



Entry 1 Entry 2 Entry 3 Entry 4 Entry 5 Entry 6 Entry 7 


The corresponding items from the tables are entered in the system, in alternating forro.at, 
Corresponding items from the two tables are considered as one entry. 

Figure 22-3 (Part 1 of 2)o Related Tables 
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Table entries for the two tables, A and B, are entered in alternating format. A1 and Bl, the 
corresponding items in tables A and B, are considered one entry. Even though 14 table items are 
listed, there are only seven table entries. 



This entry indicates the number of table entries in 
each input record. Remember, corresponding items 
from the two tables are considered as one entry. 


Figure 22-3 (Part 2 of 2). Related Tables 


2240 



(Kniribeif Eidfcries per BVsrerd) 


Entry Explanation. 


I-999 


MiiiiiliBr of array or table Oiitnes 
record 


irk eaCii taoio or aiTay inpiir 


Use columns 33 through 35 to indicate the exa«3t number of array or table 
entries in each array or table input record,. The mmiber must end in 
column 35. Every array or table input record except the last must c‘ontaiii 
the sam,e number of entries as indicated in columns 33 through 35, Ihc last 
record can contain fewer entries than indicated, but not more. Camnnnes 
can be entered on table input records in the positions following the ianie 
entries, 

if two arrays or tables are in alternating format in one file, each array or 
table input record must contain the corresponding entries from eaen array 
or table. The -ig lirifs Cu' Tne jfz or cvc c e 

ccnsideredl one entry and musT be on the same record, 

apply to tine use oi coi'LiLmii.3 tx CiirGuigii ii5 anci oo tiirougri 05^ 

© For a pree Keen toon nime array, colunins 11 through 18 must conte.m h 

h lenan"f n' i '' -■«rr^n'-' -’o , n© ni\'gT onnw g-in 

0^ np ft^TT^ 'r'U -yofn -fliff __ 

J) I "" liyi P U „ T ( , ,, T j r r ,a> ^ 

® For an execution-time array, columns 11 through 18 and columns 33 
through 35 must be blank. 
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Columns 36-39 (Number of Entries per Table or Array) 


Entry Explanation 

1-9999 Maximum number of array or table entries 

Use columns 36 through 39 to indicate the maximum number of entries that 
can be contained in the array or table named in columns 27 through 32. 

This number applies to one array or table or to two arrays or tables in 
alternating format. The number entered must end in column 39. 

Because the number of entries for two arrays or tables written in 
alternating format must be the same, the number in these columns also 
gives the number of entries in the second array or table specified in 
columns 46 through 51. 

If the array or table is full, these columns give the exact number of entries 
in it. However, if the array or table is not full, these columns give the 
number of entries that can be put into it (see Figure 22-4). An array or 
table that is not full is one that contains unused entries and is known as a 
short array or table. 

A compile-time array or table should be full. However, if it is not full (a 
short array or table), the array or table is compiled with the program, and a 
warning is issued. In storage, the unused entries in a short array or table 
are filled with blanks or zeros (for alphameric or numeric arrays or tables, 
respectively). 

A preexecution-time array or table need not be full. 
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TABPRT 

TABAMT 

(Part Number) 

(Price) 

001 

127.62 

002 

198.32 

003 

.27 

004 

.01 

005 

1.98 

009 

3.79 

010 

5.67 

014 

2.33 

026 

14.67 

045 

29.33 

096 

29.34 

097 

.05 

098 

.09 

099 

1.19 

100 

2.22 

101 

126.73 

110 

596.74 

115 

393.75 

126 

697.75 

1 137 

1.92 


TABPRT 
(Part Number) 

TABAMT 

(Price) 

001 

127.62 

002 

198.32 

:HES9iHil 

.27 


.01 


1.98 






























I 


if this data is entered into the 
system, TABPRT and TABAMT 
will be full {20entnes fill the tabieK 


If this data is entered into the 
system, TABPRT and TABAMT 
will not be full 


Note: 

The decimal points shown in these tables are only for 
illustration purposes. Decimal points are not part of table 
input data. 


Record Sequence of the Chaining File 


Number of the Chaining Field 


From Filename 


11 12 13 14 15 16 17 18 


To Filename 


19 20 21 22 23 24 25 26 


Table or 
Array Name 


Number 

of 

Entries 


Entries 
Per Table 
or Array 


Table or 
Array iName 

(Alternating 

Format) 


45 46 47 48 49 50 51 52 53 


55l56|57|58 59 60 61 62 63 64 65 66 67 68 69 70 7! 72 1 




LLLUit 




This entry indicates that TABPRT and TABAMT 
can both have a maximum of 20 entries. 


Figure 22"4« Table Entries (Number per Table) 
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Columns 40-42 (Length of Entry) 


Entry 

Explanation 

1-15 

Length of a numeric entry 

1-256 

Length of an alphameric entry 


Use columns 40 through 42 to specify the length of each entry in the array 
or table named in columns 27 through 32. The number entered must end in 
column 42, For numeric arrays or tables in packed decimal format, enter 
the zoned decimal length in columns 40 through 42. For numeric arrays or 
tables in binary format, enter the number of digits required in storage for 
the binary field. For a 2-position binary field, the entry in columns 40 
through 42 is 4; for a 4-position binary field, the entry is 9. 

All array or table entries must have the same number of characters. It is 
almost impossible, however, for every item to be the same length. 

Therefore, add leading zeros for numeric entries and add blanks after 
alphameric entries to make them the same length (see Figure 22-5). 


List of Months 

TABMO 

JANUARY 

JANUARYi5)6 

FEBRUARY 

FEBRUARYJi 

MARCH 

MARCH)6t5t5)6 

APRIL 

APRILJ4^St5t5 

MAY 

mnmw 

JUNE 

JUNE)6i6^j6jii 

JULY 


AUGUST 

AUGUST)i0t5 

SEPTEMBER 

SEPTEMBER 

OCTOBER 

0CT0BER)it5 

NOVEMBER 

N0VEMBERI6 

DECEMBER 

DECEMBER)4 


All entries must have the same length. Those items that are not as long as 
the longest item must be padded with blanks (b). 

Figure 22-5. Length of Table Entries 
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If two arrays or tables are entered in alternating format, the specification 
in columns 40 through 42 applies to the array or table whose entry appears 
first in the record (see Figure 22-6). 

See Chapter 13, Using Arrays and Tables, for more information. 


TABCOD 

(Code) 

TABAMT 

(Amount) 

021 

217.43 

022 

93.06 

023 

8.14 

040 

2166.58 

041 

39.23 

060 

1741.78 

117 

83.33 

118 

5.12 

143 

72.03 

352 

i 253.96 



3 

Positions 

6 

Positions 


Two tables are entered in alternating format, TABCOD and TABAMT, 

Each item in TABCOD is 3 characters long; each item in TABAMT is 6 
characters long. Since TABCOD is entered in the system, first, its length, 3, 
is specified in columns 40 throug.h 42. The length of items in TABA.MT is 
in columns 52 through 54. 

Note: The decimal points shown in these tables are only for illustration 
purposes. Decimal points are not a part of table input data. 



The length of the table item that is first entered in 

the system must appear in columns 40 through 42» 


Figure 22--6. Length of Corresponding Table Items 
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Column 43 (Packed or Binary Field) 

Entry Explanation 

Blank Data for array or table is in zoned decimal format or is 
alphameric. 

P Data for array or table is in packed decimal format on disk. 

B Data for array or table is in binary format on disk. 

Use column 43 to indicate that a numeric field in a preexecution-time array 
or table file is in packed or binary format. Leave column 43 blank if the 
field is in zoned decimal format. See Column 43 under Field Description 
Entries in Chapter 25 for more information on packed or binary format. 


Column 44 (Decimal Positions) 

Entry Explanation 

Blank Alphameric array or table 

0-9 Number of positions to the right of the decimal in numeric array 

or table items 

Use column 44 to indicate the number of decimal positions in a numeric 
array or table entry. Column 44 must always have an entry for a numeric 
array or table. If the entries in an array or table have no decimal positions, 
enter a 0. 

If two arrays or tables are entered in alternating format, the specification 
in this column applies to the array or table containing the entry that 
appears first on the record. 
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Column 45 (Sequence) 


Entry Explanation 

Blank No particular order 

A Ascending order 

D Descending order 

Use column 45 to describe the sequence (either ascending or descending) of 
the data in an array or table. 

When an entry is made in column 45, the array or table is checked for the 
specified sequence. If a compile-time array or table is out of sequence, a 
terminal error occurs, and the compiler halts. If a preexecution-tiiiie array 
or table is out of sequence, an error occurs, and the program halts 
immediately. The program can be restarted from the point ruhere it Iialted 
if you do not want to correct the ouhoTsequeiice condition; however, if you 
do correct the out-ohsequence condition, program execution must be 
restarted from the beginning.. 

Ascending order means that the array or table entries start with the 
data entry (according to the collating sequence) and proceed to the highest. 
Descending order means that the array or table entries start with the 
highest data entry and proceed to the loivest. 

If two arrays or tables are entered in alternating format, the entry in 
column. 45 applies to the array or table containing the entry that appears 
first on the record. When the LOKUP operation is used to seairch an array 
or table for an entry to determine whether the entry is high or low' 
compared with the search word, the array or table must be in. either 
ascending or descending order. See LOKUP in Chapter 28 for luiore 
information. 

An execution-time array (built by input and/or calculation .specifications) is 
not sequence-checked. However, an A or D entry must be specified if a 
high or lo"w LOKUP operation is performed. 
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Columns 46-57 


Entry Explanation 

Array or Name and description of the alternating 

table array or table 

name and 
description 

Use columns 46 through 57 only to describe a second array or table that is 
entered in an alternating format with the array or table specified in 
columns 27 through 45. All fields in this section have the same significance 
and require the same entries as the fields with corresponding titles in 
columns 27 through 45. See the previous discussion on those columns for 
information about correct specifications. Leave these columns blank for a 
single array or table. 


Columns 58-74 (Comments) 

Columns 58 through 74 can be used for comments to document the purpose 
of each specification line. 


Columns 75-80 (Program Identification) 


Entry Explanation 


Blank Program identification defaults to the program name 

specified on the control specifications. 


Any valid Program identification. The first character must be 
program alphabetic but cannot be #, $, or @. The remaining 
name characters must be alphameric with no imbedded 

blanks. No special character can be used. 


Columns 75 through 80 can contain any characters. These columns can 
contain the program name used in the control specifications, or they can 
contain any other characters to identify a certain portion of the program. 
These entries are ignored by the compiler but appear in the source program 
listing. 


Note: To be compatible with other RPG systems, the specifications sheets 
show only 80 positions for each statement. However, each statement in an 
RPG source program can contain up to 96 characters. Columns 81 through 
96 are available for comments. 


22-18 



23. Line Counter Specifications 

Columns 1-2 (Page) 

Columns 3-5 (Line) o . 

Column 6 (Form Type) „ 

Column 7 (Comments) „ .. .. .. ., ,> , , , , . , . , 

Column 7-1.2 {/EJECT) 

Columns 742 (/TITLE) .. . . 

Cc'IuixiIjS 'T-'le I/SPACE) .. . . , . . .. , .. , , „ , „ 

CoLiimijs 744 (Filename) . ... , 

Co.ium.iiB 15”!? (Line Niimber-Nuiricei o: per o. h' 

Columns 1849 (Forro. Length) , . , ... . . 

Columns 2042 (Line Number-Overflow Line) ....... 

Columns 2344 (Overflow Line) 

Golumns 25-74 .................. .............. . 

Columns 75-80 (Program Identification) ........... 
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Chapter 23. Line Counter Specifications 


Line counter specifications indicate at what line overflow occurs and the 
length of the form used in the printer. Both of these entries may be 
specified on the RPG Extension and Line Counter Specifications sheet (see 
Figure 23-1). 

Line counter specifications may be used for each PRINTER file in your 
program. If no line counter specifications exist, the form length used is the 
form length specified on the PRINTER OCL statement. (See the LINES 
parameter of the PRINTER OCL statement in the System Reference manual 
for a description of the defaults for the form length.) In this instance, the 
overflow line is assumed to be six lines less than the specified form length. 
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Keying 

Instruction 

Graphic 
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Card Electro Number 

Programmer j Date 

Key 
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Ij 

..' 



Page 


1 2 

nn°' 


GX21-9091 UM/050* 

Printed in U.S.A. 


Program 

Identification 


rm 


Extension Specifications 


F 

Record Sequence of the Chaining File 

■ 

91 

1 

1 

1 

oc 

m 

43 


* Sequence (A/D) 

Table or 
Array Name 

(Alternating 

Format) 

46 47 48 49 50 51 

Length 

of 

Entry 

52 53 54 

OC 

Q. 

55 


Q 

< 

8 

1 

57 





Number of the Chaining Field 

Line 

3 4 5 
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Columns 1-2 (Page) 


Entry Explanation 

Blank No page number is used. 

01-99 Page number. 

Use columns 1 and 2 in the upper right corner of each sheet to number the 
specifications sheets, in ascending order, for your job. You can use more 
than one of each type of sheet, but keep all sheets of the same type 
together. 


Columns 3-5 (Line) 

Entry Explanation 

Blank No line number is used. 

Any Line numbers, 

numbers 

Use columns 3 through 5 to number the lines on each page. Columns 3 and 
4 are preprinted on each sheet so, in most cases, line numbering is already 
done. 

Page and line numbers are optional entries and are not required to 
successfully run an RPG program. Columns 1 through 5 are checked for 
ascending order, and RPG prints an S in the left margin of the RPG listing 
for any statement that is out of order. If you use SEU to enter the source 
program, you can request that SEU serialize the statements. 


Column 6 (Form Type) 

An L must appear in column 6 to identify this line as a line counter 
specifications statement. 


Column 7 (Comments) 

Entry Explanation 
* Comment line 

Use an asterisk in column 7 to identify the line as a comment line. Use 
comments throughout your program to help document the purpose of a 
certain section of coding. You can use any character in a comment line. 
Comments are not instructions to your program; they only document your 
program. 
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Column 7-12 (/EJECT) 


Entry Explanation 

/EJECT The specifications following this entry are to begin on a new 
page of the compiler listing. 

The /EJECT specification is not printed on the compiler listing. 


Columns 7-12 (/TITLE) 

Entry Explanation 

/TITLE The heading information (such as a title or security 

classification) that follows the /TITLE entry appears at the top of 
each page of the compiler listing. The heading information is 
entered in columns 14 through 74. 

A program can contain more than one /TITLE statement. Each /TITLE 
statement provides heading information for the compiler listing until the 
next /TITLE statement is read. To print on the first page of the compiler 
listing, a /TITLE statement must be the first statement read. Information 
specified by the /TITLE statement is printed in addition to compiler heading 
information. 

The /TITLE statement causes an eject to the next page before the title is 
printed. The /TITLE statement is not printed on the compiler listing. 


Columns 7-14 (/SPACE) 


Entry Explanation 

/SPACEbn Line spacing occurs at this point in the compiler listing. Valid 
entries for n are 1 to 3. If you do not specify n, 1 is assumed. 

One blank (b) must come before the value you specify for n. The value you 
specify for n indicates the number of blank lines to be spaced before the 
next specification line is printed. If n is greater than the number of lines 
remaining on the current page, the next specification line is printed on a 
new page. If you specify just /SPACE, one line is spaced. 

/SPACE is not printed on the compiler listing but is replaced by the actual 
line spacing. The spacing indicated by /SPACE is in addition to the three 
blank lines that occur between specification types. 
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Columns 7-14 (Filename) 


Entry Explanation 

A valid Filename of the printer output file as 
filename previously defined on the file description 
specifications sheet. The filename must 
begin in column 7. 

Use columns 7 through 14 to identify the output file to be printed on the 
printer. 


Columns 15-17 (Line Number—Number of Lines per Page) 

Entry Explanation 

1-112 Number of printing lines available is 1 to 112. 

Use columns 15 through 17 to specify the exact number of lines available on 
the page you want to use. The entry must end in column 17. Leading zeros 
can be omitted. 


Columns 18-19 (Form Length) 

Entry Explanation 
FL Form length 

Use columns 18 and 19 to indicate that the entry in columns 15 through 17 
is the form length. Columns 18 and 19 must contain the entry FL. 


Columns 20-22 (Line Number—Overflow Line) 

Entry Explanation 

1-112 The line number specified is the overflow line. 

Use columns 20 through 22 to specify the line number that is the overflow 

line. The entry must end in column 22. Leading zeros can be omitted. The 
entry must be less than or equal to the form length specified in columns 15 
through 17. When the line that is specified as the overflow line is printed, 
the overflow indicator turns on. When the overflow indicator is on and 
fetch overflow is not specified, the following occurs before forms advance to 
the next page: 

1. Detail lines are printed (if this part of the program cycle has not 
already been completed). 
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2. Total lines are printed (if conditions are met). 

3. Total lines conditioned by the overflow indicator are printed. 

Because all these lines are printed on the page after the overflow line, 
specify the overflow line high enough on the page to allow all these lines to 
print. See Handling Overflow in Chapter 7 and Overflow Indicators in 
Chapter 12 for more information. 

Note: If the number of lines per page entry equals the overflow line entry, 
no overflow occurs. 


Columns 23-24 (Overflow Line) 

Entry Explanation 

OL Overflow line 

Use columns 23 and 24 to indicate that the entry in columns 20 through 22 
is the overflow line. Columns 23 and 24 must contain OL. 


Columns 25-74 


Columns 25 through 74 are not used. Leave them blank. 


Columns 75-80 (Program Identification) 


Entry Explanation 

Blank Program identification defaults to the program name 

specified on the control specifications. 


Any valid Program identification. The first character must be 
program alphabetic but cannot be #, $, or @. The remaining 
name characters must be alphameric with no imbedded 

blanks. No special character can be used. 


Columns 75 through 80 can contain any characters. These columns can 
contain the program name used in the control specifications, or they can 
contain any other characters to identify a certain portion of the program. 
These entries are ignored by the compiler but appear in the source program 
listing. 

Note: To be compatible with other RPG systems, the specifications sheets 
show only 80 positions for each statement. However, each statement in an 
RPG source program can contain up to 96 characters. Columns 81 through 
96 are available for comments. 
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Chapter 24. Telecommunications Specifications 


Telecommunications specifications describe the information necessary to 
establish and maintain the batch BSC (binary synchronous 
communications) link. Each BSCA file defined on the file description 
specifications must have a corresponding specification on the RPG 
Telecommunications Specifications sheet (see Figure 24-1). 

RPG data communications programming enables you to send and receive 
binary synchronous data via a data communications network. RPG data 
communications support performs all the functions necessary to establish 
the line connections, exchange identification sequences, send and receive 
data, and execute the correct termination or disconnect procedures. 
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RPG TELECOMMUNICATIONS SPECIFICATIONS 


SX21-9116, lUM/OW' 
Printed in U.S.A. 


IBM 


International Busmed Machines Corporation 





Figure 24-1. RPG Telecommunications Specifications 
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RPG batch BSC permits System/36 to function as any of the following 
station types: 

• Receive only (receive input data from a remote station). 

« Send only (send data to a remote station). 

• Send and receive, but no conversational reply. Three modes of 
operation are possible: 

- Sending a file, then receiving another file 
— Receiving a file, then sending another file 

- Sending records of one file interspersed with receiving records of 
another file 


BSC is a flexible form of line control that provides a set of rules for 
communications between devices. For a description of the basic 
characteristics and operational concepts of BSC, a description of the RPG 
interface to BSC, and a complete description of RPG data communications 
programming, see Chapter 10, Using a BSC A File. 

Note: Telecommunications specifications are used only for RPG data 
communications programming (batch BSC). Telecommunications 
specifications are not used for the Interactive Communications Feature 
(SSP-ICF). 


Columns 1-2 (Page) 


Entry 

Explanation 

Blank 

No page number is used. 

01-99 

Page number. 


Use columns 1 and 2 in the upper right corner of each sheet to number the 
specifications sheets, in ascending order, for 3^our job. You can use more 
than one of each type of sheet, but keep all sheets of the same type 
together. 


Columns 3-5 (Line) 

Entry Explanation 

Blank No line number is used. 

Any numbers Line numbers. 

Use columns 3 through 5 to number the lines on each page. Columns 3 and 
4 are preprinted on each sheet so, in most cases, line numbering is already 
done. 
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Page and line numbers are optional entries and are not required to 
successfully run an RPG program. Columns 1 through 5 are checked for 
ascending order, and RPG prints an S in the left margin of the RPG listing 
for any statement that is out of order. If you use SEU to enter the source 
program, you can request that SEU number the specifications in ascending 
order. 


Column 6 (Form Type) 

A T must appear in column 6 to identify this line as a telecommunications 
specification. 


Column 7 (Comments) 

Entry Explanation 

* Comment line 

Use an asterisk in column 7 to identify the line as a comment line. Use 
comments throughout your program to help document the purpose of a 
certain section of coding. You can use any character in a comment line. 
Comments are not instructions to the RPG II program; they only document 
your program. 

Columns 7-12 (/EJECT) 

Entry Explanation 

/EJECT The specifications following this entry are to begin on a new 

page of the compiler listing. 

The /EJECT specification is not printed on the compiler listing. 


Columns 7-12 (/TITLE) 


Entry Explanation 

/TITLE The heading information (such as a title or security 

classification) that follows the /TITLE entry appears at the top of 
each page of the compiler listing. The heading information is 
entered in columns 14 through 74. 

A program can contain more than one /TITLE statement. Each /TITLE 
statement provides heading information for the compiler listing until the 
next /TITLE statement is read. To print on the first page of the compiler 
listing, a /TITLE statement must be the first statement read. Information 
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specified by the /TITLE statement is printed in addition to compiler heading 
information. 

The /TITLE statement causes an eject to the next page before the title is 
printed. The /TITLE statement is not printed on the compiler listing. 


Columns 7-14 (/SPACE) 

Entry Explanation 

/SPACEbn Line spacing occurs at this point in the compiler listing. Valid 
entries for n are 1 to 3. If you do not specify n, 1 is assumed. 

One blank (b) must come before the value you specify for n. The value you 
specify for n indicates the number of blank lines to be spaced before the 
next specification line is printed. If n is greater than the number of lines 
remaining on the current page, the next specification line is printed on a 
new page. If you specify just /SPACE, one line is spaced. 

/SPACE is not printed on the compiler listing but is replaced by the actual 
line spacing. The spacing indicated by /SPACE is in addition to the three 
blank lines that occur between specification types. 


Columns 7-14 (Filename) 

Entry Explanation 

A valid filename Filename previously defined on the file description 
specifications for the BSC device. 


Column 15 (Configuration) 


Entry Explanation 

P or This is a point-to-point nonswitched line, 

blank 

M This is a multipoint line where the control station 

selects the tributary station through polling or 
addressing. System/36 cannot be the control station. 

S This is a point-to-point switched line. 

If this column contains an M, column 17 must contain a T. 
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Column 16 (Type of Station) 


Entry Explanation 

T This station sends (transmits) information from the file named in 

columns 7 through 14. The file must be designated as an output 
file on the file description specifications and must be defined on 
the output specifications. 

R This station receives information in the file named in columns 7 

through 14. The file must be designated as an input file on the 
file description specifications and must be defined on the input 
specifications. 

Note: This entry is independent of the entry in column 20. 


Column 17 (Type of Control) 

Entry Explanation 
Blank Polling is not used. 

T This is a tributary station on a multipoint network. Column 17 

must contain a T if column 15 contains an M. 

System/36 cannot be the control station. 


Column 18 (Type of Code) 

Entry Explanation 

A or U ASCII (formerly referred to as USASCII) f;ransmission 

control characters are used. An A or U entry causes the 
necessary file translation to be done for System/36. 

E or blank EBCDIC transmission control characters are used. 

ASCII and EBCDIC characters are listed in the System Reference manual. 

If your BSC program halts because of an invalid ASCII character in your 
data, check your data and the ASCII translation table. 
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Column 19 (Transparency) 

Entry Explanation 

Y EBCDIC transparency is used. The data being transferred 

can contain transmission control characters and/or packed 
numeric or alphameric characters. Column 18 must be E or 
blank. 

N or blank EBCDIC transparency is not used. Zoned decimal numeric 
or alphameric data is sent and received. The data being 
transferred cannot contain transmission characters. 


Column 20 (Switched) 

Entry Explanation 

Blank This is not a switched line. 

M The operator using this program makes the connection by dialing 

the number (manual dial). 

A This program uses autoanswer, 

B This program uses manual answer. 

Note: 

1. This entry is independent of the entry in column 16. 

2. If you are using an autocall line, the switch type specified has no effect. 
However, if no phone list is specified, in the control language COMM 
statement, the switch type specified here is established unless it has 
been overridden with the ALTERCOM procedure. 


Columns 21-31 

Columns 21 through 31 are not used. Leave them blank. 
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Column 32 (Location of Identification—This Station) 


Entry Explanation 

Blank No identification is used for this station. 

S This station's identification is at the position specified by the 

symbolic name in columns 33 through 39. This entry only applies 
to switched lines. 

E The entry in columns 33 through 39 is this station's 

identification. This entry only applies to switched lines. 


Columns 33-39 (Identification—This Station) 


Entry Explanation 

Alphameric When column 32 contains an E, this entry is the 
characters actual identification sequence of this station 
(minimum of 2 characters). When column 32 
contains an S, this entry is the symbolic name of the 
location of this station's identification. 

If columns 33 through 39 contain a symbolic name, it must not be an array 
name. If the BSCA file is a primary or secondary file, the symbolic name 
must refer to the first entry of a table (the table might have only one entry) 
to make sure that the station identification is in storage before the 
communications line is open. 

The station identification referred to by the symbolic name can be from 2 to 
15 characters long, but it must not contain a transmission control 
character. The station identification is translated if the BSCA files are 
translated. 


Column 40 (Location of Identification—Remote Station) 

Entry Explanation 

Blank No identification is used for the remote station. 

S The remote station's identification is at the position specified by 

the symbolic name in columns 41 through 47. This entry only 
applies to switched lines. 

E The entry in columns 41 through 47 is the remote station's 

identification. This entry only applies to switched lines. 
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Columns 41-47 (Identification-Remote Station) 


Entry Explanation 

Alphameric When column 40 contains an E, this entry is the 
characters actual identification sequence of the remote station 
(minimum of 2 characters). When column 40 
contains an S, this entry is the symbolic name of the 
location of the remote station's identification. 

If columns 41 through 47 contain a symbolic name, it must not be an array 
name. If the BSCA file is a primary or secondary file, this symbolic name 
must refer to the first entry in a table (the table might have only one entry) 
to make sure that the station identification is in storage before the 
communications line is open. 

The station identification referred to by the symbolic name can be from 2 to 
15 characters long, but must not contain a transmission control sequence 
character. The station identification is translated if the BSCA files are 
translated. The identification received from the remote station is compared 
with this entry. The session continues only if the identification matches. 


Columns 48-51 


Columns 48 through 51 are not used. Leave them blank. 


Column 52 (ITB) 

Entry Explanation 

Blank Intermediate block checking is not used. 

I Intermediate block checking is used. 

Intermediate block checking (ITB) can be used only if the records are 
blocked. ITB and EBCDIC transparency cannot both be specified for the 
same BSC output file. 
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Columns 53-54 (Permanent-Error Indicator) 


Entry Explanation 

Blank No permanent-error indicator is specified. 

If a permanent error occurs, a system halt 
occurs and the program cannot be 
restarted. 


01-99, A permanent-error indicator can be 

L1-L9,LR, specified for every BSCA file. The 
H1-H9 indicator does not have to be unique for 
each file. You should specify a 
permanent-error indicator when the 
system is running and no one is attending 
to the system. 


Use columns 53 and 54 to specify a permanent-error indicator for every 
BSCA file. When a permanent error occurs, the specified error indicator 
and the identification indicator of the record causing the error turn on 
(however, no hardware diagnostics are performed). The permanent-error 
indicator can then be used to condition the appropriate programming 
response, such as printing a message or performing a controlled cancel. 


Do not attempt to send information while the permanent-error indicator is 
on. This includes attempts to send more than one record during detail, 
total, or exception output. Further attempts to send information can be 
prevented if each record to be sent is conditioned with the 
not-permanent-error indicator in columns 9 through 11 of the calculation 
specifications or columns 23 through 31 of the output specifications. 

To retry an operation after a permanent error occurs, turn off the 
permanent-error indicator. The RPG program can then access the BSCA 
file on which the error occurred. If an error occurs on the retried 
operation, the permanent-error indicator is turned on again; otherwise, 
processing continues. 


Consider the following points when retrying an operation: 


• The permanent-error indicator is the only indication to the RPG 
program that an error occurred. A BSC information message describing 
the type of error is displayed. If a halt (Hi through H9) is not issued as 
part of the permanent-error routine, the BSC information message may 
not be preserved on the display screen. You can find the message by 
running the HISTORY procedure. For more information on the 
HISTORY procedure, see the System Reference manual. 

• Any data in the BSC buffers at the time of an error is lost. The record 
in your buffers is not the same as the record in the BSC buffers. 
Therefore, retrying the last operation will still result in lost data. 

• Switched lines are not disabled when an error occurs unless a 
disconnect sequence is received or the hardware detects disconnect. 
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• Any data sent while the permanent-error indicator is on is invalid. 
Unless your program is designed to recognize all data, the error 
condition can cause an unidentified record halt. 

• A limit should be imposed by the RPG program on the number of times 
an error can occur before the program is stopped. 

Note: Avoid using HI through H9 as permanent-error indicators if you are 
going to condition operations on the permanent-error indicator being off. 
Because Hi through H9 are reset at the end of the detail logic cycle, they 
can be set off before the program cycle in which the error occurred is 
completed. If HI through H9 are used as permanent-error indicators, the 
HI through H9 display can preempt the system halt display. If the Hi 
through H9 display appears before the system display, the person using the 
display station should take the 0 option to prompt the system halt display. 


Columns 55-57 (Wait Time) 

Entry Explanation 

Blank The system convention for time-out, 180 seconds, is used. 

Numeric The length in time in seconds, 1 to 999, that BSC waits with no 
messages being sent or received before a permanent error occurs. 

A permanent error is recognized by the system whenever the wait time on 
an idle line elapses. Therefore, when determining the wait time, consider 
the time the person using the display station might require to respond to 
halts and other processing interruptions, and also time the program might 
require for special operations such as table searches and computing square 
roots. 

The wait time limit specified applies only to delays caused by the System/36 
program and does not apply to the remote device. In addition, the time 
limit applies only during the transmission or reception of a file, not 
between file transmissions. 

The occurrence of a permanent error indicates the end of processing of a 
file, but not the end of file. 
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Columns 58-59 (Record-Available Indicator) 


Entry Explanation 

01-99, A record-available indicator should be 

L1-L9, LR, specified if a reverse interrupt (RVI) is to 
H1-H9 be received. This indicator turns on 

whenever a reverse interrupt (RVI) is 
received. 


Column 60 (Last File) 

Entry Explanation 

Blank This BSCA file may not be the last input file processed. 

L This BSCA file is processed only after all other input files are 

processed. All secondary files should have L in column 60. 

The entry in column 60 does not affect demand files. 


Columns 61-62 (Polling Characters) 


Entry Explanation 

Blank This station is not part of a multipoint network. 

Alphameric The polling identification of this station is required 
characters if this station is part of a multipoint network and the 
BSCA file is a sending (output) file. Polling and 
addressing characters must be used in pairs. 
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Columns 63-64 (Addressing Characters) 


Entry Explanation 

Blank This station is not part of multipoint network. 


Alphameric The addressing identification of this station is 
character required if this station is part of a multipoint 

network and the BSCA file is a receiving (input) file. 
Polling and addressing characters must be used in 
pairs. 


Enter polling and addressing characters in EBCDIC; the compiler converts 
the characters to the form required by the code specified in column 18. (If 
ASCII was specified, enter uppercase addressing characters; they are 
converted to lowercase ASCII characters.) 


Columns 65--74 


Columns 65 through 74 are not used. Leave them blank. 


Columns 75-86 (Program Identification) 


Entry Explanation 

Blank Program identification defaults to the 

program name specified on the control 
specification. 


Any valid Program identification. The first 
program character must be alphabetic but cannot 
name be #, $, or @. The remaining characters 

must be alphameric with no imbedded 
blanks. No special character can be used. 


Columns 75 through 80 can contain any characters. These columns can 
contain the program name used in the control specification, or they can 
contain any other characters to identify a certain portion of the program. 
These entries are ignored by the compiler but appear in the source listing. 


Note: To be compatible with other RPG systems, the specifications sheets 

show only 80 positions for each statement. However, each statement in an 
RPG source program can contain up to 96 characters. Columns 81 through 
96 are available for comments. 
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Chapter 25. Input Specifications 


Input specifications describe the data files, records, and fields of the records 
used in the program. All input files are described on the input 
specifications except files assigned to the device KEYBORD, record address 
files, address output files, and table files. KEYBORD files are described on 
the calculation specifications when the KEY operation code is used. 

Record address files, address output files, and table files are described on 
the extension specifications. 

Input specifications are also used to describe data structures. 

The input specifications are divided into two categories: 

• File and record-type identification entries (columns 7 through 42) 
describe the input record and its relationship to other records in the 
file. 

® Field description entries (columns 43 through 74) describe the fields in 
the records. These specifications must start on the line below the file 
and record-type identification specifications. 

Write these specifications on the RPG Input Specifications sheet (see 
Figure 25-1). 


Chapter 26. Input Specifications 25-1 




Figure 25-1. RPG Input Specifications 
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File and Record-Type Identification Entries 


Columns 1-2 (Page) 

Entry Explanation 

Blank No page number is used. 

01-99 Page number. 

Use columns 1 and 2 in the upper right corner of each sheet to number the 
specifications sheets, in ascending order, for your job. You can use more 
than one of each type of sheet, but keep ail sheets of the same type 
together. 


Columns 3-5 (Line) 


Entry Explanation 

Blank No line number is used. 

Any Line numbers, 

numbers 

Use columns 3 through 5 to number the lines on each page. Columns 3 and 
4 are preprinted on each sheet so, in most cases, line numbering is already 
done. 

Page and line numbers are optional entries and are not required to 
successfully run an RP(jr program. Columns 1 through 5 are checked for 
ascending order, and RPG prints an S in the left margin of the RPG listing 
for any statement that is out of order. If you use SEU to enter the source 
program, you can request that SEU sequence the specifications in 
ascending order. 


Column 6 (Form Type) 

An I must appear in column 6 to identify this line as an input specification. 

Column 7 (Comments) 

Entry Explanation 

* Comment line 
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Use an asterisk in column 7 to identify the line as a comment line. Use 
comments throughout your program to help document the purpose of a 
certain section of coding. You can use any character in a comment line. 
Comments are not instructions to the RPG II program; they only document 
your program. 


Columns 7-12 (/EJECT) 

Entry Explanation 

/EJECT The specifications following this entry are to begin on a new 
page of the compiler listing. 

The /EJECT specification is not printed on the compiler listing. 


Columns 7-12 (/TITLE) 

Entry Explanation 

/TITLE The heading information (such as a title or security 

classification) that follows the /TITLE entry appears at the top of 
each page of the compiler listing. The heading information is 
entered in columns 14 through 74. 

A program can contain more than one /TITLE statement. Each /TITLE 
statement provides heading information for the compiler listing until the 
next /TITLE statement is read. To print on the first page of the compiler 
listing, a /TITLE statement must be the first statement read. Information 
specified by the /TITLE statement is printed in addition to compiler heading 
information. 

The /TITLE statement causes an eject to the next page before the title is 
printed. The /TITLE statement is not printed on the compiler listing. 


Columns 7-14 (/SPACE) 


Entry Explanation 

/SPACEbn Line spacing occurs at this point in the compiler listing. Valid 
entries for n are 1 to 3. If you do not specify n, 1 is assumed. 

One blank (b) must come before the value you specify for n. The value you 
specify for n indicates the number of blank lines to be spaced before the 
next specification line is printed. If n is greater than the number of lines 
remaining on the current page, the next specification line is printed on a 
new page. If you specify just /SPACE, one line is spaced. 
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/SPACE is not printed on the compiler listing but is replaced by the actual 
line spacing. The spacing indicated by /SPACE is in addition to the three 
blank lines that occur between specification types. 


Columns 7-14 (Filename) 

Entry Explanation 

A valid Same filename that appears on the file description 

filename specifications for the input file or the name of a data 

or data structure. 

structure 

name 

If a data structure is specified (DS in columns 19 and 20), columns 7 
through 14 can contain: 

• Blanks 

• A name up to 6 characters long 

® A name previously referenced in columns 53 through 58 of the input 
specifications 

Data structure entries must be the last statements on the input 
specifications. 


Columns 14-16 

Entry Explanation 

AND or OR AND/OR indicates a relationship between record-identifying 

indicators or record t3^pes. The entry must begin in column 14. 

See Columns 21-41 (Record Identification Codes) and Columns 53-58 (Field 
Name) in this chapter for more information on AND/OR relationship. 


Columns 15-16 (Sequence) 

Entry Explanation 

Any two Program does not check for special sequence, 

alphabetic Alphabetic characters must be used for 
characters full-procedural files, chained files, demand files 

(except CONSOLE demand files), WORKSTN files, 
and look-ahead records. 
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Entry Explanation 

01-99 Program checks for special sequence. 

Use an entry (01 through 99) in columns 15 and 16 to assign a special 
sequence number to different record types in a file. The first sequence 
number must be 01. Gaps in sequence numbers are allowed, but the 
numbers must be in ascending order. 

If the types of records do not need to be in any special order, use two 
alphabetic characters (see Figure 25-2). Within one file, all record types 
having alphabetic entries in columns 15 and 16 must be described before 
those types with numeric entries. 



File RECORDA has two types of records (part number and item number) that can appear in any 
order. Because they are not to be checked for sequencing, they are assigned 2 alphabetic characters 
in columns 15 and 16 (AA and BC, respectively) instead of numbers. 
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Figure 25-2. Unsequenced Record Types in a File 
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Assigning Sequence Numbers 


Enter a numeric character in columns 15 and 16 if one record type 
(identified by a record identification code) must be read before another 
record type in a sequenced group. To specify sequence checking, each 
record type must have a record identification code, and the record types 
must be numbered in the order they should appear. The program checks 
this order as the records are read (see Figure 25-3). If a record type is out 
of sequence, the program stops and error message RPG-9031, FILE 
CONTAINS A RECORD NOT IN SEQUENCE, is displayed. You can 
continue the program by selecting option 0 and pressing an entry function 
key. The program bypasses the record that caused the halt and reads the 
next record from the same file. 

Sequence numbers make sure that all records of the lowest record type 
come before the records of the next highest record type. The sequence 
numbers do not make sure that records within a record type are in any 
certain order. Sequence numbers are unrelated to control levels and do not 
provide for checking data in fields of a record for a special sequence (see 
Figure 25-4), Use columns 61 and 62 to indicate that data in fields of a 
record be checked for a special sequence. 

Records in an OR or AND line cannot have a sequence entry in these 
columns. The entry in columns 15 and 16 on the previous line also applies 
to the OR or AND line. 
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This file contains four different kinds of records. The records are arranged in groups according to a 
customer name control field. The name record is first in each group and is assigned sequence 
number 01. Street record is next and is assigned 02. City/state record is 03. (Remember, gaps are 
allowed). Item number record is 07. More than one item number record can be present (N in column 
17). 
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Figure 25-3. Sequence Checking of Record Type 
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Customer 2 


Each group is in proper sequence according to the 
assigned sequence numbers (01,02, 03, and 07). 
Notice, however, that the city/state record for 
customer 3 is in the group for customer 2 and 
vice versa. The sequence entry that you specify in 
columns 15 and 16 does not catch this mistake 
because the sequence entry does not cause the data 
on the record to be checked. See Figure 25~3 for 
the coding of this example. 



Customer 3 
City/State Record ■ 


I Item Number 


I item Number 


C City/State 


S Street 


N Name 


( 01 ) 



( 02 ) 


Figure 25-4. 


Correct Record Sequence (Incorrect Data within Groups) 
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Column 17 (Number) 

Explanation 

Program does not check record types for a special sequence 
(columns 15 and 16 have alphabetic entries). 

Only one record of this type can be present in the sequenced 
group. 

One or more records of this type can be present in the sequenced 
group. 

Use column 17 only if columns 16 and 16 contain a numeric entry specifying 
sequence checking (see Figure 25-5). 

OR lines (columns 14 and 15 contain OR) and AND lines (columns 14 
through 16 contain AND) should not have an entry in this column. The 
entry in column 17 on the previous line also applies to the OR or AND line. 
See Columns 53-58 (Field Naw.e) in this chapter for more information on OR 
lines. 


Entry 

Blank 

1 

N 
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C City/State 


(03) 



Customer 2 

Record types 02 and 07 are optional as 
indicated by 0 in column 18. 





















Column 18 (Option) 


Entry Explanation 

Blank Record type must be present if sequence checking is specified. 

0 Record type is optional (that is, it may or may not be present) if 

sequence checking is specified. 

U The program uses the data structure defined on this specification 

line as a display station local data area. 

Use column 18 only if columns 15 and 16 contain a numeric entry specifying 
sequence checking, or if the data structure defined on the following 
specification line is used as a display station local data area. 

If sequence checking is specified and all record types are optional, no 
sequence error is found. 

OR and AND lines should not have an entry in this column. The entry in 
column 18 on the previous line also applies to the OR or AND line. See 
Columns 58-58 (Field Name) in this chapter for more information on OR 
lines. 


Columns 19-20 (Record-Identifying Indicator, **, DS) 

Entry Explanation 

01-10 Record-identifying indicator for CONSOLE files. 

Record-identifying indicators 01 through 10 for CONSOLE files 
correspond to command keys 1 through 10. 

01-99 Record-identifying indicator. 

L1-L9 Control-level indicator used for a record-identifying indicator 

when a record type rather than a control field signals the start of 
a new control group. 

LR Last-record indicator. 

H1-H9 Halt indicator used for a record-identifying indicator when 

checking for a record type that causes an error condition. 

** Look-ahead field. Look-ahead can be used only with input or 

update files; however, these files cannot be full-procedural, 
chained, or demand files. Look-ahead fields are not valid with 
CONSOLE files or WORKSTN files. 
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DS Data structure. A data structure is considered to be alphameric 

data and can be from 1 to 9999 characters in length. Data 
structure entries must be the last entries on the input 
specifications. For more information about data structures, see 
Chapter 14. 


Look-Ahead 


A look-ahead field allows you to: 

® Determine when the last record of a control group is being processed 
® Extend the RPG matching-record capability 

Because an RPG program processes one record at a time, normally only the 
information from the record being processed is available for use. However, 
look-ahead allows information to be made available from records that follow 
the one currently being processed. This information can then be used to 
determine what operation should be done next. 

Any or all of the fields in a file can be described as look-ahead fields. The 
description applies to all records in the file regardless of their type. 
Look-ahead fields can be described before or after the field descriptions for 
any of the records in the file. The line that signals that look-ahead fields 
are to be described must contain an alphabetic entry in columns 15 and 16 
and must contain ** in column 19 and 20. All the other columns must be 
blank. Remember that specifications with an alphabetic sequence in 
columns 15 and 16 must precede specifications with a numeric sequence in 
columns 15 and 16. 

Look-ahead fields are described on the lines immediately following the line 
that contains ** in column 19 and 20 (see Figure 25-6). Make the following 
entries for each look-ahead field description line: 

® Columns 44-51: Identify the record positions in which the field is 
located. 

® Column 52: If the field is numeric, enter the number of digits to the 
right of the decimal point in column 52. If there are no decimal 
positions, enter a 0. If the field is alphameric, leave this column blank. 

® Columns 53-58: Enter the name of the look-ahead field. If the field is 
also one of the normal fields in the record, use a different name for the 
look-ahead field. 
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The program reads records from two disk files. The primary file is named PRIMARY; the secondary 
file, SECONDRY. If a record from the primary file matches one from the secondary file, the 
information in positions 1 through 10 of the secondary file record is placed in positions 31 through 40 
of the primary file record. When there is no match, a 6 is placed in position 1 of the primary file 
record. The 6 indicates an unmatched record in the primary file. 

Because the primary file record is processed first when it matches a secondary file record, the 
information from the secondary file can be made available only by a look-ahead field. 

Figure 25-6 (Part 1 of 2). Look-Ahead Fields 
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records match. 


Figure 25-6 (Fart 2 of 2). Look-Ahead Fields 
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For input files, look-ahead fields always apply to the next record in the file, 
provided the file is not an update file. Thus, if the information is used both 
before and after the record is selected for processing, describe the field 
twice, once as a look-ahead field and once as a normal field. See Figure 
25-7 for an example of how records are selected for processing from two 
input files when look-ahead fields are used. 

For update files, the look-ahead fields apply to the next record in the file 
only if the record currently selected for processing was read from another 
file. 

Therefore, when the program is reading from only one file and that file is 
an update file, look-ahead fields always apply to the current record and 
contain the same information as a normal field. See Figure 25-8 for an 
example of how records are selected for processing from an update file and 
an input file when look-ahead fields are used. 

As the last record from a file is processed, every look-ahead field for the file 
is automatically filled with 9s. For example, a look-ahead field that is 3 
characters long will contain 999. The 9s remain in the field until the job 
ends. The blank-after option (B in column 39 of the output specifications) 
cannot be used with look-ahead fields. 



Primary File 


Secondary File 





Process Area 


L 


J 


Figure 25-7 (Part 1 of 3), 


Available Records: Two Input Files 
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2. Read third record 
from primary file. 
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(S2) 
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(S4) 

(S5) 
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Figure 25~7 (Part 2 of 3). Available Records: Two Input Files 
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Processed Records 
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2. Read second record 
from secondary file. 

Read Area 

1. Select first record from 
secondary file for processing. 

Process Area 


Records Being 


Records Available 


Processed 

for Look-Ahead 

PI 

P2 and SI 

P2 

P3 and SI 

SI 

P3 and S2 


Figure 25-7 (Part 3 of 3). 


Available Records: Two Input Files 
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Update File (Primary File) 


Secondary File 


o 



o 


1. Read first record 

1 

2 

2 

3 

from update file. i 

(U2) 

(U3) 

(U4) 

(U5) 


Match Field 



Match Field 


(S2) (S3) (S4) (S5) 


2. Read first record 
from secondary file. 


I Area into Which Records 
I Are Read (Read Area) 


Area into Which Records 
Are Selected for Processing 
(Process Area) 



*!. Select first record 
from update file 
for processing. 


Read Area 

Record U1 has moved into the 
process area, but a data image 
of U1 remains in the read area 
until U2 Is read In. U2 is not 
read in until U1 is completely 
processed. Therefore, while U1 
is in the process area, records 
available for look-ahead are S1 
and U1 (the data image). 

Process Area 


Figure 25-8 (Part 1 of 3). Available Records: One Input File, One Update File 
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Figure 25-8 (Part 2 of 3). Available Records: One Input File, One Update File 
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2. Select first record 
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for processing. 


I Process Area 
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Records Available 

Processed 

for Look-Ahead 
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U2 

U2 and S1 

SI 

U3 and S2 


Figure 25-8 (Part 3 of 3). Available Records: One Input File, One Update File 
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Columns 21-41 (Record Identification Codes) 

Use columns 21 through 41 to describe the information that identifies a 
record type. If all records are to be processed alike regardless of their type, 
or if there is only one record type, leave columns 21 through 41 blank. 

Note: Only columns 21 through 34 are valid for CONSOLE files (see 
Chapter 9, Using a CONSOLE, KEYBORD, or CRT File, for more 
information). 

When one file contains ro.ore than one record type, each record type is 
identified by a code consisting of a character or a combination of 
characters in certain positions in the record. If different operations are to 
be performed for each record type, this code must be described in columns 
21 through 41 so that the program can determine the type of record selected 
for processing. Onl}^ one type of record is selected for processing during a 
program cycle, and the record-identifying indicator for that record turns on 
at the time of selection. 

Seven columms are used for the description of one character in the record 
identification code. Each specification line contains three sets of seven 
columns: columns 21 through 27, 28 through 34, and 35 through 41. Each 
set consists of four fields: Position, Not, C/Z/D, and Character, Coding is 
the same for all three sets. 

Note: Any record that is read by the system and is not described by a 
record identification code in columns 21 through 41 causes the program to 
halt. The person using the display station can continue, however, by 
selecting the appropriate option. The record that causes the halt is not 
processed, and the next record in that file is read. 

Position (Columns 21-24, 28-31, and 35-38) 

Entry Explanation 

Blank No record identification code is needed. 

1-4096 Record position of one character in the record identification 
code. 

Use these columns to give the location in the record of every character in 
the identification code. These entries must end in columns 24, 31, and 38 
respectively. 


Not (N) (Columns 25, 32, and 39) 

Entry Explanation 

Blank Character is present in the specified record position. 

N Character should not be present in the specif].ed record position 

(not valid for CONSOLE files; see Chapter 9), 
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Use these columns to indicate that a certain character should not be 
present in a specified position. 

C/Z/D (Columns 26, 33, and 40) 

Entry Explanation 

C Entire character. C must be used for CONSOLE files (see 

Chapter 9), 

Z Zone portion of character. 

D Digit portion of character. 

Use these columns to indicate what portion of a character is used as part of 
the record identification code. Only the zone portion, only the digit 
portion, or both portions (the whole character) can be used (see Figure 
25-9). When establishing record identification codes, remember that many 
characters have either the same zone or the same digit portion. For a list 
of characters that have identical zone or digit portions, see Figure 25-10. 



2 characters of a 5-character code. must not be present in column 93. Only the 

digit portions of 9 and E are checked, and only 
the zone portion of character T is checked. 


Figure 25-9. Record Identification Codes 
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Figure 25-10. Characters Interpreted as Having the Same Zone or Digit 
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Character (Columns 27, 34, and 41) 


In these columns, enter the alphabetic character, special character, or 
numeric character that is used in the record as the identification code or 
part of the code. 

Character Grouping by Zone or Digit 

When characters are used for record identification purposes on a digit or 
zone only basis, all characters having the same zone or digit are selected by 
the system as meeting record identification requirements. When a 
character is read into the system, it is converted into an 8-bit code. The 
program tests this 8-bit code to see whether the character meets the 
requirements of the record identifying character in the input specifications. 

Figure 25-10 lists the characters that have identical zones or digits. For 
example, if column 26 contains D, which specifies digit only, and column 27 
contains A, all records having a slash (/), A, J, or 1 in the specified column 
are selected as having the correct record identification code. If column 26 
contains Z and column 27 contains A, all records containing & or A 
through I are selected as having the correct code. 

The following three special cases are exceptions: 

• The hexadecimal representation of an & (ampersand) is 50. However, 
when the ampersand is coded in the character entry, it is treated as 
though its hexadecimal representation were CO, that is, as if it had the 
same zone as the characters A through I. An ampersand in the input 
data satisfies two zone checks, for either a hexadecimal 5 zone or a 
hexadecimal C zone. 

• The hexadecimal representation of a - (minus sign) is 60. However, 
when the minus sign is coded in the character entry, it is treated as 
though its hexadecimal representation were DO, that is, as if it had the 
same zone as the characters J through R. A minus sign in the input 
data satisfies two zone checks, for either a hexadecimal 6 zone or a 
hexadecimal D zone. 

• The hexadecimal representation of a blank is 40. However, when the 
blank is coded in the character entry, it is treated as though its 
hexadecimal representation were FO, that is, as if it had the same zone 
as the numeric characters 0 through 9. A blank in the input data 
satisfies two zone checks, for either a hexadecimal 4 zone or a 
hexadecimal F zone. 
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AND Relationship 


A maximum of three identifying characters can he described in one 
specification line. If the identification code consists of more than 3 
characters, an AND line must be used to describe the additional characters. 
Write the word AND in columns 14 through 16 to indicate an AND line (see 
Figure 25-9). 

Any number of AND lines can be used to describe the record identification 
code for a record sequence. The record must contain all the characters 
indicated as its record identification code before the record-identifying 
indicator turns on. AND lines are not allowed on CONSOLE files used for 
interactive data entry. 

OR Relationship 

If a particular record type can be identified by two different codes, OR lines 
must be used to indicate that either of the codes can be present to identify 
the record. A maximum of 20 OR lines can appear for each record 
sequence. Write the word OR in columns 14 and 15 to indicate an OR line 
(see Figure 25-9). 

Note: If AND lines and OR lines are combined the total number of OR lines 
for one record sequence cannot exceed 20 and any number of AND lines can 
be used. 


Column 42 

Column 42 is not used. Leave it blank. 
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Field Description Entries 


The field description entries (columns 43 through 74) must begin one line 
below the file and record identification entries (columns 7 through 42) for 
each file. 


Column 43 (Packed-Decimal or Binary Field) 

Entry Explanation 

Blank Field is in zoned-decimal format or is alphameric. (This column 
must be blank for CONSOLE files.) 

P Field named in columns 53 through 58 is in packed-decimal 

format. 

B Field named in columns 53 through 58 is in binary format. 

Use column 43 to indicate that a numeric field is in packed-decimal or 
binary format. DISK files support packed-decimal or binary fields for read 
or write operations. Numeric data fields in packed-decimal or binary 
format are converted by the system to the zoned-decimal format before they 
are processed. This conversion ignores decimal points. 

Packed or binary input to arrays should have a P or B in this column. The 
from and to columns should then define the positions the array occupies in 
the record in the packed or binary format. The zoned-decimal length of 
each array element is defined on the extension specifications. 
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Zoned-Decimal Format (Blank) 


Zoneci-decimal format means that each byte can contain 1 character. That 
character can be a decimal number or an alphabetic or special character. 
In the zoned-decimal format, each byte is divided into a 4-bit zone portion 
and a 4-bit digit portion. The zoned-decimal format looks like this: 


o 

o 

o 

o 

O j 

1 1 
Zone Digit 

* 1 
Zone Digit 

_1_ 

-—J 

Zone Digit 
_L___ 

1 

Zone j Digit 

Sign j Digit 




1111 (hex F) = Positive Sign 
1101 (hex D) = Negative Sign 

Note: RPG does not perform data verification on numeric data. The value 
of the digit portion of a character is assumed to be the numeric value of 
that character. 

The zone portion of the low-order byte indicates whether the decimal 
number is positive or negative, A positive value is indicated by a 
hexadecimal F, and a negative value is indicated by a hexadecimal D. In 
zoned-decimal format, each digit in a decimal number includes a zone 
portion; however, only the low-order zone portion serves as the sign. The 
decimal number 8191 looks like this in zoned-decimal format: 


Zone Zone Zone Positive Sign 


u 8 1 1 

9 

1 

1000 

I 

I 

0001 

_1__ 

——p— 

1001 

1 

o 

o 

o 


4 Bytes 


For more efficient use of disk storage, you may want to enter your numeric 
data (decimal numbers) in packed-decimal or binary format. However, you 
will have to convert your data to zoned-decimal format before it can be 
processed. 
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Packed-Decimal Format (P) 


Packed-decimal format means that each byte (except for the low-order byte) 
can contain two digits. Because many of the fields in a DISK file contain 
decimal numbers, you can conserve storage by using the packed-decimal 
format. 

In the packed decimal format, each byte, except the low-order byte, is 
divided into two 4-bit digit portions. The rightmost portion of the low-order 
byte contains the sign (plus or minus) for that field. The packed-decimal 
format looks like this: 


7 0- 


Digit , Digit 


Digit 


Byte 


Sign 

T" 


1111 (hex F) = Positive Sign 
1101 (hex D) = Negative Sign 


The sign portion of the low-order byte indicates whether the numeric value 
represented in the digit portions is positive or negative. A positive value is 
indicated by a hexadecimal F, and a negative value is indicated by a 
hexadecimal D. In the packed-decimal format, the sign is included for each 
decimal number; however, the zone portion is not given for each digit in the 
number. Compare how the decimal number 8191 is represented in 
packed-decimal format with its zoned-decimal representation shown before 
(see Figure 25-11). 

Because processing requires the zoned-decimal format once it is inside the 
computer, you must indicate when input fields are in another format. 
Entering a P in column 43 indicates that the input field is in the 
packed-decimal format and that the system must convert this field to the 
required zoned-decimal format. 

When a packed-decimal field is converted to a zoned-decimal field, the 
zoned-decimal field always contains an odd number of bytes. If a 
zoned-decimal field with an even number of bytes is converted to a 
packed-decimal field and then converted back to a zoned-decimal field, the 
resulting zoned-decimal field also contains an odd number of bytes. 
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Packed-decimal fields can be up to 8 bytes long. The following chart shows 
the packed-decimal equivalents for zoned-decimal fields up to 15 bytes long, 
which is the maximum length. 


Zoned-Decimal 

Packed-Decimal 

Length in Bytes 

Length in Bytes 

15 

8 

14 


13 

7 

12 


11 

6 

10 


9 

5 

8 


7 

4 

6 


5 

3 

4 


3 

2 

2 


1 

1 
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Binary Format (B) 


Binary format means that 2 bytes can contain a 4-digit number, and that 4 
bytes can contain a 9-digit number. The binary format allows you to save 
even more disk storage space than you can save using the packed-decimal 
format. In the binary format, each field on disk must be either 2 or 4 bytes 
long. 

Each 2-byte binary field consists of a 1-bit sign followed by a 15-bit numeric 
value. In binary format, a decimal number as high as 9999 requires only 2 
bytes of disk storage. For each 2-byte binary field, the RPG compiler 
automatically sets aside 4 bytes of storage to accommodate the field when it 
is unpacked. A 2-byte field in binary format looks like this: 



Each 4-byte binary field consists of a 1-bit sign followed by a 31-bit numeric 
value. In binary format, a decimal number as high as 999 999 999 requires 
only 4 bytes of disk storage. For each 4-byte binary field stored on disk, the 
RPG compiler automatically sets aside 9 bytes of storage to accommodate 
the field when it is converted. A 4-byte field in binary format looks like 
this: 



In each case, the sign portion of the high-order byte indicates whether the 
numeric value is positive (sign bit off) or negative (sign bit on). Positive 
numbers are represented in true binary notation with a 0 bit in the sign 
position. Negative numbers are represented in twos-complement notation 
with a 1 bit in the sign position. The bits between the sign position and the 
leftmost significant bit of the integer are always the same as the sign bit. 
When the number is positive, all bits to the left of the most significant bit, 
including the sign bit, are O's. When the number is negative, all bits to the 
left of the most significant bit, including the sign bit, are I's. Notice that, 
in the binary format, the zone position of the decimal number is not given. 
Compare how the decimal number 8191 is represented in binary format with 
packed-decimal and zoned-decimal representation (see Figure 25-11). 

Because processing requires the zoned-decimal format once it is inside the 
computer, you must indicate when input fields are in another format. 
Entering a B in column 43 indicates that the input field is in the binary 
format and that the system must convert this field to the required 
zoned-decimal format. 


Note: Although packed-decimal and binary fields require less disk storage 
space, the conversion routines needed to handle such data increase the 
program size. 
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Binary Format 



Packed-Decsmal 

Format 



0 

8 

1 

9 

Positive Sigi 
1 1 

0000 

_ 1 

1 1 

1000 

I _I 

I ® 

0001 

___L 

1001 

i 1 

0001 1111 I 


-3 Bytes- 


Zoiied-Decsmai Format^ 



^ To obtain the numeric value of a positive binary number, add the values of the bits that are on '(1); the sign bit is not included. To 
obtain the numeric value of a negative binary number, add the values of the bits that are off (0) plus one; the sign bit is not included 

(twos-complement notation). 

^ If 8191 is read into storage as a zoned-decimal field, it occupies 4 bytes. However, if it is converted to packed-decimal format, 
it occupies 3 bytes; then when it is converted back to zoned-decimal format, it occupies 5 bytes. 


Figure 25-11. Binary, Packed-Decimal, and Zoned-Decimal Representation of 8191 
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Columns 44-51 (Field Location) 


Entry Explanation 

1-9999 Beginning of a field (from) or end of a field (to). See Chapter 9 
for CONSOLE file considerations. For a WORKSTN file, the 
from and to positions refer to the location of the fields in the 
input record and not to their location in the display format. 

Use columns 44 through 51 to describe the location on the record of the 
field named in columns 53 through 58. Enter the number of the record 
position in which the field begins in columns 44 through 47. Enter the 
number of the record position in which the field ends in columns 48 through 
51. The entries must end in columns 47 and 51. Leading zeros can be 
omitted. 

Define a single-position field by entering the same number in both the from 
(columns 44 through 47) and to (columns 48 through 51) positions. If a field 
of more than one position is defined, the number entered in columns 44 
through 47 must be smaller than the number entered in columns 48 through 
51. 

The maximum field length for a zoned-decimal numeric field is 15 positions 
(8 if the field is packed-decimal and 4 if it is binary). The maximum field 
length for an alphameric field is 256 characters, and the maximum length 
for a data structure is 9999 characters. 


Column 52 (Decimal Positions) 

Entry Explanation 

Blank Alphameric field 

0-9 Number of decimal positions in numeric field 

Use column 52 to indicate the number of decimal positions in any numeric 
field named in columns 53 through 58. Column 52 must contain an entry 
when the field named in columns 53 through 58 is numeric. To define a 
field as numeric with no decimal position, enter a 0. If a field is to be used 
in arithmetic operations or is to be edited, it must be numeric. If the 
number of decimal positions specified for a field exceeds the length of that 
field, the number of decimal positions is assumed equal to the length of the 
field. 


25-34 



Columns 53-58 (Field Name) 


Entry 


Explanation 


1-6 Field name, array name, or array 

alphameric element 

characters 


PAGE, Special words 

PAGEl- 

PAGE7 


Use columns 53 through 58 to name a field, array, or array element found 
on your input records. When referencing an array, additional entries may 
be needed in these columns (see Using an Array Name and Index in 
Chapter 13, Using Arrays and Tables). 

Use this name throughout the program whenever you refer to this field. 
Indicate the names of the fields for all types of records using a separate line 
for each field. However, name only the fields that you use. For example, if 
you use only the first 10 positions of a record that is 96 positions long, 
define positions 1 through 10 on the input specifications. 

For CONSOLE files, whole array names must be entered in one of the 
following ways: 

® Define the whole array as a subfield within a field. 

« Define each element of the array with an index and place this entry in 
columns 53 through 58 of the input specifications. The index must be 
an integer value. 


Field Names 


A field name can be from 1 to 6 characters long and must begin in column 
53. The first character must be an alphabetic character. The remaining 
characters can be any combination of alphabetic and numeric characters 
(special characters are not allowed). Blanks cannot appear between 
characters in the name. 

All fields in one type of record should have different names. If two or more 
fields on the same record type have the same name, only the field described 
last is used. However, fields from different record types can have the same 
name if the fields are the same length and contain the same type of data. 
This applies even if the fields are in different locations in each record type. 

Numeric fields can have a maximum length of 15 digits. Alphameric fields 
can have a maximum length of 256 characters (66 for CONSOLE files). A 
data structure can have a maximum length of 9999 characters. Subfields 
can have a maximum length of 256 characters for alphameric subfields and 
15 digits for numeric subfields. 
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If a data structure subfield is specified in columns 53 through 58, only 
field-record-relation indicators (columns 63 and 64) can be specified. 

Entries for control-level indicators (columns 59 and 60), match field values 
(columns 61 and 62), and field indicators (columns 65 through 70) are not 
allowed. A data structure name cannot be specified as a subfield in a data 
structure. 

Fields that are used in arithmetic operations (see Chapter 28, Operation 
Codes) or fields that are edited or zero suppressed (see Column 38 and 
Columns 45-70 in Chapter 27, Output Specifications) must be defined as 
numeric. Therefore, column '52 must have a decimal position entry (0 
through 9). 

Field Names in OR Relationship 

If two or more record types contain identical fields, you must describe each 
field. To eliminate duplicate coding of identical fields from different record 
types, use the OR relationship (see Figure 25-10). A maximum of 20 OR 
lines can be used for each record sequence group if no AND lines are 
specified. 

An OR relationship means that the fields named can be found in either of 
the record types. You can use OR lines when: 

• Two or more record types have the same fields in the same positions 
(see Figure 25-12). 

• Two or more record types have some fields that are identical and some 
fields that differ in location, length, or type of data. See Columns 63-64 
in this chapter for sample coding of such record types. 

Write OR in columns 14 and 15 to indicate an OR line. If there are several 
AND or OR lines, field description lines start after the last record 
identification line. 

Special Words (PAGE, PAGE1-PAGE7) 

If a printed report has several pages that are to be numbered, use the 
special word PAGE to indicate that page numbering is to be done. When 
you use a PAGE entry on the output specifications, page numbering 
automatically starts with 1 (see Columns 32-37 in Chapter 27, Output 
Specifications). 

To start at a page number other than 1, enter that page number in a field of 
an input record and name that field PAGE in columns 53 through 58. The 
number entered in the PAGE field should be one less than the starting page 
number. If numbering starts with 24, enter a 23 in the PAGE field. The 
PAGE field can be 1 to 15 digits long, but must have zero decimal positions 
(see Figure 25-13). If a PAGE field is used but it is not defined, the PAGE 
field is assumed to be 4 digits long with zero decimal positions. Any entry 
in the PAGE field should be coded in the rightmost columns, such as 0023. 

Page numbering can be restarted during a program run when a number is 
specified in a PAGE field of any input record. The PAGE field can be 
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Columns 59-60 (Control Level) 


Entry Explanation 

L1-L9 Any control-level indicator. Control-level indicators cannot be 

used with full-procedural, chained, demand, or WORKSTN files 
or with a data structure. 

Use columns 69 and 60 to assign control-level indicators to input fields. 
Use control-level indicators to specify when calculation or output 
operations are to be performed. For more information, see Chapter 12, 
Using Indicators, 


Columns 61-62 (Matching Fields) 

Entry Explanation 

M1-M9 Any matching level 

Use columns 61 and 62 to specify match fields and sequence checking. 
Match fields and sequence checking cannot be specified for chained files, 
full-procedural files, demand files, WORKSTN files, or a data structure. 

An entry in columns 61 and 62 indicates: 

• Match fields and sequence checking when you have two or more input 
or update files with match fields 

• Sequence checking only when you have just one input or update file 

The match levels are ranked in order of importance, with Ml being the 
least significant. 


Match Fields 


In processing more than one input file, specify match fields to compare 
records from two or more input or update files to determine which record is 
to be selected for processing. You can use one field, many fields, or an 
entire record to match records. Whenever the contents of the match field 
from the primary file record are the same as the contents of the match field 
from a secondary file record, the matching-record (MR) indicator turns on. 
The matching-record indicator can then be used to condition those 
operations that are to be done only when records match (see Columns 9-17 
in Chapter 26, Calculation Specifications; Columns 23-31 in Chapter 27, 
Output Specifications] and Matching-Record Indicator in Chapter 12, Using 
Indicators). 

As many as nine match fields can be indicated when you use the values Ml 
through M9. 
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Ml through M9 only identify the fields by which the records are matched; 
they are not indicators, but they cause the matching-record indicator to 
turn on. 

For a complete description of how to assign match fields and how records 
are selected for processing, see Chapter 11, Using Primary and Secondary 
Files. 


Sequence Checking 


To check the data in the fields of a record in one input or update file for a 
special sequence, assign a value of Ml through M9 to the field to be 
checked. As many as nine fields can be checked. The sequence (ascending 
or descending) of the record file must be specified in column 18 of the file 
description specifications (see Chapter 21). See Figure 25-14 for an example 
of sequence checking. 

To check the sequence of record types in a file, see Columns 15-16 
(Sequence) in this chapter. 
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Figure 25-14. Match Fields (Sequence Checking within a File) 


An input file called MASTER is to be sequence-checked through three 
fields. Data from two records is shown below: 

Data from First Record Data from Second Record 


DEPT 

008 

DEPT 

003 

REGION 

051 

REGION 

025 

DIVSON 

003 

DIVSON 

005 


In sequence checking, all fields are treated as one continuous field. Thus, 
the match fields look like: 
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M3 

M2 

Ml 

Record 

003 

051 

008 

1 




Record 

005 

025 

003 


2 

The match field from record 1 is compared with the match field from record 
2. If the file is specified to be in ascending sequence, the records are in 
order because 005025003 is higher than 003051008. However, if the file is 
specified as having a descending sequence, record 2 is out of order. 


Columns 63-64 (Field Record Relation) 

Entry Explanation 

Blank Columns must be blank for CONSOLE files. 

01-99 Record'identifying indicator assigned to a record type, or an 
indicator set on elsewhere in the program. 

L1-L9 Control-level indicator previously used. 

MR Matching-record indicator. 

U1-U8 External indicator previously set. 

H1-H9 Halt indicator previously used. 

Use a record-identifying indicator in columns 63 and 64 to relate a field to a 
particular record type. 

When several record types are specified in an OR relationship, all fields 
that do not have a field-record-relation indicator in columns 63 and 64 are 
associated with all record types in the OR relationship. To relate a field to 
just one record type, enter the record-identifying indicator assigned to that 
record type in columns 63 and 64 (see Figure 25-15). 

Columns 63 and 64 can also be used to specify that the program accept and 
use data from a particular field only when a certain condition occurs (such 
as matching records, a control break, or an external indicator is on). Data 
from the field named in columns 53 through 58 is accepted only when the 
field-record-relation indicator is on. 
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FLDA 


FLDB 


FLDC 


III II I 

1*2 3 4 5 6 7 8 9 lo'll 12 13 14 15 16 17 18 19*20 21 22 23 24 25 26 27 28 29 30*31 32 33 34 35 36 37 38 39*40 41 42 43 44 45 46 47 48 49 50*51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71 72 73 7-1 


Record Identification Code = 5 


FLDA 


FLDD 


III! II 

1*2 3 4 5 6 7 8 9 10*11 12 13 14 15 16 17 18 1920 21 22 23 24 25 26 27 28 29 30*31 32 33 34 35 36 37 38 39 40 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59*60 61 62 63 64 65 66 67 68 69 70*71 72 73 1 ‘ 


Record Identification Code = 6 


The file contains two different types of records, one identified by a 5 in position 1 and the other by a 
6 in position 1. FLDC is related by record-identifying indicator 14 to the record type identified by a 5 
in position 1. FLDD is related to the record type having a 6 in position 1 by record-identifying 
indicator 16. This means that FLDC is found on only one type of record (that identified by 5 in 
position 1) and FLDD is found only on the other type. FLDA is conditioned by indicator 07, which 
was previously defined elsewhere in the program. FLDB is found on both types because they are not 
related to any one type by a record-identifying indicator. 



This indicator was specified elsewhere 
the program, and FLDA is made avail 
for processing only when indicator 07 
set on elsewhere in the program^ 

Figure 25-15. Field-Record-Relation Indicator 
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Columns 65-70 (Field Indicators) 


Entry Explanation 

01-99 Numeric indicator 

H1-H9 Halt indicator (when checking for an error condition in the data) 

Use columns 65 through 70 to check the condition of the numeric fields. 

Use columns 69 and 70 to check the condition of an alphameric field. These 
columns cannot be used for a data structure. The three conditions are: 

• Plus (columns 65 and 66). An indicator entered in columns 65 and 66 
turns on if the numeric field named in columns 53 through 58 is greater 
than zero. 

• Minus (columns 67 and 68). An indicator entered in columns 67 and 68 
turns on if the numeric field in columns 53 through 58 is less than zero. 

• Zero or blank (columns 69 and 70). An indicator entered in columns 69 
and 70 turns on if a numeric field named in columns 53 through 58 is all 
zeros or if an alphameric field is all blanks. A numeric field that is all 
blanks turns on an indicator specified for zeros. However, if an 
alphameric field is all zeros, the field does not turn on the indicator 
specified for all blanks. 

Columns 65 through 70 must be blank when table or array names are 
specified in input specifications. However, an entry can be made for an 
array element. 

Field indicators assigned in these columns can also be set on or set off by 
SETON or SETOF operations in the calculation specifications. 


Columns 71-74 


Columns 71 through 74 are not used. Leave them blank. 



Columns 75-80 (Program Identification) 


Entry Explanation 

Blank Program identification defaults to the program name 

specified on the control specification. 


Any valid 

program 

name 


Program identification. The first character must be 
alphabetic but cannot be #, $, or @. The remaining 
characters must be alphameric with no imbedded 
blanks. No special characters can be used. 


Columns 75 through 80 can contain any characters. These columns can 
contain the program name used in the control specification, or they can 
contain any other characters to identify a certain portion of the program. 
These entries are ignored by the compiler but appear in the source program 
listing. 


Note: To be compatible with other RPG systems, the specifications sheets 
show only 80 positions for each statement. However, each statement in an 
RPG source program can contain up to 96 characters. Columns 81 through 
96 are available for comments. 
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Chapter 26. Calculation Specifications 


Calculation specifications describe the calculations you want performed on 
your data and the order in which you want them performed. Each 
calculation specifications statement can be divided into three parts: 

® When the operation is to be performed (columns 7 through 17). The 
indicators entered in these columns determine under what conditions 
the specified operation is to be done. 

• What kind of operation is to be performed (columns 18 through 53). 
Entries in these fields describe the kind of operation to be done and 
specify the data upon which the operation is to be performed. 

® What tests are to be made on the results of the operation (columns 54 
through 59). The indicators entered in these columns signal the result 
of the operation and can be used to condition other operations. 

Calculation specifications must be specified in the following order: detail, 
total, subroutine. 

Write these specifications on the RPG Calculation Specifications sheet (see 
Figure 26-1). 
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Figure 26 - 1 . RPG Calculation Specifications 


















































Columns 1-2 (Page) 


Entry Explanation 

Blank No page number is used. 

01-99 Page number. 

Use columns 1 and 2 in the upper right corner of each sheet to number the 
specifications sheets, in ascending order, for your job. You can use more 
than one of each type of sheet, but keep all sheets of the same type 
together. 


Columns 3-5 (Lines) 

Entry Explanation 

Blank No line number is used. 

Any Line numbers, 

numbers 

Use columns 3 through 5 to number the lines on each page. Columns 3 and 
4 are preprinted on each sheet so, in most cases, line numbering is already 
done. 

Page and line numbers are optional entries and are not required to 
successfully run an RPG program. Columns 1 through 5 are checked for 
ascending order, and RPG prints an S in the left margin of the RPG listing 
for any statement that is out of order. If you use SEU to enter the source 
program, you can request that SEU put the statements in order. 


Column 6 (Form Type) 

A C must appear in column 6 to identify this line as a calculation 
specification. 


Column 7 (Comments) 

Entry Explanation 

* Comment line 

Use an asterisk in column 7 to identify the line as a comment line. Use 
comments throughout your program to help document the purpose of a 
certain section of coding. You can use any character in a comment line. 
Comments are not instructions to your program; they only document your 
program. 
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Columns 7-8 (Control Level) 


Entry Explanation 

Blank Calculation operation is done at detail calculation time for each 
program cycle if the indicators in columns 9 through 17 allow it; 
or if calculation is part of a subroutine. 

LO Calculation operation is done at total calculation time for each 

program cycle after total calculation processing has started. 

Note: If no control-level indicators are specified on input 
specifications, total calculation time processing starts during the 
second program cycle. If control-level indicators are specified on 
the input specifications, total calculation time processing starts 
during the program cycle after the first record containing control 
fields is processed or at LR time. Totals are always processed at 
LR time. 

L1-L9 Calculation operation is done when the appropriate control 
break occurs at total calculation time. 

LR Calculation operation is done after the last record has been 

processed. 

SR Calculation operation is part of a subroutine. A blank entry is 

also valid for calculations that are part of a subroutine. 

AN, OR Establishes AND and OR relationships between lines of 
indicators. 

Use columns 7 and 8 to: 

• Perform total calculation operations when the appropriate control 
break occurs. 

• Perform calculation operations that are done only after the last record 
has been read. 

• Indicate that an operation is part of a subroutine. However, columns 7 
and 8 can also be blank for calculations that are part of a subroutine. 

• Specify that certain lines of indicators are in an AN/OR relationship. 

For more information on the 2-character entries LO and LI through L9, see 

Chapter 12, Using Indicators, 
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Subroutine Lines (SR) 


An SR entry in columns 7 and 8 indicates that this specification line is part 
of a subroutine (see Subroutine Operations in Chapter 28, Operation Codes). 
You do not have to use SR on a calculation specification line that is part of 
a subroutine, you can leave columns 7 and 8 blank. Subroutine lines must 
be specified last. 


AN/OR Lines 


Use columns 7 and 8 to specify that lines of indicators are in an AN/OR 
relationship. When you use the AN/OR relationship, many lines of 
indicators can be grouped together to condition an operation. A maximum 
of seven AN lines or seven OR lines or any combination thereof can 
condition an operation. For more information, see Chapter 12, Using 
Indicators. 


Columns 7-12 (/EJECT) 


Entry Explanation 

/EJECT The specifications following this entry are to begin on a new 
page of the compiler listing. 

The /EJECT specification is not printed on the compiler listing. 

Columns 7-12 (/TITLE) 


Entry Explanation 

/TITLE The heading information (such as a title or security 

classification) that follows the /TITLE entry appears at the top of 
each page of the compiler listing. The heading information is 
entered in columns 14 through 74. 

A program can contain more than one /TITLE statement. Each /TITLE 
statement provides heading information for the compiler listing until the 
next /TITLE statement is read. To print on the first page of the compiler 
listing, a /TITLE statement must be the first statement read. Information 
specified by the /TITLE statement is printed in addition to compiler heading 
information. 

The /TITLE statement causes an eject to the next page before the title is 
printed. The /TITLE statement is not printed on the compiler listing. 
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Columns 7-14 (/SPACE) 


Entry Explanation 

/SPACEbn Line spacing occurs at this point in the compiler listing. Valid 
entries for n are 1 to 3. If you do not specify n, 1 is assumed. 

One blank (b) must come before the value you specify for n. The value you 
specify for n indicates the number of blank lines to be spaced before the 
next specification line is printed. If n is greater than the number of lines 
remaining on the current page, the next specification line is printed on a 
new page. If you specify just /SPACE, one line is spaced. 

/SPACE is not printed on the compiler listing but is replaced by the actual 
line spacing. The spacing indicated by /SPACE is in addition to the three 
blank lines that occur between specification types. 


Columns 9-17 (Indicators) 


Entry 

Explanation 

Blank 

Operation is performed on every program cycle. 

01-99 

Field indicators, record-identifying indicators, or 
resulting indicators assigned elsewhere in the 
program. 

KA-KN, 

KP-KY 

Command-key indicators assigned elsewhere. 

L1-L9 

Control-level indicators assigned elsewhere. These 
indicators are on as detail indicators when the first 
record of a new control group is processed. 

LR 

Last-record indicator. 

MR 

Matching-record indicator. 

H1-H9 

Halt indicators assigned elsewhere. 

U1-U8 

External indicators previously set. 

OA-OG, 

OV 

Overflow indicators previously assigned. 


Use columns 9 through 17 to assign indicators that control the conditions 
under which an operation is done. You can use from one to three separate 
fields (columns 10 and 11, 13 and 14, and 16 and 17) on each line, one for 
each indicator. If the indicator must be off to condition the operation, 
place an N before the appropriate indicator (columns 9, 12, 15). 
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The indicators specified in columns 9 through 17 on one specification line 
are in an AND relationship with each other. The indicators on one line or 
indicators in grouped lines plus the control-level indicator (if used in 



columns 7 and 8) must all be exactly as specified before the operation is 
done. 

An indicator that is specified in columns 9 through 17 of a calculation 
specification can also be entered as a resulting indicator on the same line. 

If the indicator in columns 9 through 17 is on, the calculation is performed. 

Relationship between Columns 7-8 and Columns 9-17 

In one program cycle, all operations conditioned by control-level indicators 
in columns 7 and 8 (total time) are done before operations conditioned by 
control-level indicators in columns 9 through 17 (see Figure 26-2). 

When a control-level indicator is used in columns 9 through 17 and columns 
7 and 8 are not used (detail time), the operation conditioned by the 
indicator is done only on the record that causes a control break or any 
higher-level control break. 

When a control-level indicator is specified in columns 7 and 8 (total time) 
and the matching-record indicator (MR) is specified in columns 9 through 
17, MR indicates the matching condition of the previous record and not the 
record just read that caused the control break. After all operations 
conditioned by the control-level indicators (specified in columns 7 and 8 of 
the calculation specifications) are done, MR then indicates the matching 
condition of the record just read. 



Assume that indicator 25 represents a record type and that a control level 2 break occurred when 
record type 25 was read. Ll and L2 are both on. All operations conditioned by the control-level 
indicators in columns 7 and 8 are performed before operations conditioned by control-level indicators 
in columns 9 through 17. Thus, the operation in line 02 occurs before the operation in line 01. The 
operation in line 01 is done on the first record of the new control group indicated by 25, whereas the 
operation in line 02 is a total operation done for all records of the previous control group. 

The operation in line 02 can be done when the L2 indicator is on provided the other conditions are 
met. Indicator 10 must be on. The L3 indicator must not be on. 

The operation conditioned by both L2 and NL3 is done only when a control level 2 break occurs. 
These two indicators are used together because this operation is not to be done when a control level 
3 break occurs, even though L2 is also on. 

Figure 26-2. Conditioning Operations Using Control Level Indicators 
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Columns 18-27 (Factor 1) 


Use columns 18 through 27 to name the field or to give the actual data 
(literal) to be used in the operation to be performed. See Figure 26-3 for a 
summary of the operation codes. 

The entries you can use for factor 1 are: 

• The name of any field that has been defined 

• Any alphameric or numeric literal 

• Any subroutine, table, array name, or array element 

• Any date field name (UDATE, UMONTH, UDAY, UYEAR) 

• The special names PAGE, PAGEl, PAGE2, PAGE3, PAGE4, PAGE5, 
PAGE6, or PAGE? 

• The special qualifier *LIKE for the DEFN operation. 

• Any figurative constant (*BLANK, ^BLANKS, *ZERO, *ZEROS) 

• A label for a TAG, BEGSR, or ENDSR operation 
The following restrictions apply to entries in factor 1: 

• A data structure name cannot be specified in factor 1 or factor 2. 

• A data structure subfield name can be used in factor 1 or factor 2; 
however, overlapping subfields in a data structure cannot be used in the 
same calculation. A subfield is considered to be an overlapping subfield 
if its from or to position occurs within the from and to positions of 
another subfield within the same data structure. If factor 1, factor 2, or 
the result field references a subfield in a data structure that is an array 
or array element with a variable index, the entire array is used to 
determine whether overlap exists. The same array name can be 
referenced in the appropriate factors of a calculation specification 
without violating the overlap rule. See Figure 26-4 for examples of the 
overlap rule. 

• Figurative constants cannot be used with move zone operations, bit 
operations, or the SET, KEY, SQRT, or DEBUG operation codes. 

An entry in factor 1 must begin in column 18. 

Entries for factor 1 depend upon the operation code used in columns 28 
through 32. Some operations require entries in both factors, some require 
entries in only one, and some require no entries at all. See Columns 28-32 
(Operation) for more information on operation codes. For information bn 
how to name a subroutine, see Subroutine Operations in Chapter 28, 
Operation Codes. 
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Operation 

Code 

Control-Level 

Indicators 

Conditioning 

Indicators 

Factor 1 

Factor 2 

Result 

Field 

Resulting Indicators 

Columns 

Columns 

7-8 

9-17 

54-55 

56-57 

58-59 

ACQ 

Optional 

Optional 

Required 

Required 



Optional 


ADD 

Optional 

Optional 

Optional 

Required 

Required 

Optional 

Optional 

Optional 

BEGSR 

SR or blank 


Required 






BITOF 

Optional 

Optional 


Required 

Required 




BITON 

Optional 

Optional 


Required 

Required 




CASxx (CASE) 

Optional 

Optional 

Optional 

Optional 

Required 

Optional 

Optional 

Optional 

CHAIN 

Optional 

Optional 

Required 

Required 


Optional ^ 



COMP 

Optional 

Optional 

Required 

Required 


Optional 2 

Optional ^ 

Optional ^ 

DEBUG 

Optional 

Optional 

Optional 

Required 

Optional 




DEFN 

Optional 


^•tLIKE 

Required 

Required 




DIV 

Optional 

Optional 

Optional 

Required 


Optional 

Optional 

Optional 

DO 

Optional 

Optional 

Optional 

Optional 

Optional 




DOUxx (DO UNTIL) 

Optional 

Optional 

Required 

Required 





DOWxx (DO WHILE) 

Optional 

Optional 

Required 

Required 





ELSE (ELSE DO) 

Optional 








END/DO 

Optional 

Optional 


Optional 





END/DOU 

Optional 

Optional 







END/DOW 

Optional 

Optional 







END/IF 

Optional 





— 



END/CAS 

Optional 








ENDSR 

SR or blank 


Optional 

Optional 





EXCPT 

Optional 

Optional 


Optional 





EXIT 

Optional 

Optional 


Required 





EXSR 

Optional 

Optional 


Required 





FORCE 


Optional 


Required 





GOTO 

Optional 

Optional 


Required 





IFxx (IF/THEN) 

Optional 

Optional 

Required 

Required 

Required 




KEYnn ^ 

Optional 

Optional 

Optional 



Optional 

Optional 

Optional 

LOKUP(Array) 

Optional 

Optional 

Required 

Required 

Optional 

Optional 4 

Optional"^ 

Optional ^ 

LOKUP(Tabie) 

Optional 

Optional 

Required 

Required 

Required 

Optional 4 

Optional 

Optional 4 

MHHZO 

Optional 

Optional 


Required 

Required 




MHLZO 

Optional 

Optional 


Required 

Required 




MLHZO 

Optional 

Optional 


Required 

Required 




MLLZO 

Optional 

Optional 


Required 

Required 




MOVE 

Optional 

Optional 


Required 

Required 




MOVEA 

Optional 

Optional 


Required 

Required 




MOVEL 

Optional 

Optional 


Required 

Required 




MULT 

Optional 

Optional 

Optional 

Required 

Required 

Optional 

Optional 

Optional 

MVR 

Optional 

Optional 




Optional 

Optional 

Optional 

NEXT 

Optional 

. 

Optional 

Required 

Required 

Required 


Optional 

I 

POST 

Optional 

Optional 

Required 




Optional 


READ 

Optional 

Optional 


Required 



Optional 5 

j Optional i 

READE 

Optional 

Optional 

Required 

Required 




Required 

READP 

Optional 

Optional 


Required 




Required 

REL 

Optional 

Optional 

Required 

Required 



Optional 


RLABL 









SETnn 

Optional 

Optional 

Optional 

Optional 


Optional 

Optional 

Optional 


Figure 26-3 (Part 1 of 2). Operation Codes 
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SETOF 


SETON 


SETLL 


SHTDN 


SORTA 

SORT 

SUB 

TAG 

TESTB 


Resulting indicators 



Optional 


Optional 


Optional 


Optional 

Optional 

Optional 

Optional 


Optional 


Optional 


Optional 




Optional 

Optional 

Optional 


Optional ^ 


Optional 2 


Ootional ^ Optional ^ 




Required 


Required 


TESTZ 

Optional 

TIME 

Optional 

XFOOT 

Ootional 


Optional 



Optional 


Reauired 


Required Required Optional Optional Optional 


Fields without entries must be blank. 

SR = The only allowable nonblank characters in columns 7 and 8 
for the BEGSR and ENDSR operation codes 


^This indicator is required if the file specified in factor 2 is a full-procedural file. 

2At least one resulting indicator must be specified in columns 54 through 59. 

^The nn entries in columns 31 and 32 are for message indicator numbers. If the result field of a SET operation contains the 
keyword ERASE, factor 2 must contain the name of the CONSOLE file. Otherwise, factor 2 and the result field must be blank. 
Mt least one resulting indicator must be specified in columns 54 through 59, but no more than two can be used. 

5Columns 56 and 57 can contain an indicator when the READ operation is used with a WORKSTN device. 


Figure 26-3 (Part 2 of 2). Operation Codes 
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The data structure DATADS contains subfields and arrays 
I that are defined as overlapping fthat is, occupying part of 
j the same area). ARR1 (on fine 12) has six elements, and 
! each element is five positions long for a total length of 30. 
ARR2 (on line 13) has five elements, and each element is 
six positions long for a total length of 30. 


Figure 26-4 (Part 1 of 3). Examples of Valid and Invalid Calculations with Overlapping SubfieMs in 

a Data Structure 
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Figure 26-4 (Part 2 of 3). Examples of Valid and Invalid Calculations with Overlapping Subfields in 

a Data Structure 
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Figure 26-4 (Part 3 of 3). 


Examples of Valid and Invalid Calculations with Overlapping SahfieMs in 
a Data Structure 
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Literals 


A literal is the actual data used in an operation rather than the field name 
representing that data. A literal can be either alphameric or numeric. 


Alphameric Literals 


Consider the following rules when using an alphameric literal (see Figure 
26-5): 

• Any combination of characters can be used in an alphameric literal. 
Blanks are also valid. 

• The maximum length of an alphameric literal is 8 characters. 

• Alphameric literals must be enclosed in apostrophes ('). 

• An apostrophe required as part of a literal is represented by two 
apostrophes. For example, the literal O'CLOCK is coded as 
'0"CL0CK'. 

• Alphameric literals cannot be used for arithmetic operations. 


Numeric Literals 


Consider the following rules when using a numeric literal (see Figure 26-5): 

• A numeric literal consists of any combination of the digits 0 through 9. 
A decimal point or sign can also be included. 

• The sign (+ or -), if present, must be the leftmost character. An 
unsigned literal is treated as a positive number. 

• The maximum total length of a numeric literal is 10 characters 
including the sign and decimal point. 

• Blanks cannot appear in a numeric literal. 

• Numeric literals must not be enclosed in apostrophes ('). 

• Numeric literals are used in the same way as a numeric field. 
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Factor 1 Operation Factor 2 


1 19 20 21 22 23 24 25 26 27 128 29 30 31 32B33 34 35 36 37 38 ; 


8 Compare Lommerits 

Name Length ^ ■% 1 >2|l < 

I ^ Lookup (Factor 2)is 
Q I High Low Fqual 

4b 46 4 7 4H 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 6 7 68 69 70 71 72 7 


—I Examples of A8phamenc Literals. 


1C'_CLCCK1_ 

Examples of Numeric Literals. 




TIIL 




-UJ^-U-U-L 

I M MM 


..|_^_m4-44~44 

I I I I I 


T-r j rtTTTT' 


t!c and Numeric Literals 


6. Calculation Specifications 26“iC 









Figurative Constants 


The figurative constants *BLANK, ^BLANKS, *ZERO, and *ZEROS can be 

specified as literals. The following rules apply for figurative constants: 

• The figurative constants *BLANK and ^BLANKS can only be used with 
alphameric fields. 

• The figurative constants *ZERO and *ZEROS can be used with either 
alphameric or numeric fields. 

• The length of the figurative constant is assumed to be equal to the 
length of the other factor field, if present. Otherwise, the length of the 
figurative constant is assumed to be equal to the length of the result 
field. 

• Figurative constants are considered to be elementary items, and, if used 
in conjunction with an array, act like a field. For example: 



If ARR has 4-character elements, each element of ARR contains '0000' after 
the move is executed, 

• The logical placement of a figurative constant in the collating sequence 
can be altered by specifying an alternative collating sequence. 
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Columns 28-32 (Operation) 


Use columns 28 through 32 to specify the kind of operation to be performed 
using factor 1, factor 2, and/or the result field. The operation code must 
begin in column 28. A special set of operation codes must be used to 
indicate the type of operation to be performed. 

Every operation code used requires certain entries on the same 
specification line. See Figure 26-3 for a summary of all the opersition codes 
and the entries required for each. code. For further inforriia.tion on the 
operation codes, see Chapter 28, Operation Codes. 

The program performs the operations in the order specified on the 
calculation specifications sheet., 


Columns 31-32 


Blank or Message identification code (MIC) of user 
01-99 message member to be displayed for SET 

or KEY operations unless overridden by a 
factor 1 entry 


Use columns 


m anoi oz 


for 


SET 


opeii a 


key indicators are specified in columns 54 through 59, iiiiiess an entry is 
made in factor 1. Entries in columns 31 and 32 are ignored when Me ter 1 Y 
specified on the same line as the SET or KEY operation. 


The same combination of message ideiiti.fication codes should not be 
assigned to more than one KEY or SET operation except wiien the SET 
operation immediately precedes a KEY operation conditioned by the same 
indicators (columns 9 through 17) and the special SET-KEY combination is 
used. See SET and KEY in Chapter 9 for more information. 
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Columns 33-42 (Factor 2) 


Use columns 33 through 42 to name the field or to give the actual data 

(literal) to be used in the operation to be performed. See Figure 26-3 for a 

summary of the operation codes. 

The entries you can use for factor 2 are: 

• The name of any field that has been defined 

• Any alphameric or numeric literal 

• Any subroutine, table, array name, or array element 

• Any date field name (UDATE, UMONTH, UDAY, UYEAR) 

• The special names PAGE, PAGEl, PAGE2, PAGE3, PAGE4, PAGES, 
PAGE6, or PAGE? 

• Any figurative constant (*BLANK, *BLANKS, *ZERO, *ZEROS) 

• A label for a GOTO or EXSR operation 

• A filename for a SETLL, CHAIN, DEBUG, READ, READE, READP, 
FORCE, ACQ, REL, or NEXT operation 

• An EXCPT name for an EXCPT operation 

• A subroutine name for an EXIT operation 

• An array name for a SORTA operation. 

The following restrictions apply to entries in factor 2: 

• A data structure name cannot be specified in factor 1 or factor 2. 

• A data structure subfield name can be used in factor 1 or factor 2; 
however, overlapping subfields in a data structure cannot be used in the 
same calculation. A subfield is considered to be an overlapping subfield 
if its from or to position occurs within the from and to positions of 
another subfield within the same data structure. If factor 1, factor 2, or 
the result field references a subfield in a data structure that is an array 
or array element with a variable index, the entire array is used to 
determine whether overlap exists. The same array name can be 
referenced in the appropriate factors of a calculation specification 
without violating the overlap rule. See Figure 26-4 for examples of the 
overlap rule. 

• Figurative constants cannot be used with move zone operations, bit 
operations, or the SET, KEY, SQRT, or DEBUG operation codes. 

An entry in factor 2 must begin in column 33. 
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Entries for factor 2 depend upon the operation code used in columns 28 
through 32. Some operations require entries in both factors, some require 
entries in only one, and some require no entries at all. See Columns 28-32 
(Operation) for more information on operation codes. For information on 
how to name a subroutine, see Subroutine Operations in Chapter 28, 
Operation Codes. 


Columns 43-48 (Result Field) 


Entry 


Explanation 


ERASE 


r’rvMC/isT I? n.. 

ItriafcsC’ trie iv'O'vy.j.j.L’j iiit: iJ'j/ 

using the SET operation code. 


Field name, 
table name, 
array name, 
array elero.ent, 
data structure 
subfield name, 
or data 

structure name 


The field specified contains the 
result of, or is the object of, the 
operation specified in columns 28 
through 32. A data structure name 
can be specified as a result field only 
if the operation code in columns 28 
through 32 is ELABL or POST. 


INxx (xx == any The indicator to be transferred to an 
RPG indicator) external subroutine in an RLABL 
operation. 


Subroutine Name of a subroutine to branch to if 

name the condition specified in xx portion 

of a CASxx statement is met. A 
subroutine name can be specified as 
a result field only if the operation 
code in columns 28 through 32 is 
CASxx. 


Erase 


Enter ERASE in columRS 43 through 48 to blank or erase the entire buffer 
for the CONSOLE file. The filename of the CONSOLE file must be entered 
in columns 33 through 42. ERASE indicates to the system that the buffer 
should be set to blanks just before the system gets a record at the beginning 
of the next RPG cycle. 

Because the buffer is not erased until the beginning of the next RPG cycle, 
processing of the current record continues after the ERASE operation is 
read. If the ERASE operation is executed because of invalid input data, 
you should insert code in your program to avoid further calculations and to 
return to the start of the RPG cycle. A correct form of the record 
containing the invalid input data and any records that were entered after 
that record can then be reentered. 


Chapter 26. Calculation Specifications 26-19 



Field Name, Table Name, Array Name, Array Element, or Data Structure 


Use columns 43 through 48 to name the field, data structure subfield, table, 
array, array element, or data structure that holds the result of the 
operation specified in columns 28 through 32, or that is the field upon 
which an operation is performed. Use the name of a field, table, array, 
array element, data structure, or data structure subfield that has already 
been defined either by the input, extension, or calculation specifications; or 
define a new field by entering a field name that is not already used. Any 
field defined in the result field is created when the program is compiled. 

The result field can be either numeric or alphameric. 

A field used in arithmetic operations (see Columns 28-32 (Operation) or 
numeric compare operations or a field edited or zero suppressed by output 
specifications must be numeric. 

A data structure name can be used as the result field only if the operation 
specified in columns 28 through 32 is RLABL or POST. Overlapping 
subfields in a data structure cannot be used in the same calculation. If 
factor 1, factor 2, or the result field references a subfield in a data structure 
that is an array or array element with a variable index, the entire array is 
the entire array is used to determine whether overlap exists. The same 
array name can be referenced in the appropriate factors of a calculation 
specification without violating the overlap rule. See Figure 26-4 for 
examples of the overlap rule. 

The result field name must begin with an alphabetic character in column 43 
and contain no blanks or special characters. 

If columns 43 through 48 contain the name of a field that is not defined 
elsewhere, columns 49 through 52 should also contain entries. If the field is 
defined elsewhere, entries in columns 49 through 52 are not necessary but, 
if specified, must agree with the previous definition of that field. 
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Columns 49-51 (Field Length) 


Entry Explanation 

Blank Result field is described elsewhere 

1-256 Result field length 

Use columns 49 through 51 to specify the length of the result field.. If the 
result field is defined elsev/iiere, no entry is required for the length. 
However, if the length is specified, it must be the same as tlie prcviorGh;' 
defined length, with the same number of decimal p^^s^t/ons. If i.he 
field is a new field, consider the form your data is in L'ecau^m the iCs fi 'fi" 
must be large enough to hold the largest possible resuic, L\ hie ’csiu - ' 
is too small, significant digits can be lost 

For example, to add field A (8 characters long, four decirmil posiesoT\h 'u 
field B (10 characters long, six decimal positions)., the result ffir! h, 

ro.u.st be large enough to contain 11 characters: 

9999,0000 Field A 

0001„111111 Field B 

10000,111111 Field C (result field) 

In this example, he la C mus. nmiechi tn os i i r r •'m n l ^ v r ^ ^ 

decimal positions. Some of the numbers to the at tam deciiiirn Jl. jiI :e 

lost without changing the meaning o^. the resutt greatjy, hiowe^'^’err '> ■ 

was defined as 10 characters long with six -al [x s die os a ‘ a it 

digit to the left of the decimal would be lost. Field C in this case would la-: 
0000.111111; the meaning of the result has greatly changed. 

Figure 26-6 shoves how the contents of a result field can cliarige after c 
multiplication operation, depending on the decimal posih^'^ i fcolumn df' a 
field length (columns 49 through 51) specifications. The result field for a 
multiply operation should be as lo.ng as the sum of the lengths of the two 
factor fields. 


Numeric fields have a maximum length of 15 characters. Alpliameuic rields 
can be up to 256 characters long. 


If the result field contains the iiarne of a table or array, an entry ..n. 
columns is optional. .If used, the entry must ag:ree with Use leyjgth described 
hy the extension specifications. 
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Multiplication: 98.76 x 1.234 = 121.86984 


Decimal Positions 
for Result Field 
(Column 52) 

Result Field Length (Columns 49 through 51) 

10 

9 

8 

7 

6 

5 

D 

3 

2 

1 

9 

1.8«98400(» 

.86984(»00 









8 

21.86984000 

1.869840(K) 

.86984000 








7 

121.8698400 

21.8698400 

1.8698400 

.8698400 




1 

i 

i 

6 

0121.869840 

121.869840 

21.869840 

1.1^9840 

.^9840 




1 

1 

5 

00121.86984 

0121.86984 

121.86984 

21.86984 

1.86984 

.86984 



i 

i 

4 

000121=8698 

00121=8698 

0121.8698 

121.8698 


1.8698 





3 

0000121.869 

000121.869 

00121.869 

0121.869 

121.869 

21.869 

1.869 

.869 

i 

I 

2 

00000121.86 

0000121.86 

000121.86 

00121.86 

0121.86 

121.86 

__ 

21.86 

isaasitiasii 

1.86 

.86 

i 

1 

000000121.8 

00000121.8 

0000121.8 

000121.8 

00121.8 




1.8 


0 

0000000121 

000000121 

00000121 

0000121 

000121 

00121 

0121 

121 

21 

1 



Not permitted 
Permitted but inaccurate 
Recommended 


Figure 26-6. 


Result Field Contents Based on Various Field-Length and Decimal-Position 
Specifications 
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This calculation line shows a result field being half-adjusted to two decimal positions (2 in column 52 and H in column 
53). 

Second Position 

+ 

35.7968 Result of an add operation. 

6 Add the digit to the right of the last decimal 

position specified to the same position in 
the result field. 

35.80xx Drop all decimal positions to the right 

at the position specified. 

35.80 Result after half-adjusting. 


Figure 26-7. Half-Adjust 
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Columns 54-59 (Resulting Indicators) 


Entry Explanation 

01-99 Any 2-digit number 

KA-KN, Any command-key indicator (allowed only with SET or 

KP-KY SETOF operation) 

H1-H9 Any halt indicator 

L1-L9 Any control-level indicator 

LR Last-record indicator 

OA-OG, Any overflow indicator 

OV 

U1-U8 Any external indicator 

Columns 54 through 59 have three purposes: 

« To test the value of the result field after an arithmetic operation or to 
test the result of a CHAIN, KEY, LOKUP, COMP, READ, READE, 
READP, CAS, TESTB, TESTZ, ACQ, REL, NEXT, POST, or SHTDN 
operation. For more information on each specific operation, see 
Chapter 28, Operation Codes. 

® To specify which command keys to press for a SET operatioiL 

« To specify which indicators are to be turned on or off by the SETON 
and SETOF operations. 


Test Results 


You can use an indicator in columns 54 through 59 to test the value of the 
result field, or to indicate an end-of-file condition, a no-record-found 
condition, or an exception/error condition. Normally, only the 2-character 
entries 01 through 99 and Hi through H9 are used as resulting indicatoirs 
for testing. The indicator specified turns on only if the result field satisfies 
the condition being tested for. If the condition tested for is not met, the 
indicator is turned off. 

You can use three fields (columns 54 and 55, 56 and 57, and 58 and 59) for 
testing the results. Each field is used to test for different conditions. You 

can specify testing for any or all conditions at the same time. 

For more information on using resulting indicators for testing, see Chapter 
12, Using Indicators. 
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Allowing Command Keys To Be Pressed (SET) 


Columns 54 through 59 can contain command-key indicators (KA through 
KN, KP through KY) for a SET operation. When a SET operation occurs, 
only the command keys in columns 54 through 59 for that SET operation 
can be pressed at that time. From one to three command keys can be 
entered for each SET operation. If one or two command keys are specified, 
they can appear in any of the three sets of columns. For more information 
on the SET operation, see Chapter 28, Operation Codes. 


Columns 60-74 (Comments) 

Use columns 60 through 74 to enter any meaningful comments that will 
help you understand the purpose of each statement. Comments are not 
instructions to the RPG program; they serve only as a means of 
documenting your program. 


Columns 75-80 (Program Identification) 


Entry Explanation 

Blank Program identification defaults to the program name 

specified on the control specification. 


Any valid Program identification. The first character must be 
program alphabetic but cannot be #, $, or @. The remaining 
name characters must be alphameric with no imbedded 

blanks. No special character can be used. 


Columns 75 through 80 can contain any characters. These columns can 
contain the program name used in the control specification, or they can 
contain any other characters to identify a certain portion of the program. 
These entries are ignored by the compiler but appear in the source program 
listing. 


Note: To be compatible with other RPG systems, the specifications sheets 
show only 80 positions for each statement. However, each statement in an 
RPG source program can contain up to 96 characters. Columns 81 through 
96 are available for comments. 
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Chapter 27. 


Output Specifications 


Colum.ns 1-2 (Page) 27-3 

Columns 3-5 (Line) ^ , 27-3 

Column 6 (Form Type) 27-'3 

Column 7 (Comments) . . „ „ „ ,. . ,, ,- . . „ , , . , . . , , 2 

Columns 7-12 (/EJECT) 27-4 

Columns 7-"^ 3 (/TITLE) 27^'^'- 


Columns 744 (/SPACE) „ . 
Columns 7-14 (Filename) , 
Columns 14-16 (AND/OR) 
Colum.n 15 (Type) 

Heading Records (H) , , 
Detail Records (D) . . . 

Total Records (T) . . . . 

Exception Records (E) . 
Columns 16-18 (ADD/DEL) 
ADD 


DEL 27-8 

Column 16 (Fetch Overflow or Release) 2/74 

Fetch Overflow .. 27-9 

Release ... . 2740 

Columns 17-22 (Spacing and Skipping) ........... .,.o . 27-10 

Column 17 (Space Before) ... . , ... 27-10 

Column 18 (Space After) ................................. 2740 

Columns 19-20 (Skip Before) .............................. 274.0 

Columns 21-22 (Skip After) ................................ 274.1 

Columns 23-31 (Output Indicators) .................... ...o,, . 27-12 

Columns 32-37 (Field Name) ................................ 27-13 

Field Names .. 27-13 

Rules for Field Names ................................. 2743 

Special Words .. 2744 

Page Numbering (PAGE, PAGE1-PAGE7) ................. 27-14 

Repeating Output Fields fl^PLACE) .. 27-15 

Date Fields (UDATE, UMONTH, UDAY, UYEAR) .......... 27-19 

EXCPT Names ...................................... 27-19 

Column 38 (Edit Codes) .. 27“20 


27-/ 

27-7 

Q '7 7 ’ 

27-7 

27-8 

27-8 

274 
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Column 39 (Blank After) . 27-20 

Columns 40-43 (End Position in Output Record) . 27-21 

Column 44 (Packed-Decimal or Binary Field) . 27-22 

Columns 45-70 (Constant or Edit Word) . 27-23 

Constants . 27-23 

Format Name .. 27-24 

Edit Words . 27-24 

Columns 71-74 . 27-25 

Columns 75-80 (Program Identification) . 27-25 












Chapter 27. Output Specifications 


You use output specifications to describe the records and fields in the 
output file and the conditions under which output operations are to be 
performed. These specifications can be divided into two general categories: 

® File and record identification entries (columns 7 through 37) that 

describe the output file, the records, and the indicators that condition 
the output. 

® Field description entries (columns 23 through 74) that describe the 
position and format of data on the output record. These entries must 
begin one line below the file and record identification entries. 

Write these specifications on the RPG Output Specifications sheet (see 
Figure 27-1). 
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TBM RPG OUTPUT SPECIFICATIONS 

=rs=-=-= International Business Machines Corporation 


Program 

Keying 

Instruction 

Graphic 








Card Electro Number 

Programmer | Date 

Key 









Page j I I 


of 


GX21-9090 UM/050‘ 
Printed in U.S.A. 


Program 

Identification 


75 76 77 78 79 80 


1 

Filename 

or 

Record Name 

Type (H/D/T/E) | 

1 

Si 

R 

Space 

Skip 

Output Indicators 

Field Name 

or 

EXCPT Name 



1 

o 


a> 

•D 

o 

O 

s 

38 



Commas 

Zero Balances 

to Print 

No Sign 

CR 

- 

X = Remove 

Plus Sign 

Y = Date 

Field Edit 

Z = Zero 

Suppress 

5-9 = 

User 

Defined 

1 

B/A/C/1-9/R 1 

End 

Position 

in 

Output 

Record 

40 41 42 43 

cc 

m 

Ol 


Yes 

Yes 

No 

No 

Yes 

No 

Yes 

No 

1 

2 

3 

4 

A 

B 

C 

D 

J 

K 

L 

M 

Before 

After 

1 

1 

1 

Ar 

J 

1 

id Ar 

L_1 
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Figure 27-1. RPG Output SpeciHcations 
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Columns 1-2 (Page) 


Entry Explanation 

Blank No page number is used. 

01-99 Page number. 

Use columns 1 and 2 in the upper right corner of each sheet to number the 
specifications sheets, in ascending order, for your job. You can use more 
than one of each type of sheet, but keep all sheets of the same type 
together. 


Columns 3-5 (Line) 


Entry 

Explanation 

Blank 

No line number is used. 

Any 

Line numbers. 

numbers 



Use columns 3 through 5 to number the lines on each page. Columns 3 and 
4 are preprinted on each sheet so, in most cases, line numbering is already 
done. 

Page and line numbers are optional entries and are not required to 
successfully run an RPG program. Columns 1 through 5 are checked for 
ascending order, and RPG prints an S in the left margin of the RPG listing 
for any statement that is out of order. If you use SEU to enter the source 
program, you can request that SEU put the statements in order. 


Column 6 (Form Type) 

An O must appear in column 6 to identify this line as an output 
specification. 


Column 7 (Comments) 

Entry Explanation 
* Comment line 

Use an asterisk in column 7 to identify the line as a comment line. Use 
comments throughout your program to help document the purpose of a 
certain section of coding. You can use any character in a comment line. 
Comments are not instructions to your program; they only document your 
program. 
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Columns 7-12 (/EJECT) 


Entry Explanation 

/EJECT The specifications following this entry are to begin on a new 
page of the compiler listing. 

The /EJECT specification is not printed on the compiler listing. 


Columns 7-12 (/TITLE) 

Entry Explanation 

/TITLE The heading information (such as a title or security 

classification) that follows the /TITLE entry appears at the top of 
each page of the compiler listing. The heading information is 
entered in columns 14 through 74. 

A program can contain more than one /TITLE statement. Each /TITLE 
statement provides heading information for the compiler listing until the 
next /TITLE statement is read. To print on the first page of the compiler 
listing, a /TITLE statement must be the first statement read. Information 
specified by the /TITLE statement is printed in addition to compiler heading 
information. 

The /TITLE statement causes an eject to the next page before the title is 
printed. The /TITLE statement is not printed on the compiler listing. 


Columns 7-14 (/SPACE) 


Entry Explanation 

/SPACEbn Line spacing occurs at this point in the compiler listing. Valid 
entries for n are 1 to 3. If you do not specify n, 1 is assumed. 

One blank (b) must come before the value you specify for n. The value you 
specify for n indicates the number of blank lines to be spaced before the 
next specification line is printed. If n is greater than the number of lines 
remaining on the current page, the next specification line is printed on a 
new page. If you specify just /SPACE, one line is spaced. 

/SPACE is not printed on the compiler listing but is replaced by the actual 
line spacing. The spacing indicated by /SPACE is in addition to the three 
blank lines that occur between specification types. 
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Columns 7-14 (Filename) 


Entry Explanation 

A valid Same filename that appears on the file 

filename description specifications for the output, 
combined, update, or add file 

Use columns 7 through 14 to identify the output file you want to describe. 
The filename must begin in column 7. 

The filename should be specified only on the first line. However, if another 
output file is specified and more specifications are then required for the 
first file, the first filename must be repeated in columns 7 through 14 (see 
Figure 27-2). 
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Note: The filename need not be repeated in columns 7 through 14 unless another output file is 
specified and then further specifications are required for the first file. 

Figure 27-2. Specifying Filename 
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Columns 14-16 (AND/OR) 


Entry Explanation 

AND or AND/OR indicates a relationship between 

OR lines of output indicators. 

Use columns 14 through 16 to specify AND/OR lines for output operations. 
For an AND relationship, the condition for all indicators must be satisfied 
before the output operation is done. You can use any number of AND lines 
for an output operation. For an OR relationship, only one condition is met 
between several indicators or groups of indicators before the output 
operation is done. You can use a maximum of 20 OR lines for an output 
operation. If you use a combination of AND and OR lines for an output 
operation, you can use any number of AND lines but you cannot use more 
than 20 OR lines. 

You can use AND and OR lines to condition entire output lines, but you 
must not use them to condition fields. However, you can condition an 
output field with more than three indicators by using the SETON operation 
in calculations. 


Column 15 (Type) 


Entry Explanation 

H Heading records 

D Detail records 

T Total records 

E Exception records (lines to be written during 

calculation time) 

Use column 15 to indicate the type of record to be written. Column 15 must 
have an entry for every output record (see Figure 27-2). 

Heading Records (H) 

Heading records usually contain constants identifying information such as 
column headings, page number, and date. 


Detail Records (D) 


Detail records usually contain data that comes directly from the input 
record or is the result of calculations performed on data from the input 
record. 
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Total Records (T) 


Total records usually contain data that is the end result of specific 
calculations on several detail records. Total output cannot be specified for 
primary or secondary update files. Records can be added to indexed 
primary and secondary files at total time if add is specified (A in column 66) 
on the file description specifications. 

Exception Records (E) 

Exception records are written during calculation time. Exception records 
can be specified only when the operation code EXCPT is used. See Chapter 
28, Operation Codes, for more information on the EXCPT operation code. 


Columns 16-18 (ADD/DEL) 


Entry Explanation 

ADD Add a record to an indexed, direct, or sequential file defined as 
an input, output, or update file. 

DEL Delete the last record read on the identified update file. 


ADD 

When ADD is specified in columns 16 through 18 to add a record to an 
indexed, direct, or sequential file, column 66 of the file description 
specifications must contain an A for the file to which records are being 
added. The output device for this file must be DISK. 

The ADD entry must not be used in an OR line. An ADD entry in columns 
16 through 18 of the previous line also applies to the record in the OR 
relationship. For a detailed description of adding records to a file, see 
Column 66 (File Addition) in Chapter 21 or Adding Records in Chapter 5. 

DEL 


If a record is to be deleted from a file, the file must be defined as 
delete-capable when it is built. For more information on defining a 
delete-capable file, see FILE Statement in the System Reference manual. If 
you attempt to delete a record from a file that is not delete-capable, an 
execution-time error message is displayed. 

DEL must be specified in columns 16 through 18 of the main output record 
line. DEL applies to all the OR extensions to the main line. When records 
are deleted from a file, the file must be defined as an update file (column 15 
of the file description specifications contains U). 

Note: Record deletion is not dependent on the file organization and mode 
of processing entries. 
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Records are not physically removed from a file when they are deleted. 
Deleted records are filled with hex FFs. 

When a file containing deleted records is processed sequentially or 
consecutively (primary, secondary, demand, or full-procedural files), a 
deleted record is not returned to the program when it is accessed. It is 
bypassed, and the next record is read. This process is repeated until a 
nondeleted record is found or the end of the file is reached. When a file 
containing deleted records is processed randomly using CHAIN, the 
no-record-found indicator is turned on when a deleted record is accessed. If 
this indicator is not specified in columns 54 and 55 of the calculation 
specification specifying the CHAIN operation, error message RPG-9035, NO 
RECORD FOUND ON GET OPERATION FOR FILE, is displayed. 


Column 16 (Fetch Overflow or Release) 

Entry Explanation 
F Fetch overflow routine 

R Release the device (display station or SSP-ICF session) after 

output 


Fetch Overflow 


Use fetch overflow when printing a particular line causes overflow, and not 
enough space is left on the page to print the remaining detail, exception, or 
total output lines. To determine when to fetch the overflow routine, study 
all possible overflow situations. By counting lines and spaces, you can 
calculate what happens if overflow occurs on each detail and total line. 

Use column 16 to specify fetch overflow for a PRINTER file only. Column 
16 of each OR line must contain an F if the overflow routine is to be used 
for each record in the OR relationship. Fetch overflow cannot be used 
when an overflow indicator is specified in columns 23 through 31 on the 
same specification line. If this occurs, the overflow routine is not fetched. 
Specifying fetch overflow allows you to alter the RPG overflow logic (see 
Columns 33-34 in Chapter 21). You can advance forms when total, detail, or 
exception records are printed instead of waiting for the usual time in the 
program cycle. The fetched overflow routine does not automatically cause 
forms to advance; that is, the entry in columns 21 and 22 of the output 
specifications must contain a 2-digit entry that is less than the number of 
the lines the printer is currently on. Fetching the overflow routine can 
prevent printing over the page perforation and can use as much of the page 
as possible. For more information on fetch overflow, see Chapter 7, Using a 
PRINTER File, 
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Release 


You can release a device from your program after output to that device has 
been written. To release the device, enter an R in column 16. You can 
specify OR lines; however, column 16 must contain an R for each OR line. 
The device is released when that output specification is read during the 
output operations. If you specify a format name on a field description line 
for the record that contains an R in column 16, the format is written, and 
then the device is released. 

If the WORKSTN file is a primary file and the program does not have a 
NEP attribute, RPG sets on the last-record (LR) indicator when all devices 
have been released. If the program has a NEP attribute, RPG sets on the 
last-record (LR) indicator when all devices have been released and the 
system operator enters the STOP SYSTEM command. 

Note: For WORKSTN files, a device can be either a display station or an 
SSP-ICF session. 


Columns 17-22 (Spacing and Skipping) 


Column 17 (Space Before) 

Entry Explanation 

0-3 Number of lines to be spaced before a line is displayed for a CRT 

file or printed for a PRINTER file. 

Column 18 (Space After) 

Entry Explanation 

0-3 Number of lines to be spaced after a line is displayed for a CRT 

file or printed for a PRINTER file. 

Columns 19-20 (Skip Before) 

Entry Explanation 

01 Display screen is blanked immediately for a CRT file. 

01-99 Skip to lines 01 to 99 before printing for PRINTER files. 

A0-A9 Skip to lines 100 to 109 before printing for PRINTER files. 

B0-B2 Skip to lines 110 to 112 before printing for PRINTER files. 
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Columns 21-22 (Skip After) 


Entry Explanation 

01-99 Skip to lines 01 to 99 after printing for PRINTER files. 

A0-A9 Skip to lines 100 to 109 after printing for PRINTER files. 

B0-B2 Skip to lines 110 to 112 after printing for PRINTER files. 

Use columns 17 through 22 to specify line spacing and skipping for 
PRINTER and CRT files. Spacing refers to advancing one line at a time, 
and skipping refers to jumping from one print line to another. 

If you make an incorrect entry in these columns, the compiler drops the 
entry and assumes a blank specification. If columns 17 through 22 are 
blank, single spacing occurs after each line is printed. You can specify 
different spacing and skipping for OR lines. If you do not specify spacing or 
skipping entries for the OR line, spacing and skipping are done according 
to the specifications for the line that comes before the OR line. You cannot 
specify spacing or skipping on AND lines. 
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Columns 23-31 (Output Indicators) 


Entry 

Explanation 

01-99 

Any resulting indicator, field indicator, or 
record-identifying indicator previously 
specified. 

KA-KN, 

KP-KY 

Any command-key indicator previously 
specified in a SET operation or used with 
a WORKSTN file. 

L0-L9 

Any control-level indicators previously 
specified. 

H1-H9 

Any halt indicators previously specified. 

U1-U8 

Any external indicator set prior to 
program execution. 

OA-OG, 

OV 

Any overflow indicator previously 
assigned to this file. 

MR 

Matching-record indicator. 

LR 

Last-record indicator. 

IP 

First-page indicator. The first-page 
indicator cannot be specified for a 
WORKSTN file. 


You can specify one indicator in each of the three separate output indicator 
fields (columns 23 through 25, 26 through 28, and 29 through 31). If these 
indicators are on, the output operation is done. An N in the column that 
comes before each indicator (column 23, 26, or 29) means that the output 
operation is done only if the indicator is not on. This is a negative 
indicator. No output line should be conditioned by all negative indicators. 
At least one of the indicators should be positive. You should not specify all 
negative indicators to condition a heading or detail operation because the 
operation is performed at the beginning of the program cycle when the first 
page lines are written. 

If no output indicators are specified, the line is produced at output every 
time that record is checked for output. If no output indicators are specified 
on a heading or detail line, that record is also produced as output at the 
beginning of the program cycle. 

If you need more than three indicators to condition an output operation, 
use an AND line or an OR line. For more information, see Columns 14-16 
earlier in this chapter. 
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Columns 32-37 (Field Name) 


In columns 32 through 37, use one of the following types of names to specify 
each field that is to be written out: 

• Any field name or data structure name that you used earlier in this 
program 

• The special words PAGE, PAGEl through PAGET, *PLACE, UDATE, 
UDAY, UMONTH, or UYEAR 

• A table name, array name, or array element 

• An EXCPT name 


Field Names 


The field names you use must be the same as the field names on the input 
specifications (columns 53 through 58) or the calculation specifications 
(columns 43 through 48). Do not enter a field name if a constant is used in 
columns 45 through 70. If a field name is entered in columns 32 through 37 , 
columns 7 through 22 must be blank. 

Fields can be listed on the specifications sheet in any order because the 

order in which they appear on the output record is determined by the entry 
in columns 40 through 43. However, the fields are usually listed in order. 

If fields overlap, the last field specified is the only field completely written. 

The sign (+ or -) of a numeric field is in the units position (rightmost digit). 
The units position prints as a letter unless the field is edited. See Column 
38 (Edit Codes) or Columns 45-70 (Constant or Edit Word). 


Rules for Field Names 


A field name can be from 1 to 6 characters long. The first character must 
be alphabetic. The remaining characters can be any combination of 
alphameric characters. 
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Special Words 


Page Numbering (PAGE, PAGE1-PAGE7) 

PAGE is a special word that causes automatic numbering of the pages. 
Enter the word PAGE or PAGEl through PAGE? in these columns if the 
pages are to be numbered. When a PAGE field is named in these columns 
without being defined elsewhere, it is assumed to be a 4-digit, numeric field 
with zero decimal positions. Leading zeros are replaced with blanks 
automatically. A PAGE field can also be defined on input or calculations 
specifications as a numeric field from 1 to 15 digits long, with zero decimal 
positions. 

The page number starts with 0001 unless otherwise specified, and 1 is 
automatically added for each new page. See Columns 53-58 (Field Name) in 
Chapter 25, Input Specifications, for information concerning page 
numbering that starts at a number other than 1. 

Page numbering can be restarted at any point in a job. To do this, set the 
PAGE field to zero before it is printed by specifying either blank after in 
column 39 or an output indicator. If the status of the indicator is as 
specified, the PAGE field is reset to zero, and 1 is added to the PAGE field 
before it is printed (see Figure 27-3). 

The eight possible PAGE entries (PAGE, PAGEl through PAGE?) may be 
needed for numbering different types of output pages or for numbering 
pages for different PRINTER files. 



When indicator 15 is on, the PAGE field is reset to zero and a 1 is added 
before the field is printed. When 15 is off, a 1 is added to the contents of 
the PAGE field before it is printed. 


Figure 27-3. Resetting the PAGE Fields to Zero 
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Repeating Output Fields (*PLACE) 


*PLACE is a special RPG word that allows you to write the same fields in 
several locations on one record without naming the fields and giving their 
end position each time the fields are to be written. The fields repeated by 
means of ^PLACE are written ending in the position specified in columns 40 
through 43 of the same specifications line. For example, if FIELDS A, B, 
and C appear twice on one record, the fields can be specified in two ways: 

® Define each field and its corresponding end position each time the field 
is to be written (see Figure 27-4). 

® Use the special word ^PLACE (see Figures 27-4 and 27-5). 

Both coding methods shown in Figure 27-4 produce a record that looks like 
this: 


Ending 

Record 

Positions 

10 

20 

30 

40 

50 

60 

75 

Fields 

FIELDA 

FIELDB 

FIELDC 

FIELDA 

FIELDB 

FIELDC 

FIELDD j 
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Space 
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Output Indicators 

Field Name 

or 
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To repeat an output field, each field can be defined each time it is to be printed or written to disk. 



Or the special word *PLACE can be used to repeat a group of fields. 
Figure 27-4. Writing Fields Twice on the Same Record 
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*PLACE can also be used to print the same group of fields several times on the same line. FIELDS 
A, B, and C are to be printed four times on one line as shown above. They are printed once when 
they are named and once for every *PLACE entry. 

*PLACE is specified after the fields that are to be printed several times on the same line (below). All 
fields to which '^'PLACE applies appear on the same record. FIELD D, which appears on the total 
record, is not affected by *PLACE. 

Notice that an end position is given for every *PLACE. FIELDS A, B, and C have a total length of 
15 characters. Thus, the end positions given for the "^PLACE entries allow room for the printing of 
15 characters. This eliminates any overlapping. 



















When you specify *PLACE, all fields named for each record type (H/D/T/E) 
are written as usual in the location specified. The entry *PLACE then 
causes all of these fields to be written ending at the position specified in 
columns 40 through 43 of the *PLACE specification. When you specify 
*PLACE, consider the following: 

• *PLACE must be specified after the field names that are to be written in 
different positions in one record (see Figure 27-5). 

• *PLACE causes all fields within a record type to be written, not just the 
field name on the line immediately above the *PLACE entry. 

• *PLACE must appear on a separate specification line each time a field 
or a group of fields is to be written. 

• An end position no greater than 256 must be specified for every 
*PLACE line. Allow enough space for all fields to be written (see 
Figure 27-5); otherwise, overlapping occurs. 

• Multiple or successive *PLACE entries can be specified if the fields 
preceding the first *PLACE specification are to be repeated more than 
once. 

• The leftmost position of the fields to be written by the *PLACE 
specification is always assumed to be position 1. 

• Additional fields or constants can be specified after the *PLACE 
specification and are not affected by any preceding *PLACE 
specification. 

Note: Attempts to use the *PLACE function for other than its defined 
purpose may produce unpredictable results. 



Date Fields (UDATE, UMONTH, UDAY, UYEAR) 


To have the date printed on a report or program listing, use special words 
UDATE, UMONTH, UDAY, or UYEAR. The date fields are established at 
job setup time. UDATE contains the program date that may not be the 
same as the date in the result field of the TIME operation. The result field 
of the TIME operation contains the system date. See the System Reference 
manual for a complete discussion of the system date, program date, and the 
DATE OCL statement. The following rules apply to date fields: 

• UDATE prints a 6-character numeric date field in one of three formats: 
Month/day/year 
Y e ar/mo n th/day 
Day/month/year 

Use columns 19 and 20 of the control specifications to specify the date 
format and the editing to be done. If columns 19 and 20 are blank, the 
date format is determined by the contents of column 21 of the control 
specifications. 

® Use UDAY for the day only, UMONTH for the month only, and UYEAJE, 
for the year only. 

® These fields cannot be changed by any operations specified in the 

program. Thus, these fields are generally used only in compsire and test 
operations. 


EXCPT Names 


When the record type is an exception record (indicated by an E in column 
15), a name can be placed in columns 32 through 37 of the record line. The 
EXCPT operation can specify the name assigned to a group of records to be 
written. This name is called an EXCPT name. An EXCPT name must 
follow the rules for field names. Also, an EXCPT name cannot be the same 
as a filename, field name, data structure name, array name, table name, 
label, or subroutine name. A group of any number of output records can 
use the same EXCPT name, and the records do not have to be consecutive 
records. The maximum number of different EXCPT names is 64. An 
EXCPT with a blank name field is counted as one of the 64. 

When the EXCPT operation is specified without an EXCPT name, only 
those exception records without an EXCPT name are checked and written if 
the conditioning indicators are satisfied. 


When the EXCPT operation specifies an EXCPT name, only those exception 
records with that EXCPT name are checked and written if the conditioning 
indicators are satisfied. 

The EXCPT name is specified on the main record line and applies to all 

AND/OR lines. 
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Column 38 (Edit Codes) 


Use column 38 to: 

• Suppress leading zeros in a numeric field 

• Omit a sign from the low-order position of a numeric field 

• Punctuate a numeric field without establishing an edit word 
For more information on edit codes, see Chapter 16. 


Column 39 (Blank After) 

Entry Explanation 

Blank Field is not reset. 

B Field specified in columns 32 through 37 is reset to blank or zero 

after the output operation is complete. 

Use column 39 to reset a numeric field to zeros or an alphameric field to 
blanks. If the field is conditioned by indicators in columns 23 through 31, 
the blank after is also conditioned. This column must be blank for 
look-ahead and UDATE fields. 

Resetting fields to zeros is useful when totals are accumulated and written 
for each control group in a program. After the total is accumulated and 
written for one control group, the total field can be reset to zeros before 
accumulation begins on the total for the next control group. 

If blank after (column 39) is specified for a field to be written more than 
once, the B should be entered on the last line specifying output for that 
field. When blank after is specified with a table name, the field that is 
blanked contains the last element found by a successful LOKUP. If no 
LOKUP or no successful LOKUP occurred, the first element of the table is 
blanked. 

If the file description specifications for the file to which the field on this 
output specification is to be written contains an external indicator in 
columns 70 and 71, you may want to use the same external indicator in 
columns 23 through 31 of this specification to prevent the field from being 
blanked when the file is not being used by the program. 
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Columns 40-43 (End Position in Output Record) 


Entry Explanation. 

1-4096 End position for DISK or SPECIAL file 

1-4075 End position for BSCA file 

1-1919 End position for WORKSTN file 

1-198 End position for 198-positioii printer 

1-79 End position for CRT file 

K1-K8 Length of format name for a V70RKSTN file 

Use columns 40 through 43 to define the end position of a field or constant 
on the output record, .All entries in these columns must end in column 43, 
Enter only the position of the rightmost character in the field or constant. 

Note: If columns 40 through 43 are left blanks the field or constant is 
placed in the output record immediately following the field specified in tlice 
previous output specification for that record. If no previous field 
specification exists for the record, the high-order position of the field is 
placed in position 1. A blank end position with *PLACE causes the 
*PLACE to be ignored. 
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Column 44 (Packed-Decimal or Binary Field) 

Entry Explanation 

Blank Field is zoned-decimal numeric data or alphameric data. Leave 
this column blank for nondisk files. 

P Field is to be written on disk in packed-decimal format. 

B Field is to be written on disk in binary format. 

Use column 44 to specify whether a numeric field (decimal number) is to be 
written to disk or to SSP-ICF output in packed-decimal or binary format. 
Packed-decimal and binary fields cannot be displayed or printed; these 
fields can be written only to disk or to SSP-ICF output. Column 44 must be 
blank for *PLACE. 

After decimal numbers are processed, they can be left in the zoned-decimal 
format. However, for more efficient use of disk space, convert decimal 
numbers into packed-decimal or binary format. When binary output is 
specified, a numeric field 1 to 4 digits long (zoned-decimal in storage) is 
converted into a 2-byte binary field when it is written on disk; a numeric 
field 5 to 9 digits long is converted into a 4-byte binary field. When 
packed-decimal output is specified, a byte of disk storage (except for the 
low-order byte) can contain two decimal numbers. See Column 43 (Packed 
or Binary Field) in Chapter 25, Input Specifications, for a description of how 
data fields are represented in zoned-decimal, packed-decimal, and binary 
formats. 

Note: Although packed-decimal and binary fields require less disk storage 
space, the conversion routines needed to handle such data increase the 
program size (and execution time). 
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Columns 45-70 (Constant or Edit Word) 


Use columns 45 through 70 to specify a constant, the format name for a 
WORKSTN file, or an edit word. If you are using edit codes, you can also 
use columns 45 through 47 to specify a floating currency symbol or asterisk 
fill 


Constants 


A constant is any unchanging information that is to appear on a report. 

Constants are usually words used for report headings or column headings. 

The following rules apply to constants (see Figure 27-6 for examples): 

• Field name (columns 32 through 37) must be blank. 

® A constant must be enclosed in apostrophes. Enter the leading 
apostrophe in column 45. 

® An apostrophe in a constant must be represented by two apostrophes. 
For example, if the word you^re appears in a constant it must be coded 
as ^YOU^^REb 

® Numeric data can be used as a constant. 

® Up to 24 characters of constant information can be placed in one line. 
Additional lines can be used, but each line must be treated as a separate 
line of constants. The end position is specified in columns 40 through 
43. If no end position is specified, the constant is placed in the output 
record immediately following the field or constant specified in the 
previous output specification line for that record (see Columns 40-43, 
End Position in Output Record, in this chapter). 
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Format Name 


The name of the display format that is used by the WORKSTN file must be 
specified in columns 45 through 54. One format name is required for each 
output record for the WORKSTN file; the specification of more than one 
format name per record is not allowed. The format name must be enclosed 
in apostrophes. This is the same name that is specified in columns 7 
through 14 of the S specification line on the display screen format 
specifications. You must also enter Kn in the rightmost of columns 40 
through 43, where n is the length of the format name. For example, if the 
format name is FORMl, enter K5 in columns 42 and 43. 

For more information on the display screen format, see Chapter 6, Coding 
an RPG Program That Uses a WORKSTN File. 

Note: The output specifications line containing the format name cannot be 
conditioned by any indicators. 

Edit Words 

See Chapter 16 for a complete discussion on edit words. 
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Columns 71“74 


Columns 71 through 74 are not used. Leave them blank. 

Columns 75-80 (Program Ideiitification) 


Entry 


Explanation 


Blank Program identificatioD.. defaults to the program naro.e 

specified on the control specification. 


Any valid 

nrogram 

name 


ProgTam identification. The first character must be 
alphabetic but cannot be #, $, or (a;. The remaining 
characters must be alphaiii.eric with no imbedded 
blanks. No special character can be used. 


Columns 75 through 80 can contain any characters. These columns can 
contain the program naiTie used in the control specification, or they caxi 
contain any other characters to identify a certain portion of the program. 
These entries are ignored by the compiler but appear in the source program 
listing. 


iYofe; To be compatible with other RPG systems, the specifications sheets 
show only SO poTtccHis to:- poojh etncemeni. However, eacO’ staisriiecCr in an 
R.PG source p'r'Ogram can contain iip* to 96 ciiara-cters. Co^uiiins 81 L}i’’'^ough 
96 are available for comments. 
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'atiom Codeg 


Arithmetic Operations ^ „ 

Move Onerations „ . 

Miove Zone O^perations 
'U'Ornpare ana iesiuing v^pera^ioiis , . » 

Structured Programming Operations = 
Bit Operations . 

SETON and SETGF Operations . , . 

B)raiiching witnin PPG = .. „ , 

Subroutine Operations „ 

Linking to External Subroutinc-B . „ 

V^/ORKSTN Operations o,,. „ 

Programmed Control of Input and Output 


28“’'-■ 
P;Q„K 

28-'6 

28“'/ 


28 -il 
28'-’11 
280.. 1 


2841 


ACQ (Acquire) 

ADD (Add) 

BEGSE (Begin Subroutine) 

BITOF (Set Bit Off) .............. 

BITON (Set Bit On) o.. 

O’ A 

'V>/-1!0AA „ o » « „ » o o . . o o o o c 

CHAIN (Chain) 

Random Processing 
COMP (Compare) . = „ 

DEBUG (Debug) 

Records Written for DEBUG „ , . . 

- T JW ir /V’-i cU U --1 ' 

DIV (Divide) ................... 

DO (Do) 

DOUxx (Do Until) ............... 

DOWxx (Do While) .............. 

ELSE (Else Do) „o„ „ 

END (End) 

ENDSR (End. Subroutine) 

EXCPT (Exception Output) 

EXIT (Exit to an External Subroutine) 
EXSR (Execute Subroutine) 


23" 14 
28'I.g 

OO 1i Q 

28-20 

28'“'21 

28-24 

2847 

28“4.8 

oo 

28-31 

28-32 

28-35 

G Q O O 

Z0“00 

2841 

2842 

2843 

2844 
2840 
2842 


Chapter 28„ Operation Codes 

































Coding Subroutines . 28-52 

FORCE (Force) . 28-54 

GOTO (Branch To) . 28-56 

IFxx (If/Then) .. 28-59 

KEY (Key) . 28-61 

LOKUP (Lookup) . 28-62 

Array LOKUP. 28-62 

Table LOKUP . 28-62 

MHHZO (Move High to High Zone) . 28-64 

MHLZO (Move High to Low Zone) . 28-64 

MLHZO (Move Low to High Zone) . 28-65 

MLLZO (Move Low to Low Zone) . 28-65 

MOVE (Move). 28-67 

MOVEA (Move Array) . 28-69 

MOVEL (Move Left) . 28-87 

MULT (Multiply) . 28-90 

MVR (Move Remainder) . 28-90 

NEXT (Next) . 28-91 

POST (Post) . 28-92 

READ (Read) .28-93 

READE (Read Equal Key) . 28-95 

READP (Read Prior Record) . 28-96 

REL (Release) . 28-97 

RLABL (RPG Label) . 28-98 

Referring to an Indicator . 28-100 

Referring to a Field . 28-100 

Referring to a Data Structure . 28-100 

Referring to an Array or Table . 28-101 

Considerations for the Assembler-Language Programmer .... 28-104 

Message-Retrieving Subroutine (SUBR23) . 28-105 

SET (Set) . 28-106 

SETLL (Set Lower Limits Operation) . 28-107 

SETOF (Set Off) . 28-108 

SETON(SetOn) . 28-108 

SHTDN (Shutdown) . 28-109 

SORTA (Sort an Array) . 28-110 

SQRT (Square Root) . 28-112 

SUB (Subtract) . 28-112 

TAG (Tag) . 28-113 

TESTB (Test Bit) . 28-113 

Columns 54-55: 28-114 

Columns 56-57: 28-114 

Columns 58-59: 28-114 

TESTZ (Test Zone) . 28-116 

TIME (Time of Day) . 28-117 

XFOOT (Summing the Elements of an Array). 28-118 

Z-ADD (Zero and Add) . 28-118 

Z-SUB (Zero and Subtract) . 28-118 
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Operation 

Code 

Control-Level 

Indicators 

Conditioning 

Indicators 

Factor 1 

Factor 2 

Result 

Field 

Resulting Indicators 

Columns 

Columns 

7-8 

9-17 

54-55 

56-57 

58-59 

ACQ 

Optional 

Optional 

Required 

Required 



Optional 


ADD 

Optional 

Optional 

Optional 

Required 

Required 

Optional 

Optional 

Optional 

BEGSR 

SR or blank 


Required 






BITOF 

Optional 

Optional 


Required 

Required 




BITON 

Optional 

Optional 


Required 

Required 




CASxx (CASE) 

Optional 

Optional 

Optional 

Optional 

Required 

Optional 

Optional 

Optional 

CHAIN 

Optional 

Optional 

Required 

Required 


Optional ^ 



COMP 

Optional 

Optional 

Required 

Required 


Optional 2 

Optional ^ 

Optional ^ 

DEBUG 

Optional 

Optional 

Optional 

Required 

Optional 




DEFN 

Optional 


*LIKE 

Required 

Required 




DIV 

Optional 

Optional 

Optional 

Required 


Optional 

Optional 

Optional 

DO 

Optional 

Optional 

Optional 

Optional 

Optional 




DOUxx (DO UNTIL) 

Optional 

Optional 

Required 

Required 





DOWxx (DO WHILE) 

Optional 

Optional 

Required 

Required 





ELSE (ELSE DO) 

Optional 








END/DO 

Optional 

Optional 


Optional 





END/DOU 

Optional 

Optional 







END/DOW 

Optional 

Optional 







END/IF 

Optional 








END/CAS 

Optional 








ENDSR 

SR or blank 


Optional 

Optional 





EXCPT 

Optional 

Optional 


Optional 





EXIT 

Optional 

Optional 


Required 





EXSR 

Optional 

Optional 


Required 





FORCE 


Optional 

1 

Required 





GOTO 

Optional 

Optional 


Required 





IFxx (IF/THEN) 

Optional 

Optional 

Required 


Required 




KEYnn ^ 

Optional 

Optional 

Optional 

_1 


Optional 

Optional ^ 

Optional 

LOKUP(Array) 

Optional 

Optional 

Required 


Optional 

Optional 4 

Optional^ 

1 Optional ^ 

LOKUP(Table) 

Optional 

Optional 

Required 

Required 

Required 

Optional 4 

Optional 

Optional 4 

MHHZO 

Optional 

Optional 


Required 

Required 




MHLZO 

Optional 

Optional 


Required 

Required 




MLHZO 

Optional 

Optional 


Required 

Required 




MLLZO 

Optional 

Optional 


Required 

Required 




MOVE 

Optional 

Optional 


Required 

Required 




MOVEA 

Optional 

Optional 


Required 

Required 




MOVEL 

Optional 

Optional 


Required 

Required 




MULT 

Optional 

Optional 

Optional 

Required 

Required 

Optional 

Optional 

Optional 

MVR 

Optional 

Optional 




Optional 

Optional 

Optional 

NEXT 

Optional 

Optional 

Required 

Required 

Required 


Optional 


POST 

Optional 

Optional 

Required 




Optional 


READ 

Optional 

Optional 


Required 



Optional 5 

Optional i 

READE 

Optional 

Optional 

Required 

Required 




Required 

READP 

Optional 

Optional 


Required 




Required 

REL 

Optional 

Optional 

Required 

Required 



Optional 


RLABL 









SETnn 

Optional 

Optional 

Optional 

Optional 


Optional 

Optional 

Optional 


Figure 28-1 (Part 1 of 2). Summary of Operation Code Specifications 
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Operation 

Code 

Control-Level 

Indicators 

Conditioning 

Indicators 

Factor 1 

Factor 2 

Result 

Field 

Resulting Indicators 

Columns 

Columns 

7-8 

9-17 

54-55 

56-57 

58-59 

SETOF 

Optional 

Optional 




Optional ^ 

Optional ^ 

Optional " 

SETON 

Optional 

Optional 




Optional 2 

Optional 2 

Optional " 

SETLL 

Optional 

Optional 

Required 

Required 





SHTDN 

Optional 

Optional 




Required 



SORTA 

Optional 

Optional 


Required 





SORT 

Optional 

Optional 


Required 

Required 




SUB 

Optional 

Optional 

Optional 

Required 

Required 

Optional 

Optional 

Optional 

TAG 

Optional 


Required 






TESTB 

Optional 

Optional 


Required 

Required 

Optional 2 

Optional 2 

Optional " 

TESTZ 

Optional 

Optional 



Required 

Optional 2 

Optional 2 

Optional " 

TIME 

Optional 

Optional 



Required 




XFOOT 

Optional 

Optional 


Reauired 

Reauired 

Optional 

Optional 


Z-ADD 

Ootional 

Optional 


Reauired 

Required 

Optional 

Optional 


Z-SUB 

Optional 

Optional 


Required 

Required 

Optional 

Optional 

Cpiionc'i 


Fields without entries must be blank. 

SR = The only allowable nonblank characters in columns 7 and 8 
for the BEGSR and ENDSR operation codes 


^This indicator is required if the file specified in factor 2 is a full-procedural file, 

2At least one resulting indicator must be specified in columns 54 through 59. 

^The nn entries in columns 31 and 32 are for message indicator numbers. If the result field of a SET operation contains the 
keyword ERASE, factor 2 must contain the name of the CONSOLE file. Otherwise, factor 2 and the result field must be blank. 
‘^At least one resulting indicator must be specified in columns 54 through 59, but no more than two can be used. 

5Columns 56 and 57 can contain an indicator when the READ operation is used with a WORKSTN device, 


Figure 28-1 (Part 2 of 2). 
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Arithmetic Operations 


Arithmetic operations (ADD, SUB, MULT, DIV, Z-ADD, and Z-SUB) can be 
performed only on numeric fields or numeric literals. The result field must 
also be numeric. Decimal alignment is performed for all arithmetic 
operations. Even though truncation can occur, the position of the decimal 
point in the result field is not affected. For arithmetic operations in which 
all three fields are used: 

• Factor 1, factor 2, and the result field can be three different fields. 

• Factor 1, factor 2, and the result field can all be the same field. 

• Factor 1 and factor 2 can be the same field but different from the result 
field. 

• Either factor 1 or factor 2 can be the same as the result field. 

The length of any field specified in an arithmetic operation cannot exceed 
15 characters. If the result exceeds 15 characters, characters are dropped 
from either or both ends depending on the location of the decimal point. 
The results of all operations are signed (+ or -). Any data placed in the 
result field replaces the data that was there before. 


28-4 



Move Operations 

Move operations (MOVE, MOVEA, and MOVEL) move all or part of factor 
2 to the result field. Factor 2 remains unchanged. Factor 1 must be blank, 
and no resulting indicators can be specified in columns 54 through 59. 

The MOVE and MOVEL operations can be used to change numeric fields to 
alphameric fields and alphameric fields to numeric fields. To change a 
numeric field to an alphameric field, enter the name of the numeric field in 
factor 2 and specify an alphameric result field. To change an alphameric 
field to a numeric field, enter the name of the alphameric field in factor 2 
and specify a numeric result field. 

When an alphameric field is moved into a numeric result field, the digit 
portion of each character is converted to its corresponding numeric 
character and then moved to the result field. Blanks are transferred as 
zeros. For the MOVE operation, the zone portion of the rightmost 
alphameric character is converted to its corresponding sign and is m.oved to 
the rightmost position of the numeric field where it becomes the sign of the 
field. For the MOVEL operation, the zone portion of the rightmost 
character of factor 2 is converted and used as the sign of the result field 
whether or not the rightmost character is included in the move operation. 

When move operations are specified to move data into numeric fields, the 
decimal positions specified, for the factor 2 field are ignored. For example, 
if the data 1.00 is moved into a numeric field with one decimal position, the 
result is 10.0. 

The MOVEA operation can be used to m.ove several contiguous array 
elements to a single field, a single field to several contiguous array 
elements, or contiguous elements of one array to contiguous elements of 
another array. All arrays and fields used in a MOVEA operation can be 
alphameric or numeric. 
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Move Zone Operations 


The move zone operations (MHHZO, MHLZO, MLHZD, and MLLZO) move 
only the zone portion of a character. A minus (-) sign in a move zone 
operation does not yield a negative character in the result field, because a 
minus sign is represented by a hex 60 internally and a D zone is required 
for a negative character. Characters J through R have D zones and can be 
used to obtain a negative value (J = hex Dl, . . . , R = hex D9). 

Note: Whenever the word high is used in a move zone operation, the field 

involved must be alphameric; whenever low is used, the field involved 
can be either alphameric or numeric. 


Compare and Testing Operations 

The compare and testing operations test fields for certain conditions. These 
operations are COMP and TESTZ. Another group of compare and testing 
operations consists of IFxx, DO, DOUxx, DOWxx, and CASxx (structured 
programming operations). The following rules of comparing fields apply to 
all compare and testing operations: 

• If numeric fields are compared, fields of unequal length are aligned at 
the implied decimal point. The shorter field is filled with zeros to the 
left or right of the decimal point to make the fields of equal length. The 
maximum field length for numeric fields to be compared is 15 digits. 

• If alphameric character fields are compared, fields of unequal length are 
aligned at their leftmost character. The shorter field is filled with 
blanks to equal the length of the longer field for comparison. The 
maximum field length for alphameric fields to be compared is 266 
characters. 

• All numeric comparisons are algebraic. A positive value (+) is always 
greater than a negative (-) value. 

• Blanks within numeric fields are assumed to be zeros. 

• Numeric fields are converted to packed-decimal format, if necessary, 
before they are compared. 

• If an alternate collating sequence (position 26 of the control 
specification) has been specified for the comparison of character fields, 
the fields are translated into the alternate sequence before comparison. 

• An alphameric field cannot be compared to a numeric field. 

• An array name and a data structure name cannot be specified in a 
compare operation, but an array element, a table element, and a data 
structure subfield can. 

With the COMP and TESTZ operations, the resulting indicators assigned in 
positions 54 through 59 are set according to the results of the operation. 
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With the CASxx operation, the branch to a subroutine specified in the 
result field occurs if the condition specified in the xx portion of the 
operation is met. 

No fields are changed by compare and testing operations. 


Structured Programming Operations 


The structured programming operations are: 

® DO (Do) 
m DOWxx (Do While) 

• DOUxx (Do Until) 

• IFxx (If/Then) 

® CASxx (Case) 

® END (End) 

® ELSE (Else Do) 


The DO operation allows an operation or a series of operations to be 
performed a fixed number of times. You indicate how many times the 
operation(s) will be performed by specifying the starting value in factor 1, 
incrementing each time by the value in factor 2 of the associated END 
operation or by 1 if factor 2 on the END operation is not specified, until the 
index value (result field) exceeds the limit value (factor 2). 

The DOWxx and DOUxx operations allow an operation or a series of 
operations to be performed one or more times based on the results of 
comparing factor 1 with factor 2. 

The IFxx/ELSE operationsallow an operation or a series of operations to be 
performed based on the results of comparing factor 1 with factor 2. 

The CASxx operation allows conditional branching to a subroutine based 
on the results of comparing factor 1 with factor 2. 

The XX portion of the IFxx, DOUxx, DOWxx, and CASxx operations can be: 
GT Factor 1 is greater than factor 2. 

LT Factor 1 is less than factor 2. 

EQ Factor 1 is equal to factor 2. 

NE Factor 1 is not equal to factor 2. 

GE Factor 1 is greater than or equal to factor 2. 
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LE Factor 1 is less than or equal to factor 2. 

Blanks Factor 1 is not compared to factor 2 (unconditional execution). 

This is valid for the CASxx operation only, if the xx portion of it 
contains blanks. 

Conditioning indicators can be specified. 

Factor 1 and factor 2 can contain a character literal, a numeric literal, an 
array element, a table name, a data structure subfield, a field name, or 
blanks (blanks are valid only for CASbb). If factor 1 and factor 2 are not 
blanks, both must be character data or both must be numeric. Only 
numeric literals, field names, array elements, table names, or data structure 
subfields with zero decimal positions can be specified in factor 1 and factor 
2 of the DO operation. 

The rules for comparing factor 1 and factor 2 on the IFxx, DOUxx, DOWxx, 
and CASxx operation codes are the same as those given under Compare and 
Testing Operations in this chapter. The same rules apply to comparing a 
result field (index value) and factor 2 (limit value) on the DO operation. 

The group of operations that begins with a DO, DOUxx, DOWxx, or IFxx 
operation and ends with an END operation, is called a do group. Each do 
group must end with an END operation, which either ends the do group or 
allows the do group (except the IF group) to continue executing. 

If a do group contains another complete do group, together they form a 
nested do group. The following is an example of nested do groups, three 
levels deep: 

- DOU/DOW 

I— DOU/DOW 
END 

- IF 

r— DOU/DOW 
I— END 

r 

^ END 

- END 

- END 


Remember the following when specifying do groups: 

• Do groups can be nested to a maximum depth of 100 levels. 

• Each do group must contain both a DO, DOUxx, DOWxx, or IFxx 
operation and an associated END operation. 

• A do group must be contained in either detail, total, LR, or subroutine 
calculations; it cannot be split between the different calculation times. 

® If you branch into a do group from outside the do group, the loop 
controls will not have been initialized, which may yield undesirable 
results. 
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operator can continue processing by responding to the halt for every 
halt indicator that is on. 

• Turning control-level indicators (LI through L9) on or off does not 
automatically turn any lower control-level indicators on or off. 

• Control-level indicators (LI through L9) and the record-identifying 
indicators always turn off after the next detail output operations are 
completed regardless of the previous SETON or SETOF operation. 

• Whenever a new record is read, record-identifying indicators (01 
through 99) and field indicators turn on or off to reflect conditions on 
the new record. The setting from any previous SETON or SETOF 
operation does not apply then. 

• If an indicator with the 2-character entries 01 through 99 is turned on 
and is not changed in other calculations, it remains on until it is turned 
off by another calculation specification. 


Branching within RPG 

Operations are normally performed in the order in which they appear on 
the calculation specifications. There may be times, however, when the 
operations should be performed in a different order, such as when: 

• Several operations should be skipped when certain conditions occur. 

• Certain operations should be performed for several, but not all, record 
types. 

• Several operations should be repeated. 

See Conditional Branching and Repeating an Operation in Chapter 18 for 
the details. 


Subroutine Operations 

The operation codes BEGSR, ENDSR, EXSR, and CASxx are used only for 
subroutines. In an RPG program, a subroutine is a group of calculation 
specifications that can be performed several times in one program cycle. A 
subroutine must be coded after all other calculation operations for a 
program. Subroutine specifications must be identified by SR or blanks in 
columns 7 and 8 on the calculation specifications. Therefore, individual 
operations within a subroutine cannot be conditioned by control-level 
indicators in columns 7 and 8. Within a subroutine, SR or blanks in 
columns 7 and 8 can be intermixed. 


28-10 



Linking to External Subroutines 


To link from an RPG program to an assembler-language subroutine, use the 
EXIT and RLABL operations. You can use the EXIT and RLABL operation 
codes to link to the IBM-supplied subroutines SUBR20, SUBR21, SUBR23, 
and SUBR95. 

During compilation, the name of the user library containing the 
assembler-language subroutines can be specified. The input library name is 
assumed when the subroutine library name is not specified. 


WORKSTN Operations 

The operation codes ACQ and REL are used only with the WORKSTN file. 
For these operations, factor 1 specifies either the name of a 2-character 
field that contains the device identification or a 2-character alphameric 
literal that is the device identification. Factor 2 specifies the name of the 
WORKSTN file for which the operation is requested. Columns 56 and 57 on 
the calculation specifications can contain a resulting indicator that turns 
on if an exception or error occurs. 

Note: For WORKSTN files, a device can be either a display station or siiq 
SSP-ICF session. 


Programmed Control of Input and Output 

The normal program cycle can be changed to allow input and output 
operations during calculations. (See Chapter 19 for a description of the 
program cycle.) The following operations provide this capability: 

« EXCPT (Exception Output) 

• READ (Read) 

• READE (Read Equal Key) 

• READP (Read Previous Record) 

• FORCE (Force) 

• NEXT (Next) 

• CHAIN (Chain) 

• KEY (Key) 

• SET (Set) 

• SETLL (Set Lower Limits) 
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OPERATION CODES 


The rest of this chapter discusses individual operation codes in alphabetical 
order. 


ACQ (Acquire) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Required 

ACQ 

Required 

Blank 

Blank 

Optional 

Blank 


The ACQ operation acquires the device specified in factor 1 for the 
program. Factor 2 must contain the name of the WORKSTN file. 

If the device is available, ACQ attaches it to the program. If it is not 
available or is already attached to the program, an error occurs. If an 
indicator is specified in columns 56 and 57, the indicator turns on. 

If no indicator is specified but the program contains the INFSR 
(WORKSTN exception/error-processing) subroutine, the INFSR subroutine 
automatically receives control when an exception or error occurs. 

If no indicator is specified and the program does not contain the INFSR 
subroutine, the program halts when an exception or error occurs. No input 
or output operation occurs when the ACQ operation is performed. For 
more information about the ACQ operation, see Chapter 6, Using 
WORKSTN Files. 


ADD (Add) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Optional 

ADD 

Required 

Required 

Optional 

Optional 

Optional 


Factor 2 is added to factor 1. The sum is placed in the result field. Factor 1 
and factor 2 are not changed by the operation. If factor 1 is not present, 
factor 2 is added to the result field, and the sum is placed in the result field. 
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BEGSR (Begin Subroutine) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional: 
SR 

Blank 

Required 

1 

BEGSR 

Blank 

Blank 

Blank 

Blank 

Blank 


The BEGSR operation serves as the beginning point of a subroutine. 

Factor 1 must contain the name of the subroutine. The control-level entry 
(columns 7 and 8) can be SR or blank. Columns 9 through 17 must not 
contain any conditioning indicators. 

The subroutine name can be from 1 to 6 characters long. It must begin with 
an alphabetic character in column 18. The remaining characters can be 
any combination of alphabetic or numeric characters. However, special 
characters are not allowed, and blanks cannot appear between characters 
in the name. Every subroutine must have a different name. This name 
cannot be used as the label of a TAG or ENDSR operation. 
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BITOF (Set Bit Off) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators | 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

BITOF 

Required 

Required 

Blank 

Blank 

Blank 


The BITOF operation causes bits identified in factor 2 to be set off (be set 
to 0) in the field named as the result field. Factor 2 is always a source of 
bits for the result field. The result field is the field in which the bits are set 
off. 

Factor 2 can contain: 

• Bit numbers 0-7: From 1 to 8 bits can be set off per operation. The bits 
to be set off are identified by the numbers 0 through 7 (0 is the leftmost 
bit). The bit numbers must be enclosed in apostrophes, and the entry 
must begin in column 33. For example, to set off bits 0, 2, and 5, enter 
'025' in factor 2. 

• Field name The name of a one-position alphameric field, array element, 
or table element can be specified in factor 2. In this case, the bits that 
are on in the field, array element, or table element are set off in the 
result field; bits that are off are not affected. 

See Figure 28-2 for a summary of BITOF operations. 

The operation code BITOF must appear in columns 28 through 32. 
Conditioning indicators can be used in columns 7 through 17. However, 
factor 1, decimal positions, half-adjust, and the resulting-indicator columns 
must be blank. 
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Lookup(Factor 2)is 


The following BITOF operation sets bit 5 off in the field named BITSW. The field is 
defined in the same line with a field length of 1. 


nn^H 


The following operation sets bits 1,2, 4, and 6 off in the field named BITSW. The 
one-position field has been previously defined. 




Tim- 




The following operation uses a one-position alphameric field as a source of bits. Any 
bits that are on in the field named ALPHA cause corresponding bits to be set off in the 
field named BITSW. If bits 5 and 7 are on in the field named ALPHA, the BITOF 
operation sets bits 5 and 7 off in the field named BITSW. 




The following operations use a one-position alphameric array element either as a source 
of bits or as a result field, or both. In the first operation, any bits that are on in the 
field named ALPHA cause corresponding bits to be set off in the array element ARR,NX 



BITS is a one-position field containing hex FO (numeric zero). To change hex FO to 
hex 40 (blank), set bits 0, 2, and 3 off: 






To create a hex 1C (dup character) in the one-position field ASTRSK, set all bits off, 
then set on bits 3, 4, and 5. 



ZL it OL 69 89 Z.9 99 S9 >9 C9 Z9 L9 09 69 89 L9 99 99 t^9 C9 C9 19 09 GP SP iP 9^ PP tP ZP IP 0^ 8C It 9t 9C P£ Ct Zt IC OC 6c 8c LC 9c 9Z PC VC CC IC UC bl 81 
"Number of sheets per pad may vary slightly. 


Figure 28-2. Summary of BITOF Operations 
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BITON (Set Bit On) 


indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

55-57 

58-59 

Optional 

Optional 

Blank 

BITON 

Required 

Required 

Blank 

Blank 

Blank 


The BITON operation causes bits identified in factor 2 to be set on (be set 
to 1) in the field named as the result field. Factor 2 is always a source of 
bits for the result field. The result field is the field in which the bits are set 
on. 


Factor 2 can contain: 

• Bit numbers 0-7: From 1 to 8 bits can be set on per operation. The bits 
to be set on are identified by the numbers 0 through 7 (0 is the leftmost 
bit). The bit numbers must be enclosed in apostrophes, and the entry 
must begin in column 33. For example, to set on bits 0, 2, and 5, enter 
'025' in factor 2. 

« Field name: The name of a one-position alphameric field, array 

element, or table element can be specified in factor 2. In this case, the 
bits that are on in the field, array element, or table element are set on 
in the result field; bits that are off are not affected. 

See Figure 28-3 for a summary of BITON operations. 

The operation code BITON must appear in columns 28 through 32. 

Conditioning indicators can be used in columns 7 through 17. However, 

factor 1, decimal positions, half-adjust, and the resulting-indicator columns 

must be blank. 
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Result Field 


Resulting 

Indicators 

Arithmetic 


IBBIBi 


Name Length 


1ISB9 iSBSB E391 


1i Lookup (Factor 2)i 


19 20 21 22 23 24 25 26 27 
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60 61 62 63 64 65 66 67 68 69 70 71 72 73 74 


The following BITON operation sets bit 4 on in the field named BITS. The field is defined 
in the same line with a field length of 1. 


The following operation sets bits 0,3,5, and 7 on in the field named BITS, This one-position 
field has been previously defined. 





The following operation uses a one-position alphameric field as a source of bits. Any bits 
that are on in the field named ALPHA cause corresponding bits to be set on in the field 
named BITS. If bits 5 and 7 are on in the field named ALPHA, the BITOIM operation sets 
bits 5 and 7 on in the field named BITS. 


Ill 


iisniBl& 


The following operations use a one-position alphameric array element either as a source of 
bits or as a result field, or both. In the first operation, any bits that are on in the array 
element ARR,NX cause corresponding bits to be set on in the array element ARE,12, 


IlflIBI 


HI 

II 


KlaTifS 
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CASxx (Case) 


indicators 

Factor 1 

Operation 

Factor 2 

Resuit 

Fieid 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Optional 

CASxx 

Optional 

Required 

Optional 

Optional 

Optional 


The CASxx operation allows a subroutine to be conditionally selected for 
execution. The selection is based on the relationship between factor 1 and 
factor 2, as specified by the xx portion of the CASxx operation. See 
Structured Programming Operations in this chapter for options available 
under the xx portion of the CASxx operation. 

Conditioning indicators can be specified. Conditioning indicators on the 
CASxx operation control whether this particular CASxx operation is 
performed. 

Factor 1 and factor 2 can contain a character literal, a numeric literal, an 
array element, a table element, a data structure subfield, a field name, or 
blanks (blanks are valid only for CASbb). If factor 1 and factor 2 are not 
blanks, both must be character data or both must be numeric. The rules for 
comparing factor 1 and factor 2 on the CASxx operation are the same as 
those given under Compare and Testing Operations in this chapter. 

The result field must contain the name of a valid RPG subroutine. If the 
relationship denoted by xx exists between factor 1 and factor 2, control 
passes to the subroutine specified in the result field. If the relationship 
denoted by xx does not exist, the program continues with the next CASxx 
operation in the CAS group. 

A CAS group can contain only CASxx operations. An END operation must 
follow the last CASxx operation to denote the end of the CAS group. After 
the subroutine is executed, the program continues at the next operation 
following the END operation for the CAS group. 

Note: For the INFSR subroutine, an optional factor 2 entry on the ENDSR 
operation specifies the return point for the subroutine. See Coding the 
INFSR Subroutine in Chapter 6 for the description of entries allowed in 
factor 2 of the ENDSR operation used with the INFSR subroutine. For all 
other subroutines, factor 2 of the ENDSR operation must be blank. 

You must not use conditioning indicators on the END operation for a CAS 
group. 

In a CASbb operation, factor 1 and factor 2 are required only if resulting 
indicators are specified in positions 54 through 59. 

The CASbb operation with no resulting indicators specified in position 54 
through 59 is functionally identical to an EXSR operation because it causes 
the unconditional execution of the subroutine named in the result field of 
the CASbb operation. Any CASxx operations that follow an unconditional 
CASbb operation in the same CAS group are never tested. Therefore, the 
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normal placement of an unconditional CASbb operation is after all other 
CASxx operations in the CAS group. 




lELDA_CASGEFIELI 

IELDA__L_CASEQ’lELi 

_CAS_ T_ 

END 































c::: 




The CASQE operation (line 04) compares FIELDA with FIELDS. If FIELDA Is oreater 
than or equa! to FIELDS, SUBR01 Is executed and the program continues with the 
operation specified on line 08. If FIELDA Is not greater than or equal to FIELDS, the 
program next compares FIELDA with FIELDC (line 05). if FIELDA is equal to 
FIELDC, SUBR02 Is executed and the program continues with the operation specified on 
line 08. If FIELDA is not equal to FIELDC, the CASiajD operation (line 06) causes 
SUBR03 to be executed before the program continues with the operation specified on 
line 08. The END operation on line 07 denotes the end of the CAS group. 


Figure 28-4. CASxx Operation. 
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CHAIN (Chain) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Required 

CHAIN 

Required 

Blank 

Optional 

Blank 

Blank 


The CHAIN operation causes one record to be read from a DISK file during 
calculations. The CHAIN operation can be used either to read records 
randomly from a sequential, direct, or indexed file, or to load a direct file 
that does not allow deletions. For more information on loading a direct file 
that does not allow deletions, see Direct Files in Chapter 5. 

Enter the operation code CHAIN in columns 28 through 32. Factor 1 
defines the relative record number or the key field of the record to be 
selected for processing. If you wish to use noncontiguous keys, the key field 
name may be the name of a data structure subfield. Alternative Indexes and 
data structures may be used to create noncontiguous key fields. See 
Creating an Alternative Index File for an Indexed File in Chapter 5. Factor 
2 names the chained file or full-procedural file from which the record is 
read. This file must be defined with a C or F entry in column 16 of the file 
description specifications. 

Indicators can be used in columns 7 through 17, but columns 43 through 53 
and 56 through 59 must be blank. If the chained file is conditioned by an 
external indicator on the file description specifications, the CHAIN 
statement should be conditioned by the same external indicator. A 
maximum of 15 full-procedural, chained, and/or demand files are allowed 
per program. 

Columns 54 and 55 should specify an indicator. This indicator must be 
specified for full-procedural files. If the record is not found (or, for a direct 
file load, if the record location does not exist in the file), the indicator turns 
on. No update is permitted to a chained update file when the specified 
record is not found; however, adding records to a file is allowed. Records 
with duplicate key fields are possible in the file after an unsuccessful chain 
to an update-add file if the key field is changed before an add to the file. If 
the original record is found, the indicator turns off. 

If an indicator is not specified in columns 54 and 55 and the record is not 
found, the program halts, and the person using the display station must 
respond to the error message. When chaining to a file with key fields in 
packed-decimal format, the field specified in factor 1 of the CHAIN 
operation must have a packed-decimal length that is the same as the length 
of the key field in the chained file. Packed-decimal key fields can be up to 8 
bytes long. The packed-decimal field equivalents for zoned-decimal fields up 
to 15 bytes long are shown in a chart under Packed-Decimal Format in 
Chapter 25, Input Specifications, 
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Note: If you chain to one or more files during the same RPG cycle, 
record-identifying indicators assigned to the chained file or files remain on 
throughout the cycle if the previous chain operations were performed 
successfully. If you chain to the same file more than once during an RPG 
cycle, only the last record processed is updated during output time unless 
an exception output is associated with each CHAIN operation. 


Random Processing 

To read a record from a sequential or direct file with the CHAIN operation, 
the record must be identified by relative record number. To read a record 
from an indexed file with the CHAIN operation, the record must be 
identified by a key field. A field can be specified to contain the relative 
record number or key field. 

If the record has been deleted from the file, the no-record-found indicator is 
turned on. If the no-record-found indicator is not specified, a message is 
displayed. 

Factor 1 must contain a relative record number, a key field, or the name of 
a field that contains a relative record number or key field. Factor 2 must 
contain the name of the file from which the record is read. 

Figure 28-5 shows an example of chaining to and updating an indexed file. 
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RECIN file consists of records sorted by item number, with each record containing a quantity 
ordered. 
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ITEMNO is used as a control field. When all the quantities for one item number are added, a control 
break occurs. 

Figure 28-5 (Part 1 of 2). CHAIN Operation 
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The CHAIN operation then uses ITEMNO to find the master record and update it. If it is not found, 
indicator 20 turns on and a SET operation displays the item number on the screen. If the master 
record is found, the total quantity for the item number is subtracted from the quantity on hand. 



After the total calculations, the QOH field in the master record is updated. 

Figure 28-5 (Part 2 of 2). CHAIN Operation 
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COMP (Compare) 


Indleitort 

Factor 1 

Operation 

Factor 2 

Raault 

Field 

Reaultlng Indleatora 

7-8 

M7 

Ra.lBR KOJIA 

IIP”0/ INrOV 

Optional 

Optional 

Required 

COMP 

Required 

Blank 

One required 


The COMP operation compares factor 1 with factor 2. As a result of the 
compare, indicators turn on as follows: 

High Factor 1 is greater than factor 2. 

Low Factor 1 is less than factor 2. 

Equal Factor 1 equals factor 2. 

Indicators for conditions not met remain off, or turn off if they had been 
turned on previously. 

Factor 1 and factor 2 must be both alphameric or both numeric. 

At least one resulting indicator must be specified in positions 54 through 
59. 

The fields are automatically aligned before they are compared. If the fields 
are alphameric, they are aligned on their leftmost character. If one is 
shorter, the unused positions are filled with blanks (see Figure 28-6). The 
maximum field length for alphameric fields to be compared is 256 
characters. 

If the fields are numeric, they are aligned on the decimal point. Any 
missing digits are filled with zeros (see Figure 28-7). The maximum field 
length for numeric fields to be compared is 15 digits. 

If an alternative collating sequence is specified, alphameric fields are 
compared according to the alternative sequence. 

Figure 28-8 shows some examples of specifications for compare operations. 
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Figure 28-6. Comparison of Alphameric Fields 
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Figure 28"7o Comparison of Numeric Fields 
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The contents of the field SLS81 (1981 sales) are compared with the contents of 
SLS82. If 1981 sales exceed 1982 sales, resulting indicator 21 turns on; if they are 
less. Indicator 26 turns on; If the two years had equal sales, indicator 30 turns on. 

The alphameric constant OCTOBER is compared with the contents of the field named 
MONTH, which must also be defined as alphameric. If the MONTH field does not 
contain the word OCTOBER, Indicator 13 turns on; if it does, indicator 15 turns on. 

The contents of the field named GRSPAY, which must be defined as numeric, are 
decimal-aligned with numeric constant 1250.00. If the value in field GRSPAY is 
greater than or equal to 1250.00, indicator 04 turns on; If its value is less than 1250.00, 
indicator 05 turns on. 


The contents of the field NETPAY, which must be defined as numeric, are 
decimal-aligned with numeric constant 0 and then compared to it. If NETPAY Is 
greater than zero. Indicator HI remains off; however if NETPAY is zero or negative, 
indicator HI turns on. 


Figure 28-8. Compare Operations 



DEBUG (Debug) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Fieid 

Resulting indicators | 

7-8 

9-17 

64-515 

56-57 

58-59 

Optional 

Optional 

Optional | 

DEBUG 

Required 

Optional 

Blank 

Blank 

Blank 


The DEBUG operation is an RPG function that helps you find errors in a 
program that is not working properly. Either one or two records 
containing information helpful for finding programming errors are written 
to an output file as a result of this operation. All DEBUG output in a 
program is written to the same file. 

The DEBUG operation code can be specified at any point or at several 
points in the calculation specifications. Whenever the program encounters 
the DEBUG operation, either one or two records are written, depending 
upon the specifications entered. The first record contains a list of all 
indicators that are on at the time the DEBUG operation was performed. 

The second record, if specified, shows the contents of the field specified in 
the result field. 

Factor 1 can contain a. literal or the name of a field to help identify the 
particular DEBUG operation,, The length of the specifi.ed field can be from 
1 to 8 characters. The contents of the field or the literal are written in the 
first record. If factor 1 is not used, the RPG-created statement number of 
the DEBUG operation code is written in the first record. Factor 2 must 
contain the name of an output file on which the DEBUG lines are written 
and can be any valid output file. A WORKSTN file is not a valid output 
file for the DEBUG operation. The same output file name must appear in 
factor 2 for all DEBUG statements in a program. The result field can 
contain the name of a field or array whose contents are to be written in the 
second record. Any valid indicator can be used in columns 7 through 17. 
Columns 49 through 59 must be blank. 

To use the DEBUG operation, you must enter one of the following: 

® 1 in column 15 of the control specification 

• DEBUG in response to the prompt Override debug option in source on 
the RPGONL, RPGC, or AUTOC procedure. See Chapter 3 for 
information about these procedures. 

If one of these entries is not made, the DEBUG operation code and its 
conditioning indicators are treated as a comment. See Column 15 (DEBUG) 
in Chapter 20, Control Specification, for more information. 
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Records Written for DEBUG 


For a DEBUG operation, the first record is always written and appears in 
the following format: 


Output Positions 

Information 

1-8 

DEBUG- 

9-16 

Literal, contents of field entered in factor 1 
(optional), or the statement number of the 
DEBUG operation code in the program. 

17 

Blank 

18-32 

INDICATORS ON - 

33-any position 

The names of all indicators that are on, each 

(depending on 

separated by a blank. More than one record 

length of field) 

may be needed. 


The second record is written only when an entry is made in the result field. 
The record is written in the following format: 


Output Positions 

Information 

1-14 

FIELD VALUE- 

15-any position 
(depending on 
length of field) 

The contents of the result field (up to 256 
characters). If the result field is an array, 
more than one output record may be needed 
to contain the array. 
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*LIKE DEFN (Field Definition) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Blank 

*LIKE 

DEFN 

Required 

Required 

Blank 

Blank 

Blank 


The DEFN operation with *LIKE in factor 1 defines a field based on the 
attributes of another field. These attributes include length, decimal 
positions, and type (character or numeric). 

Factor 1 must always contain the entry "'"LIKE. 

Factor 2 must contain the name of the field that provides the attributes for 
the field being defined. Factor 2 cannot be a literal or a data structure 
name. If factor 2 is an array, an array element, or a table name, the 
attributes of an element of the array or table are used to define the field. 

The result field must contain the name of the field being defined. The 
result field cannot be an array, an array element, a table name, or a data 
structure name. 

The DEFN operation can be specified anywhere within calculations. The 
control-level entry can be blank or can contain an Ll through L9 indicator, 
the LR indicator, or an LO entry to group the statement within the 
appropriate section of the program. Conditioning indicator entries 
(columns 9 through 17) are not permitted. 

Columns 49 through 51 (field length) can be used to make the result field 
entry longer or shorter than the factor 2 entry. A plus sign (+) in column 
49 indicates a length increase; a minus sign (-) in column 49 indicates a 
length decrease. Columns 50 and 51 can contain the increase or decrease in 
length (right-adjusted) or can be blank. If columns 49 through 51 are blank, 
the result field entry is defined with the same length as the factor 2 entry. 

The number of decimal positions in the new field cannot be determined by 
an entry in column 52 (decimal positions). The new field will have the same 
number of decimal positions as the factor 2 entry. 

Resulting indicators are not permitted. 

See figure 28-9 for examples of *LIKE DEFN. 
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FLDA is a 7-position character field. 

FLDB is a 5-digit field with 2 decimal positions. 

D FLDP is a 7-position character field. 

B FLDQ is a 9-position character field. 

B FLDR is a 6-position character field. 

El FLDS Is a 5-position numeric field with 2 decimal positions. 
B FLDT is a 6-positlon numeric field with 2 decimal positions. 
B FLDU is a 3-position numeric field with 2 decimal positions. 
B FLDX Is a 3-posltion numeric field with 2 decimal positions. 


Figure 28-9. DEFN Operations. 






















DIV (Divide) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 


Optional 

Optional 

Optional 

DIV 

Required 

Required 

Optional 

Optional 

Optional 


Factor 1 (dividend) is divided by factor 2 (divisor). The quotient (result) is 
placed in the result field. Factor 1 and factor 2 are not changed. If factor 1 
is 0, the result of the divide operation is 0. Factor 2 cannot be 0. If it is, 
the job stops immediately. The person using the display station can 
continue processing, however, by responding to the error message. When 
processing continues, the result and remainder are set to 0. If factor 1 is 
not present, the result field is divided by factor 2, and the quotient is placed 
in the result field. Any remainder resulting from the divide operation is 
lost unless the move remainder (MVR) operation is specified as the next 
operation. When you use the move remainder operation to save the 
remainder, you cannot half-adjust the result of the divide operation. 
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Indicators 

Factor 1 

Operation 

— 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Optional 

Start) 

DO 

Optional 

(limit) 

Optional 

(index) 

Blank 

Blank 

Blank 


The DO operation begins a group of operations you want to perform a fixed 
number of times. You indicate how many times this group of operations 
has to be performed by specifying a starting value, a limit value, and an 
index value on the DO statement line. 

An associated END operation marks the end of the do group. 

In factor 1 (starting value) specify a numeric literal, a numeric field name, 
an array element, a table name, or a data structure subfield with zero 
decimal positions. If factor 1 is not specified, the starting value is assumed 
to be 1. 

In factor 2 (limit value) specify a numeric literal, a numeric field name, an 
array element, a table name, or a data structure subfield with zero decimal 
positions. If factor 2 is not specified, the limit value is assumed to be 1. 

In the result field, which is used to contain the current index value, specify 
a numeric field name, an array element, a table name, or a data structure 
subfield with zero decimal positions. If you do not specify an index field, 
the compiler will generate one for internal use. 

Note that any value in the index field is replaced by factor 1 when the DO 
operation begins. 

An increment value of the DO operation is specified in factor 2 on the 
associated END statement line. It can be a numeric positive literal, field, 
array element, table name, or data structure subfield with zero decimal 
positions. If factor 2 on the associated END operation is not specified, the 
increment value is 1. 

Conditioning indicators can be specified. In addition to the DO operation 
itself, the conditioning indicators on the DO and END statements control 
the do group, as explained below: 

1. If the conditioning indicators on the DO statement are satisfied, the DO 
operation is performed (step 2). If the indicators are not satisfied, 
control passes to the next executable operation following the associated 
END statement (step 7). 

2. RPG begins the DO operation by moving the starting value (factor 1) to 
the index field (result field). 

3. If the index value is greater than the limit value, control passes to the 
next executable operation following the associated END statement. 




Otherwise, control passes to the first operation after the DO statement 
(step 4). 

4. Each of the operations between the DO statement and the associated 
END statement is performed. 

5. If the conditioning indicators on the END statement are not satisfied, 
control passes to the next executable operation following the associated 
END statement (step 7). Otherwise, the END operation is performed 
(step 6). 

6. RPG performs the END operation by adding the increment to the index 
field. Control passes to step 3. Note that, unlike step 1, the 
conditioning indicators on the DO statement are not tested again when 
control passes to step 3. 

7. The operation after the associated END statement is performed when 
the conditioning indicators on the DO or END statements are not 
satisfied (steps 1 or 5), or when the index value is greater than the limit 
value (step 3). 

The rules applied when comparing the result field (index value) and factor 2 

(limit value) are the same as those given for numeric comparison under 

Compare and Testing Operations earlier in this chapter. 

Remember the following when specifying the DO operation and the 

associated END operation: 

• The limit value you specify in factor 2 must be equal to or greater than 
the starting value specified in factor 1, otherwise the do group will 
never be executed. 

• Specifying a negative or zero increment value in factor 2 of the 
associated END operation can cause the program to loop indefinitely. 

• The index value, increment, limit value, and indicators can be modified 
within the do group to affect the termination of the loop. 

• The RPG“generated index field always has the length of 15. 

Figure 28-10 illustrates how the DO operation works. 
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Indicator 17 is tested only once. If indicator 17 is off, the execution will continue following the END 
statement (line 07). If indicator 17 is on, the do group (lines 2 through 6) is executed 10 times. The 
execution stops when the index value in field X (the result field) is greater than the limit value (10) 
in factor 2. Control then passes to the operation immediately following the END operation (line 7). 
Since factor 1 on the DO statement line is not specified, the starting value is 1. Since factor 2 on the 
END statement line is not specified, the increment value is 1. 

The do group (lines 9 through 13) can be executed 10 times. The execution stops when the value in 
the index field (generated by the compiler since the result field is not specified) is greater than the 
limit value (20) in factor 2, or if indicator 50 is not on when the END operation is encountered. 

When indicator 50 is not on, the END operation is not executed; therefore, control passes to the 
operation following the END operation. The starting value of 2 is specified in factor 1 of the DO 
operation, and the increment value of 2 is specified in factor 2 of the END operation. 

Figure 28-10. DO Operation 
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DOUxx (Do Until) 


ln(jicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-0 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Required 

DOUxx 

Required 

Blank 

Blank 

Blank 

Blank 


The DOUxx operation begins a group of operations which are performed 
until a condition specified in the xx portion of the DOUxx operation is met. 
See Structured Programming Operations in this chapter for options 
available under the xx portion of the DOUxx operation code. An associated 
END operation marks the end of the do group. 

Factor 1 and factor 2 can contain a character literal, a numeric literal, an 
array element, a table element, a data structure subfield, or a field name. 
Both factor 1 and factor 2 must be character data or both must be numeric. 
The rules for comparing factor 1 and factor 2 on the DOUxx operation are 
the same as those given under Compare and Testing Operations in this 
chapter. 
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The DOUEQ operation executes the operation within the do group (line 04) at least 
once. The END operation (line 05). causes the program to branch to line 03 where the 
test Is performed again to determine whether FLDA Is equal to FLDB. If FLDA does not 
equal FLDB, line 04 Is executed again. This loop continues executing until FLDA Is 
equal to FLDB. When this occurs, the program branches to the operation immediately 
following the END operation (line 06). 


Figure 28-11. DOUxx Operation 
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Conditioning indicators can be specified. In addition to the DOUxx 
operation itself, the conditioning indicators on the DOUxx and END 
operations control the do group. The conditioning indicators on the DOUxx 
operation control whether the DOUxx operation is begun, while the 
conditioning indicators on the associated END operation control whether 
the do group is repeated. 

Figure 28-12 shows how the DOUxx operation with conditioning indicators 
works: 



1. If the conditioning indicators on the DOUxx operation are satisfied, the DOUxx operation is 
performed (line 2). If the indicators are not satisfied, control passes to the operation following the 
associated END operation (line 6). 

2. RPG performs the DOUxx operation by passing control to the next operation (line 3). The DOUxx 
operation does not compare factor 1 and factor 2 at this point. 

3. Each operation of the do group is performed. 

4. If the conditioning indicators on the END operation are not satisfied, control passes to the 
operation following the END operation (line 6). Otherwise, the END operation is performed (line 
5 ). 

5. RPG performs the END operation by comparing factor 1 and factor 2 of the DOUxx operation. If 
the relationship xx exists between factor 1 and factor 2, the do group is finished and control 
passes to the next operation after the END operation (line 6). If the relationship xx does not exist 
between factor 1 and factor 2, the operations in the group are repeated (line 3). Note that at this 
point the conditioning indicators on the DOUxx operation are not tested again. 

6. Control passes to the operation following the END operation when the conditioning indicators on 
the DOUxx or END statements are not satisfied (lines 2 or 5), or when the relationship xx exists 
between factor 1 and factor 2 at line 5. 
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Figure 28-12* DOUxx Operation Using Conditioning Indicators 
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DOWxx (Do While) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Required 

DOWxx 

Required 

Blank 

Blank 

Blank 

Blank 


The DOWxx operation begins a group of operations performed while the 
relationship xx exists between factor 1 and factor 2. See Structured 
Programming Operations in this chapter for options available under the xx 
portion of the DOWxx operation code. An associated END operation marks 
the end of the do group. 

Factor 1 and factor 2 can contain a character literal, a numeric literal, an 
array element, a table element, a data structure subfield, or a field name. 
Both factor 1 and factor 2 must be alphameric data, or both must be 
numeric. The rules for comparing factor 1 and factor 2 on the DOWxx 
operation are the same as those given under Compare and Testing 
Operations in this chapter. 
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The DOWLT operation (line 03) allows the operation within the do group (line 04) to 
be executed only if FLDA is less than FLDB. If FLDA is not less than FLDB, the 


program branches to the operation Immediately following the END operation (line 
06). If FLDA Is less than FLDB, line 04 Is executed. The END operation (line 05) 
causes the program to branch to line 03 where a test Is again made to determine 
whether FLDA Is less than FLDB. This loop continues executing until FLDA Is equal 
to or greater than FLDB; then the program branches to the operation immediately 
following the END operation (line 06). 



Figure 28-13. DOWxx Operation 

Conditioning indicators can be specified. In addition to the DOWxx 
operation itself, the conditioning indicators on the DOWxx operation 
control whether the DOWxx operation is begun. The conditioning 
indicators on the associated END operation control whether the do group is 
repeated again. 

Figure 28-14 shows how the DOWxx operation with conditioning indicators 
works: 


Chapter 28. Operation Codes 28-39 















1. If the conditioning indicators on the DOWxx operation are satisfied, the DOWxx operation is 
performed (line 2). If the indicators are not satisfied, control passes to the operation following 
the associated END operation (line 6). 

2. RPG performs the DOWxx operation by comparing factor 1 and factor 2. If the relationship xx 
does not exist between factor 1 and factor 2, the do group is finished and control passes to the 
operation following the END operation (line 6). If the relationship xx does exist between factor 1 
and factor 2, the operations in the do group are performed (line 3). 

3. Each of the operations in the do group is performed. 

4. If the conditioning indicators on the END operation are not satisfied, control passes to the next 
executable operation following the END operation (line 6). Otherwise, the END operation is 
performed (line 5). 

5. RPG performs the END operation by passing control to the DOWxx operation (line 2). Note that 
the conditioning indicators on the DOWxx operation at line 2 are not tested again. 

6. Control passes to the operation following the END operation when the conditioning indicators on 
the DOWxx or END operation are not satisfied (lines 2 or 5), or when the relationship xx does 
not exist between factor 1 and factor 2 at line 2. 
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Figure 28-14. DOWxx Operation Using Conditioning Indicators 
































ELSE (Else Do) 


Indicators 

Factor 1 

[ Operation 

Factor 2 | 

Result 

Field 

r ■ ■ 

Resulting Indicators 

7-8 

9-17 

54-56 

56-57 

58-59 

Optional 

Blank 

Blank 

ELSE 

Blank 

Blank 

Blank 

Blank 

Blank 


The ELSE operation is optional with the IFxx operation. ELSE is specified 
immediately following the calculations that are performed if the IFxx 
comparison is met, and is immediately followed by the calculations to be 
performed if the IFxx comparison is not met. 

The control level entry (positions 7 and 8) can be blank or can contain an 
LI through L9 indicator, an LK indicator, or an LO entry to group the 
statements within the appropriate section of the program. The control level 
entry is for documentation purposes only. Conditioning indicator entries 
(positions 9 through 17) are not permitted. 

An END operation must be used to close the IFxx/ELSE group. 
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The END operation specifies the end of a CASxx, DO, DOUxx, DOWxx, or 
IFxx group. 


This is how the END operation for the DO operation should be specified: 


— 

Indicators 

Factor 1 

— 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-65 

56-57 

50-59 

Optional 

Optional 

Blank 

END 

Optional 

(hcrenriGnt) 

Blank 

Blank 

Blank 

Blank 


The table below shows how the END operation for the DOUxx and DOWxx 
operations should be specified: 


indicators 

Factor 1 

Operation 

— 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

END 

Blank 

Blank 

Blank 

Blank 

Blank 


And the following table shows how the END operation for the IFxx and 
CASxx operations should be specified: 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Blank 

Blank 

END 

Blank 

Blank 

Blank 

Blank 

Blank 


Note that a factor 2 entry is allowed only on an END operation associated 
with a DO operation. In this case, factor 2 of the END operation contains 
the increment value of the DO operation. If specified, factor 2 must contain 
a numeric positive value, which can be a literal, a field name, an array 
element, a table name, or a data structure subfield with zero decimal 
positions. If factor 2 is not specified on the associated END operation, the 
increment value of the DO operation is 1. 

For an explanation of how conditioning indicators affect the END 
operation, see descriptions of the DO, DOUxx and DOWxx operation codes 
in this chapter. Do not use conditioning indicators on the END operation 
for the CASxx or IFxx operations. 




ENDSR (End Subroutine) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

8-17 

54-55 

56-57 

58-59 

Optional: 
SR 

Blank 

Optional 

ENDSR 

Optional 

Blank 

Blank 

Blank 

Blank 


The ENDSR operation defines the end of a subroutine; therefore, it must be 
the last statement in the subroutine. Factor 1 can contain a name that can 
be used as a point to which a GOTO operation within the subroutine can 
branch. The control-level entry (columns 7 and 8) can be SR or blank. 
Columns 9 through 17 must not contain any conditioning indicators. 

The ENDSR operation ends the subroutine and automatically causes a 
branch back to the statement that follows the EXSR operation unless the 
subroutine is the INFSR (exception/error-processing) subroutine. For the 
INFSR subroutine, an optional factor 2 entry on the ENDSR operation 
specifies the return point for the subroutine. The valid entries for factor 2 
for the INFSR subroutine are described in Chapter 6 under Coding the 
INFSR Subroutine. For all other subroutines, factor 2 must not contain an 
entry. 
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EXCPT (Exception Output) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

EXCPT 

Optional 

Blank 

Blank 

Blank 

Blank 


The EXCPT operation allows your program to write records during detail or 

total calculation time instead of the normal time during the RPG program 

cycle. Consider the following when specifying the EXCPT operation: 

• On the calculation specifications: 

- Columns 28 through 32 must contain EXCPT to indicate when 
records are to be written during calculation time. 

- Columns 7 through 17 can contain indicators. 

- Factor 2 can contain an EXCPT name. This EXCPT name can 
specify a group of exception lines to be written, reducing the need 
for indicators to condition which exception lines are to be written. 
This name must follow the rules for field names. See Rules for Field 
Names in Chapter 27. 

- All other columns must be blank. 

• On the output specifications: 

~ Column 15 must contain an E to indicate the lines that are to be 
written during calculation time. 

- Columns 23 through 31 can contain indicators with or without 
group names specified. 

“ Columns 32 through 37 can contain an EXCPT name for a group of 
records to be written during calculation time. This name must be 
the same name specified in factor 2 on a calculation specification 
containing the EXCPT operation code. The same name can be on 
multiple EXCPT output record lines. 

- Columns 38 through 74 must be blank. 

• Only exception records, not heading, detail, or total records, can 
contain an EXCPT name. 

• When the EXCPT operation with a name in factor 2 on the calculation 
specifications occurs, only those exception records (E in column 15) 
with the same name in columns 32 through 37 on the output 
specifications are written if the conditioning indicators are satisfied. 

• When factor 2 on the calculation specifications with the EXCPT 
operation code is blank, only those exception records with no name in 
columns 32 through 37 on the output specifications are written if the 
conditioning indicators are satisfied. 


28-44 















• Overflow indicators cannot be used in columns 23 through 31 of the 
output specifications when there is an E in column 15. 

• The maximum number of different EXCPT names is 64. Only one 
EXCPT name can be blank. These names cannot be the same as a 
filename, field name, data structure name, array name, table name, 
label, or subroutine name used in your program. 

See Figures 28-15 through 28-17 for examples of the EXCPT operation. 
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D When the EXCPT operation with HDG specified in factor 2 is performed (line 01 in calculation 
specifications), all exception records with the EXCPT name HDG (lines 04 and 07 of the output 
specifications) are written. 

B When the EXCPT operation with DETAIL specified in factor 2 is performed (line 04 of the 

calculation specifications), all exception records with the EXCPT name DETAIL (line 10 of the 
output specifications) are written. 

B When the EXCPT operation with no entry in factor 2 is performed (line 07 of the calculation 
specifications), all exception records that do not have an EXCPT name specified in positions 32 
through 37 (such as line 01 of the output specifications) are written if the conditioning 
indicators are satisfied. Any exception records without conditioning indicators and without an 
EXCPT name are always written by an EXCPT operation with no entry in factor 2. 


Figure 28-15. EXCPT Operation with/without Factor 2 Specified 
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D When the EXCPT operation is encountered in the calculation specifications (line 03), all 

exception records in the output specifications that do not have an EXCPT name are written if 
the conditioning indicators allow output. Line 01 of the output specifications is always output 
by the EXCPT operation because it is unconditioned. 

B When the SETON operation sets on indicator 15 in the calculation specifications (line 06) and 
the EXCPT operation on line 07 is performed, all lines in the output specifications that have no 
EXCPT name in positions 32 through 37 and that are unconditioned or conditioned by indicator 
15 (lines 01, 04, and 06) are written. 

B The SETOF operation sets off indicator 15 (line 08). 

Figure 28-16. EXCPT Operation without Factor 2 Specified 
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This example shows the coding for EXCPT output with an overflow indicator when you are printing 
the title and column headings on each page of a report. 


D The EXCPT operation with HDG in factor 2 (line 01 of the calculation specifications) causes all 
lines with the group EXCPT name HDG (lines 01 and 04 of the output specifications) to be 
printed. 

B The EXCPT operation with DETAIL specified in factor 2 (line 07 of the calculation 

specifications) causes all lines with the group EXCPT name DETAIL (line 07 of the output 
specifications) to be printed. 

Bl When the overflow indicator is set on, the EXCPT operation (line 08 of the calculation 

specifications) prints all HDG lines (lines 01 and 04 of the output specifications) on the overflow 
page. 

Q The SETOF operation sets off the OF indicator (line 09 of the calculation specifications), and 
the program branches to the label specified in the GOTO operation. 

Figure 28-17 (Part 2 of 2). EXCPT Output with an Overflow Indicator 
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EXIT (Exit to an External Subroutine) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

a-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

EXIT 

Required 

Blank 

Blank 

Blank 

Blank 


The EXIT operation designates the point in the calculation specifications at 
which control is to be transferred from an RPG program to an 
assembler-language subroutine. 

The rules for use of the EXIT operation on the calculation specifications 
are as follows: 


Columns 

Entry 

Operation (28-32) 

EXIT 

Factor 1 (18-27) 

Blank 

Factor 2 (33-42) 

The nam.e of the subroutine to which 
control is to be passed. The name must 
consist of 5 or 6 characters, the first 4 of 
which are SUBR. The remaining 
characters must be alphabetic for 
user-written subroutines. (Numeric 
characters are reserved for IBM- supplied 
subroutines.) The module name and entry 
point name must be the same. 

Result field (43-48) 

Blank 

Resulting indicators 
(54-59) 

Blank 


The EXIT operation can be controlled by a control-level indicator (columns 
7 and 8) and conditioning indicators (columns 9 through 17). If no 
control-level indicator is used, the EXIT operation occurs at detail 
calculation time. 

The position of the EXIT operation in the calculation specifications of the 
RPG program determines when the actual subroutine execution occurs (see 
the table below). 
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To specify linkage to a non-I/O subroutine for a SPECIAL file, use the 
EXIT operation. You must keep track of the EXIT that is taken because 
index register 2 does not point to the DTE on an EXIT operation. 

Note: The maximum number of user-written assembler subroutines that can 
be used in a program is 256. 

The table below shows the relationship between the position of the EXIT 
operation and execution of the subroutine. 


Position 

Execution of Subroutine 

First detail line in calculation 
specifications 

Immediately following data 
routine file, that is, after data 
is extracted from input record 

Last detail line in calculation 
specifications 

Immediately before heading 
records output time 

First total line in calculation 
specifications 

Immediately following input 
routine (after determination of 
record type and testing for 
control-level break) 

Last total line in calculation 
specifications 

Immediately before total 
records output time 

Any other detail or total line in 
calculation specifications 

Immediately following the 
previous calculation operation 
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EXSR (Execute Subroutine) 


Indicators 






7-8 



56-57 


Optional 

Optional 

Blank 

EXSR 

Required 

Blank 

Blank 




The EXSR operation causes control to be given to the subroutine named in 
factor 2, The EXSR operation can appear anywhere in the program. 
Whenever it appears, the subroutine is given control. After operations in 
the subroutine are performed, the operation in the line following the EXSR 
operation is performed. 

The EXSR operation can be conditioned by any indicators; thus, the 
subroutine is given control only when all conditions are satisfied. Any 
valid indicator can be used in columns 7 through 17. If no indicators are 
used, the subroutine is always given control. 

Factor 2 must contain the name of the subroutine that is to be performed. 
This name must appear on a BEGSR operation. 


Coding Subroutines 

All RPG operations can be performed within a subroutine, and these 
operations can be conditioned by any valid indicators in columns 9 through 
17. Because SR or blanks must appear in columns 7 and 8, control-level 
indicators cannot be used in these columns. However, AND/OR lines 
within the subroutine can be indicated in columns 7 and 8. 

Fields used in a subroutine can be defined either in the subroutine or in the 
main program. In either instance, the fields can be used by both the main 
program and the subroutine. 

Any number of subroutines can be included in a program; however, a 
subroutine cannot contain another subroutine. One subroutine can call 
another subroutine; that is, a subroutine can contain an EXSR or CASxx 
operation code. However, a subroutine cannot call itself directly or via 
another subroutine. 

Subroutines do not have to be specified in the order they are used. Each 
subroutine must have a unique name and must contain a BEGSR and 
ENDSR operation. 

See Figure 2818 for an example of coding a subroutine. 




















FORCE (Force) 


Indicators 




Result 

Field 

Resulting Indicators 

7-8 

9-17 

Factor 1 

Operation 

Factor 2 

54-55 

56-57 

58-59 

Blank 

Optional 

Blank 

FORCE 

Required 

Blank 

Blank 

Blank 

Blank 


The FORCE operation allows selection of the file from which the next 
record is to be read. The FORCE operation can be used for primary or 
secondary input and update files; however, it cannot be used to read from 
files assigned to a KEYBORD or WORKSTN device. 

Factor 2 in a FORCE operation identifies the file from which the next 
record is to be selected. If the operation is performed, the record is read at 
the start of the next program cycle. If more than one FORCE operation is 
performed during the same program cycle, all but the last are ignored. 
FORCE should not be specified at total time. 

FORCE operations override the multifile processing method by which the 
program normally selects records. However, the first record to be processed 
is always selected by the normal method. The remaining records can be 
selected by FORCE operations. 

Figure 28-19 shows how the FORCE operation can be used to control input 
from primary and secondary files. 



Figure 28-19 (Part 1 of 2). Example of FORCE Operation Controlling Input 
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The NBR field of each primary record contains the number of secondary records to be read and 
written after each primary record is read. If NBR is less than or equal to zero, a halt occurs. No 
primary or secondary records are read. Processing begins with the next primary record according to 
normal selection. 



If NBR is greater than zero, the field is reduced by 1 and tested (line 02 of the calculation 
specifications). If the result is not negative, the FORCE operation calls for input on the next 
program cycle from the secondary file. The primary record is written, and secondary records are 
read and written until NBR is negative (indicator 03 is on). The FORCE operation in line 04 then 
calls for input on the next primary file. 
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GOTO (Branch To) 


Indicators 

Factor 1 

Operation 

Factor 2 

Resuit 

Field 

Resulting Indicators 

7-8 

9-17 

94-55 

58-57 

58-59 

Optional 

Optional 

Blank 

GOTO 

Required 

Blank 

Blank 

Blank 

Blank 


The GOTO operation allows operations to be skipped by instructing the 
program to go to (or branch to) another operation. A GOTO operation can 
be used to specify a branch: 

• To a previous or a succeeding specification line 

• From a detail calculation line to another detail calculation line 

• From a total calculation line to another total calculation line 
However, a branch cannot be made: 

• From a detail calculation line to a total calculation line or vice versa. 

• From calculations conditioned by LO through L9 to calculations 
conditioned by LR or vice versa. (A total calculation line is defined as 
one that is conditioned by a control-level indicator in columns 7 and 8 
of the calculation specifications.) 

• From a subroutine to other calculations or vice versa. 

Factor 2 must contain the name of the label to which the program is to 
branch. This label is entered in factor 1 of a TAG operation. If the GOTO 
is within the subroutine, the label can be specified in factor 1 of the 
ENDSR operation. The label can be from 1 to 6 characters long and must 
begin with an alphabetic character in column 33. The remaining characters 
can be any combination of alphabetic or numeric characters. Blanks must 
not appear between characters in the label. 

Factor 1 and the result field are not used in this operation. The GOTO 
operation can be conditioned by any indicators. If no indicators are 
specified, the operation is always done. 

See Figures 28-20 and 28-21 for examples of the GOTO operation. 
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Assume you want to make eight mailing labels for every customer you have. The customer's name 
and address are found on an input record. Because you want to write eight labels for each record, 
you can use exception lines and the EXCPT operation instead of coding eight identical output line 
specifications. (See EXCPT (Exception Output) in this chapter for further information.) 

However, by using branching, you can code it all in six lines as shown below. An EXCPT line is 
printed out. One is added to COUNT to keep track of how many times the line is printed. Then 
COUNT is compared to 8. If COUNT does not equal 8, a branch is taken back to the beginning 
(GOTO DOAGIN). If COUNT equals 8, the branch is not taken. Instead, the COUNT field is set to 
zero for the next cycle. 
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Figure 28-21. Using GOTO and TAG to Eliminate Duplicate Coding 
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Indicators 

Factor 1 

Operation 

Factor 2 

1 

Result 

Field 

Resulting indicators 1 

17-e 

9-17 

54-55 

56--57 

58^^5e 

Optional 

Optional 

Required 

IFxx 

Required 

Biai'ik 

Blank 

Blank 

Blank | 


The IFxx operation allows a group of calculations to be perforineci if a 
relationship specified in xx portion of the IFxx operation exists between 
factor 1 and factor 2„ See Structured Programming Operations en rliis 
chapter for options available under the xx portion of the "'Fx.'! up'ersjtx/u. 
code. 

Conditioning indic^ioib cai.. ce DDecliieL' bui die: r ^ 

IFxx operation control whether the IFxx operation (and the entire 
IFxx/tiLSE group) will be performed, or control will be passed to the 
operation immadiatel}^ following the associated END operation. 

Factor 1 and factor 2 can contain a character literah a riiirneioc literal, an 
array element, a table element, a data stmcti^re sunfm C ot-'' a bei^' 

Both factor 1 and factor 2 must be character data, oi both must be numeric. 
The rules for comparing factor 1 and factor 2 on die IFxx opeitation are ^hj^e 
same as those given under Compare and Testing Operations in this chapter. 

If the ''"’elationslnn between factor 1 and factor 2 does vu"',r '-'■xi'"- ov; p'i h.'-if: 
operation is not specified, control passes to the first executaiDie operation 
following the associated END operation. If the relationship between factor 
1 and factor 2 does not exist and an ELSE operation is specified, control 
passes to the first operation following the ELSE operation. 

Conditioning indicator entries on the END operation associated with IFxx 
must be blank. 

An END operation must be used to close an iFiui group ii ar IIto. 
operation is followed by an ELSE operation, an END operation is needed 
after the ELSE operation but not after the IFxx operation. 
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Figure 28-22 is an example of code using IFxx/END and IFxx/ELSE/END 
structures. 
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s Calculations 




j"y""| If FLDA equals FLDB (line 03), the do group (lines 04 through 06) is executed. If 
FLDA does not equal FLDB, the program branches to the operation immediately 


a 


following the END statement (line 07). 

If FLDA equals FLDB (line 11), the calculations In lines 12 and 13 are executed 
and control passes to the operation immediately following the END statement 
(line 18). if FLDA does not equal FLDB, control passes to the ELSE statement 
(line 14) and the calculations In lines 15 and 16 are executed. 


Figure 28-22. IFxx/END and IFxx/ELSE/END designs. 
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KEY (Key) 


.— 

1 indicators 

Factor 1 

Op@rati©ii 

Factor 2 

llasMil: 

Field 

j: 

7-8 

M7 

msB 


Optional 

Optional 

Optional 

KEY J 

Blank 

1 

Required i 

~ ' 

Blank 

1 " ' i; 


The KEY operation causes a pause in calcaJaliiOTuiS duniiig Tviir::. iLi' T'rYrr. . 
using the display station can enter data fVoui the heyib&jarci /\lj , 
operaticms aie diiected to the rhsplay slatfon thuOt y-rwr*. t 


Factor 1 can contain the constant literal, field iiaaiie, (u table oi an at 

element to be displayed. Factor 2 must be blank, 'The result fiehl r 

contain the name of the field to be entered. See C^.l€uluiion 

for a KEY Operation in Chapter 9 for more infonnatian on "?oding t'fa u up;? 

operation. 


To use the KEY operation coilt;, you n-uSv syecTy "In nr ° n : 
KEYBORD in columns 40 through 46 of tho file ihrscriptio'r. rnrefiV rOif ' 
KEY can be used only with a KETBORP r p it 1 n t c -p r . - 

data, it is d.]snla'^^''^d "ini o-"- 

@ If the record lengti n 40 or Pss the e s,. ' Yy C'* pis'" u - ^ ^ > 

40 character's per hise^ eei^tered both voiith^aJh' airr^ ]•' ; 

screen. 


If the record length is greater than 4^\ Pie display co7>onh^' "I'd j" 
with. 79 characters per line (1 clia.’^'n=^ ^r'eseryed; fm iP:ld atb-ryi n-r; 

\¥hen the KEY operation i>s used, ''lie s yP -p too -^esYit its id n - 
determined by the persoiTs response. The x^ossible re6pYu;'SF'p roe 


The person types in the data and presscs St-i i d'' ry i* 'iy t ^ ? i f^ 

all positions of a .field are entered, numeric iieHs arc opy? 4o' 

padded to the left with zeros; alphameric fields are padded Y'' the lo^^ht 
with blanks. 


The person presses only an entr^?’ fiirictioii ke, 7 , wiiich causes 
in the result field to be changed to zero or blank. 


® The person presses the Dup key and then an eritiyY fuciction bey, '''d'-ficb 
does not modify the data in the result field. 


Note: The person can use any one of the .follo¥/iiig four keys as aiji. e..o..bry 
function key: Field Exit, Field-, Field+ , or Enter, Howeyer, if data in as 
been entered into a numeric field, the Enter key cannot be rised as a?ii entry 
function key. 
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LOKUP (Lookup) 


Array LOKUP 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 56-57 

58-59 

Optional 

Optional 

Required 

LOKUP 

Required 

Blank 

One required 


Table LOKUP 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 56-57 58-59 

Optional 

Optional 

Required 

LOKUP 

Required 

Optional 

One required 


The LOKUP operation causes a search to be made for a particular element 
in an array or table. The array or table is named in factor 2. Factor 1 is 
the search word (data for which you want to find a match in the array or 
table named). 

Factor 1, the search word, can be: 

• An alphameric or numeric constant 

• A field name 

• An array element 

• A table name 

When a table is named in factor 1, it refers to the element of the table last 
selected in a LOKUP operation, not to the whole table. 

Resulting indicators are always used with a LOKUP operation. The 
indicators first specify the type of search to be made and then reflect the 
result of the search. The specified indicator turns on only if the search is 
successful. 
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Resulting indicators specify the type of search and reflect the result of the 
search in the following niaiiner: 


o A resulting indicator assigned to eoiuai (columns 58 and 59) instructs 
the program to search for an entry in tlie ar^'cy or tn 'die 

search word,, The first Ciual entw/ fouc rl terns O'C iTrjoliretnr 
assigned to eqiiaL 

® An indicator assigned to low (columns 56 and 57) instructs the program 
to find the entry in the arre.31 or table that is nearest to, lower in 
sequence than, the search 'word,, The first such entry fo'u.nd turns on 
the indicator assigned to low, 

® The indicator asmgiied to higd \columos 04 -um iro) iusoruetb the 
progLajfiJ rh u c;ii xy r ^ ^' s ' ^ ^ 

higher in sequence fliaio cue sea m.,- fh- d :> u. w ' Aund 

turns on the indicator assigned to high, 

/\u least Ciic resulting iidicator must ice oGsugned, 'cut mo more dean two s.ar 
be 1.300 hm fl'uig U'^^scc'om lar ‘'u- Pr's gieri - 'a, l pi- Oi ''cruu 

r n D ^ r i\i V''e MOfi 1 sr'Si h m i o" e u^ "''"3 ■ 3ru,m e if-: ^^00--°, ,-1,^ 




® A search cotc be made for high, lou^q high and eo js j 0 '- u.mm um 0 

coiijy if the anas/ or ta.ble is in secuesee, ‘if’ie -'lequence must be 


© If an index is used with an array, the search starts at 'that element, 

© If a variable index is used with an all cy/, * '--m ~j j ^ rji oc ^ er UJ 
set to the 'number of the .arraig elenoern found jf ithe search Is successfu 
If the search is inisuccessfiil, 'the index is set to 1, 


Jfhr more intormatioii, 
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MHHZO (Move High to High Zone) 


Sndicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

MHHZO 

Required 

Required 

Blank 

Blank 

Blank 


The MHHZO operation moves the zone from the leftmost position of faetor 
2 to the leftmost position of the result field. Factor 2 and the result field 
must be alphameric. 


MHLZO (Move High to Low Zone) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

MHLZO 

Required 

Required 

Blank 

Blank 

Blank 


The MHLZO operation moves the zone from the leftmost position of factor 2 
to the rightmost position of the result field. Factor 2 must be alphameric. 
The result field can be alphameric or numeric. 
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Figure 28-23. Functions of Move Zone Operations 
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MOVE (Move) 


Indic^ators 

Factor 1 

Oparatioo 

Factor 2 

Rasyit 

Fieid 

Rasylting indicaf©m \ 

7-8 

S-17 

54-Si 

56-B7 

68-SS 

Optional 

Optional 

Blank 

MOVE 

Required 

Required 

Blank 

Blank 

Blank, : 


The MOVE operation transfers characters from factor 2 to the rightmost 
positions in the result field. Moving starts with the rightmost character of 
factor 2. If factor 2 is longer than the result field, the excess leftmost 
characters of factor 2 are not moved. If the result field is longer than factor 
2, the excess leftmost characters in the result field are unchanged. 

When an alphameric field is moved to a numeric field, only the digit portion 
of each alphameric character is moved to the digit portion of the 
corresponding numeric character. The zone of the riglitmost iiiinieric 
character is set to hexadecimal D (negative) if the zone of the riglitmost 
alphameric character is hexadecimal D (characters J through R). 

Otherwise, it is set to hexadecimal F. 

The MOVE operation is summarized in Figure 2804. 
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Factor 2 Shorter Than Result Field 


a. Alphameric 


b. Alphameric 


c. Numeric 


d. Numeric 


a. Alphameric 


b. Alphameric 


c. Numeric 


d. Numeric 


a. Alphameric 


b. Alphameric 


c. Numeric 


d. Numeric 


Figure 28-24. 


Factor 2 Result Field 


lLi 

H|4i 

ill 

Nj 




Before MOVE 

ill 

CO 

CM 

5| 

ll 

li 

ll 

±i 

Alphameric 

lLi 

H|4| 

|S| 

N, 




After MOVE 

LLi 

2|3|4,P|H, 

ll 

ll 

Nj 


iLi 

H,4| 

[h 

Nj 




Before MOVE 

ill 

2,3,4, 

ll 

ll 

ll 

ll 

1j 

Numeric 

iLl 

H,4| 

Lli 

Jll 




After MOVE 

0^ 

2,3,4, 

li 


li 

li 

1j 


ill 

2|7| 

ill 

±i 

2,5, 



Before MOVE 

lLl 

2 1 3 1 4 1 

h 

h 

1l 

ll 

ll 

Numeric 

ih 

2|7| 

lIl 

ll 

2|5| 



After MOVE 

lIl 

2| 1|2| 

h 

ll 

li 

li 

ll 


ill 

2l7| 

lii 

4 1 

2,5, 



Before MOVE 

ill 

C,F,G| 

li 

li 

1l 

li 

Nj 

Alphameric 

LLi 

2|7| 

ill 

±i 

2,5, 



After MOVE 

lAi 

C 1 1 1 2 1 

ll 

ll 

ll 

li 

1j 























Factor 2 Longer Than Result Field 








Factor 2 







Result Field 







lAi 

CjEiGj 

PiHiAi 

S.Nj 

Before MOVE 

lLl 

00 

CO 

4j 





Alphameric 

lAi 

C|E, 

h 

li 

H|4, 

Sj 

[Jil 

After MOVE 

lLl 

H|4iS, 

Jii 






ili 

C|E 

h 

li 

H,4| 

Sj 

lNj 

Before MOVE 

lLl 

6|7|8| 

±1 





Numeric 

ill 

C|E, 

h 

ll 

H|4, 


lNj 

After MOVE 

ill 

CM 

00 

ll 






LLi 

2|7| 

lli 

ll 

2,5, 



Before MOVE 

ill 

6|7|4| 

1j 





Numeric 

d. 

2|7| 



2,5, 



After MOVE 

ill 

00 

1j 






lLi 

2j7j 

lAi 

ll 

2,^ 



Before MOVE 

ill 

H|4,S, 

Nl 





Alphameric 


lLiIj 

00 

lili 

After MOVE 

ill 

8|4,2,5, 


Factor 2 and Result Field Same Length 


Factor 2 


Result Fiel 


ll 

J-H 

Li 

lA 

jIj 

Before MOVE 

Ll 

il 

ill 

8,4, 

Ll 

iH 

li 

il 

ilj 

After MOVE 

Ll 

il 

iil 

S,N| 

Ll 

ll 

il 

ll 

ilj 

Before MOVE 

Ll 

1 ^ 

ill 

8j4j 

Ll 

ll 

il 

il 

ill 

After MOVE 

ll 

il 

llL 

lio 

CM 

ll 

il 

ll 

l2 

ill 

Before MOVE 

l1 

il 

ill 

8 1 4 1 

ll 

ll 

il 

ll 

iL 

After MOVE 

ll 

il 

ill 

CM 

ll 

ll 

il 

ll 

iL 

Before MOVE 

ll 

ik 

ill 

5|F| 

ll 

il 

il 

ll 

i1j 

After MOVE 

ll 

il 

ill 

lilj 


Alphameric 


Numeric 


Numeric 


Alphameric 


MOVE Operations 
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MOVEA (Move Array) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

MOVEA 

Required 

Required 

Blank 

Blank 

Blank 


The MOVEA operation transfers characters from the leftmost positions of 
factor 2 to the leftmost positions of the result field. Factor 2 and the result 
field cannot reference the same array even if the array is indexed^ Arrays 
and fields specified by a MOVEA operation can be alphameric or numeric. 
The length of the move is determined by the shorter of the lengths of factor 
2 and the result field. If factor 2 is longer than the result field, the excess 
rightmost characters of factor 2 are not moved; if the result field is longer 
than factor 2, the rightmost characters in the result field are unchanged. 

The length of factor 2 or the result field is the length of the entire array if 
the array is not indexed, or the length, from the element sp-pcified to the end 
of the array if the array is indexed. 

The MOVEA operation makes it pr^ssible to: 

® Move several contiguous array elements to a single field, 

® Move a single field to several contiguous array elements, 

® Move contiguous elements of one arra,.y to contiguous elements of 
another array. 

Movement of data starts with the first element of an array if the array is 
not indexed or with the element specified if the array is indexed. The 
movement of data ends when the last array element is m.oved or filled or 
when the number of characters moved equals the length of the shorter field 
specified by factor 2 and the result field. Therefore, the move could end in 
the middle of an array element. Because array boundaries are not 
considered when the MOVEA operation is performed, all numeric data is 
treated as alphanumeric data. As a result, numeric data is m.oved without 
regard for the sign. When you are moving data to a numeric array or 
numeric field, you should ensure that the result field will contain valid 
numeric data. 

If you use the MOVEA operation with a figurative constant (*BLANK, 
^BLANKS, "^ZERO, or *ZEROS) in factor 2 and an array in the result field, 
the figurative constant is moved into the array. The figurative constant 
begins at the array element specified in the result field; it ends at the end. of 
the array. 

Figure 28-25 illustrates the use of the MOVEA operation. 
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Example: Alphameric array to alphameric array move. No indexing, different length arrays, same 
length elements. 



ARRX ARRY 



Example: Alphameric array to alphameric array move. Index result field. 



ARRX 


ARRY 


1 

Before 1 

12345678190 

MOVEA AABbIcCDDEE 



One Element 



One Element 


1 2I34I56I78I9O 


After 

MOVEA 


r ^ 

A aIb bIi 2I3 4I5 6 


Figure 28-25 (Part 1 of 17). MOVEA Operation 
















Example: Alphameric array to alphameric array move. No indexing, different length array 
elements. 



ARRY 

\^ 2 \ 3 4 I 5 6 1.7 8 j 9_ oj 

Element 

h 2I3 4I5 el? 8|9 o| ^OVEA 


ARRZ 


A A A B B B 

c c c 

D D D 

^^^^^One Element 
|l23|456|789| 

0 D dI 



j 


I 


Example: Alphameric array to alphameric array move. Index factor 2, different length array 
elements. 




1 2I34I56I78I9O 


ARRZ 


Before 

MOVEA 


After 

MOVEA 


AAA 

B B B 

C C C 

ODD 



>One Element 

I? 8 9 I 0 B bIc C cId D d| 


Figure 28-25 (Part 2 of 17). MOVEA Operation 
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Example: Alphameric array to alphameric array move. No indexing on array. 



FIELDA 

1 1 2 3 4 5 6 71 


Before 

MOVEA 


^ After 

^ 3 « . 5 . g d MOVEA |l 2 3|4 5 ej? 1 o|a B c| 



Example: Alphameric array to alphameric field move. Variable indexing. 



ARRX FIELD 



Figure 28-25 (Part 3 of 17). MOVEA Operation 







Example: Numeric array to alphameric array move. No indexing, different length arrays, same 
length array elements. 



ARHX 

! 1 i 1 i 

. i Before 

I ^ ^ i 

ARRY 

j 1 2 I 3 4 ! S e I 7 8 h 

MOVEA 

I 0 9 i 8 7 ! 

6 5 I 4 3 2 1 I 0 0 I 


One Element 

1 2|3 4j5 e ! ? 8l9 oj 


One Element 


After 


IVIOVEA - 


/ 


11 2!3 4|5 6!7 Bi9 0|0 0 


Alphameric array to numeric array, 
array elements. 


No indexing, different length arrays, same 



ARRX 


ARRY 


i 1 2 i 3 _4 I E> _6 I 7 8 | 9 _0 I 


\ 


One 


One Elenient 


Before 
iVlOV EA 


A a| B B I C C| D mjE E_lf_F] 




One Element 


12 3 4 

5 6 

-- r. r- i After 

/ 8 9 0 I 

L —L-. .. MOVEA C 

1 2 

3 4i5 8 7 8|9 0 

F F 

j 


Figure 2S-2B (Part 4 of 17). MOVE A OperatioB 
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Example: Numeric array to numeric array move. No indexing, different length arrays, same length 
array elements. 



ARRX ARRY 



Example: Alphameric array to numeric array move. No indexing, different length arrays, same 
length array elements. 



ARRX ARRY 



is invalid, because AA 

are not valid numeric characters. 


Figure 28-25 (Part 5 of 17). MOVEA Operation 















Example: Numeric array to alphameric array move. No indexing, different length array elements. 



ARRY 

1 2|34|56|78|90 
'''Y One Element 


Before 

MOVEA 


ARRZ 

aaa|bbb|ccc|d d d 


One Elennent 



1 2 34 5 6 78 90 


J 


After 

MOVEA 


1 23 456 789 0DD 


T 


Example: Alphameric array to numeric array move. No indexing, different length array elements. 



ARRY 

|l 2|34|56|78|90| 



Before 

MOVEA 


After 

MOVEA 


ARRZ 

000 |l 1 1 I 2 2 2 I 3 3 3 


One Element 


1 23 4561789 033 


V 


Jf 


Figure ^8-25 (Fart 6 of 17). MOVEA Operation 
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Example: Numeric array to numeric array move. No indexing, different length array elements. 






















Example: Numeric array to numeric array move. No indexing, different length array elements. 



ARRY 



Before 

MOVEA 


After 

MOVEA 


ARRZ 



The hexadecimal value of the last element 

inARRZ is D9F3F3. The element is invalid 
because the first digit of a number cannot 
carry the negative sign. 


Figure 28-25 (Part 8 of 17). MOVEA Operation 
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Example: Numeric array to alphameric array move. Index result field, same length arrays and array 
elements. 



ARRX 

J 2_^| 34|56|78|90 
One Element 

TTl 34|56|78|90 


Before 

MOVEA 


After 

MOVEA 


ARRY 

aaIbbIccIddIee 

One Element 

AA|BB|1 2|34|56 

' 1 - ^ 



Example: Alphameric array to numeric array move. Index result field, same length arrays and array 
elements. 



ARRX ARRY 



Figure 28-25 (Part 9 of 17). MOVEA Operation 
























Example: Numeric array to numeric array move. Index result field, same length arrays and array 
elements. 



ARRX 

Before 
MOVEA 



ARRY 




Figure 28-25 (Part 10 of 17). MOVEA Operation 
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Example: Numeric array to alphameric array move. Index factor 2, different length array elements. 



ARRY 


1 1 2 

3 4 

5 6 

7 8 

9 0 1 

'\ 

1 1 2 1 

> One Element 

3 4 1 5 6 1 7 8 1 

9 0 1 


m 


Before 

MOVEA 


After 

MOVEA 


ARRZ 

aaaIbbbIcccIddd 


One Element 


789 0BB CCC DDD 


Example: Alphameric array to numeric array move. Index factor 2, different length array elements. 















































Example: Numeric array to numeric array move. Index factor 2, different length array elements. 



ARRY ARRZ 



Example: Numeric field to alphameric array move. No indexing on array. 



FIELDA ARRY 



Figure 28-25 (Part 12 of 17). MOVE A Operation 
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Example: Alphameric field to numeric array move. No indexing on array. 



Name I Length 


33 34 35 36 37 38 39 40 41 42l43 44 46 46 47 48l49 50 51 


|l2n[22JEE33 

ilEBDBQIffi 


60 61 62 63 64 65 66 5/ 68 69 70 71 72 73 74 




FIELDA 

1 2 3 4 5 6 7 


Before 

MOVEA 


ARRY 

986|543|210l986 


One Element 


1 2 3 4 5 6 7 


After 

MOVEA 


123 456 7 10 986 


Example: Numeric field to numeric array move. No indexing on array. 




18 19 20 21 22 23 24 25 26 27CS 29 30 31 32l33 34 35 36 37 38 39 40 41 42 



l?SI9[3^gnS9QSaBBB?;^[3niBBIBIIBIBIIIBIIIIiaiBBIIBIB| 




FIELDA 

1 2 3 4 5 6 7 


1 2 3 4 5 6 7 


Before 

MOVEA 


After 

MOVEA 


ARRY 

986|543|210l986 


One Element 


1 2 3 1 456 7 10 986 


Figure 28-25 (Part 13 of 17). MOVEA Operation 


28-82 






































Example: Numeric field to numeric array move. No indexing on array. 



FIELDA ARRY 



minus sign) 

Example: Alphameric field to numeric array move. No indexing on array. 



FIELDA 


ARRY 



invalid, because it is 
not valid numeric data. 


Figure 28-25 (Part 14 of 17). MOVE A Operation 
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Example: Numeric array to alphameric field move. Variable indexing. 





19 20 21 22 23 24 25 26 27 


33 34 35 36 37 38 39 40 41 42 


QIQ CUSD ^39 1 


EBQGQKBSl 

ml 


60 61 62 63 64 65 66 b/ 68 69 70 71 72 73 74 


iHHBBMmmmMHHnHmHBmMimHmmBBBHHMHMMHmiml 


One Element 


MOVEA 


After 

MOVEA 


Note: N = 3 


Example: Alphameric array to numeric field move. Variable indexing. 


18 19 20 21 22 23 24 25 26 27 


33 34 35 36 37 38 39 40 41 42 


EBBQBQDEB 


60 61 62 83 64 65 66 b/ 68 66 70 71 72 73 74 




ARRX 


One Element 


Before 

MOVEA 


After 

MOVEA 


Note: N = 3 

Figure 28-25 (Part 15 of 17). MOVEA Operation 












































Example: Numeric array to numeric field move. Variable indexing. 



> One Element 



0 3 0 4 I 0 5 ! 0 6 


fit" Q r 

MOVEA 



Note: N - 3 


Example: Numeric array to numeric field move. Variable indexing. 



ARRX 

0l|02i03|-04|0 5 


Before 
MOVE A 


FIELD 

. .p i 


LIJ 


V One Element 


0 1|02| 03| -04| 05 I 0_ ^ 


Note: N = 3 


After 

MOVEA 



The last digit in the field 
carries the minus sign,. 


Figure 28-25 (Part 16 of 17)» MOVEA Opercatioe 


05 
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Example: Alphameric array to numeric field move. Variable indexing. 




The field is invalid because 
AA are not valid numeric 
characters. 


Figure 28-25 (Part 17 of 17). MOVE A Operation 


















(Move Left]) 


1 


I 1 idlest® rs 

Faet©r 1 

OperatBorii 

hietor 1 

rioid 

ircUZtyii'utiriz F 

1 AS 

M? 

1 ’S/X’) 

j Optional 

Otptiooef 

Biaok 

i\/iO¥EL 

1 Required ' 

r ^ 

[Reqet'et 

I ISligm : 
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through R). liotvevei', if tile zona Lmo 
factor 2 is not a iO, a positive zone is rm 
position of the result field, Figit portio 


movea,. 


2. Factor 2 longer than the result field: 


a. 


b. 


d. 


If factor 2 and the result held are nuroehc, FiL sign ftc 
rightmost position of factor 2 is loaoved h^to the ' n 


the result lielci. 

If factor 2 is numefic ai«d the '^‘ecjiidni heiil A. »'> pp 

‘n(pii 0 eon I'-" 0} ns O'P 11?' rMr? cs ■•'/■‘‘o -oi•?«(?! 


If factor 2 is alphameric and the result fieio. is ritirnem 
zone is moved into the rightmost position of the les'il'" 
zone from the rightmost position of factor 2 is a L' m 
through R), However, if the zone from the rigr-tmo-l p 
factor 2 is not a D, a positive zone is moved hho the '^'i 
position of the result field„ Otlie 


numeric characterSo 

If factor 2 and the resuJ: he:r are a^pnameric, r 37 r;;, 
characters needed to oil Lhe leso'lt fhjio rue 


w>rpid'"fh fwv "" 







3. Factor 2 shorter than the result field: 

a. If factor 2 is either numeric or alphameric and the result field is 
numeric, the digit portion of factor 2 replaces the contents of the 
leftmost position of the result field. The sign in the rightmost 
position of the result field is not changed. 

b. If factor 2 is either numeric or alphameric and the result field is 
alphameric, the characters in factor 2 replace the equivalent 
number of the leftmost position in the result field. No change is 
made in the zone of the rightmost position of the result field. 


The MOVEL operation is summarized in Figure 28-26. 



Factor 2 and Result Field Same Length 



Factor 2 




Result Field 


a. Numeric 

lZj 

,8] 

ill 

1j 

ill 

Before MOVEL 

lAj 

_6j 

lZj 

L§J 

4l 


lZj 

|8] 

[±i 


ill 

After MOVEL 

lZj 


Aj 

t2| 

5! 

b. Numeric 

lZj 



2j 

lLi 

Before MOVEL 

lAi 

[Kj 

lA 

I ^ I 

D| 


lZj 

|8' 


1 j 

lij 

After MOVEL 

lZj 


I ^ 

|2| 

N| 

c. Alphameric 

lLj 

lHj 

lIl 

1 j 

lNj 

Before MOVEL 

lAi 

Aj 

lL 

I ®l 

4| 


lLi 

Li 


A 

dil 

After MOVEL 

lZj 

Aj 

I ^ 

, 2 , 

5j 

d. Alphameric 

Lfj 

[Hj 

[Ai 

Aj 

iAj 

Before MOVEL 

iAi 

Aj 

A 

I ^ i 

D . 


iPj 

iHj 


Sj 

L^J 

After MOVEL 

Aj 

[Hj 

A 


I 'P 


a. Numeric 


b. Numeric 


c. Alphameric 


Factor 2 Longer Than Result Field 

0 j 0 |0|0|0|8|4|2|5| 


Factor 2 


|0|Q|0g 0|0j8|4|2g5g 


9,0i3| 1.7,8.4.2.5 




L 


9 I 0 I 3 I 1 I 7 I 8 I 4 B 2 i 5 


L2J 


BiR|WiC|X|Hg 4 |S|N 


Before MOVEL 


_6 1 

1 n 

8 s 4, 

After MOVEL 


Aj 

i 0 1 

0 s 0 I 

Before MOVEL 

lAl 

JSj 

- 

4 s D| 

After MOVEL 

1 9 i 

Aj 

Aj 


Before MOVEL 


Aj 

lZj 

814, 

After MOVEL 

lli 

9|6|3fL 

Before MOVEL 

lAl 

JA 

lXj 

4 1 D 1 

After MOVEL 

Ai 

Aj 

]W, 

CjX, 


Numeric 


j 


Alphameric 


Numeric 


Alphameric 


Factor 2 

I 7 I 8 I 4 9 2 I 5 


Factor 2 Shorter Than Result Field 


Before MOVEL 


1 3 


Ai 

81 4 1 2 ; 

Aj 

After MOVEL 

lZIIjAtAlJ 

1 „ ? R 1 s 0 fi 

i J U ~ L J 

1 c i 

PlT,5| 

lAj 

Before MOVEL 

1 1 1 3 1 0 1 9 1 4 1 3 1 2 1 1 1 0 1 

. r , 

i ^ 1 

, P . T . R , 

1 , j ^ ^ 1 

Aj 

Aof 10 r M 0 V E L 

. Q „ 7 . Q , i;. , K . "3 n 9 . 1 , n , 

w 8 . I w- J ^ g ^ ^ ^ I ^ I “ i i 

|7 1 

1 8 5 4 j 2 i 

lIj 

Before MOVEL 

|B|RfW|CjXgH|4|S|A| 

Ai 

18 , 4 , 2 , 

lJj 

After MOVEL 

,7,8,4,2,r 

1 H B 4 1 S 1 A 1 

f ^ i 

[ P [T , 5 1 

|N, 

Before MOVEL 

jB,R,W,C,XjH,4,SjA, 

iAj 

iPJlS,^ 

After MOVEL 

,C,P,T,5,N,H)4,S,A, 


The arrow f between numbers indicates a decimal point. 
Figure 28“26. MOVEL Operations 


Numeric 


Alphamei 


Numeric 


Alphannei 


Numeric 


Alphamei 


ii'A-C u C u. 


Alphamei 


Numeric 


Numeric 


Alphamei 


Alphame?' 
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MULT (Multiply) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Optional 

MULT 

Required 

Required 

Optional 

Optional 

Optional 


Factor 1 is multiplied by factor 2, and the product is placed in the result 
field. Factor 1 and factor 2 are not changed. If factor 1 is not present, the 
result field is multiplied by factor 2, and the product is placed in the result 
field. Be sure that the result field is large enough to hold the product. To 
determine the minimum length of the result field, use this rule: the length 
of the result field equals the length of factor 1 plus the length of factor 2. 


MVR (Move Remainder) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

MVR 

Blank 

Required 

Optional 

Optional 

Optional 


The MVR operation moves the remainder from the previous divide 
operation to a separate field named as the result field. Factor 1 and factor 
2 must not be used. This operation must immediately follow the divide 
operation. 

The maximum length of the remainder (including decimal positions) is 15. 
The number of significant decimal positions is the greater of: 

• The number of decimal positions in factor 1 of the previous divide 
operation. 

• The sum of the decimal positions in factor 2 and the result field of the 
previous divide operation. 

The maximum number of whole number positions in the remainder is equal 
to the whole number positions in factor 2 of the previous divide operation. 
Figure 28-27 shows the specification for a move remainder operation. 


28-90 




, SR, AN/OR) 



Figure 28-27. Move K.emaieder Operation 



1 

Factor 1 

©p®r®ti@iri 

fmetm 2 

Field 


1 7-B 

M7 

54“5§ 

: 

58-59 1 

Optional 

Optional 

Required 

HEXJ 

Required 

Blank 

1 

Blank 1 

Optional 

Blank | 


The NEXT operation code forces the next input to the program to come 
from the device specified in factor 1, If NEXT is specified more than once 
between input operations, only the last operation is performed. The NEXT 
operation code can be used only for a WORKSTN file. 

Note: For WORKSTN files, a device can be either a display station or an 
SSP-ICF session. 


To use this operation, enter NEXT in columns 28 through 32 . In factor 1, 
enter the name of a 2“character field that contains the device identification 
or a 2“character alphameric literal that is the device identification. In 
factor 2, enter the name of the WORKSTN file for which the operation is 
requested. 

An indicator can be specified in columns 56 and 57 . This indicator is set on 
if an exception or error occurs on the NEXT operation. If the INFSR 
subroutine is specified and columns 56 and 57 do not contain an indicator, 
the subroutine automatically receives control when an exception/error 
occurs. (For more information on the INFSR subroutine, see Coding the 
INFSR Subroutine in Chapter 6.) If the INFSR subroutine is not specified 
and columns 56 and 57 do not contain an indicator, the program halts when 
an exception or error occurs. 

For more information on the NEXT operation code, see Chapter 6, Using a 
WORKSTN File. 
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POST (Post) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 


54-55 

56-57 

58-59 

Optional 

Optional 

Required 

POST 

Blank 

Required 

Blank 

Optional 

Blank 


The POST operation allows you to retrieve status information for a 
specified display station that is using to a WORKSTN file. The status 
information is placed in the INFDS data structure that was specified in the 
result field. The program must contain the INFDS data structure for the 
WORKSTN file to use POST. 

Factor 1 must contain a variable or an alphameric literal that identifies the 
display station whose status is being requested. The result field contains 
the name of the INFDS data structure in which this information is to be 
posted. Columns 56 and 57 can specify an indicator that is set on if an 
error occurs on the POST operation. An error occurs if the specified work 
station identifier is not using the file for which the INFDS data structure is 
specified. 

If columns 56 and 57 do not specify an indicator but the program contains 
the INFSR subroutine, the subroutine automatically receives control when 
an error occurs. If the INFSR subroutine is not present and columns 56 
and 57 do not contain an indicator, the program halts when an exception or 
error occurs. If the display station is not using the WORKSTN file, the 
device will be not found, and an error will occur on POST. (For more 
information on the INFSR subroutine, see Coding the INFSR Subroutine in 
Chapter 6.) 

Columns 33 through 42, 49 through 55, and 58 and 59 must be blank for a 
POST operation. 
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j iridieators 



. 

y-i©sr^it 

Fi©0fi 


7-8 

B-ri 

Feetor 1 

lAnj'neiU'i.n] 

/I 

^rBE 

5^f FA 

SSS-iS I 

Optional 

Optional 

Biatik 

READ 
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t " ; 

I 

I Otenk 
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. f’ 
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The following columns must remain blank for a READ operation: columns 
18 through 27 (factor 1), columns 43 through 48 (result field), columns 49 
through 51 (field length), column 52 (decimal positions), column 53 
(half-adjust), and columns 54 and 55 (resulting indicators). 

If a READ operation is not successful, you must reposition the file by using 
either a SETLL or a CHAIN operation. If the file is not repositioned, all 
following READ, READE, and READP operations will fail. 

The following files can appear as factor 2 in a READ operation: 

• Sequential DISK files processed consecutively and specified as input or 
update files. 

• Direct DISK files processed consecutively as input or update files. 

• Indexed DISK files processed sequentially by key field and specified as 
input or update files. 

• Indexed DISK files processed sequentially by limits and specified as 
input or update files. 

• Sequential, direct, and indexed DISK files processed randomly and 
sequentially as input or update files. 

• WORKSTN files. 

• SPECIAL files. 

• CONSOLE files. 


BSCA files. 












READP (Read Prior Record) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

READP 

Required 

Blank 

Blank 

Blank 

Required 


The READP operation reads the prior record from a full-procedural DISK 
file (identified by an F in position 16 of the file description specifications). 
For example, if record X was just read using the READ operation code, 
READP reads the record prior to record X. 

Factor 2 must contain the name of the file to be read as specified on the file 
description specifications. This file must be full-procedural. 

Positions 58 and 59 must contain an indicator. This indicator turns on if no 
prior record exists in the file (beginning-of-file condition). It turns off 
before each READP operation. If a READP operation is not successful, you 
must reposition the file by using either a SETLL or CHAIN operation. If 
the file is not repositioned, all following READ, READE, and READP 
operations will fail. 
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REL (Release) 


indicators 






litin® indicators :i 

7-8 

9-17 

Factor 1 

Operation 

Factor 2 

Field 

54^55 

a-57 

SS-5S 

Optional 

Optional 

Required 

REL 

Required 

Blank 

Blank, 

Optional 

[ 

Blank } 


The REL operation releases the device specified in factor 1 frore tbs 
program. Either a requesting or acquired device can be releaseoi vbitt the 
REL operation code. The specified device is released when, the REL 
operation occurs during the calculations unless the d.evice is the ;equebi’/.-v. 
of a single-reqiiester 4 erminal prograiiL If the device specified in factor 1 is 
the requester of a single-requester- terminal program, the device is release J 
at end of job, not when the operation code is read in the calculaticns plf 
the device is a display station, it is no longer available to the program, but 
it is available for system log messages.) 


Factor 2 must contain the filename for the WORKSTN fi 


If an exception or error occurs on the attem.pt to release the chrvics, 
indicator specified in columns 56 and 57 turns on. ii nc m die a cm 
specified, the program halts unless the INFSR suo/ou is emr i"? .. ^ 
program. If the INFSR subroutine is specified., the INFBR BULirO'Utj ce 
automatically receives control v/hen an exception or error occurs and no 
indicator is specified in columns 56 and 57 . 

When all devices are released from a primar}^ WORKSTN file, the file goes 
to end of file, and RPG turns on the LR indicator. If the program 
containing the primarii file is a never-ending program, the system operator 
ro.ust enter the STOP SYSTEM command before the WORKSTN fihe will go 
to end of file. 


\Yh011 all devices are released from a. deinand "WORKSTN file and the 
program is not a never-ending program, the first READ operation after the 
last REL operation causes the READ end-of-fiie indicator to turn on 
(columns 58 and 59). You can then turn on the LR indicator, unless the LJR 
indicator was specified as the end-of-file indicator. If the program 
containing the demand Y/ORKSTN file is a never-ending prograjn, the 
end-of-file indicator turns on when the system. ^-ip, ],k 

SYSTEM command. You can then turn on the LR indicator, unless the .LE 
indicator was specified as the end-of-file indicator. 

If RESTORE-NO is specified on the control language YVORKST'N statement., 
a display format from the program may appear on the screen after the 
display station has been released. If RESTORE-YES is specified 0.11 the 
'WORKSTN statement, the command display appears on the screen 
immediately when the display station is released. 
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For more information on the REL operation code, see Chapter 6, Using a 
WORKSTN File. 


RLABL (RPG Label) 


Indicators 




Result 

Field 

Resulting Indicators 

7-8 

9-17 

Factor 1 

Operation 

Factor 2 

54-55 

56-57 

58-59 

Blank 

Blank 

Blank 

RLABL 

Blank 

Required 

Blank 

Blank 

Blank 


The RLABL operation allows the subroutine specified in an EXIT operation 
to refer to a field, data structure, array, table, or indicator defined in the 
RPG program. RLABL operations must be specified immediately after the 
EXIT operation that refers to the subroutine using the field, data structure, 
array, table, or indicator in the RLABL specification (see Figure 28-28). 

The number of RLABL operations following the EXIT operation must 
correspond to the number of items referred to in the assembler subroutine. 
The order of the RLABL operations must correspond to the order of 
references in the assembler subroutine. 



Figure 28-28. RPG Coding for RLABL Field Entries 
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The entries used with RLABL on the calculation specifications are as 
follows: 


Columns 

Entry 

Operation (28-32) 

RLABL 

Result field 43-48 

Field name, data structure name, array | 
name, table name, or indicator (INxx, 
where xx is the indicator) 

j Field length (49-51) 

Length of field (optional) 

1 Decimal positions (52) 

Decimal indication (optional) 1 


Only RLABL operations specifying a field, array, or table name can have 
entries for field length (columns 49 through 51) and decimal positions 
(column 52)„ 

The following columns must be blank for an RLABL operation: columns 7 
and 8 (control level), columns 9 through 17 (indicators), coluiiiiis 1C Loo (gl 
27 (fentor 1), columns 33 through 42 (faetor 2), column 53 (half a'musil cvd 
columns 54 through 59 (resulting indicators), 

A name defined by a TAG, BEGSR, or ENDSR specification cannot he us^7 
in an RLABL specification. 
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Referring to an Indicator 


When an indicator is specified in an RLABL operation, use the form INxx 
as the result field, where xx is the indicator to be transferred to the 
subroutine. For example, if the MR indicator is to be transferred to a 
subroutine, specify INMR as the result field for the RLABL operation. 

When an indicator is specified in the RLABL operation, the RPG compiler 
creates the following parameters and passes them to the assembler-language 
subroutine: 

B SUBRxx 

DC XLl '00' 

DC XLl 'Mask for the indicator' 

DC XLl 'Displacement to the indicator from XRl' 

Referring to a Field 

When a field name is specified in the RLABL operation, the RPG compiler 
creates the following parameters and passes them to the assembler-language 
subroutine: 

B SUBRxx 

DC ILl 'Field length-1' 

DC AL2 (rightmost address of field) 


Referring to a Data Structure 

When a data structure is specified in the RLABL operation, the RPG 
compiler creates the following parameters and passes them to the 
assembler-language subroutine: 

B SUBRxx 

DC XL3 'FFFFFF' 

DC IL2 'Data structure length-1' 

DC AL2 (leftmost address of data structure) 
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Referring to an Array or Table 


The subroutine can refer to an array or table defined in the RPG program 
by using the control field created for that array or table. This control field 
is called the DTT (define the table), and one is created for each array or 
table built by the RPG program. The control field is in the following 
format: 


Bytes 

Meaning 

0-1 

Address of rightmost byte of the first entry 

2-3 

Address of rightmost byte of the last entry 

4-5 

1 

Initialized to the address of the rightmost byte of first 
entry; used at object time for address of rightmost byte of 
the last looked~up entry 

6-7 

Length of an entry 

8-13 

Array name (arrays only) | 


The subroutine can obtain the data retrieved from the preceding LOKIJP 
operation by using the address in bytes 4 and 5. To access the array or 
table itself, the address in bytes 0 and 1 must be used. Data which the 
subroutine uses is left unpacked. 

When a table or array is specified in the RLABL operation, the RPG 
compiler creates the following parameters and passes them to the assembler 
subroutine: 

B SUBRxx 

DC ILl 'Entry length-l' 

DC AL2 (leftmost address of the DTT) 

See Figures 28-29 and 28-30 for examples of RPG linkage specifications. 
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Form Type _ 

Control Level {L0-L9, 
LR, SR, AN/OR) 



Figure 28-29. RPG Linkage to an Assembler Language Subroutine 
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program. 


The subroutine refers to both. RLABL entries. It first tests the indicator. If the indicator is off, the 
subroutine returns control to the RPG program If the indicator is on, the subroutine moves a 
character 'U into thve last looked'up enuT]/ in. the table, TAE'.1B,. I^/hen the subroutine returns coinitrol 
to the RPG [program, the ..RPG prograna Tperfornos a compare operation to see whether the subroutine 
placed a C in TABB. 

Figure 28“30o RPG Linkage to an Assemibler Language Sulbroutine 
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Considerations for the Assembler-Language Programmer 

To write an assembler-language subroutine that is linked to an RPG 
program, the assembler-language programmer must be aware of the 
following: 

• The name of the subroutine must be the same as the name specified in 
factor 2 of the RPG EXIT operation. 

• Upon entry to the assembler-language subroutine, the address recall 
register (ARR) contains a pointer to the parameters that represent the 
RPG fields to be referred to by the assembler-language subroutine. The 
return point to the RPG program is the first byte after the parameters. 

• If the subroutine makes use of registers 1 and 2, the contents of these 
registers must be stored upon entry to, and restored before exit from, 
the subroutine. 

• All external subroutines should be part of the root segment and not in 
overlays. You can do this by not specifying a category (CATG) 
statement in the assembler-language subroutine or by specifying a 
category of zero. 

During compilation, the name of the library that contains the 
assembler-language subroutine can be specified. The input library is used 
when the subroutine library is not specified. 
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Message-Retrieving Subroutine (SUBR23) 


The message-retrieving subroutine (SUBR23) allows you to retrieve 
messages from a user message member. After the message has been 
retrieved, it can be modified and written to an output file. 

Linkage to SUBR23 is by the EXIT operation code, and input parameters 
are passed to SUBR23 by RLABL operation codes. To use SUBR23, specify 
EXIT in columns 28 to 31 and SUBR23 in columns 33 to 38. Four RLABL 
operation codes must be specified after the EXIT operation with the 
following result-field entries: 


Result 

Field 

Description I 

MIC 

number 

Name of a 4-digit numeric field that contains the MIC 
(message identification code) of the text to be retrieved. i 

Text area 

Name of the alphameric field or data structure into 
which the message text is read. The maximum length of 
a level-1 message is 75 characters and of a leveh2 
message is 225 characters. 

Level 

Name of a one-digit numeric field, that designates the 
user m^essage member level, A value of 1 in this .field 
indicates a message level of 1; a value of 2 indicates a 
message level of 2. 


Rcode 


Name of a one-digit numeric field that contains the 
return codes. The return codes and their meanings are 
as follows: 

Return Code Meaning 
0 


1 


Message was successfully retrieved with 
no truncation. 

Message was successfully retrieved; 
however, it was truncated because the 
length of the text area was less than the 
message length. 

Message was not found. 

Message level v/as invalid. 

An invalid MIC value was diagnosed. 

-s-vnTTtim U fOi irntroo -r^ lO ■» i! 

message text length exceeds the levei-l 
maximum. 


The text area, which is specified by the second RLABL operation, is 
blanked before each attempt to retrieve a message; therefore, a blank text 
area is returned to the user program when the return code value is 2 or 
greater. A total of 225 positions in the text area are blanked unless the text 
area is less than 225 characters in length. 
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SET (Set) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Optional 

SET 

Optional 

Optional 

Optional 

Optional 

Optional 


The SET operation can be used only with input files assigned to the device 
KEYBORD, or with a CONSOLE file if the result field contains the word 
ERASE. Both KEYBORD and CONSOLE are specified in columns 40 
through 46 of the File Description Specifications. All SET operations are 
directed to the display station that loaded the program. 

The SET operation allows any one or any combination of the following: 

• Command keys identified in columns 54 through 59 to be pressed 

• The field, literal, or array or table element specified in factor 1 to be 
displayed on the display screen 

• User messages (from USERl message member) 0001 to 0099 to be 
displayed when numbers 01 to 99, respectively, are specified in the nn 
portion of the SETnn and KEYnn operation codes 

• The buffer for a CONSOLE file to be blanked if ERASE is specified in 
the result field of the SET operation 

Factor 1 can contain the constant, literal, field name, or table or array 
element to be displayed. 

Factor 2 must contain the name of the CONSOLE file if ERASE is coded in 
the result field. For all other SET operations, leave factor 2 blank. 

The result field must contain ERASE if the name of the CONSOLE file is 
coded in factor 2. For all other SET operations, leave the result field blank. 
See Calculation Specifications for a SET Operation in Chapter 9 for more 
information on coding the SET operation. 
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SETLL (Set Lower Limits Operation) 


Indicators 




Result 

Field 

Resulting indicators 

7-8 

9-17 

Factor 1 

Operation 

Factor 2 

54-55 

56-57 

58-59 

Optional 

Optional 

Required 

SETLL 

Required 

Blank 

Blank 

Blank 

Blank 


The SETLL operation allows the lower limits for indexed full-procedural 

and indexed demand files being processed sequentially within limits to be 
set during calculations. Factor 1 must contain a field name or literal 
representing the value of the lower limit being set. The length of the field 
or literal must be equal to the total length of the key field specified for the 
file named in factor 2. Factor 2 must contain the name of the file for which 
the lower limit is to be set. 

Figure 28-31 shows an example of SETLL coding. 


j Mode of Processing | 



Length of Key Field or 
of Record Address Field 




Record Address Type j 





Type of File j 

Organization or j 
Additional Area j 

1 




(T I] 

PjOverflow Indicator 

1 

tr 


oT 

< 

dI j Key Field 

xj Starting 

— 1 1 Location 

y 


File Designation 


1 File Format 






Block 

Record 

1 

Length 

Length 


Symbolic 

Device 


Name of 
Label Exit 


Extent Exit 
for DAM 


File Addition/Unorder 


Number of Tracks 
for Cylinder OverfI 

f Number of Ext( 


Storage Index 


Continuation Lines j 

K 

53 

Option 

54 55 56 57 58 58 

Entry 

60 61 62 63 64 65 





L 

r 

J 

J 


r 


















Tape 

Rewind 


rile 

GorjcSit 

U'l-U8 



FIELD A IS defined on input specifications as an eight-position alphameric field, 
Figure 28--31« SETLL Operation Code 
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Notes: 


L When a lower limit is specified by SETLL, the end-of-file indicator 

specified for the READ operation to the file being processed is not set off 
by the RPG cycle. 

2. If a READ operation is performed to the file prior to a SETLL operation, 
the record with the lowest key field in the file is fetched. 


SETOF (Set Off) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 56-57 58-59 

Optional 

Optional 

Blank 

SETOF 

Blank 

Blank 

One required 


The SETOF operation turns off any indicators specified in columns 54 
through 59. At least one resulting indicator must be specified in columns 
54 through 59. 


SETON (Set On) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting indicators 

7-8 

9-17 

54-55 56-57 58-59 

Optional 

Optional 

Blank 

SETON 

Blank 

Blank 

One required 


The SETON operation turns on any indicators specified in columns 54 
through 59. At least one resulting indicator must be specified in columns 
54 through 59. 
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SHTDN (Shutdown) 


1 indicators 

Factor 1 

Operation 

Factor 2 

Resyit 

Field 

Resylting indicators 

7-8 

^17 

54-gg 

SS-57 

m-BB 

Optional 

Optional 

Blank 

SHTDN 

Blank 

Blank 

Required 

Blank 

Blank \ 


The SHTDN operation turns or the resulting indicator specified in columns 
anci kjkj li blie system operator has repuesteci shutciGwii^ The indic 


cat/Or can 


then be used to condition ending the program m an orderly manner, such as 
printing some partial totals and going to normal end of job. 


Columns 28 through 32 must contain SHTDN, and columns 54 and 55 must 
contain one of the following valid indicators: 01 through 99, Ll through L9, 
Ul through U8, HI through H9, or LR„ 
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SORTA (Sort an Array) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

SORTA 

Required 

Blank 

Blank 

Blank 

Blank 


The SORTA operation allows you to sequence the elements of an array 
while a program is running. You can ensure that the elements of the array 
are in the proper sequence for a LOKUP operation by performing a SORTA 
operation. 

The array specified in factor 2 is sorted into the sequence specified in the 
extension specifications for the array. If no sequence is specified, the array 
is sorted into ascending sequence. The standard EBCDIC collating 
sequence is used for the SORTA operation. If an alternative collating 
sequence has been defined, it is not used. Related arrays, if existing, are 
not sorted. Only the array specified in factor 2 is sorted. 

For examples of the SORTA operation, see Figure 28-32. 

Note: Columns 18 through 27 (factor 1) and 43 through 59 (result field, 
half-adjust, and resulting indicators) must be blank if a SORTA operation is 
specified. 

In Figure 28-32, the array ARY is sorted into ascending order because no 
entry is specified for sequence (columns 45) in the extension specifications. 
ARYA is sorted into ascending order because column 45 of the extension 
specifications contains A; ARYD is sorted into descending order because 
column 45 contains D. 
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Control Level IL0-L9, 
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Sort ARY and ARYA into ascending order. I 
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Sort ARYD into descending order. j 
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Figure 28-32. Example of SORTA Operation Code 
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SQRT (Square Root) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

8-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

SQRT 

Required 

Required 

Blank 

Blank 

Blank 


The SQRT operation derives the square root of the field named in factor 2. 
The square root of factor 2 is placed in the result field. Factor 1 is not 
used. An entire array can be used in a SQRT operation if factor 2 and the 
result field contain array names. 

The number of decimal places in the result field can be either less than or 
greater than the number of decimal places in factor 2. However, the result 
field should not have less than half the number of decimal places in factor 
2. The result of a SQRT operation is always half-adjusted. 

If the value of the factor 2 field is negative, the job halts. The person using 
the display station can continue processing by responding to the error 
message. When processing continues, the result field is set to zero. 


SUB (Subtract) 


Indicators 

Factor 1 

Operation 

Factor 2 

Resuit 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Optional 

SUB 

Required 

Required 

Optional 

Optional 

Optional 


Factor 2 is subtracted from factor 1. The difference is placed in the result 
field. Factor 1 and factor 2 are not changed by the operation. Subtracting 
a field from itself is a method of setting the result field to zeros. If factor 1 
is not present, factor 2 is subtracted from the result field, and the difference 
is placed in the result field. 
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Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

^55 

56-57 

58-59 

Optional 

Blank 

Required 

TAG 




j^QIH 



The TAG operation names the operation to which the program branches in 
the GOTO operation. If the TAG appears within a subroutine, the 
associated GOTO must appear within the same subroutine. 

Factor 1 contains the label that must begin in column 18. The same label 
cannot be used for more than one TAG operation (or elsewhere as a 
subroutine name or ENDSR label). 

Factor 2 and the result field are not used. No indicators can be entered in 
columns 9 through 17 for a TAG operation. 

See Figures 28-20 and 28-21 for examples of the TAG operation. 


st Bit) 


1 indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting indicators | 

7-8 

9-17 

54-55 

56-57 


Optional 

Optional 

Blank 

TESTB 

Required 

Required 

One required | 


The TESTB operation compares the bits identified in factor 2 with the 
corresponding bits in the field named as the result field. The result field 
must be a one-position character field. Resulting indicators in columns 54 
through 59 reflect the etatiis of the result-field bits. Factor 2 is always a. 
source of bits for the result field. The result field is the field in which 
corresponding bits are compared with the bits specified in factor 2. 
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Factor 2 can contain: 


• Bit numbers 0-7: From 1 to 8 bits can be tested per operation. The bits 
to be tested are identified by the numbers 0 through 7 (0 is the leftmost 
bit). The bit numbers must be enclosed in apostrophes, and the entry 
must begin in column 33. For example, to test bits 0, 2, and 5, enter 
'025' in factor 2. 

• Field name: The name of a one-position alphameric field, array 
element, or table element can be specified in factor 2. In this case, the 
bits that are on in the field, array element, or table element are tested 
in the result field; bits that are off are not tested. 

See Figure 28-33 for a summary of TESTB operations. 

Indicators assigned in columns 54 through 59 reflect the status of the 
result-field bits. At least one indicator must be assigned, and as many as 
three can be assigned for one operation. Two indicators can be the same 
for a TESTB operation, but not three. For TESTB operations, the resulting 
indicators turn on as follows: 


Columns 54-55: 

An indicator in these columns turns on if each bit specified in factor 2 or 
each bit that is on in the factor 2 field is off in the result field. 

Columns 56-57: 

An indicator in these columns turns on if the bits specified in factor 2 or 
the bits that are on in the factor 2 field are of mixed status (some on, some 
off) in the result field. 

Columns 58-59: 


An indicator in these columns turns on if each bit specified in factor 2 or 
each bit that is on in the factor 2 field is on in the result field. 

Note: If the field in factor 2 has no bits on, then this indicator turns on. 

The operation code TESTB must appear in columns 28 through 32. 
Conditioning indicators can be used in columns 7 through 17. At least one 
resulting indicator must be assigned in columns 54 through 59. As many as 
three resulting indicators can be assigned, but not more than two can be 
the same. Factor 1, decimal positions, and the half-adjust columns must be 
blank. 
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And And 


19 20 21 22 23 24 25 26 27 bs 29 30 31 32 


33 34 35 36 37 38 39 40 41 42 


43 44 45 46 47 


Length 


Resulting 

Indicators 


Arithmetic 


Compare 

T>"^r< 2]1 = 2 


Lookup (Factor 2)isj 


High I Low lEqual 
54 55156 57 58 59| 


) 61 62 63 64 65 68 67 62 6B . 


The following TESTB operation compares bits 0 and 7 with corresponding bits in the field 
named BITS. If bits 0 and 7 are off in the field named BITS, indicator 20 turns on. if bits 
0 and 7 are of mixed status (one on, one off) in the field named BITS, indicator 21 turns on. 
If bits 0 and 7 are on in the field named BITS, indicator 22 turns on. 






m 


0 


The following operation compares the bits that are on in the field named ALPHA with 
corresponding bits in the field named BITS. If the bits that are on in the field named 
ALPHA are off in the field named BITS, indicator 20 turns on. if the bits that are on in 
the field named ALPHA are of mixed status (some on, some off) in the field named BITS, 
indicator 21 turns on. If the bits that are on in the field named ALPHA are on in the field 
named BITS, indicator 22 turns on. 
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The following operations use a one-position array element either as a source of bits or as a I 

result field, or both. In the first operation, the bits that are on in the field named ALPHA I 

are compared to corresponding bits in the array element ARR,NX. For example, assume 
that bits 1 and 4 are on in the field named ALPHA. If bits 1 and 4 are off in array element 
ARR,NX, indicator 20 turns on. If bits 1 and 4 are of mixed status (one on, one off) In 
array element ARR,!MX, indicator 21 turns on. if bits 1 and 4 are on in array element 
ARR,NX, indicator 22 turns on. 
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Figure 28-33, Summary of TESTB Operations 
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TESTZ (Test Zone) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 56-57 58-59 

Optional 

Optional 

Blank 

TESTZ 

Blank 

Required 

One required 


The TESTZ operation tests the zone of the leftmost character in the result 
field. The result field must be alphameric because this operation can be 
done only on alphameric characters. At least one resulting indicator must 
be specified in columns 54 through 59. Resulting indicators turn on 
according to the results of the test. The characters &, A through I, and any 
other character with the same zone as the character A turn the plus 
indicator on. The characters - (minus), J through R, and any other 
character with the same zone as the character J turn the minus indicator 
on. Characters with any other zone turn the zero indicator on. Factor 1 
and factor 2 are not used in this operation. 
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XFOOT (Summing the Elements of an Array) 



Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 





58-59 

Optional 

Optional 

Blank 

XFOOT 

Required 

Required 

Optional 

Optional 

Optional 


The XFOOT operation can be used only on numeric arrays. XFOOT adds 
the elements of the array together and places the sum into the field 
specified as the result field. Factor 1 is not used. Factor 2 contains the 
name of the array. 


Z-ADD (Zero and Add) 



Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 





Optional 

Optional 

Blank 

Z-ADD 







Factor 2 is added to a field of zeros. The sum is placed in the result field. 
Factor 1 is not used. 


Z-SUB (Zero and Subtract) 


Indicators 

Factor 1 

Operation 

Factor 2 

Result 

Field 

Resulting Indicators 

7-8 

9-17 

54-55 

56-57 

58-59 

Optional 

Optional 

Blank 

Z-SUB 

Required 

Required 

Optional 

Optional 

Optional 


Factor 2 is subtracted from a field of zeros. The difference, which is 
actually the negative of factor 2, is placed in the result field. You can use 
this operation to change the sign of a field. Factor 1 is not used. 
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024 


RPGEXA 


0001 

F"DISPLAY CP 

373 

WORKSTN 

0002 

FEMPFILE IF 

256 256 8AI 

1 DISK 

0003 

E 

AR 

10 29 


0004 

IDISPLAY 

NS 

02 

1 CA 




0005 

I 




2 

9 

DEPT 

0006 

I 

NS 

01 

1 C 




0007 

lEMPFILE 

NS 






0008 

I 




1 

B 

DEPTNO 

0009 

I 




21 

49 

EMPNAM 

0010 

INAMES 


DS 





0011 

I 




1 

290 

AR 


0012 

C 

01 



Z-ADDOIOO 

MIC 

40 

0013 

C 

01 



Z-ADDl 

LEVEL 

10 

0014 

C 

01 



EXIT BUBR23 



0015 

C 




RLABL. 

MIC 


0016 

C 




RLABL 

ERR100 

75 

0017 

C 




RLABL 

LEVEL 


0018 

C 




RLABL 

RCQDE 

10 

0019 

C 

01 



Z-ADDOlOl 

MIC 


0020 

C 

01 



EXIT SUBR23 



0021 

C 




RLABL 

MIC 


0022 

C 




RLABL 

ERR101 

75 

0023 

C 




RLABL 

LEVEL 


0024 

C 




RLABL. 

RCQDE 


0025 

C 

01 



GOTO END 



0026 

C 

02 

K(3 


GOTO END 



0027 

C 

02 



Z-ADD«ZERO 

I 

30 

0028 

C 

' 02 



MGOE »BLANK 

AR 


0029 

C 

02 


DEPT 

CHAINEHPFILE 


99 

0030 

C 

02 

99 


GOTO END 



0031 

c 



L.C)DP 

TAG 




O 

O 

C 



ADD 

1 

I 

0033 

C 


I 

COMP 

11 

21 

0034 

C 

21 


GOTO 

END 


0035 

C 



MOVE 

EMF’NAM 

ARtI 

0036 

c: 



READ 

EMPFILE 

90 

0037 

c 

90 


GOTO 

END 


0038 

c 


DEFT 

COMP 

DEPTN(3 

20 

0039 

c 

20 


GOTO 

LOOP* 


0040 

c 


END 
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0041 

□DISPLAY D 

OINKG 



0042 
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0043 
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K6 ^FORMAT^ 

0044 
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DEPT 
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0045 
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21 

ERR100 

83 
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99 
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373 
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29^2 



INDICATORS USED 

KG 01 02 20 


■11 90 99 


ET^ECUTION TIME TABLES AND ARRAYS 


STMT5= 

DEFINEE 

0003 


TABLE/ 

ARRAY 

AR 


dec: 

POS 


ENTRY 

LENGTH 

029 


NUMBER 

ENTRIES 

00010 


FIELD NAMES USED 


STMT^I-- 

NAME 

DEC 

LNG 

DISP 

0010 

NAMES 


0290 

OlOE- 

- 

0005 

DEPT 


0009 

0254T 


0008 

DEPTNO 


0008 

025C 


0009 

EMPNAM 


0029 

0279 

1 

0012 

MIC 

0 

0004 

0317 


0013 

l._EOEL 

0 

0001 

0318 

i 

0016 

ERR100 



02C4 I 


0018 

RCODE 

0 

0001 

0319 


0022 

ERR101 


0075 

030F 1 


0027 

1 

n 

0003 

031C ■ 



OF DTT T/A 

DISP DISP 

0100 ^ 012 ^^\ 

\ '^Address of tlie rightmost byte of the first element in the a 

^Address of the leftmost byt© of the DTT„ 
jjre„ DISP is the addre^ of the leftmost byte of the data stryeture. 


Fields^ DISP is the address of the riphtffsiost byte ©f the fseici. 


L.ABELS USED 
STMT=§= NAME 
0031 [.OOP 
0040 EMEi 

ERROR (NUMBER 
RPG--0097 
RPG-0159 


TYPE 

TAG 

TAG 

STATEMENT NUMBER 
0007 


ERROR SEVERITY 
RPG-009? y 

RPG-0159 y 


TEXT 

NO FIELD DESCRIBED FOR THIS OR F'REUIOUS RECOF^D OR DATA STRUCTURE.:. 
STRUCTURE, f..ENGTH DEFAULTS TO ONE ^ 

MISSING RECORD IDENTIFYING INDICATOR IN COLUMNS 19-20. 




H D U F 


C 0 




Figure 29”! (Part 3 of 4). Sample Program Listing 
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OVERLAY LINKAGE EDITOR STORAGE USAGE MAP 


START 

OVERLAY CATEGORY 

NAME AND 

CODE LENGTH 

ADDRESS 

NUMBER AREA 

ENTRY 

HEXADECIMAL 

DECIMAL 

0000 

0 

RPGEXA 

OlOE 

270 

OlOE 

0 

«:FLDS 

020F 

527 

03 ID 

0 

•1I-R00T2 

0145 

325 

0462 

0 

*BUFF 

040C 

1036 

OB^>E 

0 

8PGTS 

00A8 

16B 

0916 

0 

*IPCR 

0070 

112 

0986 

0 

•ihOPCR 

0046 

70 

09CC 

0 

4|:CNST0 

0006 

6 

09D2 

0 

•S^CNSTl 

OOOB 

11 

09DD 

0 

8PGDM 

0019 

25 

09F6 

0 

SUBR23 

019B 

411 

0B91 

6 

8PGTI 

06DF 

1759 

1270 

6 

8PGT0 

02F0 

752 

1560 

6 

8PGTD 

023B 

571 

179B 

86 

«:OPEN 

00C5 

197 

1860 

126 

INPUT 

OOBA 

13B 

18B2 


80992 



18B9 


80999 



18E0 


809C0 



18AA 


8098A 



18AE 


8098E 



18EA 

21 

•S^IHKOl 

OOOB 

B 

18F2 

126 

tlFLh 

0022 

34 

190B 


80A5A 



1914 

126 

«:DETC 

0147 

327 

1A5B 

21 

:S:IHK02 

OOOB 

B 

1A63 

50 

=5:CHN00 

0050 

BO 

1A90 


80D63 



1AB3 

11 

8PGRI 

0043 

67 

1AF6 

15 

8F*GAA 

OOAD 

173 

IB A3 

86 

«:CLOSE 

0030 

48 

1BB3 


80C90 



1BD3 

126 

i^DEOUT 

0069 

105 

1C3C 

21 

•S-Ol-IKOl 

OOOC 

12 

1C48 

126 

«:LROF 

00 ID 

29 

1C65 

126 

•R^RCDID 

0051 

B1 

1C8A 


809EF 



1CB6 

126 

••S.CNFLD 

0026 

38 


SYS-3I30 I RPGEXA MODULE^S MAIN STORAGE SIZE IS 
7388 DECIMAL 

SYS--3131 I 0000 IS THE START CONTROL ADDRESS OF THIS MODULE 
SYS--3134 I RPGEXA MODULE IS CATALOGED AS A LOAD MEMBER 
JAKLIB IS THE LIBRARY NAME 

29 TOTAL NUMBER OF LIE<RARY SECTORS 


Figure 29-1 (Part 4 of 4). Sample Program Listing 
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ADDR 

oooooox 

000020 

000040 

000060 

000080 

OOOOAO 

ooooco 

OOOOEO 

OOOlOO 

000120 

000300 
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0003C0 
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000400 
000420 
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00 


m 


08 


oc 


10 


14 
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IAR-80179B ARR-1486 XR1-800000 XR2-800000 WR4~-5538 WR5-0009 WR6-~00B0 WR7-8001 PMSR-1F02 DIR-80 

End of Entry 
/ End of Table 

ADDR OO 04 08 I 

IWSID Table I M i I Record Area 

0005E0X OOOOOOOO OOOoboOO 30000000 OOlFFFROol 00000000 oooooooo oooooooo oooooooo ...^ 

000600 oooooooo oooooooo oooooooo oooooooo oooooooo oooooooo oooooooo oooooooo . .. 

DUPLICATE LINES 8AHE AS ABQUE _ 

ISubroutine That Scans WORKSTN ID Table (@PGTS) 

000860 oooooooo OOOOOOOO OOOOOOOO 00001 3408 08F63401 08F23402 08EE3501 08F61C04 .. ♦♦6***2.♦•6* •it 

000880 08FF04C2 01086E5C 00448F6C 006A575D 019I8AF2 01046C01 91567502 91BDFFOO *...B*** **% . *2**% .it 

0008AO F281395EI 018E8CF2 01109D01 018AF281 25B80002 F2901FF2 872S9D01 018EF201 it2^ • • * • ♦2* • ♦ ♦ • •2* • ♦ ♦ •24 *2.24it 

0008C0 157D008F F2811878 408FD010 43B84002 F21003D0 8743E202 00D0872F 75028A75 it4»4 42*4* ♦*•♦• •2*44 4*S.♦•♦it 

0008E0 01887402 040E0108 F60901C2 020000C2 OlOOOOCO 870 00000 00404000 OOOOOOOO it^ ♦♦♦*♦♦♦ ♦64 ♦B^ ♦ ♦B^ ♦♦•♦♦♦ ..it 

000900 00050902 09040906 0908090A 090C090E 09100912 0914^ 408 09853401 0938E201 it*** .S*»t 

Input Processing Control Routine (#iPCR) 

000920 00750205 9COOOE1B 9C010C12 BD1000F2 01037B10 IBCOFFOO 00BD410D F2823CC0 it.* *24. 24**it 

000940 8100ACBD 440DF282 12F28129 BD480DF2 8123C202 00B4F401 0412407A 8000BDA0 it**♦* **2**2*♦•**2*♦&*♦^4 .it 

000960 00F20117 B88 00FF2 9011BD83 0EF2810B F2y0200 030E0109 850974D2 0200C201 *.2* . 2**24*44* .K^.^B^it 

Output Processing Control Routine (#OPCR) 

000980 0000C087 OOO0b 4O8 09CB3402 09987502 059C010C OECOFFOO 000C7C05 E405E50C it***.*.♦♦♦***4*U4U4it 

0009A0 FF056705 68BD400D F28116BD 410DC081 OOACBDEO OOF28109 C20200B4 F4010412 it****** *2.2*4B4444***it 

Constants 

0009C0 4075020E C2010000 C08700001 C6D6D9D4 C1E3FOF1 FOFOFIFO FIFOFIFI Fji340809 it * * *8^ ♦ * ♦ • ♦ *F0RMAT01001010111 • • •it 

Subroutine That Calls Printer and Disk (@PGDM) SUBR23 

0009E0 F5BDEOOO F28107F4 010C00F2 B704F401 0C08C087 00001 3401 OB543402 0B583408 *5***24♦4**♦24♦44 .....•it 

OOOAOO OB5C3501 OB5C7502 022C030B 6A00D201 03C2020B 80BC0007 8C01060B 6D4D0202 ...it 

000A20 0B74F201 11D20104 0E010B5C 0B764D01 OOOB7AF2 870D1C00 0B7C008F 01060B7C it* *2^ ♦K.it ******* 2 ♦♦♦♦*♦♦*•♦•* it 

000A40 7riE100F2 020C9C00 07008E00 070B6EF2 8703BCE1 079E0106 020E010B 5C0B78D2 it»**2.*****2 .it* ♦Kit 

000A60 01031C01 0A6C020C 000B7100 003DF10B 71BC0001 F2810E3D F20B71BC 0101F281 it*****X**.1*****2**42 .24it 

000A80 043AFFOB 7DD20103 1C010B5E 02750102 7CF000B5 01062C00 0B700736 010B701C it****^K* .. ♦ *0 .it 

OOOAAO 010B7F01 7C40012C 000AAD07 5C000001 4C01010B 7F38FF0B 7D3BFF0B 7DF2900B it***** ..^•••^2**it 


OOOACO 35010B5E 7CF300C0 870B51C2 010B677D F900F284 307DF000 F2822AF2 800F9801 it*♦•♦*3*♦♦•♦&♦♦♦^9*2*•♦0*2**2*♦•♦it 

OOOAEO 02003C87 0ADCD201 01C0870A CF980302 003C800A DCD20101 7DFF00F2 8116E202 .. K* ♦»•*2 *•S^it• 



























Figure 29-2 (Part 4 of 8). Sample Storage Dump 


IAR-80179B ARR-1486 XR1~800000 XR2-800000 WR4-5538 WR5~0009 WR6-OOBO WR7-8001 PMSR-1F02 DIR-80 


ADDR 

00 

04 

08 

OC 

10 

14 

18 

1C 






|@PGTI (Continued) 











OOOEOOX 

125C0DFD 

0D01125C 

122AC081 

OF643501 

0DFri6C01 

0435B501 

53C0870F 

9E2COOOE 


4*4444444444%4444*4 


4* 

000E20 

2635C087 

1560003C 

870E3ABD 

1135C081 

0F2rf3DFF 

0E26F201 

93F28749 

7C40115C 

♦ ♦ ❖ ♦ ♦ 

*444*4444444444424* 

2*4* 4 

** 

000E40 

0610114C 

04091245 

B501532C 

010E6850 

8D013512 

3BF2812D 

iC010E66 

060C010E 

^ ***** * 

44*4444444444442444 

4 4 4 4 4 4 

4* 

000E60 

6B122AC0 

870000C9 

C4000000 

0D010E6B 

122AC081 

0F3335O1 

0E6BC087 

OFB13502 

^ f * * * * * 

4XD444444t4*44*4444 

» 4 4 4 4 4 

** 

000E80 

0C03B501 

537DFF2C 

F281171C 

010E962C 

3501124F 

7A000035 

020C07BA 

0400C087 

******* 

0 

4 4 4 4 4 4 

4 * 

OOOEAO 

0C004D01 

2E122AF2 

81221C01 

OEB62E35 

01124FC0 

87000035 

020C03B5 

01537810 

** * * * * * 



4 * 

OOOECO 

1DF29008 

C08711C7 

C0870D6E 

B50153C0 

870BECBD 

1135F281 

543DFFOE 

26F20180 

**2* * * * 

484444444444444 * 2*4 

44442* 

4* 

OOOEEO 

BD0235F2 

011F8D01 

20122AF2 

01725F01 

24248D01 

10122AF2 

8105C087 

1015C3BC 

* * * ♦ 2 ♦ ♦ 

. 

4 4 4 4 4 C 

♦ * 

OOOFOO 

420DF287 

5BBD3435 

F2812EBD 

2435C081 

1187BB80 

35F2812D 

BD8135F2 

812DBD82 

*4 424 4 4 

**2************2*** 

♦ ♦ 4!U ♦ ♦ ♦ 

4* 

000F20 

35F2812D 

Bri8335F2 

812BF287 

30BC420ri 

F2872riBC 

860DF287 

27BC850D 

F28721BC 

' * 4 2 4 4 4 4 

O'*) 0 '*) 

44;:44«S:44444«s:44444«{::44 

4 4 42* 4 

4* 

000F40 

800DF287 

1BBC870D 

F28715BC 

920DF287 

0FBC930D 

F28709BC 

940IIF287 

03EC950D 

^4 424 4 4 


0 

4 4 4 4 4 

4* 

000F60 

C0870BF0 

1C010F72 

060C010F 

77122AGO 

87000000 

00400000 

0C01125C 

0F770ri01 

*4 4 404 4 

*************** 444 

4 4 * 4 4 4 

4* 

000F80 

0F77122A 

C0810F33 

35010F77 

6C010150 

7A80026C 

010435B5 

0153C087 

OE193501 

* 4 4 4 4 4 4 

4*4***%**4**4%444*4 

4 4 4 4 4 4 

4* 

OOOFAO 

125CC087 

OFB13502 

0C03B501 

53C0870E 

1D340810 

144D0106 

122A3502 

0C03F281 

* 4 * 4 4 4 4 


4 4 4 4 4 2 

4 * 

OOOFCO 

10792002 

F21005C0 

871015C9 

C0871015 

D9B50253 

8 D 010 C 12 

2A2C010F 

F70C2C01 

*4 4 4 424 

44444X4444R44444444 

4 4 4 7*4 

4* 

OOOFEO 

0FF30835 

020C03F2 

810E7920 

02F21004 

C0870000 

C0870000 

B502539C 

0124018D 

* 4 3 4 4 4 4 

0 0 

44;.44444 4 ;. 44444444444 


4 * 

001000 

011C122A 

F28107B5 

021C9C01 

00017B20 

02C08700 

00340811 

55340111 

4DB50253 

*4 4 4 424 

4*44444444444444444 

4 4 4 4 4 4 

4* 

001020 

2C011258 

222C0112 

5A223501 

11551COO 

125FOOOE 

01115512 

2C350111 

4D750106 

* 4 4 4 4 4 4 



4* 

001040 

B502103D 

C2125FF2 

01113502 

0C032C01 

12584E2C 

01125A4E 

B5010C0F 

01125A12 

*44*464 

424444444444*^4444*^4 

4 4 4 4 4 4 

4 * 

001060 

30F2046A 

OCO11258 

125A3601 

12333602 

12333DC2 

125FF281 

073DC912 

5FF2010A 

**2* 4 4 4 

4444444444444B44244 

4 X 4 424 

** 

001080 

7C40015C 

FD0001F2 

873A3DC3 

125FF201 

0ABC4001 

ACFDOOOl 

F28729D2 

0101E202 

* 4 4*44 

*24 4 48* 424 . 4 *2 

4 4K4 *8 

4* 

OOlOAO 

013DD912 

5FF20107 

9CFEOOOO 

F2870B3B 

E2125FF2 

01046CFE 

0000 D 201 

01 E 20201 

* 4 4 R 4 4 2 

4444*4244*84*244X44 

4 K 4 4 8 4 

4* 

OOlOCO 

C087105B 

E 20202 ri 2 

0102C087 

105B0F01 

1258122E 

36011258 

36021258 

OCOOllOl 

*4 4 * 48* 

4K44444444444444444 

4 4 4 4 4 4 

4* 

OOlOEO 

12580C00 

11191258 

3DC2125F 

F281073II 

C9125FF2 

01117C40 

013riFF12 

58F2814A 

* 4 4 * * * 4 


444424 

4* 
























Chapter 29. Storage Dump of an. RPG Program 


m 

& 

a 

fcvS 


p 

H 


o 


m 

p 

3 

% 

S' 

m 

0 

p 


IAR-0O179B ARR--1486 XR1--800000 XR2--800000 yR4- 


^38 yR5"~0009 yR6-00B0 yR7-S001 PMSR-~1F02 DIR™80 


ADBR 

00 04 

@PGTi fCoratioyiedI 

08 

OC 

10 14 

IS 

iC 


OOllOOX 

5C000001 

F287433D 

C3:l25FF2 

011iBC40 

013DFF12 58F28132 

ACOOOOOl 

F2872B0E: 

-> ? e 2 & o ^ 

001120 

01125812 

2G0C0011 

39:L258<)C 

00114712 

5e3DD912 5FF2010/ 

90000101 

F2870B3D 

0 ® « 

001140 

E2i25FF-2 

01046C00 

01018201 

00003502 

0C03C0e7 00003501 

124F1C01 

1249AF35 

^:-S > . 2 0 . % . 

001160 

010C07C2 

02124EF4 

01041240 

35020C03 

3501125C 7DF0()0F2 

8206BCE8 

1EF28703 

* B« « "^4 

001180 

BC0AiEF4 

01000435 

01i25CBD 

E81EF2ei 

0A7B8F02 SFOIOIOI 

7A20025F 

010404B5 

■#!-• ,, . .. <• 4 ■? «- «• «> 

001iAO 

01536000 

273SC087 

0BA<)3408 

11E9708O 

1DF210()7 BC09ODCO 

870BFOBB 

207DC0e7 

•k* fj ^ .p .f ^ 

001ICO 

liEA9059 

F2870A34 

081.1E9C0 

871iE:A90 

60BC06iD BC051EBC 

4B208C01 

23124FF4 

«■ ^ 2 «- 4- 0 

OOllEO 

010C04BC 

001DC087 

00003401 

120F -S402 

1217i34Ce i 2.1 7C202 

l::3183301 

i2:L?0E01 

«’c > ^ 0 ^ ^ 

001200 

1217122E 

90010301 

F40i0409 

c:-2u‘:; 0000 

^102^010 ' U4> 

:L (>04(>000 

8000004B 

^ C D. « ^ 0 a 

001220 

80FFFF00 

00000000 

OOOOOOOO 

01000200 

^ '.V- Or * ' * [ t 'kf- 8 

10011003 

08000200 


O 

^4‘ 

o 

o 

01Ei9C5Cl 

C440C087 

0000C08? 

i lor.ooi '0 

OOOOCOOO OCHrOOOOO 

OOOOOOOC 

OOOOOOOO 

»<JiEAD . . 

001260 

12601262 

12641266 

1268126A 

! Sabreiitiiis That Pneesses 
12Of tZfjF! 04081-99 3'- ^ i i 494 

WOBIiSTM Output f@PG" 
34021490 BC400DB5 

TO} 

001280 

010CB60i 

4E1C0715 

2F077C40 

O-Oir-0406 

0"l'B5Cie.3 2 'I ' ^ 1F5 

064D0i1C 

151CF281 

-» » » 9 « 9 9 

0012AO 

12750110 

340112AC 

8C015000 

OOi‘-:iOr5:^ 

-207119C Ol!"8)r.A9ri 


F201058C 


0012C0 

0150151E 

2C0112E? 

500C0112 

FOs j C i C82 

O 1 50 1 Os t:, i“ 2(^ }. /3u 

C012EBF2 

87043C00 

i C. . 9 . 9 oX 

0012E0 

i2E8C067 

0000C9C4 

OOOOOOOB 

0111lAiO 

1CF20108 3C r. D S 3CE 

C08?i:?C2 

350:1 :i2EA 

0 4% 9 9 . I C? 

001300 

782002F2 

i003F287 

2B780OO2 

F2i10S3C 

b.E. 1 -.ilCfc.CO Q 7 1 '6l24D 

() 1 0615:[ c 

COO11499 

}« 9 8 9 2 0 9 2 » 

001320 

B502S3eB 

oioeisic 

2C()11330 

oecooloo 

00'?B2002 35(;2 i 490 

8C074C15 

2FBD404C 

9 9 9 c <. f. ^ 

001340 

F20107AD 

064B$CF2 

8i59BC07 

1EAC0123 

OC ACC) 12 0 FCiO 153 

BC01304D 

0il2;L5iC 

^■2 . 0 9 9 0 «. 2 

001360 

F2EU291C 

01136012 

0C011541 

>' (H>0B01 

1541i";21 -Fi 4508 

03301541 

F'28703BF 


O 

m 

Pi 

*Cs? 

o 

F6300700 

15401520 

C002137F 

■ A> 1' x:04 

3S01l2iFl -CO 5 435 

:-4 4X2 P’CF 

751442435 

8 0 0 9 9 9 

00 i SAC) 

F2810DBi;i 

010EF201 

19BC0A1E 

f i^ul0C04 

350j ' Vr , 4 ; ;i 

DaSI-- 027A 

200?5F0i 

iiS-F c t- '•> 9 9 

OOiSCO 

0404B5C1 

5 J ^.027 

1SCEC08? 

Ft <';)003C 

87i3Dt-;v? “■- 1 J- iiF2 

0 j! i-^SF" 47 / 

C I54i;07 :l 1. 

V € 9 0 9 - 9 

OOiSEO 

152F4C04 

O- P 17B5 

01534D01 

4\i:VtCF2 

8120:1114 t;- -FSS 

O.t .5>9^ ;3C 

3" 



^ ^ # R ^ 2« ^ c ^ 4 2 ^ 

« ^ ^ t ^ ^ ^ O«2 ^ ^ Y ^ 2 ^ 

iru 2 ^ ^ o^ 0. ^^ ^^ 0« 

dZ<3>'5o2';*o<>i?«<^&*Oo':.^‘«'4'#^' 
. o ^ ^ 0 . . c ^ e- . ^ ^ ^ ^ 4*^ 

6 4, o o «. 9 <f <' C- ^ B ■? O » » » ? » ■S 

» 4 - «■ <> 9 «. * <, 0000 

9 JC «■ «. 9 4 9 <• 9 4 -3. ■? 9 9 «• «• 4 •:■ ■? C> ^ 

9 9 9 ■> 4 4 . 9 4 0 U 4 4 . 9 . . 2 . 

4 C 4 ^ 2 9 9 e O 4 O 9 4 ^ 4 9 2 4 O 4 

. . 9 9 . 2 O 4 ^ O 9 ^ 0 4 9 B 0 . . . « 


4 9 9 {- e 4 < 









Figure 29-2 (Part 6 of 8). Sample Storage Dump 


IAI;!-80179B ARR~1486 XRl-800000 XR2--800000 WR4 


5538 WR5--0009 WR6-OOBO WR7 -8001 PM8R-1F02 DIR-80 


ADDR 00 04 08 OC 10 14 18 1C 


@PGTO (Continued) 

001400X 87149935 011539C0 87000035 021490B5 01537DEE 27F2812A BD8035F2 812ABD81 ^. >♦♦2 . 

001420 35F2812A BD8335F2 812A0D01 12EA151C F28109BD 2435F281 27F2871E BC830DF2 .2.2. 2»*2 .2»^ 

001440 874BBC84 OriF28745 BC870DF2 8715BC92 0DF2870F BC940DF2 8709BC95 0DF28703 ♦♦2^♦♦*♦2*♦♦♦*2.2.2*** 


001460 BC960D35 0115391C 011533AF 35011494 C2021538 F4010412 40350214 90BC400D ... B***4**» ♦♦♦♦♦ 

001480 BriF04FF2 8207BCE8 lt~F4010C 04C20200 00C20100 00C08700 00340815 12340115 ^t*0»2* ♦ ♦ Y>4* ♦ ♦B* ♦ . * 

0014A0 0AF28013 B502532C 01153B22 2C01153B 22750106 F287113C 8014A21C 011S3B0C ^t,2***..♦♦♦♦♦2 ... *♦♦ 

0014C0 1C01153D OC7S010E 0F01153D 1514F204 180C0115 3B153D36 0115167C 40015CFD ^*»* ...2.. 

0014E0 0001D201 02C08714 C80F0115 3B151A36 01153B7C 40013DFF 153BF281 0A0C0015 . H ... 2*.*.*^ 

001500 04153B5C 000001C2 01000035 021490C0 87000000 FFOOFDOO 01000200 00404008 . it 

001520 F1F0F0E6 Ii9C9E3C5 40404040 40404040 C0870000 C0871479 OOOOOOOO OOOOOOOO »100WRITE h 

001540 00001542 15441546 1548154A 154C154E 15501552 15541556 1558155A 155C155E *.... 

Subroutine That Updates WORKSTN Return Codes (@PGTD) 

001560 3408168C 34021688 3501168C 1C001735 007C0000 B5015307 04173A17 3A3D0217 *.. 

001580 35F28410 BDF04FF2 8211BD10 34F2019D 3CAA1735 C20216F2 F28742BD 081EF281 **2**♦0.2*•♦♦*2.♦B**22 .2*^^ 

0015A0 06BD011E F20186BB 002AF281 80BDF12A F2817A3C F2173A2C 0017352A 38301735 ^*...2 . 2*.*1*2***2 . 

0015C0 3B3C1735 F2146238 30173539 4017353ri BC1735F2 1453C202 17267A10 iriE20202 ^**^^2 .2* ♦B. 

0015E0 8B000017 35C08215 DDF28104 C2021716 BDFF01F2 81152C00 160301C2 02173F2C *. 2**B.2.B**^^*^ 

001600 03173AOO 35021688 F2872235 0216882C 00173534 BD0335F2 0107C202 1716F287 it* ♦ ..2.2 **B***2 *it 

001620 04C20217 21C08715 DDC08716 980D0317 3A173EF2 040A3501 168C7CFF OOB50153 it*B*****.****2**** .it 

001640 4D011416 E1F28137 7501144C 0404173A 2803166B 34280216 6F342803 16733528 it*****2**** . it 

001660 02167735 C20216E4 6C001900 6C001800 6C001700 6C001600 3502168C BC80020E it****8**8%*♦*%***%***X .♦it 

001680 01168C16 E3C20200 00C08700 00010204 08102040 80000174 2C001695 2AC20216 it****TB**.**♦*♦ .. 

0016AO 8EID20128 BD3C08F2 0404AF00 080ABC00 47803908 F2820CBC 01476841 08F28203 ... ♦2* ♦♦♦♦♦* *2* ♦it 

0016C0 BC0247AF 000809BB F808AC00 4408AC00 46007A00 00350216 88B50153 C087162D it.♦S*. ♦♦♦♦♦♦♦♦♦ .it 

0016EO OOOOOOOl F0F1F2F3 F4F5F6F7 F8F9C1C2 C3C4C5C6 03FF04FF 08231107 1817241B it^♦♦♦0123456789ABC8EF.it 
























Figure 29-2 (Part 7 of 8)= Sample Storage Dump 


IAR-80179B ARF.‘-1486 XRl-800000 XR2-800000 yR4-5538 WR5-0009 UR^ij-OODO yR7-8001 PMSR--1F02 DIR“~80 


O 


TO 

o 

gq 

CD 

G 

c 

B 


p 

Q 

o 

m 


bo 

CD 


ADDR 
001700X 
001720 
001740 
001760 
001780 
0017AO 
0017C0 
0017E0 
001900 
001820 
001840 
001860 
001880 
0018AO 

ooieco 

0018E0 
001900 
001920 
001940 
001960 
001980 
0019AO 
0019C0 
0019E0 


00 04 08 

@PGTD iC^iitifiyedl 

2803340B 381F800F 810F821F 

1033FF11 271227FF BD43F347 

FOFOFOFO FOFIFIFI F2F0F1F1 

F2F8F5F1 F2F9F9F1 F3FlFlFi 

F1F2F4F1 F1F2F5F1 F1F2F617 


OC 10 14 18 

830F9913 AA2FDD1F Ee::i3FF27 002B0127 
F43FF53B F637F04B FF00F040 404040F0 
F2F5F1F1 r2F6FiFl F2r7FlFl F2F7F5F1 
F3F2F1F1 F3F3F1F1 F1F2F1F1 F1F2F2F1 
8B178D17 8F179117 93179517 971799C2 


1C 

0327081B 

F0F9F9F0 

F2F8F1F1 

F1F2F3F1 


020004F4 


Open Mainline Boytine i^OPEN) 


01040IAD 

06077AE2' 

0236F2ai 

04F40104 

0FE20204 

F4010401 

AD060740 

E20236F2 

» c . . . . . . S . . 2 . . 4 . 0 . S . . 4 . . . 


. s . 

. 2^ 

8i04F401 

040FC20i 

0000C202 

17D95F18 

DADAF40i 

040FF287 

04000400 

C57A01C2 

«• . . 4 . . . B . . . B . . R . o . . 4 . . . 2 . 




7A40C375 

0,1997502 

05F40104 

0C750205 

F4010402 

iC00i7FA 

10380000 

C5F2900D 

» .:■ 0 ...... 4 ..... o 4 ...... . 


. C’E2 


7BCOO079 

1000F290 

043C8718 

1D4D0103 

0099F28i 

C ?7!lOl()3 

000717F4 

F28009C2 



.42. 


0200B4F4 

01041211 

C2010000 

3C40030F 

0C00030t: 

OFOFOCFF 

030D030E 

0CFF020D 

........... 


.... 


020E3CF0 

031COCOB 

031B031C 

3C4005E5 

0C7C05E4 

OFFFOCFF 

05670568 

C0871BD3 

0.. 0......... o y . .. u. M. 0 

0 0 

0 » 4, a 


input IVtsinliiie Routine (#INPUT| 
7B06C97B F1C27B9F C37BFFC4 

7ft40C378 

20C3C010 

lFA4F)C0i 

leSAl8E? 

750299B8 

» 0 . I . 1B . . C . . E8 . C < .. C ..... . 


. X 0 . 

« C- 

1000F210 

150C0118 

DSOOOOiE 

01188A97 

B9C100B9 

acoICOlO 

lecFBeeo 

00F29006 

2 .. o .. A . ■9- . 


. . .2 

. M- 


7AFFC47A E0C3C087 :LCB6C087 iC48C087 1C483C31 U?r;i:F287 04303019 CEBBOlOO 
BBe025E2 0100C202 00B4F401 04120074 Q8E4C087 C916B880 00F21004 C0871C65 


Input H®ok |#!HK01) 
BA010075 10E418E9 i8E^201 0B91C210 0916^/502 


Input 


Fge ds Routinel#iFLD| 

9FB90218 F2100C2C 0119061E 


B50212 C0 

04000318 

90060403 

C9F29C04 

012A8C1C 

SOlBBBaO 

8704C0S7 

1009DCC0 


87CHOOOCO 8719142C 07025408 C0871907 


091167802 C9F29010 C08709F6 0303174A 
031709EiA 7802C9F2 90100007 09F60303 
C08?iA57 ?es04C9F2 90587840 C6F29004 
00024CE2 021CE202 01340200 OlODOlOO 
00B50205 C)C070461 02547B08 155020203 
1A907804 C97808D5 F29004C0 87145706 
871AEi381 20CB<)078 20CBF290 04C0871A 


Detail Caieoiatioris Routine |#DETC) 
7802C9F2 90000403 031709D5 

02C40003 18000319 7802C9F2 

i74A030F 00031800 03197802 

C0871A57 04020310 03130202 

01010300 041982C2 02<)343BC 

-lODieTlA 5BF207O6 7A08D5F2 

20031009 D644D210 031C47E1 

f/>Cs)G71A F6010103 1C021A03 
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. 12 . ... . 6 . . 
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Figure 29-2 (Part 8 of 8). Sample Storage Dump 


IAR~801?9B ARR-1486 XR1-800000 XR2-800000 yR4™5538 yR5-0009 yR6-OOBO yR7-8001 PH8R-iF02 DIR-SO 


ADDR 

OOIAOOX 

001A20 

001A40 

001A60 

001A80 

OOIAAO 

OOIACO 

OOIAEO 

OOiBOO 

001B20 

001B40 

001B60 

001B80 

001BAG 

OOIBCO 

OOIBEO 

OOiCOO 

001C20 

001C40 

001C60 

001C80 

OOlCAO 

OOlCCO 

OOlCEO 

OOIDOOX 


00 04 08 OC 10 14 18 1C 

#DETC (Continued) 

0C1C012A 0279C202 0343BC83 1B7B04D4 B88000F2 100EC202 0343C087 1A3BB880 

00F29006 7A04D4F2 870BC087 1A90F287 04C0871A 167804D4 F2900 4CQ 871AS70D 

input Hook (#1HK02) 

07025402 5CC0871A B38110CB 007810CB F29004C0 8719D3C0 871BD3|c2 0109DDC2 

Chain Code Routine (#CHNOO) 

1009161 34 081A6AC2 0200002C 05036105 2C011A77 017A0000 35020355 35100361 

D202B4C2 010343F4 01041230 C0870000 34081A 8F B50212C0 871A6300 0080001A 

Subroutine That Sets Resulting Indicators (@PGRI) 

A5C0871A 802C0702 5C072C1C 027930C0 871A8C74 08FF7402 FD7502FF 7404FBF2I 


1000B9FF OOF21022 7504FB2C OOIADIOO F200043C 7B1 ADC2C 011ADE02 7A00003C| , 

Subroutine That Resolves Array Index (@PGAA} 

7A1ADCE2 0203C087 1ABFE202 017402FF 7502FD75 10FF17402 FFC2021A F9B608A9 | 


B4080E4C 07FC0000 9C0132F8 9C019AF8 98032FF9 9COOS9F9 980198F9 9C019FFB 

7502F66C 01F60644 00F40000 F204516C 01FD005F 01FDF6F2 87045E01 FDF65700 

F495C022 1B3AF2A0 371F001B 5295F282 285400F4 F3F28121 5C01F8F6 5E:01F6F6 

F2A01D5E 01F6F6F2 A0165E01 F6F8F2A0 0F5E01F6 F6C0871B 3E9D0102 FDF20215 

6C01F DOO 6C05F80C D202B4F4 0104121D 14000000 951C0100 00FD7502 FF35101B 

Close Mainline Routine (#CLOSE) 

070007| C2 0100007A 20C37808 ri97A08D9 F2100F C2 021BBEF4 01040FF2 87048004 

Detail Output Routine (#DEOUT) 

00C53501 00997502 05F40104 03F40104 040Q00b 2 0204683C 00037779 40C67802 

C9F2100D 3C000377 7940C678 04C9F290 47C20201 00360203 2B8C057A 09B1C202 

00003602 032B8C07 07025478 20CBF290 OS8C4A52 02C47808 D5F29005 8C4A5203 

Output Hook (#OHK01) 

OFC20201 00360203 2B0CFF05 BA020D8C 2174Q22F C0871C3C C0871860|C2021270I 

LR and Overflow Processing Routine (# LROF) 

C201031Ii C2100986I 7820C3C0 101BB37B FFD77BFF D87A02C2 78Q4C2F2 10037B02 

Record Identification Routine (#RCDID) 

C2C08718 F2B50112 B5101434 081C72C2 0100009C 0A220AF2 8708C087 18B2C087 xE 




*H2^♦♦♦♦*2*♦< 


* *^ ******/* *i 


.S. 


♦ 4*♦2* *%* 


** *** 2 ** * 


X’X * * tX«8*K> ♦4» ♦ ♦ ♦ ♦ ♦ 


♦R*♦R2^ 


F* *12*♦B 


18B9C201 0000C087 18EOOC02 00C803F3 7DC100F2 010BC087 1C6B0204 C9800019I 


I Control Fields Processing Routine (#CNFLD) 


0B7rt4000 F2010BC0 B71C6B00 02C98000 0000C087 1C7EI 7820 C3F21015 3502Q09B 
BB01002C OllCCAlA 7A000078 80D9F290 04C08718 AA7A80D9 C08718AE FFC1D5C3 


*2* * * * * f * *1. 


*B**9***^ 


LB^ ♦ *Bi^ 


86 f♦66^ 


R .ANCx 


C540D4C1 C9D5E3C5 D5Ciri5C3 C540D4C1 C9D5E3C5 D5C1DSC3 C^AODACl C9D5E3C5 


^E MAINTENANCE MAINTENANCE MAINTEx 


OOOOOOOO OOOOOOOO 00000000 OOOOOOOO OOOOOOOO OOOOOOOO OOOOOOOO OOOOOOOOl 


DUPLICATE LINES SAME AS ABOVE 
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If you convert RPG programs from IBM Systeni/34 to System/36, you should 
be aware of the following differences between the way RPG programs work 
on the two system 


the Enid ©f the File 


If 3 COU iciy/ to update a shared rer unshaired sequential DISK file past the end 


If you try to update an unshared sequential DISK file past the end of the 
file, the update Is ignored but no error message is displayed. 


h y"'U t”"he 0 j are '' e e s'^j jwsLjcI Dlc"' i is pes’c '■ :e ei 
''he update is ignored and erior message RPGh904y\^ TPlIED E 
UPDATE BEFORE INPUT FOR FILE, is displayed. 


:id of the 
EGGED 
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Creating a Direct File That Does Not Allow Deletions 


System/36 

If you chain past the area allocated for the file, the indicator in columns 54 
and 55 of the CHAIN operation turns on and error message RPG-9035, NO 
RECORD FOUND ON GET OPERATION FOR FILE, is displayed. Then, if 
you try to continue to create the file by writing additional records to it, the 
additional records overlay the last record written to the file. That is, the 
additional records are written on top of each other in the same space as the 
preceding record. 

System/34 


If you chain past the area allocated for the file, the indicator in columns 54 
and 55 of the CHAIN operation turns on and error message RPG-9035, NO 
RECORD FOUND ON GET OPERATION FOR FILE, is displayed. Then, if 
you try to continue to create the file by writing an additional record to it, 
no additional record is written and error message RPG-9038, FILE IS FULL, 
is displayed. 
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Chapter 31, Using Ideographic Data 


RPG can process ideographic data when you use the ideographic version of 
the SSP and the ideographic hardware devices that the ideographic version 
supports. Display stations with ideographic capability are supported by the 
WORKSTN file only. 


Ideographic support allows the RPG compiler to process IBM-supplied or 
your user-defined ideographic character sets. Very little error checking is 
performed on ideographic data. Ideographic data is transparent to the RPG 
II compiler. You must be sure that the ideographic data is processed 
properh" by your program. 

Ideographic characters can be present in literals, constants, fields, tables, 
and arrays. The transparent literal option must be specified in column 57 
of the control specification if transparent literals or constants are present 
in the program. (For more information on the transparent literal option, 
see Column 57 (Transparent Literal) in Chapter 20.) A field, table, or arra}^ 
containing ideographic data is considered to contain alphameric data by the 
RPG compiler. No error checking occurs for ideographic data in fields, 
tables, or arrays. 

Ideographic data has a 2-byte representation, rather than a 1-byte 
representation as in the EBCDIC character set. This can cause the RPG 
operation codes that process data 1 byte at a time (COMP, MOVE, and so 
on) to produce incorrect results. In addition, ideographic data is enclosed 
by the shift-out (S/0) control character (hex OE) and the shift-in (S/I) 
control character (hex OF). These control characters must be taken into 
consideration when an operation that processes ideographic data is 
performed. (For more information on considerations that apply to 
processing ideographic data, see Processing Considerations in this chapter.) 


O ® ® 1” 1 f ® isr\. n 

opeciiyiiig meograpliic uata 


Ideographic Literals and Constants 

Ideographic characters can be specified as a literal in factor 1 or factor 2 or 
the calculation specifications. Ideographic characters can be specified in 
the constant or edit word section of the output specifications (columns 45 
through 70). Ideographic literals and constants must begin with an 
apostrophe immediately followed by the S/0 control character. Ideographic 
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literals and constants must end with the S/I control character immediately 
followed by the ending apostrophe. 

Note: When ideographic literals or constants are processed by RPG, the 
S/0 and S/I control characters are considered to be part of the literal or 
constant data. When the constant is displayed or printed on an ideographic 
device, these control characters appear as blanks. 

When an ideographic literal or constant is used, the transparent literal 
option must be specified in column 57 of the control specification. When 
this option is specified, the compiler checks for literals or constants that 
begin with an apostrophe followed by the S/0 control character. If a literal 
or constant is found that begins with an apostrophe followed by the S/0 
control character, the compiler checks to see if the literal or constant is 
valid. A literal or constant is not valid if: 

• A second S/0 control character is found before the S/I control 
characters. 

• An odd number of 1-byte characters are found between the S/0 and S/I 
control characters. 

• The S/I control character is not immediately followed by the ending 
apostrophe. 

An invalid transparent literal or constant is rechecked to see if it is a valid 
alphameric literal or constant. If the literal or constant is a valid 
transparent literal or constant, it is not checked for embedded apostrophes. 

Any ideographic character can be entered in an ideographic literal or 
constant. Each ideographic character has a 2-byte hex representation. (An 
ideographic blank also occupies 2 bytes.) Because each character occupies 
2 bytes in storage, ideographic constants can only be from 1 to 11 
characters long (this also allows for the control characters), and literals 
can only be up to three characters long (this also allows for the control 
characters). 

Note: An ideographic literal or constant can be composed only of 
ideographic data. Mixing ideographic and EBCDIC data in the same 
constant causes the literal or constant to be checked as alphameric. 

Ideographic Fields, Tables, and Arrays 

Ideographic characters can be present in fields, tables, and arrays. The 
RPG compiler does not recognize these characters as ideographic. The 
compiler treats ideographic characters as alphameric. Ideographic fields, 
tables, and arrays must therefore conform to the rules for alphameric fields, 
tables, and arrays. 

When ideographic data is present in a field, table, or array, the data must 
be enclosed in the S/0 and S/I control characters. These control characters 
are considered to be part of the field, table element, or array element. 
Therefore, when the length of the field, table element, or array element is 
defined, space must be left for the control characters. For example, if you 
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want to define a field so that it can contain four ideog'raphic characters, 
you must specify a field length of 10 (tow positions for each ideographic 
character, and one position for each control character). If you do not 
specify a large enough length, the field, table element, or array element is 
truncated, causing one of the control characters to be lost. 

You must also consider the control characters when the field, table 
element, or array element is processed. For example, if a field is being 
printed or displayed on an ideographic device, the control characters 
appear as blanks. If blank after (column 39 of the output specifications 
contains a B) is specified for a field, the control characters are also blanked 
out and must be reconstructed if the field is to still contain ideographic 
data. 

Note: When a field, table, or array contains ideographic data, it should 
contain only ideographic data. Mixing ideographic and EBCDIC data in 
the same field, table, or array can cause incorrect results. 


Ideographic Comments 

Ideographic characters can be entered as comments in source statements. If 
you enter ideographic characters as comments, but do not enclose them by 
control characters they are not displayed as ideographic characters. The 
source statements that allow comments are the extension specifications 
(columns 58 through 74) and the calculation specifications (columns 60 
through 74). Ideographic characters can, also be specified on a comment 
iiFie (column 7 contains an asterisk). 


Processing Considerations 

Ideographic data can produce incorrect results when used with certain RPG- 
operation codes. Since ideographic data has a 2 -byte hex representation, 
operations that compare data byte by b 5 /'te are not meaningful unless they 
check for an equal condition. Care must also be taken v/hen ideographic 
data is moved. If the lengths of the data being moved and the area that the 
data is being moved to are not correct! 3 ^ specified, the S/0 or S/I control 
characters can be lost. 

A number of RPG operations and functions operate by comparing data 1 
byte at a time. The COMP and LOKIJP operations compare for high, low, 
and equal conditions. These operations compare the 1 -byte EBCDIC values 
that correspond to the data that is present a.rid produce a result based on 
the standard 1 -byte collating sequence. Because of this, the only valid test 
when ideographic data is being processed is for an equal condition. If all 
the bytes in a field are equal to all the bytes in another field, the fields are 
equal whether they contain ideographic or EBCDIC data. 

Match fields and sequence checking are also invalid for ideographic data. 
Match fields cause data from different records to be compared, 1 byte at a 
time. This produces incorrect results for ideographic data. Sequence 
checking compares data in different fields to see if the fields are in 
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ascending or descending order. This comparison is done 1 byte at a time 
and therefore produces incorrect results for ideographic data. 

The SETLL operation is another 1-byte comparison operation that cannot 
be used with ideographic data. This operation causes the key of each 
recored to be compared with a lower limit value. If the key of the record is 
higher than the lower limit, the record is selected for processing. As this 
comparison is carried out using 1-byte EBCDIC values, the SETLL 
operation can produce incorrect results when used with ideographic data. 

RPG allows you to define an alternate collating sequence for EBCDIC data. 
In other words, you can redefine the order in which 1-byte segments of data 
will be sorted. This is meaningless for ideographic data. 

Care must be taken when the various move operations (MOVE, MOVEA, 
MOVEL) are used with ideographic data. The length of the field, table 
element, or array element that the ideographic data is being moved to must 
be defined as being exactly the same length as the literal, field, table 
element, or array element being moved. If the lengths are not the same, the 
data will not be recognized as ideographic. For example, if the field that 
the data is being moved to is shorter than the length of the ideographic 
data, the data is truncated, causing one of the control characters to be lost. 
If the field that the data is being moved to is longer than the ideographic 
data, one of the control characters will be embedded in the field. This 
causes the control character to be considered part of the data. 



Moving Ideographic Data and Deleting Control 
Characters (SUBR40) 


SUBR40 is a move and edit routine that moves the contents of one field to 
another field. If the S/0 and S/I control characters are found as the first 
and last characters in the field, SUBR40 deletes them. 

SUBRO40 is called as shown in Figure 31-1. 



Figure 31-i. Calliiag SlJBfi.40 

If }/ou want the receiving field to contain all the data that was present in 
the sending field, you must specify a length for the receiving field that is 
two positions less than the length of the sending field. This allows two 
positions for each ideographic character (or one for each EBCDIC 
character) while deleting the S/0 and S/I control characters (and the two 
positions they occupied). If you specify a receiving field longer than the 
sending field minus two positions, all the data from the seriding field is 
moved and the receiving field is padded on the right with blanks (1-byte 
EBCDIC blanks). If the receiving field is shorter than the sending field 
minus two positions, the data being moved is truncated on the right. 

Five RLABL fields must be specified when SUBR40 is called. The first two 
specify the sending and receiving fields for the move. The third field is 
where the return codes are written to indicate the status of the move 
operation . The fourth and fifth fields must be loaded with the lengths of 
the sending and receiving fields. These are the lengths of the fields 
specified on the first two RLABLs for the call to SUBR40 (in Figure 31-1, 
you would need to load the lengths of EMPNO an SOCSEC). The return 
code field must be defined as a one-position alphameric field; the length 
fields must be defined as three-position numeric fields math zero decimal 
positions. 
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SUBR40 produces return codes to indicate the status of the move operation. 

The following list contains these return codes and their meanings: 

Return 

Code Explanation 

0 Data moved; no errors. 

1 Data moved; padding occurred. 

2 Data moved; truncation occurred. 

3 Data moved; S/0 and S/I control 

characters were not found. 

4 Data not moved. Either an odd field 
length was found, a length of zero 
was found, the length was greater 
than 256, or an invalid character was 
found in the field length. 

If more than one return code can be issued, only the highest return code is 

returned. 



Moving Ideographic Data and Adding Control Characters 
(SUBR41) 


SUBR41 is a move and edit routine that moves the contents of one field into 
another field. If the S/0 and S/I control characters are not found in the 
first and last positions of the field, SUBR41 adds "hem to the field when it is 
moved. 

SUBR41 is called as shown in Figure 31-2. 


RPG CALCULATION SPECIFICATIONS 


IS Machines Corp 


GX21-9093- UM/OBO* 
Printed in U S A. 


Program 

Keying 

Instruction 

Graphic 


□ 






Card Electro Number 

Programmer j Date 

Key 

n 










■[]]• 


Program 
Identification L 


75 76 77 78 79 80 


And And 


8 19 20 21 22 23 24 25 26 27 


Operation 


1 29 30 31 32 


33 34 35 36 37 38 39 40 41 42 


43 44 45 46 47 48 


Length 


Resulting 

Indicators 


Plus |Minus| Ze^ 


Compare 
1 > 2|l <2[1 = 2' 


[LookupIFactor 2)isl 


High j Low lEqual 
54 55 56 57 58 59 


60 61 62 63 64 66 66 67 C 


I 70 71 72 73 -I 


50BR4 I 


RM 


EM 


Figure 31-2. Calling SUBR41 

If you want the receiving field to contain all the data that is in the sending 
field, you must specify the length of the receiving field to be two positions 
longer than the length of the sending field (to hold the S/0 and S/I control 
characters). If you specify a receiving field that is longer than the sending 
field plus t¥/o, the data is padded on the right when it is moved into the 
receiving field. If the receiving field is shorter than the sending .field plus 
two, the data is truncated on the right when it is moved. If the receiving 
field is specified either longer or shorter than the sending field plus two 
positions, the S/I control character is still placed in the correct position 
(the rightmost position). 

Five RLABL fields must be specified when SUBR41 is called. The first two 
specify the sending and receiving fields for the move. The third field is 
where the return codes are written to indicate the status of the move 
operation. The fourth and fifth fields must be loaded with the lengths of 
the sending and receiving fields. These are the lengths of the fields 
specified on the first two RLABLs for the call to SUB.R41 (in Figure 31-2, 
you would need to load the lengths of SOCSEC and EMPNO).. The return 
code field must be defined as a one-position alphameric field; the length 
fields must be defined as three-position numeric fields with zero decimal 
positions. 
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SUBR41 produces return codes to indicate the status of the move. The 
following list contains these return codes and their meanings: 


Return 

Code Explanation 

0 Data moved; no errors. 

1 Data moved; padding occurred to left 
of S/I control character. 

2 data moved; data truncated to left of 
S/I control character. 

3 Data moved; S/0 and S/I already 

present. 

4 Data not moved. Either odd field 

length found, length of zero found, 
length greater than 256, or invalid 
character found in field length. 

If more than one return code can be issued, only the highest return code is 

issued. 


Ideographic Device Support 

The '^'SIZE, *MODE, *INP, AND *OUT keywords identify subfields in the 
INFDS data structure that contain values for ideographic devices. For 
more information on these keywords, see Coding the INFDS Data Structure 
in Chapter 6. 


Messages 


The RPG displayed messages (both compile time and execution time) are 
displayed in either the standard character set or the ideographic character 
set. The messages are displayed in an ideographic character set if 
ideographic support was requested when the user signed on. 

The RPG compiler messages are printed in either the standard character set 
or an ideographic character set. The messages are printed in an 
ideographic character set if ideographic support was requested when the 
user signed on. 
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Chapter 32. Problem Determination 


If a problem occurs while you are using RPG, the cause of the problem may 
not be obvious. An error in your application or in system operation could 
have caused the problem. The problem determination procedure in this 
chapter can help you solve or circumvent the problem. If you need more 
information, refer to the following publications before you contact your 
service representative: 

• IBM System 136 System Problem Determination - 5360 (SC21-7919) if you 
use a System/36 Unit 5360 

• IBM Systeml36 System Problem Determination - 5362 (SC21-9063) if you 
use a System/36 System Unit 5362 

• System Problem Determination - 5364 (SC21-9375) if you use a System/36 
Unit 5364. 


How to Use this Procedure 

This procedure is arranged in a sequence of questions that you can answer 
with a Yes or No. Based on your answer, you are directed to another 
question or to a recommendation for action. 

Start at the beginning of the procedure and follow the question-and-answer 
sequence, answering each question to which you are directed based on your 
previous answer. If the problem is a condition that requires more detailed 
procedures, you are referred to those procedures. 
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Identifying and solving RPG Problems 


When an RPG problem occurs, you can use the following series of questions 
to pinpoint its possible cause: 

Q Did you receive a message indicating that an operator needs to 
do something to a device such as a printer or a display station? 

No Yes 

Take the actions indicated by the message and save any 
automatic dumps printed as a result of the message. If the 
action requires operator intervention, call your system 
operator. If the action prompts you to call for help, 
contact your service representative. 

When you examine a message for indicated actions, check 
the following: 

• Seconddevel message text, which describes the 
message in more detail To get the second level 
message text, press the Help key. 

• Some messages contain a number of options for 
possible recovery actions. These options are explained 
in Chapter 1 of the RPG II Messages manual 
(SC21^7940). 

If you still cannot solve your problem after fully 
examining the message, contact your service 
representative. 

B If you are having problems communicating with the system* 
are other system users having problems communicating with 
the system as well? 

No Yes 

Call your system operator and describe the problem. Have 
your operator use the procedures in the appropriate 
System Problem Determination manual referred to at the 
beginning of this chapter. 

m Is this the first time ever the job or subroutine was run? 

Yes No 

You may have a system problem. Call your system 
operator, describe your problem, and have the operator use 
the procedures in the appropriate System Problem 
Determination manual referred to at the beginning of this 
^ chapter. 
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Have changes been made to the user program since the last 

time it ran successfully? 

No Yes 

Read on, but consider what has been changed. For 
example: have operating procedures changed? are new 
device files being used? or have program changes been 
applied recently? A good starting point for problem 
determination is a changed item. 

Are you having a problem not caused by the programming 
such as spooled output that is not produced, or a device that is 
not working? 

No Yes 

Confirm that the device was started. If it was, you may 
have a system problem. Call your system operator and 
have the operator use the appropriate procedures as 
described in the corresponding System Problem, 
Determination manual referred to at the beginning of this 
chapter. 

Are you using the current release of SSP? 

To answer this question, enter the SSP STATUS SESSION (or D S) 
operator command, and press the Roll Up key three times. In the 
upper left corner of the fourth screen the current release of SSP is 
displayed. 

Yes No 

Install the current release of SSP.. 

I 

Have all IBM-supplied PTFs (Program Temporary Fixes) you 
have received that apply to the current release of SSP heem 
installed? 

Yes No 

Install the PTFs you have received that have not yet bee.ii 
applied. 

Are you using the current release of RPG? The release ii,iimbeF 
is printed on the first line of the source listiiig for any EPG- 
program listed« 

Yes No 

Install the current release of EPG and compile or run the 
program again. 

Have all IBM-supplied PTFs that apply to the current release of 
RPG been installed? 

Yes No 

Install the PTFs you have received that have not yet been 
applied, and run the program again. 
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oil Have any non-IBM changes been made to RPG or to SSP? 

No Yes 

If RPG has been changed, install its current release and 
the PTFs, and run the program again. If SSP has been 
,r changed, install its current release and the PTFs. 

ID Was the output incorrect or not produced? 

No Yes 

Check if: 

« The program is in an infinite loop. Cancel the job. 
Apply the DEBUG operation in the program to locate 
the loop. Correct the problems in the program. Run 
the program again. 

• The output data has incorrect values. Use the test 
data and walk through the program by hand to 
determine what the values are supposed to be. 

Compare the two sets of values and determine the 
statements in which the value of a data item can be 
changed. Correct the problems in the program. Run the 
, r program again. 

IB Did the RPG user program have an exception/error? 

No Yes 

Two kinds of exceptions/errors can occur: program and 
file. Examples of program exception/errors are division by 
zero, use of an incorrect index, and use of incorrect data 
items in an arithmetic operation. Examples of file 
exception/errors are undefined record types and device 
errors. 

You may begin investigating the problem by using a 
DEBUG operation as described in Chapter 4. 

If you cannot solve or circumvent the problem, contact 
,r your service representative. 



Si Was a priiitoat produced? 




Yes Ho 

Check if: 

^ Your display station is assigned .o ^ 

Use the SSP STATUS SESSION (or B S) 'Act-ioLcji 
command to find the printer ID of the session printer 
for your display station„ Compare the printer ID of fhe 
printer 3 /ou are using to the printer ID cf siassion 
printer. Either get your printouts ffonri the current 
session printer nr (nhanp'e the "oririit/pr tdeT^t;ffDr'p^Ti 7 ,!,nrf, nf 
the spool iiie ibv y.siiig the oSr' fhSfr' proceC'-eire, 

® The program contains a condiiionai statement mat 
controls 'whether 01 not something m piinten, Che. h 
the compiler listing to find 'the conch tier a] 
that control printingt Detern.^ar .ae crUr " .w 3 

I satisfy the conditions o'nd e cr ^ 

I those used i/\heu Die prograrrmen [> "cr., m,c _ 

I printout, 5 mtu can either use Uam vsiueci lOi '-'un :.. 

priming is perfomieci, set. an mUiAcaom Of' tc 4 ... ir:r 
printing, or change the conditional mate men - r? n 
printing be performed for the data valitoB you ate 
f using. Sun the program again 

3^' . i.._L s -i.ijviy'Uy ji'Himu.Uioui £: . ...a ,, ^ 

0 s;pectsdu 
No Yes 

I Some possible ca'uses are: 

i ® You are attempting to access a ch m hk' <mr:?e^:hiy 

j .. . ,, .. f’ 

i| 'U-r pq-'-'-'p ^ ^" 

ji ® i here is a message aL '^yj.C/OC . 

I action by your system, operator, 

ji 

® Your nrosram is in an inhnite loon, 

Press the Error/Reset key. If the i.iidicator does noio ru]'u 

f *u^c' /oil h<-heve ih ^ on T' I. ^ uD 1 

i , . 

I tih.e Attn feey. ton wi\i get a irru^nn or u^cy im/ mu ^ " 

'O! y'5 'i 'J yiryoip ■» in-. iK 

I 

I 

I If you still cannot solve your pioMem, cm 1 urn" m: ,:e: v,c 

I representative. 
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IB Is the Attention key working? 

Yes No 

Check if the program has performed an ON ATTN 
IGNORE statement. Look for an ON ATTN IGNORE 
statement on the printout of the program. If you need to 
stop the program, ask the system operator to cancel the 
job. Sign on again and continue using the system. 

If you do not need to stop the program, wait until the 
program ends or an ON ATTN SYSTEM statement is 
performed. The Attn key request will then be processed. 

If this creates a problem, you may want to change the 
program by removing the ON ATTN IGNORE statement 
by putting an ON ATTN SYSTEM statement right after 
the statement(s) that require the ON ATTN IGNORE 
condition. 

If after using this procedure you or your system operator have not solved 
the problem, please consult the System Problem Determination manual for 
your system unit referred to at the beginning of this chapter. If your 
problem occurred when you compiled your program, refer also to the 
Solving Problems that Occur at Compilation Time section in Chapter 3. 



Contacting Your Service Representative 


If you cannot solve your problem using the problem determination 
procedures listed in this chapter, in Chapter 3, and in the appropriate 
System Problem Determination manual referred to at the beginning of this 
chapter, you may want to contact your service repiesentative. Before 
contacting your service representative, prepare the following: 

« For compile time problems: 

A diskette copy of t.he RPC user source f)rogram 

A drskelte copy of the user compde procedure 

A diskette copy of the user source copy members 

A diskePe copy ol the user assembler subroutines 

A listing of the souria^ compilation 

A task dump at the time of the tadure 

Run the AFAR procedure documented ni IBM SystenilSS System 
Problem Determination ■ 5360 or in IBM SystemlSO System Problem 
Deter mi fiation ■ 5362 and in System Reference, and include the entire 
history file.. 

• ..For execution time problems, provide the above reciuiied inibiination as 
well as: 

A diskette copy of the user load module 

. .A diskette copy of the user files 

.- A diskette copy of the user display screens 

“ A diskette copy of the uaer execution procedure 

The procedur-es for obtaiiijiig the above i.n.for.mati.on aie explained in the 
System Problem Deterrniriatiori manual for your system unit. 
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Glossary 


$SOURCE file. The file from which program 
products read their input statements in order to 
process them. 

$WORK file. The file used by some program 
products for processing their input statements. 

#LIBRARY. The library, provided with the system, 
that contains the System Support Program Product. 
See system library. 

access method. The way that records in files are 
referred to by the system. The reference can be 
consecutive (records are referred to one after 
another in the order in which they appear in the 
file), or it can be random (the individual records can 
be referred to in any order). 

acknowledgment character (ACK). In binary 
synchronous communications, a transmission 
control character sent as a positive response to a 
data transmission. 

ACKO. In binary synchronous communications, the 
even-numbered positive acknowledgment character. 
See acknowledgment character. 

ACKl. In binary synchronous communications, the 
odd-numbered positive acknowledgment character. 
See acknowledgment character. 

acquire. To assign a display station or session to a 
program. 

adapter. See communications adapter. 

address. A name, label, or number that identifies a 
location in storage, a device in a network, or any 
other data source. 

address output file. Record address file, 
containing relative numbers, that is produced by a 
sort program. 

addrout file. See address output file. 

allocate. To assign a resource, such as a disk file 
or a diskette file, to perform a specific task. 


alphabetic character. Any one of the letters A 
through Z (uppercase and lowercase), or any one of 
the special characters #, $, and 

alphameric. Consisting of letters, numbers, and 
often other symbols, such as punctuation marks and 
mathematical symbols. 

alternative collating sequence. A user-defined 
collating sequence that replaces the standard 
EBCDIC collating sequence. 

alternative index. An index that is built after an 
indexed file is created and that provides a different 
order for reading or writing records in the file. 
Contrast with primary index. 

application. (1) A particular business task, such 
as inventory control or accounts receivable. (2) A 
group of related programs that apply to a particular 
business area, such as the Inventory Control or the 
Accounts Receivable application. 

application program. A program used to perform 
an application or part of an application. 

array. A named set of data items, all of which are 
the same type, arranged in a pattern (for example, 
columns and rows). 

array element. A single data item in an array. 

ascending key sequence. The arrangement of 
data in order from the lowest value of the key field 
to the highest value of the key field. Contrast with 
descending key sequence. 

assembler language. A symbolic programming 
language in which the set of instructions includes 
the instructions of the machine and whose data 
structures correspond directly to the storage and 
registers of the machine. 

asynchronous transmission. In data 
communications, a method of transmission in which 
the bits included in a character or block of 
characters occur during a specific time interval. 
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Howe¥er, the start of each character or block of 
characters can, occur at any time during this 
interval Contrast with synchronous transmission, 

auto report. An RPG option that simplifies the 
defining of form.ats for printed reports and that 
allows the previously written statements to be 
included in new progra,.m.s.. 

autoanswer,. In data eom.,miinica,tions, the ability 
of a station to receive a call over a switched iine 
without operator action. Contrast with manual 
answer, 

autoealL In data communications, the ability of a 
station to place a call over a switched line without 
operator action. Contrast with manual call, 

autolink. A part of the overlay linkage editor that 
automatically resolves external references by 
searching the library for the appropriate object 
program. 

batch BSC. The SSP support that provides data 
comrounirations with BSC computers a,nd devices 
via the RPG T specification or the assembler $DTFB 
macroinstruction. 

batch processing. A processing .method in which 
a program or program.s process records with little or 
no operator action. Contrast with, interactive 
processing, 

binary. (1) Pertaining to a syste.m of num.bers to 
the base two; the binary digits are 0 and 1. (2) 
Involving a choice of two conditions, such as on->off 
or yesm.o. 

binary synchronous com.]m uni cat ions (BSC). A 
form of communications line control that uses 
transmission control characters to control the 
transfer of data over a communications line. 
Compare with synchronous data link control, 

bit. Either of the binary digits 0 or 1. See also 
byte, 

block. (1) A group of records that is recorded or 
processed as a unit. Same as physical record, (2) 
Ten sectors (2560 bytes) of disk storage. (3) In data 
communications, a group of records that is recorded, 
processed, or sent as a unit, 

branch instruction. An instruction that changes 
the sequence in which the instructions in a 
computer program are performed. The sequence of 
instructions continues at the address specified in 
the branch instruction. 


buffer, (1) A temporary storage urut, especially 
one that accepts information at one rate and 
delivers it at another rate. (2) .An area of storage, 
temporarily reserved for performing input or output, 
into which data is read or from which data is 
written. 

byte. The amount of storage required to represent 
one character; a byte is 8 bits. 

call. (1) To activate a program or procedure at its 
entry point. Compare with load, (2) In data 
co,mm,unications, the action necessary in m^aking a 
connection between two stations on a swi,tched line. 

cauceL To end a task before it is completed, 

cbaiu^Bd file. An input, output, or update disk file 
from which records can be read randomly, 

ebaracter. A letter, digit, or other symbol. 

code, (1) Instructions for the computer. (2) To 
write instructions for the com.pi.iter. Same as 
program, (3) A representation of a condition, such 
as an error code. 

coll.ati.ug sequence. The sequence in which, 
characters are ordered within the com,puter for 
sorting, combining, or com.paring. 

combined file, A file used a.s both an input and an 

output file. 

com.mand display. A display that allows an 
operator to display and send .m.essages, and use 
control commands and proced.ure com.maii..ds to start 
and control jobs. Contrast with standby display. 

See also console display and suhconsole display,. 

command key indicator. Coded as KA through 
KI^, and KQ through KY. An indicator that is set 
on when an operator presses the corresponding 
command key. 

command keys. The 12 keys on the top row of the 
display station keyboard that are used with the Cmd 
key (and optionally the Shift key) to request up to 
24 different actions defined for program products 
and user programs. Compare with character key and 
function key, 

comment. Words or statements in a program or 
procedure that serve as documentation rather than 
as instructions. 

communications adapter. A hardware feature 
that enables a computer or device to become a part 
of a data communications network. 


G-2 





compilation time» The time during which a 
source program is translated from a high-level 
language to a machine language program, 

compile. To translate a program written in a 
high-level programming language into a machine 
language program.. 

compile-time array., An array that is built into 
the source program and that becomes a permanent 
part of the compiled program. Contrast with 
execution-time array and preexecution-time array. 

coiiipile-4ime tcabieo A table that is built into the 
source program and that becomes a permanent part 
of the compiled program. Contrast with 
preexecution-time table. 

compiler, A program that translates instructions 
written in a high-level programming language into 
machine language. 

cciBiipressioii- (1) A technique for sinings 

of duplicate characters and for reiTiOving trsii ;.«ig 
blanks before transmitting data. (2) In data 
communications, a technique for removing strings of 
duplicate characters, 

coiiditioiiiiig^ The use of indicaio'os to control! 

V 110''^ C ^ mu in 1 -ip or > I'01,1'■ on- 0 P" ri i 

ccmditioning iiidicatora An indicator used to 
indicate when calculations are done or which 
attributes apply to a format or format field,. 

configuratlciiio The group of machines, devices, 
and programs that make up a. data processing 
st/stem. See also system configuration 

c®iifigiire= (1) To describe (to the system) the 
devices, optional features, and program products 
installed on a system. (2) To describe to SSP~ICF 
both the comiTi uni cation facilities connected to 
System/36 and the attributes of the subsystem and 
remote system. 

consecutive proeessiiig» The processing of 
records in the order in which they exist in a file. 
Same as sequential processing. See also random, 
processing. 

console display, x4 display that can be requested 
only at the system console. From a console display 
an operator can display, send, and repl}^ to messages 
and use all control commands. 

constant. ,A data item with a value that does not 
change. Contrast with variable. 

continuation line. .A line of a source statement 
into which characters are entered when the source 


statement cannot be contained on the previous line 
or lines. 

coiritro! break. .A change in the contents of a 
control field., 

coiitroi fieicL A field that identifies a record/s 
relationship to other records (such as a part number 
in an inventory record),. Control fields are 
compared from record to record to determine when 
certain operations are to be performed. 

coiitrol-leve! indicatoFo An indicator used to 
specify- certain fields as control fields and to control 
which operatio'Ds are -performed at total and detail 
trmc^ T!/. the RPG program cycle. 

cO'iitroi s'tatiosiio The primary or controlling 
computer on a multipoint line. The control station 
co'ntrols the sending and receiving of data.. 

r'-“uiri-t-F ol sturagee.. Storage in the computer that 
.coni curiR the -programs used to control input and 
output opera.-tioiis and the use of main storage,, 
lioutrasi with main storage. 

com versa tioii.a! file. A BSC file that allows 
se-ndiiig data characters as a response instead of 
using acknowiedgment characters. 

CF dilate. The program date at the time a file 

iS ci'cai'ed. See also program date, session date, and 
system date. 

ciarFent librsiry. The first library searched for ani/ 
acquired members. The current library can be 
specified during sign-on or while running programs 
,aiid iprocedures. 

ciiii/ne.Tit record. The record that is currenth/ 
available to the program. 

cursorA movable symbol (such as an underline) 
on a display,, usually used to indicate to the 
operator where to type the next character. 

data commiiiiicatioiis,. The trarismission of data 
between, computers and/or remote devices (usually 
over a long distance). 

data display station. A display station from 
which an operator can only enter data. A data 
display station is acquired and controlled by a 
program. Contrast with command display station. 

data link escape (DLE) charaeter. In BSC, a 
transmission control character usually used in 
transparent text mode to indicate that the next 
character is a transmission control character. 
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data maiiagemeiit* The System Support Program 
Product support that processes a request to read or 
write data. 

data terminal equipment (DTE). The data 
processing unit that uses communications lines. 

data type. A category that identifies the 
mathematical qualities and internal representation 
of data. 

debug 0 To detect, locate, and remove mistakes 
from a program. 

decima!. Pertaining to a system of numbers to the 
base ten; decimal digits range from 0 through 9. 

deiauit wmlmu A value stored in the system that is 
used when no other value is specified. 

(DTF). A control block containing 
passed between data 

manageiTieiit routines and users of the data 
management routines. 

dsliete-capable file. A file from which records can 
be logically removed without compressing the file. 

dc.'Hil a p^oBitlon. The position in the edit word that 
4 A'u'-i’OuSponds to the leftmost position in the data 
field 

demainiffl file. A file that can be specified as an 
input, update, or combined file and that is used witli 
the EE All or KEY operation code. 

dasuieswiiig key sequence. The arTangement of 
data in order from the highest value of the key field 
to the lowest value of the key field. Contrast with 
ascending key sequence. 

detail record. A record that contains the daily 
activities or transactions of a business. For 
example, the items on a. customer order are typically 
stored in detail records. Contrast with header 

record. 

detail time. A portion of the RPG program cycle 
during which calculation and output operations for 
specified fields are performed for each record read. 

development support utility (DSU). A program 
product that can be used to create, edit, remove, 
view, or print source members and procedure 
members. DSU has a full screen editor that allows 
to edit an entire screen of data at a time. For the 
RFG programmer, DSU can check RPG 11 or 
Autoreport statements for syntax errors as the 


statements are entered, or all at once after the 
statements have been entered. DSU can co-reside 
with SEU, and requires no conversion of data. 

diagnosed-source file. A library member 
containing source statements and associated error 

messages. 

diagnosed-source member. See diagnosed-source 
file, 

direct file. (1) A disk file in which records are 
referenced by the relative record number. Contrast 
with indexed, file and sequential file,(2) See relative 

file, 

disk. A storage device made of one or more flat, 
circular plates with magnetic surfaces on which 
information can be stored. 

disk file. A set of related records on disk that are 

treated as a unit,. 

diskette. A thin, flexible magnetic plate that is 
permanently sealed in a protective cover. It can be 
used to store information copied from the disk. 

display. (1) A visual presentation of information 
on a display screen. (2) To show information, on the 
display screen. 

display format. Data that defines (or describes) a 
display. 

display layout sheet. A form used to plan the 
location of data on the display. 

display screen. The part of the display station on 
which information is displayed. 

display statione A device that includes a keyboard 
from which an operator can send information to the 
system and a display screen on which an operator 
can see the information sent or receive information 
from the system, 

DLEc See data link escape character, 

I do group. A group of operations that can be 
i performed repeatedly and is delimited and 
I controlled by a DO, DOUxx, DOWxx, or IFxx 
I operation and an associated END operation. 

DSU. See development support utility, 

DTE. See data terminal equipment, 

DTF. See define-the-file. 
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hex. See hexadecimal. 

hexadecimal. Pertaining to a system of numbers 
to the base sixteen; hexadecimal digits range from 0 
(zero) through 9 (nine) and A (ten) through F 
(fifteen). 

host system. The primary or controlling computer 
in the communications network. See also control 
station. 

I/O. See inputjoutput. 

ID. Identification. 

ideographic data. Two-byte characters enclosed 
by the shift-out (S/0) control character (hex OE) and 
the shift-in (S/I) control character (hex OF). 

index. (1) A table containing the key value and 
location of each record in an indexed file. (2) A 
computer storage position or register, the contents 
of which identify a particular element in a set of 
elements. 

indexed file. A file in which the key and the 
position of each record is recorded in a separate 
portion of the file called an index. Contrast with 
direct file and sequential file. 

indicator. An internal switch that communicates a 
condition between parts of a program or procedure. 

informational message. A message that provides 
information to the operator, but does not require a 

response. 

initialize. To prepare for use. For example, to 
initialize a diskette. 

input. Data to be processed. 

input/output (I/O). Pertaining to either input or 
output, or both. 

inquiry. (1) A request for information in storage. 
(2) A request that puts a display station into inquiry 
mode. (3) In data communications, a request for 
information from another system. 

inquiry mode. A mode during which the job 
currently running from a display station is 
interrupted so that other work can be done. The 
operator puts the display station in inquiry mode by 
pressing the Attn key. 

inquiry program. (1) A program that allows an 
operator to get information from a disk file. (2) A 
program that runs while the system is in inquiry 
mode. 


interactive. Pertains to activity involving 
requests and replies as, for example, between an 
operator and a program or between two programs. 

Interactive Communications Feature 
(SSP-ICF). A feature of the System Support 
Program Product that allows a program to 
interactively communicate with another program or 
system. 

interactive processing. A processing method in 
which each operator action causes a response from 
the program or the system. Contrast with hatch 
processing. 

intermediate block check. In binary synchronous 
communications, an option that permits checking 
each record, instead of checking the contents of the 
total buffer, when large buffers of data are received. 

intermediate-text-block (ITB) character. In 

binary synchronous communications, the 
transmission control character used to indicate the 
end of a section of data to be checked. See 
intermediate block check. 

interrupt. (1) To temporarily stop a process. (2) In 
data communications, to take an action at a 
receiving station that causes the sending station to 
end a transmission. 

ITB. See intermediate text-block character. 

job. (1) A unit of work to be done by a system. (2) 
One or more related procedures or programs 
grouped into a procedure. 

job queue. A list, on disk, of jobs waiting to be 
processed by the system. 

job step. A unit of work represented by a single 
program or a procedure that contains a single 
program. A job consists of one or more job steps. 

K-byte. 1024 bytes. 

key. One or more characters used to identify the 
record and establish the record's order within an 
indexed file. 

label. The name that identifies a statement. 

level indicator. Two characters (LO through L9 
and LR) that control calculation and output 
processing during total time. 

library. (1) A named area on disk that can contain 
programs and related information (not files). A 
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hbr^irv f onsistH of ditferpnt lorst-s railod Ifffrary 
rncmh^^rs 1’ho set of poVdir-et ffjr a sy^'torn, 

library mi^^niber, A named colleetjon of rorords or 
statements in a library. The types of library 
members are load member, procedure member, source 
utember, and subroutine meniber., 

irmit-S- -file, A file that •.ontarns upper and lower 
V5-»lu,es of the rtK'ord keys that can be osfai to read 
from an indexed file 

Hok-editing. To combine, by the overlay bnkag'e 
editor, a rnimber of load members and/or subrnutme 
rvi embers into one program 

Sunk age. The cod uig that parses rontrol and 
paramerers between two rotitrnes, 

literal. A symbol or a quantity in a source 
program that is itself data, rather than a referenre 
to data. 

load {t) mm/e data or prr^grama into storage 
Id) To place a (Oskette into a d’skettp drive or a 
maganne into a disk^^rte rlriv*^^ I t) I'o 

insert p,ap 0 .r ^nto a. printer. 

load member, A library roember tba^ fontams 
r-nformation m a for.in. t..hat the system ran use 
drrec^^y, such as a display forni«r ^ rinr7/'fic;r m n 
s o ii r CP m em be r .. 

load fnodo.le, A program in a form that can be 
loaded into mam storage and run. The load module 
IS t.he ontpot of the overlay fmkage editor, 

local. Pertammg to a devme that is cbrf»rt-ly 
onnected to your system without r'he u-^e of « 
rommjrnicatiOTis line ^'Vintrast wOh remufe 

local data area,. A. bl2 byte area on disk that ran 
he used to pass information between lohs and job 
steps durtog a sess.mn,. A separate local data area 

exists for each command display station- 

location, name. In interactive communications, 
the ideFit'ifyiTig name associated Vvith a, particiilar 
remote system or device. 

look-ahead field. A field that allows the program 
to look at information in a field on the next record 
that IS available for processing in any input or 
update file. 

loop. A sequence of instructions that is performed 
repeatedly until an ending condition is reached. 

machine language. A language that can be used 
directly by a computer without intermediate 
processing. 


mam .storage.,. Th/* part of the prriru'-;^;?ng urul 
where |,.>rugrams ore run, ('’nnif'asr v/Uh ronfro! 
sOj rupp. 

manual answer. In data comrnururat.ions, the 
operator actions required to rpr.j-nv('‘ a call over a 

rovitefu'd hue. (''nntravt with aufnnncu cr, 

manitial call. In data communu’atum^, t'he 
ope rat. or actiorrs rnqin red to place a raU over a 
switcherl |rno, fkontrast, wutli auioralh 

master file, A. rorierijon of permrsnent 
1 n f o r mat? o n, s i ’ c I't a f» rust o m e r p d d r e q <•? f d p „ 

match fields. When prnre.-e.,'ing more than om* t^\c 
with Kfdh fipfis that are compared to detcrnime 
whether operaie'e-w sliraild be done. 

snatch level. The value identified by the match 
field indicators Ml through M" 9 . Tho match levc] 

1 den 11 b m a trh, fi e 1 d.s. 

roeTOhee,, Spp uhrarv mpmhpr. 

memory resident overloy |AfRO), A,.n npt^ov? lUc? 
pnows a progrern tn reque.st 'rh.gt it.c. nvprrpv.s t p 

1 n m p 7 Ti c; t o r a g e. 

SMI p r a I o 1 r a Tj /si a k e a s p 1 e r ; s fi n 

piOSS,agp,. Information sent to an operator or 
prngrammpf from a prograrn, A mP.ssage r.an ne 
p-itber rhc|)lpypd or printed, 

message identifiraitioB,. A field m the display or 
prpnfrnjt of a message that d.irects the irser to the 
rif'sr rip'hon of the mPs.<.;age in a iTie,s.sagp guide or a 
iPtMrpp^ p manriah Thw fieUl rorwcsis Os icp tn 
aiph'^diPtic characters,, 10110^,0^1 by a dash, fohowrA 
Isy rtic minsagp identification rode.. 

icientificdtdfvn, code (MICA- A four-digit 
number that identifies a record in a. message 
rn ember. This number can be p a r t o f t h e rn e s s a g e 
i-dentifmation. 

■me,S8age pieit'iber. A library rn ember that det ines 
f I'l 0 text c? f e a c b rn e s s? age a n d 11 ? a s con a t p d m s s p g 
identifscation code. 

MIC, See message identification code. 

.mode, A method of operation.. For an example, see 
enter I update mode. 

MEO. See memory resident overlay. 
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MRT program. See multiple requester terminal 
program. 

multiple requester terminal (MRT) program. A 

program that can process requests from more than 
one display station or SSP-ICF session at the same 
time using a single copy of the program. Contrast 
with single requester terminal (SRT) program. 

NEP. See never-ending program. 

never-ending program (NEP). A long-running 
program that does not share system resources, 
except for shared files and the spool file. 

noncontiguous key. A key made up of characters 
or character strings which occur in separate areas 
of a record. 

nonswitched line. A connection between 
computers or devices that does not have to be 
established by dialing. Contrast with switched line. 

not-found indicator. An indicator that is set on 
when the specified record cannot be found. 

numeric. Pertaining to any of the digits 0 through 

9. 

object module. A set of instructions in machine 
language. The object module is produced by a 
compiler from a subroutine or source program and 
can be input to the overlay linkage editor. 

OCL. See operation control language. 

offline. Neither controlled directly by, nor 
communicating with, the computer, or both. 
Contrast with online. 

OLE. See overlay linkage editor. 

online. Being controlled directly by, or directly 
communicating with, the computer, or both. 
Contrast with offline. 

operation. A defined action, such as adding or 
comparing, performed on one or more data items. 

operation control language (OCL). A language 
used to identify a job and its processing 
requirements to the System Support Program 
Product. 

output. The result of processing data. 

overflow indicator. An indicator that signifies 
that the last line on a page has been printed or 
skipped. 


overflow line. The line specified as the last line to 
be printed on a page. 

overlay. (1) To write over (and therefore destroy) 
an existing file. (2) A program segment that is 
loaded into main storage and replaces all or part of 
a previously loaded program segment. 

overlay linkage editor (OLE). The part of the 
System Support Program Product that combines 
object programs to produce code that can be run 
and allows the user to determine overlays for 
programs. 

overlay region. A continuous area of main 
storage in which segments can be loaded 
independently of other regions. 

override. (1) A parameter or value that replaces a 
previous parameter or value. (2) To replace a 
parameter or value. 

packed decimal format. A format in which each 
byte (except the rightmost byte) within a field 
represents two numeric digits. The rightmost byte 
contains one digit and the sign. For example, the 
decimal value + 123 is represented as 0001 0010 
0011 1111. Contrast with zoned decimal format. 

packed key. An index key in packed decimal 
format. 

parameter. A value supplied to a procedure or 
program that either is used as input or controls the 
actions of the procedure or program. 

physical file. An indexed file containing data for 
which one or more alternative indexes have been 
created. 

point-to-point line. A communications line that 
connects a single remote station to a computer. 

poll. To execute a polling sequence. 

polling. A method for determining whether each of 
the stations sharing a communications line has data 
to send. 

preexecution-time array. An array that is loaded 
at the same time as the user program, before the 
program begins. Contrast with compile-time array 
and execution-time array. 

preexecution-time table. A table that is loaded at 
the same time as the user program, before the 
program begins. Contrast with compile-time table. 

primary file. The main file from which a program 
reads records. 
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primary index. The index that is built when an 
indexed file is created. Contrast with alternative 
index. 

printout. Information from the computer that is 
produced by a printer. 

priority. The relative ranking of items. For 
example, a job with high priority in the job queue 
will be run before one with medium or low priority. 

problem determination. The process of 
identifying why the system is not working. Often 
this process identifies programs, equipment, data 
communications facilities, or user errors as the 
source of the problem. 

procedure. A set of related operation control 
language statements (and, possibly, utility control 
statements and procedure control expressions) that 
cause a specific program or set of programs to be 
performed, 

processing unit. The part of the system unit that 
performs instructions and contains main storage. 

program. (1) A sequence of instructions for a 
computer. See source program and load module. (2) 

To write a sequence of instructions for a computer. 
Same as code. 

program cycle. In RPG, the series of operations 
performed by the computer for each record read. 

program date. The date associated with a 
program (job step). See also creation date, session 
date, and system date. 

program product. A licensed program for which a 
fee is charged. 

prompt. A displayed request for information or 
operator action. 

queue. A line or list formed by items waiting to be 
processed. 

random access. An access method in which 
records can be read from, written to, or removed 
from a file in any order. 

random by key. A processing method for chained 
files in which record keys identify records to be 
processed. 

random by relative record number. A 
processing method for chained files in which 
relative record numbers identify the records to be 
processed. 


random processing. The processing of records in 
an order other than the order that they exist in a 
file. See also consecutive processing and sequential 
processing. 

record. A collection of fields that is treated as a 
unit. 

record address file. An input file that indicates to 
a program which records are to be read from a disk 
file, and the order in which these records are to be 
read from the disk file. 

record identification code. Characters placed in 
a record to identify that record type. 

record-identifying indicator. An indicator that 
identifies the record just read. 

record type. The classification of records in a file. 

region. The amount of main storage available for a 
program. See also job region and step region. 

relative record number. A number that specifies 
the location of a record in relation to the beginning 
of the file. 

remote. Pertaining to a s^/stem or device that is 
connected to your system through a 
communications line. Contrast with local 

requester. A display station or interactive 
communications session that requests a program to 
be run. 

resulting indicator. An indicator that is set 
depending on the result of an operation. 

return code. In data communications, a value 
generated by the system or subsystem that is 
returned to a program to indicate the results of an 
operation issued by that program. 

reverse-interrupt character (RVI). In binary 
synchronous communications, a request by the 
receiving station to the sending station to stop 
sending and receive a message. 

root segment. The first segment of an program 
with overlays. The root segment remains in main 
storage at all times while the program is being run. 

routine. A set of statements in a program that 
causes the system to perform an operation or a 
series of related operations. 

run. To cause a program, utility, or other machine 
function to be performed. 
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scratch file* A file, usually used as a work file, 
that exists until the program that uses it ends. 

screen design aid (SDA). The part of the Utilities 
Program Product that helps the user design, create, 
and maintain displays and menus. Additionally, 
SDA can generate specifications for RPG and WSU 
work station programs. 

SDA. See screen design aid. 

search word. Data used to find a match in a table 
or array. 

secondary file. Any input file other than the 
primary file. 

sequential access. An access method in which 
records are read from, written to, or removed from a 
file based on the logical order of the records in the 
file. 

sequential by key. A method of indexed file 
processing in which records are read or written in 
the order of the record keys. 

sequential fi,le« A file in which records occur in 
the order in which they were entered. Contrast 
with direct file and indexed file. 

sequential processing. The processing of records 
in the order in which they exist in a file. Same as 
consecutive processing See also random processing. 

session. (1) The logical connection by which a 
System/36 program or device can communicate with 
a program or device at a remote location. (2) The 
length of time that starts when an operator signs on 
the system and ends when the operator signs off the 
system. 

session date. The date associated with a session. 
See also creation date, program date, and system 
date 

session library. The library specified, or assigned 
as a default, when signing on or while running a 
program. 

SEU . See source entry utility. 

shift “in (S/I) control character:. A character 
that indicates the end of a string of ideographic 
characters. The shift-in control character is 
represented by hex OF. 

shift“Out (S/O) control character:. A character 
that indicates the start of a string of ideographic 


characters. The shift~out control character is 
represented by hex OE. 

single requester terminal (SRT) program, A 
program that can process requests from only one 
display station or SSP-ICF session from each copy of 
the program. Contrast with multiple requester 
terminal program. 

SNA. See systems network architecture. 

source entry utility (SEU). The part of the 
Utilities Program Product used by the operator to 
enter and update source and procedure members. 

source member. A library member that contains 
information in the form in which it was entered, 
such as RPG specifications. Contrast with load 
member. 

source program. A set of instructions that are 
written in a programming language and that must 
be translated to machme language before the 
program can be run. 

special character* A character other than an 
alphabetic or numeric character. For example; 

+, and % are special characters. 

specification sheets. Forms on which a program 
is coded and described. 

spool file. A disk file that contains output that has 
been saved for later printing. 

spool-writer. The part of the System Support 
Program Product that prints output that has been 
saved in the spool file. 

spooling. The part of the System Support Program 
Product that saves output on disk for later printing. 

SRT program. See single requester terminal 
program. 

SSP. See System Support Program Product. 

SSP-ICF. See Interactive Communications Feature. 

standby display. A display that allows an 
operator to enter data only. When a standby 
display appears, the display station can be acquired 
by a program. Contrast with command display. 

start“Of“text (STX) character. In binary 
synchronous communications, a transmission 
control character used to begin a logical set of 
records that will be ended by the end-of-text 
character or end-of-transmission-block character. 
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storage usage map. An overlay linkage editor 
printout that shows the names and storage locations 
of routines that make up the load member. 

STX character. See start of text character. 

subconsole. A display station that controls a 
printer or printers. 

subconsole display, A display that can be 
requested only from a command display that appears 
on a subconsole. From a subconsole display an 
operator can display and send messages, and enter 
all control commands except those that can be 
entered only at the system console. See also console 
display. 

subroutine. A group of instructions that can be 
called by another program or subroutine. 

switched line. In data communications, a 
connection between computers or devices that is 
established by dialing. Contrast with nonswitched 
line. 

synchronous. Occurring in a regular or 
predictable sequence. 

synchronous data link control (SDLC), A form 
of communications line control that uses commands 
to control the transfer of data over a 
communications line. Compare with binary 
synchronous communications . 

synchronous transmission. In data 
communications, a method of transmission in which 
the sending and receiving of characters is 
controlled by timing signals. Contrast with 
asynchronous transmission. 

system. The computer and its associated devices 
and programs. 

system contlguration, A process that specifies 
the machines, devices, and programs that form a 
particular data processing system. 

system console. A display station from which an 
operator can keep track of and control system 

operation. 

system date. The date assigned by the system 
operator during the initial program load procedure. 
See also creation date, program date and session 
date. 

system library. The library, provided with the 
system, that contains the System Support Program 

Product and is named #ITBRARY. 


System Support Program Product (SSP). A 
group of licensed programs that manage the running 
of other programs and the operation of associated 
devices, such as the display station and printer. 

The SSP also contains utility programs that perform 
common tasks, such as copying information from 
diskette to disk. 

systems network architecture (SNA). A set of 
rules for controlling the transfer of information in a 
data communications network. 

table, (ANSI) A collection of data in which each 
item is uniquely identified by a label, by its position 
relative to the other items, or by some other means. 

temporary-text-delay (TTD) character, A BSC 
transmission control character that indicates to the 
receiving station that there is a temporary delay in 
the transmission of data. 

total operations. Calculation -find output 
operations performed only after a group of records 
has been processed. 

total time. The part of the RPG program cycle in 
which calculation and output operations specified 
for a group of records are done. 

transaction,. (1) An item of business.. The 
handling of customer orders and customer billing 
are examples of transactions. (2) In interactive 
communications, the communication between the 
application program and a specific item (usually 
another application program) at the remote system, 

transaction file. A file containing data, such as 
customer orders, that is usually used only with a 
master file, 

transmission control characters. In data 
communications, special characters that are 
included in a message to control communication 
over a data link. For example, the sending station 
and the receiving station use transmission control 
characters to exchange information; the receiving 
station uses transmission control characters to 
indicate errors in data it receives. 

transparent data. Data that can contain any 
hexadecimal value. 

transparent literal, a literal (or constant) that 
begins with an apostrophe followed immediately by 
the shift-out (S/0) control character (hex OE), and 
up to 3 ideographic characters for a literal or up to 
11 ideographic characters for a constant, and ends 
with the shift-in (S/I) control character (hex OF) 
followed immediately by an apostrophe. 
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transparent text mode. A mode that allows BSC 
to send and receive messages containing any of the 
256 character combinations in hexadecimal 
including transmission control characters. 

tributary station. In data communications, a 
secondary device on a multipoint line. 

truncate. To shorten a field or statement to a 
specified length, 

TTD character. See temporary-texUdelay character, 
unique. The only one, 

update file. A disk file from which a program 
reads a record, updates fields in the record, and 
writes the record back into the location it came 
from. 

Utilities Program Product, A program product 
contains the data file utility (DFU), tlife source 

entry utility (SEU), the work station utility (WSU), 
and the screen design aid (SDA)„ 

utility program, A System Support Program 
Product program that allows you to perform a 
common task, such as copying information from 
diskette to disk. 

valid. (1) Allowed. (2) True, in conforming to an 
appropriate standard or authority, 

variable. A name used to represent a data item 
whose value can change while the program is 
running. Contrast with constant, 

work file. A file that is used for temporary storage 
of data being processed. 


work station, A device that lets people transmit 
information to or receive information from a 
computer; for example, a display station or printer. 

work station utility (WSU). The part of the 
Utilities Program Product that helps you to write 
programs for data entry, editing, and inquiry. 

World Trade. (1) Pertains to the distinction 
between the US and the rest of the world. (2) 
Pertains to the combination of: 

~ IBM World Trade Americas/Far East 
Corporation 

- IBM World Trade Europe/Middle 
East/Africa Corporation 


WSU, See work station utiiity, 

X,21. In data comiriunications, a specification of 
the CCITT that defines the connection of data 
terminal equipment to an X.21 (public data) 
network, 

X.21 feature. The feature that allows System/36 to 
be connected to an X.21 network. 

zero suppression. The substitution of blanks for 
leading zeros in a number. For example, 00057 
becomes 57 when using zero suppression. 

zoned decimal format. A format for representing 
numbers in which the digit is contained in bits 4 
through 7 and the sign is contained in bits 0 
through 3 of the rightmost byte; bits 0 through 3 of 
all other bytes contain Is (hex F). For example, in 
zoned decimal format, the decimal value of + 123 is 
represented as 1111 0001 1111 0010 1111 0011, 
Contrast with packed decimal format. 
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in pin sppcnfirat ions pntry 25-33 
n i] rn fier of p n t ri es |)p r- a r r a 2 2 ■ 1 2 

riornber of enirirs per fecui'il 2'0l 1 
pa eked -d ec i oi a 1 form a t 22-10 
p r e ex e c ii 1 1 o n -- 1 1 ni e 
definition of 13-2 
loading 13-9 

printing elements, examples of 13-35 
referring to in calculations 13-21 
referring to in HLAiBL operation 28-101 
related, definition of 13 2 
searching 13-17 

sequence (extension specifications 
entry 22'1.7 

similarities between arrays and 
tables 13'1 

specifying arrays 13-21 
surnm.ing the ele.ments of (XFOOT 
operation) 28415 

using an array nam.e and index 1344 
writing 13-26 

AR230R, sample program (inquiring into an 


arrsiunrs ipcpivahie fdp) 6 63 
.AI{330R, sample program (niaipr;onrng an 
aeeounfh mccovabip file) b flH 
AI (935 R, r--: a m p I p p r c > g i' a rn (r e q i \ e s 1 .1 u g a 
priot.out of :a»,a ounts receivahie) 6-81 
AR936H, sample firogram (prmting accounts 
rpreo/ahlp) 74 7 
assemhlpr-1 anguage su!>roiitirie 
h) AI T o p f * Y' a 1 1 o ri 2 8 ■ 51) 
f u\ Pd (■' p p Y' a f 1 o n 2 H fl 8 
SUBIdU 8 3 

a ^ s 1 g n in g e o n t r o I -■ 1 e vp i i n d i r ;-i f nr s 12-1 5 
a v: q] ff J-) 1 T\ g fi f>] (I- r i -■ r nr rI r p I a ir? 

1 neb ea tors id-40 

n Qa 1 gn i n g overfl ovi i r\ d i r a t or r 12-4 

(*) rorniTipnt bun (see rojurnii 7 in 
rhapi-urs 20 through 27) 
prick Ibl 16-12 

aRtericg ]‘nfbFOiPuin on auto report total 
lines 15-33 
aiuo ropsirt 

7 t-'O also *A I' (-.I'inr rrjfy , 

A y - I'O pa^p-hppAn:X eoorf’/?-p’/nses, riad 
/ i . f / P Y c tp fpris p >1 f K'ppr fp s' p 71 o n s ) 

A $ S P1! M R11 h r- o 11 1 ] n p 15 5 8 
«■' r p a t e cl s p p C1 b r a 1 1 n n .s 15 - 5 4 
pp 1 mr 1 or? 1S-o7 

(ViriTiat of 15 5 
order of 15-6 
output 15 59 

examples of us.ing' aufn report 15-li6 
e x a.m yj 1 e 1 ,15 - 6 7 
example 2 15-71 
example 3 1543 
ex a Tuple 4 15-75 
example 5 1547 
ex a m pled 15 - HO 
exa.rnple 7 15 83 
luput for 15-3 
p r o g r a! r\ rn i n g a i ds 15 61 
report format 15-49 

placement of headings and 
fields 15-51 

s |) a c 1 n g a n d s k i p p i. ri g 15 ■■ 4 9 
auti> report copy itHiciiaon i5'13 
auto report option specifications 15-9 
auto report page headings 15-23 
a u to repor t program 
c.hao.ging (RPGSEU pfocedure) 34.3 
compili.ng (xAlJTOC procedure) 3-26 
creating (RPGSEU procedure) 3-13 
AUTOC procedure 3-26 
autocall and X4] support 10 6 
automatic overflow 7-10 
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backspace (Record Backspace) key 
^STATUS keyword code 6-30 
as exception 6 24 

BEGSR (begin subroutine) operation code 
description 28-13 
in INFSR subroutine 6-35 
binary field 

coroparison with packed deciroal and 
zoned-decimal fields 25-32 
for table or array file 22 16 
format 25-'-32 

input specifications entry 25-28 
output specifications entry 27-22 
binary synchronous communications (BSC) 
functions 10 10 

binary synchronous communications adapter 
(BSC A)’ 

(see also BSC A file) 
defining 104 

device dependent considerations 10-13 
programming considerations 10-6 
sample programs 10 17 
systems that use BSC 10-12 
bit operations 28-9 

(see also BITON. BTTOF. and TESTB 
operations) 

bit testing (TESTB operation code) 28-113 
BITOF (set bit off) operation code 
bytes of created code 18-22 
description 28-14 
BITON (set bit on) operation code 
bytes of created code 18-22 
description 28 16 
blank after 
*AUTO output 15-32 
*AUTO page headings 15 26 
output specifications 27-20 
blanks 

imbedded, removing (compressing 
data) 10-7 

trailing, removing (truncating 
data) 10-8 

BLDINDEX procedure 5-65 
block length 

file description specifications 
entry 21-20 


relation to record length entry 21-22 
branching (GOTO operation code) 28-56 
branching to assembler-language 
subroutine 28-10 
branching within RPG 28-10 
BSC (binary synchronous 
communications) 10-1 
BSCA files 

addressing characters 24-13 
configuring your system for BSC 10-9 
defining 10-1 

file description specifications 10-2 
telecommunications 
specifications 10-4 
descriptions of BSC functions 
receive only function 10-10 
send-and-receive function 10-10 
send-only function 10-10 
device-dependent considerations 
IBM 3740 data entry system 10-13 
IBM 3750 (world trade only) 10-16 
file description specifications 10-2 
last file 24-12 

permanent-error indicator 24-10 
polling characters 24-12 
programming considerations 
autocall and X.21 support 10-6 
compressing the data 10-7 
configuring your system for BSC 10-9 
control breaks 10-8 
data formats 10-8 
diagnostics 10-9 
errors 109 

first program cycle 10-6 
removing strings of embedded 
blanks 10-7 

removing trailing blanks 10-8 
truncating the data 10-8 
sample programs 

send interspersed with receive 10-24 
send only 10-17 
System/36 tn 3740 10-21 
system that use BSC 10-12 
telecommunications specifications 10-4 
wait time 24-11 

buffer for CONSOLE file, erasing 9-14 
bypassing a KEY operation 9-20 
bytes of created code for 
calculations 18-20 


X-4 



c 


CR and - in edit words 16-13 
C/Z/D (character/zone/digit) entry in input 
specifications 25-24 
calculation specifications 2-5, 26-1 
calculations 

bytes of created code 18-20 

cieated by auto report 15-6 

detail 19-1 

factor 1 26-8 

factor 2 2648 

indie, ators 

conditioning 12-51 
control level 12-14 
in AND relationship 12-53 
resulting 12-24 
operation codes 28-1 

summary chart 26-9, 28-2 
specifications 26 1 
subroutines 
coding of 28-51 
total time 19-1 
CASxx (Case) operation code 
description 28-18 
bytes of created code 18-22 
XX portion of 18 9, 28-7 

rules of comparing factor 1 with factor 2 28-6 
CAS group 28-18 

CFILE continuation-line option 6-14 
CHAIN (chain) operation code 
bytes of created code 18-22 
description 28-20 
chained files 
description 21-17 
random processing 28-21 
changing the contents of arrays and 
tables 13-22 
character 

collating sequence 17-3 
grouping by zone or digit 25-26 
hexadecimal values 17-2 
in record identification code 25-23 
unprintable 20-12 
Clear key 

^STATUS keyword code 6-30 
as exception 6-24 
Cmd (see command key) 
codes 
edit 16-2 

exception/error 6-30 

operation 28 1 

record identification 25-23 


WORKSTN return 6-32 
coding a data structure 14 1 
coding a RFC program 2-1 
coding subroutines 28-51 
coding techniques 18-17 
collating sequence 17-1 
column headings created by auto 
report 15-51 

overflow of print lines 15-52 
r eformatting 15 51 
spacing and skipping 15 49 
combined files 21 14 
COMM statement 
PHONE parameter 10 6 
RESIORE parunicLer 10-7 
command display detiriition 

of G-2 

command function keys (see command 
keys) 

command key in.Iicators 12 46 
command keys 

corresponding indicators 12 46 
with a KEYBORD file 9 27 
with a WORKSTN tile 6-22 
comments (see column 7 in chapters 20 
through 27) 

common processing variations 6-22 
COMP (compare) operation code 
bytes of created code 18 22 
description 28-24 

compare and testing operations 28-6 
rules of comparing fields 28-6 
compilation, solving problems that 
occur at 3-33 
compile-time arrays 
defining 13-6 
description of 13 2 
loading 13-8 
compile-time tables 
defining 13-6 
description of 13-2 
loading 13-8 
compiler listing 

output options for AUTOC procedure 3 26 
output options for RPGC procedure 3 16 
output options for RPGONL 
procedure 3-11 

output options for RPGR procedure 9 10 
overlay linkage editor storage usage 
map 18-14 
compiimg 

ciutu report program (AUTOC 
procedure) 3-26 

interactive program development (RPGONL 
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procedure) 3-4 

load module for display form.ats (RPGR 
pruirediire) 9»8 
■ MKT program 643 
RPG program (RPGC procedure) 345 
compressing data 10-7 
conditional branching 18-2 
conditioning indicators 
bytes of created code 1.8-28 
conditioning calculations 12-51 
cond i ti on i n g o utput 12 54 
coiifigUfatic.in (telecoiiimunications 
specifications entry) 24 5 
consecutive processing 
of a (li!’ect tile 
reading 5-35 
updating 5-50 
of an indexed file 54'(] 
of a sequential file 
reading 5 6 
updating 5-13 
CONSOLE file 
buffer, erasing 9 14 
changing the display format 9-14 
creating display formats (RPGR 
procedure) 9-'-8 
erasing the buffer 9 14 
RPGR procedure 9-8 
subfields 9 6 

with KEYBORD and CRT files 945 
constants 

*AUTO output specifications 
A in column 39 15-34 
B or blank in columns 39 15-32 
C in column 39 15 39 
1-9 or R in column 39 1543 
*AUTO page headings 15 23 
on output specifications 27-23 
with edit words 1641 
continuation-line options 6-11 
CFILE 6-14 
FMTS 6-13 
lU 64,3 
IND 6-12 
INFDS 6-14 
INFSR 6-13 
NUM 6-12 
RECNO 

adding records between records in a 
sequential file 5-24 
adding records to a direct file 5-57 
creating a direct file that allows 
deletions 5-32 
SAVDS 64..2 


SLN 6-13 

control break 12-14, 194 
control break, unwanted 12-17 
control field 12-14, 194 
control group 12-14, 19-1 
control language statements to run a 
program 4-1 
control-level indicators 
as field-record-relation 
indicators 25 40 

as record-identifying indicators 2542 
assigning 12-15 
description of 1244 
on calculation speci,fications 26-6 
split control fields 12-20 
with auto report 

*AUTO output specifications 15-28 
effect o,n group printing 15-38 
with Bubroiitines 28-10 
control specification 2-3, 204 
controlled loop 184 
copy function, auto report 15-13 
CR (sign for negative balance) 16-2 
created specifications, auto report 15-5 
created total fields, auto report 15-35 
creating a, direct file 

that allows deletions 5-32 
that does not allow deletions 5 29 
creating a sequential file 5-3 
creating an alternative index 5-65 
creating an indexed file 

by writing records in an ordered 
sequence 5--62 

by writing records in an unordered 
sequence 5 63 

creating display formats for a CONSOLE file 
(RPCR procedure) 9-8 
creating display formats for a WORKSTN 
file 6'9 

coding edit words 16-10 
creating edit words with printer spacing 
chart 16719 

creating input records for arrays or 
tables 136 

creating or changing an RPG or auto report 
program (RPGSEU procedure) 343 
creating or changing display formats 
(RPGSDA procedure) 3-32 
creating overlays 18 15 
cross-reference listing 

creating (RPGX procedure) 3“22 
option on AUTOC procedure 3-26 
option on RPGC procedure 347 
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option on RPGONL procedure 3-7 
CRT file 

coding the specifications 9-30 
displaying data 9-32 
currency symbol 

control specification entry 20-7 
with an edit code 16-5 
with an edit word 16-13 
cycle, program 
detailed 19-6 
overview 19-1 

processing matching records 11-6 
processing WORKSTN files 6-52 
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D-*AUTO 15-28 

data communications (BSCA file) 10-1 
data formats 25-28 
data structures 
as factor 1 26-8 
as factor 2 26-18 
as result field 26-19 
coding 14-1 

data structure statement 14-2 
subfields 14-2 
examples 

defining one area of storage more than 
one way 14-4 
defining subfields within a 
field 14-6 

reorganizing fields in an input 
record 14-8 

overlapping subfields 26-8 
referred to in RLABL operation 28-98 
special data structures 

file information data structure 
(INFDS) 6-27, 14-10 
local data area for a display 
station 1440 

local data area for a display station 
(SUBR21) 6-42 

SAVDS continuation-line option 6-12 
SAVDS data structure 14-9 
subfields 14-2 

date created for *AUTO page 
headings 15-23 
suppressing the date 15-23 
date edit (control specifications) 20-8 
date editing with edit codes 16-8 
date editing with edit word (example) 16-17 
date fields 27-19 


date format 20-7 
date option 20-7 

date suppression (auto report) 15-23 
DEBUG (debug) operation code 4-3, 28-27 
bytes of created code 18-22 
control specification entry (column 
15) 20-6 

overriding in AUTOC procedure 3-29 
overriding in RPGC procedure 3-19 
overriding in RPGONL procedure 3-7 
records written by the DEBUG 
operation 4-4, 28-28 

debugging a program that uses a WORKSTN 
file 4-4 

debugging an RPG load module 4-2 
decimal comma 20-8 
decimal data format 
packed 25-30 
zoned 25-29 
decimal period 20-8 
decimal positions 

calcUiSition specifications entry 26-23 
created total fields (auto 
report) 15-’35 

extension specifications entry 22-lB 
input specifications entry 25-34 
Tfitii iiiyvc 1 eiiiaju de [ {iVi vtp; 
spm-nation 28 HI 

with square root (SQET) operation 28-112 
define the array (DTT) 8-7 
define the file (DTF) 
equates 8-6 
format 8-5 

DEFINEPN procedure 10-6 
DEFN operation 28-29 
defining a BSCA fij.e 104. 
defining a field in calculations (result 
field) 26-19 

defining arrays and tables 13-6 
defining one area of storage more than one 
way 144 

definition of terms G-1 

iiM.AZi proceuure lu-o 
DEL entry in output specifications 27-8 
delete-capable file 5-32 
deleting records from a direct file 549 
deleting records from, a sequential 
file 5-14 

deleting records from an indexed 
file 5-88 
demand files 

(see also READ operation code) 
description 21-18 

device types and file types that can 
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use 2146 

possible processing methods 21-24 
demand WORKSTN file 
file description specifications 6-10 
reaching end of file 6-46 
descriptions of BSC functions 10-10 
designing an RPG program 1-1 
designing your program 1-4 
designing the input 1-6 
designing the output 1-5 
designing the processing 1-6 
detail lines (^AUTO output 
specifications) 15-28 
detail records 27-7 
detail time 194, 

detailed RPG program cycle 19-6 
development support utility (DSU) 3-5, 3-9, 3-10 
device-dependent considerations for BSCA 
files 

IBM 3740 data entry system 10-13 
blocked records 10-14 
multiple-file support 10-14 
restrictions 10-13 
RPG specifications 10-15 
single-file support 10-13 
IBM 3750 (world trade only) 10-16 
device entry on file description 
specifications 21-30 
associated file types 21-31 
BSCA 21-35 
CONSOLE 21-34 
CRT 21-34 
DISK 21-33 
KEYBORD 21-34 
PRINTER 21-34 
SPECIAL 21-34 
WORKSTN 21-33 
device, definition of 6-1 
DFILE parameter on control language FILE 
statement 5-32 

differences between arrays and 
tables 13-1 

differences between RPG on System/36 and 
RPG on System/34 30-1 
digit 

character grouping by 25-26 
portion of character used as record 
identification code 25-24 
direct files 

adding records to 5-57 
creating a direct file that allows 
deletions 5-32 

creating a direct file that does not 
allow deletions 5-29 


deleting records from 5-49 
reading 

consecutively 5-35 

randomly by addre3S output (addrout) 
file 5-44 

randomly by relative record 
number 5-39 

randomly by relative record number 
and/or consecutively 5-43 
updating 

consecutively 5-50 

randomly by address output (addrout) 
file 5-56 

randomly by relative record 
number 5-51 

randomly by relative record number 
and/or consecutively 5-55 
DISK files 
direct files 

adding records to 5-57 
creating a direct file that allows 
deletions 5-32 

creating a direct file that does not 
allow deletions 5-29 
deleting records from 5-49 
reading 5-35 
updating 5-48 
indexed files 
adding records to 5-95 
creating 5-62 
deleting records from 5-88 
reading 5-70 
updating 5-88 
sequential files 
adding records to 5-21 
creating 5-3 

deleting records from 5-14 
reading 5-6 
updating 5-13 
display formats 

creating or changing (RPGSDA 
procedure) 3-32 
for CONSOLE file 
changing 9-14 

creating (RPGR procedure) 9-8 
format of 9-11 
for WORKSTN file 
creating 6-9 

relationship between input 
specifications and 6-17 
relationship between output 
specifications and 6-21 
display station 
acquiring 6-40 
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requesting the program by 6-41 
display station local data area kMC? 
display station local data ai'ea 
(SUBR21) BA2 
DIV (divide) operatioi^ cc.de 
(see also MVR opttal.ur-i tode) 
bytes of created code d /3 
description 28“34 
do group 18-d, 28-8 
Do Until structure 18-6 


Do While structure 18-4 




(loliar sign in edit words it .. 
DO (Jjq) operation code 
description 28-37 

of created code 18--27 
rules of comparing factor 2 
the result field 28"6 
with conditional indicators 
'(iJvO Untii) operation 
uescid pon 28 -Bo 
oyies oi created coue id-21 
Tx norti.fWi of 1843. 28-7 
YU.es O'!'comoaTr-ng lacTir 1 
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D'iT (define the an ay) e- ' 
duplicate char?tievaiue 6 ''1 
dvTiamic array isee exec4.;diOO' ifnze 
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edit codes 

*x4UTO output specificatlo'b.^ 

A in column. 39 16-37 
B in column 39 15“32 
*AUTO page-headings 
specifications 16-20 
asterisks used with 16-7 
currency syiiibu; w ^ ^ /€ 7 
date field 16=-8 

editing numeric field.-, .or 17. 16 2 


oitect on end position 1641 

exam pies of 16-3 

ijaverted print 20-8 

O'Utput speci firxd.iions en.try 27-20 

summary of 16-2 


zero suppress 16-2 
edit words 

*AUTO output specifications 15-44 
& (Ampersand) 16-13 
h f 1 Jdl anh; 15 A i 
asterisk (fill) 16-12 
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DUIu ’ DGUXX 28=42 

- T'/" X / 

LaD if XX 2 oaa 

moated code IcGc 
UiTioecKaed bianxs id=j 

CONSOLE tile S-li 

file description, specifications - 

'i^GRKSTN £b « S, 

- k'd 'r .• I It i, ' » X V . fiJK.. U ”v^0.b.Cs, i, .. 

specifications 
A in column 39 15-=38 
B in columii 39 15-32 
output specifications entry 7^20 
ENDSE (end subroutine) operation code 
descTiptieii 28-40 
in INFSR subroutine 6-35 

omd iotiiuhi^g -m rOr m, ' 

evh.erinig source statements 
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RPGSEU procedure 3-13 
equates for DTF fields 8-6 
ERASE entry, calculation 
specifications 26-19 
erasing the CONSOLE file buffer 9-14 
error codes, INFDS subroutine 
^STATUS keyword 6-30 
WORKSTN return codes 6-32 
error handling 
description 6-24 
INFDS data structure 6-27 
INFSR subroutine 6-34 
error, definition of 6-24 
exception/error handling 
description 6-24 
INFDS data structure 6-27 
INFSR subroutine 6-34 
exception output records 27-8 
(see also EXCPT operation code) 
exception, definition of 6-24 
EXCPT (exception output) operation 
code 28-41 

EXCPT group name 27-19 
definition G-5 
EXCPT names 27-19 
execute subroutine (EXSR) operation 
code 28“52 
execute, size to 20-6 
execution-time array 
defining 13-6 
description of 13-2 
loading 13-10 

EXrr (exit to an external subroutine) 
operation code 28-60 
(see also ELABL operation code) 

EXSR (execute subroutine) operation code 
bytes of created code 18-24 
description 28-52 
extension specifications 2-3, 22-1 
external indicators 

as file-conditioning indicator 21-40 
as output indicators 27-12 
description 12-27 

setting and restoring (SUBR20) 6 41 
used to condition calculations 12-51 
used to condition output 12-54 
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factor 1 

description 26-8 
figurative constant 26-16 
in arithmetic operations 28-4 
in LOKUP operation 28-62 
literals 26-14 
factor 2 

description 26-18 
in arithmetic operations 28-4 
fetch overflow routine 7-15 
field description entries on input 
specifications 25-28 
field indicators 12-21 
field length 

arithmetic operations 28*4 
calculation specifications 26-21 
COMP (compare) operation code 28-24 
input specifications 25-34 
key field 21-25 
output specifications 27-21 
field location, input 
specifications 25 34 
field iiaiiie 

created by auto report 15-32 
in RLABL operation 28-100 
input specifications 25-35 
in OR relationships 25-34 
output specifications 27-13 
result field, calculation 
specifications 26-19 
rules foj’ 27-13 
special words 27-14 

(see also *PLACE, PAGE, PAGEPPAGE7] 
and UDATE) 

field-record-relation indicators 
assigning 12-40 
description 12-39 
input specifications entry 25-41 
figurative constants 26-16 
file 

address output (addroiit) 
reading a direct file by 5-44 
reading a sequential file by 5-10 
reading an indexed file by 5-84 
updating a direct file by 5-56 
updating a sequential file by 5-20 
updating an indexed file by 5-94 
array 21-18 
BSCA 10-1 
chained 21-17 
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combined 21 14 
CONSOLE 9 1 
CRT 9 30 
demand 21-18 
direct 5-28 
DISK 5 1 

tull'procedural 21-17 
indexed 5-60 
input 21-14 
KEYBORD 9-16 
output 21 14 
primary 11 1 
PRINTER 7 1 
record address 21 17 
secondary 11 1 
sequential 5 2 
SPECIAL 8 1 
table 21 18 
update 21 14 
WORKSTN 6 1 
file addition 
direct file 6-57 
file description specifications 
entry 21-39 
indexed file 

randomly by key field with 
chaining 6'''95 

randomly by key field without 
chaining 5-99 

sequentially by key field 5 99 
sequential file 

at the end of a file 6 21 
between records in a file 5 24 
file condition 2140 
file conditioning indicators 12-38 
FILE control language statement 
adding records to a direct file 5-57 
adding records to a sequential 
file 5-21 

adding records to an indexed file 5-95 
creating a direct file that allows 
deletions 5-'32 

creating a sequential tile 5 3 
creating an alternative index for an 
indexed file 5-65 
deleting records from a direct 
file 5 49 

deleting records from a sequential 
file 544 

deleting records from an indexed 
file 5-88 

updating DISK files in a MRT 
program 6 44 

file description charts 21-2 


file description specifications 2-3, 21 1 
file designation 

(see also chained file, demand file, 
full-procedural file, primary file, 
record address file, secondary file, and 
table file) 

file description specifications 
entry 21-15 
file format 21-19 
file information data structure 
(INFDS) 6-25 
file organization 

(see also direct files, indexed 
files, and sequential files) 

DISK files 5-1 

file description specifications 
entry 21-28 

file processing methods 

(see also consecutive processing, 
random processing, and sequential 
processing) 

file description specificatious 
entry 21--23 
file sharing 20-10 
file translation 17--9 

Lie type 

(see also combined file, input file, 
output file, and update file) 
file description specifications 
entry 21-13 
filename 

extension specifications 
from filename 22-6 
input specifications 25-5 
line counter specifications 234 
output specifications 27-5 
telecommunications specifications 24-5 
to filename 22-7 
files that allow^ records to be 
deleted 5-32 

first-page forms position 20-11 
first-page indicator 12-29 
first RPG program cycle 19-5 
fixed currency symbol 
with an edit code 16-6 
with an edit word 16-13 
fixed-length format 21-19 
floating currency symbol 
with an edit code 16-5 
with an edit word 16-13 
flowchart 

detailed program cycle 19-7 
handling exceptions and errors in WORKSTN 
files 6-26 
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overview of program cycle 19-4 
processing WORKSTN input files 6-55 
program cycle for WORKSTN files 6-53 
FMTS continuation-line option 6-13 
FORCE (force) operation code 
bytes of created code 18-24 
FORCE (force) operation code (continued) 
description 28-54 
form length, line counter 
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